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1 Claim. 

My invention relates, generally, to pliers, and 
more particularly to improvements in adapters 
therefor. 
The invention is designed with a primary ob 

ject in View of equipping a pair of pliers, of the 
Straight nose, slip joint, type, for quick and easy 
use in detaching, or attaching, the brake shoe 
Springs of automobile brakes. 
Another object is to equip Such pliers with a 

pair of adapters, for the purpose above Set forth, 
Which are easy to attach and detach, Will not 
become accidentally displaced, and are of simple 
form and comparatively inexpensive to manu 
facture and replace. 
Other and Subordinate objects, also compre 

hended by invention, together with the precise 
nature of my improvements, Will be readily un 
derstood when the succeeding description and 
claim are read. With reference to the drawing ac 
companying and forming part of this Specifica 
tion. 
In the drawings: 
Figure is a view in Side elevation illustrating 

my improved adapters applied to the pliers, 
Figure 2 is a view in front end elevation of 

the adapters detached and drawn to an enlarged 
Scale, 

Figure 3 is a view in longitudinal Section taken 
on the line 3-3 of Figure 2, 

Figure 4 is a view in front elevation of one of 
the capS, 

Figure 5 is a view in rear elevation of the 
Sale, 

Figure 6 is a view in front elevation of the 
Other cap, 

Figure 7 is a view in rear elevation of the same, 
and 

Figure 8 is a view in elevation illustrating the 
manner in which the adapters and pliers are 
used. 

Reference being had to the drawings by numer 
als, the type of pliers With which my invention 
is particularly concerned, comprises a pair of 
handle-bars l, 2 crossed and pivotally and slid 
ably connected together by means of a slip con 
nection comprising a stud 3 and notched slot 
4. The handle-bars , 2 terminate in straight 
jaw forming noses 5, 6 of flat form. With straight, 
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rear edges 9, 10. The edges 7, 9 and 8, 10 impart 
a taper to the noses 5, 6. 
According to my invention, adapters are pro 

vided for such pliers comprising a pair of thimble 
like caps fl, 2 of substantially the same length 
as the noses 5, 6. The caps , 2 are designed to 
fit over the noses 5, 6, with a slight clearance at 
the rear edges 9, iO of said noses, for a purpose 
presently Seen. To this end, said caps 1, 2 
are formed With straight parallel side walls 3, 
4, straight front walls 5, 6, and arched rear 

faces 7, 8 converging toward the walls 5, 6. 
The cap f is provided at its outer end with a pair 
of laterally Spaced prongs 9 extending forwardly 
of the front wall 5 at substantially a right angle 
thereto, Said prongs being hook shaped and taper 
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ing to sharp points 20. At best shown in Figure 
2, the prongs 20 are spaced apart a greater dis 
tance than the sides 3 of said cap f . The cap 
2 is provided at its outer end with a single for 

Wardly projecting prong 2 tapering edgewise to 
a point 22. Longitudinally arched leaf springs 
23, 24 are provided in the caps , 2 to extend 
along the rear Walls 7, 8. Screws 25, 26 attach 
the Springs 23, 24 at one end thereof to the walls 
7, 8 adjacent to the inner ends of the caps , 
2. A chain 27 having its ends connected to said 

ScreWS 25, 26 couples the caps f, 2 together. 
Referring to the use and operation of the de 

Scribed invention. The caps f, 2 are slipped 
Over the noses 5, 6 of the pliers and frictionally 
locked thereto by the springs 23, 24. With the 
prongs 20 Suitably hooked into a brake shoe spring 
28, to be stretched for connection to its stud 
29, and the prong 2 hooked over the lining 30, 
of a brake shoe 3 ?, the caps 1, 2 may be moved 
toward each other by manipulation of the handle 
bars , 2 to stretch said spring as desired. 
The foregoing Will, it is believed, suffice to im 

part a clear understanding of my invention with 
out further explanation. 

Manifestly the invention, as described, is sus 
ceptible of modification without departing from 
the inventive concept, and right is here re 
Served to Such modifications as fall within the 
Scope of the appended claim. 
What I claim is: 
Means for converting a pair of pliers into a 

tool for tensioning a brake spring to remove it 
Working inner front edges 7, 8, and arched outer 50 from or assemble it in operative position compris 
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3 4 
ing a pair of thimbles adapted to be fitted over REFERENCES CITED 
the jaws of the pliers, one of said thimbles hav 
ing a pointed brake shoe lining engaging prong not televi?erences are of record in the 
On its outer end, the other thimble having a pair p O 
of laterally spaced, pointed and hook-shaped 5 UNITED STATES PATENTS 
Spring-engaging and tensioning prongs on its 
Outer end faced toward each other, the prongs of N Kieff's al Jaipoo 
the two thimbles being extended to project toward 67526 Miller - - - area on aJuly O 2 1901 
each other when the thimbles are fitted on said i40553 Grand champet al. Oct 6 1903 
jaws, a leaf spring arranged within and longi- 10 1. 326,858 Glasscock Dec. 30. 1919 
tudinally of each thimble at the back thereof to 1334965 Ridings III Mar 36. 1920 
renovably Secure said thimble on the associated 1413363 Slattery. Apr. 13. 1922 
jaw, headed fasteners securing the inner ends of 1474563 Jacoby. NOW 20. 1923 
the Springs to the-thimbles, and a flexible ele- 1828042 Harding et al. s Öct. 26. 1931. 
ment coupling said thimbles and connected at Ts. e -- wr. ----- : 5 1931,715 Baldridge -------- Oct. 24, 1933 
its ends to said headed fasteners. 1953,930 Dyal Apr. 10, 1934 

NELS B. HANSEN. *2,266,511 Fredmore ---------- Dec. 16, 1941 
2356,400 Hanson ------------ Aug. 22, 1944 

  


