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Application filed October 10, 1924, serial No. 742,759. 
This invention relates to an, improved 

razor of the safety type which is compact 
and well balanced and which is so con 
structed asto permit the ejection of a blade 
and the insertion of another by means of a 
manually operated deviceso that the blades 
can be inserted without their being handled 
separately, as they are fedin succession from 
a stack. - • 

The invention comprises a razor that is 
constructed so that the blades are fed end 
wise from the stack into the guard and the 
blade that is being inserted expels the blade 
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in the guard. 
The invention also relates to a razor of 

the safety type which has a handle anda 
guard connected together so that when the 
guard is swung to extend longitudinally 
from the handle itis in position to receive a 
blade from the stack, the handle acting when 
desired, as a receptacle or holder 
stack, and the guard When supplied with a 
blade being swung to shaving position on 
the handle. 
The invention is also designed to provide 

a compact razor in which the handle as a 
reservoir for the blades, the guard, and the 
means for feeding the blades from the stack 
to the guardare placed within a structure 
the size of the usual safety razor and in 
which the blade may be held when in use at 
an angle relative to the handle. 
The invention also relates to a holder for 

a stack of blades which is detachable from 
º the handle for reloading and which co-oper 
ates with a slide on the handle for succes 
sively feeding the blades from the stack. 
Another object of the invention resides in providing ablade Supportinghead compris 

ing a solid block provided with a slit of ap 
proximately the dimensions necessary to re 
ceive and retain a blade; the block on one 

guard is swung 

side of the slit being formedor provided 
with a curved safety guard and the entire 
block being designed to bring the slit into 
registry with the feeding opening from the 
handle or magazine for reserve blades. 
Another object of the inventionisto pro 

vide a clamp for locking the blade in the 
guard which clamp is operated when the 

to shaving position but 
which is eased of enough to allow Smooth 
passage of the blade, when the guard is 
moved to the position in which it receives a blade. The swinging of the guardis about 

or the 

a can projection on a supporting post 
which, in addition to serving the purpose of 
clamping the blade in the guardwhen the 
guard is Swung to a shaving positionalso 
has the purpose of coacting with the clamp 
or spring to hold the head of the razor at 

60 
any desired angle with the handle to suit the individual user. 
The adjustmentis designed to permit a 

firm positioning of the shavingledge at a 
Varle ty of angles in relation to the longitu-. 
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dinal axis of the handle without independ-. ent manipulation of any clamping means. 
The inventionalso provides a structure which prevents the entrance of water to the 

stack of blades orother elements within the handle. 
The invention further embodies a clip in 

Which the stack of blades is held and which 
clip, carries the stack bodily into the handle 
and is installed so asto permit the feeding 
means to move the blades successivelyfrom 
the stack and which is also expendable in 
that it can bethrown away, it being the in 
tention to sell blades in the clip ready for insertion in the razor. 
The invention is ilustrated in the accom panying drawing in which Figure 1 isla side 

view of a razor as it appears when closed 
andassumes the compact form in whichit is 
made. Figure 2 is a section of the razor 
With the guard and the post shown in ele 
vation. Figure 3 is a fragmentary sectional 
view of the upper right hand part of Figure 
2 but with a blade fed into the guard. Fig 
ure 4 is a side view of the construction 
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shown in Figure 2 with the sleeve on the 
handle shown insection. Figure 5 is a top 
viey of the construction shown in Figure 1 
yyith the cover removed. Figure 6 is a sec 
tion online 6-6 in Figure-2. Figure 7 is a 
perspective view of the trigger for feeding 
the blade forward and Figure 8 is a perº spective viey of a form of clip for holding 
a Stack of blades showing one blade ready 
for insertion in the clip. Figure 9 is a de 100 

tail section showing how a blade is locked 
in the guard When the guard is in shaving position. - 

The handle 10 is provided with the guard 
11, these being secured together so that the 
guard canbe swung to shaving position or 
extended longitudinally relative to the han 
dle. The constructionshown embodies a post 12 on the end of the handle which re 
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ceives the slot 13 of the guard and the screw 
14 acts as a pivot and permits adjustment 
So that the swinging movement is not too 
free and to shift the guard it is necessary to 
positively grasp and turn it. 
The guard has the curved front edge 15, 

usually toothed to permiteasier shaving, the 
front edge being faced as at 16 to bear 

-against the face of the user so as to gauge 
the pressure on the face. The guard has a 
slit 17 usually inclined at a good shaving 
angle and receives and holds a blade 18 

5 

20 

which fits Snugly in the sit 17. The blade 
18 is inserted endwise into the slit and I 
provide means for receiving and holding 
the blade With an easy friction by means of 
a spring 19 which projects up through an 
opening in the bottom of the slot 13 and 
bears on the blade. 
When the guard is swung away from its 

longitudinal position orto horizontal posi 

25 

30 

35 

40 

tion, which is the shaving position (ilus 
crated in dotted outline in Figure 2) the 
blade is tightly clamped as the spring is 
pressed upward by the end 20 of the post 12, 
which end is raised or made eccentric to the 
pivot 14 and acts as a cam to bind the blade 
in place. Of course, the spring, 19 can be 
dispensed with but I prefer to use it to pre 
vent the blade sliding in the slit when the 
guard is folded or SWung against the post. 
This clamping, of course, also holds the 

guard in its adjusted positions for shaving 
as most convenient for the user. 
The blades arepreferably carried in the 

handle, and for this purpose I provide the 
handle with a recess Which receives the stack 
of blades and also parts associated with the 
handle to insure the blades being in posi 
tion to be fed into the guard. In the form 
shown the holder 22 is an open-sided frame 

4. 

having a spring 23 secured thereto solas to 
bear on the underside of the stack. The 
holder 22 is on a stem 24 whichis rectangu 
lar So that it fits in the recess 21 and cannot 
turn and the head 25 which screws on the 
end of the handle is swivelled on the stem 
24. In the drawing this is shown as a disc 
26 fitting in a recess 27 in the head 25. This 
swivelling is also desirable as the stem 24 
and the holderare eccentrically placed in 
the handleas will be seen from Figures 2, 4 
and 6 and for reasons to be stated here 
inafter. • . 
To feed a blade from the stack to the 

guard I provide a slide which in the form 

k. 

shown, comprises a sleeve 28 with a firm 
sliding fit on the handle and which carries 
a trigger or finger 29 which has a rounded 
outerface 30 bearing against the inside of 
the sleeve to whichit is secured, as by a 
screw 31. The finger or trigger 29 is set in 
on the outerface of the handle, the faces 32 
sliding on the faces 33 of the flattened part. 
of the handle flanking the slot 34 through 
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is justinside the slot and is so proportioned 
that when the slide is pulled back it catches 
just under the outermost or What might be 
termed the topmost blade of the stack as in 
Figure 2. 
The projection 35 is of slightly less thick 

ness than ablade So that it only picks one 
up and slides it forward when the sleeve 
28 is pushed forward. The blade passes 
through the slit 36 and into the slit 17 of 
the guard, the sleeve being halted When the 
blade is positioned, as the trigger 29 engages 
the end 37 of the slot 34 and the projection 
35 is long enough to reach the end of the 
slit 36 which is also the edge of the guard 
as the parts are so proportioned that the 
guard rests against the top face of the han 
dle When the guard is in extension or ar 
ranged longitudinally on the handle. The 
return of the sleeve and the trigger does not 
disturb the stack as the next succeeding 
blade is still under the trigger as shown at 
38 in Figure 3. 
To prevent Water entering the handle I 

provide a flap 39 which normally is held 
shut by a light spring 40 and is only dis 
placed When a blade passes through the 
slit. 36. While the blades can be directly Stacked 
in the holder, I intend to Supplythem al 
ready stacked in a clip 41 which has a side 
Wall 42 and end Walls 43 and an open bot 
tom 44 through which the spring 23 can 
roject. The flanges 44 hold the blades 
rom dropping through the bottom and the 
very short flanges 45 just engage the very 
corners of the sharpenededges of the blades 
sothat the blade is fed through without any 
injury to the cutting edge except possibly at 
the tip on each end. The clips 41 are 
Wrapped and form the package of blades as 
sold to the user and when the Wrapper is 
removed the clip can be inserted between the 
ends 46 and 47 of the holder 22 into which 
spaceitfits. The holder with the clip is 
then slid into the handle and the cap 25 
screwed on. The clip cannot project to in 
terfere with the feeding of the top blade as 
it is heldslightly retreated by the shoulder 
48 (see Figure 6.) 
The major portion of the 

ed to coincide with the 
guardis round 
tour of the han 

dle, and the handle 10 prójects above the 
sleeve 28 enough to provide an edge 49 to 
frictionally hold a cap 50 which is placed 
over the guard and forms a symmetrical and 

which the finger slides. The projection 35 
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well balanced razor as will be seen from 
Fr 1. . stated before, the recess for the stack 
of blades is not centrally located in the 

2 

handle. It is placed to one side of the cen 
tre so that it can be fed into the forward 

guard. The guard is thus held 
with its sit 17 just above and in line with 
end of the s 
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and means for clamping the blade in the 
guard when the guard is swung to shaving 
position, the guard swinging in a plane that 
is at an angle to the path of the bilade. 

5 14. In a razor, a post, having a rounded 
top edge, a pivotal pin eccentricto said edge, 
a guard pivoted on the pin, a slit to receive 
a blade, said slit being over said edge so 
that the edge clamps the blade when the 
guardis in shaving position. 

15. In a razor, a post having a rounded 
end, a guardarranged to swing on the post 
eccentrically relative to said end, the guard 
having a slit to receive a blade, a spring un 
der the slit to frictionally hold a blade in 
lace, the spring being pressed to clamp the 
lade when the guard is. SWung to shaving 

position. 
16. A razor comprising a head having a 

slot to hold a blade, a container, a plurality 
of separate blades in said container, means 
for advancing a blade endwise from said 
container into said slot whereby the blade in 
said slot is ejected therefrom by the blades 

25 so advanced. X 
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17. A razor comprising a head having a 

slot to hold a blade, a handle, a container 
in said handle, a plurality of blades separate 
in said container, and means for feeding a 
blade from Said container into said slot and 
the blade so fed causing the release of the 
blade in said slot. . 

18. A razor comprising a blade holding 
device, a handle, a blade magazine, Within 
said handle, and means for advancing a 
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blade from said magazine toward saidblade 
holding device. 

19. A razor comprisinga holder, a stack of 
blades in the holder, a shaving head pivoted 
on the holder and adapted to be swung to 
one position for receiving, a blade and to an 

40 

other position for shaving, and means for 
expelling ablade from the stack to the shav ing head When the latter is in receiving 
position. 

In testimony that I claim the foregoing, I 
have hereto set my hand, this 8th day of 
October, 1924. 

JACOB SCHICK. 


