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Description

�[0001] The present invention relates to a thread- �carrier
for warpers.
�[0002] It is known, according to a well established tech-
nique of preparing yarns to be woven, that the warp
threads are collected onto a cylindrical beam in order to
be unwound therefrom and suitably interwoven on the
loom with the weft yarn to make the fabric.
�[0003] Also known is the fact that the warpers are ma-
chines intended to prepare the warp beams for the loom
and comprising at least two main parts, that is, the very
warper, and the creel or frame holding the reels to feed
the threads for the warping. Accordingly, the warping
comprises the loading, that is, the placement of reels on
the creel in a sequence corresponding to the selected
warping; the very warping, that is, the joining of the ends
of threads unwinding from the reels to form a set of par-
allel threads; and the beaming, that is, the transfer of
threads from the warper on to the beam. In particular, in
the warpers operating the so-�called "thread-�by- �thread"
warping, the threads are picked up individually, that is,
once at a time in a sequence predetermined according
to the desired effect, and then guided, that is, wound up
in concentric turns, over the warper’s drum by means of
an apparatus having a thread-�holder rod. The thread-
holder rod is fixed to an arm rotating at a preset speed
about the axis of said drum so that each thread will travel
a substantially circumferential path.
�[0004] The free end of said thread-�holder rod is so
shaped as to retaing the thread rotating about the drum;
in practice, this end is defined by a slightly bent portion
of the rod.�
During the warper’s operation, the thread slides over the
end of the thread-�holder rod. Owing to the high speed of
the thread (its peripheral speed, by way of example, being
in the order of 1200 m/min) and to the friction taking place
consequently, localized overstress may occur in the
thread which may lead to a drastic reduction of its me-
chanical resistance or even to a breaking thereof.
�[0005] The latter occurrence calls for the stopping of
the production process to allow for the restart thereof
only after the recovery and the reknotting of the thread.
To avoid the breaking of the thread, or at least to reduce
the likelihood of such an event, provision is made for
slowing down the machine when approaching the step
in which the shedder operates the release of the thread.
However, this implies a corresponding reduction of pro-
duction, which is incompatible with the current work re-
quirements.
�[0006] Moreover, during the release of the working
thread, the latter takes up a so-�called "ballon" configura-
tion the removal of which requires the use of a weights-
recovery system associated to each thread. However,
the said recovery weights may cause an excessive ten-
sion in the threads, which contributes to further increase
their stress to the detriment to the warp quality.
�[0007] The above problems which characterize nega-

tively the "thread-�by- �thread" warping are to be found also
in the multithread warping, which provides for the winding
of more threads at a time, inasmuch as the friction due
to the slipping of the threads onto the thread-�carriers has
anyway a negative effect on the formation of the warp.
�[0008] The main object of the present invention is to
overcome the said drawbacks.
�[0009] This result has been achieved, according to the
invention, by providing an apparatus having the features
indicated in the characterizing part of claim 1. Further
characteristics being set forth in the dependent claims.
�[0010] The advantages deriving from the present in-
vention lie essentially in the fact that the working threads
make in practice no friction with the thread-�carrier, so
that the constructional and shape characteristics, as well
as the mechanical resistance of each thread, remain un-
changed when passing from the reel of the creel to the
drum of the warper, with a remarkable increase of pro-
duction quality; that it is possible to use the present ap-
paratus both in the thread- �by-�thread and multithread
warping; that an apparatus according to the invention is
relatively easy to make, cost-�effective, and reliable even
after a prolonged service life.
�[0011] These and other advantages and characteris-
tics of the invention will be best understood by anyone
skilled in the art from a reading of the following description
in conjunction with the attached drawings given as a prac-
tical exemplification of the invention, but not to be con-
sidered in a limitative sense, wherein: �

- Fig. 1 schematically shows an apparatus according
to the invention in operating conditions;

- Fig. 2 is an enlarged view of the apparatus shown in
Fig. 1;

- Fig. 3 is a plan view of the apparatus shown in Fig. 2.

�[0012] With reference to the attached drawings, a
thread-�carrier apparatus according to the invention is in-
dicated by numeral (1) in its whole. Viewable in the draw-
ings is the structure (2) of the drum of a warper of a type
comprising a plurality of longitudinal belts on which the
threads (F) are wound to make up the warp (W). Also
visible are the lease bars (20) which are typical of this
warper, able to operate both the thread-�by- �thread and
multithread warping, and the belts (21) for driving axially
the warp in the course of formation. In the first case, the
warper is equipped with means, well known to those
skilled in the art, located in correspondence of a base of
said drum and providing for the presentation of the
threads (F) in the programmed order and to the recovery
or return thereof to the respective presentation channels
once the programmed number of revolutions or windings
for each thread has been reached. Only one thread-�car-
rier is provided to which the said means hand over the
relevant thread (F) each time, and from which the same
thread is released by a shedder. The threads (F) unwind
from corresponding reels located on a fixed creel up-
stream of said means. In the case of warpers intended
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for multithread warping, provision is made for a plurality
of thread-�carriers, each of which carries a corresponding
thread and rotates solid with the others about the longi-
tudinal axis of the warper. The threads unwind from the
corresponding reels placed on a rotating creel which is
mechanically and electronically synchronized with the ro-
tation of the thread- �carriers. �
What has been set forth above is well known to those
skilled in the art and is disclosed in the following docu-
ments: EP 832998, EP 882820, EP 652310 and EP
913511. Reference may be made to these documents
for further details concerning the structure and operation
of this type of warpers.
�[0013] The thread-�carrier apparatus (1) is guided into
rotation about the longitudinal axis of the drum (2) by
means of a corresponding support, in the form of an arm
(10) for example, so as to impart the working thread a
corresponding circular trajectory and lay it down on the
outer side of said belts for the formation of warp turns in
a preset number, according to the programmed warp pat-
tern. Electronic programmable means, not shown in the
attached drawings for the sake of simplicity, provide for
operating the above described means according to pro-
cedures well known to those skilled in the art and, ac-
cordingly, will not be described herein in greater detail.
�[0014] The thread-�carrier (1) comprises a rod (1) fixed
substantially perpendicular to the arm (10), thereby re-
sulting substantially parallel to the axis of the drum (2).
According to the present invention, a freely rotating roller
(12) is attached on the distal end of the rod (11). The
roller (12) has a central slot for guiding the thread (F).�
The roller (12) may be made from ceramic material and
be mounted on the rod (11) through a relevant bearing
which is in turn fixed on the end of said rod (11). �
When the warper is in operation, each thread (F) unwinds
from the creel by passing over the roller (12) with an
extremely reduced friction, which causes a correspond-
ingly reduced degree of thread’s tension during both the
unwinding and release steps. In this way, therefore, a
better efficiency of the machine is obtained, from both a
quantitative and qualitative point of view, in the thread-
by- �thread as well as multithread warping.
�[0015] In case of warpers for thread-�by- �thread warp-
ing, only one thread-�carrier apparatus (1) will be provid-
ed.�
In case of warpers for multithread warping, provision will
be made for a plurality of thread-�carrier apparatuses (1)
with roller (12), each apparatus being supported by a
corresponding arm (10): the said arms (10) being dis-
posed in radial arrangement to allow for a simultaneous
rotation thereof about the longitudinal axis of the warper’s
drum.

Claims

1. Thread-�carrier apparatus for a warper of a type as-
sociated with a support (10) rotating about the axis

of a drum (2) so as to drive a corresponding working
thread (F) into a circular trajectory by winding it over
the outer surface of the drum (2), the apparatus in-
cluding a rod (11) with a distal portion thereof intend-
ed to contact and guide the thread (F) as the latter
winds up onto the drum (2) of the warper, apparatus
(1) characterized in that a freely rotating roller (12)
is attached on the distal portion of said rod (11) for
coming in contact and guiding the said thread.

2. Thread-�carrier apparatus according to claim 1, char-
acterized in that said roller (12) exhibits a central
slot for the thread (F).

3. Thread-�carrier apparatus according to claim 1, char-
acterized in that said roller (12) is made from ce-
ramic material.

4. Thread-�carrier apparatus according to claim 1, char-
acterized in that said roller (12) is mounted on the
rod (11) by a ball bearing.

Patentansprüche

1. Fadenträgervorrichtung für eine Schärmaschine ei-
nes Typs, dem ein Träger (10) zugeordnet ist, der
um die Achse einer Trommel (2) rotiert, um so einen
entsprechenden Arbeitsfaden (F) in einer kreisför-
migen Bahn zu treiben, indem er ihn über die äußere
Oberfläche der Trommel (2) windet, wobei die Vor-
richtung eine Stange (11) aufweist, bei der eine ent-
fernter Abschnitt von ihr vorgesehen ist, um den Fa-
den (F) zu kontaktieren und zu führen, wenn sich
letzterer auf die Trommel (2) der Schärmaschine auf-
wickelt, wobei die Vorrichtung (1) dadurch gekenn-
zeichnet ist, daß  eine frei rotierende Rolle (12) an
dem entfernten Abschnitt der Stange (11) befestigt
ist, um mit dem Faden in Kontakt zu kommen und
ihn zu führen.

2. Fadenträgervorrichtung nach Anspruch 1, dadurch
gekennzeichnet, daß  die Rolle (12) einen zentralen
Schlitz für den Faden (F) aufweist.

3. Fadenträgervorrichtung nach Anspruch 1, dadurch
gekennzeichnet, daß  die Rolle (12) aus kerami-
schem Material gebildet ist.

4. Fadenträgervorrichtung nach Anspruch 1, dadurch
gekennzeichnet, daß  die Rolle (12) auf der Stange
(11) mit Hilfe eines Kugellagers montiert ist.

Revendications

1. Dispositif guide-�fil pour ourdissoir du type associé à
un support (10) tournant autour à l’axe d’un tambour
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(2) de manière à imprimer à un correspondant fil (F)
en façonnage une trajectoire circulaire avec bobina-
ge sur la surface externe du tambour (2), le dispositif
en comprenant une tige (11) avec une portion distal
destinée au contact et au guidage du fil (F) en bobi-
nage sur le tambour (2) de l’ourdissoir, dispositif (1)
caractérisé en ce que  sur la portion distal de ladite
tige (11) est fixé, librement pivotante, une roulette
(12) destinée au contact et au guidage du fil.

2. Dispositif guide-�fil selon la revendication 1, carac-
térisé en ce que  ladite roulette (12) présente une
rainure centrale pour le fil (F).

3. Dispositif guide-�fil selon la revendication 1, carac-
térisé en ce que  ladite roulette (12) est réalisée en
matériel céramique.

4. Dispositif guide-�fil selon la revendication 1, carac-
térisé en ce que  ladite roulette (12) est montée sur
la tige (11) au moyen d’un palier à billes.
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