wo 20207236923 A1 |0 0000 K00 00 0 0

(12) INTERNATIONAL APPLICATION PUBLISHED UNDER THE PATENT COOPERATION TREATY (PCT)

J

=

(19) World Intellectual Property
Organization
International Bureau

(43) International Publication Date
26 November 2020 (26.11.2020)

(10) International Publication Number

WO 2020/236923 Al

WIPO I PCT

(51) International Patent Classification:
HOIL 21/673 (2006.01)

(21) International Application Number:
PCT/US2020/033784

(22) International Filing Date:
20 May 2020 (20.05.2020)

(25) Filing Language: English
(26) Publication Language: English
(30) Priority Data:

62/851,983 23 May 2019 (23.05.2019) UsS

(71) Applicant: ENTEGRIS, INC. [US/US]; 129 Concord
Road, Billerica, Massachusetts 01821 (US).

(72) Inventors: STEFFENS, Jason T.; 1105 Merrifield Court,
Shakopee, Minnesota 55379 (US). SMITH, Mark V.; 4110
Bobbie Kay Place, Colorado Springs, Colorado 80908 (US).
FULLER, Matthew A.; 4910 Sunbird Cliffs Drive, Col-
orado Springs, Colorado 80919 (US).

(74) Agent: GATES, Catherine D.; ENTEGRIS, INC,, 129
Concord Road, Billerica, Massachusetts 01821 (US).

(81) Designated States (unless otherwise indicated, for every
kind of national protection available). AE, AG, AL, AM,

AO, AT, AU, AZ, BA, BB, BG, BH, BN, BR, BW, BY, BZ,
CA, CH, CL, CN, CO, CR, CU, CZ, DE, DJ, DK, DM, DO,
DZ, EC, EE, EG, ES, FI, GB, GD, GE, GH, GM, GT, 1IN,
HR, HU, ID, IL, IN, IR, IS, JO, JP, KE, KG, KH, KN, KP,
KR,KW,KZ, LA, LC,LK,LR, LS, LU, LY, MA, MD, ME,
MG, MK, MN, MW, MX, MY, MZ, NA, NG, NI, NO, NZ,
OM, PA, PE, PG, PH, PL, PT, QA, RO, RS, RU, RW, SA,
SC, SD, SE, SG, SK, SL, ST, SV, SY, TH, TJ, TM, TN, TR,
TT, TZ, UA, UG, US, UZ, VC, VN, WS, ZA, ZM, ZW.

(84) Designated States (unless otherwise indicated, for every
kind of regional protection available): ARIPO (BW, GH,
GM, KE, LR, LS, MW, MZ,NA, RW, SD, SL, ST, SZ, TZ,
UG, ZM, ZW), Eurasian (AM, AZ, BY, KG, KZ, RU, TJ,
TM), European (AL, AT, BE, BG, CH, CY, CZ, DE, DK,
EE, ES, FI, FR, GB, GR, HR, HU, IE, IS, IT, LT, LU, LV,
MC, MK, MT, NL, NO, PL, PT, RO, RS, SE, SI, SK, SM,
TR), OAPI (BF, BJ, CF, CG, CI, CM, GA, GN, GQ, GW,
KM, ML, MR, NE, SN, TD, TG).

Declarations under Rule 4.17:
— as to applicant's entitlement to apply for and be granted a
patent (Rule 4.17(ii))

(54) Title: HANDLE FOR WAFER CARRIER

(57) Abstract: A handle for a wafer carrier that includes an insertable

member configured to be inserted into an aperture of the wafer carrier,

and a locking mechanism moveable relative to the insertable member. A
tab of the insertable member retains the insertable member in the aperture

when in an engaged state. When in a locked state, the locking mechanism
maintains the tab in the engaged state and a flexible member of the lock-
ing mechanism is positioned to maintain the locking mechanism in the
locked state. A wafer carrier includes the detachable handle and the lock-
ing mechanism.

[Continued on next page]



WO 2020/236923 A1 | [IH1] 00000000V 000

Published:

—  with international search report (Art. 21(3))

—  before the expiration of the time limit for amending the
claims and to be republished in the event of receipt of
amendments (Rule 48.2(h))



WO 2020/236923 PCT/US2020/033784

HANDLE FOR WAFER CARRIER

Cross-Reference to Related Applications

{0001} This application claims priority to and the benefit of U.S. Provisional Application
No. 62/851,983 filed, May 23, 2019, the entirety of which is incorporated herein by

reference for all purposes.

TECHNICAL FIELD

{0002} This disclosure relates generally to a front opening substrate container. More

specifically, this disclosure relates to a handle for a front opening substrate container.

BACKGROUND

{8803} A semiconductor device can be manufactured from a wafer substrate. The wafer
substrate, or simply wafer, undergoes a series of fabrication steps. For example, fabrication
steps can include, but are not limited to, material layer deposition, doping, etching, or
chemically or physically reacting material(s) of the substrate. One or more wafers can be
stored and transported in a front opening substrate container before, during, or after
fabrication. In some fabrication steps, the wafers may be treated while still inside the front
opening substrate container. The front opening substrate container protects the stored

wafer(s) from physical damage (e.g., impacts) and contamination.

SUMMARY
[8004] This disclosure generally relates to a front opening substrate container used for storing
or transporting wafers. More specifically, this disclosure relates to a handle for a front
opening substrate container.
{0005} A handle for a wafer carrier is disclosed. The handle includes a body, an insertable
member with a tab, and a locking mechanism with a flexible extension. The insertable
member is configured to be inserted into an aperture of a wafer carrier. When in an engaged
state, the insertable member is retained in the aperture. The locking mechanism is moveable
between a locked state and an unlocked state. When in the locked state, the locking
mechanism maintains the tab in the engaged state and the flexible extension is positioned to

maintain the locking mechanism in the locked state.
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{6686} In an embodiment, the tab is disposed on a first side of the insertable member. The
insertable member includes a second side opposite to the first side, and the locking member
extends along the second side when in the locked state.

{88007} In an embodiment, the handle includes a projection disposed at a first end of the body.
The projection includes a first portion and a second portion that extend in different directions.
The projection is configured engage a rail of the wafer carrier to help secure the handle to the
wafer carrier.

[6008} A wafer carrier is disclosed. The wafer carrier includes an outer surface, a handle, and
a locking mechanism. The wafer carrier also includes a protrusion that extends from the outer
surface. An aperture is defined by the protrusion and is between the outer surface and an
extent of the protrusion. The handle is attached to the outer surface of the wafer carrier and
includes a body. The body includes an insertable member that extends into the aperture of the
wafer carrier to secure the handle to the outer surface. The insertable member includes a tab
that retains the insertable member in the aperture when in an engaged state. The locking
mechanism includes a flexible member and is moveable relative to the insertable member
between a locked state and an unlocked state. When in the locked state, the locking
mechanism maintains the tab in the engaged state and the flexible extension maintains the
locking mechanism in the locked state.

{8809} In an embodiment, the locking mechanism moves from the unlocked state to the
locked state in a direction that is parallel to the direction in which the insertable member is
inserted into the aperture.

{6618} In an embodiment, the wafer carrier includes a rail that extends along its outer
surface, and the handle includes a projection disposed at a first end of the body of the handle.
The projection is configured to engage the rail of the wafer carrier to help secure the handle.
In an embodiment, the projection is moved to engage the rail in the same direction as the
insertable member is inserted into the aperture of the wafer carrier. In an embodiment, the
engagement of the projection and the rail inhibits movement of the handle away from or
towards the first side of the wafer carrier.

[6011} In an embodiment, the wafer carrier is a front opening unified pod (FOUP). In an

embodiment, the wafer carrier is a front opening shipping box (FOSB).
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BRIEF DESCRIPTION OF THE DRAWINGS

[0012} The disclosure may be more completely understood in consideration of the following
description of various illustrative embodiments in connection with the accompanying
drawings.

[6813} Figure 1 is a right perspective view of a wafer carrier according to an embodiment of
the disclosure.

[0014] Figure 2 is a left perspective view of the wafer carrier shown in Figure 1 without a
front door.

0015} Figure 3 is a front view of the wafer carrier shown in Figure 1 without a front door.
{0016} Figure 4 is a side view of the wafer carrier shown in Figure 1 without a front door.
{17} Figure 5 is a right perspective view of the wafer carrier shown in Figure 1 with the
handle detached.

[0018] Figure 6A is a side view of a detachable handle for a wafer carrier according to an
embodiment.

[6019] Figure 6B is a front view of the detachable handle shown in Figure 6A.

0026} Figure 6C is a rear view of the detachable handle in shown in Figure 6A.

{6021} Figure 7 is a perspective view of a locking mechanism for a detachable handle of a
wafer carrier according to an embodiment.

{0022} Figure 8A is a sectional view of the wafer carrier shown in Figure 3 along the line
VII-VIIL

[8023] Figure 8B is an enlarged view of the area B shown in Figure 8A.

{8024} Figure 8C is an enlarged view of the area C shown in Figure 8A.

{6025} Figure 9 is a sectional view of a portion of the wafer carrier shown in Figure 4 along
the line IX-IX.

{0026} Figure 10 is a perspective view of a portion of a wafer carrier according to an
embodiment of the disclosure.

{8027} Figure 11 is a front perspective view of a locking mechanism of the wafer carrier
shown in Figure 10.

[6028] Figure 12 is a side perspective view of the locking mechanism of the wafer carrier
shown in Figure 10.

{0029} Figure 13 is a perspective view of a portion of a wafer carrier according to an
embodiment of the disclosure.

{0038} Figure 14 is a front perspective view of the locking mechanism of the wafer carrier

shown in Figure 13.
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[6031] Figure 15 is a rear perspective view of the locking mechanism of the wafer carrier
shown in Figure 13.

{0032 Figure 16 is a sectional view of a portion of the wafer carrier shown in Figure 13
along the line XVI-XVI.

{0033} Figure 17 is a side view of a wafer including a handle and a locking mechanism in
accordance with an embodiment of the disclosure.

[0034] Figure 18A is a perspective view of the handle shown in Figure 17.

[6035] Figure 18B is a front view of the handle shown in Figure 17.

{0036} Figure 18C is a side view of the handle shown in Figure 17.

{00371 Figure 19 is a perspective view of the locking mechanism shown in Figure 17 that
interacts with the handle.

8638} Figure 20A is an enlarged view of the area D shown in Figure 17.

{8039} Figure 20B is an enlarged view of the area E shown in Figure 17.

[0048] Figure 21 is a cross-sectional view of the wafer carrier shown in Figure 17 taken
along the line 21A-21A.

6041} Figure 22 is a perspective view of a wafer carrier having a handle in a detached state
in accordance with an embodiment.

{90421 Figure 23 is a side view of the wafer carrier shown in Figure 22.

[8643} Figure 24A is a perspective view of the handle shown in Figures 22 and 23.
{0044} Figure 24B is a front view of the handle shown in Figures 22 and 23.

[0045] Figure 24C is a side view of the handle shown in Figures 22 and 23.

[8046]} Figure 25A is an enlarged view of the area F shown in Figure 23.

[6847} Figure 25B is an enlarged view of the area G shown in Figure 23.

{0048} Figure 26 is a partial cross-sectional view of a locking mechanism engaged with a rail
provided on the side wall of the wafer carrier shown in Figures 22 and 23 in accordance with
an embodiment.

{8049} Figure 27 is a perspective view of a wafer carrier in accordance with another
embodiment.

[6058] Figure 28 is a side view of the wafer carrier of Figure 27.

6051} Figure 29 is a perspective view of the handle shown in Figures 27 and 28.

{0052} Figure 30 is a close-up view of the handle attached to the side wall of the wafer
carrier shown in Figure 28.

6633} While the disclosure is amenable to various modifications and alternative forms,

specifics thereof have been shown by way of example in the drawings and will be described
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in detail. It should be understood, however, that the intention is not to limit aspects of the
disclosure to the particular illustrative embodiments described. On the contrary, the intention
is to cover all modifications, equivalents, and alternatives falling within the spirit and scope

of the disclosure.

DETAILED DESCRIPTION

[3PEE I 2

{0054} As used in this specification and the appended claims, the singular forms “a”, “an”,
and “the” include plural referents unless the content clearly dictates otherwise. As used in
this specification and the appended claims, the term “or” is generally employed in its sense
including “and/or” unless the content clearly dictates otherwise.

{00551 The term “about” generally refers to a range of numbers that is considered equivalent
to the recited value (e.g., having the same function or result). In many instances, the term
“about” may include numbers that are rounded to the nearest significant figure.

{0056} Numerical ranges expressed using endpoints include all numbers subsumed within
that range (e.g. 1 to Sincludes 1, 1.5, 2, 2.75, 3, 3.80, 4 and 5).

[6857} The following detailed description should be read with reference to the drawings in
which similar elements in different drawings are numbered the same. The detailed
description and the drawings, which are not necessarily to scale, depict illustrative
embodiments and are not intended to limit the scope of the invention. The illustrative
embodiments depicted are intended only as exemplary. Selected features of any illustrative
embodiment may be incorporated into an additional embodiment unless clearly stated to the
contrary.

[6058} A semiconductor device is formed by fabricating a wafer substrate. One or more
wafer substrates, or simply wafers, can be stored within a wafer carrier during, before, or
after fabrication. The front opening substrate container protects the wafer(s) within the wafer
carrier during storage or transport. For example, a wafer carrier protects the wafer(s) from
damage caused by impacting other objects and from impacting each other. For example, a
wafer carrier may be configured to minimize or prevent contaminated air from entering the
wafer carrier when the front of the wafer carrier is closed. The wafer carrier has a size and
weight that allows for a person (e.g., a technician, handler, etc.) to carry it between locations.
0059} The wafer carrier may be, for example but not limited to, a front opening unified pod
(FOUP) or a front opening shipping box (FOSB). Generally, a FOUP is used to transport

substrate wafers within a manufacturing facility, while a FOSB is used for transporting
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substrate wafers across longer distances (e.g., between manufacturing facilities, from a
manufacturing facility to another facility). For example, a FOUP may be configured to
prevent contaminated air from entering the FOUP when the front of the FOUP is open. For
example, a FOUP may also be configured to selectively allow gases into the FOUP, such as,
but are not limited to, processes gas for fabrication or filtered gas for creating a positive air
pressure within the FOUP.

{8068} Embodiments disclosed are directed to a wafer carrier that includes handles. The
handles allow a person to safely carry the wafer carrier. Advantageously, the wafer carrier
disclosed includes handles having, among other features, a locking mechanism and rails that
reduce the risk of accidental detachment of the handles and reduce an amount of
flexion/deformation of the wafer carrier when carried, thereby increasing a security of the
contents of the wafer carrier.

{8061} The locking mechanism prevents the accidental removal of the handles from the wafer
carrier. The handles advantageously can be installed with a force applied to the wafer carrier
that is relatively lower than prior configurations, which can, for example, result in damage to
the wafer carrier. The handles in this disclosure allow for a structure with increased strength
over integrally formed handles and for separate cleaning of the handle that increases wafer
carrier cleanliness.

[8862} Figures 1 — 4 show a wafer carrier according to an embodiment. The wafer carrier
shown in Figures 1 — 4 is an embodiment of a wafer carrier 1. Figure 1 is a right perspective
view of the wafer carrier 1. Figure 2 is a left perspective view of the wafer carrier 1. Figure 3
is a front view of the wafer carrier 1. Figure 4 is a side view of the wafer carrier 1. According
to various embodiments wafer carrier 1 can be a FOUP. In other embodiments, wafer carrier
1 can be a FOSB.

{0063} The wafer carrier 1 includes a first handle 100A, a second handle 100B (Figure 2), a
first locking mechanism 150A for the first handle 100A (Figure 4), and a second locking
mechanism 150B for the second handle 100B (Figure 2).

{0064} Each handle 100A, 100B are preferably configured to be non-destructively
detachable. The handles 100A, 100B have the same structure and are configured to be
attached or detached in the same manner, except for being mirror images of each other.
Features of the first handle 100A and first locking mechanism 150A are described and
labeled in the drawings with the suffix “A”, while features of the second handle 100B and the
second locking mechanism 100B are described and labeled in the drawings with the suffix

“B”. Unless specifically described or shown otherwise, it should be understood that the



WO 2020/236923 PCT/US2020/033784

handle 100B and locking mechanism 150B include a corresponding “B” feature for each “A”
feature described or shown for the handle 100A and the locking mechanism 150A,
respectively.

{8065} The wafer carrier 1 includes a front door 7, and a top 10, a right side 12 (Figures 1
and 4), a left side 14 (Figure 2), arear 16, and a bottom 18 that are generally referred to as
sides 10, 12, 14, 16, 18. The front door 7 and sides 10, 12, 14, 16, 18 form an enclosed
internal space 6 (Figure 3). The wafer carrier 1 has a front opening 9 (Figure 2) at the front 8§
of the wafer carrier 1. The front door 7 covers the front opening 7 (Figure 1) and the wafer
carrier 1 can be accessed by moving (e.g., opening, removing) the front door 7. Figures 2 and
3 illustrate the wafer carrier 1 with the front door 7 removed (e.g., opened).

[4866] The sides 10, 12, 14, 16, 18 and the front door 7, define an outer surface 22 of the
wafer carrier 1. In an embodiment, the sides 10, 12, 14, 16, 18 are a single integral structure.
For example, the sides 10, 12, 14, 16, 18 may be molded as a single continuous piece of
material or from multiple pieces that are permanently bonded together. In an embodiment, the
wafer carrier 1 is made of a material that is generally unreactive and containment resistant
(e.g., having low permeability) such as, but not limited to, a high purity polycarbonate.
{0067} As shown in Figure 3, wafer teeth 20 are disposed within the wafer carrier 1 for
storing a plurality of wafers (not shown) in the internal space 6. The wafers are inserted into
the spaces of the wafer teeth 20 and stacked in a vertical direction with respect to the page
within the wafer carrier 1. In an embodiment, the wafer carrier 1 may include a different
structure known for holding wafer(s) within the internal space 6 of the wafer carrier 1 other
than the wafer teeth 20 shown. The front door 7 covers the front opening 9 of the wafer
carrier 1 to enclose the internal space 6. The wafers are protected within the internal space 6
by the wafer carrier 1. The front door 7 is configured to seal with the sides 10, 12, 14, 18 to
prevent air from leaking into interal space 6 of the wafer carrier 1 and contaminating the
stored wafers.

{8068} The top 10 includes an automation interface 26 and the bottom 18 includes a base 24.
The automation interface 26 may also be referred to as a top handling flange. In an
embodiment, the automation interface 26 allows a standard automated attachment (not
shown) for moving the wafer carrier 1, such as but not limited to an automated arm, to be
connected to the wafer carrier 1. For example, the automated arm may be used to move the
wafer carrier 1 between different fabrication equipment. The handles 100A, 100B are

configured not to extend into the volume around the wafer carrier 1 typically reserved for the
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automated attachment. In an embodiment, the base 24 can be for connecting the wafer carrier
1 to different fabrication equipment.

{8069} In an embodiment, the wafer carrier 1 may include one or more ports 28. For
example, a port 28 may be an inlet for providing gas into the wafer carrier 1 (e.g., opened
when a port 28 is fluidly connected to a fluid source) or an outlet (e.g., a purge) for allowing
gas to flow out of the wafer carrier 1. For example, a port 28 may be an inlet for creating a
positive pressure within the wafer carrier 1 when the front door 7 is open or for circulating
one or more process gases through the wafer carrier 1 in a fabricating step. For example, the
base 24 is connected (e.g., placed on, attached, etc.) to the appropriate fabrication equipment
(not shown) at the different fabrication steps, and gas is injected into and circulated through
the wafer carrier 1 via the ports 28.

{8676} The first handle 100A is attached to one side 12 of the wafer carrier 1 (Figure 1) and
the second handle 100B is attached to a different side 14 of the wafer carrier 1 (Figure 2).
The handles 100A, 100B allow for a person to carry the wafer carrier 1 between locations by
hand.

{0071} The wafer carrier 1 is configured to prevent accidental detachment of the handles
100A, 100B. Each of the handles 100A, 100B includes a locking mechanism 150A, 150B
(Figures 2 and 4) configured to prevent accidental detachment of its respective handle 100A,
100B from the wafer carrier 1. For example, the accidental detachment of a handle 100A,
100B from the wafer carrier 1 while being carried can cause the wafer carrier 1 to be dropped
and the wafer(s) stored in the wafer carrier 1 to be damaged.

{8072} Figure 5 is a right perspective view of the wafer carrier 1 with the handle 100A
detached. When attached (Figure 1), the handle 100A extends along the side 12 of the wafer
carrier 1.

{0073} As shown in Figure 5, The wafer carrier 1 includes protrusions 30A, 40A, and rails
50A, 60A provided along the side 12. The protrusions 30A, 40A each extend from the outer
surface 22 of the wafer carrier 1. The handle 100A is secured to the wafer carrier 1 via the
protrusions 30A, 40A, and the rails S0A, 60A. As shown in Figure 2, protrusions 30B, 40B
and rails 50B, 60B are provided along the opposite side 14 of the wafer carrier 1 for securing
the second handle 100B to the wafer carrier 1.

{0074} Apertures 32A, 42A are formed by the protrusions 30A, 40A. The aperture 32A is
defined by the protrusion 30A and is located between the outer surface 22 of the wafer carrier
1 and an extent 34A of the protrusion 30A. The aperture 42A is defined by the protrusion

40A and 1s located between the outer surface 22 of the wafer carrier 1 and an extent 44A of
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the protrusion 40A. Each aperture 32A, 42A extends along the side 12 of the wafer carrier 1
from the front 8 to the rear 16 of the wafer carrier 1.

{00975} Figures 6A — 6C are views of the handle 100A according to an embodiment. Figure
6A is a side view of the handle 100A. Figure 6B is a front view of the handle 100A. For
example, Figure 4 and Figure 6B are similar viewpoints of the handle 100A. Figure 6C is a
rear view of the handle 100A.

{0076} The handle 100A includes a body 110A with a first end 112A and a second end 114A.
A grip 120A is disposed between the first end 112A and the second end 114A of the body
110A. As shown in Figure 6A, the grip 120A has a first end 122A that is closer to the first
end 112A of the body 110A and a second end 124 A that is closer to the second end 114A of
the body 110A.

{8877} When the handle 100A is attached to the outer surface 22 of the wafer carrier 1, the
handle 100A is configured for a person to grab the grip 120A of the handle 100A to carry the
wafer carrier 1. The grip 120A is configured to be easy to grasp and handle when the handle
100A is attached to the side 12. For example as shown in Figures 1 and 3, the grip 120A is
spaced apart from the side 12 and extends in a direction that allows for adequate space for a
person to grab and hold the grip 120A. As shown in Figures 6A — 6C, the grip 120A defines a
portion of the body 110A of the handle 100A.

{8678} In an embodiment, the grip 120A may include a color indicator 126 A (Figure 6B). For
example, a color indicator may be used to indicate the contents of the wafer carrier 1 (e.g.,
the specific type of wafer contained in the wafer carrier 1, the current fabrication stage of the
wafers in the wafer carrier 1, or the like). In an embodiment, the color indicator 126 A may be
integral to the body 110A of the handle 100A to avoid forming difficult cleaning surfaces
(e.g., cracks, grooves, etc.) as the detachability of handles 100A, 100B allows for the handles
100A, 100B to be replaced when a different color indicator for the wafer carrier 1 is desired.
For example, the color indicator 126A in such an embodiment may be provided by coloring
of the body 110A itself or by a colored material being integrally formed in the body 110A.
{0079} The handle 100A also includes a first insertable member 130A and a second
insertable member 140A. As shown in Figure 6A, the first insertable member 130A is located
between the first end 112A and the grip 120A. In an embodiment, the first insertable member
130A may be disposed at the end 122 A of the grip 120A, at the first end 112A, or between
the first end 112A and the grip 120A. The insertable member 130A includes a tab 132A, a
front side 134 A, and a back side 136A that is opposite the front side 134A. The tab 132A is

on the front side 134A of the insertable member 130A and extends away from the front side
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134A of the insertable member 130A. The insertable member 130A has an end 138A
(Figures 6B and 8C) that is opposite to the body 110A. In an embodiment, the tab 132A is
located on the front side 134A of the insertable member 130A closer to the end 138A than to
the body 110A. For example, the tab 132A is located on the front side 134 A and extends
along the end 138A.

[0088} As shown in Figure 6A, the second insertable member 140A is disposed between the
grip 120A and the second end 114A. In an embodiment, the second insertable member 140A
may be disposed at the end 124 A of the grip 120A, at the second end 114A, or between the
second end 114 A and the grip 120A. Similar to the first insertable member 130A, the second
insertable member 140A also includes a tab 142A, a front side 144 A, and a back side 146A.
In an embodiment, one or both of the first insertable member 130A and the second insertable
member 140A may be integral with the body 110A (e.g., formed as a single continuous piece
of material). For example, handle 100A when molded (e.g., injection molded) includes at
least the body 110A and the insertable member 130A formed as a single piece. In such an
embodiment, the insertable member 130A is formed to have the desired amount of flexibility
relative to the body 110A for allowing attachment and detachment of the handle 100A as
described below.

{0081} In an embodiment, the insertable members 130A, 140A are located along portions of
the body 110A different from the grip 120A (i.e., not located along the grip 120A). This can
provide space for grabbing the grip 120A and can help prevent a person from accidentally
contacting one of the insertable members 130A, 140A when handling the grip 120A. For
example, such accidental contact may eventually damage or loosen the insertable members
130A, 140A.

{0082} The handle 100A also includes a first projection 170A and a second projection 180A.
The first projection 170A is located at the first end 112A of the body 110A. As shown in
Figure 4, the first projection 170A is configured to be even or below the outer surface 22 of
the top 10 of the wafer carrier 1, when the wafer carrier 1 is viewed from the side. For
example, the first projection 170A is configured not to extend above the outer surface 22 of
the top 10 of the wafer carrier 1. This prevents the projection 170A from interfering with the
space in which the standard automated attachment operates when attaching to the automation
interface 26 or when attached to the automation interface 26. The second projection 180A is
located at the second end 114 A of the body 110A. The first projection 170A is configured to
engage first rail 50A of the wafer carrier 1. The second projection 180A is configured to

engage with the second rail 60A of the wafer carrier 1.
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[6083} Figure 1 shows the handle 100A attached to the outer surface 22 of the wafer carrier 1
while Figure 5 shows the handle 100A when detached. As shown by comparing Figures 1 and
5, the handle 100A is attached by moving the detached handle 100A (as shown in Figure 5) in
a first direction D1 relative to the wafer carrier 1. In an embodiment, the first direction D1
extends from the rear 16 to the front 8 of the FOUP. For example, the first direction D1 may
be generally parallel to the side 12 of the wafer carrier 1. As the handle 100A is moved in the
first direction D1 relative to the wafer carrier 1, each of the insertable members 130A, 140A
is inserted into its corresponding aperture 32A, 42 A and each projection 170A, 180A is
engaged with a corresponding one of the rails 50A, 60A. The inserted insertable members
130A, 140A and engaged projections 170A, 180A secure the handle 100A to the wafer
carrier 1. Detachment of the attached handle 100A (as shown in Figure 4) includes moving
the handle 100A in a direction D2 opposite the first direction D1. Detachment of the attached
handle 100A is described in more detail below.

[0084} The insertable member 130A is configured to flex relative to the body 110A (i.e.,
bend relative to the body 110A). More specifically, the insertable member 130A is
configured to flex in a direction perpendicular to the direction D; in which it extends from the
body 110A (e.g., in a direction into or out of the page in Figure 6B). In an embodiment, this
flexible configuration allows for (repeated) flexion of insertable member 130A towards and
away from the outer surface 22 of the wafer carrier 1. In an embodiment, when the insertable
member 130A is inserted into the aperture 32A, the tab 132A contacts the protrusion 30A and
the insertable member 130A is forced to flex towards the outer surface 22 of the wafer carrier
1 for the insertable member 130A to fit into the aperture 32A. For example, the flexion of the
insertable member 130A allows for the insertion of the insertable member 130A into the
aperture 32A. Accordingly, as the insertable member 130A is moved to and into the aperture
32A, the tab 132A contacts the protrusion 30A which applies a pressure to the insertable
member 130A and flexes the insertable member 130A towards the outer surface 22 of the
wafer carrier 1.

{0085} Once the tab 132A passes through the aperture 32A, the tab 132A is flexed to be
farther away from the outer surface 22 of the wafer carrier 1. More specifically, the tension of
the flexed insertable member 130A flexes the tab 132A to be farther away from the outer
surface 22 of the wafer carrier 1. The flexing of the tab 132A puts the tab 132A into an
engaged state. The tab 132A in the engaged state retains the insertable member 130A in the
aperture 32A. More specifically, the tab 134 A in its engaged state prevents the insertable

member 130A from being removed from the aperture 32A. The tab 132A prevents removal of
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the insertable member 130A by contacting the front outer surface 36 A (Figure 4) of the
protrusion 30A when the handle 100A moved (e.g., pulled) in the direction D2 opposite to the
insertion direction D1. For example, the tab 132A is hooked on front outer surface 36A of the
protrusion 30A. As shown in Figure 4, the front outer surface 36A faces away from the body
110A of the handle 100A (e.g., in direction D).

{0086} In an embodiment, the tab 132A also has an unengaged state. The tab 132A is
configured to allow removal of the insertable member 130A from the aperture 32A when in
the unengaged state. For example, the tab 132A in the unengaged state allows movement of
the insertable member 130A relative to the protrusion 30A in the direction D2 opposite to the
insertion direction D1. In an embodiment, the wafer carrier 1 is configured to allow
detachment of the handle 100A when all of the tab(s) 132A, 142A of the insertable
member(s) 130A, 140A of the handle 100A are in the unengaged state.

[8087} The movement of the handle 100A that inserts the insertable member 130A into the
apertures 32A (e.g., the movement in the first direction D1) also moves the first projection
170A relative to the first rail 50A and the second projection 180A relative to the second rail
60A. More specifically, this movement of the handle 100A causes the first projection 170A to
engage the first rail 50A and the second projection 180A to engage the second rail 60A. The
engagement of each projection 170A, 180A with its corresponding rail S50A, 60A is
configured to prevent movement of the handle 100A away from the wafer carrier 1 (e.g.,
direction D3 in Figure 3). For example, the engagement of a projection 170A, 180A, with its
rail 50A, 60A can mitigate force(s) that pull the handle 100A away from the side 12 of the
wafer carrier 1 and outward deflection of the side 12 by distributing pulling forces to the
corners of the wafer carrier 1.

{0088} The insertable member 140A and tab 142A are inserted in corresponding protrusion
40A and aperture 42A of the wafer carrier 1 in a similar manner to the insertable member
130A and the tab 132A. In an embodiment, the handle 100A may be configured such that the
one movement in the first direction D1 of the handle 100A inserts the insertable members
130A, 140A and engages the projections 170A, 180A. In an embodiment, the handle 100A
may be configured such that the one movement in the first direction D; of the handle 100A
inserts the insertable members 130A, 140A, moves the tabs 132A, 142A into an engaged
state, and engages the projections 170A, 180A.

|89 Figure 7 is a perspective view of a locking mechanism 150A according to an
embodiment. The locking mechanism 150A is configured to prevent unintended detachment

of the handle 100A from the wafer carrier 1. For example, the locking mechanism 150A
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when in a locked state is configured to ensure that that accidental contact with an insertable
member 130A, 140A or a force on the handle 100A (e.g., weight of a full wafer carrier 1,
jostling of the wafer carrier 1, etc.) are unable to force the tab 132 A from its engaged state.
{8099} The locking mechanism 150A includes a front end 152A, a rear end 154 A, a contact
surface 156A, and a flexible extension 160A. The locking mechanism 150A also has a length
L that extends from the front end 152A to the rear end 154A. The contact surface 156A is
located between the front end 152A of the locking mechanism 150A and the flexible
extension 160A. In an embodiment, a largest thickness T1 of the locking mechanism 150A
between the front end 152A and the flexible extension 160A is at the contact surface 156A.
The thickness T of the locking mechanism 150A is perpendicular to its length L.

{4191} As shown in Figure 4, the locking mechanism 150A is retained in a guide 116A of the
body 110A of the handle 100A. The locking mechanism 150A is retained in the guide 116A
so as to be slidably attached to the body 110A. For example, the guide 116A allows the
locking mechanism 150A to move along the first direction D1 while preventing the locking
mechanism 150A from moving in directions perpendicular to the first direction D1 (e.g.,
direction D3, direction D4 in Figure 3, etc.). In an embodiment, the locking mechanism 150A
includes an upper restriction 164 A and a lower restriction 166A (Figure 7). The locking
mechanism 150A is slidably attached to the body 110A of the handle 100A by the guide
116A and the two restrictions 164A, 166A. The upper restriction 164A is positioned above
the guide 116A (e.g., in a direction out of the page in Figure 4, the guide 116A closer to the
outer surface 22 than upper restriction 164 A in Figure 4) and the lower restriction 166A is
positioned below the guide 116A (e.g., the lower restriction 166A closer to the outer surface
22 than the guide 116A in Figure 4). For example, when the handle 100A is viewed from side
(e.g., the view in Figure 6A), the guide 116A is positioned between the upper restriction
164A and the lower restriction 166A. In an embodiment, one upper restriction 164A and one
lower restriction 166A may be provided along each side of the locking mechanism 150A.
{8092} In an embodiment, one of the restrictions 166A is bendable (e.g., bendable in a
direction of the width W) to allow the locking mechanism 150A to be formed separately from
the handle 100A and then snapped into the guide 116A. The restrictions 164A, 166A are
configured to prevent removal of the locking mechanism 150A after being snapped into the
guide 116A. In another embodiment, the handle 100A may be formed (e.g., molded, etc.)
with the locking mechanism 150A integral with the body 110A and in the guide 116A, and a
portion connecting the locking mechanism 150A to the body 110A formed to be broken so
that the locking mechanism 150A becomes slidably attached to the body 110A.
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{6693} The body 110A of the handle 100A includes a through-hole 118A and a retaining
space 119A. In an embodiment, the retaining space 119A is provided in a rear 102A (Figure
6A) of the body 110A that faces the outer surface 22 of the side 12 of the wafer carrier 1
when the handle 100A is attached. For example, when the handle is 100A is attached to the
side 12 of the wafer carrier 1, the retaining space 119A is located between the body 110A and
the outer surface 22 of the side 12 of the wafer carrier 1. The through-hole 118A connects to
the retaining space 119A. The through-hole 118A is adjacent to the insertable member 130A
between the ends 112A, 114 A of the body 110A of the handle 100A. The retaining space
119A is located between the through-hole 118 A and the insertable member 130A. The
locking mechanism 150A is configured to extend through the through-hole 118A into the
retaining space 119A.

8894} As shown in Figures 6A and 6C, the retaining space 119A is open along the rear
102A of the handle 100A. However, in an embodiment, the retaining space 119A may be
enclosed along the rear 102A of the handle 100A. For example, in such an embodiment, a
through-hole may extend through the body 110A, and the retaining space 119A may be a
larger volume within the through-hole.

{0093} Figure 8A is a sectional view of the wafer carrier 1 along the line VIII-VIII in Figure
3. Figure 8B is an enlarged view of area B in Figure 8A. Figure 8C is an enlarged view of
area C in Figure 8A. The area B as shown in Figure 8B is inverted and rotated and the area C
as shown in Figure 8C is rotated relative to Figure 8A for clarity and easier comparison.
[8096] The locking mechanism 150A has a locked state and an unlocked state. Each of the
handles 100A, 100B includes a locking mechanism 150A, 150B (Figures 1 and 2). The
locking mechanism 150A for the first handle 100A is shown in Figures 8A and 8C in the
locked state. The locking mechanism 150B of the second handle 100B is shown in Figures
8A and 8B in the unlocked state. The locking mechanism 150B in Figure 8B is moved from
its unlocked state to the locked state (which is shown by the locking mechanism 150A in
Figure 8C) by moving in the first direction D1. The locking mechanism 150A in Figure 8C is
moved from its locked state to the unlocked state (which is by shown by the locking
mechanism 150A in Figure 8B) by applying a force to the flexible extension 160A and then
moving the locking mechanism 150A in the opposite direction D2.

{88097} The locking mechanism 150A is configured to be moveable relative to the insertable
member 130A. For example, the locking mechanism 150A is selectively moveable as the
flexible extension 160A inhibits the movement of the locking mechanism 150A in the locked

state until acted upon by an external force, as discussed in further detail below.
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[6098} In Figure 8B, the locking mechanism 150B is in the unlocked state. The locking
mechanism 150B in the unlocked state allows the tab 132B to be moved from its engaged
state. For example, the locking mechanism 150B allows the insertable member 130B to flex
by an amount that moves the tab 132B from the engaged state. The contact surface 156B of
the locking mechanism 150B may still contact the back surface 136B of the insertable
member 130B when in the unlocked state. In another embodiment, the contact surface 156B
may not contact the insertable member 130B when in the unlocked state. The locking
mechanism 150B in its unlocked state allows the insertable member 130B to be flexed away
from the protrusion 30B, which disengages the tab 132B from the protrusion 30B. In an
embodiment, the locking mechanism 150B is in the locked state when the flexible member
160B is disposed external to the retaining space 119B. The locking mechanism 150B is
moved in the direction D1 and moves into the locked state when the flexible member 160B is
located in the retaining space 119B.

[0099] In Figure 8C, the tab 132A is in the engaged state and the locking mechanism 150A is
in the locked state. For example, the tab 132 A in Figure 8C is positioned to contact the front
outer surface 38A of the protrusion 30A when the handle 100A is moved (e.g., pulled) in the
direction D2, which prevents the insertable member 130A from being removed from the
aperture 32A. The locking mechanism 150A in the locked state is configured to maintain the
tab 132A in the engaged state. The tab 132 A extends from the insertable member 130A in a
first direction Ds, and is moved out of the engaged state by moving in the opposite direction
Dg4. The position of the locking mechanism 150A in the locked state prevents the tab 132A
from moving from the engaged state. The position of the contact surface 156A of the locking
mechanism 150A in the locked state limits the tab 132A from moving in the opposite
direction D4 by limiting the flexion of the insertable member 130A. For example, the position
of the contact surface 156A of the locking mechanism 150A in the locked state prevents
removal of the tab 132A from the engaged state. In an embodiment, the contact surface 156A
of the locking mechanism 150A contacts the insertable member 130A when the locking
mechanism 150A is in the locked state. This contact by the locking mechanism 150A
prevents flexion of the insertable member 130A. In an embodiment, the locking mechanism
150A may maintain the tab 132A in the engaged state without contacting the insertable
member 130A. For example, a minimum amount of flexion of the insertable member 130A is
necessary to move the tab 132 A from the engaged state. The contact surface 156A of the
locking mechanism 150A in the locked state prevents the insertable member 130A from

reaching the minimum amount of flexion.
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{61688} The locking mechanism 150A extends into the aperture 32A and along the back side
136A of the tab 132A. The insertable member 130A is disposed between the contact surface
156A of the locking mechanism 150A and the inner surface 38A of the protrusion 30A. The
thickness T of the locking mechanism 150A maintains the tab 132A in the engaged state by
limiting the flexion of the insertable member 130A. The thickness T1 of the locking
mechanism 150A in Figure 8C stops the insertable member 130A from flexing and moving
the tab 132A. The thickness T1 extends perpendicular to the direction D1 in which the
insertable member 130A extends from the body 110A of the handle 100A into aperture 32A.
{0161} The flexible extension 160A is configured to be flexible by an external force F1 (e.g.,
bendable relative to the rest of the locking mechanism 150A). For example, the external force
F1 can be applied by a person wanting to move the locking mechanism 150A. The retaining
space 119A can prevent accidental contact from applying the external force F1 to the flexible
extension 160A. The positioning of the flexible extension 160A prevents movement of the
locking mechanism 150A in the direction D2 opposite to the first direction D1.

{8162} The locking mechanism 150A is selectively movable as the flexible extension 160A is
configured to limit movement of the locking mechanism 150A from the locked state unless
flexed by the external force F1. The locking mechanism 150A moves from the unlocked state
to the locked state by moving in the direction D1. The movement of the locking mechanism
150A in the first direction D1 moves the flexible extension 160A through the through-hole
118A and into the retaining space 119A. In an embodiment, the locking mechanism 150A
enters the locked state when the flexible extension 160A is positioned in the retaining space
119A.

[6163} The size of the retaining space 119A relative to the through-hole 118A allows the
flexible extension 160A to at least partially un-flex. The normal geometry of the flexible
extension 160A within the retaining space 119A (i.e., when not being acted on by the external
force F1) is unaligned (e.g., match, fit within) with the through-hole 118A in the direction Da.
This non-alignment prevents the flexible extension 160A from fitting into the through-hole
118A and prevents movement of the locking mechanism 150A in the direction D2 that would
move the locking mechanism 150A from the locked position. Thus, the position of the
flexible extension 160A in the retaining space 119A maintains the locking mechanism 150A
in the locked state. The external force Fi flexes the flexible extension 160A and causes the
flexible extension 160A to align with the through-hole 119A in the direction D2, which
allows the flexible extension 160A to fit into the through-hole 118A. Accordingly, the
locking mechanism 150A is moved from the locked state to the unlocked state by applying
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the external force F1 to the flexible extension 160A and moving locking mechanism 150A in
the direction D2, which moves the flexible extension 160A into the through-hole 118A from
the retaining space 119A. In an embodiment, the locking mechanism 150A enters the
unlocked state when the flexible extension 160A is positioned outside of the retaining space
119A. In an embodiment, the locking mechanism 150A enters the unlocked state when the
flexible extension 160A is positioned outside both the through-hole 118A and the retaining
space 119A.

[6164} In an embodiment, the non-alignment of the flexible extension 160A with the
through-hole 118A in the second direction D2 is caused by the width W of the locking
mechanism 150A. As shown in Figure 7, the locking mechanism 150A has a width W
defined by the flexible extension 160A. In an embodiment, the flexible extension 160A is
configured to be flexed by the external force F1 such that the width W of the locking
mechanism 150A is changed (e.g., reduced). For example, the locking mechanism has a
width W1 when the external force F1 flexes the flexible extension 160A. In an embodiment,
the external force F1 may compress the flexible extension 160A to reduce the width W of the
locking mechanism 150A. The flexible extension 160A is configured to be compressed
without being permanently deformed.

{8105} As shown in Figure 6B, the through-hole 118A has a width W2 and the retaining
space 119A has a width W3. The width W3 of the retaining space 119A is greater than the
width W2 of the through-hole 118A. When the locking mechanism 150A is moved from the
unlocked position (as shown by the locking mechanism 150B in Figure 8B) to the locked
position (as shown by the locking mechanism 150A in Figure 8C), the flexible extension
160A moves from the through-hole 118A into the retaining space 119A. The larger width W3
of the retaining space 119A (relative to the width W2 of the through-hole 118A) allows the
flexible extension 160A to at least partially un-flex in the retaining space 119A. This un-
flexing of the flexible extension 160A causes the width W of the locking mechanism 150A
(e.g., along the flexible extension 160A) to be larger than the width W2 of the through-hole
118A. Thus, the normal width W of the locking mechanism 150A in the locked state (i.e.,
when not being acted on by the external force F1) is greater than the width W2 of the through-
hole 118A. When the external force F1 flexes the flexible extension 160A, the width W1 of
the locking mechanism 150A is equal to or smaller than the width W2 of the through-hole
118A. Accordingly, the locking mechanism 150A moves from the unlocked state to the
locked state by flexing the flexible extension 160A to reduce the width W of the locking

mechanism 150A and then moving the locking mechanism 150A in the second direction Dx.
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[8106} Accordingly, when disposed in the retaining space 119A, the geometry of the flexible
extension 160A maintains the locking mechanism 150A in the locked state. For example,
when the locking mechanism 150A is moved from the unlocked state to the locked state by
moving in the first direction D1, the geometry of the flexible extension 160A in the retaining
space 119A then prevents the locking mechanism 150A from being moved in the opposite
direction D2. In an embodiment, the geometry of the flexible extension 160A that maintains
the locking mechanism 150A in the locked state is the width W of the locking mechanism
150A as described above.

{0107} The flexible extension 160A may be flexed to move the locking mechanism 150A
from the unlocked state to the locked state. In an embodiment, one or both of the through-
hole 118A and the flexible extension 160A may configured so that the force that moves the
locking mechanism 150A in the first direction D1 also flexes the flexible extension 160A to
fit through the through-hole 118A. For example, when in the unlocked state, one or more of
the surface(s) of the through-hole 118 A and the surface(s) of the flexible extension 160A that
face each other when the locking mechanism 150A is in the unlocked position may be sloped.
{6108} The upper surface 158A of the locking mechanism 150A is generally flat relative to
the insertable member 130A. However, the locking mechanism 150A, in an embodiment,
may have a concave upper surface 158A and a length L that positions the contact surface
156A external to the aperture 32A when the flexible extension 160A is disposed in the
retaining space 119A. The convex shape of the upper surface 158A allows for a sufficient
flexion of the insertable member 130A to move the tab 132A from its engaged state to the
unengaged state. In such an embodiment, the locking mechanism 150A may be moved from
its locked state to the unlocked state by moving in the direction D2 opposite of the first
direction D1. The locking mechanism 150A is in the unlocked state when the flexible
extension 160A is disposed in the retaining space 119A, and is in the locked state when the
flexible extension 160A is disposed external to the retaining space 119A. In such an
embodiment, the flexible extension 160A may be configured to inhibit movement of the
locking mechanism 150A in the direction D1 when in the locked state as similarly discussed
above except with respect to movement in direction D2. For example, the flexible extension
160A in such an embodiment is prevented from being inserted into the through-hole 118 A in
the same manner as discussed above, except with respect to direction D1 instead of direction
Do.

[8109} As shown in Figures 4 and 8C, when the handle 100A is pulled in the detachment

direction D2, the tab 132A in the engaged state is configured to contact the front outer surface
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38A of the protrusion 30A to prevent removal of the insertable member 130A from the
aperture 32A. However, in an embodiment, a notch (not shown) may be provided within the
aperture 32A, and the tab 132A may be configured to prevent removal of the insertable
member 130A by engaging with said notch. For example, the notch may be provided in the
inner surface 38A of the protrusion 30A or the outer surface 22 of the wafer carrier 1. In such
an embodiment, the insertable member 130A may only partially extend through the aperture
32A. In such an embodiment, a portion of the locking mechanism 150A when in its locked
state may be disposed between the protrusion 30A and insertable member 130A. In an
embodiment, the tab 132A may extend from the insertable member 130A in a different
direction than away from the outer surface 22 of the wafer carrier 1 (e.g., different from
direction D3 in Figure 8C). For example, the tab 132A in an embodiment may extend from
the insertable member 130A towards the outer surface 22 (e.g., in direction D4, etc.) of the
wafer carrier 1 or in a direction perpendicular to the direction away from the outer surface 22
of the wafer carrier 1 (e.g., in direction Ds in Figure 9, etc.)

{6118} As discussed above, the insertable member 130A is configured to automatically flex
the tab 132A into the engaged state when inserted through aperture 32A. However, in an
embodiment, the insertable member 130A may not be configured to flex the tab 132A into
the engaged state. In an embodiment, the locking mechanism 150A may flex the insertable
member 130A to flex the tab 132 A into the engaged position. For example, the tab 132A may
be on the front surface 134A of the insertable member 130A and the insertable member may
need to be flexed in the second direction D2 to flex the tab 132A into the engaged state. The
locking mechanism 150A when moved into the locked state may be configured to push the
insertable member 130A in the second direction D> to flex the tab 132 A into the engaged
state.

{0111} Figure 9 is a sectional view of a portion of the wafer carrier 1 along the line IX-IX in
Figure 4. The first projection 170A of the handle 100A is engaged with the first rail S0A of
the wafer carrier 1. More specifically, the first projection 170A is configured to interlock with
the first rail S0A.

{6112} The projection 170A includes a first portion 172 A and a second portion 174A that is
directly connected to the first portion 172A. The first portion 172A extends away from the
body 110A of the handle 100A in a first direction D4, and the second portion 174 A extends
away from the first portion 172A in a different direction Ds. The direction D4 of the first
portion 172A is not planar with the first end 112A of the body 110A. In an embodiment, the

first rail 50A extends away from the outer surface 22 of the side 12 of the wafer carrier 1. The
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first rail 50A includes an inner surface 52A and a slot 54A. The slot 54A is defined by the
inner surface 52A. The projection 170A extends into the slot 54 A of the rail 50A. Contact
between the inner surface 52A and the rail S0A and the second portion 174A of the projection
170A is configured to prevent movement of the attached handle 100A away from the outer
surface 22 of the wafer carrier 1 (e.g., movement in direction D3). The second rail 60A and
second projection 180A have a similar structure and engagement as described for the first rail
50A and the first projection 180A, except being rotated as the projection rail 180A is
disposed along the second end 114 A of the handle 100A.

{6113} As shown in Figure 3, the wafer teeth 20 are attached to the sides 12, 14 of the wafer
carrier 1. A force pulling on the handle 100A (e.g., in direction Ds) can cause the side 12 to
outwardly deflect, which can affect the form of the wafer teeth 20 and damage the wafers in
the wafer teeth 20. For example, the rails S0A, 60A and projections 170A, 180A provide
more rigid contact points (e.g., at or near the corners) for attaching the handle 100A to outer
surface 22 of the wafer carrier 1. The more rigid contact points can help mitigate outward
deflections of the side 12 by distributing pulling forces from the handle 100A to the corners
of the wafer carrier 1.

{0114} The slot 54 A defined by the first rail 50A faces upward in Figure 9 (i.e., in direction
Ds). However, in an embodiment, directions of the first rail 50A and the second portion 174A
may be revered. For example, in such an embodiment, the slot 54A may face downward (i.e.,
opposite the direction Ds). In an embodiment, the second rail 60A and the second projection
180A may also be modified in such a manner.

{6115} The handle 100A of the wafer carrier 1 has two insertable members 130A, 140A, two
rails 170A, 180A, and one locking mechanism 150A. However, the handle 100A in an
embodiment may have a different number of insertable members 130A, 140A, rails 170A,
180A, and locking mechanisms 150A. In an embodiment, the handle 100A may include one
or more of insertable members 130A, 140A. In an embodiment, the handle 100A may include
one or more rails 170A, 180A. In such embodiments, the wafer carrier 1 may include a
corresponding number of protrusions 30A, 40B and rails 50A, 60A. In an embodiment, the
wafer carrier 1 may include multiple of the locking mechanisms 150A for the handle 100A.
For example, the wafer carrier 1 in an embodiment may have each of the insertable members
130A, 140A of the handle 100A provided with a respective locking mechanism.

{4116} The handles 100A, 100B and locking mechanisms 150A, 150B shown in Figures 1 —
9 and described above are for a wafer carrier 1. However, it should be appreciated that the

handles 100A, 100B, locking mechanisms 150A, 150B, and protrusions 30A, 30B may be
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similarly applied to other types of wafer carrier such as, but not limited to, a front opening
shipping box (FOSB) in a similar manner as shown and described for the wafer carrier 1. In
an embodiment, a front opening shipping box (FOSB) may include at least a protrusion 30A,
30B, ahandle 100A, 100B, and a locking mechanism 150A, 150B for the handle 100A, 30B.
[8117} Figures 10 — 12 illustrate a locking mechanism 350A according to another
embodiment. Figure 10 is a perspective view of a portion of a FOUP 300. Figure 11 is a front
perspective view of the locking mechanism 350A. Figure 12 is a rear perspective view of the
locking mechanism 350A.

{6118} The FOUP 300 includes the handles 100A, 100B similar to the wafer carrier 1 in
Figures 1 — 5. Accordingly, the FOUP 300 also includes a second locking mechanism similar
to the locking mechanism 350A for the second handle 100B of the wafer carrier 1.

{0119} Figure 10 shows the locking mechanism 350A in the locked position. The locking
mechanism 350A is separate from the handle 100A and wafer carrier 1 when in the unlocked
position, and is moved to the locked position by coupling the locking mechanism to the
handle 350A. The locking mechanism 350A has a locked state and an unlocked state. The
locking mechanism 350A moves from the unlocked state to the locked state by being coupled
to the handle 100A. When in the locked state, the locking mechanism 350A maintains the tab
138A of the insertable member 130A in its engaged state. The tab 132A is not labeled in
Figure 10 as it is obscured by the locking mechanism 350A in the view of Figure 10. More
specifically, the locking mechanism 350A in its locked state is configured to prevent
movement of the tab 138A that would remove the tab 138A from its engaged state. The
locking mechanism 350A moves from the locked state to the unlocked state by being
uncoupled from the handle 350A.

{0126} As shown in Figures 11 and 12, the locking mechanism 350A has a front end 352A, a
rear end 354 A, an inner surface 366A, and a length L2. The locking mechanism 350A has a
generally concave shape. The locking mechanism 350A includes a first tab 356A disposed at
the front end 352A and a second tab 357A disposed at the rear end 354 A. The first tab 356A
and the second tab 357 A have a similar structure. The first tab 356A and the second tab 357A
each extend from the inner surface 366 A of the locking mechanism 350A. In an embodiment,
the first tab 356A and the second tab 357A each extend from the inner surface 366A in a
direction parallel to the length L> of the locking mechanism 350A. The locking mechanism
350A is coupled to the handle 100A with the first tab 356A and the second tab 357A.

{8121} When the locking mechanism 350A is in its locked state, the first tab 356A contacts
the back side 136A (shown in Figure 6C) of the insertable member 130A and the second tab
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357A is inserted into the through-hole 118A of the handle 100A. For example, when in the
locked state, the first tab 356A is hooked on the end 138 A of the insertable member 130A
and the second tab 357A is hooked in the through-hole 118A. In an embodiment, the through-
hole 118A for the tab 357A may instead be a blind hole. When coupled to the handle 100A,
the first tab 356 A presses against the back side 136A of the insertable member 130A. This
pressure on the insertable member 130A by the locking mechanism 350A in the locked state
prevents the insertable member 130A from flexing towards the outer surface 22 of the wafer
carrier 1, and prevents movement of the tab 132A from the engaged state. Thus, the locking
mechanism 350A maintains the engaged state of the tab 132A.

{0122} The locking mechanism 350A extends a length larger than its normal length L2 (i.e.,
the length when no external force F2, Fs is applied to the locking mechanism 350A). The
length for coupling to and coupling from the handle 100A is larger than the length L2. The
locking mechanism 350A is configured to be flexible such that an external force (e.g., force
F2, force F3) can increase the length L2 of the locking mechanism 350A. In an embodiment, a
portion of the locking mechanism 350A at the first end 352A is a flexible extension 353A.
When no external force F», F3 is applied to the locking mechanism 350A, the extendable
extension 353 A keeps its geometry and maintains the length L2. The position of the
extendable portion 353 A keeping the locking mechanism 350A coupled to the handle 100A.
Accordingly, geometry of the extendable portion 353 A maintains the locking mechanism
350A in its locked state.

[0123} When the locking mechanism 350A is in its locked state it can be moved to its
unlocked state (i.e. decoupled) by applying an external force (e.g., force Fa, force Fs) to the
inner surface 366A of the locking mechanism 350A along the first end 352A or the second
end 354A. For example, the external force F2, F3 causes the extendable extension 353A to
extend and increases the length L2 of the locking mechanism 350A. The larger length L2
decouples the locking mechanism 350A from the handle 100A.

{0124} The illustrated embodiment of the locking mechanism 350A in Figures 10 — 12 is
separate from the handle 100A when in the unlocked state (i.e., decoupled from the handle
100A in the unlocked state). However, in an embodiment, the handle 100A and the locking
mechanism 350A may be a single integral piece. In such an embodiment, the rear end 354A
may be integrally connected with the body 110A of the handle 100A. The front end 353A is
flexible relative to the insertable member 130A such that the front end 353A is configured to

be pulled away from the insertable member 130A in direction D3 to allow the protrusion 30A
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to fit between the front end 353 A and the insertable member 130A to detach the handle 100A
from the wafer carrier 1.

{0125} The locking mechanism 350A is shown in Figures 10 — 12 and described above as
being for a FOUP 300. However, it should be appreciated that the handle 100A, the locking
mechanism 350A, and the protrusion 30A may be similarly applied to other types of wafer
carriers such as, but not limited to, a front opening shipping box (FOSB). In an embodiment,
a wafer carrier may include a handle 100A, a protrusion 30A, and a locking mechanism 350A
for the handle 100A in a similar manner as shown and described for the FOUP 300. In an
embodiment, the wafer carrier may include a pair of the protrusions 30A, 30B, a pair of the
handles 100A, 100B, and a pair of the locking mechanisms 350A.

{4126} Figures 13 — 16 illustrate a locking mechanism 450A according to another
embodiment. Figure 13 is a perspective view of a portion of a FOUP 400. Figure 14 is a front
perspective view of the locking mechanism 450A. Figure 15 is a rear perspective view of the
locking mechanism 450A. Figure 16 is a partial sectional view of the FOUP 400 along the
line XVI-XVI in Figure 13.

{6127} The FOUP 400 includes the detachable handles 100A, 100B similar to the wafer
carrier 1 in Figures 1 — 4. Accordingly, the FOUP 400 includes a second locking mechanism
similar to the locking mechanism 450A for the second handle 100B of the wafer carrier 1.
{8128} The locking mechanism 450A has a locked state and an unlocked state. Figures 13
and 16 show the locking mechanism 450A in the locked state. The locking mechanism 450A
moves from the unlocked state to the locked state by being inserted into the aperture 32A in a
direction D2 opposite to the insertion direction D1 of the insertable member 130A into the
aperture 32A. The locking mechanism 450A is moved from the locked state to the unlocked
state by moving in the direction D1.

{0129} As shown in Figures 14 — 16, the locking mechanism 450A includes a front end
452A, arear end 454A, alength Ls, alip 453A, a biasing member 458 A, and a flexible
extension 460A. The flexible extension 460A includes a first arm 462A with a first tab 463 A
and a second arm 464A with a second tab 465A. In an embodiment, the length L3 of the
locking mechanism 450A extends parallel to the direction in which the insertable member
130A extends from the body 110A of the handle 100A. The length L3 of the locking
mechanism 450A is perpendicular to its thickness T2.

#1368} When the locking mechanism 450A is in its locked state, the biasing member 458 A
contacts the outer surface 22 of the wafer carrier 1 and pushes a contact surface 456A into

contact with the back side 136A of the insertable member 130A. The insertable member
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130A is pinched between the contact surface 456A of the locking mechanism 450A and the
inner surface 38 A of the protrusion 30A. The biasing member 464 A configured to provide
the locking member 450A with a thickness Tz that prevents the flexing of the insertable
member 130A. The biasing member 464 A configured to provide the locking member 450A
with a thickness Tz that prevents the flexing of the insertable member 130A. In an
embodiment, the biasing member 464 A is configured to provide the locking mechanism
450A with a thickness T» that at least prevents the insertable member from flexing to the least
amount that allows the tab 132A to be moved from its engaged position. This prevents the
insertable member 130A from flexing the tab 134A from its engaged state. Thus, the locking
mechanism 450A in its locked state maintains the engaged state of the tab 134A.

{0131} The lip 453 A is located at the front 452A of the locking mechanism 450A. The lip
453A is configured to limit how far the locking mechanism 450A can be inserted into the
aperture 32A. The lip extends above the contact surface 453A. When the locking mechanism
450A is moved into the locked state, the lip 453 A contacts the end 138A of the insertable
member 130A and prevents further the insertion of the locking mechanism 450A. For
example, the lip 453 A may prevent the locking mechanism 450A from being fully inserted
into or through the aperture 30A.

{8132} The tabs 463A, 465A contact an inner surface 121 A of the handle 100A when in the
locked position and no external force Fs is applied to the arms 462A, 464A. More
specifically, the tabs 463A, 465A are hooked on one or more inner surface(s) 121A of the
handle 100A. For example, the retaining space 119A may define the inner surface 121A of
the handle 100A. The contact of the tabs 463 A, 465 A on the inner surface(s) prevents the
locking mechanism 450A from moving in the first direction D1. The flexible extension 460A
is configured for an external force F4 to flex the arms 462 A, 464 A closer together which
reduces the width W4 and moves the arms 462A, 464 A away from their corresponding inner
surface(s) 121. For example, the external force F4 may be applied by a person that wants to
move the locking mechanism 450A to the unlocked position.

{0133} Accordingly, the size and positioning of the arms 462A, 464 A of the flexible
extension 460A maintains the locking mechanism in its locked position. For example, the
width W4 of the flexible extension 460A along tabs 463 A, 465A prevents movement of the
locking mechanism 450A from its locked state.

#4134} As shown in Figure 16, the contact surface 456A is configured to push against the
insertable member 130A in the direction Ds;. However, as discussed above, the insertable tab

132A in an embodiment be configured to extend from the insertable member 130A in a
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direction different than away from the outer surface 22 of the wafer carrier 1 (e.g., different
than direction D3). In such an embodiment, the locking mechanism 450A may be configured
to push against the insertable member 130A in the appropriate direction so that the tab 132A
of the insertable member 130A is maintained in its engaged state. For example, the locking
mechanism 450A may extend between the projection 30A and the front side 134A of the
insertable member 130A and be configured to push the insertable member 130A towards the
outer surface 22 of the wafer carrier 1 or be configured to push the insertable member 130A
in a direction perpendicular to the direction D1 and the direction Ds.

[0135} The locking mechanism 450A is shown in Figures 13 — 16 and described above as
being for a FOUP 400. However, it should be appreciated that the handle 100A, the locking
mechanism 450A, and the protrusion 30A may be similarly applied to other types of wafer
carriers such as, but not limited to, a front opening shipping box (FOSB).

{8136} Figures 17-21 show various embodiments of a wafer carrier 500 and handle 510 in
accordance with another embodiment of the disclosure.

[8137} Figure 17 is a side view of a wafer carrier 500 including handle 510 and locking
mechanisms 520A, 520B in accordance with another embodiment of the disclosure. The
wafer carrier 500 can be a FOUP or a FOSB, as described herein and can have many of the
same features as wafer carrier 1 described herein. In one embodiment, wafer carrier 500 is a
FOUP. Handle 510 includes many of the same features as handle 100A, discussed above,
with reference in particularly to Figures 6A-6C. It will be appreciated by those of skill in the
art that the wafer carrier 500 includes a second handle having the same features as handle 510
on the opposite side wall of the wafer carrier 500 which is not shown here for the sake of
brevity.

{0138} As shown in Figure 17, handle 510 is engaged with rails 50A, 60A provided on the
side wall 506 of the wafer carrier 504. Rails 50A, 60A are previously described herein with
such as, for example, rails 50A, 60A, best viewed in Figure 5. The handle 510 includes a
handle body 512 and a first locking mechanism 520A provided at an upper end 524 of the
handle body 512 and a second locking mechanism 520B provided at a lower end 526 of the
handle body 512. Each of the locking mechanisms 520A, 520B are configured to be retained
within vertical guide 530A, 530B provided at each of the upper end 524 and the lower end
526 of the handle body 512 such that they are able to slide within vertical guides 530A, 530
to transition from an unlocked state to a locked state. Locking mechanisms 520A, 520B can

be retained in the locked state by retaining space 519A, 519B. In Figure 17, locking
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mechanism 520A is depicted in an unlocked state and locking mechanism 520B is depicted in
the locked state.

{0139} Figures 18A-18C show different views of the handle 510. Figure 18A shows handle
510 including locking mechanisms 520A, 520B each in the unlocked state. Figure 18B is a
front view of handle 510 with locking mechanism 520A, 520B removed such that vertical
guides 530A, 530B in which locking mechanisms 520A, 520B are retained and transition
from the unlocked state to the locked state are visible. Figure 18C is a side view of handle
510. Like handle 100A, described herein, handle 510 includes upper protrusion 580A and
lower protrusion 580B that are configured to engage and slide along rails S0A, 60A. Upper
and lower protrusions 580A, 580B have a shape that is complementary to the shape of rails
50A, 60A. In some embodiments, upper and lower protrusions 580A, 580B have a
downwardly extending L shape defining a guide 582A, 582B which facilitates upper and
lower protrusions S80A, 580B to be retained on and slide along rails 50A, 60A.

[0148] Figure 19 shows locking mechanism 520A in isolation. Figures 20A and 20B show
close up views of first locking mechanism 520A provided at an upper end 524 of the handle
body 512 and second locking mechanism 520B provided at a lower end 526 of the handle
body 512, respectively. Figure 21 is a cross sectional view showing locking mechanism
520B in alocked state.

{8141} Locking mechanisms 520A, 520B are configured to prevent unintended detachment
of the handle 510 from the wafer carrier 500. Locking mechanisms 520A, 520B are
configured to be retained in vertical guides 530A, 530B (best viewed in Figure 18B) so as to
be able to slide within vertical guides 530A, 530B when transitioning from an unlocked state
to a locked state. Figure 20A shows locking mechanism 520A in an unlocked state. Figure
20B shows locking mechanism 520B in a locked state.

{0142} Referring now to Figure 19, locking mechanism 520A includes a first end 552A and a
second end 554 A and a flexible extension 560A located between the first end 552A and
second end 554A. Locking mechanism 520 includes upper restriction 564A and lower
restriction S66A provided at a first end 552A. In an embodiment, one upper restriction 564A
and one lower restriction S66A may be provided along each side of the locking mechanism
520A. In an embodiment, one of the restrictions S66A is bendable (e.g., bendable in a
direction of the width W) to allow the locking mechanism 530A to be formed separately from
the handle 510 and then snapped into the vertical guide 530A. Upper and lower restrictions
564A, 566A are configured to prevent removal of the locking mechanism 520A after being
snapped into vertical guide 530A.
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[8143} As best viewed in Figures 20A and 20B, locking mechanisms 520A, 520B are
slidably attached to the handle body 512 through interaction of the two restrictions 564 A,
564B, and 564 A, 566B with vertical guides 530A, 530B. Upper restrictions 564A, 564B are
positioned above the upper surface of a wall defining vertical guides 530A, 530B and lower
restrictions 566A, 566B is positioned below a lower surface of a wall defining vertical guides
530A, 530B, respectively, such that the walls defining vertical guides 530A, 530B are
positioned between upper restrictions 564 A, 564B and lower restrictions 566A, 566B of
locking mechanism 520A, 520B.

[0144} Flexible extension 560A is configured is configured to flex inwardly toward a center
liner x from a first state having a first width to a second state having a second width with that
is less than the first width in response to an applied force. In the second state, the flexible
extension 560A can be received within retaining space S19A when locking mechanism 520A
is transitioned to the locked stated.

[0145] Figures 20B and 21 are different views showing locking mechanism 520B in the
locked state. As previously indicated, locking mechanism 520B includes the same features as
locking mechanism 520A described herein. As shown in Figures 20B and 21, flexible
extension 560B is retained within retaining space 519B when locking mechanism 520B is in
the locked state. Upon release of the force applied to flexible extension 560B, flexible
extension can transition from the second state to the first state causing the flexible extension
560B to be retained in the retaining space 519B. To transition the locking mechanism 520B
from the locked state to the unlocked state, the force can be reapplied to the flexible
extension 560B so that that the flexible extension 560B is in the second state and has a width
that is less than a width of the retaining space 519 allowing for its removal.

{0146} Additionally, in some embodiments, second end 554A is sized to be received and
retained within a corresponding aperture provided in rail 50A when locking mechanism 520A
is in the locked state. Locking mechanism 520B is engaged with rail 60A in the same manner.
In some embodiments, rail 60A can be provided with an aperture sized to receive and retain
the second end of locking mechanism 520B when locking mechanism 520B is in the locked
state.

[6147} Figures 22-26 show various views of a wafer carrier 600 and handle 610 in
accordance with another embodiment of the disclosure. Wafer carrier 600 includes many of
the same features as wafer carriers 1 and 500 described herein. Wafer carrier 600 can be a

FOUP or a FOSB. In one embodiment, wafer carrier 600 is a FOUP.
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{6148} Figure 22 shows wafer carrier 600 including handle 610 prior to its attachment to rails
50A, 60A provided on the sidewall 606 of the wafer carrier 600. Figure 23 shows wafer
carrier 600 include handle 610 attached to the side wall 606 of the wafer carrier. It will be
appreciated by those of skill in the art that the wafer carrier 600 includes a second handle
having the same features as handle 610 on the opposite side wall of the wafer carrier 600
which is not shown here for the sake of brevity.

{0149} As shown in Figure 23, handle 510 is engaged with rails 50A, 60A provided on the
side wall 606 of the wafer carrier 600. Rails 50A, 60A are previously described herein with
such as, for example, rails 50A, 60A, best viewed in Figure 5. The handle 610 includes a
handle body 612 and a first locking mechanism 520A provided at an upper end 624 of the
handle body 612 and a second locking mechanism 620B provided at a lower end 626 of the
handle body 612. Locking mechanisms 520A, 520B are described in detail with reference to
Figure 19. Each of the locking mechanisms 520A, 520B are configured to be retained within
vertical guide 630A, 630B provided at each of the upper end 624 and the lower end 626 of
the handle body 612 such that they are able to slide within vertical guides 630A, 630 to
transition from an unlocked state to a locked state.

{0156} In the embodiments shown in Figures 22-26, retaining space 619B and vertical groove
630B are offset from a center line x> extending through the lower end 626 of the handle body
612. In the prior embodiment, described with reference to Figures 17-21, retaining space
619B and vertical groove 630B are centered with a center line x2 extending through the lower
end 526 of the handle body 512. Rather than cooperating with an aperture provided in rail 60,
the second end 554B of the locking mechanism 524B abuts an end of rail 60A, as will be
described in greater detail below, when the locking mechanism 524B is in the locked state.

In some cases, retaining space 619A and vertical groove 630A located at an upper end 624 of
handle 610 also can positioned on the upper end 524 of the handle body such that when the
locking mechanism 524A is in the locked state, the second end 554A abuts an end of rail
50A.

[0151] Figures 24 A-24C show different views of the handle 610. Figure 24A shows handle
610 including locking mechanisms 520A, 520B each in the unlocked state. Figure 24B is a
front view of handle 610 with locking mechanism 520A, 520B removed such that vertical
guides 630A, 630B in which locking mechanisms 520A, 520B are retained and transition
from the unlocked state to the locked state are visible. Figure 24C is a side view of handle
610. Like handles 100A and 510, described herein, handle 610 includes upper protrusion
680A and lower protrusion 680B that are configured to engage and slide along rails 50A,
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60A. Upper and lower protrusions 680A, 680B have a shape that is complementary to the
shape of rails 50A, 60A. In some embodiments, upper and lower protrusions 680A, 680B
have a downwardly extending L shape defining a guide 682A, 682B which facilitates upper
and lower protrusions 680A, 680B to be retained on and slide along rails 50A, 60A when the
handle 610 is secured to the side wall 606 of wafer carrier 600.

[0152} Figures 25A and 25B are close-up views showing locking mechanisms 520A, 520B in
the locked state. Locking mechanisms 520A, 520B can be retained in the locked state by
retaining space 619A, 619B. Upon release of the force applied to flexible extensions
560A,560B, flexible extensions 560, 560B can transition from the second state to the first
state causing the flexible extensions S60A, 560B to be retained in the retaining spaces 619A,
619B. To transition the locking mechanisms 520A, 520B from the locked state to the
unlocked state, the force can be reapplied to the flexible extensions 560A, 560B so that that
the flexible extensions 560A, 560B are in the second state and has a width that is less than a
width of the retaining spaces 619A, 619B allowing for their removal.

{8153} Figure 26 is a partial cross-sectional view of the upper end 624 of the handle body
612 showing locking mechanism 520A in the locked state and engaged with rail 50A. As can
be seen in Figure 26, flexible extension 560A is received and retained within retaining space
619A and the second end 554A of locking mechanism 520A abuts a distal end 558 of rail
50A. This prevents the handle 610 from being inadvertently being backed off rail 50A.
[0154} Figures 27-30 show various views of a wafer carrier 700 and handle 710 in
accordance with another embodiment of the disclose. Wafer carrier 700 includes many of the
same features as wafer carriers 1, 500, and 600 described herein. Wafer carrier 700 can be a
FOUP or a FOSB. In one embodiment, wafer carrier 700 is a FOUP.

{0155} Figure 27 shows wafer carrier 700 including handle 710 prior to its engagement with
rails 50A, 60A provided on the sidewall 706 of the wafer carrier 700. Figure 28 shows wafer
carrier 700 include handle 710 attached to the side wall7606 of the wafer carrier 700. Figure
30 is a view of the handle 710 in isolation. It will be appreciated by those of skill in the art
that the wafer carrier 700 includes a second handle having the same features as handle 710 on
the opposite side wall of the wafer carrier 700 which is not shown here for the sake of
brevity.

{8156} As shown in Figures 28 and 29, handle 710 is engaged with rails S0A, 60A provided
on the side wall 706 of the wafer carrier 700. Rails 50A, 60A are previously described herein
with such as, for example, rails S0A, 60A, best viewed in Figure 5. The handle 710 includes
a handle body 712 and a first locking arm 720A provided at an upper end 724 of the handle
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body 712 and a second locking arm 720B provided at a lower end 726 of the handle body
712. The distal ends 760A, 760B of each of locking arms 720A, 720 are configured to
engage a distal end 758 A, 758B of each of rails S0A, 50B. In some embodiments, the distal
end 760A, 760B can be configured as a barb, a catch or other protrusion that can engage with
the distal ends 758A, 758B of rails 50A, 60A through retention forces (Figures 28 and 29).
{0137} Each of locking arms 720A, 720B are flexible such that they can be flexed outward
and away from the side of the carrier and ride along an outer surface 750 of each of the rails
50A, 60A as the handle 710 is attached to the wafer carrier 700. Upon reaching a distal end
758A, 758B of rails 50A, 50B, each of the flexible arms 720A, 720B are configured to flex
back inwardly toward the side wall 706 of the wafer carrier 700 such that a distal end 760A,
760B of each of the flexible arms 720A, 720B is engaged with and retained on a distal end
758A, 758B of each of rails 50A, 50B as best viewed in Figure 29.

[0158} Aspects: Any of aspects 1 — 13 can be combined with any of aspects 14 — 23.

[0159] Aspect 1. A handle for a wafer carrier, the wafer carrier including a protrusion
extending from an outer surface of the wafer carrier, the protrusion defining an aperture
between the outer surface of the wafer carrier and an extent of the protrusion for attaching the
handle, the handle comprising: a body including: a first end and a second end opposite the
first end, and an insertable member disposed between the first end and the second end of the
body and configured to be inserted into the aperture to secure the handle to the wafer carrier,
the insertable member including a tab that retains the insertable member in the aperture when
in an engaged state and a locking mechanism moveable relative to the insertable member
between a locked state and an unlocked state, the locking mechanism including a flexible
extension, and in the locked state, the locking mechanism maintains the tab in the engaged
state and the flexible extension positioned to maintain the locking mechanism in the locked
state.

[#168} Aspect 2. The handle of aspect 1, wherein the handle is configured to be attached and
non-destructively detached from the wafer carrier.

[0161} Aspect 3. The handle of either one of aspects 1 or 2, wherein the tab is disposed on a
first side of the insertable member, and when in the locked state, the locking mechanism
extends along a second side of the insertable member opposite to the first side.

{0162} Aspect 4. The handle of any one of aspects 1 — 3, wherein when in the locked state, a

thickness of the locking mechanism maintains the tab in the engaged state.
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[8163} Aspect 5. The handle of any one of aspect 1 — 4, wherein when the locking
mechanism is in the locked state, a geometry of the flexible extension maintains the locking
mechanism in the locked state.

{8164} Aspect 6. The handle of any one of aspects 1 — 5, wherein the flexible extension is
configured to be flexible to a smaller geometry or a different position, and to allow
movement of the locking mechanism from the locked state in response to an external force
flexing the flexible extension to the smaller geometry or the different position.

[6165} Aspect 7. The handle of any one of aspects 1 — 6, wherein the body includes a guide
disposed in the body adjacent to the insertable member, the locking mechanism retained by
the guide such that the locking mechanism is slidably attached to the body.

#4166} Aspect 8. The handle of any one of aspects 1 — 7, wherein the insertable member is
disposed at an end of the grip, at the first end, or between the grip and the first end.

[8167} Aspect 9. The handle of any one of aspects 1 — 8, further comprising: a projection
extending from the first end of the body in a first direction and a second direction in that
order, the first direction being away from the body and non-planar to the first end of the
body, and the second direction different from the first direction, wherein the projection is
configured engage a rail of the wafer carrier to secure the handle to the wafer carrier.

{9168} Aspect 10. The handle of any one of aspects 1 — 9, wherein the insertable member is
flexible relative to the rest of the body, and the tab movable into the engaged state by the
flexing of the insertable member.

[0169] Aspect 11. The handle of any one of aspects 1 — 10, wherein the locking mechanism
extends through the body.

[6176} Aspect 12. The handle of any one of aspects 1 — 11, wherein the locking mechanism
extends through a through-hole of the body, and when in the locked state, the flexible
extension causes a width of the locking mechanism to be larger than a corresponding width of
the through-hole.

{8171} Aspect 13. The handle of any one of aspects 1 — 12, wherein the body includes a grip
disposed between the first end and the second end of the body.

[6172} Aspect 14. A wafer carrier, comprising: an outer surface; a protrusion extending from
the outer surface, the protrusion defining an aperture between the outer surface and an extent
of the protrusion; a handle attached to the outer surface via the aperture, the handle including:
a body including a first end, a second end opposite the first end, and an insertable member
disposed between the first end and the second end and extending into the aperture to secure

the handle to the outer surface, the insertable member including a tab that retains the
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insertable member in the aperture when in an engaged state; and a locking mechanism
moveable relative to the insertable member between a locked state and an unlocked state, the
locking mechanism including a flexible extension, and when in the locked state, the locking
mechanism maintains the tab in the engaged state and the flexible extension is positioned to
maintain the locking mechanism in the locked state.

{0173} Aspect 15. The wafer carrier of aspect 14, wherein when in the locked state, the
locking mechanism extends between the insertable member and the outer surface and a
thickness of the locking mechanism maintains the tab in the engaged state.

{0174} Aspect 16. The wafer carrier of either one of aspect 14 and 15, wherein the insertable
member extends into the aperture in a first direction, and the thickness of the locking
mechanism extends in a second direction perpendicular to the first direction.

{8175} Aspect 17. The wafer carrier of any one of aspects 14 — 16, wherein when in the
locked state, the locking mechanism extends between the insertable member and the outer
surface.

[8176} Aspect 18. The wafer carrier of any one of aspects 14 — 17, wherein the insertable
member is inserted into the aperture in a first direction, and the locking mechanism moves
from the unlocked state to the locked state in a second direction parallel to the first direction.
{9177} Aspect 19. The wafer carrier of any one of aspects 14, 15, 17, and 18, further
comprising: a rail extending along the outer surface, wherein the handle includes a projection
extending from the first end of the body in a first direction and a second direction in that
order, the first direction being away from the body and non-planar to the first end of the
body, and the second direction being different from the first direction, and the projection
engaging the rail to secure the handle to the outer surface.

{0178} Aspect 20. The wafer carrier of aspect 19, wherein the projection of the handle is
moved to engage the rail in the same direction as the insertable member is inserted into the
aperture.

[8179} Aspect 21. The wafer carrier of either one of aspects 19 and 20, further comprising: a
first side, the outer surface defined by the first side, and the handle extends along the first
side, and the engagement of the projection and the rail inhibiting movement of the handle
away from or towards the first side.

{0180} Aspect 22. The wafer carrier of any one of aspects 19 — 21, further comprising: a slot
defined by an inner surface of the rail, the projection extending into the slot.

{0181} Aspect 23. The wafer carrier of any one of claims 14 — 22, wherein the wafer carrier

is one of a front opening unified pod and a front opening shipping box.
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[8182} Having thus described several illustrative embodiments of the present disclosure,
those of skill in the art will readily appreciate that yet other embodiments may be made and
used within the scope of the claims hereto attached. Numerous advantages of the disclosure
covered by this document have been set forth in the foregoing description. It will be
understood, however, that this disclosure is, in many respect, only illustrative. Changes may
be made in the details, particularly in matters of shape, size, and arrangement of parts without
exceeding the scope of the disclosure. The disclosure’s scope is, of course, defined in the

language in which the appended claims are expressed.
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CLAIMS

What is claimed is:

1. A handle for a wafer carrier, the wafer carrier including a protrusion extending from
an outer surface of the wafer carrier, the protrusion defining an aperture between the outer
surface of the wafer carrier and an extent of the protrusion for attaching the handle, the
handle comprising:
a body including;
a first end and a second end opposite the first end, and
an insertable member disposed between the first end and the second end of the
body and configured to be inserted into the aperture to secure the handle to the wafer
carrier, the insertable member including a tab that retains the insertable member in the
aperture when in an engaged state;
a locking mechanism moveable relative to the insertable member between a locked
state and an unlocked state, the locking mechanism including a flexible extension, and in the
locked state, the locking mechanism maintains the tab in the engaged state and the flexible

extension positioned to maintain the locking mechanism in the locked state.

2. The handle of claim 1, wherein the handle is configured to be attached and non-

destructively detached from the wafer carrier.
3. The handle of claim 1, wherein the tab is disposed on a first side of the insertable
member, and when in the locked state, the locking mechanism extends along a second side of

the insertable member opposite to the first side.

4. The handle of claim 1, wherein when in the locked state, a thickness of the locking

mechanism maintains the tab in the engaged state.

5. The handle of claim 1, wherein when the locking mechanism is in the locked state, a

geometry of the flexible extension maintains the locking mechanism in the locked state.

6. The handle of claim 1, wherein the flexible extension is configured to be flexible to a

smaller geometry or a different position, and to allow movement of the locking mechanism
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from the locked state in response to an external force flexing the flexible extension to the

smaller geometry or the different position.

7. The handle of claim 1, wherein the body includes a guide disposed in the body
adjacent to the insertable member, the locking mechanism retained by the guide such that the

locking mechanism is slidably attached to the body.

8. The handle of claim 1, wherein the insertable member is disposed at an end of the

handle, at the first end, or between a grip on the handle and the first end.

9. The handle of claim 1, further comprising:

a projection extending from the first end of the body in a first direction and a second
direction in that order, the first direction being away from the body and non-planar to the first
end of the body, and the second direction different from the first direction,

wherein the projection is configured engage a rail of the wafer carrier to secure the

handle to the wafer carrier.

10. The handle of claim 1, wherein the insertable member is flexible relative to the rest of

the body, and the tab movable into the engaged state by the flexing of the insertable member.

11. The handle of claim 1, wherein the locking mechanism extends through the body.

12.  The handle of claim 1, wherein the locking mechanism extends through a through-
hole of the body, and when in the locked state, the flexible extension causes a width of the

locking mechanism to be larger than a corresponding width of the through-hole.

13. The handle of claim 1, wherein the body includes a grip disposed between the first
end and the second end of the body.

14. A wafer carrier comprising;

an outer surface;

a protrusion extending from the outer surface, the protrusion defining an aperture
between the outer surface and an extent of the protrusion;

a handle attached to the outer surface via the aperture, the handle including:
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a body including a first end, a second end opposite the first end, and an
insertable member disposed between the first end and the second end and extending
into the aperture to secure the handle to the outer surface, the insertable member
including a tab that retains the insertable member in the aperture when in an engaged
state; and
a locking mechanism moveable relative to the insertable member between a locked

state and an unlocked state, the locking mechanism including a flexible extension, and when
in the locked state, the locking mechanism maintains the tab in the engaged state and the

flexible extension is positioned to maintain the locking mechanism in the locked state.

15.  The wafer carrier of claim 14, wherein when in the locked state, the locking
mechanism extends between the insertable member and the outer surface and a thickness of

the locking mechanism maintains the tab in the engaged state.

16.  The wafer carrier of claim 14, wherein when in the locked state, the locking

mechanism extends between the insertable member and the outer surface.

17. The wafer carrier of claim 14, wherein the insertable member is inserted into the
aperture in a first direction, and the locking mechanism moves from the unlocked state to the

locked state in a second direction parallel to the first direction.

18. The wafer carrier of claim 14, further comprising:

arail extending along the outer surface,

wherein the handle includes a projection extending from the first end of the body in a
first direction and a second direction in that order, the first direction being away from the
body and non-planar to the first end of the body, and the second direction different from the
first direction, and

the projection engaging the rail to secure the handle to the outer surface.
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