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ENGINE FOR RULE BASED CONTENT 
FILTERING 

CROSS REFERENCE TO RELATED 
APPLICATIONS 

0001. The present application claims the benefit of U.S. 
provisional application Ser. No. 60/986,835 filed Nov. 9, 
2007 to NORTON et al, entitled “A System and Method for 
Rule-Based Content Filtering, the contents of which are 
incorporated herein by reference. 

FIELD OF THE INVENTION 

0002 The present invention relates to multimedia messag 
ing services and, in particular, to an engine for rule based 
content filtering. 

BACKGROUND OF THE INVENTION 

0003 Emerging versatile telecommunications services 
enable communications devices to exchange data containers 
each having multiple components of different types. For 
example, a component may include data representing a text, 
an image, an audio signal, or a video signal. Sophisticated 
terminal devices for handling Such services are evolving rap 
idly leading to multiple “generations of terminal devices 
separated by a relatively short time. 
0004. With co-existence of multi-generation terminal 
devices, incompatibility issues arise. A terminal device trans 
mitting a data container would generally be unaware of the 
characteristics and capability of the receiving terminal device 
(or receiving terminal devices in the case of multi-cast com 
munications). This requires that a facility be provided to 
ensure proper detection of the content of the data container in 
its entirety or proper detection of specific components 
thereof, and to notify a recipient terminal device of any 
changes made to the original container, as described in co 
pending U.S. application of Ser. No. 12/238.390, filed on Sep. 
25, 2008, the contents of which are incorporated herein by 
reference. 
0005. In addition to the compatibility issue, communicat 
ing multiple components each optionally having respective 
attachments further increases exposure to malicious inser 
tions, such as viruses. The exposure of containers to intrusion 
necessitate that a content-filtering facility be provided. 
0006. There is a need, therefore to provide a facility for 
content filtering, in addition to content adaptation, in a net 
work providing versatile services. 

SUMMARY OF THE INVENTION 

0007. It is an object of the present invention to provide a 
content-filtering facility in a network offering multimedia 
services. It is another object to incorporate the content-filter 
ing facility with an existing content-adaptation facility in 
order to realize a comprehensive, efficient, and economical 
system. 
0008 According to one aspect of the invention, there is 
provided an engine for editing content of containers, the 
engine comprising: 
0009 a network interface for receiving said containers 
from clients and directing each container to a respective con 
troller from among a plurality of controllers for identifying 
and parsing said containers; 
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0010 a memory device for storing: 
0.011 an array of Boolean variables, each said Boolean 
variable determined according to a respective operator 
applicable to a first operand characterizing said content 
and a second operand specifying a target value of said 
first operand; and 

0012 an array of encoded rules, each rule specifying a 
respective content-editing action activated by a value of 
a respective Boolean expression of a respective Subset of 
said Boolean variables; and 

0013 a plurality of processors hosting transcoders, each 
transcoder for applying at least one of said encoded rules to a 
Subset of said containers. 
0014. The engine further comprises: 

0015 an operation manager comprising computer read 
able instructions stored in a computer readable storage 
medium for performing operation, administration, and 
maintenance functions; 

0016 a graphical user interface, comprising computer 
readable instructions stored in a computer readable stor 
age medium, coupled to said operation manager for 
entering said array of encoded rules and for assigning to 
each controller a respective Subset of said transcoders; 
and 

0017 a configuration memory device for storing iden 
tifiers of transcoders assigned to each controller. 

0018. The engine further comprises a sorting module, 
comprising computer readable instructions stored in a com 
puter readable storage medium, coupled to said network 
interface, for sorting containers into container types, each 
container type corresponding to a protocol according to 
which a container is formulated, and directing containers of a 
specific type to a specific controller from among said plurality 
of containers. 
0019. The engine further comprises a controller-load-bal 
ancing module, comprising computer readable instructions 
stored in a computer readable storage medium, coupled to 
said operation manager, said controller-load-balancing mod 
ule comprising means for dynamic assignment of transcoders 
to controllers according to a time-varying flow rate of said 
containers. 
0020. The engine further comprises a transcoder-load-bal 
ancing module coupled to said each controller for equitably 
assigning container editing requests among transcoders 
assigned to said each controller. 
0021. The engine further comprises a blade server hosting 
said each controller and said respective Subset of said 
transcoders, said blade server comprising: 

0022 a processor having multiple cores, each core 
exclusively assigned to a transcoder of said Subset of 
transcoders; 

0023 a plurality of memory devices: 
0024 an input interface; and 
0.025 an output interface. 

0026. The engine further comprises: 
0027 a transcoder-service module coupled to each 
transcoder of said plurality of transcoders for receiving 
new programs from external Sources; 

0028 a program storage medium for storing a plurality 
of programs accessible to said each transcoder; and 

0029 a program registry, comprising computer read 
able instructions stored in a computer readable storage 
medium, for identifying a function of each new program 
and organizing programs according to respective func 
tions. 



US 2009/O 126020 A1 

0030. In the engine described above, the transcoder-ser 
Vice module further comprises computer readable instruc 
tions stored in a computer readable storage medium, which, 
when executed, cause a core of said processor to: 
0031 receive a specific container and an editing request 
from a specific controller from said plurality of controllers; 
0032 select and execute programs relevant to said editing 
request; and 
0033 return a result to said specific controller. 
0034. The program registry comprises computer readable 
instructions which, when executed, causes a core of said 
processor to: 
0035 organize programs according to respective func 

tions; and 
0036 replace existing programs with respective new pro 
grams. 
0037. In the engine described above, the program storage 
medium comprises: 

0038 resident programs stored in the computer read 
able storage medium; and 

0039 dynamically loaded external programs stored in 
the computer readable storage medium. 

0040. According to another aspect of the invention, there 
is provided a method of filtering a data container having 
multiple components, comprising: 

0041 selecting a component; 
0042 determining a plurality of binary conditions char 
acterizing content of said component; 

0043 formulating a set of Boolean expressions, each 
comprising a Boolean operator and at least two operands 
selected from said set of binary conditions: 

0044) executing each Boolean expression of said set of 
Boolean expressions to determine a set of content indi 
cators, said indicators having a one-to-one correspon 
dence to said Boolean expressions; and 

0045 performing an editorial function relevant to said 
content corresponding to each of said indicators. 

0046. The method further comprises performing a further 
editorial function based on a single binary condition. 
0047. The method further comprises arranging said Bool 
ean expressions in an order according to which an indicator 
resulting from executing a Boolean expression conditionally 
precludes execution of at least one Subsequent Boolean 
expression. 
0048. The method as described above further comprises 
determining said Boolean expressions according to: 

0049 specified descriptors of said content; and 
0050 preset criteria corresponding to said descriptors. 

0051. In the method described above, the step of perform 
ing the editorial function comprises one of: 

0.052 scanning said content to detect malicious inser 
tions and removal of detected malicious insertions; and 

0053 scanning said content to detect malicious inser 
tions and deletion of said content upon detecting mali 
cious insertions. 

0054 According to yet another aspect of the invention, 
there is provided a method of editing content of a data con 
tainer using a computing device, comprising: 

0055 formulating a set of descriptors of said content; 
0056 specifying a set of criteria corresponding to said 
descriptors; 

0057 specifying a set of operators; 
0.058 defining a set of Boolean variables, each Boolean 
variable being an outcome of applying an operator from 
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among said set of operators to a first operand and a 
second operand, where said first operand is a descriptor 
Selected from among said set of descriptors, and said 
second operand is a criterion selected from among said 
set of criteria; and 

0059 defining a set of rules, each rule executing a Bool 
ean expression, selected from among a set of Boolean 
expressions, of a Subset of said Boolean variables and 
performing an action, selected from among a set of 
actions relevant to said content, according to an outcome 
of said executing. 

0060. In the method described above, the set of descriptors 
comprises at least one of the following: a size of said content; 
a content family from among a set of predefined content 
families; an encoding method; and a priority designation. 
0061. In the method described above, the set of operators 
comprises one or more of the following: unary operators; 
binary operators; arithmetic operators; comparison opera 
tors; logical operators; set operators; and user-defined opera 
tOrS. 

0062. The method further comprises entering said set of 
descriptors, said set of criteria, said set of operators, and said 
set of Boolean expressions through a graphical user interface 
comprising computer readable instructions stored in a 
memory of said computing device. 
0063 Conveniently, the method further comprises select 
ing said content to include a portion of said data container. 
0064. In accordance with another aspect of the invention, 
there is provided a system for filtering content of multimedia 
data containers, comprising: 

0065 a network interface for receiving said multimedia 
data containers from a network; and 

0.066 a plurality of server units, each server unit com 
prising a set of processors and a set of memory devices, 
having installed thereon: 
0067 a filter-definition module, having computer 
readable instructions stored in a computer readable 
storage medium, for acquisition of definitions of a set 
offilters from a user, each filter specifying a definition 
of a content descriptor, a descriptor criterion, and an 
operator; 

0068 a rule-construction module, having computer 
readable instructions stored in a computer readable 
storage medium, for acquisition of a set of content 
filtering rules from said user, each rule specifying a 
Boolean expression of a subset of said filters and a 
filtering action; 

0069 a module for characterizing content of each 
component of a multimedia data container, determin 
ing said content descriptor, applying said operator, 
and determining a state of said each filter, 

0070 a module for determining a binary output of 
each said rule; and 

0071 a module for performing a filtering action rel 
evant to said content Subject to a preset value of said 
binary output. 

0072 The system further comprises at least one of the 
following modules, each module comprising computer read 
able instructions stored in a computer readable storage 
medium: 

0.073 (1) a module for configuring a server unit to 
accept multimedia data containers formed according to 
any protocol selected from a set of known protocols; 
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0074 (2) a module for equitably distributing multime 
dia data containers among identically-configured server 
units: 

0075 (3) a module for enabling the user to provide the 
Boolean expression according to algebraic syntax: 

0076 (4) a module for enabling the user to provide the 
Boolean expression in the form of a tree structure; 

0077 (5) a module for enabling the user to enter the 
Boolean expression by editing and pruning a drawing of 
a tree, each node of the tree representing an operator and 
a respective set of operands; 

0078 (6) a module for validating correctness of the 
Boolean expression; 

0079 (7) a module for arranging the rules in an order 
according to which a specific filtering action performed 
by a rule precludes execution of at least one Subsequent 
rule: 

0080 (8) a module for prompting the user to specify a 
Successive rule of at least one of the rules conditional on 
a value of the Boolean expression; 

I0081 (9) a module for presenting the set of content 
filtering rules in the form of a formal graph; and 

I0082 (10) a module for optimizing the Boolean expres 
sion of each rule. 

0083. The system further comprises a module, comprising 
computer readable instructions stored in a computer readable 
storage medium, for performing the following: selecting spe 
cific rules each specifying a Subset of filters comprising at 
most a preset number of filters; evaluating, for each of the 
specific rules, the Boolean expression of a subset offilters for 
all values of the subset offilters to produce an array of 21 bits, 
L>1 being a number of filters in the subset of filters; and 
storing the array of bits in a memory device. 
0084. In accordance with another aspect, the present 
invention provides a method of filtering content of a data 
container. The method comprises specifying a set of binary 
conditions, specifying a set of operators, forming a leaf vec 
tor, and forming a node vector. 
0085. The set of binary conditions characterize the con 

tent. One of the operators is designated a null Successor, while 
each other operator is designated a Successor from within the 
set of operators. The leaf vector comprises NZ 1 leaf records. 
Each leaf record has a leaf operator from among the set of 
operators and a respective Subset of the binary conditions. 
The node vector has N node records, each having a node 
operator field and a node-state field. 
I0086 Each leaf operator is applied to respective binary 
conditions and a result is placed in the node-state field of a 
node record. A successor of each leaf operator is then placed 
in the node-operator field of the node record. 
0087. After processing each leaf record, the node vector is 
processed. Node records having a common operator are iden 
tified and replaced by a combined record. The common 
operator is applied to entries of the node-state fields of the 
identified node records and the resulting State is placed in the 
node-state field of the combined record. A successor of the 
common operator is placed in the node-operator field of the 
combined record. 
0088 A content index is determined as the resulting state 
of applying a common operator Subject to the condition that 
the Successor of the common operator is a null Successor. 
Alternatively, the method may keep track of the number of 
node records of the node vector after combining node records 
of a common operator, and the content index is determined as 
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the resulting state corresponding to a number of node records 
equal to one. The method further comprises a step of perform 
ing a specified editing action according to a value of the 
content index. 

I0089. In accordance with a further aspect, the invention 
provides a method of filtering content of a data container 
based on predetermining a decision vector. The method com 
prises defining a set of binary conditions where each binary 
condition is a function of a selected descriptor of the content 
and a respective criterion of the descriptor, defining a set of 
Boolean expressions and corresponding content-filtering 
actions; selecting a Boolean expression of specified ubinary 
conditions represented as a string of Lubits, L>1; and evaluat 
ing the Boolean expression for each of 2" values of the string 
to produce a decision vector of 2" entries, each entry being a 
state of a content metric corresponding to one of the 2" values 
of the string; 
0090. Upon receiving a data container, values of the speci 
fied p binary conditions are determined according to content 
of the data container. The value of the resulting string of ubits 
is then used to index the decision vector to acquire a value of 
the Boolean expression which determines whether a content 
filtering action need be applied. 
0091. The Boolean expression may be acquired in analge 
braic format having Boolean operators, operands, and delim 
iters. The Boolean expression is then evaluated by examining 
the Boolean expression to identify a simple pattern, the 
simple pattern enclosing a Boolean operator and two oper 
ands between two delimiters. Provided a simple pattern is 
found, the Boolean operator is applied to the two operands to 
determine a binary value of the patternand the simple pattern, 
together with the two delimiters, is replaced with the binary 
value. The process of examining the Boolean expression to 
detect a simple pattern is repeated until the Boolean expres 
sion is reduced to a single binary value (“true' or “false’) 
which determines whether to apply an editing action or not. 
0092 Alternatively, the Boolean expression may be 
acquired in a form of a tree structure having a plurality of 
nodes. The Boolean expression is then evaluated Successively 
evaluating the nodes. A tree template having a plurality of 
records is created. Each record corresponds to a respective 
node and has four fields for a first operand, a second operand, 
a current operator, and a Successor record. Starting with a first 
record and proceeding sequentially towards a last record, an 
operator of a current record is applied to respective binary 
values determined from a current value of the string to pro 
duce a new binary value. If the current record is a last record, 
the new binary value is the value of the Boolean expression. If 
the current record is an intermediate record, the new binary 
value is placed in an operand field of the Successor record. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0093 Embodiments of the invention will now be 
described, by way of example, with reference to the accom 
panying drawings, in which: 
0094 FIG. 1 illustrates a network supporting service con 
trollers and editing engines for filtering and adapting data 
containers communicated through the network, in accor 
dance with an embodiment of the present invention; 
0.095 FIG. 2 illustrates an editing engine comprising con 
trollers and transcoders, in accordance with an embodiment 
of the present invention; 
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0096 FIG. 3 illustrates exemplary structures of a multi 
media container, content descriptors of a container compo 
nent, and a content filter, in accordance with an embodiment 
of the present invention; 
0097 FIG. 4 illustrates algebraic forms of Boolean 
expressions associated with a set of rules applicable to a data 
container, in accordance with an embodiment of the present 
invention; 
0098 FIG. 5 illustrates basic components of a content 
filtering process, in accordance with an embodiment of the 
present invention; 
0099 FIG. 6 illustrates a process of deriving descriptors of 
container content, in accordance with an embodiment of the 
present invention; 
0100 FIG. 7 illustrates a system for content filtering, in 
accordance with an embodiment of the present invention; 
0101 FIG. 8 illustrates a system similar to the system of 
FIG. 7 adapted for containers having multiple components, in 
accordance with an embodiment of the present invention; 
0102 FIG.9 details a content-filtering process, in accor 
dance with an embodiment of the present invention; 
0103 FIG. 10 illustrates a method of evaluating a Boolean 
expression of a rule, in accordance with an embodiment of the 
present invention; 
0104 FIG. 11 illustrates a first exemplary rule-tree struc 
ture for encoding a filtering rule, in accordance with an 
embodiment of the present invention; 
0105 FIG. 12 illustrates a first data structure for encoding 
the rule-tree structure of FIG. 11; 
0106 FIG. 13 illustrates a second exemplary rule-tree 
structure for encoding a filtering rule, in accordance with an 
embodiment of the present invention; 
01.07 FIG. 14 illustrates the first data structure of FIG. 12 
applied to the second exemplary rule-tree of FIG. 13; 
0108 FIG. 15 illustrates a process of applying the first data 
structure exemplified in FIG. 12 and FIG. 14, in accordance 
with an embodiment of the present invention; 
0109 FIG.16 illustrates a second data structure for encod 
ing a rule tree, in accordance with an embodiment of the 
present invention; 
0110 FIG. 17 illustrates a process of applying the second 
data structure exemplified in FIG. 16, in accordance with an 
embodiment of the present invention; 
0111 FIG. 18 illustrates a process of using a rule tree to 
determine a rule result, in accordance with an embodiment of 
the present invention; 
0112 FIG. 19 details a step of forming a leaf vector asso 
ciated with the process of FIG. 18, in accordance with an 
embodiment of the present invention; 
0113 FIG. 20 illustrates a method of preprocessing Bool 
ean expression for fast run-time rule execution, in accordance 
with an embodiment of the present invention; 
0114 FIG. 21 illustrates an exemplary implementation of 
the method of FIG. 20; 
0115 FIG.22 illustrates a process of data entry relevant to 

filter definitions and rule definitions, in accordance with an 
embodiment of the present invention; 
0116 FIG.23 illustrates a process of sequential filtering of 
components of a multimedia container; 
0117 FIG. 24 illustrates a process of applying multiple 
rules for content filtering, in accordance with an embodiment 
of the present invention; 
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0118 FIG. 25 illustrates a graph depicting interdepen 
dence of rules determining content-filtering actions, in accor 
dance with an embodiment of the present invention; 
0119 FIG. 26 illustrates modules of an operation manager 
of the engine of FIG. 2, in accordance with an embodiment of 
the present invention; 
0120 FIG. 27 illustrates modules of a transcoder of the 
engine of FIG. 2, in accordance with an embodiment of the 
present invention; and 
0121 FIG. 28 illustrates modules of a transcoder of the 
engine of FIG. 2, in accordance with an embodiment of the 
present invention. 

DETAILED DESCRIPTION OF THE 
EMBODIMENTS OF THE INVENTION 

Terminology 

I0122) Multi-Media Service (MMS): The term is used col 
loquially to refer to multi-content communication services 
where information contents of different forms such as text, 
audio signals, Video signals, images, presentations, etc., are 
exchanged among terminals through a network. Encoded 
information transferred from one terminal to another is typi 
cally arranged in a single data stream with time-interleaved 
segments corresponding to the different information con 
tentS. 

I0123 Container: A container is a computer file stored on a 
computer readable medium and transmitted over a computer 
network. The container is structured to contain various types 
of data. The container may support multiple text, audio, and 
Video streams with synchronization information to enable 
coordinated play back of various streams. 
0.124 Container component: A container includes sec 
tions, each comprising data encoded in a specific form, Such 
as a text, audio data, image data, or video data. The term 
container component refers to data in one section. A container 
component may be referenced as a “component' for brevity. 
In a multimedia messaging system, a component is also 
known as “media'. 
0.125 Container screening: “Container screening refers 
to a process of examining the content of a container, including 
all components, to ensure absence of any undesirable inser 
tions, especially harmful insertions. 
0.126 Container adaptation: “Container adaptation” refers 
to a process of modifying the form of a container component 
found to be incompatible with the decoding capability of a 
respective receiver. If it is not feasible to present a container 
component to Suit a receiver, the container component may be 
deleted. A container-adaptation process is receiver specific 
while the process of container screening is independent of the 
type of intended receiver. 
I0127 Container editing: The term “container editing 
refers to the combined processes of container Screening and 
container adaptation. 
I0128 Container conditioning: The term may be used syn 
onymously with “container editing”. However, container 
conditioning also appends an appropriate notification with a 
container, even when a container is not modified. 
I0129. Transcoder: A transcoder is a device, which per 
forms direct digital-to-digital translation of encoded informa 
tion to enable an information record of one format to be 
reproduced in a different format suitable for a specific 
receiver. 
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0130 FIG. 1 illustrates a network 140 providing a path 
from a transmitting device 120 to a receiving device 160, 
hereinafter referenced as transmitter 120 and receiver 160. 
Network 140 supports service controllers 103 and editing 
engines 106, in addition to numerous other hardware terminal 
devices of different types. Transmitter 120 sends containers 
to receiver 160, where a container may include data of differ 
ent content type such as encoded text, audio signals, still 
images, animation (rapid display of images), and video sig 
nals. A container may be directed to a service controller 103 
which, in turn, directs the container to an editing engine 106 
for examining the container and, where needed, editing the 
content of the container. An editing process includes data 
screening to ensure absence of any undesirable insertions, 
especially harmful insertions, content modifications to meet 
specific requirements, and content adaptation to be compat 
ible with the decoding capability of a respective receiver. 
0131 FIG. 2 illustrates an editing engine 106. A network 
interface 210 receives containers from clients through a link 
204. A container is directed to one of mod 1 controllers 240, 
individually identified as 240(1), 240(2), ... , 240(m). Con 
trollers 240 may be implemented as a distinct hardware entity 
or share a computing device hosting a number of transcoders 
280 as will be described below. Controllers 240 are protocol 
specific, each being programmed to handle containers formed 
according to a respective protocol. Controllers handling a 
specific protocol are said to be of the same controller type. 
The controllers may be grouped into controller groups, each 
controller group handling containers formulated according to 
the same protocol. An editing engine 106 may have control 
lers of different types. However, an entire editing engine 106 
may be configured to have controllers of the same type. The 
editing engine 106 may also have a load-balancing module 
29O. 
0132) The editing engine 106 includes a number of 
transcoders 280, individually identified as 280(1), 280(2), .. 
. . 280(n). The primary function of the transcoders 280 is to 
perform direct digital-to-digital translation of encoded infor 
mation to enable an information record of one format to be 
reproduced in a different format suitable for a specific 
receiver. A transcoder, however, may also perform processes 
of content filtering together with content adaptation. A num 
ber of selected transcoders 280 is assigned to each controller 
240, together forming a control assembly. For example, in 
FIG. 2, controller 240(1) and transcoders 280(1) to 280(5) 
form one control assembly installed on a respective comput 
ing device. Controller 240(m) and transcoders 280(n-2) to 
280(n) form another control assembly installed on another 
computing device. A control assembly is preferably installed 
on a server unit, also called a “blade server', which is a single 
circuit board Supporting processors and memory devices. 
0133) A processor 220 hosts a network interface 210 and 
an operation manager 230. Network interface 210 receives 
containers from clients communicatively coupled to network 
140 (FIG. 1). An operation manager 230 comprises computer 
readable instructions stored in a computer readable storage 
medium for performing operation, administration, and main 
tenance functions. 

0134. A service controller 103 may receive containers and 
send container editing requests to one of the editing engines 
106. 

0135 Processor 220 also hosts a graphical user interface 
(not illustrated), which comprises computer readable instruc 
tions stored in a computer readable storage medium, coupled 
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to operation manager 230, for entering an array of encoded 
rules and for assigning to each controller 240 a respective 
subset of transcoders. Configuration memory device 260 
stores identifiers of transcoders assigned to each controller. 
0.136 The rules governing the content filtering process 
may be stored as a common rule file stored in a rules memory 
225 which is accessed by each transcoder 280. Alternatively, 
each computing device (server unit) hosting a controller and 
associated transcoders may store a relevant Subset of the rules 
file. 
0.137 FIG. 3 illustrates a container having multiple com 
ponents 320, individually identified as 320C1), 320(2), etc. A 
component 320 may contain a text, an audio recording, an 
encoded image, a video recording, and any of other content 
types. The content of a component is characterized using a set 
330 of descriptors 332 individually identified as 332(1), 332 
(2). . . . 332(j), and 332 (D), D being a total number of 
descriptors. Content descriptors are defined according to sev 
eral attributes Such as content type, identifier (name), exten 
Sion, digital signature, cryptographic functions, priority, and 
file size. Descriptors may be added or deleted as content 
filtering requirements vary with the evolving art of multime 
dia telecommunications. 
0.138. In accordance with an embodiment of the present 
invention, characteristics of the content of a container com 
ponent are represented as a set of binary variables, each 
binary variable determining whether the content meets a spe 
cific criterion. The value of a content descriptor of a received 
container is determined by examining the content of the con 
tainer. A transcoder performing this function is therefore 
aware of the format of the received container and implications 
of a protocol according to which the container is formulated. 
The value of a characterizing binary variable is determined by 
applying an operator 344 to two operands; a value of the 
content descriptor (342) and a corresponding criterion 346 
entered by an installer (a user) of the content-filtering system. 
The operator 344 and the two operands 342 and 346 are said 
to form a filter 340 (also called a content-condition or simply 
a condition). Thus, the content of a container component is 
characterized by a set of filters, each having a value of “true' 
or “false’. 
0.139 Editing a container before adaptation to suit a 
receiver is based on a set of rules, each rule determining an 
editing action Such as deleting the entire content, deleting 
malicious insertions found in the content, or removing an 
attachment of the content. A rule is a function of a respective 
subset of the filters. Having selected the filters to be binary 
variables, the function defining a rule is preferably formu 
lated as a Boolean expression of the subset offilters. Thus, an 
installer (a user) of a system for content filtering (as will be 
described in more detail with regard to FIG. 7 and FIG. 8) 
defines a rule by a subset offilters, a Boolean expression, and 
an action to be performed according to an outcome executing 
the Boolean expression. 
0140 FIG. 4 illustrates algebraic forms of Boolean 
expressions associated with a set of four rules, stored in a rule 
vector 420, applicable to a component of a data container. The 
same set of rules may also be applied to at least one other 
component of the rule filter. 
0.141. A first rule, Rule-1, is defined by a single filter 
(size>30000), where the content descriptor is the size of the 
component, the operator is “GREATER THAN” and the cri 
terion is 30000 (reference numeral 440). The respective 
action, if the rule result is Boolean “true’ is to drop the 



US 2009/O 126020 A1 

component and terminate processing of the remaining rules 
for the component under consideration. 
0142. A second rule, Rule-2, is defined by a Boolean 
expression 450 of two filters (size>5000) and 
(familyzmessage). The descriptor of the first filter is “size'. 
the criterion is “5000', and the operator is “GREATER 
THAN”. The descriptor of the second filter is “family’, the 
criterion is “message', and the operator is “NOT EQUAL’. 
The Boolean expression contains a single operator“OR”. The 
action associated with Rule-2 is the same as that of Rule-1. 

0143 A third rule, Rule-3, is defined by a Boolean expres 
sion 460 of three filters: (size>25000), (content-type-image/ 
wbmp), and (content-type image/png). The descriptor of the 
first filter is “size', the criterion is “25000, and the operator 
is “GREATER THAN”. The descriptor of the second filter is 
“content-type', the criterion is “image/wbmp, and the 
operator is “EQUAL”. The descriptor of the third filter is 
“content-type', the criterion is “image/png, and the operator 
is “EQUAL”. The Boolean expression contains two operators 
“AND” and “OR”. The action of Rule-3 is the same as the 
action of Rule-1. It is noted that “wbmp refers to Wireless 
Bitmap (Wireless Application Protocol, WAP. graphic for 
mat), and “png” refers to “Portable Network Graphics”. 
0144. A fourth Rule, Rule-4 is defined by a single filter 
(family message), where the content of the descriptor is 
“family’, the criterion is “message', and the operator is 
“EQUAL” (reference numeral 470). 
0145 FIG. 5 illustrates the basic components of a data 
acquisition Sub-system incorporated in operation manager 
230 of FIG. 2 and comprising a user interface 520, a filter 
creating module 530 for acquiring filter definitions, a rule 
construction module 540 for acquiring rule definitions, a 
memory division 550 for storing filter definitions, and a 
memory division 560 for storing rule definitions (rule struc 
tures). The user interface 520 enables an installer (a user) to 
provide input data 512 to define a set of filters and a set of 
rules. The filter-creation module 530 comprises computer 
readable instructions stored in a computer readable storage 
medium, which, when executed, cause a processor to prompt 
the installer to enter content-descriptor definitions, a criterion 
for each definition, and an operator. The values of the descrip 
tors are determined according to the content of a received 
container. 

0146 The rule-construction module 540 contains com 
puter-readable instructions stored in a computer readable 
storage medium, which, when executed, cause a processor to 
prompt the installer to enter a Boolean expression for each 
rule, and select an action from a set of predefined actions. The 
computer-readable instructions also cause the processor to 
parse the Boolean expression and determine a sequence of 
executing terms of the expression. 
0147 The filter definitions are stored in a memory division 
550 of a memory device, and the rule definitions are stored in 
a memory division 560 of the same memory device, or of any 
other memory device. 
0148 FIG. 6 illustrates a process of determining values of 
content descriptors of a received container 612 using defini 
tions of the content descriptors stored in memory division 
550. The received container 612 is parsed in step 620 to 
identify the components of the container. Each component is 
analyzed in step 640 and in step 650 the results are paired with 
content-descriptor definitions read from memory division 
550. 
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014.9 FIG. 7 illustrates the overall organization of a sys 
tem for content filtering in accordance with an embodiment of 
the present invention. A memory 710 stores data for all rel 
evant filters. Each filter is defined by an operator from a set of 
operators 740 determined by module 530 of FIG. 5, a content 
descriptor from a set of content descriptors 720 are deter 
mined in step 650 of FIG. 6, and a descriptor criterion from a 
set of descriptor criteria 730 determined in module 530 of 
FIG. 5. The binary value of each filter (“true” or “false) is 
stored in a memory device 750 for use in executing a set of 
rules defined in module 540 of FIG. 5. 

0150. Each rule is defined by a subset of filters, a Boolean 
expression, and an action. A memory 770 stores encoded 
Boolean expressions determined in module 540 of FIG. 5 
according to system installer (user) input. A memory 760 
stores identifiers of filters used in each rule and respective 
Boolean expressions. A memory 780 stores indications of 
editing actions to be performed Subject to respective results of 
evaluating the Boolean expressions. The execution of each 
Boolean expression yields a binary result and a respective 
editing action. Upon completion of an editing action, the 
edited content is placed in a memory 790. 
0151. While FIG. 7 illustrates the system for content fil 
tering, according to an embodiment of the invention, as 
applied to a single component, FIG. 8 illustrates the system 
for content filtering of FIG. 7 as applied to k>1 container 
components. A memory device 810 stores data of all relevant 
filters of each of the k container components. The data perti 
nent to each filter is individually identified as 812(1) to 812 
(k). The components of the container are processed sequen 
tially. The results of applying the operator of each filter, for a 
component under considerations, are held in a memory 850. 
A set of N>1 encoded Boolean expressions is stored in a 
memory 864. The Boolean expressions are individually iden 
tified as 870(1) to 870(N), each associated with a respective 
editing action from Nediting actions, individually identified 
as 880(1) to 880(N). 
0152 FIG. 9 illustrates an exemplary process of content 
filtering. An installer (a user) of the system for content filter 
ing of FIG. 7 or FIG. 8 has initially defined five content 
descriptors, individually identified as 920(1) to 920(5), eight 
descriptor criteria individually identified as 922(1) to 922(8), 
and four operators individually identified as 924(1) to 924(4). 
The installer has defined twelve filters, individually identified 
as 930(1) to 930(12), each filter specifying one of the content 
descriptors 920, one of the criteria 922, and one of the opera 
tors 924. Upon determining values of the five content descrip 
tors 920(1) to 920(5), as described in step 650 of FIG. 6, the 
binary values of the twelve filters are determined. 
0153. The installer has defined six Boolean expressions, 
individually identified as 950(1) to 950(6), where each Bool 
ean expression is associated with a subset of the 12 filters. For 
example, Boolean expression 950(2) is associated with two 
filters, 930(1) and 930(6), and Boolean expression 950(5) is 
associated with filters 930(2), 930(8), and 930(11). The 
installer defined four actions individually identified as 960(1) 
to 960(4). The installer then defined nine rules, individually 
identified as 940(1) to 940(9), using rule-construction mod 
ule 540 of FIG. 5. Each rule is associated with a single 
Boolean expression 950 and a single action 960. For example, 
rule 940(1) specifies Boolean expression 950(2) and action 
960(2), while rule 940(9) specifies Boolean expression 950 
(5) and action 960(4). 
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0154) A rule may be based on a single filter, where the 
result of the rule is the binary value of the filter. For example, 
rule 940(7) depends solely on filter 930(11). 

Boolean Expression Representation 
0155. An installer of the system for content filtering of 
FIG. 7 or FIG. 8 may provide a Boolean expression 950 
according to conventional algebraic syntax or according to a 
tree structure. The user interface 520 of FIG. 5 comprises a 
first module (not illustrated) for encoding a Boolean expres 
sion presented in algebraic form and a second module (not 
illustrated) for encoding a Boolean expression presented as a 
tree structure. Each of the two modules provides a respective 
template to enable the installer to properly specify a Boolean 
expression. 
0156 A Boolean expression comprises simple operations, 
compound operations, and complex operations. A simple 
operation is exhibited as an operator and two operands with 
the operator and operands bounded by two delimiters (such as 
two brackets). The operator and operands may be listed in any 
order and the two delimiters need not be distinguished from 
each other. The two operators are Boolean variables repre 
senting two filters. A compound operation comprises an 
operator and two simple operations with the operator and two 
simple operations bounded by two delimiters. A complex 
operation comprises an operator and two operations all 
bounded by two delimiters where either of the two operations 
may be a simple operation or a compound operation. The two 
operations constituting a complex operation may also be 
complex operations. Delimiters of a simple operation, com 
pound operation, or complex operation may be identical. 
(O157 FIG. 10 illustrates a method of evaluating the Bool 
ean expressions, according to an embodiment of the present 
invention, which requires only recognizing and performing 
simple operations. According to the method, an encoded 
Boolean expression is parsed to identify simple operations. 
The operator of an identified simple expression is applied to 
the respective operands (filters) to produce a binary value of 
“true” or “false' (for example, represented as “1” and “0”). 
The operator, operand, and two delimiters of the identified 
simple operation, thus processed, are deleted and replaced by 
the result of the operation. The process continues recursively 
until the encoded Boolean expression reduces to a single 
simple operation, the result of which becoming the outcome 
of the Boolean expression. 
0158. In step 1012 of FIG. 10, a Boolean expression is 
examined to identify a simple operation. If a simple operation 
is found (step 1014), step 1016 executes the simple operation 
and produces a binary value. Step 1018 replaces the operator, 
operands, and delimiters of the simple operation by the binary 
value. Step 1012 is then revisited to look for another simple 
operation in the reduced Boolean structure. Ifstep 1014 deter 
mines that no further simple operations are found in the 
current form of the Boolean expression, step 1020 examines 
the current form to determine if it has indeed reduced to a 
single binary value (“true”, false' or “1”, “0”). If so, step 1022 
reports the single binary value as the result of executing the 
Boolean expression. If step 1020 determines that the pro 
cessed Boolean expression contains more than a single binary 
value, step 1024 reports an indication that the Boolean 
expression has not been correctly formed. 
0159. The process of FIG. 10 is preferably performed dur 
ing data entry so that the user (the installer) can correct the 
Boolean expression. The user interface 520 or some other 
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component of the editing engine may be provided with com 
puter instructions to analyze an erroneously formed Boolean 
expression and locate an error. 
0160 An alternative method of encoding and evaluation 
Boolean expressions, according to an embodiment of the 
present invention, relies on a graphical tree representation of 
a Boolean expression. An exemplary rule tree 1100 is illus 
trated in FIG. 11, which depicts a Boolean expression of six 
operands (six filters) identified as Filter-1 to Filter-6 each 
being a leaf of the tree. Three operators, denoted 0, 0, and 
0, define three operations Filter-1, 0, Filter-2}, {Filter-3, 
0, Filter-4}, and Filter-4, 0, Filter-6}. An immediate suc 
cessor of each operator is defined. For example, the Succes 
sors of 0, 0, and 0, are operators 0, 0, and 0 respec 
tively, and the successors of operators 0 and 0s are 0s and 
“NULL, respectively. An operator having a “NULL' suc 
cessor produces a result of the Boolean expression. 
0.161 Operator (0 produces a binary output B1, which is 
an operand of operator 0s. Operator (0 produces a binary 
output B2 which is an operand of 0. Operator (0 produces a 
binary output B3 which is another operand of operator 0. 
Operator (0 produces a binary output B4 which is another 
operand of operator (0s. Operator (0s, produces binary output 
B*, which is the result of the Boolean expression represented 
by the tree. 
0162 FIG. 12 illustrates a template array 1230 for repre 
senting the rule tree 1100 of FIG. 11. An index 1220 of the 
template array 1230 varies from 0 to 19 as indicated in FIG. 
12. The template array 1230 is divided into a number of 
records equal to the total number of operators (five in the 
exemplary tree of FIG. 11), each record corresponding to an 
operator and representing a simple operation having two 
operands. The binary values of filters are known after a con 
tainer under consideration is processed. Thus, recordincludes 
indices of respective filters, an operator definition, and a 
pointer to another record corresponding to an immediately 
succeeding operator. A “NULL pointer indicates that a cur 
rent record is the last record to be processed. A user may enter 
the records in any order, and a module (not illustrated) within 
the user interface 520 of FIG.5 reorganizes the records so that 
the records may be processed sequentially, and when any 
record is processed, the values of the respective operands 
would have been already determined. 
(0163 As illustrated in FIG. 12, the first three records cor 
respond to operators 0, 0, and 0 applicable to the six 
filters forming the leaves of the tree. Pointer L(1) of the first 
record points to index 16 of the array which holds the binary 
result B(1) of operator 0. Pointer t(2) of the second record 
points to index 12 of the array which holds the binary result 
B(2) of operator 0. Pointer (3) of the third record points to 
index 13 of the array which holds the binary result B(3) of 
operator 0. Thus, when the fourth record is reached, the two 
operands B(2) and B(3) would have already been computed. 
The binary result B(4) of operator 0 is written in location 
t(4)=17. Thus, when the fifth record is reached, the respective 
two operands B(1) and B(4) would be already known. The 
binary output of operator 0 is the result of the Boolean 
expression because operand 0 has no successor (i.e., a null 
Successor). 
0164. An exemplary activation of the template array 1230 

is also illustrated in FIG. 12. The values of Filter-1 to Filter-6, 
determined according to the process of FIG. 6 are “true'. 
“false', “true”, “false', “true', and “true”, respectively. The 
Boolean operators 0 to 0s are specified by a user as “AND”. 
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“OR”, “AND”, “AND”, and “XOR, respectively. Operator 
“XOR' produces a binary output “true' which is the result of 
the Boolean expression since operator 0 (XOR), has a null 
SUCCESSO. 

0.165 FIG. 13 illustrates a second exemplary rule tree 
1300 corresponding to a Boolean expression of eleven leaves 
(filters) denoted L1 to L11, and FIG. 14 illustrates a template 
array 1430, similar to the template array 1230 of FIG. 12, 
applied to the rule tree of FIG. 13 with an index 1420 ranging 
from 0 to 43. The rule tree 1300 comprises ten operators 
denoted 0 to 0. The first leaf, L1, is an operandofoperator 
0, which has no successor. For uniformity, a first record 
(denoted as Record 1 in FIG. 14) of template array 1430 of 
FIG. 14 representing the rule tree 1300 is conceptually 
viewed to include operand L1 together with a “don’t care” 
operand (p and a permissive non-existent operator 0, which 
conveys the value of L1 as an operand of Successor operator 
0. As known in the art, a “don’t care’ value assigned to the 
operand p, may be conveniently either a “true” state or a 
“false' state. The remaining ten records, Record-2 to Record 
11 of template array 1430, correspond to operators 0 to 0. 
Each entry L1, L2, to L11, in template array 1430 of FIG. 14 
is an index (pointer) to a filter. As described above, with 
reference to FIG. 12, an input organizing module 522 asso 
ciated with user interface 520 of FIG. 5 arranges the records 
so that the records can be processed sequentially with each 
record having already determined operands. 
(0166 FIG. 15 summarizes the tree encoding method using 
the template array 1230 (FIG. 12) or 1430 (FIG. 14). In step 
1520, a template having a number of records, each corre 
sponding to a node in the tree is created. Each record com 
prises four fields containing indices of two filters, a current 
operator, and a pointer to a Successor record corresponding to 
a successor of the current operator. In step 1530, a list offilters 
determined according to the process of FIG. 6 is prepared for 
a container under consideration. In step 1540, the records of 
the tree template are processed sequentially. The operands of 
each record are acquired by indexing the list of filters. A 
respective operator is applied to the operands and the binary 
result is placed in an operand field of a successor record. In 
step 1550, the result of the operator of the last record is 
presented as the result of the Boolean expression represented 
by the tree. 
0167 FIG. 16 illustrates an alternative method of repre 
senting a rule tree structure according to an embodiment of 
the present invention. A set offilters (conditions) relevant to a 
rule is defined based on content descriptors, descriptor crite 
ria and filter operators as described earlier. Definitions of the 
set of filters are stored in a filter-definition array. A set of 
Boolean operators is defined with one operator designated a 
null Successor and each other operator designated a Successor 
from the set of operators. The filters form leaves of a tree and 
are divided into subsets of filters where the filters of a subset 
form operands of a Boolean operator from among the set of 
Boolean operators. Notably, if each subset of filters includes 
two filters, then the total number of Boolean operators equals 
the total number of filters minus 1. 

0168 Considering a set of M filters, MD1, a template of a 
leaf vector comprising N leaf records is formed: 1-N-M. 
Each leaf record includes a leaf operator from among the set 
of operators and a respective subset of the filters. At the 
installation stage, each leaf record includes an operator and 
indices of the operands (filters) in the filter definition array. 
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The values of the filters of each leaf record are determined for 
individual container components. 
0169. A node vector having a number of node records 
equal to the number N of leaf records is formed. Each node 
record has a node-operator field and a node-state field. At the 
installation stage, the node records are empty, containing no 
data. The Boolean operators and the node states of the node 
records are initially determined during processing of the leaf 
records. The N node records may be arranged in any order. 
However, it is convenient to let the node records initially have 
a one-to-one correspondence to the leaf records. Thus, the 
Boolean operator of node record is a Successor the Boolean 
operator of leaf vector j, 1sjsN. 
0170 Upon determining the values of the filters, each leaf 
operator is applied to respective filters (respective binary 
conditions) and a result is placed in a node-state field of a 
node record. A Successor of each leaf operator is placed in 
node-operator field of the node record. 
0171 After processing all leaf records, the node records 
are processed. Node records, herein called connected node 
records, having a common operator are then identified. The 
common operator is then applied to the node states of all the 
connected node records to produce a new state. The operator 
field of a selected node record, from the connected node 
records, is replaced by a successor of the common operator 
and the node-state field of the selected node record is replaced 
by the new state just determined. The remaining connected 
node records are deleted from the node vector. Thus, with the 
replacement of each set of connected node record with a 
combined node record, the number of node records in the 
node vector is reduced. The process of identifying connected 
node records continues recursively until the node vector con 
tains only one node record. The result of applying the Boolean 
operator in the operator field of the remaining one node record 
is the result of evaluating the Boolean expression. The Bool 
ean operator of the last node record has a null Successor. 
0172 FIG. 16 illustrates a recursive rule construction 
1600 for encoding a rule tree for the exemplary tree of FIG. 
13, which represents a Boolean expression of eleven filters 
forming the leaves of the tree. The leaves (filters) are denoted 
L1 to L11. In the tree of FIG. 13, leaf L1 is not associated with 
any other leaf. For uniformity, leaf L1 is artificially associated 
with a leaf (p, with which it shares a passive operator 0. The 
insertedleaf p is assigned a “don’t care value. As well known 
in the art, a "don't care value may be conveniently assigned 
either a “true” state or a “false' state. 
0173 A set of Boolean operators 0 to 0 is defined by a 
user. Operators 0 to 0 are associated with leaf records 
while operators 0, to 0 are associated with node records. 
Operator 0 has a null successor and each other operator 0. 
to 0 has a successor from the set of operators 0, to 0 as 
illustrated in list 1610 of FIG. 16. 
0.174. The leaf vector 1620 comprises six records 1622, 
individually identified as 1622(1) to 1622(6), assigned opera 
tors 0 to 0 placed in the operator fields 1624(1) to 1624(6) 
with indices of corresponding operands placed in operand 
fields 1626(1) to 1626(12). The operands in the operand fields 
of the six leaf records are {{p, L1}, {L2, L3}, {L4, L5}, {L6, 
L7}, {L8, L9}, and L10, L11}. 
(0175 When the binary values of the filters are determined 
(FIG. 5 and FIG. 6), the leaf records 1622 are processed. 
Starting with leaf record 1622(1), the artificial passive opera 
tor 0 simply passes the value of L1 to the node-state field of 
node record 1642(1). Operator 0, which is the successor of 
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0, is placed in the operator field of node record 1642(1). The 
second leaf record 1622(2) is then processed where operator 
0 is applied to leaves L2 and L3 (filters L2 and L3) to 
produce a binary value B2 to be placed in the node-state field 
of node record 1642(2). The successor of operator 0, which 
is operator 0, is placed in the operator field of node record 
1622(2). The process continues until all the node records 
1642(1) to 1642(6) are determined. 
0176 The process continues recursively using only the 
node vector 1640; the leaf vector 1620 is no longer needed. 
The operator 0 in node record 1642(1) is not paired in the 
node vector 1640(1). Thus, node record 1642(1) remains 
unchanged. Likewise, node record 1642(2) remains 
unchanged because none of the node records 1642 includes 
an operator 0. Node records 1642(3) and 1642(4) have a 
common operator 07, which is applied to operands B3 and B4 
to produce a binary result B7 to be placed in the node-state 
field of node record 1642(3), replacing B3. The successor 
operator of operator 07, which is 0, is placed in the operator 
field of record 1642(3), replacing 0.7. Node record 1642(4), 
which is now consumed in the new combined record 1642(3), 
is deleted. Likewise, node records 1642(5) and 1642(6) are 
combined in a new node record having the Successor operator 
0 of operator (0s and a node state B8 determined by apply 
ing the common operator (0s to operands B5 and B6. The node 
vector 1640 now shrinks to four node records identified by the 
reference numeral 1640(2). Node record 1640(2) simply 
over-writes node record 1640(1). 
(0177. The process continues recursively with node 
records 1642(2) and 1642(3) combined to produce new com 
bined node record 1642(2) while node records 1642(1) and 
1642(4) remain unchanged; the two unchanged node records 
are now records 1642(1) and 1642(3) in the reduced node 
vector 1640(3). 
0.178 Node records 1642(2) and 1642(3) have a common 
operator 0. Operator 0 is applied to operands B9 and B8 
to produce a new state B10 which is placed in the node-state 
field of node record 1642(2). The successor operator 0 of 
operator 0 is placed in the node operator field of node 
record 1642(2). The common operator 0 of node records 
1642(1) and 1642(2) is applied to operands B1 and B10 to 
produce the output B* of the Boolean expression. 
(0179 FIG. 17 illustrates the process of determining the 
output of a rule tree using the leaf-vector template 1620 and 
node-vector template 1640 of FIG. 16. In step 1720, the set of 
Boolean conditions (Boolean filters L2 to L11) characterizing 
the data content under consideration are determined. In step 
1722 leaf vector 1620 having N>1 leaf records 1622 is 
formed. Each leaf record 1622 includes a Boolean-operator 
field 1624 and fields for a subset of Boolean conditions (a 
subset of filters L2 to L11). In step 1724 a node vector 1640 
of N node records 1642 is formed. Each node record 1642 
includes a Boolean operator field 1644 and a node-state field 
1648. In step 1726, each leaf operator is applied to a respec 
tive subset of Boolean conditions (Boolean filters) which are 
determined from characteristics of content data as described 
above with reference to FIG. 5 and FIG. 6. The binary result 
is placed in a node-state field of a selected node record 1642. 
In step 1728, a successor of each leaf operator is placed in the 
operator field of the selected node record. In step 1730, node 
records having a common operator are replaced with a com 
bined record, thus reducing the number of node records 1642 
of the node vector 1640. In step 1732, the common operator is 
applied to the node states of the replaced node records and the 
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binary result is placed in operator field of the combined 
record. In step 1734, a successor of the common operator, 
determined from list 1610 of FIG.16, is placed in the operator 
field of the combined node record. In step 1736, if the number 
of remaining node records is larger than 1, step 1730 is revis 
ited to continue the process of combining node records of a 
common operator. If the number of remaining records is 1, the 
operator of the remaining node record is applied to the node 
states of the node record, and the result determines whetheran 
editing action need be performed (step 1740). 
0180 FIG. 18 is a flow chart detailing the process of FIG. 
17. In step 1820, to be detailed in FIG. 19, a leaf-vector 1620 
is formulated. The leaf records 1622 (1) to 1622(N) are con 
sidered sequentially. In step 1824, and index is set to equal 0. 
If step 1826 determines that more leaf records are to be 
processed, step 1828 increases index by 1 and acquires a leaf 
set (a filter set) corresponding to leaf indices of a current leaf 
record and step 1830 acquires the operator 0 (one of the 
operators (0 to 0) of the current leaf record. Step 1832 
applies the operator to the acquired leaf set, resulting in a 
binary output B. In step 1834, successor S(0) is determined 
from list 1610 of FIG. 16. 

0181. The node-state fields and the operator fields of node 
vector 1640 are herein denoted U(), V(), 1sjsN, i.e., U() 
and V() define node record 1642(i), 1sjsN. In step 1836, 
the value of B is placed in node-state field U() of node-vector 
1640 and the value of S(0) is placed in operator field V(i) of 
node vector 1640. When all leaf records 1622(1) to 1622(N) 
are processed, the index equals the number of leaf records N 
and each node record 1642 of node vector 1640 has a respec 
tive node operator and a node state. In step 1840, the current 
number V of node records 1642 of node vector 1640 is set to 
equalj (which equals N). In step 1842, if the current number 
of node records v is larger than 1, the node vector is scanned 
to collect all node records 1642 having the same operator and 
combine Such records. Before scanning, a current number 
v-v of node records is noted (step 1843) to enable detecting 
a change in the number of node records. An index k is set to 
equal zero in step 1844, and step 1846 records operator 0=V 
(k) of node record 1642(k). Step 1848 examines subsequent 
node records of the node vector 1640 to identify a number, L, 
of subsequent node records having the same operator 0. If the 
number L of identified Subsequent node records is Zero (step 
1850), the index k is increased by 1 in step 1852 and if the 
index k is less than the current number v of node records, step 
1846 is revisited. Otherwise, step 1856 collects the (u-1) 
operands of the node records of the same operator 0 and 
applies the operators 0 to the (L+1) operands to determine a 
new state B of a combined node record. In step 1860, the 
Subsequent u identified node records are deleted and step 
1862 inserts the new state B in the node-state field U(k) of 
node record 1642(k) and a successor operator S(0) in the 
operator field V(k) of node record 1642(k). The number of 
remaining node records is determined as (v-u) in step 1864. 
Steps 1852 and 1854 are applied after step 1864 to determine 
if the node vector 1640 contains further node records of a 
common operator. If step 1854 determines that k is less than 
v, scanning the node vector continues from step 1846. Oth 
erwise, if step 1854 determines that k=v (k cannot exceed v), 
step 1855 ensures that the current value of v (last updated in 
step 1864) is less than the previous value v. Otherwise, an 
error is reported in step 1880. Notably, the requirement v-vi 
of step 1855 is not met if the user-provided representation of 
the Boolean expression is incorrect. If v <v, step 1855 is 
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followed by step 1842. If step 1842 determines that the num 
ber of remaining node records is 1, the operator of the remain 
ing node record is applied to respective operands to determine 
a state B* (step 1890), which determines a respective editing 
action. 
0182 FIG. 19 details the step 1820 of FIG. 18 of formu 
lating leaf vector 1620 of FIG. 16. In step 1920, a set offilters 
(conditions) is formulated and in step 1922 the leaf operators 
are determined based on user input as described with refer 
ence to FIG. 5 and FIG. 6. The leaf operators are applied 
sequentially to generate corresponding leaf records 1622. If 
step 1924 determines that at least one operator is not yet 
applied, step 1926 adds a new leaf record 1622 to the leaf 
vector. Step 1928 selects one of the remaining operators, and 
step 1930 adds a filter associated to an operand field 1624 of 
the leaf record. Step 1930 is repeated until step 1932 deter 
mines that all filters belonging to the selected operator have 
been included in the current leaf record 1622. When the 
current leaf record 1622 is completed, as determined in step 
1932, step 1924 is revisited. When step 1924 determines that 
all leaf operators have been considered, the completed leaf 
vector 1620 is presented to step 1824 of FIG. 18. 
0183 FIG. 20 illustrates a method of pre-computing a 
binary value of a Boolean expression of a rule for each value 
of a set offilters. The set offilters is represented by a bit string 
having a number of bits bearing a one-to-one correspondence 
to the filters, so that each bit in the string corresponds to one 
filter. With L>1 filters, the string contains ubits and assume 
values ranging from 0 to 2"-1. In step 2012, a starting string 
value of 0 (ubits all set to zero) is set, and each entry of a rule 
vector having 2" entries is initialized to “0”. In step 2014, the 
Boolean expression is evaluated using one of the methods 
described with reference to FIGS. 10, 15, or 17. In step 2016, 
the binary result (“true”, “false') is stored in a rule vectorata 
position corresponding to a current value of the string (0 to 
2"-1). In step 2018, the string value is increased by adding 1. 
When step 2030 determines that each of the p bits of the string 
has a value of 0, the generation of the rule vector is complete 
(step 2040). Notably, a string with each of the ubits having a 
value of “1” corresponds to the (2"-1)" entry of the rule vector 
and adding 1 in step 2018 resets the string to u zeros. Alter 
natively, the string may have (L+1) bits with the most-signifi 
cant bit used to indicate completion of the rule-vector gen 
eration. The rule vector may then be used to directly 
determine a binary value of a Boolean expression at run time, 
thus increasing the throughput of the content-filtering system. 
0184. In summary, the method of filtering contents of data 
containers then comprises the following steps: 
0185 (1) A set of filters (binary conditions) is defined 
where each filter is a function of a selected descriptor of the 
content and a respective criterion of the descriptor. 
0186 (2) A set of rules, each rule specifying a Boolean 
expression and a corresponding content-filtering action, is 
defined. 
0187 (3) The Boolean expressions are considered one at a 
time. 
0188 (4) Consider a Boolean expression of u of filters 
(binary conditions). The filters are represented as a string of L 
bits, L>1. 
(0189 (5) Evaluate the Boolean expression for each of 2" 
values of the string to produce a rule vector of 2" entries, each 
entry being a state of a content metric corresponding to one of 
the 2" values of the string. 
0.190 (6) Repeat step (5) for all Boolean expressions. 
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0191 (7) Receive and parse a data container. 
0.192 (8) Select a rule and determine values of the speci 
fied LL filters of the selected rule according to content of the 
data container. 
0193 (9) Index a rule vector corresponding to the selected 
rule and determine a value of the entry in the rule vector 
corresponding to an index determined by the string of ubits. 
0194 (10) Execute a content-filtering action according to 
a value of the entry. 
(0195 (11) Repeat steps (8) to (10) if a new rule need be 
applied to the received container. 
0.196 FIG. 21 illustrates a rule vector for a rule specifying 
a Boolean expression of a set of four filters (L=4) denoted L1, 
L2, L3, and L4. The set of filters is represented by a string of 
four bits. The Boolean expression is evaluated for each of the 
16 values 2112 of the string, ranging from "0000” to “1111” 
to yield a binary output 2114(j), indicated as “true' or “false'. 
corresponding to string value j. Osijsp of the string. 
0197) Upon receiving a container, the content of a con 
tainer component is examined to determine a set of four filters 
for the rule considered in FIG. 21. If, for example, the set of 
four filters have values of “1”, “0”, “0”, and “1”, yielding a 
string 2140 of “1001, the value of the Boolean expression is 
read directly from position 9 (binary 1001) of the binary rule 
vector 2114. 

(0198 The method of FIG. 20, with the exemplary illustra 
tion of FIG. 21, is suitable for rules employing Boolean 
expressions of a moderate number of operands (filters). For 
example, with 8 filters, the binary rule vector 2114 would be 
relatively short, having only 256 bits. If a Boolean expression 
has more than 16 operands, for example, it may be preferable 
to evaluate the Boolean expression each time it is needed 
rather than storing a large binary rule vector. A number of 
operands, per Boolean expression, exceeding 16 may be 
unlikely. 
0199 FIG.22 illustrates a process of data entry relevant to 

filter definitions and rule definitions. The process starts with 
determining whether a rules file has already been created 
(step 2220). If a rules file has not yet been created, step 2222 
creates a file using conventional methods known in the art. 
The next step is to add rules to the rules file. Populating or 
updating the rule file starts in step 2224. Step 2224 opens the 
rules file and directs the process to step 2226, which prompts 
a user to indicate whether a new rule is to be encoded and 
added to the rule file. Populating or updating the rule file is 
terminated by the user (step 2280). If more rules are to be 
added, a data-acquisition module (not illustrated) placed in 
the user interface 520 (FIG. 5) or in the operation, adminis 
tration, and maintenance module 230 (FIG. 2) creates a rule 
template (step 2230). The rule template may optionally take 
one of many forms, which may be decided by the user. The 
form of a rule template depends on: (1) whether rules speci 
fied by the user are to be applied sequentially or according to 
a hierarchical order; and (2) whether the Boolean expression 
of a rule is to be entered in an algebraic-analytical format or 
in a tree-structure format where a node of a tree represents an 
operator and respective operands. In either case, the data 
acquisition module may provide a respective template with 
instructions to facilitate data entry. For example, the data 
acquisition module may guide the user into constructing an 
algebraic form of a Boolean expression by prompting the user 
to enter simple operations, each comprising an operator and a 
set of operands, then progressing towards the desired expres 
sion. The validity of the constructed expression may be veri 
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fied with each addition of a new operator. If the Boolean 
expression is presented as a tree-structure, the data-acquisi 
tion module may display a generic tree structure, which may 
be pruned and validated as the user enters data relevant to 
selected nodes of the tree. 

0200. In step 2232, a rule identifier, encoded in any suit 
able format, is provided. In step 2234, a rule action is speci 
fied, and step 2240 defines a Boolean expression associated 
with the rule. The rule action of a specific rule is applied 
according to a value of the associated Boolean expression. 
Step 2240 comprises steps 2242, 2244, 2246, 2248, 2250, 
2252, and 2260. Step 2242 created a filter template as illus 
trated in FIG.3, reference numeral 340. Step 2244 sets a type 
of the filter, which may be one of many descriptors of a 
content of a container under consideration. Step 2246 sets the 
filter's operator, which may be selected from a menu of unary 
operators, binary operators, arithmetic operators, comparison 
operators, logical operators, set operators, and user-defined 
operators. Step 2248 sets the filter's criterion, which is a target 
value or a threshold relevant to a descriptor selected in step 
2244. Step 2250 prompts the user to either define a new filter 
for the rule or proceed towards defining the Boolean expres 
sion to be applied to the set of filters so far specified. To add 
another filter, steps 2242 to 2248 are revisited until the user 
determines in step 2250 that all relevant filters are present. 
Step 2252 prompts the user to enter the Boolean expression 
according to one of the formats described above. It is noted 
that a rule may be based on only one filter, as illustrated in 
FIG. 9, in which case the Boolean expression reduces to a 
passive operator, which simply uses the value of the single 
filter to determine whether the rule action specified in step 
2234 is to be applied. 
0201 Step 2260 appends the rule just constructed to the 
rule file opened in step 2224. It is noted that the values of the 
filters of each rule thus constructed are to be determined at 
“run time upon processing received containers. The encoded 
rules includes filters identifiers, which may simply be indices 
of an array (not illustrated) storing the filters. 
0202 The process of FIG. 22 is performed during system 
installation or update. The rules encoded and stored in the 
rules file are activated in “real-time'. 
0203 FIG.23 illustrates a process of sequential filtering of 
components of a received multimedia container having a 
number of components. The order of processing of the com 
ponents of the container for content filtering is arbitrary and 
may be set by the user. The order of processing of components 
would be consequential if an overall constraint on the entire 
container is imposed for some operational reasons. 
0204 The process of content filtering starts in step 2320 
when prompted by a controller 240 (FIG. 2). Having selected 
the order, in which the components are to be processed, step 
2340 determines whether at least one component is yet to be 
processed in step 2350. Otherwise, step 2380 ends the process 
and reports results. In step 2360, all rules of a rule set appli 
cable to a component under consideration are executed, and 
step 2340 is revisited to determine whether another compo 
nent need be processed. A module 290 inserts a notification 
indicating any filtering action applied to a component. 
0205 FIG.24 details the step 2360 (FIG. 23) where a set of 
rules is applied to content of a container. Step 2360 applies to 
a component of a container. Step 2424 determines whether 
the entire rule set has been applied. If so, step 2480 appends 
a notification to the container indicating any content-filtering 
actions resulting from executing the set of rules. Otherwise, 
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step 2428 selects a current rule and acquires definitions of all 
relevant filters associated with the selected current rule. Nota 
bly, the rules may be arranged in a specific order if the result 
of one rule influences selection of another rule. Additionally, 
the rule inter-dependence may be represented by a formal 
graph rather than a simple array as will be described with 
reference to FIG. 25. 
(0206 Step 2430 executes the selected current rule. Step 
2430 includes steps 2432, 2436, 2440, and 2444. Step 2432 
determines whether all filters identified in step 2428 have 
been activated to determine a binary value of each filter. A 
filter is said to be activated when its operator is applied to 
respective operands to produce a binary value of the filter. If 
all filters relevant to the current rule have been activated, step 
2432 transfers control to step 2460. Otherwise, steps 2436, 
2440, and 2444 are exercised to produce a value of a filter 
under consideration. Step 2436 acquires the operator and 
values of respective operands based on characteristics of the 
container content under consideration as described with ref 
erence to FIG.5 and FIG. 6. Step 2440 applies the operator to 
the operands, and step 2444 records the value of the current 
filter for use in evaluating the Boolean expression of current 
rule. 
0207 Step 2460 acquires the Boolean expression accord 
ing to one of the encoding methods of FIG. 10, FIG. 15, or 
FIG. 17. Step 2464 evaluates the Boolean expression. Step 
2468 may apply the content-filtering action associated with 
the current rule to the content of the content under consider 
ation subject to the value of the Boolean expression as deter 
mined in step 2464. In step 2470, if the content-filtering 
action of the current rule results in deleting the entire con 
tainer component, then there is no need to execute Subsequent 
rules, if any, and step 2360 appends a respective notification 
to the deleted component. If the content is not edited, or edited 
but not deleted, step 2424 is revisited to determine whether 
more rules need be applied to the content under consideration. 
Notably, an entire component may be deleted if it has an 
attachment exceeding a certain threshold, or if it has a mali 
cious insertion that cannot be removed. 

Rules Inter-Dependence 

0208. In general, rules applicable to a specific content may 
have complementing actions, conflicting actions, or mutu 
ally-exclusive actions. With complementing actions, the con 
tent-filtering result may be independent of the sequence of 
implementing the rules. With conflicting actions or mutually 
exclusive actions, one action Supersedes another. In accor 
dance with an embodiment of the present invention, a user 
may be prompted to define the inter-relationship of rules 
using a graph. 
0209 FIG. 25 illustrates a graph indicating a hierarchical 
arrangement offive rules denoted Rule 1 to Rule 5. A state of 
a rule is herein defined as the binary value resulting from 
executing the Boolean expression of the rule. 
0210. A state of “true' of Rule 1 results in an action 
labeled “action 1 after which step 2360 is considered com 
plete. “Action 1 may call for one of two opposing extremes; 
the first being deleting the entire component either because it 
is too large or is irreparable, or determining that the compo 
nent is acceptable because it is too short to contain malicious 
insertions. A state of “false' of Rule 1 indicates that the 
content passes a first test and should be subjected to a second 
test of Rule 2. 
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0211. A state of “true' of Rule 2 results in an action 
labeled “action 2 followed by implementing Rule 5. A state 
of “false' of Rule 2 indicates that the content passes the 
second test and should be subjected to a third test of Rule 3. 
and so on. The process ends without editing the content if the 
state of Rule 4 is “false'. The process may also end after 
implementing (only) one: action 1}, {action 2 and action 5". 
“action 3', and “action 5. 
0212 FIG. 26 illustrates modules, listed below, used by 
the operation manager 230. Each module comprises com 
puter readable instructions stored in a computer readable 
storage medium. 
0213 (1) Server-unit configuration module 2610 for con 
figuring a server unit to accept multimedia data containers 
formed according to a specified protocol. 
0214 (2) Load balancing module 2612 for equitably dis 
tributing multimedia data containers among server units iden 
tically-configured to process data containers of a common 
type. 
0215 (3) A filter-definition module 2614 for acquisition of 
definitions of a set of filters from a user, each filter specifying 
a definition of a content descriptor, a descriptor criterion, and 
an operator. 
0216 (4) Boolean-expression acquisition module 2616 
for enabling a user to provide a Boolean expression according 
to algebraic syntax. 
0217 (5) Boolean-expression acquisition module 2618 
for enabling a user to provide a Boolean expression in the 
form of a tree structure. 
0218 (6) Boolean-expression acquisition module 2620 
for enabling a user to enter a Boolean expression by editing 
and pruning a drawing of a generic tree, where each node of 
a tree representing an operator and a respective set of oper 
ands. 
0219 (7) Rule-construction module 2622 for acquisition 
of a set of content-filtering rules from a user, each rule speci 
fying a Boolean expression of a Subset offilters and a filtering 
action. 
0220 (8) Rule-validation module 2624 for validating cor 
rectness of a Boolean expression specified for a rule. 
0221 (9) Rule-arrangement module 2626 for arranging 
rules in an order according to which a specific filtering action 
performed by a rule precludes execution of at least one sub 
sequent rule. 
0222 (10) Rule inter-dependence module 2628 for 
prompting a user to specify a successive rule of a given rule 
conditional on a value of a respective Boolean expression of 
the given rule. 
0223 (11) Rule graph-definition module 2630 for present 
ing a set of content-filtering rules in the form of a formal 
graph (FIG. 25). 
0224 (12) Rule-optimization module 2632 for optimizing 
a Boolean expression of each rule, using conventional logic 
optimization techniques, to minimize processing effort. 
0225 (13) Rule pre-processing module 2634 for selecting 
specific rules each specifying a Subset offilters comprising at 
most a preset number of filters, evaluating, for each of the 
specific rules, a Boolean expression of a subset offilters for all 
values of the subset of filters to produce an array of 2" bits, 
L>1 being a number of filters in the subset of filters, and 
storing the array of bits in a memory device (FIGS. 20 and 
21). 
0226 (14) Sorting module 2636 for sorting containers into 
container types, each container type corresponding to a pro 
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tocol according to which a container is formulated at Source, 
and directing containers of a specific type to a specific con 
troller from among a plurality of containers. The sorting 
module 2636 may be associated with the network interface 
210 or the operation manager 230. 
0227 FIG. 27 illustrates modules, listed below, used by a 
transcoder 280, in accordance with an embodiment of the 
invention. Each module comprises computer readable 
instructions stored in a computer readable storage medium. 
0228 (a) Module 2710 for characterizing content of each 
component of a multimedia data container, determining con 
tent descriptors, applying an operator, and determining a state 
of a filter. 

0229 (b) Module 2720 for run-time evaluation of Boolean 
expressions and determining a binary output of a rule. The 
Boolean expression may be presented according to algebraic 
Syntax or as a tree structure. 
0230 (c) Module 2730 for performing a filtering action 
relevant to a given container content, Subject to a preset value 
a Boolean expression of a respective rule 
0231 FIG. 28 illustrates a transcoder 280 comprising a 
transcoder-service module 2810, a program registry 2820, 
and program storage 2840, in accordance with an embodi 
ment of the invention. The transcoder-service module com 
prises computer readable instructions stored in a computer 
readable storage medium, which, when executed, cause a 
core of the processor to: receive a specific container and an 
editing request from a specific controller from the plurality of 
controllers; select and execute programs relevant to the edit 
ing request; and return a result to the specific controller. The 
program registry comprises computer readable instructions 
which, when executed, causes a processor to organize pro 
grams according to respective functions; and replace existing 
programs with respective new programs. 
0232 A controller 240 (FIG. 2) forwards an editing 
request to a transcoder 280. Upon receiving an editing request 
2850, the transcoder-service module 2810 identifies which 
plugin program to execute using information contained in the 
editing request. The transcoder-service module 2810 
executes the selected plugin program and returns the result to 
a respective controller 240. 
0233. A “plugin' is defined herein as a self-contained 
module devised to perform a specific task. Program storage 
2840 comprises computer readable instructions stored in a 
computer readable storage medium and includes two types of 
plugins: 
0234 (a) resident plugins 2842 which are loaded initially: 
and 

0235 (b) external plugins 2844 which are loaded dynami 
cally, external plugins may replace resident plugins. 
0236 Resident plugins provide basic functions, and exter 
nal plugins provide additional functions, content filtering and 
virus scanning are two examples of Such functions. 
0237 Plugins are registered with the program registry 
2820 which manages plugin registration and access. The pro 
gram registry 2820 organizes plugins based on their charac 
teristics. Plugins may be arranged in plugin groups. 
0238 Plugin programs organize execution of plugins in a 
predefined fashion. Plugin programs are built from a simple 
set of instructions which determine the execution logic for a 
predefined set of plugins having specific goals. 
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0239. An example of instructions of a simple program that 
uses plugins is presented next. 
0240 (01) On ErrorGoto TERMINATION PLUGIN 
0241 (02) Execute DEFAULT SETUP INITIAL PRO 
FILE 

0242 (03) Execute DEFAULT SETUP SESSION 
0243 (04) Execute DEFAULT PRE PROCESS DE 
CODE PLUGIN 

0244 (O5) Execute(Group GROUP HOT PIPELINE 
DUAL LOAD AROUND CREATE 

0245 (06) Execute DEFAULT TRANSFORMER PLU 
GIN 

0246 (07) Execute DEFAULT CREATOR PLUGIN 
0247 (08) Execute(Group GROUP HOT PIPELINE 
CREATOR 

0248 (09) Execute(Group GROUP HOT PIPELINE 
DUAL LOAD AROUND CREATE 

0249 (10) Execute DEFAULT. CHARGE DATA 
RECORD PLUGIN 

(0250 (11) Execute DEFAULT OPTIMISER PLUGIN 
0251 (12) Execute(Group GROUP HOT PIPELINE 
ANALYSER 

0252 (13) Execute DEFAULT ENCODE PLUGIN 
0253 (14) Label TERMINATION PLUGIN 
0254 (15) Execute DEFAULT CHARACTERIZE PLU 
GIN 

0255 (16) Execute(Group GROUP HOT PIPELINE 
TERMINATOR 

0256 (17) Execute DEFAULT UNSETUP SESSION 
0257 (18) Execute DEFAULT. CHARGE DATA 
RECORD PLUGIN 

0258. It is noted that the numbers on the left are introduced 
only for ease of reference and do not necessarily constitute a 
part of the instructions. 
0259 Each “Execute' command has the name of a plugin 
as an argument that always refers to resident plugin names. 
An external plugin is never directly referenced by name since 
it is optional, and is thus executed only if present. Each 
“Execute(Group' command has the name of a plugin group as 
argument. Command “Execute Group' executes all the plu 
gins that belong to that group. 
0260 Line 1 states that on any error the program is to jump 
to line 14 and resume execution with lines 15 to 18. Lines 2 
and 3 perform setup of the adaptation to be done; Line 4 
performs decoding of input if required, for example if the 
input is EMAIL then it is broken into its sub-components: 
Line 5 and line 9 execute a plugin group to which Content 
Filtering plugin belongs to. So if present, it starts execution on 
line 5 and terminates on line 9; Line 6 and line 7 are used 
respectively to perform setup operations necessary for the 
creation of an adaptation pipeline and to actually create it. The 
adaptation pipeline contains a set of operations to be executed 
to perform the required adaptation; Line 8 is meant to execute 
any external plugin that has an effect on the adaptation pipe 
line before it is executed; Line 10 provides details of input 
components that will take part in the adaptation. Line 18 
performs a similar task on the output components. Such infor 
mation may be analyzed for reporting, billing and other pur 
poses not necessarily related to the adaptation function; Line 
11 performs adaptation-pipeline optimization; Line 12 
executes any external plugin that performs analysis and opti 
mization of the adaptation pipeline before its execution; Line 
13 executes the adaptation pipeline; Line 15 characterizes the 
output components generated as a result of the execution of 
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the adaptation pipeline; Line 16 executes any external plugin 
that has an effect on the output components that were gener 
ated; and Line 17 performs additional steps completing the 
adaptation (Such as providing a detailed adaptation record). 
0261 Rules are permanently stored in “Rule Files'. A rule 

file may apply to more than one controller. Content filtering, 
using a rule file, applies the rules contained in the rule file 
against media (content). If a given rule evaluates to “true', a 
corresponding action is performed. An action may include 
removing undesirable content such as viruses (including 
mobile specific viruses); removing media of a particular type 
(such as games); using third party applications to perform 
actions on media (such as scanning a media for viruses). 
However, a content of a particular type may pass-through 
without processing. 
0262 The definition of rules is done in the operation man 
ager 230 (FIG. 2). The application of rules to affect content 
editing (filtering and adaptation) is done in a transcoder 280. 
Once a rule file is created then the user optionally configures 
one of the controllers 240 to send the rule file along with any 
adaptation request to a transcoder 280 it selects. 
0263. An action “Drop' ensures that a media is not part of 
the output of a content adaptation process. An action “scan 
keep’ results in Scanning a media for viruses. This assumes 
that the Anti-virus external plugin is installed. The media is 
actually “marked as “scan for virus', so that at the point of 
the execution of the appropriate plugin program where the 
anti-virus plugin is executed all media marked as "scan for 
virus' are scanned for viruses. 
0264. An example of a rule called rule 1 is given below. 

Rule Name="MaxFileSizes 0000 Action=“Drop' 
Filter Type="MaxFileSize' Operator="GreaterThan Value="50000 
Filter FilterOperator="AND Type="Family Operator=“NotEqual 
Valle-MESSAGE 

0265. The name associated with rule 1 is “MaxFile 
Size50000 whereas the action corresponding to the rule is 
"Drop' for removing any media that match the filter(s) con 
tained in the rule. This rule specifies two filters. The first filter 
is of type “MaxFileSize' that is applied against the size of a 
file. The filter operator is “GreaterThan' where as the value is 
“50000. The second filter is characterized by a type called 
“Family'. This filter is applied against the media family (ex: 
IMAGE, AUDIO, etc). The operator associated with the filter 
is not “NotEqual” and the value is “MESSAGE. The filters are 
combined by using a boolean operator “AND”. Thus, if a file 
has a size greater than 50000 and is not of family “MES 
SAGE then the specified action is performed. 
0266. Another rule, called rule 2 is described next: 

Rule Name="MaxFileSize25000 AndContentTypes” 
Action="Drop' 

Filter Type="MaxFileSize 
Operator="GreaterThan Value="25000' 

BracketOpen 
FilterOperator="AND 
Filter Type="ContentType 
Operator="Equals' Value="image?wbmp' 
Filter FilterOperator=“OR” 
Type="ContentType' Operator="Equals' 
Value="image.png 

BracketClose 
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0267. The aC of the rule is 
“MaxFileSize25000AndContentTypes” and the correspond 
ing action is “Drop'. The purpose of rule 2 is to remove any 
media that match the filter(s) contained in the rule. A detailed 
description of the structure of rule 2 is presented next. 
0268. Only the following filters are specified. 

0269. 1 filter: 
(0270 filter type is “MaxFileSize' and the filter is 

applied against the size of a file; 
(0271 operator is “GreaterThan': 
0272 the value is “25000”; 

(0273 Bracket Open with “AND” booleanfilter operator 
0274) 2' filter: 
(0275 filter type is “ContentType” and the filter is 

applied against the content type (equivalent to mime 
type) of a media; 

(0276 operator is “Equals”: 
(0277 the value is “image?wbmp'; 

0278 3 filter: 
(0279 has boolean filter operator “OR”: 
(0280 filter type is “ContentType” and the filter is 

applied against the content type (equivalent to mime 
type) of a media; 

0281 operator is “Equals”: 
0282 the value is “image/png: 

0283 Bracket Close. 
0284 Thus, if a file has a size greater than “25000 AND 
(has a content-type equal to “image?wbmp'OR has a content 
type equal to image/ping) then the action specified in the rule 
is performed. Actions can affect the media or any of its attach 
ments if the media is a container such as an email oran MMS. 
Actions can include: keep (adapt the media); keep & Scan 
(scan the media for viruses before adapting); drop (do not 
include the attachment in the final message); pass-through 
(do not adapt the media, leave it unchanged). 
0285 An example rule 3 that is defined in a common rule 

file is described next. 

Rule Name="MaxFileSize300000 Action=“Drop' 
Filter Type="MaxFileSize' Operator="GreaterThan Value="300000 

0286 Another example, rule 4, that completes that com 
mon rule file is presented. 

Rule Name="VirusScan Action="ScanKeep' 
Filter Type="Family Operator=“Equals' Value="MESSAGE 

0287. In this case a common rule file contains: 
0288 rule 3 which “drops' all files that have a size greater 
than 300000; and 
0289 rule 4 which performs a virus scan on any media that 
are messages. 

0290 Consider a case where a common rule file is applied 
to all controllers and that some controller “X” has defined a 
rule file that contained rules 1 and 2. When sending an adap 
tation request to a selected Transcoder, that controller would 
send a rule file called "RuleFile1 that contained rules 1 to 4. 
The structure of “RuleFile1 is presented. 
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Rule Name="MaxFileSize50000 Action=“Drop' 
Filter Type="MaxFileSize' Operator="GreaterThan Value="50000 
Filter FilterOperator="AND Type="Family Operator=“NotEqual 

Valle-MESSAGE 
Rule Name="MaxFileSize25000AndContentTypes Action=“Drop' 

Filter Type="MaxFileSize' Operator="GreaterThan Value="25000 
BracketOpen FilterOperator="AND 

Filter Type="ContentType Operator=“Equals' 
Value="image?wbmp' 

Filter FilterOperator=“OR” Type="ContentType 
Operator="Equals' Value="image/ping 

BracketClose 
Rule Name="MaxFileSize300000' Action=“Drop' 

Filter Type="MaxFileSize' Operator="GreaterThan 
Valle-3OOOOO 

Rule Name="VirusScan Action="ScanKeep' 
Filter Type="Family Operator=“Equals' Value="MESSAGE 

0291. In the context of an embodiment that provides this 
feature, XML is used to manage the structure of rules inside 
rule files. This ensures portability and scalability. An XML 
version of RuleFile1 is presented next. 

<?xml version=“1.0 encoding=UTF-82> 
<ContentFiltering Xmlins:Xsi="http://www.w3.org/2001/XMLSchema 

instance'xsi:type="ContentFilterings 
<Compatibility Versions7.0</Compatibility Versions 
<Version 7.0</Versions 
<Name>RuleFile1 & Name>. 
<FilterRule Name="MaxFileSizes0000 Action=“Drop's 

<Filter Type="MaxFileSize' Operator="GreaterThan 
Value=50000's 

<Filter FilterOperator="AND Type="Family 
Operator=“NotEqual Value="MESSAGE/> 

& FilterRules 
<FilterRule Name="MaxFileSize25000AndContentTypes 
Action="Drop's 

<Filter Type="MaxFileSize' Operator="GreaterThan 
Value="25000's 

<Bracket FilterOperator="AND's 
<Filter Type="ContentType' Operator="Equals' 
Value="image?wbmp's 

<Filter FilterOperator=“OR” Type="ContentType 
Operator="Equals' Value="image.pnge 

</Brackets 
& FilterRules 
<FilterRule Name="MaxFileSize300000 Action=“Drop's 

<Filter Type="MaxFileSize' Operator="GreaterThan 
Value="300000's 

& FilterRules 
<FilterRule Name="VirusScan Action="ScanKeep's 

<Filter Type="Family Operator=“Equals' Value="MESSAGE/> 
& FilterRules 

</ContentFiltering> 

0292 An example of content filtering is presented below. 
Consider a multimedia container: 

0293 MMS characteristics: 
0294 Name: mms1.mms 
0295 Family: MESSAGE 
0296 Size: 171100 
0297 Content-type: application/vnd.wap.multipart. 
mixed 

0298 Number of attachments: 3 
0299 MMS attachment characteristics: 
0300 Name: image.jpg 
0301 Family: IMAGE 
0302 Size: 75000 
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0303 Content-type: image/jpg 
0304 Name: image2.jpg 
0305 Family: IMAGE 
(0306 Size: 45000 
0307 Content-type: image/jpg 
0308 Name: image.png 
0309 Family: IMAGE 
0310 Size: 50000 
0311 Content-type: image/png 

0312 Content filtering is performed according to the fol 
lowing steps: 

0313 the MMS goes through content filtering: 
0314 rule “VirusScan evaluates to “true for this 
media since media belongs to family “MESSAGE': 

0315 media is marked as “scan for virus'. 
0316 the attachment image.jpg goes through content 

filtering: 
0317 a rule “MaxFileSize:S0000 evaluates to “true' 
since the media is not a message and its size is greater 
than 50000; 

0318 media is marked as “Drop'. 
0319 the attachment image2.jpg goes through content 

filtering: 
0320 none of the rules evaluates to “true’ for this 
media; 

0321 the second attachment image.png goes through 
content filtering: 
0322 a rule “MaxFileSize25000AndContentTypes” 
evaluates to “true’ for this media since media has size 
greater than 25000 and has content-type “image/ 
png: 

0323 media marked as “Drop'. 
0324. The plugin program resumes after the execution of 
the content filtering plugin. This results in the scanning of the 
MMS media and its content for virus by the Anti-virus plugin. 
The adaptation process then starts. Consider the case where 
the adaptation and content filtering produce an output MMS 
that is of the following form. 
0325 MMS characteristics: 
0326 Name: mms lout.mms 
0327 Family: MESSAGE 
0328. Size: 25175 
0329 Content-type: application/vnd.wap.multipart. 
mixed 

0330 Number of attachments: 2 
0331 MMS attachment characteristics: 
0332 Name: image2.gif 
0333 Family: IMAGE 
0334 Size: 24000 
0335 Content-type: image?.gif 
0336 Name: removal notification.txt 
0337 Family: TEXT 
0338 Size: 75 
0339 Content-type: text/plain 

0340. It is assumed that, as a result of content adaptation, 
“image2.jpg' was adapted to output “image2.gif. Note that 
both "image.jpg and “image.png were "dropped' and are 
not part of the output MMS resulting from the content filter 
ing actions being applied. A new media “removal notifica 
tion.txt is added to the output message. This results from the 
removal of “image.jpg and “image.png. Transcoders are 
devised so that, upon removal of a media, an explanatory text 
notification is attached. This notification is intended to pro 
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vide an explanation to the receiver of the MMS that some of 
the media originally in the MMS could not be adapted and 
were removed. 
0341 Anti-virus scanning is present in Transcoders in the 
form of an external plugin. In this case the plugin architecture 
is used to provide an interface to a third party anti-virus 
scanning engine Such as McAffee or Kaspersky. The presence 
of the Anti-virus plugin is optional as with any external plu 
gin. At the plugin program level, a plugin program that is 
meant to execute the Anti-virus plugin would contain a com 
mand that executes the plugin group to which the Anti-virus 
plugin belongs. 
0342 Execution of the anti-virus plugin does not auto 
matically imply that the media will be scanned for viruses. 
Virus scanning is performed only on media that are marked as 
“scan for virus' by content filtering. Some third-party Anti 
virus engines may be installed as stand-alone libraries. Other 
third-party Anti-virus engines may be installed as client-serv 
ers. The Anti-virus plugin would be written in Such a way as 
to properly interface with the third-party Anti-virus engine. In 
any case, the anti-virus plugin is the transcoder's entry point 
to perform virus scanning on the media that go through con 
tent-adaptation. 
0343 Thus, in the above described embodiments, the fol 
lowing features have been provided: (1) ability to parse a 
message in order to check the attachments; (2) ability to 
characterize an attachment in order to filter it according to 
content type; and (3) accommodating a user-defined, expand 
able, and hierarchic set of rules to determine whether a media 
element is desirable or not. 
0344 Editing actions determine how media attachments 
are treated. The editing actions may include one or more of 
the following: presenting an attachment to the adaptation 
process; keeping an attachment and Scanning the media for 
viruses before presenting to the adaptation process; and drop 
ping an attachment. Editing actions may include invoking 
anti-virus and intrusion-prevention Software programs. 
0345 Although specific embodiments of the invention 
have been described in detail, it should be understood that the 
described embodiments are intended to be illustrative and not 
restrictive. Various changes and modifications of the embodi 
ments shown in the drawings and described in the specifica 
tion may be made within the scope of the following claims 
without departing from the scope of the invention in its 
broader aspect. 

What is claimed is: 
1. An engine for editing content of containers, the engine 

comprising: 
a network interface for receiving said containers from cli 

ents and directing each container to a respective control 
ler from among a plurality of controllers for identifying 
and parsing said containers; 

a memory device for storing: 
an array of Boolean variables, each said Boolean vari 

able determined according to a respective operator 
applicable to a first operand characterizing said con 
tent and a second operand specifying a target value of 
said first operand; and 

an array of encoded rules, each rule specifying a respec 
tive content-editing action activated by a value of a 
respective Boolean expression of a respective Subset 
of said Boolean variables; 
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and 
a plurality of processors hosting transcoders, each 

transcoder for applying at least one of said encoded rules 
to a Subset of said containers. 

2. The engine of claim 1, further comprising: 
an operation manager comprising computer readable 

instructions stored in a computer readable storage 
medium for performing operation, administration, and 
maintenance functions; 

a graphical user interface, comprising computer readable 
instructions stored in a computer readable storage 
medium, coupled to said operation manager for entering 
said array of encoded rules and for assigning to each 
controller a respective Subset of said transcoders; and 

a configuration memory device for storing identifiers of 
transcoders assigned to each controller. 

3. The engine of claim 1, further comprising a sorting 
module, comprising computer readable instructions stored in 
a computer readable storage medium, coupled to said net 
work interface, for Sorting containers into container types, 
each container type corresponding to a protocol according to 
which a container is formulated, and directing containers of a 
specific type to a specific controller from among said plurality 
of containers. 

4. The engine of claim 2, further comprising a controller 
load-balancing module, comprising computer readable 
instructions stored in a computer readable storage medium, 
coupled to said operation manager, said controller-load-bal 
ancing module comprising means for dynamic assignment of 
transcoders to controllers according to a time-varying flow 
rate of said containers. 

5. The engine of claim 2, further comprising a transcoder 
load-balancing module coupled to said each controller for 
equitably assigning container editing requests among 
transcoders assigned to said each controller. 

6. The engine of claim 1, further comprising a blade server 
hosting said each controller and said respective Subset of said 
transcoders, said blade server comprising: 

a processor having multiple cores, each core exclusively 
assigned to a transcoder of said Subset of transcoders; 

a plurality of memory devices; 
an input interface; and 
an output interface. 
7. The engine of claim 6, further comprising: 
a transcoder-service module coupled to each transcoder of 

said plurality of transcoders for receiving new programs 
from external sources; 

a program storage medium for storing a plurality of pro 
grams accessible to said each transcoder; and 

a program registry, comprising computer readable instruc 
tions stored in a computer readable storage medium, for 
identifying a function of each new program and orga 
nizing programs according to respective functions. 

8. The engine of claim 7, wherein said transcoder-service 
module further comprises computer readable instructions 
stored in a computer readable storage medium, which, when 
executed, cause a core of said processor to: 

receive a specific container and an editing request from a 
specific controller from said plurality of controllers; 

Select and execute programs relevant to said editing 
request; and 

return a result to said specific controller. 
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9. The engine of claim 7, wherein said program registry 
comprises computer readable instructions which, when 
executed, causes a core of said processor to: 

organize programs according to respective functions; and 
replace existing programs with respective new programs. 
10. The engine of claim 7, wherein said program storage 

medium comprises: 
resident programs stored in the computer readable storage 

medium; and 
dynamically loaded external programs stored in the com 

puter readable storage medium. 
11. A method offiltering a data container having multiple 

components, comprising: 
selecting a component; 
determining a plurality of binary conditions characterizing 

content of said component; 
formulating a set of Boolean expressions, each comprising 

a Boolean operator and at least two operands selected 
from said set of binary conditions; 

executing each Boolean expression of said set of Boolean 
expressions to determine a set of content indicators, said 
indicators having a one-to-one correspondence to said 
Boolean expressions; and 

performing an editorial function relevant to said content 
corresponding to each of said indicators. 

12. The method of claim 11, further comprising perform 
ing a further editorial function based on a single binary con 
dition. 

13. The method of claim 12, further comprising arranging 
said Boolean expressions in an order according to which an 
indicator resulting from executing a Boolean expression con 
ditionally precludes execution of at least one Subsequent 
Boolean expression. 

14. The method of claim 13, further comprising determin 
ing said Boolean expressions according to: 

specified descriptors of said content; and 
preset criteria corresponding to said descriptors. 
15. The method of claim 12, wherein the step of performing 

the editorial function comprises one of 
scanning said content to detect malicious insertions and 

removal of detected malicious insertions; and 
scanning said content to detect malicious insertions and 

deletion of said content upon detecting malicious inser 
tions. 

16. A method of editing content of a data container using a 
computing device, comprising: 

formulating a set of descriptors of said content; 
specifying a set of criteria corresponding to said descrip 

tors; 
specifying a set of operators; 
defining a set of Boolean variables, each Boolean variable 

being an outcome of applying an operator from among 
said set of operators to a first operand and a second 
operand, where said first operand is a descriptor selected 
from among said set of descriptors, and said second 
operand is a criterion selected from among said set of 
criteria; and 

defining a set of rules, each rule executing a Boolean 
expression, selected from among a set of Boolean 
expressions, of a Subset of said Boolean variables and 
performing an action, selected from among a set of 
actions relevant to said content, according to an outcome 
of said executing. 
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17. The method of claim 16, wherein said set of descriptors comparison operators; 
comprises at least one of the following: logical operators; 

a size of said content; set operators; and 
a content family from among a set of predefined content user-defined operatorS. 

families; 19. The method of claim 16, further comprising entering 
said set of descriptors, said set of criteria, said set of operators, 
and said set of Boolean expressions through a graphical user 
interface comprising computer readable instructions stored in 
a memory of said computing device. 

20. The method of claim 16, further comprising selecting 
said content to include a portion of said data container. 

an encoding method; and 
a priority designation. 
18. The method of claim 16, wherein said set of operators 

comprises one or more of the following: 
unary operators; 
binary operators; 
arithmetic operators; ck 


