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To all whom it may concern: 
Be it known that I, JoEN S. WARREN, of 

Cumberland Mills, Westbrook, in the county 
of Cumberland and State of Maine, have in 
vented a new and useful Improvement in Pa 
per-Pulp Beating and Washing Engine, of 
which the following is a specification: 

Figure 1 is a top view of my improved en 
gine, the small cone being removed. Fig. 2 
is a vertical section of the same, taken through 
the line at a ; Fig. 1, the male cone being 
shown as raised from its place. 

Similar letters of reference indicate corre 
sponding parts. 
The object of this invention is to furnish an 

improved machine for beating and washing 
paper-pulp, which shall be simple in construc 
tion, effective in operation, and not liable to 
get out of order. 
The invention consists in the female cone, 

in a paper-pulp engine, provided with groups 
of radial knives and guide - cavities in the 
spaces between said groups of knives, as here 
inafter fully described. 
A represents the curb or case which is made 

of any desired size, and with a concaved bot 
tom. Upon the center of the bottom of the 
case A is formed a hollow column, B, to re. 
ceive and serve as a bearing for the vertical 
shaft C, and which rises a little above the top 
of the case A to prevent the pulp from com. 
ing in contact. With the shaft C, and clogging 
and wearing it. To the shaft C, above the 
top of the hollow column B, is attached the 
hub of an inverted frustum of a cone, D. 
The lower part of the hub of the cone D is 
recessed to receive the upper end of the hol 
low column B, so that the face of the male 
cone D may coincide with the face of the fe 
male cone E, formed upon, or attached to, and 
supported by, the frame or cover F, that rests 
upon the upper edge of the case A. 
To the face of the cone D are attached ra 

dial knives in the usual way, but which are not 
shown in the drawings. To the face of the 
cone E are attached knives G, which are ar 
ranged in groups, and are made with an angle 
or Curve, as shown in Fig. I, to prevent them 
from interlocking with the knives of the cone 
D. In the face of the cone E, between the 
groups of knives G, are formed two con 
cavities, HI. The concavity H. leads up from 
the lower edge of the cone E to the front of 
the group of knives, to serve as a spout to 
conduct the pulp to said knives; and the con 
cavity I leads from the rear of the group of 
knives G to the upper edge of the cone E, to 
serve as a spout to conduct the pulp from the 
knives to the upper edge of the cone E, so 
that it may pass freely back into the case or 
tank A. To the lower edge of the cone E is 
attached the upper edge of a tube, J, which 
extends down nearly to the bottom of the 
case A. With this construction the centrif. 
ugal force eugendered by the revolution of the 
Cone D causes the pulp to pass up between 
the cones DE, flow over the upper edge of 
the cone E, and flow back into the tank A, 
the pulp from the lower part of the said tauk 
passing into the tube J, and up between the 
cones D E, so as to establish a circulation, 
and insure all the pulp being properly acted 
upOll. 
Eaving thus described my invention, Iclaim 

as new and desire to secure by Letters Pat 
ent 

In a paper-pulp engine, the female cone E, 
provided With the groups of knives G, and 
the guide-cavities H E in the spaces between 
said groups of knives, substantially as herein 
shown and described. 

JOHN S. WARREN. 
Witnesses: 

GEO. B. MERRILL, 
WLLFRED BARNES. 

  


