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(54) Filling system and filling gun for filling carbon dioxide snow into a transport container

(57) The present invention is directed to a filling sys-
tem for filling a cooling cartridge (3) in a transport con-
tainer (2) via a filling terminal (4) with carbon dioxide snow
comprising an external supply line (6) for supplying liquid
carbon dioxide, an external exhaust line (7) for conduct-
ing gaseous carbon dioxide to the environment (32), a
filling gun (1) having an internal supply line (16) and an
internal exhaust line (17), to which the external supply
line (6) and the external exhaust line (7) are coupled and
which form a filling end (11) where the internal supply
line (16) is surrounded by the internal exhaust line (17),
which filling end (11) can be introduced into the filling
terminal (4), at least one electromagnet (18) for holding
the filling gun (1) in a filling position (P), a filling valve
(13) for opening and closing the internal supply line (16),
a pressure sensor (12) downstream of the filling valve
(13), at least one activation sensor (14) measuring the
distance (d) of the filling gun (1) from the filling position
(P), a control center (8) for controlling the opening and
closing of the filling valve (13) in dependency of the val-
ues measured by the pressure sensor (12) and an electric
current flow (I) in the electromagnet (18). A filling gun (1)
for the filling system contains all measuring and switching
devices to safely and reliably operate the filling system
and to fill in a reproducible manner exactly required

amounts of carbon dioxide snow (dry ice) into a transport
container (2).
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Description

[0001] The present invention is directed to a filling sys-
tem for filling a cooling cartridge in a transport container
via a filling terminal with carbon dioxide snow (dry ice).
It is also directed to a filling gun for such a filling system
and to a method of filling dry ice into a transport container.
The principles of transporting goods in a thermally insu-
lated container and of the filling of such containers with
carbon dioxide snow are for example known from DE 10
2010 013 056 A1. However, in this document the con-
tainers are moved and docked to a stationary filling sta-
tion, what is not always the best choice in a logistic chain.
Thus, filling guns have already been used to inject liquid
carbon dioxide into transport containers to produce car-
bon dioxide snow inside the container and for collecting
exhausted gaseous carbon dioxide during the filling proc-
ess. However, so far manually introducing a filling end
of a filling gun into a filling terminal of a transport container
requires certain skills of the operating personal and the
reliability of the process and the reproducibility of re-
quired amounts of carbon dioxide snow are not very high.
[0002] It is therefore an object of the present invention
to create a filling system and a filling method, which are
simple and safe in use and allow the filling of transport
containers with exactly the required amounts of carbon
dioxide snow. Moreover, it is an object of the present
invention to create a filling gun, the handling of which is
easy and safe and which can be moved manually or by
a robotic arm to transport containers at different posi-
tions.
[0003] The described problems are solved by a filling
system according to independent claim 1, a filling gun
according to independent claim 3 and a filling method
according to independent claim 5. Additional improve-
ments, embodiments and features, which can also be
used in combination with each other, are described in
the respective dependent claims.
[0004] A filling system according to the present inven-
tion for filling a cooling cartridge in a transport container
via a filling terminal with carbon dioxide snow comprises:

- an external supply line for supplying liquid carbon
dioxide,

- an external exhaust line for conducting gaseous car-
bon dioxide to the environment,

- a filling gun having an internal supply line and an
internal exhaust line, to which the external supply
line and the external exhaust line are coupled and
which form a filling end where the internal supply line
is surrounded by the internal exhaust line, which fill-
ing end can be introduced into the filling terminal,

- at least one electromagnet for holding the filling gun
in a filling position,

- a filling valve for opening and closing the internal
supply line,

- a pressure sensor downstream of the filling valve,
- at least one activation sensor measuring the dis-

tance of the filling gun to a filling position,
- a control center for controlling the opening and clos-

ing of the filling valve in dependency of the values
measured by the pressure sensor and an electric
current flow in the electromagnet.

[0005] This filling system is especially designed for
high safety and reliability. If a filling gun is introduced
manually or by a robotic arm into a filling terminal of a
transport container at least five parameters have to be
taken into account. The filling gun usually can be moved
in three dimensions and can be pivoted horizontally and
vertically. An operator has to take care that the filling end
of the filling gun hits an opening of the filling terminal and
that the filling gun is aligned in a correct way, what usually
means that a longitudinal axis of the filling gun points in
a normal direction of a wall of the transport container.
Only if all parameters are correct a tight connection be-
tween the filling gun and the filling terminal is possible
and a reproducible filling process can be started. For this
reason according to the present invention at least one
electromagnet and at least one activation sensor play an
important role for the correct positioning and the mainte-
nance and surveillance of a correct position of the filling
gun during the whole filling process. Although magnetic
couplings are known in filling systems, so far permanent
magnets were used or electromagnets were only activat-
ed or deactivated to establish a connection or to open it.
However, it is also possible to measure the electric cur-
rent flowing in an electromagnet after having activated
it. This allows to measure, whether the electromagnet
has found a predetermined connecting position and
whether it is maintaining the connection. A filling valve
can be blocked until the electric current flow in the elec-
tromagnet has reached a certain predetermined range
and/or can be stopped as soon as the electric current
flow exceeds the predetermined range. This makes sure
that filling only takes place when the filling gun is in the
correct filling position and is stopped as soon as the elec-
tric current detects any displacement. On the other hand
such an electromagnet can disturb the positioning of the
filling gun if it is activated too early or at a time, when the
filling gun is not in a correct position or under a certain
angle in horizontal and/or vertical direction. In this case
the magnetic force could even damage the filling gun.
For this reason the activation of the electromagnet is de-
pendent on at least one activation sensor measuring the
distance of the filling gun to the filling terminal. Such an
activation sensor, preferably two on two sides of the filling
gun, allows making sure that the electromagnet is only
activated when the filling gun is almost in the correct filling
position and only needs a final correction, which can be
achieved by magnetic force.
[0006] Another safety feature of the filling gun is a pres-
sure sensor downstream of the filling valve, which allows
detecting the pressure of the liquid carbon dioxide with
a sensor which for example allows to determine any mal-
function in the system and to document the pressure dur-
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ing the whole filling process, if required. A control center
controls the opening and closing of the filling valve in
dependency of the values measured by the pressure sen-
sor and an electric current flow in the electromagnet. This
means that the filling system according to the present
invention has all measuring and switching means in the
filling gun, while a control and supply is done by a control
center to which the filling gun is connected.
[0007] In a preferred embodiment of the invention there
is another safety feature provided by a vacuum control
circuit for keeping the pressure in the external exhaust
line in a predetermined range. While usual transport con-
tainers under overpressure simply open a door or flap or
blow some gas through their sealing lips, they cannot
withstand in the same way a high under-pressure. This
means that the external exhaust line should not be con-
nected to a vacuum pump only, but the pressure in the
external exhaust line should be controlled and kept in a
predetermined range of under-pressure. If the pressure
is below a certain threshold the vacuum control circuit
can for example open a safety flap, which connects the
external exhaust line with the environment. This makes
sure that also the pressure in the transport container does
not fall below this threshold even in case that no liquid
carbon dioxide is supplied through the filling gun.
[0008] A filling gun according to the present invention
for the described filling system comprises:

- at least one electromagnet for cooperating with a
ferromagnetic area of a transport container having
a filling terminal,

- at least one activation sensor measuring the dis-
tance of the filling gun to the filling terminal,

- couplings for connecting the filling gun with an ex-
ternal supply line for liquid carbon dioxide and with
an external exhaust line for gaseous carbon dioxide,

- a filling end forming an arrangement of an internal
supply line for liquid carbon dioxide as inner part and
an internal exhaust line for gaseous carbon dioxide
as outer part surrounding the internal supply line,

- a filling valve for opening and closing the internal
supply line,

- a pressure sensor downstream of the filling valve,
- at least one handle to manually move the filling gun

in three dimensions containing at least one integrat-
ed manual switch for activating the electromagnet,
if the activation sensor measures a value for the dis-
tance of the filling gun to a filling position in a prede-
termined range.

[0009] As will be described below the combination of
activation sensor, electromagnet, filling valve and pres-
sure sensor all integrated in the filling gun allow a very
safe and reliable filling process. For allowing an operating
person to easily handle the filling gun it is provided with
at least one handle to manually move the filling gun in
three dimensions and, of course, to correct its horizontal
or vertical angle if required for bringing a filling gun almost

into the final filling position. At this stage at least one
integrated manual switch allows to activate the electro-
magnet, but only if the at least one activation sensor
measures a distance in a predetermined range. It is pre-
ferred to use two handles on both horizontal sides of the
filling gun in combination with two activation sensors on
both sides of the filling gun as well as two manual switch-
es integrated in both handles to force an operating person
to operate the filling gun with both hands on both handles
and allowing this person to activate the electromagnet
by pushing these manual switches, only if both activation
sensors measure a distance below a certain predeter-
mined distance. In this case the electromagnet will finally
correct the position of the filling gun and safely connect
it with the filling terminal and keep it there until the elec-
tromagnet is deactivated. As long as the electromagnet
is activated, an operating person needs not to keep the
hands on the handles, but is free for other activities, in
particular inputting information into an interface of the
control center.
[0010] In a preferred embodiment of the invention the
electromagnet in the filling gun is designed such that its
magnetic circuit is open when the electromagnet is not
cooperating with the ferromagnetic area of the transport
container and is substantially closed when the electro-
magnet is cooperating with the ferromagnetic area. This
allows to measure whether or not the filling gun is (still)
in the correct filling position and to use this signal as
additional safety feature for the filling process.
[0011] The present invention also provides a method
for filling a cooling cartridge in a transport container with
a predetermined amount of carbon dioxide snow com-
prising the following steps:

- approaching a filling terminal of the transport con-
tainer with a filling gun having an internal supply line
for liquid carbon dioxide and an internal exhaust line
for gaseous carbon dioxide both forming a filling end,

- measuring the distance of the filling gun from a filling
position in the transport container by at least one
activation sensor,

- supplying an electric current to at least one electro-
magnet cooperating with a ferromagnetic area of the
transport container for bringing and holding the filling
gun in a filling position, when the distance measured
is below a predetermined threshold,

- measuring the electric current flow in the electromag-
net,

- opening a filling valve in the internal supply line, if
the electric current measured is in a predetermined
range, and keeping the filling valve open for a pre-
determined time interval,

- measuring the pressure in the internal supply line by
a pressure sensor downstream of the filling valve,

- closing the filling valve, if the measured electric cur-
rent in the electromagnet exceeds the predeter-
mined electric current range and/or if the measured
pressure in the internal supply line exceeds a pre-
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determined pressure range or if the time interval has
expired.

[0012] The method according to the present invention
describes a very safe and reliable process, which allows
filling transport containers with carbon dioxide snow with-
out docking them to a stationary filling station and without
strong restrictions for the size, the position, and the align-
ment of the transport container. It would even be possible
to move the container during the filling process. To safely
and correctly position the filling gun in the filling terminal
of the transport container the distance of the filling gun
from a filling position is measured by at least one activa-
tion sensor. An electromagnet can only be activated, if
the distance is below a predetermined threshold. After
activation of the electromagnet the electric current flow
in the electromagnet is measured, what allows to recog-
nize whether the electromagnet is (still) in the correct
position for filling. The filling valve can only be opened if
the filling gun is in the correct filling position. For filling a
predetermined amount of carbon dioxide snow into the
transport container a filling valve is opened for a prede-
termined time interval. During the whole filling process
the pressure in the internal supply line is measured by a
pressure sensor downstream of the filling valve, what
allows a surveillance and documentation of the whole
filling process. In particular it is possible to detect any
blockage in the filling end or the transport container and
to stop the filling process accordingly. If anything goes
wrong during the filling process either on the mechanical
side or on the electrical side, the filling process can be
interrupted based on the measured signals, otherwise it
can be ended if the predetermined interval has expired.
It should be noted that an activation sensor in the mean-
ing of the present invention can be any device, which
allows verifying whether or not the filling gun is close to
the correct filling position. Thus, it would also be possible
to use a robotic arm and its positioning equipment to pro-
duce such a verifying signal for activation of the electro-
magnet.
[0013] According to a preferred embodiment of the in-
vention it is possible to measure an actual filling time
interval by measuring the time between a pressure raise
over and a pressure drop at the pressure sensor in the
supply line under a predetermined value. This means
that not the opening and closing time of the filling valve
determines the filling interval, but the measured pressure
eliminates any delay of the valve or the supply system.
It is also possible to use a combination of the information
available from the pressure sensor and the filling valve
to determine the actual filling time interval. Based on tests
and experimental data this allows a very precise docu-
mentation of the amount of carbon dioxide snow filled
into the transport container.
[0014] To make the docking of the filling gun to the
filling terminal as easy and safe as possible, it is preferred
to use two activation sensors measuring the distance be-
tween the filling gun and the transport container and to

allow activating the electromagnet only, if both activation
sensors measure a distance below a predetermined
threshold.
[0015] In another preferred embodiment a control cent-
er is used to control the whole filling process. It is inter-
connected to the filling gun for transmitting measured
values and signals for activating the electromagnet and
opening of the filling valve. The control center is addition-
ally equipped with a reading instrument, in particular a
bar code reader, for reading and transmitting information
attached to the transport container. This allows for each
individual container to be filled to first obtaining informa-
tion about its size, its content and an estimated transport
time. Instead of a bar code also other methods for storing
and supplying information can be used, especially sys-
tems for near field communication or similar devices.
[0016] Moreover, in a preferred embodiment of the in-
vention the control center has a communication module
to communicate with a customer and/or a data center.
This allows a lot of additional modifications of the ex-
changed information and keeps the customer informed
about any progress on the transport chain.
[0017] In another embodiment of the invention the con-
trol center has a receiver for receiving information about
the environment and transport conditions, in particular
about temperatures in storage and transport facilities,
estimated transport duration and the like. This informa-
tion is helpful to better calculate the required amount of
carbon dioxide snow for a certain container.
[0018] If the control center is designed for not only us-
ing externally given information about filling amounts or
filling times, it is preferably equipped with a calculation
unit, which is able to internally calculate the required
amount of carbon dioxide snow depending on read, re-
ceived and/or transmitted data and to calculate a result-
ing time interval for opening the supply valve.
[0019] The described equipment of the control center
also allows measuring and communicating information
about the filling process, especially the actual filling time
interval and/or any error due to earlier closing of the filling
valve and the like. This information can be communicated
via the communication module to a customer or data
center to be verified and/or stored.
[0020] Of course, the abilities of the control center also
allow to only releasing a transport container for further
handling, if an approval by the customer or a data center
is received via the communication module.
[0021] The safety of the whole filling process is further
improved according to the present invention by a vacuum
control circuit, which keeps the pressure in the external
exhaust line in a predetermined range. This avoids un-
der-pressure and a possible implosion of a transport con-
tainer in case of connecting it to the exhaust line without
supplying it with liquid carbon dioxide.
[0022] Preferred embodiments and their methods of
use are described in the following with reference to the
drawings. However, the invention is not restricted to the
shown embodiments and different features shown in dif-

5 6 



EP 3 032 195 A1

5

5

10

15

20

25

30

35

40

45

50

55

ferent embodiments can also be combined with each oth-
er without exceeding the scope of the present invention.

Fig. 1 shows a schematic overview over the whole
filling system,

Fig. 2 shows a perspective exploded view of a filling
gun according to the invention,

Fig. 3 shows a perspective exploded view of the in-
terior of the filling gun according to fig. 2 and

Fig. 4 shows in a schematic diagram the pressure
measured by a pressure sensor downstream of a
filling valve during a filling process.

[0023] Fig. 1 shows a schematic overview over the
whole filling system according to the invention. A filling
gun 1 is used to spray liquid carbon dioxide into a cooling
cartridge 3 of a transport container 2. The liquid carbon
dioxide is converted to carbon dioxide snow and some
gaseous carbon dioxide as exhaust. The principles of
this process for producing dry ice by spraying liquid car-
bon dioxide through a nozzle, are well known and can
be found for example in DE 10 2010 013 056 A1. For this
reason the cooling cartridge 3, the transport container 2
and a filling terminal 4 in the transport container 2 are
only shown in a schematic way. According to the inven-
tion the filling process takes place by using a filling gun
1, which contains measuring and switching equipment
all controlled by a control center 8. The control center 8
is also used to supply liquid carbon dioxide from a tank
through an external supply line to the filling gun 1 as well
as for collecting gaseous exhausted carbon dioxide to
transport it through an external exhaust line 7 to the en-
vironment 35. The external supply line 6 and the external
exhaust line 7 are connected to an internal supply line
16 and an internal exhaust line 17 in the filling gun 1. The
filling gun 1 has two handles 22 with at least one inte-
grated manual switch 23. In front of the filling gun 1 an
electromagnet 18 is located, which can cooperate with a
ferromagnetic area 5 at the transport container 2 to bring
and hold the filling gun 1 in a filling position P. Two acti-
vation sensors 14 measure the distance d of the filling
gun 1 from the filling position P. Only if the distance d is
below a predetermined threshold, on operating person
can activate the electromagnet 18 by pushing the manual
switch 23. The electrical current flowing in the electro-
magnet 18 is measured in the control center 8, which is
connected via signal lines 26 to the filling gun 1. If the
measured electric current is in a certain predetermined
range a filling valve 13 can be opened by the control
center 8 to allow liquid carbon dioxide to flow to a filling
end 11 to start the filling process by the production of dry
ice. A pressure sensor 12 downstream of the filling vale
13 measures the pressure in the internal supply line 16
during the whole filling process. Only if the measured
pressure is in a predetermined range, the filling process

can be continued. During the filling process the electro-
magnet 18 holds the filling gun 1 in place and an operating
person can go to a display or touchscreen 10 of the con-
trol center 8 to observe or influence the filling process. If
a new transport container 2 arrives, a reader 24 can be
used to read information attached to the transport con-
tainer 2, for example as a bar code. A communication
module 27 in the control center 8 allows to communicate
information about the arrived transport container to a cus-
tomer 28 or data center and to exchange additional in-
formation.
[0024] A receiver 29 of the control center also allows
receiving additional external information, for example
about temperatures, estimated transport time and the
like. A calculation unit 30 in the control center 8 allows,
if such information is not given from outside, to calculate
the required amount of dry ice based on the information
available and to open the filling valve for a certain time
interval T to supply the required amount of liquid carbon
dioxide.
[0025] The control center 8 also contains a vacuum
controller 33, which receives signals from a vacuum sen-
sor 31 to control a safety flap 32. This allows keeping the
pressure in the external exhaust line 7 in a desired range.
Usually a vacuum pump 34 is used to transport gaseous
carbon dioxide through the external exhaust line 7 into
the environment 35. The vacuum controller 33 allows to
run the vacuum pump 34 and to nevertheless keep the
under-pressure in the external exhaust line 7 in the pre-
determined range to avoid high under-pressure in the
transport container 2, if no carbon dioxide is supplied
over a certain period of time.
[0026] Fig. 2 and 3 show in more detail the elements
of the filling gun 1 in exploded views before assembling
them. The filling gun 1 has a housing 37 bearing two
handles 22 on opposite sides. The housing 37 contains
if assembled an internal supply line 16 comprising a filling
valve 13 and a pressure sensor 12 downstream of the
filling valve 13. The housing also contains an internal
exhaust line 17, whereby the internal supply line 16 and
the internal exhaust line 17 form a filling end 11. In the
shown example the filling end 11 is designed as basically
known from the prior art having a spraying nozzle and
inlet openings to collect gaseous carbon dioxide. The
internal supply line 16 is surrounded by the internal ex-
haust line 17. A ring shaped electromagnet 18 with a core
19 and a coil 20 surrounds the internal exhaust line 17
at a certain distance from the filling end 11. Two activation
sensors 14 are located at the housing 37 in a position
directed to the filling end 11 to allowing measuring the
distance to the transport container 2, what means the
distance d to a filling position P. A manual switch 23 in
one of the handles 22, preferably two manual switches
23 in both handles 22, allow an operating person to active
the electromagnet 18, if the distance d to the filling posi-
tion P is below a threshold. Two manual switches 23 con-
nected in series provide the additional safety that an op-
erating person can only activate the electromagnet 18,
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if he/she handles the filling gun 1 with both hands.
[0027] An electric heating 21 can be located in the area
of the filling valve 13 and the pressure sensor 12 to keep
this area free of ice. All sensors and electric devices are
connected via a signal line 26 (not shown in fig. 2 and 3)
to a control center 8. Couplings 15 are provided at the
filling gun 1 to interconnect the internal supply line 16 to
an external supply line 6 and the internal exhaust line 17
to an external exhaust line 7. As the filling gun 1 may be
too heavy to be held by an operating person it is balanced
by a not shown counterweight carrying the filling gun 1
by a suspension 38. A balancing plate 36 allows fixing
the suspension 38 at different balancing positions to al-
low adapting the balanced position of the filling gun 1 to
different situations for example concerning the external
supply line 6 and the external exhaust line 7. The sus-
pension 38 nevertheless allows to three dimensionally
move the filling gun 1 and avoids unnecessary pivoting
in vertical or horizontal direction.
[0028] It should be mentioned that for safety reasons
two valves in series can be used in the filling gun. In this
case it is possible to open one of them as long as the
electromagnet is active in the correct filling position, and
to use the second one as filling valve by opening it for a
certain time interval T. This provides a high safety against
unintentional spraying of liquid carbon dioxide in case of
failure of one of the valves.
[0029] Fig. 4 shows in a schematic diagram the behav-
ior of the pressure measured by the pressure sensor 12,
if the filling valve 13 is opened for a time interval T. The
time t is given by the x-achsis, the y-achsis shows the
pressure. As can be seen from the diagram the pressure
soon raises over a threshold, after the filling valve 12 is
opened. If the filling valve 12 is closed, it can take some
time until the internal supply line 16 is empty. For this
reason it can be more precise to measure an actual filling
time Ta, which is the time during which the pressure in
the internal supply line measured by the pressure sensor
12 is higher than a given threshold. The actual filling time
interval allows a precise determination of the amount of
carbon dioxide snow filled into the cooling cartridge 3 of
the transport container 2. It also provides an additional
safety, if the filling gun 1 is not released from the filling
position P until the pressure is below the threshold. This
avoids unintended spraying of carbon dioxide into the
environment 35 in case of a delayed closing of the filling
valve 13 by malfunction or for systematic reasons.
[0030] The described filling system with a filling gun
containing all measuring and switching devices to safely
and reliably operate the filling systems allows filling in a
reproducible manner exactly required amounts of carbon
dioxide snow into a transport container. Any problems
coming up during the filling process can be measured,
documented and be used to switch off the filling process
or to correct it.

Reference List

[0031]

1 filling gun
2 transport container
3 cooling cartridge
4 filling terminal
5 ferromagnetic area
6 external supply line
7 external exhaust line
8 control center
9 tank for liquid carbon dioxide
10 display/touchscreen
11 filling end
12 pressure sensor
13 filling valve
14 activation sensor
15 coupling
16 internal supply line
17 internal exhaust line
18 electromagnet
19 core of the electromagnet
20 coil of the electromagnet
21 electric heating
22 handle
23 manual switch
24 reader
25 information carrier
26 signal line
27 communication module
28 customer/data center
29 receiver
30 calculation unit
31 vacuum sensor
32 safety flap
33 vacuum controller
34 vacuum pump
35 environment
36 balancing plate
37 housing
38 suspension

P filling position
d distance between filling gun and transport contain-

er
t time
T time interval
Ta actual filling time interval

Claims

1. Filling system for filling a cooling cartridge (3) in a
transport container (2) via a filling terminal (4) with
carbon dioxide snow comprising:

- An external supply line (6) for supplying liquid

9 10 
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carbon dioxide,
- an external exhaust line (7) for conducting gas-
eous carbon dioxide to the environment (32),
- a filling gun (1) having an internal supply line
(16) and an internal exhaust line (17), to which
the external supply line (6) and the external ex-
haust line (7) are coupled and which form a filling
end (11) where the internal supply line (16) is
surrounded by the internal exhaust line (17),
which filling end (11) can be introduced into the
filling terminal (4),
- at least one electromagnet (18) for holding the
filling gun (1) in a filling position (P),
- a filling valve (13) for opening and closing the
internal supply line (16),
- a pressure sensor (12) downstream of the filling
valve (13),
- at least one activation sensor (14) measuring
the distance (d) of the filling gun (1) from the
filling position (P),
- a control center (8) for controlling the opening
and closing of the filling valve (13) in dependen-
cy of the values measured by the pressure sen-
sor (12) and an electric current flow (I) in the
electromagnet (18).

2. Filling system according to claim 1, further compris-
ing a vacuum control circuit (33) for keeping the pres-
sure in the external exhaust line (7) in a predeter-
mined range.

3. Filling gun (1) for a filling system according to claim
1, comprising

- at least one electromagnet (18) for cooperating
with a ferromagnetic area (5) of a transport con-
tainer (2) having a filling terminal (4),
- at least one activation sensor (14) measuring
the distance (d) of the filling gun (1) to the filling
terminal (4),
- couplings (15) for connecting the filling gun (1)
with an external supply line (6) for liquid carbon
dioxide and with an external exhaust line (7) for
gaseous carbon dioxide,
- a filling end (11) forming an arrangement of an
internal supply line (16) for liquid carbon dioxide
as inner part and an internal exhaust line (17)
for gaseous carbon dioxide as outer part sur-
rounding the internal supply line (16),
- a filling valve (13) for opening and closing the
internal supply line (16),
- a pressure sensor (12) downstream of the filling
valve (13),
- a handle (22) to manually move the filling gun
(1) in three dimensions containing at least one
integrated manual switch (23) for activating the
electromagnet (18), if the activation sensor (14)
measures a value for the distance (d) of the filling

gun (1) to the filling position (P) in a predeter-
mined range.

4. Filling gun (1) according to claim 3, wherein the elec-
tromagnet (18) is designed such that its magnetic
circuit is open when not cooperating with the ferro-
magnetic area (5) of the transport container (2) and
closed when it is cooperating with the ferromagnetic
area (5).

5. Method for filling a cooling cartridge (3) in a transport
container (2) with a predetermined amount of carbon
dioxide snow comprising the following steps:

- approaching a filling terminal (4) of the trans-
port container (2) with a filling gun (1) having an
internal supply line (16) for liquid carbon dioxide
and an internal exhaust line (17) for gaseous
carbon dioxide both forming a filling end (11),
- measuring the distance (d) of the filling gun (1)
from a filling position (P) by at least one activa-
tion sensor (14),
- supplying an electric current to at least one
electromagnet (18) cooperating with a ferro-
magnetic area (5) of the transport container (2)
for bringing and holding the filling gun (1) in the
filling position (P), when the distance (d) meas-
ured is below a predetermined threshold,
- measuring the electric current flow in the elec-
tromagnet (18),
- opening a filling valve (13) in the internal supply
line (16), if the electric current measured is in a
predetermined range, and keeping the filling
valve (13) open for a predetermined time interval
(T),
- measuring the pressure in the internal supply
line (16) by a pressure sensor (12) downstream
of the filling valve (13),
- closing the filling valve (13), if the measured
electric current in the electromagnet (18) ex-
ceeds the predetermined electric current range
and/or if the measured pressure in the internal
supply line (16) exceeds a predetermined pres-
sure range or if the time interval (T) has expired.

6. Method according to claim 5, wherein an actual filling
time interval (Ta) is determined by measuring the
time between a pressure raise and a pressure drop
at the pressure sensor (12) in the supply line (16)
over and under, respectively, a predetermined value.

7. Method according to claim 5 or 6, wherein two acti-
vation sensors (14) are arranged at different sides
of the filling gun (1) and the electromagnet (18) can
only be supplied with an electric current, if the dis-
tance (d) measured by both activation sensors (14)
is below the predetermined threshold.
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8. Method according to one of claims 5 to 7, wherein
the filling process is controlled by a control center
(8) interconnected to the filling gun (1) for transmit-
ting measured values and signals for activating the
electromagnet (18) and opening of the filling valve
(13) and wherein the control center (8) is equipped
with a reading instrument (24), in particular a bar
code reader, for reading and transmitting information
attached to the transport container (2).

9. Method according to one of claims 5 to 8, wherein
the control center (8) has a communication module
(27) to communicate with a customer and/or a data
center (28).

10. Method according to one of claims 5 to 9, wherein
the control center (8) has a receiver (29) for receiving
information about the environment (34) and trans-
port conditions, in particular about temperatures in
storage and transport facilities, estimated transport
duration and the like.

11. Method according to one of claims 5 to 10, wherein
the control center (8) has a calculation unit (30) to
calculate the required amount of carbon dioxide
snow depending on read, received and/or transmit-
ted data and the resulting time interval (T) for opening
the supply valve (13).

12. Method according to one of claims 6 to 11, wherein
the actual filling time interval (Ta) and/or any error
due to earlier closing of the filling valve (13) is com-
municated via the communication module (27) to a
customer or data center (28) to be verified and/or
stored.

13. Method according to claim 12, wherein the transport
container (2) is only released for further handling, if
an approval by the customer or a data center (28) is
received via the communication module (27).

14. Method according to one of claims 5 to 13, wherein
a vacuum control circuit (10) keeps the pressure in
the external exhaust line (7) in a predetermined
range.
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