LASER WELDING WITH BEAM OSCILLATION

Abstract: A method of welding metal components together including moving a laser beam (20) in a first direction (A) along an interface (22) between a pair of metal components (24, 26) such that in the vicinity of the focused beam (20), metal from each component is vaporized to produce a keyhole (28) in a pool of molten metal (30). The laser beam (20) is oscillated in a direction (B) different from (e.g., transverse to) the first direction such that the keyhole (28) oscillates through the pool of molten metal (30) and molten metal fills into the keyhole (28) as the position of the keyhole (28) changes.
LASER WELDING WITH BEAM OSCILLATION

Field of the Invention

[0001] The present invention relates to laser welding, more particularly, welding with an oscillating laser beam to create a moving and refilling keyhole.

Background of the Invention

[0002] Common welded joints include butt joints, lap-penetration joints, and lap-fillet joints. Laser welding is a method of joining metal components using a focused beam of coherent light to melt adjoining components and allowing the melt to solidify into a joint. While butt joints may be produced by laser welding, they are not always suitable in the aerospace, automotive, and marine industries. Laser welding of lap-penetration joints and lap-fillet joints is more difficult to accomplish. Figs. 1 and 2 depict the result of laser welding of a lap-penetration joint in which a laser beam is directed at the region of an interface 2 between components 4 and 6. Relative movement is effected along the interface 2 between the laser beam and the assembly of components. The laser beam may cause a portion of metal in the interface to volatilize to produce a keyhole 8 bounded by molten metal 10. The keyhole 8 advances with the movement of the laser beam in the direction of the arrow A. Molten metal 10 solidifies behind the advancing keyhole 8 to create a joint between the components.

[0003] In practice, production of lap-penetration joints and lap-fillet joints via laser welding is limited. For example, in a lap-penetration joint as shown in Figs. 1 and 2, it is well established that the width W of the weld should be equal to or exceed the thickness t of the thinnest of the components being joined. The welding process must be controlled to minimize formation of voids in the welds that are caused by instabilities in the keyhole and/or volatilization of low melting constituents with high partial pressures (e.g., Mg). In addition, laser welding is relatively costly. The laser beam is generally operated at or above $10^6 \text{ W/cm}^2$; efficiency dictates a need to weld at rates of at least 80 inches per minute (ipm) at this power level. When welding components up to 0.1 inch thick, it is possible to produce the required 0.1 inch weld width $W$ at speeds exceeding 120 ipm. The formation of voids can be adequately controlled by use of defocused beams or bifocal optical systems. However, with
thicker materials it is progressively more difficult to achieve the required weld width while still maintaining acceptable weld quality and speeds of travel.

[0004] When laser welding lap-fillet joints, the welding system must accommodate variations in lateral placement of the laser beam relative to the joint edge and gaps between the components to attain performance comparable to deposits made with gas metal arc welding (GMAW) at rates that justify using costlier laser welding systems.

[0005] One option for overcoming the challenges in laser welding lap-penetration and lap-fillet joints is to use beam integrators, focusing optics (mirrors or lenses) with longer focal length or defocused beams. However, to ensure reliable and consistent optical coupling between the laser and components to be joined and to achieve localized melting at the joint, the power output of the laser system must be increased to compensate for the reduction in power density. With sufficient power output, widened welds can be produced in the more placid conduction mode rather than the keyhole mode. Unlike the latter mode, which involves translation of a cavity (or keyhole) along the joining area, the conduction mode is achieved by translating a molten pool of metal along the joining area. By minimizing the violent volatilization of metal within the keyhole, the more placid conduction mode can eliminate the instabilities inherent with the keyhole mode. As a result, the conduction mode minimizes the formation of voids in the laser welds. However, to implement this approach necessitates using very powerful lasers (e.g. 18KW to 25KW, depending on the application) and costly laser generating systems, which makes the approach impractical for many industrial applications.

[0006] Another approach to increasing the effectiveness of laser welding is described in U.S. Patent No. 4,369,348 by oscillating the laser beam at frequencies of over 1000 Hz. This very rapid movement of the laser is intended to distribute and time average the intensity of the laser at a frequency greater than the thermal response time of the metal. In this manner, the time averaged intensity of heat experienced by a particular location at the interface between the metal components being joined is greater than the intensity of heat experienced without oscillation. However, operation of a laser beam at oscillation frequencies of over 1000 Hz is difficult and costly. In
addition, the only way to implement this approach is to weld in the conduction mode where a continuous molten pool is maintained.


Summary of the Invention

[0008] This need is met by the method of the present invention which includes focusing a laser beam onto a joining region between a pair of metal components to form a continuous molten pool and establishing a keyhole therein. The molten pool is a mixture of metals from each of the components. By simultaneously translating the focused beam along the joining region in a first direction and oscillating the beam relative to the molten pool at a direction different from the first direction, the keyhole is continuously moved and immediately refilled by the adjoining molten metal. Welding takes place as the keyhole penetrates through the molten pool and melts the components being welded at the interface therebetween. In the vicinity of the focused laser beam, the molten pool is vaporized to produce a keyhole which is translated with the oscillating beam. As the beam oscillates in a direction different from the first direction (e.g. transverse to the first direction), the keyhole oscillates through the pool of molten metal and molten metal fills into the keyhole as the keyhole oscillates. In this manner, the keyhole continuously is produced and then is refilled with molten metal that solidifies to produce a weld.

[0009] The weld may be a lap-penetration weld, a butt weld, or a lap-fillet weld. Depending on the type of joint, thickness combination, and welding position, the laser beam oscillates at a frequency of about 5 to about 120 Hz and advances in the first direction at a rate of about 5 to about 400 ipm. When citing a range of frequency or dimension herein, the range includes all intermediate values, such as for the rate of the first direction, the rate would include 5, 6, 7, and on up through 400 ipm. The oscillations may be linear, circular, elliptical, or a combination thereof, or any other shape that accomplishes a moving keyhole. The thinner of the metal components may be over 0.1 inch thick. The present invention allows laser joining various types of joints with customized weld dimensions (e.g. 0.25 inch interfacial weld width between 0.25 inch thick components) up to about 0.50 inch wide.
Brief Description of the Drawings

[0010] Fig. 1 is a schematic cross-sectional view of a pair of metal components laser welded to form a keyhole according to the prior art;

[0011] Fig. 2 is a top view of the stack of components shown in Fig. 1 operated according to the prior art;

[0012] Fig. 3 is a perspective view of a pair of metal components laser welded according to the method of the present invention;

[0013] Fig. 4 is a top view of the stack of components shown in Fig. 3; and

[0014] Fig. 5 is a schematic cross-sectional view of the metal components shown in Fig. 4 taken along lines 4-4.

Detailed Description of Preferred Embodiments

[0015] In the method of the present invention, metal components, such as steel or aluminum alloys, are laser welded together. As shown in Fig. 3, radiation 20 (such as a laser beam) is focused over an interface 22 between a pair of metal components 24 and 26. The metal components 24 and 26 of Fig. 3 are stacked upon one another to form a lap-penetration weld. This is not meant to be limiting; other weld joints may be produced according to the method of the present invention, such as butt welds and lap-fillet welds. The laser beam 20 travels in the direction of arrow A which may follow a linear path or a path of another configuration. The path of arrow A determines the location of the joint between the components 24 and 26.

[0016] While the laser beam 20 travels in the direction of arrow A, the laser beam 20 also is oscillated in the direction of double arrow B. Double arrow B is at angle to arrow A such as transverse to the direction of arrow A. In Fig. 3, the laser beam 20 is shown as oscillating in a linear path perpendicular to arrow A, but this is not meant to be limiting. The laser beam 20 may travel in other paths, such as circular, elliptical, sinusoidal, or the like. In the vicinity of the focused laser beam 20, as shown in Figs. 4 and 5, the metal of the components 24 and 26 vaporizes to produce a keyhole 28 surrounded by molten metal 30. Oscillation of the laser beam 20 causes the keyhole 28 to fill in with molten metal 30 and reform as a new keyhole 28 adjacent thereto. As the keyhole 28 continuously moves from one position to another position across the path of the arrow A and vacates its previous position in the
pool of molten metal 30, the vacated keyhole 28 fills in and reforms as a new keyhole 28. This process has the appearance of movement of the keyhole transversely through the molten metal 30 with the molten metal 30 acting to continuously "heal" the vacated keyhole 28. In this manner, a weld having a width \( W_1 \) is produced that is significantly wider than the welds of the prior art. For example, when welding lap-penetration joints, the implementation of the invention affords joining with welds having an interfacial width equal to or wider than the thickness of the thinner part being welded. Welds produced using this method are typically two to five times the width of laser beam welds produced using conventional methods. Wider welds are particularly helpful in producing lap-penetration welds in thicker components, i.e., components thicker than 0.1 inch and up to about 0.25 inch thick.

[0017] Suitable frequencies of oscillation of the laser beam 20 are about 5 to about 120 Hz and may be about 10 Hz. The laser beam may advance along the interface at a rate of about 5 to about 400 ipm, or about 40 to about 200 ipm, or about 80 ipm.

[0018] In certain instances, it may be helpful to include a source of filler material, such as a filler wire. Filler material may be added during welding and may be in the form of a wire, having a diameter of about between 0.030 and 0.062 inch, or a powder. The filler material may be an alloy selected based on the desired attributes of the weld using established engineering principles. The filler material may be added to the front or rear of the molten pool, typically, at an angle of between 30 and 60 degrees off of horizontal, i.e., the plane of the upper component. Processing gas may also be utilized to shield the molten pool and to redirect the vaporized metal away from the beam and material interaction zone, which is commonly referred to as plasma suppression. The gas typically is provided at the front of the weld pool through a nozzle directed to the rear of the pool at an angle of between 30 and 60 degrees off of the horizontal.
Example

[0019] A lap-penetration laser weld was produced between a pair of 0.196 inch thick Alclad alloy 6013-T6 plates with 0.045 inch diameter alloy 4047 filler wire at 35° feed angle, 90 ipm wire feed rate using 10KW power CO₂ laser (110 cfm flow rate of helium as plasma suppressing gas applied from the moving front) traveling at 80 ipm focused 0.25 inch below the top surface of the plate stack up. The laser was linearly oscillated in a direction transverse to the welding direction at 400 ipm, 0.25 inch total oscillation width (i.e., 0.125 inch center to center). The resultant interfacial weld width was slightly greater than 0.22 inch.

[0020] Having described the presently preferred embodiments, it is to be understood that the invention may be otherwise embodied within the scope of the appended claims.
We claim:

1. A method of welding metal components together comprising the steps of:
   moving a laser beam in a first direction along an interface between a pair of metal components such that in the vicinity of the laser beam, metal from each component melts and vaporizes to produce a keyhole in a pool of molten metal; and
   oscillating the laser beam in a direction different from the first direction such that the keyhole oscillates through the pool of molten metal and molten metal fills into the keyhole as the position of the keyhole changes.

2. The method of claim 1, wherein the laser beam oscillates in a direction transverse to the first direction.

3. The method of claim 1, wherein the weld is a lap-penetration weld.

4. The method of claim 1, wherein the weld is a butt weld.

5. The method of claim 1, wherein the weld is a lap-fillet weld.

6. The method of claim 1, wherein the metal components each comprise an aluminum alloy.

7. The method of claim 1, wherein the laser beam oscillates at a frequency of about 5 to about 120 Hz.

8. The method of claim 7, wherein the laser beam advances along the interface at a rate of about 5 to about 400 inches per minute.
9. The method of claim 7, wherein the weld is over about 0.1 to about 0.25 inch wide.

10. The method of claim 1, wherein the laser beam oscillates in a linear path.

11. The method of claim 1, wherein the laser beam oscillates in a circular path, an elliptical path, or both.

12. The method of claim 3, wherein a thinner of the metal components is over about 0.1 inch thick.
INTERNATIONAL SEARCH REPORT

International application No.
PCT/US03/16109

A. CLASSIFICATION OF SUBJECT MATTER
IPC(7) : B23K 26/00
US CL : 219/121.64, 121.63, 121.78, 121.79, 121.8, 121.85
According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED
Minimum documentation searched (classification system followed by classification symbols)
U.S. : 219/121.64, 121.63, 121.78, 121.79, 121.8, 121.85

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)
Derwent, JPO, EPO

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>US 5,595,670 A (MOMBO-CARSTAN) 21 June 1997, see entire document</td>
<td>1-6, 8, 10-12</td>
</tr>
<tr>
<td></td>
<td></td>
<td>7, 9</td>
</tr>
<tr>
<td>Y,P</td>
<td>US 6,410,882 A (OKADA) 25 June 2002, see entire document</td>
<td>7</td>
</tr>
<tr>
<td>Y</td>
<td>US 5,603,853 A (MOMBO-CARSTAN) 18 February 1997, see entire document</td>
<td>9</td>
</tr>
<tr>
<td>A</td>
<td>US 5,591,360 A (MOMBO-CARSTAN) 07 January 1997</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>US 4,803,334 A (BURKE et al.) 07 February 1989</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>US 4,857,697 A (MELVILLE) 15 August 1989</td>
<td></td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C. See patent family annex.

Date of the actual completion of the international search: 04 July 2003 (04.07.2003)
Date of mailing of the international search report: 08 AUG 2003

Name and mailing address of the ISA/US
Mail Stop PCT, Attn: ISA/US
Commissioner for Patents
P.O. Box 1450
Alexandria, Virginia 22313-1450
Facsimile No. (703)305-3230

Authorized officer
M. Alexandra Elve
Telephone No. 703-308-0661

Form PCT/ISA/210 (second sheet) (July 1998)