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To all whom it may concerty: 
Beit known that I, IIENRYFRANKKRETZER, 

of St. Louis, in the State of Missouri, have in. 
Vented a new and Improved Hand-Rest, of 
Which the following is a full, clear, and exact description. 
My invention relates to an improvement in 

hand-rests especially adapted for use im bank 
ing and commercial houses by the book-keep 
ers, collectors, and exchange-clerks, and has 
for its object to providea device combininga 
book-keeper's hand-rest, a ruler, a paper, draft, 
and check cutter, a pen-extractor, a foot-rule, 
and a Square; and the further object of the 
invention is to provide a hand-rest light in 
Weight, of Simple construction, and conven 
ient for manipulation. 
The invention consists in the novel Con 

Struction and combination of the Several 
parts, as will be hereinafter fully set forth, 
and pointed out in the claims. 
Reference istobehadto the accompanying 

drawings, forminga part of this specification, 
im which similar letters of reference indicate 
Corresponding parts in all the views. 

Figure l is a perspective View of the device 
applied to a book as a ruler. Fig. 2 is a bot 
tom plan view of the device, and Fig. 3 is a 
transverse section online w c of Fig, 2. 
The rest consists of a flat body A, of any 

suitable material, hard rubber or metal being 
preferred, and of greater length: than width. 
The end B of the body, which, for conven 

ience, I denominate the *outer” end, is of 
greater width: than the Opposite end B", and 
the Outer longitudinal edge B* is curved or 
inclined at or near the center, as illustrated 
at B°, whereby the enlarged end is connected 
With the Smaller end, as best shown in Figs. 1 
and 2. The opposite longitudinal edge B* of 
the body is straight, and likewise the extremi 
ties. 

In the enlarged Surface, near the irregular 
edge, an opening C is formed, preferablyoval 
in contour, adapted to receive the thumb of 
the manipulator, and in the outer edge, atany 
desired point, two Spaced notches (, are pro 
duced, and the Surface between the notches 
is convexed, as shown at C". The convex sur 
face and notchesare adaptedto accommodate 
a pen, and the pen when placed in position is 
held in contact with the edge by a latch Ci', 

piwoted upon the under face of the body, pro 
vided with a concave recess a”, registering 
with the convexity (t". Thus, when a penis 
placed in contact with the convexity a" and 
is clamped thereto by pressure upon the latch, 
the said pen may be readily and quickly ex 
tracted from the holdler. 
Upoin the upper surface of the body at the 

straight edge B* a rule-scale Dis produced, 
usually indicatinga foot, and the face of Said 
edge is beveled, as shown at d in Figs. 2 and 
3, whereby a cutting-edge is obtained. The 
said beveled surface also facilitates rling 
when the straight edge is utilized for thatpur 
pose, and to further facilitate ruling a rib E 
is formed longitudinally upon the under side 
of the body adjacent to the Straight edge, 
usually consisting of an attached angle-strip, 
as illustrated in Figs. 2 and 3. Instead of the 
angle-strip ilustrated, spaced lugs or projec 
tions may be substituted, of any approved 
construction, or, if desired, a rib may be em 
ployed triangular in cross-section. 

In using the rest at the bottom of a page 
the ribor projection is utilized to determine 
the bearing of the body upon the leaves by 
bringing the face of therib, lug, or projection 
in contactwith the lower edges of the leaves. 

It will be observed from the foregoing con 
struction that the device may be manufac 
tured in a light and convenient form and at 
little cost, and that it may be employed as a 
check or paper cutter, a rule, a ruler, a hand 
rest, and a pen-extractor. 
IIavingthus described my invention, Iclaim 

asnewand desire to secure by Letters Patent 
1. In a hand-rest, the combination, with the 

flat body portion having notches produced in 
one end, of a latch piwoted beneath the 
notched end, provided with a recess adapted 
to register with the surface of the body be 
tween the notches, substantiallyas shown and 
describod. 

2. In a handl-rest, the combination, with a 
flat body portiom, of an angular rib attached 
to the under side of the body portion a short 
distance from its longitudinal edge and par 
allel with the same, substantially as shown 
and described. 

3. In a hand-rest, tle combination, with a 
flat body portion of greater widthat one end 
than at the other and provided with one 
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straight longitudinal edge beveled upom the 
under side, and notches produced in one end, 
the Surface between which notches is con 
Vexed of a latch piwoted beneath the notched 
end, provided with a semicircular recess 
adapted to register with the convex surface of 
the body, substantially as shown and de 
Scribed. 

4. In a hand-rest, the combination, with a 
flat body portion of greater width: at one end 

. than at the other and provided with one 
straight edge beveled upom the under side 
and a thumb-opening, ofa rib-like projection 
upon the under side of the body parallel with 
the straight edge, substantiallyas shown and 
described. 

5. As an improved article of manufacture, a 

hand-rest consisting of a flat body portion of 
greater width: at one end than at the other, 
having one straight edge beveled upon the 
under side and spaced notches produced in 
one end, the surface between which notches 
is convexed and provided with a scale upon 
theupperbody-surface nearthe straight edge, 
and a thumb-opening, a projection formed 
upon the underface of the body parallel with 
the straight edge, and a latch provided with 
a circular recess registering with the notches 
in the body, substantially as shown and de 
Scribed. 

HEINRY FRANK KRETZER. 
Witnesses: 

PATRICK. BRADLY, 
F. W. MOTT. 

2 R. 

  

  


