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This invention relates to handbags and change 
purses. 

It is an object of the present invention to pro 
vide a simply constructed handbag or change 
purse which will have two openings therein for 
change accessible from opposite ends of the 
handbag and to which access is controlled by 
"zipper' openings extending around the sides of 
the handbag. 

It is another object of the present invention 
to provide a handbag with two openings therein 
Separated by a partition wall, wherein the parti 
tion wall can be sewed or laced at the same time 
that the top and bottom pieces are laced to a ring 
formation, the portions of the partition wall be 
ing attached to the ring formation being ex 
tended so as to be included in the lacing for half 
the distance about the connection of the top 
piece to the ring formation and wherein portions 
of the partition wall will be included in the lac 
ing of the bottom piece for a distance halfway 
around the ring. 

It is another object of the present invention to 
provide a handbag or purse which will have open 
ings on the top and bottom faces into which a 
round device such as a compact or a mirror can be 
disposed and retained ready for use by the owner 
of the handbag and wherein this space is pro 
vided without additional work due to the man 
ner in which the handbag is made. 

It is another object of the present invention to 
provide a handbag or change purse which is of 
simple construction, inexpensive to manufacture 
and efficient in operation. 
According to the invention, the handbag or 

change purse is made of side pieces, a partition 
Wall, and a ring formation. The side pieces are 
disposed within the top and bottom of the ring 
formation and portions of the partition Wall are 
extended between the edges of the side pieces and 
the ring formation, and laced therewithin as the 
top piece is being laced to the ring formation, 
whereby the lacing and securing of the partition 
wall and of the top piece with the ring formation 
is all done in one operation. Similarly, the parti 
tion wall is connected at the opposite side of the 
bag between the bottom piece at that Side and 
the bottom edge of the ring formation. "Zipper' 
openings are provided upon opposite sides of the 
ring formation through which access can be 
gained to the two full sized pockets within the 
purse, each pocket extending from one side to the 
other. In order that the partition Wall can be SO 
connected into the purse, it is especially formed 
with rounded up portions upon opposite sides of 
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the partition wall and extending respectively up 
Wardly and downwardly. Due to the manner in 
Which the pocketbook is formed, there are pro 
Vided turned in edges of the top and bottom pieces 
and of the ring in order to retain a compact, a 
Inirror, or the like, when disposed within the 
Sae. 

For further comprehension of the invention, 
and of the objects and advantages thereof, refer 
ence will be had to the following description and 
accompanying drawing, and to the appended 
claims in which the various novel features of the 
invention are more particularly set forth. 
In the accompanying drawing forming a ma 

terial part of this disclosure: 
Fig. 1 is a perspective view of the handbag ac 

cording to the present invention. 
Fig. 2 is a top plan view of the handbag. 
Fig. 3 is a Side elevational view of the hand 

bag looking at the full length of one "zipper' 
Openiling. 

Fig. 4 is a side elevational view of the handbag, 
looking at adjacent ends of the two "zipper' open 
ings at the opposite sides of the handbag. 

Fig. 5 is a croSS Sectional view taken on line 
3-5 of Fig. 1, showing the disposition of the par 
tition Wall therewithin, looking in the direction 
of the arrows thereof. 

Fig. 6 is a perspective view of the partition wall 
before it has been fixed into the handbag. 

Referring now to the figures, 5 represents the 
handbag or change purse in its entirety. This 
handbag is formed of a ring formation 6 extend 
ing therearound and top and bottom pieces Al 
and 8 of circular shape which are laced into the 
top and bottom edges of the ring formation. 
AS viewed in Fig. 6, there is shown a partition 

wall 9 having portions 2 and 22 adapted to be 
folded respectively upwardly and downwardly to 
be nicely fitted between the ring formation and 
the pieces 7 and 8 respectively so as to be 
stitched therebetween at the same time that the 
Stitching operation upon the pieces and 8 
with the ring formation f6 is being performed. 
Accordingly, by the one stitching operation, a 
partition Wall is formed Within the haindbag. 
This partition wall extends the full width of the 
handbag and provides compartments 23 and 24 
through which access is gained from opposite 
sides of the ring formation. 
Within the ring formation and for gaining ac 

cess to these compartments 23 and 24, there are 
provided respectively "zipper' fasteners 25 and 
26. Each of these 'zipper' fasteners is operated 
by a slide 27 on either one of which there can be 
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provided a loop 28 by which the handbag can be 
carried. 

It Will be noted that as the pieces 7 and 8 
are secured to the ring formation 6 at its re 
Spective top and bottom edges, the peripheries 
of the pieces 7 and 8 are turned inwardly along 
With the ring formation and along with the forma 
tions 2 and 22 on the partition 9. Thus there 
are provided on the top and bottom faces of the 
handbag openings: into: Which a compact, mirror 
or the like; as indicated at 29 and 30, can be dis 
posed and be retained against displacement. 
Thus the handbag serves not only to carry articles 
Or change, but also serves, due to the manner 
in which it is formed, to support and carry com 
pacts, mirrors and the like. The lacing is indi 
cated at 3. This lacing material can be made: 
of either leather or plastic strips, and the bag 
itself can be made of leather or other soft, or 
pliable material. No special lacing or Stitching is 
neceSSaily for the connection of the partition wall 
f9; into the bag. 
While I have illustrated and described the pre 

ferred embodiments of my invention, it is to be. 
understood that I do not limit myself to: the 
precise construction: herein disclosed, and the 
right is reserved to all changes and modifications. 
coming, within the scope: of the invention as 
defined in the appended claims. 

Having; thus: described: my, invention, what I 
claim as new, and desire to secure by United States. 
Letters Patentis:. 

1. A handbag comprising.a., cylindrical side. Wall 
formation having: diametrically, opposed openings 
therein, closure means; for said: openings, flanged 
circular top and bottom, members. Secured about 
their peripheries; to; and in: Spaced: relationship, 
Within Said side Wall formation, a circular divid 
ing member disposed diagonally between said top 
and bottom members and having opposed periph- 40 
eral Sectors thereof secured at the junctures of 
Said Side: Walliformations with the top; and bottom 
members: respectively forming two full diameter. 
compartments within saidstructure. 

2. A structure as defined: in claim 1 wherein, 
the flanges of said:top and bottom members. are: 
disposed outwardly of Said. Side wall formation, 
Said top and bottom member flanges, are secured: 
along their peripheries, to said: side wall forma 
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4. 
tion to retain said members therein, and said 
flanges and side wall formations being turned 
inWardly along the portion of their attachment 
to form top and bottom depressions for the re 
ception and frictional retention of disc-like toilet 
accessories. 

3. A handbag comprising, a cylindrical side wall 
formation having a pair of elongated slit open 
ingS in Opposed peripheral portions thereof, slide 
fastener closures for each of said openings, a 
pair of flanged circular top and bottom members 
Secured respectively a Substantial distance within 
the top and bottom edges of the side wall forma 
tion, a circular dividing member provided respec 
tively with an upwardly and downwardly project 
ing flange portion on opposite edge portions there 
of, said flange portions being interposed respec 
tively between the flange of the top member and 
its; contiguous side wall edge portion, and be 
tween the flange of the bottom member and its 
contiguous side-wall edge portion, securing means 
respectively uniting the top and bottom assen 
blies and Constricting: the top and bottom edge 
portions of the assemblies: to turninwardly there 
by forming, top and bottom depressions;into, which 
a disc-like toilet accessory may be: held by: fric 
tional, engagement. with the overhanging, in 
turned edges of the respective: top and botton 
aSSemblies, and said dividing member being: dis 
posed diagonally within the handbag; and form 
ing, therein two full diameter compartments each 
accessible, through: one of the:slide fastener clo 
Sleeans 
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