A method of making an integrated circuit package (10') is disclosed herein along with the package itself, which package is encapsulated by plastic that is caused to flow in a given direction during the package's formation. The package itself includes an IC chip (11) having an array of chip output/input terminals (12), and means for supporting the chip including an array of electrically conductive leads (16'), all of which are provided for connection with the output/input terminals (12) of the IC chip (11). In addition, the overall package includes bonding wires (18'), connecting the chip output/input terminals (12) with respective ones of the leads (16') such that each bonding wire (18') extends in a direction that defines an acute angle of less than 45 degrees with the given flow direction (24) of the plastic material used to encapsulate the IC chip (11), support means (14') and bonding wires (18'). In a preferred embodiment, at least a portion and most preferably substantially all of the bonding wires are substantially parallel with the given flow direction of the plastic material.
FOR THE PURPOSES OF INFORMATION ONLY

Codes used to identify States party to the PCT on the front pages of pamphlets publishing international applications under the PCT.

| AT  | Austria              | GB  | United Kingdom       | MR  | Mauritania          |
| AU  | Australia            | GE  | Georgia              | MW  | Malawi              |
| BB  | Barbados             | GN  | Guinea               | NE  | Niger               |
| BE  | Belgium              | GR  | Greece               | NL  | Netherlands         |
| BF  | Burkina Faso         | HU  | Hungary              | NO  | Norway              |
| BG  | Bulgaria             | IE  | Ireland              | NZ  | New Zealand         |
| BJ  | Benin                | IT  | Italy                | PL  | Poland              |
| BR  | Brazil               | JP  | Japan                | PT  | Portugal            |
| BY  | Belarus              | KE  | Kenya                | RO  | Romania             |
| CA  | Canada               | KG  | Kyrgyzstan           | RU  | Russian Federation  |
| CF  | Central African Republic | KP  | Democratic People’s Republic of Korea | SD  | Sudan               |
| CG  | Congo                | KR  | Republic of Korea    | SE  | Sweden              |
| CH  | Switzerland          | KZ  | Kazakhstan           | SI  | Slovenia            |
| CI  | Côte d’Ivoire        | LI  | Liechtenstein        | SK  | Slovakia            |
| CM  | Cameroon             | LK  | Sri Lanka            | SN  | Senegal             |
| CN  | China                | LU  | Luxembourg           | TD  | Chad                |
| CS  | Czechoslovakia       | LV  | Latvia               | TG  | Togo                |
| CZ  | Czech Republic       | MC  | Monaco               | TJ  | Tajikistan          |
| DE  | Germany              | MD  | Republic of Moldova  | TT  | Trinidad and Tobago |
| DK  | Denmark              | MG  | Madagascar           | UA  | Ukraine             |
| ES  | Spain                | ML  | Mali                 | US  | United States of America |
| FI  | Finland              | MN  | Mongolia             | UZ  | Uzbekistan          |
| FR  | France               |     |                      | VN  | Viet Nam            |
| GA  | Gabon                |     |                      |     |                     |
PLASTIC ENCAPSULATED INTEGRATED CIRCUIT PACKAGE
AND METHOD OF MANUFACTURING THE SAME

The present invention relates generally to integrated circuit packages, and more particularly to a specific method of making a particular plastic encapsulated integrated circuit package and the package itself.

A typical plastic encapsulated integrated circuit package is comprised of (1) an IC chip including an array of chip output/input terminals, (2) means for supporting the chip, for example, either a lead frame or substrate, including an array of electrically conductive leads, all of which are provided for connection with the output/input terminals of the IC chip, (3) bonding wires connecting the chip output/input terminals with respective ones of the leads, and (4) plastic material encapsulating the IC chip, support means and bonding wires. This overall integrated circuit package is typically manufactured by initially supporting the IC chip on its support means as a unit with the bonding wires connecting the chip's output/input terminals with respective ones of the leads forming part of the support means. Thereafter, this unit is placed in a cooperating mold and plastic material is caused to flow into the mold through a cooperating gate and in a given flow direction so as to encapsulate the IC chip, support means and bonding wires.
Current lead frames and substrates are designed, usually initially so with the aid of CAD tools, either in a radial or non-radial but typically symmetrical pattern to maximize the number of I/Os that can possibly be incorporated into the overall plastic encapsulated integrated circuit package. The radial pattern uses the center of the chip or die as it is commonly called to lay out the lead fingers, resulting in bond pads that typically are not uniformly separated and wire bonds of different lengths. In the non-radial pattern design, on the other hand, bond pads are placed equidistant from one another, to yield a lead finger fanout with uniform pitch, but rather steep angles at the stitch bonds. The nature of both types of designs is such that the angles of the bonding wires with respect to the melt front of the flowing plastic jetting into the mold from its cooperating gate can be detrimental to wire sweep, that is, it can subject the bonding wires to undesirable drag forces, thereby disconnecting or otherwise damaging them. This is best illustrated in FIGS. 1 and 2 which will be discussed immediately below.

FIGURE 1 diagrammatically illustrates an intermediate step in the formation of a plastic encapsulated integrated circuit package which is generally indicated at 10. This package, as seen in FIG. 1, includes a die (IC chip) 11 including an array of chip output/input terminals or pads 12. This chip is supported on a suitable support member 14 which can be, for example, a standard lead frame or a dielectric substrate. The support member includes an array of electrically conductive leads 16, all of which are provided for connection with the output/input terminals of IC chip 11. In the case where the support member is a lead frame, the electrically conductive leads extend out from and are integrally formed with a chip supporting section also forming part of the lead frame. In the case where the support member is a substrate, the leads 16 are printed on the same surface thereof that supports the IC chip. In either of these cases, the support member has heretofore typically been designed, more recently by means of CAD tools, such that its leads extend out from the die 11 in a symmetric pattern around the die, as illustrated in FIG. 1. As seen there, one group of leads extend horizontally to the left, another group horizontally to the right, a third group
vertically upward and, finally, a fourth group vertically downward. In accordance with some prior art configurations, leads are provided in a more radial pattern so as to fill up the areas left blank in FIG. 1. In all of these cases, the various leads 16 are connected to respective output/input terminals 12 of die 11 by means of bonding wires 18 which, more or less, extend in line with their respective leads.

In manufacturing the overall plastic encapsulated integrated circuit package 10 which includes die 11, its support 14, leads 16 and bonding wires 18, these latter components are interconnected in the manner illustrated in FIG. 1 to form an overall unit. This unit is placed in a conventional closed mold which is generally indicated at 20 and which contains a gate or opening 22 for accommodating the flow of plastic material 23 under suitable pressure into the mold and over the die, bonding wires and end segments of the leads from an external source so as to encapsulate these latter components. In the particular arrangement illustrated in FIG. 1, it should be noted that the flow path of plastic material is diagonally from the upper lefthand corner at gate 22 toward the bottom righthand corner, as indicated by arrow 24. It should be apparent from FIG. 1 that all of the leads 16 extend in directions that define acute angles with flow path 24 that are equal to or greater than 45°. Indeed, in those radial patterns where leads extend diagonally from the upper righthand corner and the lower lefthand corner, as exemplified by dotted lines at 16', the approach angle θ between the flow path 24 and those leads is as much as 90°. In all of these cases, as the plastic flows into mold 20 through gate 22 in the direction of arrow 24, it sweeps across bonding wires 18 creating drag forces across these wires to a degree which depends upon approach angle θ. As θ increases from 45° (in the case of most of the bonding wires 18) to 90° (in the case of the bonding wires associated with leads 16') the drag across those wires by the flowing plastic will also increase. This is best illustrated in FIG. 2 where a bonding wire is diagrammatically illustrated in three positions, namely 18a, 18b and 18c, with respect to the flow direction 24 of plastic material, as the latter enters mold 20. The bond wire shown in position 18a defines an approach angle θ of 90° with the flow path of plastic, position 18b defines a lesser, acute
approach angle \( \theta \) and position 18c defines an approach angle of zero, that is, where the bonding wire is parallel to the direction of flow. It should be apparent from FIG. 2 that, in the case of position 18a, the drag force on the bonding wire is maximum, it decreases in position 18b and is negligible in position 18c. As will be seen hereinafter, applicants, in recognizing this relationship between the approach angle of flowing plastic into mold 20 and the position of bonding wires 18, have designed an integrated circuit package in accordance with the present invention so as to minimize and preferably substantially entirely eliminate the resulting drag forces on the bonding wires.

As will be described in more detail hereinafter, there is disclosed herein an integrated circuit package and its method of manufacture, wherein the package is encapsulated by plastic which, during formation of the package, is caused to flow over the latter in a given flow direction. The package itself comprises an IC chip including an array of chip output/input terminals and a support member, for example a lead frame or a substrate, for supporting the IC chip and including an array of electrically conductive leads, all of which are provided for connection with the input/output terminals of the IC chip. In accordance with the present invention, the integrated circuit package also includes bonding wires connecting the chip output/input terminals with respective ones of the electrically conductive leads such that each bonding wire extends in a direction that defines an acute angle of less than 45° with the given flow direction of the plastic material. In a preferred embodiment, at least a portion of the bonding wires are substantially parallel with the given flow direction of plastic material and, in a most preferred embodiment, substantially all of the bonding wires are parallel or approximately parallel with the given flow direction.
The present invention will be described in more detail hereinafter in conjunction with the drawings wherein:

FIGURE 1 diagrammatically illustrates an intermediate step in the formation of a plastic encapsulated integrated circuit package manufactured in accordance with the prior art;

FIGURE 2 diagrammatically illustrates how a bonding wire forming part of the package of FIGURE 1 is subjected to drag forces caused by the flow of plastic encapsulating material during formation of the package of FIGURE 1;

FIGURE 3 diagrammatically illustrates an intermediate step in the formation of a plastic encapsulated integrated circuit package designed in accordance with the present invention to minimize drag forces on its bonding wires during formation of the package; and

FIGURE 4 diagrammatically illustrates an intermediate step in the formation of a plastic encapsulated integrated circuit package designed in accordance with a further embodiment of the present invention.

Having previously discussed FIGS. 1 and 2, attention is immediately directed to FIG. 3 which, as stated above, diagrammatically illustrates an intermediate step in the formation of a plastic encapsulated integrated circuit package designed in accordance with the present invention and generally indicated by the reference numeral 10'. Like package 10 depicted in FIG. 1, package 10' includes a die or IC chip 11 having an array of chip output/input terminals 12 and supported on a lead frame, substrate or other suitable support means 14' including an array of electrically conductive leads 16', all of which are provided for connection with the output/input terminals of die 11 by means of respective bonding wires 18'. Package 10' is shown in the same condition as package 10, that is, within mold 20 awaiting the receipt of plastic material 23 as the latter flows into the mold through gate 22 in the flow direction indicated by arrow 24.
In accordance with the present invention, each of the electrically conductive leads 16' extends in a direction that defines an approach angle $\theta$ of less than 45° with the given flow direction 24. Indeed, all of these leads are substantially parallel to flow direction 24, as indicated in FIG. 3. As a result, the various bonding wires 18' extend in substantially corresponding directions. Therefore, the drag on each and every one of these bonding wires due to the inflow of plastic material is minimized.

Where support member 14' is a substrate and the leads 16' are printed on one surface thereof, it is relatively easy to provide the leads in the parallel relationship illustrated, regardless of the number of leads in question (within reason). On the other hand, where the support member is a lead frame, as a practical matter, it is difficult to provide the desired parallel relationship for high pin count lead frames, that is, lead frames of 60 leads or more. Therefore, in the case of lead frames, the configuration illustrated in FIG. 3 is most applicable to low pin count lead frames.

While the present invention has been described in conjunction with a single IC chip on a substrate or lead frame with all of its bonding wires extending substantially parallel with a flow direction 24 of plastic material, it is to be understood that the present invention is not limited to this particular arrangement. In the first place, the present invention contemplates an arrangement where all of the bonding wires are not necessarily parallel to the plastic flow direction but at least define acute angles of less than 45° therewith, in contrast to the prior art configuration illustrated in FIG. 1, thereby decreasing drag resistance across the bonding wires. At the same time, the present invention contemplates more than one die, as illustrated in FIG. 4. As seen there, three dies 30, 32 and 34 are shown supported on a substrate 36 which, in turn, is shown supported on a lead frame 38. This overall package is shown receiving a plastic encapsulating compound 40 flowing over the package in the flow direction 42. Note specifically that some of the bonding wires interconnecting the dies to cooperating leads on the substrate (not shown) extend in directions parallel to the flow direction 42 and the rest extend in directions that define acute angles less than 45° with the flow direction 42.
IN THE CLAIMS:

1. An integrated circuit package encapsulated by plastic which during formation of the package was caused to flow over the latter in a given flow direction, said package comprising:
   (a) an IC chip including an array of chip output/input terminals;
   (b) means for supporting said chip, said support means including an array of electrically conductive leads, all of which are provided for connection with the output/input terminals of said IC chip, all of said leads extending in directions that define acute angles of less than 45° with said given flow direction;
   (c) bonding wires connecting said chip output/input terminals with respective ones of said leads such that each bonding wire extends in substantially the same direction as its connected lead, whereby all of said bonding wires define acute angles of less than 45° with said given flow direction; and
   (d) plastic material encapsulating said IC chip, support means and bonding wires.

2. An integrated circuit package according to Claim 1 wherein at least a portion of said leads and connected bonding wires are substantially parallel with said given flow direction.

3. An integrated circuit package according to Claim 2 wherein substantially all of said leads and connected bonding wires are substantially parallel with said given flow direction.

4. An integrated circuit package according to Claim 1 wherein said supporting means includes a dielectric substrate having said electrically conductive leads printed on a surface thereof.
5. An integrated circuit package according to Claim 1 wherein said 
supporting means includes a lead frame including a chip supporting section and said 
electrically conductive leads integrally formed with said chip supporting section.

6. An integrated circuit package according to Claim 5 wherein said lead 
frame includes less than sixty of said integral leads.

7. An integrated circuit package encapsulated by plastic which during 
formation of the package was caused to flow over the latter in a given flow direction, 
said package comprising:

(a) an IC chip including an array of chip output/input terminals;

(b) means for supporting said chip, said support means including 
an array of electrically conductive leads, all of which are provided with the output/input 
terminals of said IC chip;

(c) bonding wires connecting said chip output/input terminals with 
respective ones of said leads such that each bonding wire extends in a direction that 
defines an acute angle of less than 45° with said given flow direction; and

(d) plastic material encapsulating said IC chip, support means and 
bonding wires.

8. An integrated circuit package according to Claim 6 wherein at least a 
portion of said bonding wires are substantially parallel with said given flow direction.

9. An integrated circuit package according to Claim 8 wherein substan-
tially all of said bonding wires are substantially parallel with said given flow direction.
10. A dielectric substrate for supporting an IC chip having an array of output/input terminals within and forming part of an integrated circuit package encapsulated by plastic which, during formation of the package, was caused to flow over the latter in a given flow direction, said substrate comprising:

(a) a main body having one surface thereof including a section for supporting said chip; and

(b) an array of electrically conductive leads, all of which are provided for connection with the input/output terminals of IC chip, all of said leads extending in directions that define acute angles of less than 45° with said given flow direction.

11. A dielectric substrate according to Claim 10 wherein at least a portion of said leads are substantially parallel with said given flow direction and therefore with one another.

12. A dielectric substrate according to Claim 11 wherein substantially all of said leads are substantially parallel with said given flow direction and therefore with one another.

13. A lead frame for supporting an IC chip having an array of output/input terminals within and forming part of an integrated circuit package encapsulated by plastic which, during formation of the package, was caused to flow over the latter in a given flow direction, said lead frame comprising:

(a) a main body having one surface thereof including a section for supporting said chip; and

(b) an array of electrically conductive leads, all of which are provided for connection with the input/output terminals of IC chip, all of said leads integrally formed with and extending from said one surface of said main body in directions that define acute angles of less than 45° with said given flow direction.
14. A lead frame according to Claim 13 wherein at least a portion of said leads are substantially parallel with said given flow direction and therefore with one another.

15. A lead frame according to Claim 13 wherein substantially all of said leads are substantially parallel with said given flow direction and therefore with one another.

16. A method of making an integrated circuit package encapsulated by plastic which during formation of the package is caused to flow over the latter in a given flow direction, said method comprising:
   (a) supporting an IC chip including an array of chip output/input terminals on a support member, said support member including an array of electrically conductive leads, all of which are provided for connection with the output/input terminals of said IC chip, all of said leads extending in directions that define acute angles of less than 45° with said given flow direction;
   (b) using bonding wires connecting said chip output/input terminals with respective ones of said leads such that each bonding wire extends in substantially the same direction as its connected lead, whereby all of said bonding wires define acute angles of less than 45° with said given flow direction; and
   (c) encapsulating said IC chip, support member and bonding wires with plastic material by causing said plastic material to flow over the IC chip, support member and bonding wires in said given flow direction.

17. A method according to Claim 16 wherein at least a portion of said leads and connected bonding wires are substantially parallel with said given flow direction.

18. A method according to Claim 17 wherein substantially all of said leads and connected bonding wires are substantially parallel with said given flow direction.
FIG. 1

FIG. 2
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER

IPC 5
HO1L23/495

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

IPC 5
HO1L

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practical, search terms used)

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>PATENT ABSTRACTS OF JAPAN vol. 014, no. 117 (E-0898) 5 March 1990 &amp; JP,A,01 315 149 (HITACHI LTD) 20 December 1989 see abstract</td>
<td>1-18</td>
</tr>
<tr>
<td>X</td>
<td>PATENT ABSTRACTS OF JAPAN vol. 006, no. 173 (E-129) 7 September 1982 &amp; JP,A,57 089 230 (HITACHI LTD) 3 June 1982 see abstract</td>
<td>1-18</td>
</tr>
<tr>
<td>A</td>
<td>PATENT ABSTRACTS OF JAPAN vol. 013, no. 444 (E-828) 5 October 1989 &amp; JP,A,01 170 034 (HITACHI LTD) 5 July 1989 see abstract</td>
<td>1,7,13, 16</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of box C.

Patent family members are listed in annex.

* Special categories of cited documents:
  "A" document defining the general state of the art which is not considered to be of particular relevance;
  "E" earlier document but published on or after the international filing date;
  "L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified);
  "O" document referring to an oral disclaimer, use, exhibition or other means;
  "P" document published prior to the international filing date but later than the priority date claimed.

"T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention.

"X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone.

"Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art.

"A" document member of the same patent family.

Date of the actual completion of the international search: 10 August 1994
Date of mailing of the international search report: 29.08.94

Name and mailing address of the ISA:
European Patent Office, P.B. 5818 Patentlaan 2 NL - 2280 HV Rijswijk
Tel. (+31-70) 340-2040, Tx. 31 651 epo nl, Fax (+31-70) 340-3016

Authorized officer:
Zeisler, P