Title: METHOD AND SYSTEM OF PREDICTING FUTURE HYDROCARBON PRODUCTION

Abstract: Predicting future hydrocarbon production. At least some of the illustrative embodiments are methods including: reading data regarding hydrocarbon production from a hydrocarbon producing field; producing at least one value indicative of future hydrocarbon production based on a data model and the data regarding hydrocarbon production; displaying, on a display device of a computer system, an indication of historic data regarding hydrocarbon production; and displaying, on the display device, an indication of the at least one value indicative of future hydrocarbon production.
METHOD AND SYSTEM OF PREDICTING FUTURE HYDROCARBON PRODUCTION

BACKGROUND

[0001] A variety of software modeling tools exists to assist in planning for and extraction of hydrocarbons from underground reservoirs. For example, a geologist or reservoir engineer may use a geocellular model of the underground formation to make decisions regarding hydrocarbon well placement. The geocellular model is a physics-based model, simulating fluid movement through pores in the rock of the formation. Geocellular models require extensive computing capability to create, modify if necessary, and "run" the model to simulate fluid movement. The time step of each simulation run may be rather large, as the primary purpose of the geocellular model is to make long term planning decisions, and thus such simulations may predict movement of hydrocarbons within the formations years in advance. A geocellular model is too large and cumbersome to make accurate estimates of the production of a single hydrocarbon well over a short period of time (e.g., 180 days or less).

[0002] With respect to a single hydrocarbon well, other physics-based models are available. For example, a completions engineer may model hydrocarbon flow from the hydrocarbon well as a series of pressure drops between the fractured formation and the production flow line (e.g., perforation size and number, inside diameter of tubing string through which the hydrocarbons will flow, length of the tubing string). However, while such modeling may be useful in evaluating fracture scenarios, the pressure drop modeling is limited in its ability to test or simulate other scenarios related to production.

BRIEF DESCRIPTION OF THE DRAWINGS

[0003] For a detailed description of exemplary embodiments, reference will now be made to the accompanying drawings in which:

[0004] Figure 1 shows a perspective view of a hydrocarbon producing field in accordance with at least some embodiments;
Figure 2 shows a block diagram of a system in accordance with at least some embodiments;
Figure 3 shows an artificial neural network in accordance with at least some embodiments;
Figure 4 shows a logical connection system for a neural network in accordance with at least some embodiments;
Figure 5 shows a user interface in accordance with at least some embodiments;
Figure 6 shows a user interface in accordance with at least some embodiments;
Figure 7 shows a method in accordance with at least some embodiments; and
Figure 8 shows a block diagram of a computer system in accordance with at least some embodiments.

NOTATION AND NOMENCLATURE

Certain terms are used throughout the following description and claims to refer to particular system components. As one skilled in the art will appreciate, different companies may refer to a component by different names. This document does not intend to distinguish between components that differ in name but not function. In the following discussion and in the claims, the terms "including" and "comprising" are used in an open-ended fashion, and thus should be interpreted to mean "including, but not limited to... ." Also, the term "couple" or "couples" is intended to mean either an indirect or direct connection. Thus, if a first device couples to a second device, that connection may be through a direct connection or through an indirect connection via other devices and connections.

"Data model" shall mean model that predicts future results using, at least in part, historic data. A model that predicts future results by modeling hydrocarbon movement within a reservoir shall not be considered a data model.

"Real-time" in reference to an action (e.g., predicting future hydrocarbon production flow) shall mean the action takes places within one minute or less of a
trigger event for the action. "Real-time" in reference to data shall mean that the data was created, read, or updated within one minute or less.

DETAILED DESCRIPTION

[0015] The following discussion is directed to various embodiments of the invention. Although one or more of these embodiments may be preferred, the embodiments disclosed should not be interpreted, or otherwise used, as limiting the scope of the disclosure or claims. In addition, one skilled in the art will understand that the following description has broad application, and the discussion of any embodiment is meant only to be exemplary of that embodiment, and not intended to intimate that the scope of the disclosure or claims is limited to that embodiment.

[0016] At least some of the various embodiments are directed to methods and systems of predicting future hydrocarbon production from a hydrocarbon well. More particularly, at least some embodiments are directed to a computer-implemented methodology for predicting future hydrocarbon production of a hydrocarbon well that enables a production engineer to test how proposed changes regarding hydrocarbon production (e.g., secondary recovery fluid injection rate, choke settings) affect hydrocarbon production. The specification first turns to an illustrative hydrocarbon producing field to orient the reader to the physical structure at issue, and then to various embodiments of predicting future hydrocarbon production.

[0017] Figure 1 shows a perspective view of a hydrocarbon producing field in accordance with at least some embodiments. In particular, the hydrocarbon producing field comprises a plurality of wellbores. Some wellbores are wellbores out which hydrocarbons flow (i.e., hydrocarbon wells), and other wellbores are used for injection of secondary recovery fluids, such as water or compressed carbon dioxide (i.e., injection wells). In the illustrative case of Figure 1, wellbores 100 (labeled 100A through 100H) are hydrocarbon wells, and wellbores 102 (labeled 102A and 102B) are injection wells. The location of each wellbore is symbolized in the Figure 1 by a valve stack, sometimes referred to as a "Christmas tree" in the industry, based primarily on its shape. The location of
each wellbore may seem random when viewed from above, but in most cases
has a layout to increase the extraction of hydrocarbons from the underlying
formation (not shown).

[0018] In order to gather the produced hydrocarbons for sale, the hydrocarbon
field has one more production flow lines (sometimes "production line"). In
Figure 1, production line 104 gathers hydrocarbons from illustrative hydrocarbon
wells 100A-100D, and production line 106 gathers hydrocarbons from illustrative
hydrocarbon wells 100E-100G. The production lines 104 and 106 tie together at
point 108, and then flow to a metering facility 110.

[0019] In some cases, the secondary recovery fluid is delivered to the injection
wells by way of trucks, and thus the secondary recovery fluid may only be
pumped into the formation on a periodic basis (e.g., daily, weekly). In other
embodiments, and as illustrated, the second recovery fluid is provided under
pressure to the injection wells 102A and 102B by way of pipes 112.

[0020] The hydrocarbon producing field of Figure 1 illustratively has eight
hydrocarbon wells, and two injection wells; however, the number of wells is
merely illustrative. In practice, a hydrocarbon producing field may have many
tens or even hundreds of wellbores. The illustration of Figure 1 is presented with
a limited number of wellbores so as not to unduly complicate the figure and the
discussion, but such should not be read as a limitation as the applicability of the
various embodiments.

[0021] In accordance with at least some embodiments, each hydrocarbon
well 100 has at least one, and in some cases more than one, measurement
device for measuring parameters associated with the hydrocarbon production.
Figure 1 illustrates the measurement devices as devices 114A-114H associated
one each with each hydrocarbon well 100A-100H, respectively. The
measurement devices may take many forms, and the measurement devices need
not be the same across all the hydrocarbon wells 100. In some cases, the
measurement device may be related to the type of lift employed (e.g., electric
submersible, gas lift, pump jack). In other cases, the measurement device on a
hydrocarbon well may be selected based on a particular quality of hydrocarbons
produced, such as a tendency to produce excess water. With the idea in mind
that many variations on the selection of measurement devices are possible, even for similarly situated wells, the specification now turns to an example list of such devices.

[0022] In some cases, one or more of the measurement devices 114 may be a multi-phase flow meter. A multi-phase flow meter has the ability to not only measured hydrocarbon flow from a volume standpoint, but also give an indication of the mixture of oil and gas in the flow. One or more of the measurement devices may be oil flow meters, having the ability to discern oil flow, but not necessarily natural gas flow. One or more of the measurement devices may be natural gas flow meters. One or more of the measurement devices may be water flow meters. One or more of the measurement devices may be pressure transmitters measuring the pressure at any suitable location, such as at the wellhead, or within the borehole near the perforations. In the case of measurement devices associated with the lift provided, the measurement devices may be voltage measurement devices, electrical current measurement devices, pressure transmitters measuring gas lift pressure, frequency meter for measuring frequency of applied voltage to electric submersible motor coupled to a pump, and the like. Moreover, multiple measurement devices may be present on any one hydrocarbon producing well. For example, a well where artificial lift is provided by an electric submersible may have various devices for measuring hydrocarbon flow at the surface, and also various devices for measuring performance of the submersible motor and/or pump. As another example, a well where artificial lift is provided by a gas lift system may have various devices for measuring hydrocarbon flow at the surface, and also various measurement devices for measuring performance of the gas lift system.

[0023] Figure 2 shows a block diagram of system in accordance with at least some embodiments. In particular, the system comprises a computer system 200 upon which one or more programs are executed. The computer system may take any suitable form. In some cases, the computer system 200 is a server system located at a data center associated with the hydrocarbon producing field. The data center may be physically located on or near the field, or the data center may be many hundreds or thousand of miles from the hydrocarbon producing field. In
other cases, computer system 200 may be a laptop or desktop computer system. In yet still other cases, the computer system 200 may be a conglomeration of computer devices, such as portable devices communicatively coupled to other computer systems. Further still, the computer system 200 may be "cloud" computer systems, such that the precise location of the computer systems is not known to the user, or may change based on the computer load presented.

[0024] Regardless of the precise nature of the computer system 200, the computer system executes one or more programs that predict future hydrocarbon production of a well, and display the prediction on a display device. The one or more programs are illustrated as numerical modeling program 202. Numerical modeling program 202 reads data regarding a hydrocarbon well, and predicts future hydrocarbon production. The numerical modeling program 202 is referred to as "numerical" as the prediction is based on a numerical- or data-model, rather than a physics-based model. That is to say, the predictions as to future hydrocarbon production are based on data regarding hydrocarbon production from hydrocarbon producing field, as well as data specific to the hydrocarbon well under scrutiny. Fluid movement within the hydrocarbon formation between hydrocarbon wells, or between a hydrocarbon well and an injector well, is not simulated in arriving at the prediction of future hydrocarbon production. Moreover, in some cases, the numerical modeling program enables the production engineer to change data applied to the data-model to test various scenarios, and in some cases the new predictions as to future hydrocarbon production are produced in real-time with the changed data.

[0025] Numerical modeling program 202 makes the predictions of future hydrocarbon production based on a variety of data. In some embodiments, the data upon which the predictions are made are historical data, such as data stored in a database 204 coupled to the computer system 200. For example, given time lags between changes in injection rate of secondary recovery fluids and changes in hydrocarbon production rate, the numerical model may read or be provided historical data as to rate of secondary recovery fluid injection.

[0026] In some cases, the information upon which the predictions of future hydrocarbon are based on real-time data. For example, the predictions may be
based on the current data associated with hydrocarbon production, such as current hydrocarbon flow, current wellhead pressure, current secondary recovery fluid injection rate, current gas lift pressure, or current frequency applied to the electric submersible pump. The real-time data may be read from a supervisory control and data acquisition (SCADA) system 206 (which SCADA system itself may implement a database of historical values), coupled to the computer system 200 by way of a communication network 208. In other cases, the data upon which predictions as to future hydrocarbon flow are made may come directly to the computer system 200 from the measurement devices 114 themselves, coupled to the computer system 200 by way of the communication network 208.

[0027] The communication network 206 may take any suitable form. In some cases, the communication network 208 is a dedicated local- or wide-area network to which the various devices are coupled. In other cases, the communication network may involve in whole or in part the Internet, such as a virtual private network (VPN) carried over the Internet. From a hardware stand point the communication network may involve electrical conductors, optical conductors, radio frequency electromagnetic wave signals propagated point-to-point, and/or satellite based communication. Regardless of the type of communication network used, the computer system communicates with one or more devices to obtain data for predicting future hydrocarbon production.

[0028] In accordance with at least some embodiments, the numerical modeling program 202 is implemented, at least in part, as an artificial neural network (hereafter just "neural network"). A brief digression into neural networks is helpful in understanding the innovative contributions of the inventors. In particular, Figure 3 illustrates a simplified neural network 300. The neural network 300 comprises a plurality of input nodes 302. Input nodes 302 are the points within the neural network to which a datum (i.e., a scalar value, a vector) is provided for further processing. Moreover, the neural network 300 comprises one or more output nodes 304. Each output node 304 represents a calculated and/or predicted parameter based on the input data at the input nodes 302. Between the input nodes 302 and the output nodes 304 are one or more layers of hidden
nodes 306. As shown in Figure 3, the hidden nodes 306 are coupled to some, or all, of the input nodes 302. Likewise, the hidden nodes 306 are coupled to some, or all, of the output nodes 304. Each of the hidden nodes 306 performs a mathematical function that is determined or learned during a training phase of the neural network 300. While the illustrative Figure 3 shows three input nodes 302, three output nodes 304, and four hidden nodes 306, any number of input nodes 302 and output nodes 304 may be used. Likewise, any number of hidden nodes 306, and multiple layers of hidden nodes 306, may be used to implement the neural network 300.

[0029] In accordance with some embodiments, the data applied to the input nodes 302 is real-time well data regarding hydrocarbon flow of a hydrocarbon well. The real-time data may take many forms depending on the type of hydrocarbon well at issue. In the illustrative case of a natural flowing well in a water flood field, the real-time data applied to the input nodes 302 may comprise some or all of: choke valve setting; production flow line pressure; bottom hole pressure; pressure at the wellhead; hydrocarbon temperature measured proximate to the wellhead; measured oil flow rate; measured gas flow rate; measured water flow rate; water injection rate at one or more injection wells; and well on-stream time (i.e., time since last shut in). In the illustrative case of a gas lift well, the real-time data applied to the input nodes may comprise any or all of the example data for natural flowing wells, and further comprising some or all of gas lift rate and pressure of the lifting gas applied. In the illustrative case of wells using an electric submersible pump for artificial lift, the real-time data applied to the input nodes may comprise any or all of the example data for natural flowing wells, and further comprising any or all of: frequency of the alternating current signal applied to the electric motor; instantaneous power consumption by the electric motor; suction pressure at the pump.

[0030] Moreover, in addition to the real-time data applied to the input nodes 302, various historical data may be applied to the input nodes. In the illustrative case of a hydrocarbon well in a water flood field, historical data in the form of past injection rates at nearby injection wells may be applied to the input nodes. For example, there may be nodes which accept the average injection rate
over the last 10 days, 20 days, 30 days, and 60 days, such that changes in injection rate can be considered in the production of the predicted future hydrocarbon production rate. Thus, there may be some preprocessing of the historical data before application.

[0031] In accordance with at least some embodiments, the neural network 300 takes the input data at the inputs nodes 302, and through processing associated with the one or more hidden nodes, predicts parameters, which predicted parameters are available as data at the one or more output nodes 304. In a particular embodiment, the neural network produces three predicted values over a predetermined number of days in the future. The three illustrative predicted values are: daily oil rate; daily oil-to-gas ratio; and daily water cut. Other predicted parameters are possible. The predetermined number of days may be any suitable number of days into the future; however, as discussed more below the artificial neural network may be trained as a relatively short-term prediction tool, and thus the predetermined number of days may be relatively short considered in view of the life scale of the overall hydrocarbon field. In some cases, the predetermined number of days may be 30 days, 60 days, 90 days, or 180 days or less.

[0032] Figure 4 shows a logical construction of a neural network 400 in relation to the example input data and example output data. In particular, Figure 4 illustratively shows seven input nodes, a single hidden layer, and three output nodes. The example logical construction is with respect to a natural flowing hydrocarbon well, and thus should be not viewed as limiting the number input data points and output data points. Hydrocarbon wells using other types of lift may have different input and output data points. In the example of Figure 4, seven pieces of real-time data are applied to the input nodes. Real-time choke setting is applied to input node 402, and represents the current choke valve setting for the hydrocarbon well. The real-time production line pressure is applied to input node 404, and represents the pressure in the production line, which pressure must be overcome to push hydrocarbons into the production line. The real-time well head temperature is applied to input node 406, and represents temperature of the hydrocarbons existing the wellhead. The time on-stream is
applied to input node 408, the time on-stream representing the amount of time
the well has been producing (i.e., time since last shut in). The pattern injection
rate is applied to input node 410, which pattern injection rate represents the rate
of injection of secondary recovery fluid within the recovery zone (i.e., injection
wells that affect the hydrocarbon well under scrutiny). Finally, the real-time well
head pressure is applied to the input node 412, which is the pressure of the
hydrocarbons measured at the wellhead.

[0033] Using the illustrative input data, the neural network produces at least one
value indicative of future hydrocarbon production for a predetermined period of
time (e.g., 30 or 60 days), but in most cases not to exceed 180 days. In the
illustrative case of Figure 4, three illustrative values are created. Output node
414 may produce one or more values of oil production rate over the
predetermined period. Illustrative output node 416 may produce one or more
values of gas-to-oil ratio over the predetermined period of time. Illustrative output
node 418 may produce one or more values of water cut over the predetermined
period of time. The production of the values at the output nodes is based on the
values presented at the input nodes, as well as one more hidden nodes 420. The
illustrative connections between the nodes, and the number of hidden nodes, are
merely for illustrative purposes.

[0034] In accordance with at least some embodiments, the neural network 400
produces a series of output values for the respective parameters over the
predetermined period of time. For example, each output node may produce daily
values over the predetermined period of time, or hourly values over the
predetermined period of time. In addition to, or in place of, the series of output
values, each output node may produce or provide multiple sets of values. The
neural network is a data model or statistical model based on data, and thus the
output produced may be associated with confidence intervals. For example, each
output node of the neural network may produce several series of output values,
each series associated with a particular confidence interval (e.g., P10 (10% confidence interval), P50 (50% confidence interval), or P90 (90% confidence interval)). Knowing the confidence interval may assist the production engineer in
deciding what actions should be taken.
[0035] In accordance with yet still further embodiments, the production engineer may have the ability to change the data applied to the neural network 400 to test various scenarios. The ability to change the data applied from the real-time data is illustrated by blocks 422 and 424 associated with input nodes 410 and 412, respectively. In particular, the arrows through each block 422 and 424 indicate that the data may be changed or transformed through the block (e.g., a software routine). In the case of Figure 4, the parameters that may be changed from the actual real-time parameters are illustratively the pattern injection rate and the well head pressure. Other real-time parameters may also be changed. Thus, by changing parameters by way of blocks 422 and/or 424, the production engineer may test how changes in such parameters affect the predicted values of future hydrocarbon production. Unlike large physics-based models (e.g., geocellular models), the change of the input parameters to the neural network 400 propagates through the neural network 400 and produces changes in the predicted parameters in real-time. In many cases, depending on the complexity of the neural network and speed of the computer system which implements the programs that implement the neural network, changes implemented by way of blocks 422 and/or 424 are animated in real-time. That is, as the production engineer interacts with the interface mechanism (discussed more below), the changes to the predicted parameters are shown in real-time with the interaction.

[0036] Figure 5 shows a user interface in accordance with at least some embodiments. In particular, Figure 5 shows a window or pane 500 within which various other panes are disposed. One such pane is pane 502 showing both historic data in portion 504, as well as portion 506 containing various predicted future values related to hydrocarbon production. Moreover, a pane 508 is shown which contains a plurality of interface mechanism with which a production engineer may interact to test various scenarios.

[0037] Turning more specifically to pane 502. Pane 502 illustrative shows three plots 510, 512, and 514. Plot 510 is of both historic data regarding the illustrative oil production for a particular well, as well as predicted values. Plot 512 is of both historic data regarding the illustrative water cut for the particular well, as well as predicted values. Plot 514 is of both historic data regarding the illustrative gas-to-
oil ratio for the particular well, as well as predicted values. Other production
parameters may be equivalently used. The break point between historic values
and predicted values is delineated by vertical line 518. As discussed above, the
underlying data model predicts each of the illustrative production parameters a
predetermined time into the future, the prediction based, at least in part, on the
real-time values of various parameters. The predictions for each parameter in
some cases involve multiple predictions, with each prediction having a distinct
confidence interval. In the illustrative case of the oil production plot 510, three
series of values are shown: solid line 520 illustratively shows predicted oil
production over time with a P10 confidence interval; dash-dot-dot-dash line 522
illustratively shows predicted oil production over time with a P50 confidence
interval; and dash-dot-dot-dot line 524 illustratively shows predicted oil
production over time with a P90 confidence interval. In some cases, also plotted
is the planned oil production for the particular well, shown by dashed line 526. It
is noted that in Figure 5 the lines showing each series of values with distinct
confidence intervals are fanned out so as not to obscure the various confidence
intervals, and are not necessarily representative of the differences in predicted
values for each confidence interval to be expected in actual use.

[0038] In the illustrative case of the water cut plot 512, three series of values are
shown: solid line 528 illustratively shows predicted water cut over time with a P10
confidence interval; dash-dot-dash line 530 illustratively shows predicted water
cut over time with a P50 confidence interval; and dash-dot-dot-dash line 532
illustratively shows predicted water cut over time with a P90 confidence interval.
In some cases, also plotted is the planned water cut for the particular well, shown
by dashed line 534.

[0039] Finally, in the illustrative case of the gas-to-water ratio plot 514, three
series of values are shown: solid line 520 illustratively shows gas-to-water ratio
over time with a P10 confidence interval; dash-dot-dash line 538 illustratively
shows predicted gas-to-water ratio over time with a P50 confidence interval; and
dash-dot-dot-dot line 540 illustratively shows predicted gas-to-water ratio over
time with a P90 confidence interval. In some cases, also plotted is the planned
gas-to-water ratio for the particular well, shown by dashed line 542.
[0040] Thus, based on current real-time parameters the data model predicts future parameters of the hydrocarbon production, thus giving the production engineer a look into the future to see if parameters need to be changed to meet various goals. In order to test various scenarios, some embodiments implement pane 508 having a plurality of interface mechanisms. In particular, three interface mechanisms 550, 552, and 554 are shown in pane 508. The upper interface mechanism 550 illustratively enables the production engineer to change the datum associated with bottom hole pressure (BHP) to test how such changes affect the predicted values in pane 502. In at least some embodiments, the initial setting for the BHP parameter applied to the data model is the real-time value, but the interface mechanism 550 enables a change from the real-time value to be applied. In the illustrative case of Figure 5, the change may be implemented by sliding slider bar 556, or interacting with push-buttons 558 or 560. Other interface mechanisms are possible, such as knobs and direct entry text boxes.

[0041] The center interface mechanism 552 illustratively enables the production engineer to change the datum associated with wellhead pressure (WHP) to test how such changes affect the predicted values in pane 502. In at least some embodiments, the initial setting for the WHP parameter applied to the data model is the real-time value, but the interface mechanism 552 enables a change from the real-time value to be applied. In the illustrative case of Figure 5, the change may be implemented by sliding a slider bar, interacting with push-buttons, or other suitable mechanisms.

[0042] The lower interface mechanism 554 illustratively enables the production engineer to change the datum associated with secondary recovery fluid injection rate ($Q_{inj}$) to test how such changes affect the predicted values in pane 502. In at least some embodiments, the initial setting for the secondary recovery fluid injection rate applied to the data model is the real-time value, but the interface mechanism 554 enables a change from the real-time value to be applied. In the illustrative case of Figure 5, the change may be implemented by sliding a slider bar, interacting with push-buttons, or other suitable mechanisms.

[0043] In some cases, changing a parameter applied to the data model by interaction with the interface mechanism in pane 508 results a change in the
predicted values in real time. That is, as the illustrative slider bar is moved and/or the push buttons pushed, changes to the predicted values are changed in real-time with the interaction. The real-time changes to the predicted values thus yield results much faster than related-art physics-based models, which may takes hours or even days to set up and run. In yet still other cases, changes may be made by interaction with the interface mechanism, but such changes not implemented unless and until the run button 562 is pressed.

[0044] The various embodiments discussed to this point regarding predicting future values related to hydrocarbon production have been in relation to a single hydrocarbon well; however, in other circumstances a production engineer may be interested in the interaction between injection wells and hydrocarbon wells, not just how changes in injection rate may affect a single well. To that end, the numerical modeling program 202 in accordance with at least some embodiments also determines correlations between injector wells and hydrocarbon wells. In some cases, the neural network, during training (discussed below), may determine correlations between injector wells and each hydrocarbon well in order to make predictions, and thus the neural network may produce an output indicative of such correlations. In other cases, the numerical modeling program 202 may have other software components or modules that calculate statistical correlations between injector wells and hydrocarbon wells, such as using Pearson's Correlation. Other correlation mechanisms may be equivalently used. Regardless of the precise mathematical mechanism for determining the correlations, in at least one embodiment the correlations are made based on a rolling window of daily data, and more particular a rolling one year window of daily data. Other time periods for the rolling window may be equivalently used.

[0045] Figure 6 shows a user interface in accordance with at least some embodiments. In particular, user interface 600 comprises a pane 602 that shows an overhead view of at least a portion of the hydrocarbon field, and thus shows some or all of the hydrocarbon wells in the field. In the illustration of Figure 6, the relative horizontal location of each well is shown by a circle. In some cases the overhead view may be an actual high altitude picture of the field (e.g., taken by airplane, or taken by satellite), with graphics embedded thereon showing the
relative location of each well. In other cases, and as illustrated, the overhead view may be a topographical map, again with graphics embedded thereon showing the relative location of each hydrocarbon well. In yet still further cases, the view in the first pane 402 may merely show the relative horizontal location of each hydrocarbon well. Other arrangements are possible.

[0046] In accordance with these embodiments, a production engineering viewing the user interface of Figure 6 selects a hydrocarbon well, such as hydrocarbon well 604. Selection of the hydrocarbon well 604 informs the numerical modeling program 202 that the production engineer would like to see a visualization of the correlations between injector wells and the selected hydrocarbon wells. For the illustrative hydrocarbon field of Figure 6, the injector wells are wells 606, 608, 610 and 612. In accordance with at least some embodiments, the correlation between each injector well and the hydrocarbon well 604 is shown by bands extending between each injector well and the selected hydrocarbon well 604. Taking injection well 606 as representative, two bands 614 and 616 extend between the injection well 606 and the selected hydrocarbon well 604. One band, for example band 614, depicts the correlation between injection rate at the injection well 606, and the oil production rate at the selected hydrocarbon well 604. In one embodiment, the band 614 is color-coded to indicate the correlation type (i.e., oil production), and in some cases the band is purple, but other colors may be used. In one embodiment, the greater the correlation between injection rate at the injection well 606 and the oil production rate at the hydrocarbon well 604, the wider the band 614. Other indications may be used in place of, or in addition to, the width of the band depicting strength of the correlation, such as different colors for different correlations, or different intensity of the color (e.g., brightness) depicting strength of the correlation.

[0047] Another band, for example band 616, depicts the correlation between injection rate at the injection well 606, and the water production rate at the selected hydrocarbon well 604. In one embodiment, the band 616 is color-coded to indicate the correlation type (i.e., water production), and in some cases the band is blue, but other colors may be used. In one embodiment, the greater the correlation between injection rate at the injection well 606 and the water
production rate at the hydrocarbon well 604, the wider the band 614. Other indications may be used in place of, or in addition to, the width of the band depicting strength of the correlation, such as different colors for different correlations, or different intensity of the color (e.g., brightness) depicting strength of the correlation.

[0048] Thus, in the illustrative user interface 600 of Figure 6 there is a strong correlation between the injection rate at injection well 606 to oil and water production at the selected hydrocarbon well 604. Likewise for illustrative injection well 608, there is illustrated a strong correlation to both water and oil production at the selected hydrocarbon well 604. By contrast, illustrative Figure 6 shows a very weak correlation between the injection rate at the injection well 612 and the selected hydrocarbon well 604. Assuming all the wells depicted are within the same sweep pattern, the situation in Figure 6 may show good sweep efficiency extending between injection wells 606 and 608, marginal sweep efficiency between injection well 610 and the selected hydrocarbon well 604, and poor sweep efficiency toward injection well 612. On the other hand, if injection well 612 belongs in a different sweep pattern, the correlation may show an unwanted sweep pattern relative to other hydrocarbon wells intended to be in the sweep pattern with injection well 612.

[0049] In embodiments where a neural network is used in whole or in part to make the future hydrocarbon production predictions and/or correlations between injection rate an injection wells and hydrocarbon wells, training of the neural network may be needed for the system to provide relevant data. In accordance with at least some embodiments, the neural network is trained using historical data for the hydrocarbon producing field of interest. In many cases, one year or more of historical data is gathered (e.g., from database 204 or the SCADA system 206) and used to train the neural network. More particularly a year more of daily values of each parameter of interest is extracted from any relevant database. The extracted data may then be applied to any of a variety of commercially available programs that create and/or train neural networks, such as the ASSETSOLVER® brand programs available from Landmark Graphics Corporation of Houston, Texas. Once the selected data is applied, the neural
network is trained, re-trained, or in the first instance created. The created and/or trained neural network may then be moved or copied to an appropriate computer system 200, and more particularly to the numerical modeling program 202 in the various embodiments.

[0050] Figure 7 shows a method in accordance with at least some embodiments. In particular, the method starts (block 700) and comprises: reading data regarding hydrocarbon production from a hydrocarbon producing field (block 702); producing at least one value indicative of future hydrocarbon production based on a data model and the data regarding hydrocarbon production (block 704); displaying, on a display device of a computer system, an indication of historic data regarding hydrocarbon production (block 706); displaying, on the display device, an indication of the at least one value indicative of future hydrocarbon production (block 708); and displaying an indication of correlation between at least one hydrocarbon well and an injection well (block 710). Thereafter the method ends (block 712), in some cases to be immediately restated.

[0051] Figure 8 illustrates a computer system 800 in accordance with at least some embodiments. Any or all of the embodiments that involve predicting values of future hydrocarbon production, displaying predicted future hydrocarbon production, displaying correlations between injection wells and hydrocarbon wells, and/or displaying of user interfaces may be implemented in whole or in part on a computer system such as that shown in Figure 8, or after-developed computer systems. In particular, computer system 800 comprises a main processor 810 coupled to a main memory array 812, and various other peripheral computer system components, through integrated host bridge 814. The main processor 810 may be a single processor core device, or a processor implementing multiple processor cores. Furthermore, computer system 800 may implement multiple main processors 810. The main processor 810 couples to the host bridge 814 by way of a host bus 816, or the host bridge 814 may be integrated into the main processor 810. Thus, the computer system 800 may implement other bus configurations or bus-bridges in addition to, or in place of, those shown in Figure 8.
[0052] The main memory 812 couples to the host bridge 814 through a memory bus 818. Thus, the host bridge 814 comprises a memory control unit that controls transactions to the main memory 812 by asserting control signals for memory accesses. In other embodiments, the main processor 810 directly implements a memory control unit, and the main memory 812 may couple directly to the main processor 810. The main memory 812 functions as the working memory for the main processor 810 and comprises a memory device or array of memory devices in which programs, instructions and data are stored. The main memory 812 may comprise any suitable type of memory such as dynamic random access memory (DRAM) or any of the various types of DRAM devices such as synchronous DRAM (SDRAM), extended data output DRAM (EDDRAM), or Rambus DRAM (RDRAM). The main memory 812 is an example of a non-transitory computer-readable medium storing programs and instructions, and other examples are disk drives and flash memory devices.

[0053] The illustrative computer system 800 also comprises a second bridge 828 that bridges the primary expansion bus 826 to various secondary expansion buses, such as a low pin count (LPC) bus 830 and peripheral components interconnect (PCI) bus 832. Various other secondary expansion buses may be supported by the bridge device 828.

[0054] Firmware hub 836 couples to the bridge device 828 by way of the LPC bus 830. The firmware hub 836 comprises read-only memory (ROM) which contains software programs executable by the main processor 810. The software programs comprise programs executed during and just after power on self test (POST) procedures as well as memory reference code. The POST procedures and memory reference code perform various functions within the computer system before control of the computer system is turned over to the operating system. The computer system 800 further comprises a network interface card (NIC) 838 illustratively coupled to the PCI bus 832. The NIC 838 acts to couple the computer system 800 to a communication network, such as the Internet, or local- or wide-area networks.

[0055] Still referring to Figure 8, computer system 800 may further comprise a super input/output (I/O) controller 840 coupled to the bridge 828 by way of the
LPC bus 830. The Super I/O controller 840 controls many computer system functions, for example interfacing with various input and output devices such as a keyboard 842, a pointing device 844 (e.g., mouse), a pointing device in the form of a game controller 846, various serial ports, floppy drives and disk drives. The super I/O controller 840 is often referred to as “super” because of the many I/O functions it performs.

[0056] The computer system 800 may further comprise a graphics processing unit (GPU) 850 coupled to the host bridge 814 by way of bus 852, such as a PCI Express (PCI-E) bus or Advanced Graphics Processing (AGP) bus. Other bus systems, including after-developed bus systems, may be equivalently used. Moreover, the graphics processing unit 850 may alternatively couple to the primary expansion bus 826, or one of the secondary expansion buses (e.g., PCI bus 832). The graphics processing unit 850 couples to a display device 854 which may comprise any suitable electronic display device upon which any image or text can be plotted and/or displayed. The graphics processing unit 850 may comprise an onboard processor 856, as well as onboard memory 858. The processor 856 may thus perform graphics processing, as commanded by the main processor 810. Moreover, the memory 858 may be significant, on the order of several hundred megabytes or more. Thus, once commanded by the main processor 810, the graphics processing unit 850 may perform significant calculations regarding graphics to be displayed on the display device, and ultimately display such graphics, without further input or assistance of the main processor 810.

[0057] In the specification and claims, certain components may be described in terms of algorithms and/or steps performed by a software application that may be provided on a non-transitory storage medium (i.e., other than a carrier wave or a signal propagating along a conductor). The various embodiments also relate to a system for performing various steps and operations as described herein. This system may be a specially-constructed device such as an electronic device, or it may include one or more general-purpose computers that can follow software instructions to perform the steps described herein. Multiple computers can be networked to perform such functions. Software instructions may be stored in any
computer readable storage medium, such as for example, magnetic or optical disks, cards, memory, and the like.

[0058] At least some of the illustrative embodiments are methods including: reading data regarding hydrocarbon production from a hydrocarbon producing field; producing at least one value indicative of future hydrocarbon production based on a data model and the data regarding hydrocarbon production; displaying, on a display device of a computer system, an indication of historic data regarding hydrocarbon production; and displaying, on the display device, an indication of the at least one value indicative of future hydrocarbon production.

[0059] The example method may further comprise displaying an indication of correlation between at least one hydrocarbon well and an injection well.

[0060] Wherein producing in the example method may further comprise producing using, at least in part, an artificial neural network. Wherein producing in the example method may further comprise producing the at least one value indicative of future hydrocarbon production based on a value indicated by an interface mechanism displayed on the display device. Producing may further comprise changing the at least one value indicative of future hydrocarbon production responsive to a user changing the value indicated by the interface device.

[0061] In the example method, producing may further comprises producing a plurality of values, each value associated with a different confidence interval. In yet still further example methods, producing may further comprise producing a time series of values indicative of future hydrocarbon production, the time series spanning a predetermined time (30 days; 60 days; 90 days; and less than 180 days).

[0062] Other example embodiments are systems comprising: a plurality of hydrocarbon producing wells; a plurality of measurement devices associated one each with each of the plurality of hydrocarbon producing wells, each measurement device measures at least one parameter associated with hydrocarbon flow; a computer system comprising a processor, a memory coupled to the processor, and a display device. The memory stores a program that, when executed by the processor, causes the processor to: read well data regarding the
at least one parameter associated with hydrocarbon flow for a particular well of
the plurality of hydrocarbon producing wells; display, on the display device, an
interface mechanism that, responsive to interaction by a user, changes at least
one datum of the well data creating an adjusted datum; predict future production
parameters of the particular well, the predicting creates a series of values, and
the predicting based on a data model, well data and the adjusted datum; and
display, on the display device, a visual depiction of the series of values.
[0063]  With respect to predicting, in other example systems, the program may
cause the processor to create the series of values being a time series. With
respect to predicting, in yet still other example systems, the program may cause
the processor to create the series of values, each value having a distinct
confidence interval. With respect to predicting, in still other example systems, the
program may cause the processor to predict using, at least in part, an artificial
neural network.
[0064]  With respect to displaying, in other example systems, the program may
cause the processor to display an indication of historic data regarding the at least
one parameter associated with hydrocarbon flow for the particular well. In yet still
other example systems, the program may further cause the processor to predict
future production parameters of the particular well responsive to a change in the
adjusted datum. The adjusted datum may be at least one selected from the
group consisting of: injection rate of secondary recover fluid at an injection well;
choke setting for the particular well; bottom-hole pressure for the particular well;
well head pressure for the particular well; gas lift pressure for the particular well;
and submersible pump speed for the particular well.
[0065]  In other example systems, the program may further cause the processor
to display an indication of correlation between well data of the particular well and
an injection well.
[0066] Other example embodiments are non-transitory computer-readable
mediums storing programs that, when executed by a processor, causes the
processor to: read well data regarding production parameters for a hydrocarbon
producing well; display, on display device coupled to the processor, an interface
mechanism that, responsive to interaction by a user, changes at least one datum
of the well data thereby creating an adjusted datum; predict production parameters for the hydrocarbon producing well over a predetermine future, the predicting creates a series of values, and the predicting based on a data model, well data, and the adjusted datum; display, on the display device, historic data regarding production parameters of the hydrocarbon producing well; and display, on the display device, a visual depiction of the series of values.

[0067] With respect to predicting, in other example computer-readable mediums, the program may cause the processor to create the series of values being a time series. With respect to predicting, in yet still other computer-readable mediums, the program may cause the processor to create the series of values, each value having a distinct confidence interval. With respect to predicting, in still other example computer-readable mediums, the program may cause the processor to predict using, at least in part, an artificial neural network.

[0068] With respect to displaying, in other example computer-readable mediums, the program may cause the processor to display an indication of historic data regarding the at least one parameter associated with hydrocarbon flow for the particular well. In yet still other example computer-readable mediums, the program may further cause the processor to predict future production parameters of the particular well responsive to a change in the adjusted datum. The adjusted datum may be at least one selected from the group consisting of: injection rate of secondary recover fluid at an injection well; choke setting for the particular well; bottom-hole pressure for the particular well; well head pressure for the particular well; gas lift pressure for the particular well; and submersible pump speed for the particular well.

[0069] In other example computer-readable mediums, the program may further cause the processor to display an indication of correlation between well data of the particular well and an injection well.

[0070] References to "one embodiment", "an embodiment", "a particular embodiment" indicate that a particular element or characteristic is included in at least one embodiment of the invention. Although the phrases "in one embodiment", "an embodiment", and "a particular embodiment" may appear in various places, these do not necessarily refer to the same embodiment.
From the description provided herein, those skilled in the art are readily able to combine software created as described with appropriate general-purpose or special-purpose computer hardware to create a computer system and/or computer sub-components in accordance with the various embodiments, to create a computer system and/or computer sub-components for carrying out the methods of the various embodiments and/or to create a non-transitory computer-readable media (i.e., not a carrier wave) that stores a software program to implement the method aspects of the various embodiments.

The above discussion is meant to be illustrative of the principles and various embodiments of the present invention. Numerous variations and modifications will become apparent to those skilled in the art once the above disclosure is fully appreciated. It is intended that the following claims be interpreted to embrace all such variations and modifications.
What is claimed is:

1. A method comprising:
   reading data regarding hydrocarbon production from a hydrocarbon producing field;
   producing at least one value indicative of future hydrocarbon production based on a data model and the data regarding hydrocarbon production;
   displaying, on a display device of a computer system, an indication of historic data regarding hydrocarbon production; and
   displaying, on the display device, an indication of the at least one value indicative of future hydrocarbon production.

2. The method of claim 1 further comprising displaying an indication of correlation between at least one hydrocarbon well and an injection well.

3. The method of claim 1 wherein producing the at least one value further comprises producing using, at least in part, an artificial neural network.

4. The method of claim 1 wherein producing further comprises producing the at least one value indicative of future hydrocarbon production based on a value indicated by an interface mechanism displayed on the display device.

5. The method of claim 4 wherein producing further comprises changing the at least one value indicative of future hydrocarbon production responsive to a user changing the value indicated by the interface device.

6. The method of claim 1 wherein producing further comprises producing a plurality of values, each value associated with a different confidence interval.
7. The method of claim 1 wherein producing further comprises producing a time series of values indicative of future hydrocarbon production, the time series spanning a predetermined time.

8. The method of claim 7 wherein the predetermined time is at least one selected from the group consisting of: 30 days; 60 days; 90 days; and less than 180 days.

9. A system comprising:
   a plurality of hydrocarbon producing wells;
   a plurality of measurement devices associated one each with each of the plurality of hydrocarbon producing wells, each measurement device measures at least one parameter associated with hydrocarbon flow;
   a computer system comprising a processor, a memory coupled to the processor, and a display device, the memory stores a program that, when executed by the processor, causes the processor to:
      read well data regarding the at least one parameter associated with hydrocarbon flow for a particular well of the plurality of hydrocarbon producing wells;
      display, on the display device, an interface mechanism that, responsive to interaction by a user, changes at least one datum of the well data creating an adjusted datum;
      predict future production parameters of the particular well, the predicting creates a series of values, and the predicting based on a data model, well data and the adjusted datum; and
      display, on the display device, a visual depiction of the series of values.

10. The system of claim 9 wherein when the processor predicts, the program causes the processor to create the series of values being a time series.
11. The system of claim 9 wherein when the processor predicts, the program causes the processor to create the series of values, each value have a distinct confidence interval.

12. The system of claim 9 wherein when the processor displays, the program further causes the processor to display an indication of historic data regarding the at least one parameter associated with hydrocarbon flow for the particular well.

13. The system of claim 9 wherein the program further causes the processor to predict future production parameters of the particular well responsive to a change in the adjusted datum.

14. The system of claim 13 wherein the adjusted datum is at least one selected from the group consisting of: injection rate of secondary recover fluid at an injection well; choke setting for the particular well; bottom-hole pressure for the particular well; well head pressure for the particular well; gas lift pressure for the particular well; and submersible pump speed for the particular well.

15. The system of claim 9 wherein when the processor predicts, the program causes the processor to predict using, at least in part, an artificial neural network.

16. The system of claim 9 wherein the program further causes the processor to display an indication of correlation between well data of the particular well and an injection well.

17. A non-transitory computer-readable medium storing a program that, when executed by a processor, causes the processor to:

   read well data regarding production parameters for a hydrocarbon producing well;

   display, on display device coupled to the processor, an interface mechanism that, responsive to interaction by a user, changes at
least one datum of the well data thereby creating an adjusted datum;
predict production parameters for the hydrocarbon producing well over a
predetermine future, the predicting creates a series of values, and
the predicting based on a data model, well data, and the adjusted
datum;
display, on the display device, historic data regarding production
parameters of the hydrocarbon producing well; and
display, on the display device, a visual depiction of the series of values.

18. The system of claim 17 wherein when the processor predicts, the program
causes the processor to create the series of values with each series of values
having a distinct confidence interval.

19. The system of claim 17 wherein the program further causes the processor
to predict production parameters responsive to a change in the adjusted
datum.

20. The system of claim 19 wherein the adjusted datum is at least one
selected from the group consisting of: injection rate of secondary recover fluid at
an injection well; choke setting for the particular well; bottom-hole pressure for the
particular well; well head pressure for the particular well; gas lift pressure for the
particular well; and submersible pump speed for the particular well.

21. The system of claim 17 wherein when the processor predicts, the program
causes the processor to predict using, at least in part, an artificial neural network.

22. The system of claim 17 wherein the program further causes the processor
to display an indication of correlation between well data of the particular well and
an injection well.
START

702

READING DATA REGARDING HYDROCARBON PRODUCTION FROM A HYDROCARBON PRODUCING FIELD

704

PRODUCING AT LEAST ONE VALUE INDICATIVE OF FUTURE HYDROCARBON PRODUCTION BASED ON A DATA MODEL AND THE DATA REGARDING HYDROCARBON PRODUCTION

706

DISPLAYING, ON A DISPLAY DEVICE OF A COMPUTER SYSTEM, AN INDICATION OF HISTORIC DATA REGARDING HYDROCARBON PRODUCTION

708

DISPLAYING, ON THE DISPLAY DEVICE, AN INDICATION OF THE AT LEAST ONE VALUE INDICATIVE OF FUTURE HYDROCARBON PRODUCTION

710

DISPLAYING AN INDICATION OF CORRELATION BETWEEN AT LEAST ONE HYDROCARBON WELL AND AN INJECTION WELL

END

FIG. 7
INTERNATIONAL SEARCH REPORT

International application No.
PCT/US2013/031022

A. CLASSIFICATION OF SUBJECT MATTER

G01V 9/00(2006.01)1 E21B 47/00(2006.01)i, G06F 19/00(2011.01)i

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)
G01V 9/00; E21B 43/12; G06F 17/10; G06G 7/48; E21B 47/00; G06F 19/00; G01N 15/08; G01V 1/28

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched
Korean utility models and applications for utility models
Japanese utility models and applications for utility models

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)
eKOMPASS(KIPO internal) & Keywords: hydrocarbon, future, predict, model, display, memory, processor, and well

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>US 2010-0206559 AI (QUEIRE, JR. et al.) 19 August 2010 See claims 1,12, paragraph [0078], and figures 1,4.</td>
<td>1-22</td>
</tr>
<tr>
<td>A</td>
<td>US 2011-0290478 AI (SUN et al.) 01 December 2011 See claim 1 and figure 5.</td>
<td>1-22</td>
</tr>
<tr>
<td>A</td>
<td># US 2011-073861 A2 (SCHLUMBERGER CANADA LIMITED et al.) 23 June 2011 See abstract and figure 1.</td>
<td>1-22</td>
</tr>
<tr>
<td>A</td>
<td>US 2010-0160019 AI (ZHAN et al.) 01 July 2010 See abstract, claim 13, and figures 3,21.</td>
<td>1-22</td>
</tr>
<tr>
<td>A</td>
<td>US 2011-0295508 AI (LEE et al.) 01 December 2011 See abstract, claims 53,57, and figure 1.</td>
<td>1-22</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C.

"X" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
"Y" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
"Z" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art
"&" document member of the same patent family

Date of actual completion of the international search
25 June 2013 (25.06.2013)

Name and mailing address of the ISA/KR
Korean Intellectual Property Office
189 Cheongsa-ro, Seo-gu, Daejeon Metropolitan City,
302-701 Republic of Korea
Facsimile No. 82-42-472-7140

Authorized officer
PARK, Jin Ho
TelephoneNumber. 0424818398

Date of mailing of the international search report
25 June 2013 (25.06.2013)
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>CA 2703072 Al</td>
<td>18.06.2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2223157 Al</td>
<td>01.09.2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2009-075946 Al</td>
<td>18.06.2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2754736 Al</td>
<td>28.10.2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2010-123596 Al</td>
<td>28.10.2010</td>
</tr>
<tr>
<td>WO 2011-073861 A2</td>
<td>23.06.2011</td>
<td>CA 2784103 Al</td>
<td>23.06.2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 102656480 A</td>
<td>05.09.2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CO 6561797 A2</td>
<td>15.11.2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>MX 2012006802 A</td>
<td>10.07.2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>PL 400383 Al</td>
<td>21.01.2013</td>
</tr>
<tr>
<td>US 2010-0169019 Al</td>
<td>01.07.2010</td>
<td>WO 2010-074905 Al</td>
<td>01.07.2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 101421640 A</td>
<td>29.04.2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 101421640 B</td>
<td>17.04.2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EA 014144 B1</td>
<td>29.10.2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EA 200870245 Al</td>
<td>27.02.2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1984759 A2</td>
<td>29.10.2008</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2007-183260 Al</td>
<td>09.08.2007</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2009-125240 Al</td>
<td>14.05.2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 7486589 B2</td>
<td>03.02.2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 7869954 B2</td>
<td>11.01.2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2007-092596 A2</td>
<td>16.08.2007</td>
</tr>
</tbody>
</table>