(54) Title: A RAILWAY VEHICLE AND A CLAMPING ARRANGEMENT FOR THE FIXATION OF A TOWING ARRANGEMENT IN SUCH VEHICLES

(57) Abstract: In one aspect, this invention relates to a clamping arrangement (3) for the fixation of a towing arrangement (2), equipped with a mounting flange (14), in a mounting pocket (6) included in a vehicle underframe (1) and being of the type that includes front and rear pairs of stop lugs (11, 12). The clamping arrangement comprises a form-stiff insert (4) as well as a clamping device (5), which is applicable between the insert (4) and the mounting flange (14) of the towing arrangement (2) in order to press apart these and thereby clamp the mounting flange (14) against the front pair of lugs (11). In another aspect, the invention relates to a railway vehicle, e.g. a railroad car, provided with a towing arrangement.

Published:
— with international search report

For two-letter codes and other abbreviations, refer to the "Guide Notes on Codes and Abbreviations" appearing at the beginning of each regular issue of the PCT Gazette.
A RAILWAY VEHICLE AND A CLAMPING ARRANGEMENT FOR THE FIXATION OF A TOWING ARRANGEMENT IN SUCH VEHICLES

Technical Field of the Invention

In a first aspect, this invention relates to a railway vehicle of the type that comprises an underframe, in which a mounting pocket is included for the attachment of a towing arrangement having a mounting flange, two pairs of axially spaced-apart shoulders being arranged in the mounting pocket, between which shoulders the mounting flange is located together with a clamping arrangement with the purpose of fixing the mounting flange together with the towing arrangement in relation to the underframe.

In a second aspect, the invention also relates to a clamping arrangement for the mounting and fixation of towing arrangements in such vehicles.

Description of the Prior Art

Although arrangements of the type that has been mentioned above in practice have the purpose of transferring, between different vehicles or vehicle units, such as cars and/or locomotives, in a train unit, not only tractive forces, but also thrust forces, the same are commonly denominated "towing arrangements" by those skilled in the art. Characteristic of such towing arrangements is that the same include a registration arm (usually in the shape of a tube), which at a rear end in one way or the other is fixed in one of the ends of a frame work or underframe included in the vehicle in question, and which at a front end is connected to one or more additional details so as to form a coupler. For instance, the front end of the registration arm may be directly connected to a coupler head and together with the same form an automatic coupler, which can be coupled together with an analogous coupler on another vehicle. However, it is also feasible to connect the registration arm, via a muff coupling or the like, with a collision protection, which in turn is connected to a coupler head. In the towing arrangement, means is usually also included in order to absorb shocks of moderate character,
i.e., such shock motions that every day arise and are transferred between connected vehicles, during travel, as well as in connection with the proper coupling operation.

In many cases, the vehicle underframes are formed with standardized mounting pockets, of the type that initially has been mentioned. Such a pocket is in the form of a downwardly open hollow space, which is delimited by two parallel and laterally spaced-apart, vertical walls, which are provided with two pairs of axially spaced-apart shoulders or lugs. Previously, the towing arrangements have been fastened into the standard mounting pockets by means of a clamping arrangement in the form of a spring pile, which initially has been compressed by being prestressed in order to be containable between said pairs of lugs, after which the spring pile has been allowed to expand during clamping between the two pairs of lugs. More precisely, said spring pile consists of, on one hand, a front set of hard rubber bodies, which are mounted between a front supporting plate and a mounting flange or fastening part located at the rear end of the towing arrangement, and on the other hand a rear set of rubber bodies, which are located between the mounting flange and a rear supporting plate in the pile. Between said supporting plates, a central rod having a jamb nut extends, by means of which the supporting plates can be approached towards each other during compression of the rubber bodies. When the spring pile has been applied in the mounting pocket, the nut is released, the rubber bodies expanding and clamping the supporting plates by great force against the front and rear pairs of lugs in the mounting pocket.

An aggravating disadvantage in practice of the above-mentioned construction solution is that the registration arm of the towing arrangement, and thereby the coupler in its entirety, becomes unelastically connected to the vehicle underframe, something which results in that substantially all the motions that a coupler is subjected to during travel compulsorily will be taken up in the coupler heads in two connected couplers. By in this way taking up all varying tractive, thrust, rotary, swivelling and tilt-
ing motions in the interface between two connected coupler heads, leads, among other things, to damage on the couplers and premature wear of the same.

5

Objects and Features of the Invention

The present invention aims at obviating the above-mentioned disadvantages of coupler-equipped railway vehicles of the type that includes standardized mounting pockets of the type initially mentioned, and at providing an improved vehicle, more precisely by improving the vehicle's attachment of occurring towing arrangements. Thus, a primary object of the invention is to provide a railway vehicle having a towing arrangement, which is, on one hand, steadily and reliably fixed in the underframe of the vehicle, but on the other hand constructed in such a way that the registration arm thereof is flexibly movable. Another object of the invention is to provide a vehicle, the individual towing arrangement of which can be mounted and dismounted in a simple way in the mounting pocket of the underframe. Yet an object of the invention is to provide a vehicle, the individual towing arrangement of which, without complications, can be made with an integrated collision protection.

According to the invention, at least the primary object is attained by the features that are defined in the characterizing clause of claim 1. Preferred embodiments of the vehicle according to the invention are further defined in the dependent claims 2-9.

In a second aspect, the invention also relates to a clamping arrangement for the fixation of towing arrangements in standard mounting pockets of the type initially mentioned. The features of this clamping arrangement are seen in the independent claim 10. Preferred embodiments of the clamping arrangement according to the invention are further defined in the dependent claims 11-20.
Brief Description of the Appended Drawings

In the drawings:

Fig. 1 is a perspective exploded view of a vehicle underframe having a standard mounting pocket, as well as a separately shown towing arrangement and a clamping arrangement for the mounting of the towing arrangement in the mounting pocket of the underframe,

Fig. 2 is an enlarged, partial perspective view showing the towing arrangement mounted in the mounting pocket by means of the clamping arrangement,

Fig. 3 is a perspective view of an insert included in the clamping arrangement,

Fig. 4 is a perspective view of a clamping device co-operating with the insert, which clamping device together with the insert forms said clamping arrangement,

Fig. 5 is a side view of the towing arrangement together with the clamping arrangement,

Fig. 6 is a planar view regarded from above in fig. 6, and

Fig. 7 is a longitudinal section showing the inside of the towing arrangement.

Detailed Description of a Preferred Embodiment of the Invention

In fig. 1, numeral 1 generally designates a partially shown vehicle underframe, while numeral 2 designates a towing arrangement for the mounting in the underframe. At the bottom in fig. 1, a clamping arrangement in its entirety designated 3 is shown, which includes two separate parts, namely an insert 4 and a clamping device 5.

In the underframe 1, a standardized mounting pocket 6 is included, which is delimited by two vertical walls 7, and which opens in a front opening 8. This opening, which is surrounded by a mounting 9, is located at one of the two ends of a vehicle, e.g. of a railroad car, such as this is defined by a front wall 10 of the underframe 1. On the insides of the walls 7, four lugs or shoulders are formed, namely a front pair of lugs 11 and a rear pair of lugs 12. At the top, the pocket or hollow space 6 is delimited by a
sheet-metal plate 13 included in the underframe, and opens in the downward direction. On both sides of the pocket, there are base frame pieces 13'. Generally, the pocket is of an elongate shape and extends in the length extension of the vehicle.

The towing arrangement 2, which will be described more in detail below, reference being made to fig. 7, includes an external mounting flange 14. In the forward direction, from said mounting flange, a pipe-sleeve coupling 15 extends, which at the front thereof end is connected to a registration arm 16. By means of a muff coupling 17, said registration arm can be built together with one or more other components (not shown) for the formation of a coupler, which in front has a coupler head by means of which the coupler can be coupled together mechanically with a corresponding coupler on another vehicle.

Reference is now made to figs. 3 and 4, which illustrate the insert 4 and the clamping device 5 that together form the clamping arrangement 3 characteristic for the invention.

The insert 4 (see fig. 3) includes two laterally spaced-apart, form-stiff spacing elements 18, which are inter-connected via a lower stand 19. This stand 19 is composed of a base frame 20 as well as two pairs of uprights 21, which carry the spacing elements on a level above the base frame 20. Between the two spacing elements 18 and the uprights 21 thereof, stiffening members 22 extend with the purpose of counteracting deformation of the spacing elements. In practice, the insert may be made from welded sheet-metal plate, the spacing elements 18 consisting of flat, robust sheet-metal plate pieces having elongate, rectangular basic shape. The material in the insert may advantageously consist of steel. In the base frame 20, on the outside of the spacing elements 18, holes 23 of an elongate shape are recessed.

The clamping device 5 shown in fig. 4 has general similarities to the insert 4, so far that the same includes a bottom piece 25 formed with elongate holes 24, on which bottom piece two uprights 26 are attached, between which a
stiffening member 27 extends. The bottom piece 25, the stiffening member 27 and the uprights 26 together form a form-stiff frame 19'. At the top, each individual upright 26 includes a wedge member in its entirety designated 29. In the shown, preferred embodiment, the individual wedge member 29 includes two wedge surfaces, namely a front wedge surface 30 and a rear wedge surface 31, both of which are inclined in relation to the vertical extension of the upright, so that they converge in the direction upward. In connection with each rear wedge surface 31, there is a short, rearwardly projecting flange 32. It should be noted that these flanges 32 are located inside the wedge surfaces 31.

Reference is now made to fig. 7, which illustrates the nature of the towing arrangement 2. In front, the pipe-sleeve coupling 15 ends in an end wall or end plate 33, in which there is a through hole, through which a rod 34 extends, which at the rear end thereof carries a disc 35 and a retaining element 36, e.g., in the form of a nut, which is tightened on a female thread (not visible) on the rear end of the rod 34. Behind the end wall 33, a first, shock-absorbing spring member 37 is arranged. In front of the end wall, there are two such spring members 37, which are spaced apart by a washer 38. All said spring members 37 may advantageously consist of cushions or bodies of an elastically deformable material, e.g., rubber, but they could also consist of mechanical compression springs, e.g., cup springs or screw springs. The hole recessed in the end wall 33 has a larger cross section area than the rod 34, in the ring-shaped space between the rod and the hole edge surface two spring bodies 39 of an elastically deformable material being inserted, such as rubber. The contour shape of these bodies, as well as the cross section shape of the hole, may advantageously be square or in another way out of round, so that the bodies cannot be angularly displaced in the hole. In an analogous way, the rod 34 has an out of round cross section shape corresponding to a likewise out of round cross section shape of the central hole in the bodies 39, which the rod runs through. In such a way, the
bodies 39 form a torsion suspension that, on one hand, guarantees a certain latitude for the rod 34 and the appurtenant registration arm 16 to be angularly displaced, but that on the other hand always brings back the rod and the registration arm to a desired starting or normal position. Furthermore, the spring members 37 guarantee a range of movement for the registration arm in the axial direction, irrespective of the towing arrangement being applied tractive forces or thrust forces.

The rear end portion 40 of the pipe-sleeve coupling 15 is thickened and connected to a cone 41 in the form of a ring having an external conical surface. This cone 41 is inserted into a deformation tube designated 42, which is stiffly united to the mounting flange 14 via a weld 43. The pipe-sleeve coupling 15 and the cone 41 thereof are kept in place in the deformation tube by means of an externally threaded clamp ring 44, which is pressed against a ring-shaped shoulder surface 45 on the thickened portion 40 of the pipe-sleeve coupling. The external thread of the clamp ring is in engagement with a female thread on the inside of the mounting flange 14. By virtue of the clamp ring 44, movement of the pipe-sleeve coupling in the forward direction out of the deformation tube is made impossible. In normal circumstances, neither it is possible for the pipe-sleeve coupling 15 to move rearward inside the deformation tube 42 because the clamp ring 44 holds the cone 41 pressed or prestressed against a conical waist 46, which separates a front, wide section of the tube 42 from a rear, thinner section. Only in connection with a possible collision accident, when the coupler is subjected to considerable axial thrust forces, the pipe-sleeve coupling 15 is set in movement in the backward direction under deformation of the tube 42.

Reference is now made to fig. 2, which illustrates the towing arrangement 2 and the co-operating clamping arrangement mounted in the mounting pocket 6 of the vehicle underframe. Mounting of the insert 4 of the clamping arrangement is carried out by means of screws 47 applied in the holes 23. In an analogous way, the clamping device 5 is
mounted by means of screws 48 in the holes 24. Said screws 48 co-operate with spring washers or spring elements 49, which have the purpose of always applying an upwardly directed spring force to the wedge members 29. Upon mounting, the insert 4 is inserted from below into the downwardly open pocket 6 and is fastened to the underframe by the fact that the screws 47 are tightened provisionally in holes 50 (see fig. 1) in the bottom pieces 13' of the underframe. In the next step, the towing arrangement 2 is brought up in the pocket, where it is kept in place provisionally by means of means, not shown. Finally, also the clamping device 5 is brought up, more precisely with the wedge members 29 being located in the space between the mounting flange 14 and the front ends of the spacing elements or plates 18. As is clearly seen in fig. 5, the mounting flange 14 is (along the two opposite side edges thereof) formed with wedge surfaces 51 having the same wedge angle as a front surface 30 of the wedge members 29. Furthermore, the front end surface 51' of each spacing element 18 is inclined while forming a wedge surface having the same wedge angle as a rear surface 31 of the individual wedge member 29. In this connection, it should be pointed out that the mutually facing shoulder surfaces 52 of the lugs 11, 12 are vertical, and therefore the front surface 53 of the mounting flange 14 extends in a plane perpendicular to the geometrical longitudinal axis of the towing arrangement. In an analogous way, the rear end surface 55 of the individual spacing element 18 extends perpendicularly to the longitudinal axis of the spacing element.

When the wedge members 29 initially have been brought up in the space between the wedge surfaces 51, 51', the clamping device 5 is fastened provisionally by means of the screws 48. Next, the mounting process is concluded by the same screws being tightened by a certain minimum torque, the wedge members by great force, via wedge action, pressing, on one hand, the mounting flange 14 in the forward direction against the shoulder surfaces 52 of the lugs 11, at the same time as the spacing elements 18 are pressed with the end surfaces 55 thereof against the shoulder sur-
faces 52 of the rear lugs 12. During this operation, not only the clamping device 5, but also the insert 4 can move axially in either direction thanks to the elongate shape of the holes 23, 24 for the screws 47, 48. When the mounting flange 14 has been fixed distinctly in the end position thereof, also the screws 47 are finally tightened.

In the mounted state, the deformation tube 42, as well as the pipe-sleeve coupling 15 connected with the same, is hold distinctly and reliably in the given position thereof in relation to the vehicle underframe because the mounting flange 14 is kept clamped in the described way. However, thanks to the spring members 37 and the spring bodies 39, respectively, the forwardly projecting registration arm 16 is flexibly movable in relation to the pipe-sleeve coupling 15. Thus, the rod 34 united to the registration arm 16 can move axially rearward as well as forward against the action of the spring members 37. Simultaneously, the rod cannot only be angularly displaced in relation to the geometrical centre axis C of the towing arrangement, but also turn upward as well as downward in relation to the same.

Hence, a substantial advantage of the invention is that the registration arm (and other components that together with the same form a coupler) of the towing arrangement is flexibly movable at the same time as the towing arrangement in its entirety is fixed in the vehicle underframe in a stable and reliable way. Furthermore, the deformation tube 42 serves as collision protection, which to a large extent alleviates the effects of any serious collision accident.

In conclusion, it should be pointed out that the bottom piece 25 of the clamping device 5 includes holes 56 (see fig. 2) for screw devices (not shown) by means of which the clamping device in its entirety can be pulled down by great force in connection with a possible dismounting of the towing arrangement out of the mounting pocket.
Feasible Modifications of the Invention

The invention is not limited only to the embodiment described above and shown in the drawings. Thus, the design of the distance-keeping insert, as well as the clamping device co-operating with the same, may be varied in a plurality of ways within the scope of the subsequent claims. For instance, the clamping device may include other clamping or pressing means than just wedges. Thus, instead of wedges, for instance, eccentric or screw mechanisms may serve the purpose of separating the mounting flange and the spacing elements, so as to clamp the mounting flange. It is also possible to construct the lower frames in the insert as well as the clamping device in another way than the one shown in detail in the drawings.
Claims

1. Railway vehicle comprising an underframe (1), in which a mounting pocket (6) is included for the attachment of a towing arrangement (2) having a mounting flange (14), two pairs of axially spaced-apart shoulders (11, 12) being arranged in the mounting pocket (6), between which shoulders the mounting flange (14) is located together with a clamping arrangement (3) with the purpose of clamping the mounting flange against a first pair of shoulders (11), and thereby fixing the towing arrangement in relation to the underframe, characterized in that the clamping arrangement (3) comprises a form-stiff insert (4) as well as a clamping device (5), acting between the same and the mounting flange (14), which device aims to retreat the mounting flange (14) and the insert (4) from each other, and thereby guarantee clamping of the mounting flange (14) against said first pair of shoulders (11), at the same time as the insert is clamped against the second pair of shoulders (12).

2. Vehicle according to claim 1, characterized in that the insert (4) includes two laterally spaced-apart, form-stiff spacing elements (18), which are inter-connected via a lower stand (19), which is fastened against the bottom side of the underframe (1).

3. Vehicle according to claim 2, characterized in that the stand (19) of the insert (4) is composed of, on one hand, a base frame (20) having means (23) for the fastening of the same against the underframe (1), and on the other hand two pairs of uprights (21), which carry the spacing elements (18) on a level above the base frame (20).

4. Vehicle according to claim 3, characterized in that the fastening means consist of elongate holes (23), and screws (47) applied in the same, which screws are tightened in threaded holes (50) in the underframe (1).
5. Vehicle according to any one of the preceding claims, characterized in that the clamping device (5) includes two laterally spaced-apart wedge members (29), which are inter-connected via a lower frame (19') and wedged-in between the insert (4) and the mounting flange (14).

6. Vehicle according to claim 5, characterized in that the frame (19') of the clamping device (5) is composed of, on one hand, a bottom piece (25) having elongate holes (24) for screws (48), and on the other hand two uprights (26), on which the wedge members (29) are carried.

7. Vehicle according to claim 5 or 6, characterized in that the individual wedge member (29) has two opposite wedge surfaces (30, 31), which converge in the direction upward, and are pressed against inclined contact surfaces (51, 51') of the mounting flange (14) and the insert (4), respectively.

8. Vehicle according to any one of the preceding claims, characterized in that the towing arrangement (2) comprises a registration arm (16), which at the rear includes an axial rod (34), which projects through a through hole in a plate (33), which on both sides is surrounded by shock-absorbing spring members (37), which always aim to hold the rod in an starting position in relation to the plate, and against the action of which the rod together with the registration arm are movable.

9. Vehicle according to claim 8, characterized in that the plate (33) is included in a mandrel (15, 40) that is equipped with a cone (41) and inserted into a deformation tube (42) serving as collision protection, more precisely into a wide, front tube section, which via a waist (46) transforms into a thinner, rear tube section, which is deformable by the penetration of the mandrel.
10. Clamping arrangement for the fixation of a towing arrangement (2), equipped with a mounting flange (14), in a mounting pocket (6) included in a vehicle underframe (1) and having two pairs of axially spaced-apart shoulders (11, 12), characterized in that the same comprises a form-stiff insert (4) as well as a clamping device (5), which is applicable between the insert (4) and the mounting flange (14) of the towing arrangement in order to press apart these and thereby clamp the mounting flange against a first pair of shoulders (11).

11. Clamping arrangement according to claim 10, characterized in that the insert (4) includes two laterally spaced-apart, form-stiff spacing elements (18), which are inter-connected via a lower stand (19).

12. Clamping arrangement according to claim 11, characterized in that the stand (19) of the insert (4) is composed of, on one hand, a base frame (20) having means (23) for the fastening of the same against a vehicle underframe, and on the other hand two pairs of uprights (21), which carry the spacing elements (18) on a level above the base frame (20).

13. Clamping arrangement according to claim 12, characterized in that the fastening means consist of holes (23) intended for the receipt of screws, which holes have an elongate shape in order to enable displacement in relation to provisionally tightened screws.

14. Clamping arrangement according to claim 12 or 13, characterized in that, between the two spacing elements (18) together with the uprights (21) thereof, stiffening members (22) extend with the purpose of counter-acting deformation of the spacing elements.

15. Clamping arrangement according to any one of claims 11-14, characterized in that the individual spac-
ing element consists of a flat and long narrow metal body (18).

16. Clamping arrangement according to any one of claims 10-15, characterized in that the clamping device (5) includes two laterally spaced-apart wedge members (29), which are inter-connected via a lower frame (19') having means (24) in order to enable wedging-in of the wedge members between an insert and a mounting flange.

17. Clamping arrangement according to claim 16, characterized in that the frame (19') of the clamping device is composed of, on one hand, a bottom piece (25) having said wedging-in means (24), and on the other hand two uprights (26), on which the wedge members (29) are carried.

18. Clamping arrangement according to claim 17, characterized in that, between the two wedge members (29) together with the uprights (26) thereof, a stiffening member (27) extends with the purpose of counteracting deformation of the wedge members and the uprights, respectively.

19. Clamping arrangement according to claim 17 or 18, characterized in that said wedging-in means consist of holes (24) for the receipt of screws, the holes having an elongate shape in order to enable axial movement of the clamping device in relation to a mounting pocket.

20. Clamping arrangement according to claims 16-19, characterized in that the individual wedge member has two opposite wedge surfaces (30, 31), which converge in the direction upward.
Fig 2
**INTERNATIONAL SEARCH REPORT**

**A. CLASSIFICATION OF SUBJECT MATTER**

IPC7: B61G 7/10

According to International Patent Classification (IPC) or to both national classification and IPC

**B. FIELDS SEARCHED**

Minimum documentation searched (classification system followed by classification symbols)

IPC7: B61G

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

SE,DK,FI,NO classes as above

Electronic database consulted during the international search (name of data base and, where practicable, search terms used)

**EPO-INTERNAL, WPI DATA, PAJ**

**C. DOCUMENTS CONSIDERED TO BE RELEVANT**

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>US 5360125 A (DAWSON ET AL), 1 November 1994 (01.11.1994)</td>
<td>1-20</td>
</tr>
<tr>
<td>A</td>
<td>US 3994402 A (YOUNG), 30 November 1976 (30.11.1976)</td>
<td>1-20</td>
</tr>
</tbody>
</table>

☐ Further documents are listed in the continuation of Box C.  X See patent family annex.

<table>
<thead>
<tr>
<th>Special categories of cited documents:</th>
<th>Special categories of cited documents:</th>
</tr>
</thead>
<tbody>
<tr>
<td>&quot;A&quot; document defining the general state of the art which is not considered to be of particular relevance</td>
<td>&quot;T&quot; later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention</td>
</tr>
<tr>
<td>&quot;E&quot; earlier application or patent published on or after the international filing date</td>
<td>&quot;X&quot; document of particular relevance: the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone</td>
</tr>
<tr>
<td>&quot;L&quot; document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)</td>
<td>&quot;Y&quot; document of particular relevance: the claimed invention cannot be considered to involve an inventive step when the document is taken alone</td>
</tr>
<tr>
<td>&quot;O&quot; document referring to an oral disclosure, use, exhibition or other means</td>
<td>&quot;&amp;&quot; document member of the same patent family</td>
</tr>
<tr>
<td>&quot;P&quot; document published prior to the international filing date but later than the priority date claimed</td>
<td></td>
</tr>
</tbody>
</table>

Date of the actual completion of the international search: 16 June 2005

Date of mailing of the international search report: 27-06-2005

Name and mailing address of the ISA/Swedish Patent Office:
Box 5055, S-102 42 STOCKHOLM

Authorized officer: Christer Jönsson/EK

Facsimile No. +46 8 666 02 86

Telephone No. +46 8 782 25 00

Form PCT/ISA/310 (second sheet) (January 2004)
<table>
<thead>
<tr>
<th>Country</th>
<th>Application Number</th>
<th>Priority Date</th>
<th>Search Report Number</th>
<th>Search Date</th>
</tr>
</thead>
<tbody>
<tr>
<td>US</td>
<td>3994402 A</td>
<td>30/11/1976</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>US</td>
<td>3913747 A</td>
<td>21/10/1975</td>
<td>NONE</td>
<td></td>
</tr>
</tbody>
</table>