A telephone answering device (TAD) (25) which includes a means of intelligently organizing voice messages, associated entered codes such as personal IDs and home telephone numbers, and information stored in the memory of the TAD. These codes or numbers are decoded by means of the caller entering DTMF signals into the telephone which are recognized, recorded and processed by the TAD. When processed with codes and personal information previously entered into the device's memory, the TAD displays (32) the identity of the callers for each message, thus providing a menu of choices, i.e., a list of callers. This enables the user to access messages in a selective manner based on the identity of the caller. The need to listen to the actual voice messages to determine the caller's identity and the need to listen to the messages sequentially or chronologically is obviated, saving both time and effort.
<table>
<thead>
<tr>
<th>Code</th>
<th>Country</th>
</tr>
</thead>
<tbody>
<tr>
<td>AT</td>
<td>Austria</td>
</tr>
<tr>
<td>AU</td>
<td>Australia</td>
</tr>
<tr>
<td>BB</td>
<td>Barbados</td>
</tr>
<tr>
<td>BE</td>
<td>Belgium</td>
</tr>
<tr>
<td>BF</td>
<td>Burkina Faso</td>
</tr>
<tr>
<td>BG</td>
<td>Bulgaria</td>
</tr>
<tr>
<td>BJ</td>
<td>Benin</td>
</tr>
<tr>
<td>BR</td>
<td>Brazil</td>
</tr>
<tr>
<td>CA</td>
<td>Canada</td>
</tr>
<tr>
<td>CF</td>
<td>Central African Republic</td>
</tr>
<tr>
<td>CG</td>
<td>Congo</td>
</tr>
<tr>
<td>CH</td>
<td>Switzerland</td>
</tr>
<tr>
<td>CI</td>
<td>Côte d'Ivoire</td>
</tr>
<tr>
<td>CM</td>
<td>Cameroon</td>
</tr>
<tr>
<td>CS</td>
<td>Czechoslovakia</td>
</tr>
<tr>
<td>CZ</td>
<td>Czech Republic</td>
</tr>
<tr>
<td>DE</td>
<td>Germany</td>
</tr>
<tr>
<td>DK</td>
<td>Denmark</td>
</tr>
<tr>
<td>ES</td>
<td>Spain</td>
</tr>
<tr>
<td>FI</td>
<td>Finland</td>
</tr>
<tr>
<td>FR</td>
<td>France</td>
</tr>
<tr>
<td>GA</td>
<td>Gabon</td>
</tr>
<tr>
<td>GB</td>
<td>United Kingdom</td>
</tr>
<tr>
<td>GN</td>
<td>Guinea</td>
</tr>
<tr>
<td>GR</td>
<td>Greece</td>
</tr>
<tr>
<td>HU</td>
<td>Hungary</td>
</tr>
<tr>
<td>IE</td>
<td>Ireland</td>
</tr>
<tr>
<td>IT</td>
<td>Italy</td>
</tr>
<tr>
<td>JP</td>
<td>Japan</td>
</tr>
<tr>
<td>KP</td>
<td>Democratic People's Republic of Korea</td>
</tr>
<tr>
<td>KR</td>
<td>Republic of Korea</td>
</tr>
<tr>
<td>KZ</td>
<td>Kazakhstan</td>
</tr>
<tr>
<td>LI</td>
<td>Liechtenstein</td>
</tr>
<tr>
<td>LK</td>
<td>Sri Lanka</td>
</tr>
<tr>
<td>LU</td>
<td>Luxembourg</td>
</tr>
<tr>
<td>MC</td>
<td>Monaco</td>
</tr>
<tr>
<td>MG</td>
<td>Madagascar</td>
</tr>
<tr>
<td>ML</td>
<td>Mali</td>
</tr>
<tr>
<td>MN</td>
<td>Mongolia</td>
</tr>
<tr>
<td>MR</td>
<td>Mauritania</td>
</tr>
<tr>
<td>MW</td>
<td>Malawi</td>
</tr>
<tr>
<td>NL</td>
<td>Netherlands</td>
</tr>
<tr>
<td>NO</td>
<td>Norway</td>
</tr>
<tr>
<td>NZ</td>
<td>New Zealand</td>
</tr>
<tr>
<td>PL</td>
<td>Poland</td>
</tr>
<tr>
<td>PT</td>
<td>Portugal</td>
</tr>
<tr>
<td>RO</td>
<td>Romania</td>
</tr>
<tr>
<td>RU</td>
<td>Russian Federation</td>
</tr>
<tr>
<td>SD</td>
<td>Sudan</td>
</tr>
<tr>
<td>SE</td>
<td>Sweden</td>
</tr>
<tr>
<td>SK</td>
<td>Slovak Republic</td>
</tr>
<tr>
<td>SN</td>
<td>Senegal</td>
</tr>
<tr>
<td>SU</td>
<td>Soviet Union</td>
</tr>
<tr>
<td>TD</td>
<td>Chad</td>
</tr>
<tr>
<td>TG</td>
<td>Togo</td>
</tr>
<tr>
<td>UA</td>
<td>Ukraine</td>
</tr>
<tr>
<td>US</td>
<td>United States of America</td>
</tr>
<tr>
<td>VN</td>
<td>Viet Nam</td>
</tr>
</tbody>
</table>
TELEPHONE ANSWERING DEVICE LINKING DISPLAYED DATA WITH RECORDED AUDIO MESSAGE

This application is a continuation-in-part of co-pending U.S. patent application Serial No. 860,699, filed March 31, 1992.

Field of the Invention

The present invention relates to a device for recording and recalling messages received through telecommunication. More specifically, the invention relates to a telephone answering device that displays information about messages recorded within the device and provides selective access to those messages based on the displayed information.

Background of the Invention

Most everyone is well acquainted with the standard telephone answering machine. Such a machine is hooked up to a telephone and by means of a tape recorder device and magnetic tape, it records oral messages from the caller. While such a machine has the advantage of allowing the user to receive messages when he is not present and cannot answer the phone, it has several disadvantages:

(1) The owner of the machine must play back many minutes of taped voice messages just to know who has called. (2) The owner can not intelligently search for a specific caller's recorded message. (3) To retain a list for later callback after
listening to messages, the owner must either keep tape unerased, or must copy down the list with a pen and paper. (4) The caller must speak his name, phone number, etc. into his phone which is then transmitted through the phone system and recorded on the answering machine on the other end of the line. Since many callers feel uncomfortable talking to machines, some callers don’t leave messages and merely hang up the phone. (5) An additional inconvenience occurs when the user wishes to retrieve stored messages by phone. He must on occasion hang on the phone for many minutes for all recorded voice messages to be played in their entirety and must copy with pen and paper in order to have a hard copy. This is not only inconvenient, but may be quite costly, particularly if the call to retrieve messages is a long distance call and the user is interested in a particular message that is preceded by a number of lengthy, less interesting, voice messages.

A partial solution to many of these disadvantages was offered by the "Telephone Electronic Answering Device" (TEAD) by the present inventors, disclosed in U.S. Patent No. 4,304,968, which is incorporated herein by reference. The TEAD is capable of receiving and storing messages such as the callers’ names and telephone numbers and times of receipt of such messages by converting dual tone-touch tone frequencies (DTMF) or rotary dial pulses, generated by the caller dialing his own phone number, into proper digital data representing the caller’s phone number and indicating the caller’s name if pre-stored in memory by the user. The entire pre-stored message could then be retrieved and displayed on command on a display provided on the TEAD or printed out to provide a permanent record.

The message stored by the TEAD, however, is limited. It only includes information pre-stored in its internal memory that is associated with a caller’s phone number, or, in some instances, only the caller’s number and the time of day. It is known that in many environments, caller’s wish to leave more information in their messages, such as the urgency of the call.
In many cases, a return call is not necessary if a simple descriptive message is left. With the TEAD, the user would have to call back the caller to get any such message in person, wasting time, effort and telephone line charges. The TEAD does provide some mechanism for leaving slightly more information by selecting from a limited menu of messages, such as "Urgent," but playing that menu for the caller takes time and the menu choices will only cover a very few limited choices of the messages that callers actually want to leave.

To retrieve messages over the phone, a similar TEAD can be used from a remote telephone. The user can call his own "base" TEAD and cause it to output the DTMF tones for all the received calls in rapid succession over the phone line. These are received acoustically by the remote TEAD and converted, as with the base TEAD, and displayed. Of course, the displayed messages have only the same limited information as the base unit's display.

Also currently available are voice mail systems, which organize voice messages according to the called party. Each stored message is associated with one or more persons that are service members of the voice mail system. Each voice message to a called party is then organized sequentially in chronological order as in the prior art sequential tape recording answering devices. These voice mail systems lack the ability to access a voice message selectively by name, since there is no way a user can determine the identity of any of the callers without listening to the messages.

It is also known that digital recording of voice messages can be used to replace the magnetic tape, but again selective accessing of a particular individual's messages in selective order is not possible.

**Summary of the Invention**

Thus, it is an object of the invention to provide a telephone answering device ("TAD") that allows visual
identification of callers' identities and selective access to their linked recorded voice messages.

It is a further object that the TAD provide a link between each recorded voice message and personal information pre-
stored in data base memory related to that caller.

It is a further object of the invention to provide a TAD that displays a list of all caller's identities and that displays such list so that the user may selectively access the voice message associated with a given caller without having to listen to all preceding voice messages.

It is another object of the invention that visual identification of the callers' identities and the ability to selectively access their linked recorded messages is possible remotely over the telephone lines.

In accordance with the objects of the invention, a telephone answering device (TAD) is provided which includes a means of intelligently organizing voice messages, associated entered codes such as personal IDs and home telephone numbers, and information stored in the memory of the TAD. These codes or numbers are decoded by means of the caller entering DTMF signals into the telephone which are recognized, recorded and processed by the TAD. When processed with codes and personal information previously entered into the device's memory, the TAD displays the identity of the caller for each message, thus providing a menu of choices in the form of a list of the callers' names. This enables the user to access individual messages in a selective manner based on the identity of the caller. The need to listen to the actual voice messages to determine the caller's identity and the need to listen to the messages sequentially or chronologically is obviated, saving time and effort. Additionally, the voice message is also linked to pre-stored additional data in the data base. Thus, when hearing a message, one also can view relevant associated information, such as a fax number, alternate phone number, etc., that might not have been left in the audio message but might be important.
A remote access device is also provided that allows the user to retrieve and display the callers' identities and select a message to be played back from a remote location.

5 Brief Description of the Drawings
The above and other objects and advantages will become apparent to those skilled in the art upon reviewing the detailed description of the preferred embodiments in conjunction with a review of the appended drawings, in which:

Fig. 1 is a front perspective view of a telephone answering device according to the present invention;

Fig. 2 is a block diagram illustrating the major functional circuit blocks and their connections of the TAD;

Fig. 3 is a flowchart illustrating the answer mode of the present invention;

Fig. 4 is a flowchart illustrating the record mode of the present invention;

Fig. 5 is a flowchart illustrating the DTMF decode routine of the present invention;

Fig. 6 is a chart illustrating the contents of a first memory section of the invention;

Fig. 7 is a chart illustrating the contents of a second memory section;

Fig. 8 is a chart illustrating the contents of a third memory section;

Fig. 9 is an illustration of the display of the invention, listing received calls;

Fig. 10 is an illustration of the display recalling information linked to one of the callers;

Fig. 11 is a flowchart illustrating a typical operation of the present invention; and

Fig. 12 is a front view of a remote access device according to the invention;

Fig. 13 is a side view of a remote access device;
Fig. 14 is a schematic of the components and their interconnections in the remote access device according to the invention;

Fig. 15 is a flowchart illustrating operation of the remote access device;

Fig. 16 is a perspective view of a modified telephone answering device including a remote access device;

Fig. 17 is a perspective view of a modified telephone answering device with the remote access device detached; and

Figs. 18-19 are front views of a mobile telephone including a remote access device according to the invention.

Detailed Description of the Preferred Embodiments

Fig. 1 illustrates the front perspective view of a telephone answering device (TAD) 25 according to the invention. The TAD preferably includes a standard telephone handset 30 having a microphone and speaker for audio communication with a user. The remainder of the TAD preferably includes a display/touch screen 32 and various keys 34 used to activate functions of the TAD. Some of the keys 34a are arranged as a numeric keypad, similar to standard touch-tone telephones. This allows the TAD to be used as a standard telephone, as well as providing access to alphanumeric input by the user. Another set of keys 34b below the numeric keypad includes other standard telephone functions, such as flash, redial, mute and speaker, which allows audio communication without the handset, as is known.

A third set of keys 34c are used for access to a stored database within the TAD that contains information about callers, as described more fully below. Inputting the information to the database is accomplished similarly to the disclosure of the inventor’s above-mentioned U.S. Patent No. 4,304,968 or in any fashion known in the art. A fourth and fifth set of keys 34d,34e are used for accessing identification data about recorded messages and then accessing and retrieving those messages. A key
36 for recording the outgoing message of the TAD is included, as is a standard "on-off" key 38. All of these keys 34a-e, 36, 38 and their functions are described more fully below with respect to the preferred embodiment. Of course, other arrangements of keys and input devices are contemplated by the invention.

The display/touch screen 32 is shown in a state when several messages have been received and recorded by the TAD. The display preferably indicates the identity 40 and phone number 42 of the callers who recorded the messages, the identity information preferably being retrieved from the database as described more fully below. Through actuation of the touch screen 32 or keys 34d, 34e, it is possible to playback any of the voice messages left by the displayed callers, in any sequence, and to perform other functions, such as automatically dialing the particular caller's number to return the call, as described more fully below.

By creating an internal link between the recorded voice message and stored digital database data, an intelligent organized voice/data message (IOVDM) is formed that can be displayed with alphanumeric information, played back as analog recorded voice, processed in a database, etc.

Fig. 2 illustrates the block diagram of the circuit elements comprising an embodiment of the present invention.

The microcontroller 1 is preferably a 68HC11, manufactured by Motorola Semiconductor. The microcontroller internally is comprised of memory 2 containing RAM memory and EPROM memory circuits that are known to those skilled in the art. The RAM memory functions as read/write memory used for storing data and temporary system status events of the microcontroller.

In the present invention, the RAM memory of the microcontroller 1 is also used for the storage of telephone numbers, names, user identification codes, other information about callers, and voice messages. Similarly, the EPROM memory stores the program instructions for the control and operation of the microcontroller. These circuit elements are organized and
connected in a data/address and control circuit bus structure 20, the general structure of which is known in the art.

The display controller 3 is a known circuit that converts data and control signals from the microcontroller unit into video signals that produce character and graphic information on the display unit 4. The display controller 3 is preferably a circuit comprising the Signetics 2670, 2672 and 2673 CRT controller integrated circuit set. The display controller 3 drives the display unit 4 to produce visual display output with character and/or graphic indicia to be presented to the user.

The display unit 4 is overlaid with a touch screen 5, such as that available from Microtouch, Wilmington, Massachusetts. The touch screen 5 is an input device that presents an X-Y positional coordinate pair to the microcontroller 1 indicating the position touched on the screen 5. Through the use of software within the microcontroller memory, the touch screen is positionally mapped onto the underlying indicia, allowing the user to select or indicate information and functions displayed on the display unit 4.

The speech recorder/playback and DTMF transceiver circuit 6 is preferably comprised of the DS2271DK speech recorder/playback board manufactured by Dallas Semiconductor, Dallas, Texas. Illustrated in Fig. 2 is the microphone input 7 and the speaker output 8 interfaced to the speech recorder/playback circuit 6 which enables the user to record and playback voice messages.

The function of the voice record/playback circuit 6 is to record voice messages into and from the memory 2, and to later play back these voice messages. Other functions of the circuit 6 include DTMF decoding, line status determination and DTMF generation. The messages are recorded either through the microphone unit 7, which is intended for the recording of the outgoing message, or through the data access arrangement circuit (DAA) 10 that interfaces tip and ring lines to a standard RJ11 jack 11, which is preferably connected to a line on the public
telephone network. The voice playback function provides an output voice signal either through the speaker 8 or through the DAA 10 connected to the telephone line. The DAA 10 is preferably the CH1840 manufactured by Cermetek Microelectronic Company, Sunnyvale, California.

The DAA 10 also provides a signal indicating the incoming ring signal status to the microcontroller 1 via wire connection 25 as illustrated. After a preprogrammed number of ring signals, which may be adjustable, the TAD answers the call by providing a signal on line 26 to the DAA 10, which causes the DAA 10 to put the telephone line in the off-hook state, thereby causing the TAD to answer the call.

Voice signals are transmitted to and from the telephone line through the RJ11 connector 11 and pass through the DAA 10 to the voice recorder/playback circuit on RCV and XMIT1 lines. Voice signals are in analog form when inputted to the voice recorder/playback circuit 6. As illustrated, these connections RCV and XMIT1 are capacitively coupled between the DAA 10 and the voice recorder/playback circuit. The voice signal is preferably digitized and stored in the voice memory section of the memory 2 by means of the recorder/playback circuit 6, although other storage means, such as analog memory circuits, are possible.

The microcontroller 1 controls the functioning of the voice/playback circuit such as with PLAY, RECORD, ERASE, and STOP signals along with the signals corresponding to message numbers.

The PLAY, RECORD, ERASE, and STOP signals to the recorder/playback circuit 6 are received from the microcontroller via the output bus 13 as illustrated. These control functions are activated by means of the microcontroller toggling pins connected to bus 13, and selecting the desired message number through an output port on the microcontroller 1 via the bus connection 14 as illustrated.

The DTMF signals received from the telephone network are decoded as is known by the voice recorder/playback circuit 6. Through the same circuit, the energy level on the telephone line
can be detected, indicating to the microcontroller if there is voice signals on the line (varying energy level), DTMF signals (steady, known energy levels), or a dial tone or silence on the line (steady high or low energy level). The determination of the status of the line, in conjunction with the user setup mode provides input to the decision of the next machine operation, as will be illustrated.

System Operation

Fig. 3 is a flowchart illustrating the answer program mode of the present invention, in which the TAD loops and checks for an incoming call on the telephone line or for the user to activate a key.

As illustrated in Fig. 3, the TAD first determines if the user has pressed a key on the TAD (Decision block 100). This is done by means of the microcontroller reading its RS232 serial data port connected to the touch screen 5 through connection 20 to determine if the screen has been touched. The microcontroller 1 is also connected to and monitors the other keys 34a-e on the TAD. If an X-Y coordinate pair is read and the parameters of the X-Y pair map onto the boundaries of a known key, a true key has been depressed and the microcontroller 1 calls the user mode routine (block 101).

If no key has been pressed, the system next tests if a ring signal is available (block 110). If a ring signal is available, determined by reading the state of the DAA 10, the microcontroller then proceeds to block 120 in which it reads the variable stored in memory indicating the number of rings to wait before answering the incoming call (INC). The microcontroller then preferably multiplies this number by 6 (a standard ring is 2 seconds with a 4 second silence gap) and counts down that number of seconds before answering.

As illustrated, during this delay, the microcontroller checks every 6 seconds to determine if the ringing has stopped.

If no ring is present, this indicates that the caller hung up.
The microcontroller would then return to block 100. If the timer successfully counts down, the system progresses into the outgoing message state (block 150).

The microcontroller causes the DAA to create an off-hook state and then causes the voice/recorder playback circuit 6 to transmit the pre-recorded outgoing message (OGM) through the DAA to the telephone line. The OGM is preferably stored as message #1 in memory 2. As described below, the OGM includes instructions for the caller to enter a home phone number or other caller identifying information.

When the playing of the OGM is completed, the microcontroller preferably waits 5 seconds (block 160). This 5 second grace period prevents malfunction of the TAD due to silence by the natural pause or hesitation of a caller before or during enunciation of a message. At block 170, the microcontroller determines if voice or DTMF signals are being transmitted. The microcontroller can distinguish three states during a call -- voice signals, DTMF signals, or dial tone/silence -- by reading the level and modulation of the signals on the telephone line. The DS2271DK voice recorder/playback unit can distinguish between the tones of DTMF signals and the signal level ranges associated with human speech detected on the telephone line. If voice signals are detected, the microcontroller immediately executes the voice record routine. If no voice is present on the line, but DTMF signals are being transmitted, the microcontroller executes the DTMF decode routine.

If, however, there is dial tone/silence on the telephone line for 5 seconds, the microcontroller causes the DAA to go into the on-hook mode (block 240), which hangs up the phone and terminates the call. The TAD now returns to its initial state in the answer mode routine of looping and checking for a user key touch and waiting for a ring signal.

The process for determining line silence, voice energy or DTMF signaling is illustrated in blocks 180, 190 and 200. If
block 190 is true (voice energy levels present), program execution follows to block 220, the record routine. If, however, there is a DTMF tone present, execution follows to block 230, the DTMF decode routine.

Block 220, the record function, is illustrated in Fig. 4 and begins with the allocation of voice memory and data memory at block 300. This function increments a memory variable stored in EPROM that points to the next memory position allocated in the voice memory and data memory stored in memory circuit 2. This process is a preferred way to help organize the data and voice memory and link them together. Memory organization of the TAD is described more fully below.

At block 310, the voice message memory is accessed. The record function is then executed and voice recorder/playback circuit begins digitizing the analog voice and stores this data sequentially in the voice memory 2. The record function is now in process and operating as a parallel task to the task of determining the line status. At block 320, data is then analyzed at block 330 (is there a dial tone). If this test is false, the block 340 (is there a DTMF tone) is executed.

If both these blocks (330 and 340) generate a false, then control is looped back to block 320, input signal levels, and allows the voice record routine to continue. This looping back will compensate for momentary silence or gaps in the voice message. If block 330 is true, i.e., there is a dial tone, then the voice recording routine is stopped at block 350 and the telephone line is put on-hook at block 370. The TAD then returns to answer mode (shown in Fig. 3) at block 390.

If block 340 is true, which means there is a DTMF signal, the record routine is stopped at block 360 and block 380 calls the DTMF decode routine shown in Fig. 5. This routine decodes the DTMF signals keyed into the telephone by the caller and stores the code in memory of the TAD and links it to the voice memory if a voice message is recorded.
Operation is transferred to the DTMF decode routine when a DTMF signal is sensed on the telephone line, the routine begins at block 400 (allocate voice and data memory). This process sets up data memory for receiving the DTMF signaling and links the data memory to voice message memory if a voice message has already been recorded. If a voice message has not yet been recorded it allocates an available message number in case a voice message is left later. This allows the system to be flexible and will allow the caller to key in a DTMF I.D. code anytime during the message sequence.

Control proceeds to block 410 to read the levels of the telephone line. At block 420, the microcontroller determines if there is still a DTMF signal on the line:

If block 420 is true, control is looped back to input block 410. This input and test loop continues until the DTMF signal stops indicating either the standard silent interval between DTMF digits or perhaps that the DTMF signaling has been completed and a voice message has been initiated. If decision block 420 generates a false, it is determined at block 430 if a voice signal is present. If a voice signal is present, block 440 passes control back to the record function routine of Fig. 4.

If no voice signal is on the line, block 430 generates a false, and control passes to block 450 in which it is determined if silence or a dial tone is present on the line. Silence indicates an inter-digit silence and control passes to block 470, which stores the decoded DTMF digit and passes control back to block 410 to read the next DTMF digit.

If, however, there is dial tone on the line, indicating that the caller has disconnected, block 450 instead passes control to block 460, which puts the TAD in the on-hook mode and proceeds to block 480. Block 480 passes control to the answer mode routine of Fig. 3. Now, the TAD is ready for a new incoming call or for the user to activate a key function by pressing the touch screen.
Memory Organization

The memory circuit block 2 (Fig. 2) connected to the microcontroller 1 as further illustrated in Figs. 6, 7 and 8 is the storage means where the user options, commands, data and voice messages are stored and interact with the microcontroller unit 1 and the voice record/playback circuit 6 in order to accomplish the features as taught in the present invention.

The data entered by the user for the functioning of the present invention includes textual names of the callers as they would appear on the display 4, for example, "Sid Ceaser," as well as user's identification code, i.e., 497-6201, and additional related data. This data is stored in the memory and organized by the database portion of the programming in memory section 1 illustrated in Fig. 6. The address or relative position of this data in the memory section can change as new names are entered or deleted as controlled and organized by database functions in the microcontroller.

The recorded messages which are entered by the caller can be composed either of 1 or 2 parts, a digital data part and a digitized analog part. The first part, which is the digital data portion, is composed of the data acquired by the DTMF decoding function as illustrated in the flowchart of Fig. 4 and is stored as binary numbers in memory section 2 as illustrated in Fig. 7. As explained, this digital data, which is composed of the translated code as entered by the caller from DTMF keypad, preferably also contains an address link byte to the voice message if the user had also recorded a voice message along with this data message.

The voice message memory as required by the voice record/playback circuit 6 is a separate section of the memory, i.e. memory section 3 as illustrated in Fig. 8.

The voice recorder/playback circuit 6 preferably digitizes and compresses the voice message and presents it to the microcontroller which stores it in a specific format in a separate section (section 3) of memory. The format is preferably
composed of 128 byte speech records of which each voice message is composed of an integral number of records. The first byte of each record contains a number specifying which message number it is part of. The valid message numbers are preferably 1 to 254 although more, of course, are possible. Therefore, a preferred maximum of 253 incoming messages exists with message 1 being the OGM. The message number in the record is used to link to the digital data message which contains the same message number.

Therefore, as explained, there are three sections of memory which can be linked together by the database program function to form an intelligent organized voice/data message (IOVDM) as taught in the present invention,

These memory sections are:

Memory Section 1) The database entry by the user of the names with the associated data, such as telephone number and address, and the caller's I.D. which could be the caller's home or business telephone number or any unique code. (Fig. 6)

Memory Section 2) The message memory containing caller entered I.D. code data and linked message numbers. (Fig. 7)

Memory Section 3) The message memory containing voice message data recorded by the caller. (Fig. 8)

A message as recorded by the caller can be composed of any of the following types:

1) A voice message alone.
2) A data message alone as described in U.S. Patent No. 4,304,968 by the inventors of the present invention.

3) A voice message as described in (1) linked to a data message as described in (2) that are linked together into an intelligent organized voice data message (IOVDM) as taught by the present invention.

The linking together of these separate data memory and voice memory elements in an IOVDM is performed by the database function and displayed on the display. To perform this linking, a reserved byte of memory attached to the data message is stored which indicates the voice message number it is linked to. The database program code then searches the database entry section in which the user entered the data such as name, address and phone number. If a match is found between these, the information is presented to the user as an IOVDM.

Other ways of linking the voice messages and data messages are possible. In one alternate configuration, each data message precedes its corresponding voice message in contiguous memory bytes.

Example of Operation

For proper functioning of the TAD, it is preferred that database information, such as names, phone numbers and address, personal and/or business reference notes, etc. is entered by the user. Using keys 34c for accessing the database, information, such as "Regis Lamb" and his associated phone number "431-9762" plus other additional information may be entered. As seen in Fig. 6, several telephone numbers can be stored for an individual. Preferably, they would be coded, for example, with an "O", "H", "M" or other letters, signifying "office", "home", "mobile", etc. The database can have as many entries as the user desires and the specific memory size will allow. The user preferably also records the OGM, which would preferably include instructions for the caller to enter his home phone number or
caller identifying number on a touch tone phone and then to record a voice message.

It is to be understood that any incoming signals over the telephone line with a voice message that is recognizable by the TAD and is generally unique to the caller may be used instead of DTMF tones.

The unit is then left in the answer mode. Upon receiving a call (detecting rings), the TAD puts the telephone line in an off-hook state (Block 500, Fig. 11) and plays the outgoing message to the caller (Block 510).

If, for example, Regis Lamb were the fourth caller since the messages were last cleared, he would enter his home phone number, as requested by the OGM (Block 520). The microcontroller records the decoded identifying information in memory section 2, along with the available message number, in this case "5", as shown in Fig. 7. The microcontroller then searches all of the phone numbers stored in the database and matches the received phone number to the stored data record and recalls Mr. Lamb’s for display as message 4 (Block 530). This is shown on the example display in Fig. 9. The microcontroller also records Mr. Lamb’s voice message as message number 5 (Fig. 8), linking that voice message with the recalled data record through the list in memory section 2.

Later, the user would come home and press, for example, the "Display New Messages" key to see a list of the messages as shown in Fig. 9. By pressing on Mr. Lamb’s name on the touch screen or the corresponding keypad number, only the fourth message would be played back from the proper location in memory, avoiding having to hear any other unwanted messages (block 540, 550). Simultaneously, the entire data record matching Mr. Lamb could also be displayed on the display while the voice message is being played back (Block 560), as shown in Fig. 10.

By merely pressing, "Return Call," the microprocessor would retrieve the phone number from the data record and produce the DTMF tones on the telephone line to dial Mr. Lamb. If more
than one phone number appears on Mr. Lamb's data display, the touch screen or corresponding keypad number could be used to select and then dial any of the numbers (Block 570, 580).

If a caller does not enter any identifying code during the phone call, the TAD will display "No ID" or another message in place of the caller's name on the display list.

Remote Access

Messages stored in the TAD can be accessed from a remote telephone by using a portable remote access device (RAD) 55, which is hand held and not directly interfaced to a phone, and in which the same list of telephone numbers and names have preferably been stored as in the user's base TAD.

The preferred embodiment of the RAD 55 is shown in Fig. 12 and 13, in which it can be seen that the RAD includes a display 4', selection keys 34' and a telephone coupler 60, such as an acoustic coupler or an induction coil coupler. The internal components of the RAD are shown in Fig. 14, including the coupler 60 connected to a microcontroller 1'. The microcontroller 1' also receives input from the selection keys 34', as described in more detail below. Memory circuits 2' are also included that are similar to those described above in the TAD, except there is preferably no memory section reserved for recorded voice messages, significantly decreasing the memory requirements. The display 4' and display controller 3' are similar to those described above. There is preferably no touch screen in the RAD, although it is contemplated that it could be used similarly.

The preferred remote operation using the RAD 55 is shown schematically in Fig. 15. The user first dials the telephone number (block 600) of the phone connected to the base TAD, whether it be a home or other number, and waits for the base TAD to pick up and play the OGM as described above. The user then preferably dials a code (block 610), for instance "1-1-1-1," on the phone. The audio signal generated by his dialing is
received by the base TAD through the telephone line and converted by the microprocessor 1 into digital information, as discussed above. This particular code instructs the microprocessor 1 of the base TAD to feed out in rapid succession all the stored phone numbers from memory section 2 as the appropriate touch-tone frequencies (block 620), and outputs these frequencies through the telephone line to the phone the user is dialing from. The user places the hand-held RAD on the phone receiver and, via the telephone coupler 60, the DTMF tones outputted by the base TAD are received into the microprocessor 1' of the RAD 55 and converted into digital form. In this manner, the identifying phone numbers of all the callers stored in the base TAD are quickly transferred to the RAD 55 via the telephone line. The microprocessor 1' then preferably matches the received phone numbers with its internal database (block 630) and displays the list of names and numbers of the callers (see Fig. 12), as described above with respect to the TAD. Alternatively, in accordance with another embodiment of the invention, if there is no stored database within the RAD, the phone numbers alone are displayed.

Next to the names and/or numbers of the callers, the RAD displays a linking code that corresponds to message numbers, as can be seen in Fig. 12. This alerts the user to and specifies the linked recorded voice messages stored in the base TAD. It is also contemplated that the linking code might not be directly displayed, but would instead determine the order of display for the names, thus indicating the linking code for each message. The linking code is preferably transmitted indirectly by the base TAD via the order in which the DTMF phone numbers are sent to the RAD 55, i.e., the order itself being representative of the linking code.

At this point, the user may now select the message or messages that he wants to hear from the displayed list. For example, if he chooses to hear Mark Brenner's message first, he would merely press the number 4 on the telephone (block 640).
The base TAD receives the DTMF signal, decode it, and proceed to playback voice message number 4 (block 650). Other messages may be played back by pressing other message numbers on the telephone. When the user is finished listening to the message, he can either press a code, such as "#" to cause the base TAD to hang up, or hang up the telephone he has been using. The TAD is preferably equipped with a timer that causes it to hang up after a predetermined period of silence during the message retrieval function. It is also contemplated that the linking codes could be completely internal to the RAD and not displayed. The user selects the voice message to be played back with the selection keys 34', using the displayed list of names as a menu. The RAD then outputs appropriate DTMF signals to the base TAD to cause it to playback the voice message. The link between the voice message and the displayed names could also be completely within the base TAD. Then, for example, the RAD could transmit entire DTMF phone numbers back to the base TAD after the user selects a particular displayed name or number. The base TAD would then play back the voice message linked to the phone number. In any case, it is important that the RAD or the user be able to communicate with the base TAD to select which voice messages it is to playback and the sequence of such playback.

After hearing the messages, the user may wish to return the call of one or several of the callers. Since the RAD is preferably pre-stored with a complete database of names and phone numbers, a particular caller on the list could be selected with the arrow keys 34a' and the entire data record retrieved with the select button 34b'. A particular number in the record could then be similarly highlighted. By pressing the select button 34b' again, while holding the RAD to the microphone of the telephone, the RAD performs as an auto-dialer, outputting the DTMF frequencies for the selected number. Other features, such as credit card calling, could also be incorporated into the RAD.

Since the RAD is separate from the base TAD, it is possible that the databases may not always be completely
identical. For example, if a phone number is transmitted by the TAD to the RAD, the name of a caller matching that number might not be stored. In this case, the RAD simply displays the phone number on the screen, allowing for the possibility that the number might be recognized by the user.

It is also contemplated that the features and components of the RAD could be incorporated into existing pocket databank organizers that are known. The database for the RAD system could be shared with the other organizer functions.

In an alternate embodiment, the RAD 55' could be a detachable part of a modified base TAD 64 as shown in Figs. 16 and 17. When mounted in the TAD 64, the RAD 55' is electrically connected to the TAD 64 and serves as the display and database for the TAD 64. When the RAD 55' is removed for mobile use as shown in Fig. 17, the modified base TAD 64 is only left with components sufficient to allow it to pick up the phone, play the OGM, record voice messages, decode and store DTMF signals, and link the DTMF signals to the voice messages. Through the linking codes in the RAD, the link between the caller's identity and the voice messages could be entirely within the RAD, such as if the linking code corresponded to the stored voice message number. Additionally, the modified TAD 64 has programming to allow it to interface with the RAD 55 or 55' as described above. Communication between a RAD and the modified TAD 64 would be identical to communication with a full-feature TAD. However, this modified base TAD 64 has no display once the RAD 55' is removed, nor a duplicate database to that stored in the RAD, and thus could not function identically to the preferred stand-alone TAD. This combination of a modified TAD and RAD would be a less expensive alternative to a full-function TAD and a separate RAD. The modified TAD 64 preferably includes other keys for inputting database information, etc., although these are shown covered with cover 68.

In Fig. 18, a modified mobile telephone 80, such as a cellular phone, is shown, which has a RAD incorporated within.
The RAD functions as mentioned above, except the connection between the RAD and the remote telephone (now the cellular phone) is electrical and the selection buttons may be shared between them. Additionally, the telephone is constructed with a larger display 82 than is conventional to allow for the display of caller identities. In this construction, the voice message transmitted by the base unit may be heard over the cellular telephone simultaneously with display of the additional information for the caller in question. Additionally, the mobile telephone could be programmed such that, through actuation of a single function key, the telephone would call the base TAD, establish a telephone connection, and automatically interact with the base TAD to retrieve the callers' identities for the stored messages.

As seen in Fig. 19, the display 82 may also be used to display additional information for a selected caller. Then, through selection of a displayed phone number, the cellular telephone automatically dials the number and provides a telephone connection.

Of course, several RADs could be used to access a single TAD, although preferably not simultaneously.

While the embodiments shown and described are fully capable of achieving the objects of the invention, it is to be understood that these embodiments are shown only for the purpose of illustration and not for the purpose of limitation.
CLAIMS:

1. A telephone answering device coupled to a telephone line for automatically answering, storing and later retrieving incoming telephone calls, comprising:
   means for receiving and storing a signal from said telephone line specifying a caller;
   means for receiving and storing a voice message from said caller on said telephone line;
   means for linking the received signal with the corresponding voice message;
   means for transmitting said received signal for stored calls to a user for assisting in the selective retrieval of said calls.

2. A telephone message system coupled to a telephone line for automatically answering, storing and later retrieving incoming telephone calls, comprising:
   (a) a telephone answering device, which comprises:
      means for receiving and storing a signal from said telephone line specifying a caller;
      means for receiving and storing a voice message from said caller on said telephone line;
      means for converting said received signal into received identifying information;
      means for linking the received identifying information with the corresponding voice message;
means for transmitting signals representative of said received identifying information for stored calls to a user for assisting in the selective retrieval of said calls; and
(b) a remote access device, which comprises:
means for storing a predetermined list of names and associated stored identifying information;
means for receiving said signals from said telephone answering device specifying the identities of the callers;
means for comparing the signals with said predetermined list;
means for displaying the respective caller's name if the comparing means matches the signals with any stored identifying information in said list.

3. A telephone answering system as in claim 2, wherein said telephone answering device and said remote access device are in close proximity to one another and communicate through a disengageable electrical connection.

4. A telephone answering system as in claim 2, wherein said telephone answering device and said remote access device are physically separated from one another and are adapted to communicate through a telephone line.

5. A telephone answering device as in claim 2, wherein said means for displaying also displays a linking code
for each caller’s name corresponding to the recorded voice
message in said telephone answering device, whereby said linking
codes may be selectively transmitted by the user of the RAD to
said telephone answering device to cause said device to replay
the corresponding voice message.

6. A telephone answering system as in claim 2,
further comprising disengageable electrical connecting means for
selectively coupling and uncoupling said telephone answering
device and said remote access device to one another.

7. A remote access device for retrieving at least one
recorded voice message left by a caller on a base telephone
answering machine, comprising:
means for storing a predetermined list of names and
associated stored identifying information;
means for receiving signals from the base answering
machine specifying the identities of the callers;
means for converting said received signals into
received identifying information;
means for comparing the received identifying
information with said predetermined list;
means for displaying the respective caller’s name if
the comparing means matches the received identifying information
with any stored identifying information in said list, said means
for displaying also displaying a linking code for each caller’s
name corresponding to the recorded voice message in the telephone
17 answering machine, whereby the user will have access to said
18 linking codes, which then may be selectively transmitted to said
19 telephone answering machine to cause said machine to replay the
20 corresponding voice message.

8. A remote access device as in claim 7, wherein said
2 means for displaying is also adapted to display a selected
3 caller’s name and associated identifying information from said
4 predetermined list.

9. A remote access device as in claim 8, further
2 comprising a DTMF tone generator for producing DTMF tones
3 corresponding to a portion of said associated identifying
4 information.

10. A remote access device as in claim 7, further
2 comprising a DTMF tone generator for transmitting to said
3 telephone answering machine the DTMF tone sequence corresponding
4 to the linking code for a displayed caller’s name.

11. A remote access device communicating over a
2 telephone line for assisting in the selective retrieval of stored
3 voice messages on a telephone answering machine, comprising:
4 means for receiving a signal from said telephone
5 answering machine over the telephone line, said signal being
6 indicative of the caller of at least one of said stored messages
7 and identifying a linking code linking the caller’s identity with
the corresponding voice message stored in said telephone
answering machine;
    means for displaying the caller's identity for at least
said one of said stored messages; and
    means for displaying the linking code corresponding
with each caller's name, whereby the user will have access to the
linking code which corresponds to a particular caller's name and
which, when said linking code is transmitted to said telephone
answering machine will cause said machine to play back the
Corresponding voice message.

12. A remote access device communicating over a
telephone line for assisting in the selective retrieval of stored
voice messages on a telephone answering machine, comprising:
    means for receiving a first signal from said telephone
answering machine over said telephone line, said signal
identifying the callers of said stored messages;
    means for displaying the caller identities for said
stored messages;
    selection means associated with said displaying means
for allowing selection of the displayed identities; and
    means for controlling said telephone answering machine,
said means for controlling being operatively connected with said
selection means for transmitting a second signal over said
telephone line to cause said machine to play back a selected
stored message in response to the selection on said selection
means of a displayed identity.
13. A remote access device communicating over a telephone line for automatically retrieving information identifying stored voice messages on a telephone answering machine, comprising:
   a microcomputer having a read only memory (ROM) for providing a program for said microcomputer, and a random access memory (RAM) with a plurality of storage sections therein;
   a keyboard means having a plurality of alphanumeric and function keys coupled to said microcomputer;
   an alphanumeric display means mounted on said device and coupled to said microcomputer;
   said RAM being adapted to have a predetermined list of names and associated identifying information stored therein in a first memory section thereof;
   an analogue telephone interface means for coupling said telephone line and said microcomputer for communicating over said line with said telephone answering machine;
   a telephone signal converter means coupled between said telephone line and said microcomputer for converting a telephone number transmitted from said telephone answering machine over the telephone line into digital form understandable by said microcomputer;
   said microcomputer comparing converted incoming telephone numbers with said list stored in said first memory section of said RAM;
   means for indicating a caller's name and said incoming telephone numbers when the caller's transmitted telephone number
corresponds to a telephone number previously stored in said first
memory section;

means for displaying a linking code for each caller's
name corresponding to its associated voice message stored in said
telephone answering machine, whereby the user may transmit a
linking code for a particular caller's name to said telephone
answering machine and cause said machine to replay the
corresponding voice message.

14. In a mobile telephone having receiving means and
transmission means capable of establishing telephone
communication, a remote access device within said mobile
telephone for retrieving at least one recorded voice message left
by a caller on a base telephone answering machine, said remote
access device comprising:

means for storing a predetermined list of names and
associated stored identifying information;

means for receiving signals from the base answering
machine specifying the identities of the callers;

means for converting said received signals into
received identifying information;

means for comparing the received identifying
information with said predetermined list;

means for displaying the respective caller's name if
the comparing means matches the received identifying information
with any stored identifying information in said list, said means
for displaying also displaying a linking code for each caller's
19. A telephone answering device coupled to a telephone line for automatically answering, storing and retrieving incoming telephone calls comprising:

   means for storing a predetermined list of names and associated stored identifying information;

   means for receiving a signal from said telephone line specifying the caller;

   means for receiving a voice message from said caller on said telephone line and storing said voice message;

   means for converting said received signal into received identifying information;

   means for linking the received identifying information with the corresponding voice message;

   means for comparing the received identifying information with said predetermined list;

   means for displaying the respective caller's name if the comparing means matches the received identifying information with any stored identifying information in said list; and

   means adapted to allow the user to select a caller's name from said display for audibly retrieving the voice message associated with the selected caller's name.
16. The telephone answering device as in claim 15, wherein said means for displaying a caller's name is adapted to display a list of a plurality of caller's names for facilitating accessing by the user of a selected voice message.

17. The telephone answering device as in claim 15, wherein said means for displaying is also adapted to simultaneously display the corresponding caller's name and associated stored identifying information when the voice message associated with the selected caller is audibly retrieved.

18. The telephone answering device as in claim 15 further comprising input means with a plurality of alphanumeric and function keys for controlling the inputting and retrieval of information from said device.

19. The telephone answering device as in claim 18 including means cooperating with said input means for automatically dialling a caller's number in response to being actuated by the user.

20. The telephone answering device as in claim 19 wherein said number is automatically retrieved from said stored identifying information.

21. The telephone answering device as in claim 18 in which said device is incorporated in a telephone instrument, said
input means performing the combined functions of dialling telephone numbers and controlling said device.

22. The telephone answering device as in claim 15 in which said device contains a display means for visually displaying stored identifying information and received identifying information.

23. The telephone answering device as in claim 15 including means for printing out callers' names.

24. The telephone answering device as in claim 15 including means for storing the time of incoming calls.

25. The method of automatically answering, storing and retrieving incoming telephone calls with a telephone answering device having a memory which is coupled to a telephone instrument comprising the steps of:

storing a predetermined list of names and associated stored identifying information in said memory;

receiving a signal specifying the caller of an incoming call;

receiving a voice message from the caller and storing it in said memory;

converting said received signal into received identifying information;
comparing said received identifying information with said predetermined list and displaying the caller's name if the received identifying information matches any stored identifying information identical in said predetermined list,
linking the output caller's name with its corresponding voice message;
selectively retrieving the voice message corresponding to a given displayed caller by selecting that caller's name.

26. A method as in claim 25, further comprising the step of displaying a list of a plurality of callers' names to facilitate selection by a user of a selected voice message.

27. A method as in claim 26, further comprising the step of simultaneously displaying the corresponding caller's name and stored identifying information when the voice message associated with the selected caller is audibly retrieved.

28. A telephone answering device coupled to a telephone line for automatically answering, storing and retrieving incoming telephone calls, comprising:
means for receiving a signal having an identifier from said telephone line identifying the caller of an incoming call;
means for receiving a voice message from said caller and storing said voice message;
means for linking said identifier with the corresponding voice message;

means for displaying the identifiers for a plurality of incoming calls; and

means for selecting one of the identifiers from said display and for audibly retrieving the voice message linked to the selected identifier.

29. A telephone answering device coupled to a telephone line for automatically answering, storing and retrieving incoming telephone calls comprising:

- a microcomputer having a read only memory (ROM) for providing a program for said microcomputer, a random access memory (RAM) with a plurality of storage sections therein and peripheral interface means for coupling peripheral means to said microcomputer;

- a keyboard means having a plurality of alphanumeric and function keys coupled to said microcomputer by said peripheral interface means;

- an alphanumeric display means mounted on said device and coupled to said microcomputer by said peripheral interface means;

- said RAM having a predetermined list of names and associated identifying information stored therein in a first memory section thereof;

- an analogue telephone interface system coupled between said telephone line and said microcomputer having a line seizing
means for connecting said device to said telephone line after a predetermined number of rings;

a telephone signal converter means coupled between said telephone line and said microcomputer for converting a telephone number transmitted over the telephone line into digital form understandable by said microcomputer;

a voice recording means coupled between said telephone line and said microcomputer for receiving and storing in digital form a voice message in a second memory section of said RAM;

said microcomputer comparing converted incoming telephone numbers with said list stored in said first memory section of said RAM;

means for displaying a caller's name and said incoming telephone numbers when the caller's transmitted telephone number corresponds to a telephone number previously stored in said first memory section;

means for linking a caller's name to its associated voice message;

means adapted to allow a user to select a caller's name from said means for displaying and for simultaneously audibly retrieving the voice message associated with the caller's name from said second memory section.

30. A telephone answering device as in claim 29 wherein said means for displaying is adapted to display a plurality of caller's names.
31. A telephone answering device as in claim 29 wherein said means for displaying is also adapted to display a caller's name and stored identifying information when the linked voice message is audibly retrieved.
FIG. 4

1. RECORD ROUTINE
2. ALLOCATE MEMORY
3. ACTIVATE RECORD
4. INPUT SIGNAL LEVEL
5. DIAL TONE?
   - N (go back to 3)
   - Y (go to 6)
6. STOP RECORD
7. ON-HOOK
   - Y (go to 8)
   - N (go back to 5)
8. ANSWER MODE ROUTINE
9. DTMF DECODE ROUTINE
7/13

1. "Please dial in your phone number on a touch tone phone and then leave a message. Thank you." 
2. "Hi, this is Sid. Please bring the yellow balloons when you come over tonight."
3. "Ms. Dobbs here. I'll be in my office till 5:30, then at home till 8:30."
4. "Your friend Alice, see you later tonight."
5. "This is Mr. Lamb. I'll be in my car until about 4:00 P.M."
FIG. 9

1. SID CEASER - 497-6201
2. PAT DOBBS - 661-4199
3. ALICE POOB - 786-5035
4. REGIS LAMB - 431-9762
5. MARY PRESTO - 382-6579
6. WILLY SMITH - 887-7200

FIG. 10

REGIS LAMB
HOME # 431-9762
MOBILE # 211-0162
OFFICE # 431-2400
FAX # 684-3199
34 E. 6 ST.
FIG. 11

500 - TAD CONNECTS TO TELEPHONE LINE TO RECEIVE INCOMING CALL

510 - OUTGOING MESSAGE INSTRUCTS CALLER TO INPUT DTMF TONES & TO LEAVE A VOICE MESSAGE

520 - VOICE MESSAGE RECORDED & DTMF TONES DECODED INTO IDENTIFYING INFORMATION

530 - NAMES MATCHING IDENTIFYING INFORMATION DISPLAYED

540 - USER SELECTS WHICH VOICE MESSAGE TO HEAR BASED ON DISPLAY

550 - TAD PLAYS BACK VOICE MESSAGE LINKED TO SELECTED NAME BY IDENTIFYING INFORMATION

560 - PRE-STORED DATA IS DISPLAYED MATCHING VOICE MESSAGE BEING PLAYED

570 - USER MAY SELECT ANY OF DISPLAYED CALLER'S NUMBERS TO BE DIALED AUTOMATICALLY

580 - TAD DIALS & CONNECTS TO SELECTED NUMBER
WHILE YOU WERE OUT
1 - SARAH JOHNSON 555-0108
2 - DIANE KELLY 555-9087
3 - JOSEPH CARRINGTON 555-2314
4 - MARK BRENNER 212 555-2304
5 - TERI TURNER 213 555-0881
6 - WILLIAM JONES 555-1234
7 - ABBY LIGHT 555-7777

FIG. 12

FIG. 13

FIG. 14

FEUILLE DE REMPLACEMENT
CALL BASE TAD UNIT 600

ENTER ACCESS CODE ON TELEPHONE 610

BASE TAD TRANSMITS PHONE NUMBERS VIA TELEPHONE LINE TO RAD 620

RAD RECALLS NAMES FROM DATABASE & DISPLAYS CALLER LIST & MESSAGE NUMBERS 630

USER SELECTS CALLER & ENTERS DISPLAYED MESSAGE NUMBER LINKED TO CORRESPONDING VOICE MESSAGE 640

BASE TAD REPLAYS SELECTED LINKED VOICE MESSAGE OVER TELEPHONE LINE 650

USER MAY USE RAD TO DISPLAY SELECTED CALLER DATA RECORD & AUTO-DIAL PHONE NUMBER 660

FIG. 15

FEUILLE DE REMPLACEMENT
A. CLASSIFICATION OF SUBJECT MATTER
IPC(5) : H04M 1/64
US CL : 379/67
According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED
Minimum documentation searched (classification system followed by classification symbols)
U.S. : 379/88,89,70,74,77,96,97,142,199,357

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category*</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>US, A, 4,850,005 (HASHIMOTO) 18 July 1989, See columns 3,6.</td>
<td>1</td>
</tr>
<tr>
<td>A</td>
<td>US, A, 4,304,968 (KLUSNER ET AL.) 08 December 1981.</td>
<td>1-31</td>
</tr>
<tr>
<td>A</td>
<td>US, A, 4,860,339 (D'AGOSTO, II ET AL.) 22 August 1989.</td>
<td>1-31</td>
</tr>
</tbody>
</table>

* Special categories of cited documents:
  "X" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
  "Y" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
  "Z" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

Date of the actual completion of the international search: 16 MAY 1993
Date of mailing of the international search report: 9 JUL 1993

Authorized officer: [Signature]

Name and mailing address of the ISA/US
Commissioner of Patents and Trademarks
Box PCT
Washington, D.C. 20231
Facsimile No. NOT APPLICABLE

Telephone No. (703) 305-4700

Form PCT/ISA/210 (second sheet)(July 1992)