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To all, Luhon, it may concer'72: 
Be it known that I, ROBERT NOBLE ADAMS, 

publisher, a subject of the Queen of Great 
Britain, residing at 31 Moray Place, Dunedin, 
in the British Colony of New Zealand, have 
invented a new and useful Paper-Trimming 
Machine, (for which I have obtained a patent 
in the Colony of New Zealand, No. 7,332, bear 
ing date December 10, 1894) of which the fol 
lowing is a specification. 
My invention relates to improvements in 

machinery for paper-trimming, in which 
paper in the form of sheets, pamphlets, news 
papers, and such are passed between rollers 
and have their edges trimmed by circular 
knives revolving with and at the ends of the 
rollers, which can be adjusted to the required 
sizes of the paper, as far as the top and bot 
tom edges are concerned, and if the front 
edge is also to be trimmed, the paper is passed 
through another pair of rollers fixed at right 
angles to the first pair by automatic action and 
is delivered out at the side of the machine. 

Referring to the accompanying drawings, 
Figure 1 is a sectional elevation of the ma 
chine with part of the framing removed to 
show the passage of the paper between the 
tapes to the knives more clearly. Fig. 2 is a 
plan of the entire machine, showing the roll 
ers with the circular knives at both ends for 
trimming the top and bottom edges of the 
paper and also the rollers at right angles, 
having one pair of knives for trimming the 
front edge of the paper. Fig. 3 shows the 
arrangement of feed-rollers, pulleys, and 
tapes for the second set of rollers. Fig. 4 
represents a detail view of the main rollers 
and knives, showing a method whereby the 
top rollers may be released in case the ma 
chine is over fed. Fig. 5 is a detail view 
showing another manner of gearing the shafts 
together which carry the rollers, as Well as 
another mode of keeping the circular knives 
in contact with each other. . 
Similarletters refer to similar parts through 

out the several views. 
A and B represent broad rollers mounted 

upon the shafts C, and b, respectively. The 
rollers A are adjustable on the shaft CL, being 
adapted to be fixed in different positions 
along the length of the shaft in accordance 
with the size of paper to be cut, while the 

row rollers adjustable on the shaft C. 

angles to the shaft a. 

rollers B are loose on the shaft b and are 
kept in contact with the studs D, carried by 
the rollers B by the springs C. On the outer 
faces of the rollers A and B are mounted the 
circular knives K and K, respectively, the 
knives K being ground to a more acute edge 
than knives K9. The cutting edges of these 
knives are kept in contact with each other 
by the tension of the springs C, which, being 
attached to the rollers B and the loose roll 
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ers B, tend to pull the latter inward, which 
accomplishes the desired end. The shaft b 
is mounted in the bearing-blocks C9, which 
are carried by the frame's uprights M. 
Above the blocks C9 are the springs C, so 

arranged that when an abnormal upward 
pressure is exerted on the shaft b the same 
will rise against the tension of the springs 
and again return to its normal position when 
the pressure is released. A represents nar 

The 
stops or lugs D' prevent, the knives K from 
riding on the rollers A. Power being applied 
to the pulley G", it is transmitted to the roller 
G° and thence by the bands E to the rollers 
B and B0. The tension of the belts E is reg 
ulated by the rollers H, carried by the arms 
L', mounted in the adjustable holders L. 
The power is then transmitted from the roller 
G° to the bands E, which pass over the rollers 
G, G, A, and A' and has its tension regulated 
by the roller H'. 
At one end of the shaft C, is mounted a 

beveled gear N, which meshes with a similar 
gear N', mounted on the shaft a' at right 

i. This shaft a carries 
the rollers A and A' adjustable on the said 
shaft, and one of the rollers A carries the 
circular knife K. This shaft a' also carries 
a gear-wheel P, meshing with a second gear 
wheel P', the latter being mounted above the 
former on the shaft b'. This shaft b' carries 
the rollers Band B9, one of which rollers B' 
is loose on the shaft and carries the circu 
lar knife K", the cutting edge of which is 
keptin contact with the more obtusely-ground 
knife K9 by means of the spring C', carried 
by the roller B00 and attached to the roller B'. 
Stops D are in this case provided, as before 
explained, for preventing the knife K from 
riding on the roller A'. 
The paper is fed from a table to the bands 
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E" against the guide F, thence under the 
roller G' to the rollers A and B.A. and B, 
where the edges are trimmed by the circular 
knives and the paper then carried along until 

5 it reaches the rollers J, when it is stopped. 
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The paper is then in the position as shown at 
S in Fig. 3, over the rollers G8 and under the 
roller R. These rollers R are carried upon 
arms L', attached to the yokes T, mounted 
On the cams Q, SO that once in every revolu 
tion of the cams the rollers R descend and 
press the edge of the paper between the bands 
E° and E, which then draw the paper in and 
carry it to the rollers A B and A00 B00 when 
the front edge of the paper is trimmed by the 
circular knives. It will be noticed that the 
action of these knives is similar to that of 
Scissors and no fragments will be left along 
the edge of the paper. 

In Fig. 5 is shown an arrangement where 
by the knife IK is driven faster than the 
lower knife IX by mounting a smaller gear 
P. On the shaft b' and a larger one on the 
shaft C than P and P, respectively. In this 
Same figure is also shown another mode of 
keeping the knife K' in contact with the 
lower knife IX. This is done simply by insert 
ing a Spring-Washer k between the knife KS 
and the nut or adjustable shoulderle', screw 
threaded on the shaft, b'. 

Having thus fully described my invention, 
what I claim, and desire to secure by Letters 
Patent of the United States, is 

1. In a paper-trimming machine the com 
bination with a plurality of shafts, of rollers 
adjustably mounted thereon, rollers mounted 
loosely On shafts above certain of said ad 
justable rollers, a circular knife carried on 
the Outer face of each of the said loose rollers, 
a circular knife mounted on the outer face of 
each of the said adjustable rollers directly be 
neath the said loose rollers, springs attached 
to Said loose rollers and to the adjustable 
roller's On the same shaft there with, means 
for preventing the upper knives from riding 
On the rollers beneath them, a shaft mounted 
at an angle to One of the aforesaid shafts and 
gealed thereto, adjustable rollers mounted 
On Said shaft, circular knives carried by cer 
tain. Of Said adjustable rollers, a loose roller 
mounted above One of said adjustable rollers 
Carrying a circular knife, a circular knife 
carried on the Outer face of said loose roller, 
adjustable rollers carried on the same shaft 
with said loose roller, and means for keeping 
the circular knives in contact with each other 
and preventing the top knives from riding 
On the rollers beneath them, rollers and bands 
for feeding the paper to the said knives and 
means for periodically forcing the paper after 
being cut by the first set of rollers between 
the bands and rollers for carrying it to the 
Second Set, Substantially as described. 

2. In a paper-cutting machine the combi 
nation with the adjustable rollers A and A9, 
of circular knives carried on the outer faces 
Of the rollers A, the loose rollers B mounted 

above the said adjustable rollers, circular 
knives carried on the Outer faces of the said 
loose rollers, adjustable rollers B mounted 
between said loose rollers, springs carried by 
said adjustable rollers and connected to the 
said loose rollers for keeping the knives in 
contact with each other, stops carried by the 
said adjustable roller's for preventing the 
said loose rollers from riding, yielding bear 
ings in which the shaft that carries loose roll 
ers is journaled, a shaft a mounted at an an 
gle with the aforesaid shafts and geared with 
One of the same, the rollers A and Amounted 
on the said shaft, a circular knife carried by 
one of the rollers A", a gear-wheel carried by 
the shaft Ct', a second gear-wheel meshing 
With and mounted above the first, a shaft 
carrying the said second gear-wheel, adjust 
able and loose rollers carried by the said 
shaft, a circular knife carried by the said 
loose roller, means for keeping the upper cir 
cular knife in contact with the lower knife 
and for preventing said upper knife from 
riding the lower knife, a plurality of rollers 
and bands for feeding the paper to the knives, 
a plurality of arms L’, rollers mounted on 
Said arms, yokes attached to said arms, cams 
actuating Said yokes so as to force the paper 
to be cut between the feed rollers and bands 
leading to the Second set of knives, substan 
tially as described. 

3. In a paper-cutting machine the combi 
nation. With the adjustable rollers A and A', 
of circular knives carried on the outer faces 
of the rollers A, the loose rollers B mounted 
above the said adjustable rollers, circular 
knives carried on the outer faces of the said 
loose rollers, adjustable rollers B mounted 
between said loose rollers, springs carried by 
Said adjustable rollers and connected to the 
Said loose rollers for keeping the knives in 
contact With each other, stops carried by the 
said adjustable rollers for preventing the said 
loose rollers from riding, yielding bearings 
in which the shaft that carries the loose roll 
erS is journaled, a shaft Ct' mounted at an 
angle with the aforesaid shafts and geared 
With One of the same, the rollers A and A00 
mounted on the said shaft, a circular knife 
carried by one of the rollers A', a gear-wheel 
carried by the shaft a', a second gear-wheel 
meshing with and mounted above the first, a 
shaft Carrying the said second gear-wheel, ad 
justable and loose rollers carried by the said 
shaft, a circular knife carried by the said 
loose roller, means for keeping the upper cir 
cular knife in contact with the lower knife 
and for preventing Said upper knife from rid 
ing the lower knife, a plurality of rollers and 
bands for feeding the paper to the knives, a 
plurality of adjustable holders mounted 
above the shafts carrying the loose and ad 
justable rollers aforesaid, arms mounted in 
said holders, rollers carried by said arms for 
giving tension to the said bands, a plurality 
of arms L, rollers mounted on said arms, 
yokes attached to said arms, cams actuating 
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said yokes so as to force the paper to be cut 
between the feed rollers and bands leading 
to the second set of knives, substantially as 
described. 

4. In a paper-cutting machine the combi 
nation with the adjustable rollers A and A', 
of circular knives carried on the Outer faces 
of the rollers A, the loose rollers B mounted 
above the said adjustable rollers, circular 
knives carried on the outer faces of the said 
loose rollers, adjustable rollers B mounted 
between said loose rollers, springs carried by 
said adjustable roilers and connected to the 
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said loose rollers for keeping the knives in 
contact with each other, stops carried by the 
said adjustable rollers for preventing the 
said loose rollers from riding, yielding bear 
ings in which the shaft that carries the loose 
rollers is journaled, a shaft a mounted at an 
angle with the aforesaid shafts and geared 
with one of the same, the rollers A" and A' 
mounted on the said shaft, a circular knife 
carried by one of the rollers A", a gear-wheel 
carried by the shaft d', a second gear-wheel 
meshing with and mounted above the first, a 
shaft carrying the said second gear-wheel, ad 

justable and loose rollers carried by the said 
shaft, a circular knife carried by the said 
loose roller, an adjustable shoulder carried 
upon the shaft with the said loose pulley, a 
Spring - Washer inserted between the said 
shoulder and the circular knife for keeping 
the upper circular knife in contact with the 
lower knife and means for preventing said 
upper knife from riding the lower knife, a 
plurality of rollers and bands for feeding the 
paper to the knives, a plurality of adjustable 
holders mounted above the shafts carrying 
the loose and adjustable rollers aforesaid, 
arms mounted in said holders, rollers carried 
by Said arms for giving tension to the said 
bands, a plurality of arms I, rollers mounted 
on Said arms, yokes attached to said arms, 
cams actuating said yokes so as to force the 
paper to be cut between the feed rollers and 
bands leading to the second set of knives, 
Substantially as described. 

ROBERT NOBLE ADAMS. 
Witnesses: 

HENTON MACAULAY DAVEY, 
J. EI. SMITH. 
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