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This invention relates to improvements in 
trousers constructions, and has particular refer 
ence to the pockets therein. 

Trousers are generally arranged with a pair of 
major pockets called 'side pockets' Which have 
their entrance at the Side of the garment, and a 
pair of pockets at the rear of the garment and 
extending over the buttocks. These latter pock 
ets are known as “hip pockets' and have their 
entrance extending for the full width thereof 
and parallel to the waistband at the rear of the 
garment With the pocket in approximately Wer 
tical alignment with the entrance. With the 
pockets aligned with the buttocks, the pocket con 
tents come between the Wearer and the Seating 
support and, if the contents include hard or bulky 
articles, become very uncomfortable. Another 
disadvantage of such hip pockets is that they 
must be of limited depth and hence of limited 
capacity due to their alignment with the but 
tocks, it being apparent that if such pockets are 
of extended length they would hang below the 
buttocks and, if the contents thereof were heavy, 
would Swing forwardly and back Wardly as the 
wearer Walked and hit the back of the leg with 
each step. A further disadvantage in prior hip 
pocket structures resides in the fact that the 
weight of the contents in the hip pocketS is car 
ried by the waistband at the back of the trousers 
with a resulting sag therein and a disorderly ap 
pearance. 
The present invention overcomes these diffi 

culties by a novel hip pocket construction which 
permits the use of larger dimensioned pockets and 
better support of the weight therein and at the 
same time avoids the possibility of the contents in 
the pocket interfering with the Wearer in seated 
position or while walking. 
This is accomplished by shifting the hip pocket 

from the usual rear position over the buttocks 
to a position at the side of the trousers with the 
entrance remaining in a rear position, the pockets 
extending downwardly over the side of the leg of 
the Wearer. With the hip pocket in this posi 
tion, the contents of the pocket will not inter 
fere with comfortable sitting and the pocket can 
be increased in depth or size without the contents 
therein interfering With the Wearer during walk 
ing or sitting. 
The hip pocket of the present invention is 

supported from the waistband at the side of the 
trousers so that the weight of the contents of 
the pocket will be carried by the hip bones 
and Will not cause the Waistband to SagaS When 
the weight was carried by the back of the trousers. 
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2 
In the preferred form of the invention, the en 

trance to the hip pocket is adjacent the back 
edge of the pocket and disposed at an angle to 
the waistband thus affording a more convenient 
and easy access to the pocket. 

If the trousers have side pockets, the hip pock 
ets of the present invention may overlap them 
slightly on the side of the trousers. Being on 
the side, however, it will not cause discomfort to 
the wearer. This overlap can be minimized if de 
sired by shifting the front pockets forwardly. 
Other features and advantages will be appar 

ent from the Specification and claims when con 
sidered in connection with the drawings in which: 

Figure 1 is a side elevation of a portion of a 
pair of trousers embodying the invention. 

Fig. 2 is a rear View of the same. 
Fig. 3 is a detail view showing the interior of 

the hip pocket area of the waist Zone with the 
relative position of the entrance shown in dot 
ted lines. 

Fig. 4 is a rear view of another form of the 
present invention. 

Fig. 5 is a Sectional view taken on line 5-5 
of Fig. 3. 

In the drawings, A indicates a pair of trousers, 
having a waistband a, a back seam ai, side seams 
a? and hip pockets fo of usual fabric which as 
shown in Fig. 1 have their upper ends Secured 
to the waistband a at the side of the trousers so 
as to depend therefron and overie the side of 
the leg. This locates the contents of the pocket 
at the side of the leg instead of over the buttocks 
as in the prior type of hip pockets so that the 
Contents of the pockets will not be disposed be 
tween the seat and the wearer to cause discom 
fort to the wearer while in sitting position. 
The entrance it for the hip pocket is disposed 

in the trousers rearwardly of the side seam, pref 
erably extending downwardly and at an angle to 
the waistline and enters the pocket adjacent the 
rear edge thereof as shown in Fig. 3. 
The pocket is formed by a piece of fabric 

folded along its forward edge Oa and has its 
lower and rear edges stitched together by stitches 
Ob. A diagonal cut is formed in the pocket and 

trousers to provide the entrance and the edges 
Secured together and provided With Suitable fin 
ishing strips 2, 3 stitched thereto as shown in 
Fig. 5. The ends of the entrance are stopped off 
by stitches 4 and the upper end of the entrance 
is connected to the waistband by stitches 4d 
Which pass through the trousers and pocket and 
provide a Supporting means for the structure of 
the pocket entrance. 
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The entrance f l in the form of the invention 

shown in Figs, i and 2 extends downwardly and 
rearwardly at an obtuse angle with respect to 
the waistband while the entrance a shown in 
Fig. 4 extends downwardly and forwardly at an 
obtuse angle with respect to the waistband. In 
each case, a substantially long opening is pro 
vided which affords ready and convenient acceSS 
to the pocket. 
Since the hip pockets are located at the Side 

of the trousers they can be made longer and 
larger Without the contents thereof interfering 
With the Wearer in Sitting position. These large 
pockets being connected across the top thereof 
for the full width to the waistband and being 
connected to the trousers for the full length of 
the diagonal entrance are securely held in the 
direction of movement of the leg and prevented 
from Swinging and hitting against the leg to the 
discomfort of the Wearer. 
Another advantage of the present invention 

resides in the securing of the hip pocket to the 
side of the trousers So that the weight of the 
contents in the pockets will be carried by the 
Waistline at that part thereof which paSSes Over 
the hip bone so that the weight is effectively sup 
ported by the hip bone rather than by the back 
of the waistband with its attendant sagging as in 
the prior type of construction. 

If desired, forward or side pockets 5 may be 
provided in the trousers. These pockets are se 
cured to the Waistband a and have their rear 
edge secured to the side seam a so that they 
Overlie the front side of the leg and as shown in 
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4. 
Fig. 1, the hip pockets will overlap the side 
pockets to a slight degree. Since the Overlap is 
at the side of the trousers no difficulty is pro 
duced by the overlap. By properly positioning 
the side pocket and the entrance 6 thereto the 
overlap at the side of the trousers can be mini 
mized. 

Variations and modifications may be made 
Within the Scope of this invention and portions 
of the improvements may be used Without others. 

claim: 
In a trousers having a waistband and Side 

seams, a side pocket Secured to the Waistband 
forwardly of the side seam and having an en 
trance opening, and a hip pocket distinct from 
said Side pocket Secured at its upper end to the 
waistband to depend therefrom to overlie the 
side of the leg, said hip pocket having a forward 
portion thereof overlapping the side pocket and 
having an entrance spaced rearwardly of the 
side seam and of said side pocket entrance Open 
l3. 
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