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FOLDABLE CONDUCTION OVEN (II) 

BACKGROUND OF THE INVENTION 

0001. The present invention relates to a conduction oven, 
and more particularly to a foldable conduction oven which 
is folded or unfolded quickly without any tools and easy to 
be carried or picked up. 
0002. A conventional conduction oven isn't foldable 
without tools and the Space is always wasted because of the 
large Volume of a conventional conduction oven. 

SUMMARY OF THE INVENTION 

0003) A foldable conduction oven comprises by a ped 
estal, two partition plates, a grill, a framework and a net. 
0004. The pedestal comprises by two opposite outward 
plates and a chassis. 
0005) When unfold the foldable conduction oven, the 
four round prominent pellets on the two outward plates, 
which are against the four locational holes on the chassis of 
the pedestal, are used to fasten the foldable conduction oven. 
The two troughs on the chassis of the pedestal are provided 
the two partition plates to plug into. The foldable conduction 
oven provides convenience and practicability, because the 
invention is able to be folded or unfolded without any tools 
and easy to be carried or picked up. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0006 FIG. 1 is a perspective exploded view of a foldable 
conduction oven in accordance with this invention; 
0007 FIG. 2 is a perspective exploded view of a pedestal 
on a foldable conduction oven in accordance with this 
invention; 
0008 FIG. 3 is a cutaway assembly view of a foldable 
conduction oven in accordance with this invention; 
0009 FIG. 4 is an operate diagram of a folded pedestal 
on a foldable conduction oven in accordance with this 
invention; 
0.010 FIG. 5 is an exemplary embodiment of a stove on 
an unfolded pedestal in a foldable conduction oven, and 
0.011 FIG. 6 is another exemplary embodiment of a rapid 
Stove on an unfolded pedestal in a foldable conduction oven. 

DETAILED DESCRIPTION OF THE 
INVENTION 

0012 Referring to FIGS. 1 to 2, the foldable conduction 
oven 1 comprises by a pedestal 10, two partition plates 20, 
a grill 30, a framework 40 and a net 50. 
0013 The pedestal 10 comprises by two opposite out 
ward plates 11 and a chassis 12. 
0.014. The each outward plate 11 has many holes 111, two 
block prominent pellets 112 on the central and two opposite 
Side edges 113 on two ends, one round prominent pellets 114 
on lower end of the one side edge 113. 
0015 The chassis 12 has four holes 121 in the central 
Surface to correspond the four block prominent pellets 112 
on the two outward plates 11. The chassis 12 has two long 
sides 122. The each long side 122 of the chassis 12 has a 
trough 123 in the inner side and two locational holes 124 on 
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two sides. The four locational holes 124 are able to be 
wedged into the four round prominent pellets 114 on the two 
outward plates 11. Then the two outward plates 11 are able 
to be folded on the chassis 12. 

0016. The each partition plate 20 has many holes 21 and 
the two partition plates 20 are able to be wedged into the two 
troughs 123 of the pedestal 10. 
0017 Referring to FIG. 3, in assembly, the two partition 
plates 20 are wedged into the two troughs 123 of the pedestal 
10. 

0018. The grill 30 is put on the four block prominent 
pellets 112 of the two outward plates 11 of the pedestal 10. 
0019. The framework 40 is put on the two partition plates 
20 and the two outward plates 12 of the pedestal 10. 
0020. The net 50 is put on the surface of the framework 
40. 

0021 Referring to FIG. 4, the two outward plates 11 are 
folded and the four block prominent pellets 112 of the two 
outward plates 11 are put into the four holes 121 of the 
chassis 12 to fold the pedestal 10 completely. 
0022 Referring to FIG. 5, a stove 60 is put on an 
unfolded pedestal 10, and the framework 40 is put on the 
pedestal 10, then the net 50 is put on the Surface of the 
framework 20. 

0023 Referring to FIG. 6, two rapid stove 70 are put on 
an unfolded pedestal 10, and the framework 40 is put on the 
pedestal 10, then the net 50 is put on the Surface of the 
framework 20. 

0024. What is claimed is: 
I claim: 

1. A foldable conduction oven comprising: 
a pedestal comprises by two opposite outward plates and 

a chassis, 
the each outward plate has many holes, two block 

prominent pellets on the central and two opposite 
Side edges on two ends, one round prominent pellet 
on lower end of the one side edge, 

the chassis has four holes in the central Surface to 
correspond the four block prominent pellets on the 
two outward plates, two long Sides; the each long 
Side of the chassis has a trough in the inner Side and 
two locational holes on two Sides, 

two partition plates, the each partition plate has many 
holes and the two partition plate are able to be wedged 
into the two troughs of the pedestal; 

a grill, 
a framework, and 
a net. 

2. The foldable conduction oven of claim 1, wherein said 
the four locational holes on the Said two long Sides of the 
Said chassis are able to be wedged into the Said four round 
prominent pellets on the Said two outward plates, then the 
said two outward plates are able to be folded on the said 
chassis. 


