The ornamental design for a suspension saddle, as shown and described.

DESCRIPTION

FIG. 1 is a perspective view showing the top, front, and left sides of a suspension saddle having the inventive design;
FIG. 2 is a back elevational view of the suspension saddle shown in FIG. 1;
FIG. 3 is a top view of the suspension saddle shown in FIG. 1;
FIG. 4 is a front elevational view of the suspension saddle shown in FIG. 1;
FIG. 5 is a left side elevational view of the suspension saddle shown in FIG. 1;
FIG. 6 is a right side elevational view of the suspension saddle shown in FIG. 1;
FIG. 7 is another perspective view showing the top, front, and left sides of the suspension saddle shown in FIG. 1;
FIG. 8 is a perspective view showing the bottom, back, and right sides of the suspension saddle shown in FIG. 1; and,
FIG. 9 is another perspective view showing the bottom, back, and right sides of the suspension saddle shown in FIG. 1.
The broken lines showing various holes in FIG. 1, FIG. 3, FIG. 7, FIG. 8, and FIG. 9 are for the purpose of illustrating an example of attachment holes of the suspension saddle and form no part of the claimed design.

1 Claim, 6 Drawing Sheets
OTHER PUBLICATIONS

Hendrickson, RS Series Rubber Load Cushion, Only Hendrickson makes choosing a heavy-duty suspension this easy, Jun. 1993.
Hendrickson MFG., Tandem Division, Wide spread equalizing beams, sales bulletin, May 1981.
Hendrickson, Haulmaxx Heavy Duty Suspension, Jan. 2007.
Hendrickson, Parts List Haulmaxx, May 2002.
Hendrickson, Haulmax Heavy-Duty Suspension, Jan. 2009.
U.S. Appl. No. 29/329,354, filed Dec. 12, 2008 and entitled “Suspension Assembly.”

* cited by examiner