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Application filed June 30, 1880. 

To all whom it may concern: 
Be it known that I, MoRTIMER. G. LEWIs, 

of Lowville, county of Lewis, and State of New 
York, have invented certain new and useful 
Improvements in Pipe-Gripes, of which the 
following is a full, clear, and exact description, 
reference being had to the accompanying draw. 
ings, and to the letters of reference marked 
thereon. 
My invention has relation to that class of de 

vices intended to be applied to ordinary bench 
Vises for the purpose of clamping pipes and 
rods or bars therein, thus making the bench 
vise capable of operating as a pipe-wise. These 
separable attachments are ordinarily denomi 
nated “pipe-gripes,” and are so made as to be 
readily attached and detached at pleasure. 
Among the objects of my invention are the 

production of a simple, cheap, and effective 
pipe-gripe, which may be applied to any ordi 
nary vise and securely held against the flat 
faces of the lips of the wise, thus throwing the 
griping strain against the Ordinary clamping 
surfaces, and holding the work in the most ad 
vantageous position, and the production of an 
implement with a minimum number of parts, 
strong, durable, easily applied, and not likely 
to get out of order. 
To accomplish all of this the invention in 

Wolves certain novel and useful combinations 
or arrangements of parts and details of con 
struction, all of which will be hereinafter first 
fully described, and then pointed out in the 
claims. 

In the drawings, Figure 1 is a perspective 
view of the two sections composing the pipe 
gripe which embodies the essential features of 
my invention, the sections being separable from 
each other and indicated as applied against 
the flat faces of the vise-lips. Fig. 2 is a ver 
tical section upon a plane passing through the 
attaching-bolts. 

Like letters of reference, wherever they oc: 
cur, indicate corresponding parts in all the fig 

S. 

Heretofore in this class of appliances for 
vises it has been customary to construct them 
in such manner as to be applied in the throat 
of the wise, one section on each side, and both 

(No model.) 

or lugs on each side of the wise jaws. Such 
construction adds to the cost of manufacture, 
throws the work down to an abnormal posi 
tion between the two jaws, and brings the 
strain against the interior of the throat of the 
vise; and such appliances are capable of use 
only in connection with vises in which the 
throat is of peculiar shape, size, and construc 
tion. 
To make my improved gripe applicable to all 

forms of vises and to all sizes within reasonable 
linits, I attach the sections directly against 
the lips, and secure them by a simple inclined 
screw-bolt, as will appear from the following 
explanation. 
AA are the lips of all ordinary wise. These 

are usually faced with steel, and the metal of 
the jaw made to recede below the lips, forming 
the throat, and from the back forming an in 
clined surface gradually extending down 
Wardly. 
My improved gripe is composed of the sec 

tions B and C, male and female, the projecting 
parts of each being notched and serrated for 
holding the pipes, &c., the single jaw B being 
made to pass between the two jaws on the 
notching-section C. Each section is cast with 
a back plate, D, intended to bear against the 
facing of the vise-lips, and each back plate is 
provided with a narrow projecting ledge, a, at 
bottom and a somewhat Wider ledge, b, atto). 
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The ledge a may have two or more iugs, as at 
c c, to insure an accurate bearing against the 
under side of the lips. 
The bracket b at top is perforated in an in 

clined direction, screw-threaded, and provided 
with a clamping-bolt, E, the axis of which 
should preferably point toward the line of union 
between the back plate and the luga, as plain 
ly indicated. The two sections being applied 
to the lips of the vise, they are clamped in 
position, as shown, the ledge at or lugs c c bear 
ing against the under surface of the lips, and 
the bolts E against the inclined position of the 
Jaws. 
The inclination given the clamping-bolts is 

such that when the sections are locked in place 
upon the faces of the lips the distance between 
the abutting end of the bolt and the outer 

5o secured in place by top screws through ears edge of ledge (, or of the lugs ce thereon, is Ioo 
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less than between the bolt and the inner lower 
edge of the face of the jaw. 
When properly clamped in place, any strain 

tending to displace the sections tends to re. 
5 volve the bolt about a line passing through 
the outer edge of a or of c c, and since the 
distance between this line and the end of the 
bolt is greater than between the line of union 
and the bolt, as above explained, it is apparent 

Io that the strain will be effectually resisted. 
The two sections are cast of any suitable 

metal. The clamp is simple and effective, and 
is applicable to any style of vise having pro 
jecting lips. 

15 The distance between the upper and lower 
ledges is made great enough to admit the lips 
of any ordinary-sized vise, and the clamping 
screw made long enough to bear against the 
smaller sizes, so that all may be accurately 

2O adjusted. 
If desired, the notched jaws may be swiv 

eled upon the back plates, so that any desired 
inclination may be given the work. 
When constructed substantially as shown 

25 in the drawings each section is of one piece, 
with the exception of the set-screw or bolt, 
and being thus made solid and durable recom 
mends the improvement for adoption in situa 
tions where a number of parts would be ob 

3ojectionable. The holding strain being brought 
against the lips and the work capable of being 
held in its proper position between the jaws 
are features likewise advantageous in my in. 
provement. 

Having now fully described my invention, 35 
what I claim as new, and desire to secure by 
Letters Patent, is 

1. In a detachable pipe-gripe of the charac 
ter herein set forth, the combination of a bear 
ing-plate adapted to rest against the face of 4o 
the Vise-lip, projections located at top and bot 
tom of said plate adapted to fit over and under 
the Vise-lip, a clamping-screw passing through 
one of the projections, and a pipe jaw con 
nected with the bearing-plate, substantially as 45 
shown and described. 

2. The combination, with the pipejaw, of a 
bearing-plate provided with ledges or projec 
tions which fit over and under the vise-lip, and 
a set-screw or bolt located in the upper ledge 5o 
and inclined, in the manner and for the pur 
poses set forth. 

3. As an improved attachment for bench 
vises, the herein - described pipe-gripe, com 
posed of two sections, each adapted to bear 55 
against the face of one of the wise-lips, and 
both carrying inclined set-screws or bolts, 
whereby they are clamped in position for use, 
substantially as shown and described. 

In testimony that I claim the foregoing I 6o 
have hereunto set my hand in the presence of 
two witnesses. 

MORTIMER. G. LEWIS. 
Witnesses: 

WoRTH OsGooD, 
A. M. PERCE. 

  


