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To all whom it may concern. 
Be it Klown that i, uOYD 3. GARRISON, 

a citizeil of the United States, residing at 
Artesia, in the county of Eddy and ieri 
toily Of New Viexico, ilave invented certain 
IleW alid useful limpi'ovements in face 
Straps, of Which the Iollowing is a specifi 
cation. 

iiie present in Velition provides a novel 
fastening iOl' straps, tapes and like binding 
linealls coininolnly employed for seculing 
packages, lettel's and Ilke articles generally 
secured by nealis Oi a buckle. 

1 he illy ention has for its object to supply 
a lastelling Whicil Will obviate the use of 
the Ol'tilinary bickle tongue ancL prevent for 
islation of the openings generally required 
ill tile Stl’ap, tape Ol' the like to receive the 
it ilgue of the buckie, and which openings 
Weakeil the binding and frequently tear out. 

\\ ith this all other objects in view that 
Will illore fully appear as the description 
proceeds, the invention consists in certain 
constructions and ai'i'angements of the parts 
that I shall hereinafter fully describe and 
claiml. 
ior a full undel'standing of the invention 

and the merits thereof, and to acquire a 
knowledge of the details of construction, 
reference is to be had to the following de 
Scription and accompanying drawing, in 
which: 
Figule 1 is a perspective view of a fasten 

ing embodying the invention, showing the 
same applied; Fig. 2 is a central longitudi 
nal Section thereof; Fig. 3 is a transverse 
Section on the line a-a of Fig. 2; Fig. 4 is 
a perspective view of the frame; Fig. 5 is 
a perspective view of the latch; and, Fig. 6 
is a perspective view of a stop and fastening, 
the parts being separated. 

Corresponding and like parts are referred 
to in the following description and indi 
cated in all the views of the drawing by 
the saine reference characters. 
The strap, tape or like binder is indicated 

at 1 and is provided at or near one end with 
a fastener and at intervals in its length with 
a series of stops. 
The fastener consists essentially of two 

parts: a frame and a latch, the two being 
pivotally connected, and the frame being Se 
cured to the strap or binder at the required 
point. The frame comprises a base plate 2, 
side pieces 3 projecting from the plate 2 in 
parallel relation and at a right angle there 
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to, and studs 4, the lattei' serving as fasten 
ing neans to secure the frame to the strap 
oil like part 1. The several paits of the 
i'aille lay be of integral folitiation, or if 
Separately fol'}}led, attached in a Way to pro 
vide in efiect a single part. The studs 4 pass 
through Openings of the strap 1, and their 
pi'ojecting ends ai'e clenched, as indicated at 
5, to prevent the studs fi'oin pulling though 
the strap. The side pieces 3 are located at 
opposite edges of the plate 2 and may coln 
sist of Wings of a blank, said wings being 
bent into the folln substantially as shown. 
The latch consists of a plate (3, an end 

piece and side pieces S, the latter being of 
triangular form and connecting the end 
piece 7 with the plate 6 and forming braces 
or ties to sustain the strain of the fastening 
when in operation. Openings 9 are formed 
in the side pieces 8 near the angle for hed 
between the parts 6 and T, and receive a pin 
or cross bar 10 by means of which the latch 
is pivotally connected with the frame of the 
fastening, the said pin having its ends sup 
ported in openings formed in the side pieces 
3. The end piece 7 of the latch extends to 
ward the base of the frame and is adapted to 
engage with the stops of the strap or binder 
1 to secure the latter in the adjusted posi 
tion. The plate 6 may likewise be arranged 
so as to engage with one of the stops and 
thereby supplement the action of the end 
piece 7 so as to distribute the strain and 
enable the latch to be made of comparatively 
light material. 
The stops consist of buttons 11 which are 

flat disks centrally apertured and having a 
pendent rim 12 at the side adjacent to the 
strap 1, so as to enter the same and obtain a 
firm purchase. Each stop is secured to the 
strap or like part 1 by means of a pin 13 
having a flat head 14 which is slightly con 
cavo-convex, the hollow side lying adjacent 
to the strap , whereby the edge of the head 
14 becomes slightly embedded in the strap, thereby obviating projecting parts. The pin 
13 is passed through the strap 1 and the 
opening 15 provided centrally of the button 
11, and its projecting end is upset or riveted, 
thereby securing the button. The rim 12 
prevents the pin 13 from tearing through 
the strap, and also prevents the end of the 
plate 6 from pressing between the -button 
and the strap, which would tend to force 
the button from the pins, as will be readily 
understood. 
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s: 2. 

The fastener herein disclosed may be 
readily applied to a strap, tape or like part 
by means of the studs 4. The stops are 
located at intervals in the length of the 
strap, and may be spaced apart any dis 
tance. When tightening the strap or binder, 
the end of the latch is thrown upward, there 
by moving the part 7 to a position to clear 
the stops, and after the strap has been tight 
ened, the end of the latch is thrown toward 
the strap, thereby bringing part 7 in posi 
tion to engage with the stop opposite the 
pin 10. The strain coming upon the part 7, 
is restricted by the end of the part 6 engag 
ing with the strap. 

Having thus described the invention, what 
I claim is: 

1. In combination with a strap or like 
binder provided with a fastener embodying 
a pivoted latch, a series of stops located at 
intervals in the length of the strap, each of 
said stops consisting of a button and a pin, 
the buttons being provided with depending 
projections adapted to be embedded in the 
upper surface of the strap and the pins 
passed through the strap and having E. 
projecting ends riveted. 

2. In combination with a strap or like 
binder provided with a fastener embodying 
a pivoted latch, a series of stops located at 
intervals in the length of the strap, each of 
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said stops consisting of a button and a pin, 
the latter passed through the strap and hav 
ing its projecting end riveted, and Said but 
ton having a rim at its outer edge embedded 
in the strap to supplement the action of the 
pin and prevent the latch entering between 
the button and the strap. 

3. The herein-described fastening means 
for straps and like binders, the same con 
sisting of a series of buttons in the length 
of the strap, pins for securing the buttons to 
the strap, a frame comprising a base plate 
having upstanding side-pieces and provided 
at One end thereof with a depending lip 
adapted to bear against the adjacent end of 
the strap, there being lugs depending from 
the base plate and piercing the strap with 
their terminals clenched, and a latch piv 
oted to the frame between said side-pieces 
and adapted to engage any one of the but 
tons to secure the strap when tightened, said 
latch comprising angularly disposed parts, 
and side-pieces connecting said parts at 
their edges. 

In testimony whereof I affix my signature 
in presence of two witnesses. 

LOYD B. GARRISON. 
Witnesses: 

W. H. BoCKMON, 
W. M. Doug HERITY. 

L. s.) 
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