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UNITED STATES PATENT OFFICE 
2,416,699 

STATION SELECTOR SYSTEM 
Fuerton S. Kinkead, deceased, late of New York, 
N. Y., by Rita Smith Kinkead, administratrix, 
Trudeau, N. Y., assignor to Bell Telephone 
Laboratories, incorporated, New York, N. Y., a 
corporation of New York 

Application December 8, 1942, Serial. No. 468,210 

1. 
This invention relates to telegraph apparatus 

and Systems and particularly to a station selec 
tor System for placing two or more of a plurality 
of stations in a telegraph system in intercommu 
nicative condition under the control of any one 
of the stations. 
The invention represents an improvement over 

Station Selector Systems heretofore known and 
particularly of the type shown in Patent 2,152,010 
granted March 28, 1939, to W. J. Zenner. 
ACCOrding to the disclosure of the Zennel pat 

ent each of a plurality of stations on a telegraph 
line is provided with a key for opening the line 
circuit for a predetermined minimum interval of 
time and each station responds to the opening of 
the line circuit by the starting of the operating 
motor of the printing telegraph set at that sta 
tion. The attendant at the station at which tine 
motor starting function was initiated then trans 
mits the call signal of the calling station which 
is recorded at all of the stations and which is 
effective at the calling station to condition the 
motor starting apparatus to remain operated, and 
thereafter transmits the call signal or signals of 
the called station or stations, which are recorded 
at all stations and which condition the motor 
starting apparatus to remain operated at the re 
spective called stations. Thereafter the attend 
ant transmits a common disabling signal which is 
effective at all uncalled Stations to shut down the 
operating motors and to disable the transmitters 
and the call initiating line circuit keys. 

. At the conclusion of message transmission be 
tween the stations which had been conditioned 
to participate in such transmission the operator 
at any of the participating stations again oper 
ates the line opening key, the effect of which is to 
start the operating motors at all of the disquali 
fied stations in the system, those in the partici 
pating stations remaining in Operation. There 
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after the operator transmits a shutting down code. 
signal which is effective at all stations in the sys 
tem to open the energizing circuits for their op 
erating notors, thus shutting down all of the 
stations and restoring them to initial condition. 
An object of the present invention is to pro 

vide a station selector system in which exclusion 
of stations from participation in message trans 
mission is accomplished by suppression of print 

45 

2 
ing at Such stations, the stations otherwise being 
in operative condition. 
Another object of the invention is to provide 

a station selector system in which all stations are 
normally in operating condition but with printing 
suppressed and the conditioning of Selected sta 
tions to participate in message transmission is 
accomplished by direct signal responsive disable 
ment of the printing suppression mechanism. 
Another object of the invention is to restore 

participating Stations at the conclusion of mes 
sage transmission by the direct signal responsive 
reenablement of the printing suppression mecha 
nism at those stations. w 
Another object of the invention is to render 

uncalled stations unresponsive to station calling 
signals during message transmission between sta 
tions which have been qualified to participate. 
The invention features an arrangement where 

by all stations in the System may be placed in 
condition to participate in message transmission 
in response to the transmission of a common call 
ing codesignal differing from the selective calling 
Signal of each station. 
The invention, also features an arrangement 

for suppressing a function, the performalace of 
which at disqualified stations may be objection 
able. 
The invention also features an arrangement 

whereby the signals employed for qualifying and 
disqualifying Stations may be integrated or inter 
preted either mechanically or electrically for ei 
fectuating selective action. 
The invention also features an arrangement 

for preventing unauthorized placement of an un 
called station in condition to participate in inter 
communication, thereby positively excluding un 
called Stations and assuring privacy. 
The invention contemplates the employment 

at each station in the system of a printing tele 
graph receiving recorder which may be of the type 
shown in Patent.1,904,164, granted April 18, 1933, 
to S. Morton et al. The invention also contem 
plates that each of the printing telegraph re 
corder instrumentalities shall include a printing 
suppression mechanism and may include a 
switching contact mechanism such as those 
shown in co-pending application, Serial No. 
398,055, filed June 14, 1941, by W.Y. Lang, now 
Patent No. 2,318,168, granted May 4, 1943. The 



3 
disclosures of the Morton et al. patent and of 
the Lang application are incorporated herein by 
reference as part of the present specification. 
In accordance with the preferred embodiment 

of the invention, a magnet, which upon being 
energized disables the printing mechanism, is 
normally energized when the system is in the idle 
operative condition, through parallel circuits 
controlled by two relays. The idle operative con 
dition refers to the condition under Which the 
printer operating motors at all stations are in 
Operation and the printing suppression mecha 
nism is in the effective condition to suppress 
printing. One of the relays is operable in re 
Sponse to the calling code signal of the particu 
lar station and to the group or universal calling 
Code Signal and upon energization interrupts one 
of the two parallel circuits. A second relay is 
energizable in response to a codesignal common 
to all stations and this relay is effective to open 
the second parallel circuit for the print suppres-. 
Sion magnet, thus releasing that magnet and dis 
abling the print Suppression mechanism when 
both relays are energized. Both of these relays 
have holding circuits whereby they are held up 
on being energized. At unselected stations only 
the second of the two relays becomes energized 
and only one of the parallel energizing circuits 
for the printing suppression magnet is interrupt 
ed, so that the magnet remains energized and 
prevents the printing telegraph recorder from 
printing in response to signals thereafter re 
ceived. The second of the two relays interrupts 
the energizing circuit for the first, so that at un 
Selected stations the first or selectively operable 
relay will not become energized in response to 
signals occurring in message transmission be 
tween two or more stations which have been 
qualified to participate in such transmission. 
At the conclusion of message transmission a 

code signal common to all stations on the system 
and preceded by the figure shift signal effects the 
interruption of the holding circuit for the one re 
lay which is energized at unqualified stations and 
for the two relays which are energized at quali 
fied Stations, thus restoring the energizing cir 
cuit for the printing suppression magnet at all 
Stations, which represents restoration to the idle 
operative condition. . . . . 
The power Supply circuits for the operating 

notors of the printer are controlled by systems 
of relays which are set in operation to effect the 
closure of the motor circuit in response to plac 
ing of the telegraph signaling channel in the 
Spacing condition for an interval which is rela 
tively long in comparison with the interval oc 
cupied by a permutation code signal combina 
tion. The relay which controls the motor circuit 
has a holding circuit which is effective to. hold 
the relay energized so that once the motor is 
started further abnormally long spacing signals 
On the telegraph channel will not affect the op 
eration of the motor, At the end of a business 
day or whenever it is desired to shut down the 
System completely, a signal is transmitted which 
is common to all stations and is effective under 
the condition that the printing suppression 
mechanism has been activated at all stations, to 
interrupt the holding circuit for the motor con 
trol relay whereby the motor operating circuit is 
interrupted at each station and the motor is 
Stopped. - - . . . . . 
For a complete understanding of the invention 

reference may be had to the following detailed 
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description to be interpreted in the light of the 
accompanying drawings wherein: 

Fig. 1 is a combined schematic perspective view 
and circuit diagram of a portion of a telegraph 
printer as exemplified in the Morton et al. patent 
With the addition thereto of printing suppression 
mechanism and Switching mechanism generally 
in accordance with the disclosure of the Lang 
application; a 

Fig. 2 is a schematic circuit view showing the 
Station Selecting circuits, and the circuits in Figs. 
1 and 2 are complementary, the proper relation 
ship being established when Fig. 2 is positioned 

... below Fig. 1; 
15 
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25 

Fig. 3 is a vertical sectional view through the 
receiving printer showing the printing suppres 
Sion mechanism; 

Fig. 4 is a fragmentary plan view showing 
Switching contact operating mechanism; and 

Fig. 5 is an elevational view partly in section 
showing a function suppression mechanism, 

Referring now to the drawings and particular 
ly to Fig. 3, the reference numeral indicates 
a selector magnet, the armature 2 of which is 
carried by a selector lever 3 pivoted at 4. As is 
fully disclosed in the Morton et al. patent, the se 
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75 basket. Each of the pull bars 32 is provided with 

lector lever 3-controls a plurality of sword le 
vers 6 which are individually articulated to bell 
cranks 7 pivoted at 8 and individually rocked 
in counter-clockwise direction. Once in each re 
ceiving cycle by cams 9, one of which is shown 
in Fig. 3, included in a receiving selector cam as 
Sembly mounted on and frictionally driven by a 
power driven shaft 2. 
their bell crank levers 7, the sword levers 6 are 
rocked into extreme clockwise or counter-clock 
Wise, position depending upon the position of se 
lector lever 3 as determined by selector magnet 

and when they are shifted rightwardly by their 
bell cranks f as the bell cranks are restored to 
extreme clockwise position by their individual 
Springs 22, the Sword levers rock associated T-le 
vers 23 into extreme clockwise or counterclock 
Wise position depending upon the rotative posi 
tion into which they have been rocked under the 
control of the selector magnet. The T-levers 23 
are articulated by means of disc and slot connec 
tions to individual selector vanes that are pivot 
ally supported at their opposite ends by trun 
nions 26. (Fig. 1). 
A movable typebasket, full-structural details 

of which are shown in the Morton et al. patent, 
Supports permutationally notched code bars 2 
that are individually connected to the selector 
vanes 24 by bell cranks 28, a portion of one of 
which is shown in Fig. 3. The upwardly ex 
tending arm of each bell crank 28 engages one 
of the code bars 27 and a laterally extending arm 
of each bell crank 28 terminates in a bifurcated 
portion 29 which straddles the edge of the selec 
tor vane and remains in engagement with the 
Vane While moving along its edge as the type 
basket moves for character spacing and carriage 
return operations. The typebasket pivotally sup 
ports a plurality of type bars 3 which have rack 
and pinion connections with individual selectable 
pull bars 32, the foremost ends of which are dis 
posed above and in close proximity to the code 
bars 27. The pull bars 32 are normally supported 
With their foremost ends just out of engagement 
with the code bars 27 by engagement of a slop 
ing cam surface on the lower edge of each pull 
bar 32 with a blade 33 carried by a reciprocable 
printing bail 34 which is mounted on the type 

Upon being retracted by 
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a hook 35 at the upper end of the sloping cam sur 
face so that when the printing bail 34 is recipro 
cated rightwardly as viewed in Fig. 3 and the 
right-hand ends of the pull bai's move down 
wardly into engagement with the code bars 27, 
any pull bar which finds an alignment of notches 
presented to it by the code bars will move still 
farther downwardly at its right-hand end into 
the alignment of notches, bringing its hook 35 
into the path of blade 33 of printing bail. 34, so 
that as the bail continues to be moved farther to 
the right, blade 33 will engage the selected pull 
bar and reciprocate it rightwardly, thus rocking 
the associated typebar 3 in counter-clockwise 
direction to bring its type carrying face into 
printing engagement with paper carried by a 
printing platen 36. 

Printing bail 34 is provided with a depending 
stud 37 which rotatably supports a roller 38 dis 
posed between a pair of blades 39 supported at 
the upper end of a printing bail operating arm 
4. The roller 38 and blades 39 provide for op 
erative engagement between printing bail 34 and 
operating arm 4 throughout the path of travel 
of the typebasket by which printing bail 34 is 
supported. Operating arm 4, which is supported 
on rock shaft 42, is urged in clockwise direction 
by a tension spring 43 which supplies the power 
for operating the arm 4 and thus the bail 34. 
A printing cam 44 which is included in a main 
cam assembly carried by the shaft 2 is engaged 
by a roller 46 (Fig. 1) carried by a pivoted lever 
47, the upper end of which supports an abutment 
screw 48 which engages the right-hand side of 
the right-hand one of the operating arm blades 
39 as viewed in Fig. 3. The cam 44 operates 
through lever 47 to restore operating arm 4 to 
extreme counter-clockwise position and to hold 
it in that position in the idle condition of the ap 
paratus. When the main cam assembly is re 
leased for rotation by the receiving selector can. 
assembly a sharp drop off of the cam 44 permits 
the spring 43 to rock printing bail operating arm 
4 sharply in clockwise direction to effect a print 
ing operation, and during the remainder of the 
cycle of the main cam assembly the cam 44 re 
stores operating arm 4 to extreme counter-clock 
wise position which in turn restores bail 34 to its 
unoperated position. 
Although only one printing bail operating arm 

4A has been referred to in the foregoing para 
graph, it will be understood that there are at 
least two such arms located near the ends of 
rock shaft 42 and that there may be others inter 
mediate those two. Associated with the end ones 
of the arms 4 are brackets 5 (Fig. 1) intercon 
nected by a bar 52 and supporting the ends of a 
function selection control rod 53 which extends 
parallel to the axes of the selector vanes 24. At 
the rear of the vanes 24 a plurality of selectable 
function levers, such as the levers 56 and 5, are 
pivotally mounted on a rod 58. Each of the se 
lectable function levers is provided with two 
spaced upwardly extending arms. The arm of the 
selectable function lever that is nearest to the 
rear edge of the selector vanes is provided with 
permutation code combinations of lugs with 
which the selector vanes presented in certain posi 
tions interfere. When the Selector Vanes COrre 
sponding to all of the lugs of a selectable func 
tion lever are in proper position to select this 
lever, the function lever is not blocked but is free 
to rock in clockwise direction as viewed in Fig. 3. 
However, the rocking of the function lever is nor 
mally prevented by bar 52 (Fig. 1), The rod 53. 

10 

5 

20 

25 

30 

6 
cooperates with a camportion of the rear arm of 
each of the function levers. When the printing 
bail operating arm 4 is operated by spring 43, the 
rod 53 is moved downwardly along the cam sur 
face of the rear arm of each function lever, and 
permits the function levers to rock in clockwise 
direction as viewed in Fig. 3 to test the setting 
of the selector vanes 24. Any function lever 
which finds no selector vane blocking its lugs will 
be rocked in clockwise direction by its associated 
Spring 59 to perform or initiate its assigned func 
tion as the case may be. The printing bail bar 
52 carries an upturned flange 55 which overlies 
the tops of the rear arms of selectable function 
levers 55 and 57 and which moves down into en 
gagement with the top of the rear arm of either 
of those levers when they are selected, the func 
tion of the flange being to block the printing bail 
mechanism after it has operated far enough to 
permit the selection of the function lever, in order. 
to suppress operation of any pull bar 32 that may 
also be selected, and also the carriage spacing 
mechanism. 
Those functions which require more power 

for their performance than the Springs 59 can 
supply, or the performance of which should be 
prolonged over a greater interval than that in 
volved in the rocking of its function lever to the 
extreme clockwise position as viewed in Fig. 3, 
are performed by a function bail 6 Supported 
by operating arms 62 journaled on rock shaft 
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42. ASSociated with one of the function bail 
Operating armS is a cam follower lever arm 63 
which supports at its free end a roller 64 which 
engages cam 66 included in the main cam assemi 
bly. When the main can assembly is rotated, 
the function bail operating arms 62 are positively 
rocked slightly in counter-clockwise direction by 
spring 67 under the control of cam 66, then in 
clockwise direction as viewed in Fig. 3 by can 66 
and thereafter the function bail 6 is restored to 
normal, which is short of extreme counter-clock 
Wise position, by spring 67. The manner in which 
function bail 6 operates function performing 
members will be described hereinafter. 

Referring now to Figs. 1 and 4, it will be noted 
that a cradle consisting of a flat plate 72 and 
parallel arms 73 is pivotally supported by trun 
nions 74 which engage the arms 3 near the 
inner ends thereof. : Extending between and sup 
ported by the outer ends of arms T3 is a pivot. 
rod 76, which pivotally supports a plurality of 
bell, cranks 71 in alignment with the marking 
position of fingers 8 integral with and extending 
rightWardly from the right-hand ends of the se 
lector vanes. 24. The plate 72 of cradle Ti sup 
portS a plurality of pairs of normally open elec 
trical contact springs 79, there being a pair of 
electrical contacts assigned to and aligned with 
the other arm of each of the bell cranks 77. 

Cradle 7 is provided with an operating arm 
8 which is connected by spring 62 with the free 
end of a laterally extending arm 83 of a push 
bar 84. Push bar 84 is mounted for reciprocable 
movement leftwardly as viewed in Fig. 3, by pins 
85 which pass through slots. 87 in the push bar, 
84. Near its foremost end the push bar 84 is pro 
vided with a notch in its upper edge which pro 
vides a shoulder 89 disposed slightly to the rear 
of the position occupied by a blade 9 carried 
by function bail 6 when the bail is in its unoper 
ated position. The push bar 84 is urged to its 
extreme forward position (rightward position as 
viewed in Fig. 3) by a tension spring 92 which 
returns the push bar to its normal position after. 
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each operation of the push bar leftwardly by 
function bail blade 9 f. Each time that the push 
bar is reciprocated leftwardly as viewed in Figs. 1 
and 3, it imparts through spring 82 clockwise 
movement to cradle 7 as viewed in Figs. 1 and 4. 
An extension 80 of cradle operating arm 8 par 
allels spring 82 and is held by spring 82 in abut 
ment with the end of push bar arm 83, for the 
purpose of stabilizing cradle 7 and the motion 
thereof under the control of push bar 84. The 
pairs of contact springs: 9 carried by the Cradle 

are moved in an arcuate path about the trun 
nions 74 as an axis and since the bell Cranks 
are held in engagement with their respective 
contact springs by tension springs 15, which ex 
ert insufficient tension to close the Springs, the 
bell cranks 7 are moved arcuately in clockwise 
direction about the axis of trunnions 74. After 
the bell cranks 77 have been rocked through a 
short angular distance, those of the selector vanes 
24 that are then presented in the marking posi 
tion will block by means of their fingers 78 fur 
ther movement of the bell cranks 77 associated 
therewith so that the bell cranks will be arrested. 
As the cradle 7 continues to move to its fully 
operated position with certain of the bell cranks 
7 blocked by the selector vanes 24, the corre 

sponding electrical contact springs yield in order 
to be further moved while their bell cranks are 
blocked and in so yielding the contacts are closed. 
In this way the closing of pairs of contacts 79 in 
permutational combinations corresponding to the 
setting of the selector vanes 24 may be accom 
plished. 
As indicated in Fig. 1, the cradle 7 supports 

six pairs of contacts. Of these the uppermost 
five pairs have been designated by the common 
reference numeral 79, and cooperate through the 
bell cranks designated by the common reference 
numeral with the five Selector vanes desig 
nated by the common reference numeral 24. The 
provision of five selector Vanes presupposes the 
operation of the printer on a five-unit permuta 
tion code which is the commonly used code for 
telegraph printers. The sixth set of contacts 93 
cooperate. With a sixth bell crank 94 which in 
turn co-operates with a sixth Vane 96. The sixth 
vane 96, as is fully disclosed in the Morton et al. 
patent, is the shift and unshift vane, and this 
vane is operated by the shift and unshift mecha 
nism which also shifts the platen to letter or 
figure printing positions with respect to the type 
bars. 3. When the platen is in the letter print 
ing position the sixth vane occupies the position 
shown in Fig. 3, namely, the extreme clockwise 
position. When the platen is shifted to the figure 
printing position, the sixth vane is rocked into 
its extreme counter-clockwise position and it is 
then in blocking relation to the bell crak, 94 
which controls the sixth set of contact springs 
93. As is disclosed in the Morton et al. patent, 
the function of the sixth vane. 96 is to block 
certain of the function levers, exemplified by the 
levers 56 and 57 in Fig. 1, against selective re 
Sponse to the five Selector Vanes. 24. By this 
means certain of the functions may be initiated 
or performed only when the printer is in the 
figure shift condition and others may be selected 
and performed only when the printer is in the 
unshift or letters condition. The provision of the 
sixth set of electrical contact springs 93 operable 
only when the sixth vane.96 is in the figures shift 
position provides for the performance of an elec 
trical operation only when the printer is in the 
figure shift condition as will be described later, 

10 

15 

20 

25 

30 

35 

40 

45 

50 

55 

60. 

65 

70. 

75. 

8 
This corresponds to the blocking out of a func 
tion lever in the unshift condition of the printer, 

Referring to Figs. 1 and 3, an electromagnet 
2 has its armature f 4 carried by a lever 6 

pivoted at T. Lever 6 is biased in counter-- 
clockwise direction as viewed in Figs. 1 and 3 by 
a tension spring 8. Lever 6 pivotally Sup 
ports a lever 9 which is provided with a latch 
ing shoulder 2 for the left-hand one of the 
printing bail operating arm blades 39 as viewed 
in Fig. 3, and with a pointed or tapered end.. 
Lever 9 is normally maintained in a predeter 
mined position with respect to magnet-controlled 
lever 6 by means of a tension Spring 22. When 
magnet 2 is deenergized, spring 8 holds lever 
6 against a stop 23 with shoulder 2 of lever 
9 out of latching or blocking relation to the 

print bail operating blade 39. When magnet 2 
becomes energized, it rocks lever 6 in clockwise 
direction to bring shoulder 2 of lever if S into a 
position below the upper edge of the rearmost 
blade 39. If print bail operating arm 4 is at this 
time in its normal or unoperated position, the 
shoulder 2 of lever 9 will be disposed in the 
path of blade 39 so as to prevent the movement of 
the printing bail to its operated position which, it 
should be remembered, is permissive since the 
bail is operated by spring 43 and is restored by 
cam 4.4. If at the time the magnet 2 becomes 
energized, the printing bail is partially or fully 
operated, some portion of the tapered or pointed 
end of the lever 9 will drop into engagement 
with the top of blade 39 and when the printing 
bail is restored to its normal or unoperated posi 
tion, the lever 9 will be cammed in counter 
clockwise direction by the cooperation of its 
tapered end with the upper edge of the blade 39 
until the blade has been moved clear of the 
shoulder 2 . The rocking of lever 9 by blade 
39 causes spring f 22 to become distended and as 
soon as blade 39 clears shoulder 2, the spring 
22 Will restore lever 9 to its normal relation 

to lever 6 presenting shoulder 2 in the path 
of blade 39 to block the printing bail. 34. Thus 
whenever magnet 2 is energized, the lever 9 
remains in blocking relation to the print bail 
operating mechanism. So that the bail cannot be 
operated to effect printing. It should be noted 
that the full operating stroke of the printing 
bail 34 is not blocked but only that it is blocked 
sufficiently short of its full stroke to prevent its 
blade 33 from engaging the hook 35 on any 
selectable pull bar 32 that may be selected. The 
partial stroke of the print bail operating arm 4 
that is permitted before blade 39 comes into 
engagement with shoulder 2 of blocking lever 

9 is sufficient to permit rod 53 to move down 
Wardly along the cam surfaces of the rear (left 
hand) arms of the selectable function levers, such 
as 56 and 57, to permit the function levers to test 
the setting of the selector vanes 24 and to permit 
the selection of any such function lever which is 
not blocked by the selector vanes. . 
As shown in Fig. 1, the selectable function lever 

56 has a rearwardly extending arm f 3 upon 
which rests the foremost end of a function push 
bar 32. At its remote end push bar 32 is 
pivotally supported by the depending arm 33 of 
a bell crank which is shown only fragmentarily. 
The bell crank represented by arm 33 is operable 
to effect step-by-step line feeding rotation of the 
platen. 36 by operation of a line feed pawl in a 
manner fully disclosed in the Morton et al. patent. 
On its upper edge the line feed push bar:32 is. 
provided with. a lug 34 which is lifted into the. 
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path of function bail blade 9 upon lifting of 
the foremost end of push bar 32 by function 
lever 56 as the function lever rocks in clockwise 
direction as viewed in Fig. 1 upon being selected 
by the selector vanes 24. When the function 
bail arm 62 is rocked in clockwise direction as 
viewed in Fig. 1 by function cam 66 following the 
lifting of the foremost end of push bar 32, the 
push bar is reciprocated rearwardly of the printer 
(leftwardly as viewed in Fig. 1) to rock bell crank 
lever arm 33 in clockwise direction by which 
operation platen 36 is rotated one step, and upon 
the return of function bail arm 62 by spring 67 
under the control of cam 66, push bar 32 is 
restored to normal position by spring 36, the 
lug 34 on the push bar 32 being lowered out of 
the path of function bail blade 9 by the upper 
rearwardly extending arm 37 of selectable func 
tion lever 56. When that lever is restored to , 
unselected position. 
A latching bell crank for preventing the lifting 

of the foremost end of push bar 32 into co 
operative relation with the function bail blade 9t 
is indicated by the reference numeral (38. Bell 
crank 38 is biased in clockwise direction by 
tension spring 39 seeking to move the latching 
hook 4 of bell crank 33 out of blocking relation 
to push bar f32. Bell crank 38 has a laterally 
extending arm 42 which serves as the armature 
for an electromagnet (43. When the electromag 
net is energized, hook 4 of latching bell crank 
38 is presented in blocking relation to push bar 
132 so that its foremost end cannot be lifted by 
the rearwardly extending arm 3 of selectable 
function lever 56 and thus the lug 34 cannot 
be brought into the path of function bail blade 
9. 
bell crank 38, the push bar in turn prevents the 
movement of selectable function lever 56 into 
selected position. Since the rocking of function 
lever 56 into selected position is permissive under 
the control of bar 53 carried by the printing bail 
mechanism, the blocking of push bar 32 against 
UpWard rotation is permissible. The function of 
latching bell crank 38 is to suppress the line feed 
function under conditions which will be described 
hereinafter. - . . . . . 

A Station selector system in accordance with 
the present invention is shown in Fig. 2, three 
Stations A, B and C being shown. A closed 
transmission circuit 29 

transmitting contacts. 253, break key 204 and a 
relay 26 at station A, selector magnet 20 trans 
mitting contacts 298, break key 209 and a relay 
corresponding to the relay 236 at station B, and 
Selector magnet 2 transmitting contacts 212, 
break key 2-3 and a relay corresponding to re. 
lay 20% at station C. The closed signaling cir 
cuit may include other stations similar to the 
stations A, B and C. The printing telegraph. 
receiving recorder for the station. A controlled: 
by selector magnet is shown in Fig. 1 and 

When push bar 32 is blocked by latching 

including signaling 
battery 22 extends through selector magnet 
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back contact of relay 206 and from the other 
terminal of battery 2 7 through conductor 28, 
normally closed contacts 2f 9 controlled by re 
lay 22 which at this time is released, conductor 
222 and winding of relay 226 to the armature of 
relay 2S. Upon the opening of the break key 
at any one of the stations, such as the key 204 
at Station A, the circuit of relay 26 and of all 
corresponding relays at the other station will be 
interrupted and those relays will be released 
Relay .286. completes the energizing circuit for 
relay 286 which becomes energized after an in 
terval which is longer than any spacing interval 
normally encountered in ... telegraph message 
transmission, the purpose in providing that re 
lay 26 shall be slow operating is to prevent its 
operation in response to any fortuitous releases 
of relay 206 such as might be due to “hits' upon 
the telegraph circuit 20. Preferably relay. 2. f6 
requires ari interval of the Order of three sec 
ords to operate. . . . . . , 
Upon the operation of relay 26 ground Onits 

front contact is connected through its arma. 
ture and conductor 223, winding of relay 22 to 
grounded battery, thus causing relay 22 to op 
erate. At its lower armature and front contact 
relay 22 connects ground over conductor 224 
and winding of a relay 226 to grounded battery, 
Relay 226 becomes energized and extends con 
nections from battery 27 through its two arma. 
tures and front contacts to the operating motor 
227 for transmitting contacts 203 and for the 
receiving printer mechanism shown in Fig. 1: At: 
the upper armature of relay 22 ground connec 
tion is extended through the front contact, the 
make-before-break contacts of a relay 228, con 
ductor 229 and conductor 223 through the wind 
ing of relay 22 to grounded battery thus estab 
lishing a holding circuit for the relay. The up 
per almature of relay, 22 opens the contacts 29 
through a mechanical connection between con 
tacts 2 9 and the upper front contact, thus open 
ing the energizing circuit for relay 26 which re 
leases. As contacts 29 are: opened, contacts. 
23 are closed. These contacts short circuit the 
winding of relay 206 through conductors 232; and 
233 so that the relay 206 does not become re 
energized upon the reclosure of break key .204 
or other break key in the system the opening of 
which released the relay 206. By the foregoing 
operations the printer and transmitter operating 
motors at all stations have been set in opera 
tion so that the system has been changed from 
a shut-down condition to the idle active condition 
with the printers at all stations capable of re 
Sponding to signals. . . . . . . . . 
The selection of station. A for participation in 

signal transmission is controlled by relay 24. 
This relay is normally deenergized and a circuit, 

60 

certain electrical conductors which will be identi 
fied hereinafter extend between Fig. 1 and Fig. 

At Stations B and C the selector magnets 20 
the receiving 

a 

and 2 i? are intended to symbolize 
printers. 
With current flowing in the closed transmis 

sion circuit, the relay 206 at station A and the 
corresponding relays at stations B and C will be 
energized. At its single armature and back con 
tact, relay 206 holds open the circuit of a slow 
operating relay 2A6, the conductive path being 
traced from one terminal of battery 27, to the 

tromagnet 2 to grounded battery 47. 

70 

75 

is traced from ground through its outer upper. 
armature and back contact and in parallel there 
With from ground through the outer upper ar-, 
mature and back contact of a relay. 242, which is 
also deenergized at this time, through conductor 
243 extending into Fig. 1 through the winding of 
magnet 43 to grounded battery. 42 and also 
from conductor. 243 through the winding of elec 

Electro 
magnets 2 and 43 will thus be energized to: 
withhold the printing bail 34 against operation 
farther than to permit the selection of select 
able function levers 56 and 57 and to Withhold 
line feed push bar 32, against selective move 
ment into operative relation to the function bail. 
blade 9. . . . . . . . . . . . . . . . . . . . . . . . 
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The operation of relay 24 is controlled by the 
selector vane sensing contacts 72. A battery 48 
having one terminal grounded has its other ter 
minal connected to one spring of each of the five 
pairs of contact springs 79 and to one spring of . 
the pair of contact springs 93. The other spring 
of each of the five pairs of contact springs 79 
is connected by one of five conductors 244 to one 
terminal of an individual one of five relays 246, 
the other terminal of which is connected to 
ground. The other spring of the pair of contact 
springs 93 is connected by conductor 247 to one 
terminal of relay 248. The five relays 246 con- . 

- 5 trol a fan circuit system of armatures and con 
tacts, the uppermost having a single armature 
operable between one front and one back con 
tact which are connected to two armatures of 
the next or second relay. . Each of the two arma 
tures of the second relay has one front and one 
back contact which are connected to four arma 
tures of the third relay. Since only a few fan 
circuit selective paths are required at each sta 
tion it is not necessary for the fourth and fifth 
of the relays 246 to have full complements of 
armatures and front and back contacts, but it 
will be understood that the fourth relay could 
have as many as eight armatures each operating 
between a front and back contact and that the 
fifth relay may have sixteen armatures operat 
ing between a front and a back contact to pro 
vide a maximum of thirty-two selective paths: 
The armature of the uppermost of the relays 246 
is connected by conductor 251 extending into Fig. 
1 to one contact spring of a pair of normally open 
contacts 51, the other of which is connected to 
ground. Contacts 5 are mounted to be engaged 

O 

20 

3) 

and operated by push bar 84 which operates 
cradle 7. The contacts f 5f are disposed in such 
relation to the rearmost end of push bar 84 that 
thev are not closed until after cradle 7 has been 
operated to close those of the contacts 79 and 93, 
the operating bell cranks of which are blocked by 
vanes 24 in the marking position or vane 96 in the 
figure shift position. - 

For the purpose of illustrating the selection of 
station. A for participating in message trans 
mission, assume that station B transmits the se 
lecting code combination for station A which 
will be assumed to be the code for the letter A. 
All of the stations in the system respond to the 
transmission of this code and position their se 
lector vanes in cmrrespondence with the code of 
the letter. A. Following the positioning of the 
vanes the main cam assembly of each printer is - 
operated, this including the cams 44 and 66. 
Cam 44 seeks to operate printing ball 34 which 
is blocked at all stations. Cam 66 then operates 
the fitnction hail hlafie which recinrocates push 
bar 84 toward contacts 5, first closing certain 
of the cinntarts: 72 in corrasnondence with the 
setting of the selector vanes 24. and then closing 
the contacts 5. The permutation code combi 
nation representing the letter A has impulses. 
and 2 of marking nature and tha remaining 

three of spacing nati 1re so that the first and sec 
ond set of contacts 79 counting from the top will 
be closed and a circuit will be extended from 
batterv 48 through the two sets of closed con 
tacts 79, to the first and second of the relays 246 
which will become energized. Following the en 
ergization of the relays ground connection will 
be extended through contacts 5, conductor 25?, 
armature and front contact of relay 246 which is 
now energized, inner armature and front con 
tact of the second relay 246 which is also ener 
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gized, innermost armature and back contact of 
the third relay, innermost armature and back 
contact of the fourth relay, innermost armature 
and back contact of the fifth relay, conductor 
252, back contact and inner upper armature of 
relay 242 and winding of relay 24 to grounded 
battery 253. Relay 24 completes its holding cir 
cuit through the front contact and inner lower 
armature, conductor 254 and back contact and 
armature of relay. 248 to ground. At its outer 
upper armature relay 24 removes one of the 
ground connections from conductor 243 but elec 
tromagnets f2 and 43 in Fig. 1 remain ener 
gized to the ground on the outer upper armature 
of relay 242. At its inner upper armature relay 
24 completes a circuit from ground over con 
ductor 256 and lamp 255 to grounded battery 
258 and the lamp 255 lights to indicate that sta 
tion A is being conditioned for participation in 
message transmission, such conditioning being by 
remote control. At no other station does the re 
lay corresponding to relay 24 become operated, 
because at no other station is such relay operable 
Over a fan circuit path completed in response 
to the code combination for the letter A. 

It will be noted that relay 24 may also be 
energized from ground through normally open 
key 257, lower armature and back contact of re 
lay 240 and conductor 259. Key 257 and the 
circuit which it completes enables the selecting 
relay 24 or its corresponding relay at other sta 
tions to be energized by direct manual control 
Such as at a call initiating station so that it is 
not necessary for the calling operator to trans 

5 mit the selecting code of his own station in order 
to prepare that station to be conditioned to par 
ticipate in the message transmission. It will 
also be noted that the relay 24f may be energized 
through the armature and back contact of the 
first relay 246, outer armature and front contact 
of the second relay 246, second armature and 
back contact of the third relay 246, counting 
armatures from the left, second armature and 
front contact of the fourth relay 245 counting 
from the left, and second armature and front 
contact of the fifth relay 246 counting from the 
left, through conductor 252 and back contact, 
and inner upper armature of relay 242. This 
Selective path is common to all the stations in the 
system, being completed when the first and third 
of the relays 246 are deenergized and the second, 
fourth and fifth relays are energized, and rep 
resents a group selection of all stations by the 
transmission of a common calling code whereby 
it is unnecessary to transmit in Succession the 
calling codes of all of the stations when it is de 
Sired to transmit to them on a group or broadcast 
basis. 

Following the transmission of the code which 
effected the operation of relay 241, the calling. 
Operator transmits a code combination which ef-. 
fects the Selection, at all stations including the 
Calling station. Of the Selectable function ever 
57. This function lever has a forwardly extend 
ing arm 52 which momentarily closes normally 
open contacts 53. One of the contacts 53 is 
connected to ground and the other is connected 
over conductor 28? extending into Fig. 2 through 
the winding of relay 42 to grounded battery 263. 
Relay 242 becomes energized and completes its 
holding circuit through the front contact, and . 
inner lower armature to ground through the back 
contact and armature of relay 248 in parallel with 
the holding circuit for relay 24 f. Selectable 
function lever 57 at each station is responsive to 
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the same code so that contacts 53 at station. A 
and the contacts corresponding thereto at all 
other stations close, and relay 242 at station. A 
and the relays corresponding thereto at all other 
stations become energized and held. 
At its outer upper arriature the relay 242 dis 

connects ground from conductor 243, thus opening 
the energizing circuit for the electromagnets 2 
and 43 at the calling station and also at the 
called station A, so that the printers at those sta 
tions are conditioned for full normal operation 
of their printing bails and the suppression of the 
line feed function is removed. At uncalled sta 
tions the Yagnets 2 and 43 are not released 
because the relays at those stations correspond 
ing to the relay 24 are not energized and one 
ground connection remains on conductor 243 at 
the uncalled stations. The outer upper armature 
of relay 42 completes the circuit of lamp 264 
over conductor 283 to battery 258. So that the 
lamp 263 becomes lighted at all stations. The 
lighting of lamp 264 at uncalled stations indi 
cates that the system is in operation for message 
transmission and that those stations have been 
excluded. Lamp 264. therefore is a busy lamp. 
At the calling and called stations both of the 
lamps 255 and 264 are lighted, indicating that 
those stations have been selected for participa 
tion in message transimission and that the mag 
nets 2 and A3 have been released by removal 
of both ground connections. 
At the inner upper armature relay 242 inter 

upts the energizing path for relay 24. This has 
no effect at the calling and called stations since 
relay 24 and the corresponding relay at the call 
ing station are held energized, but at the excluded 
stations it prevents the energization of the relay 
corresponding to the relay 24 in response to 
signals appearing in the message transmission 
which are identical with the selective calling Sig 
nais of the uncalled stations or in response to 
the signal which is identical with the group call 
ing signal. In this way the assignment of codes 
for calling stations individually or in a group does 
rot diminish the number of codes available for 
message transmission. At the middle lower 
primature, relay 43 inter1'upts a conductive path 
from the innermost front contact of the fifth re 
lay 246 to the winding of relay 228, which relay 
is energizable, as will be described later, over a 
fan circuit path selectively prepaired by the re 
lays 246. 

It will be noted that the grounded outer lower 
armature of relay 24 has a back contact which 
is connected to the outer lower armature of relay. 
242. The latter armature has a front contact 
which is connected through the winding of a 
relay 248 which is energizable to establish, at its 
upper arrature and front contact, a shunt. 
around transmitter 23 and break key 24. Re 
lay 2: ) is energized when relay 24 is unoperated 
and relay 232 is operated, which is the condition 
of an uncalled and disqualified station, and pre 
vents an attendant at a disqualified station from 
interfering with transmission on the line, because 
the break ixey and the transmitter are short-cir 
cuited and are rendered incapable of opening the 
line circuit. At its lower armature the relay 240 
interrupts the conductive path from key 25 to 
the winding of relay 24. Thus an attendant at 
an uncalled station cannot unauthorizedly op 
erate relay 24 to disable his print suppression 
mechanism and render his recording printer op 
eratively responsive to signals on the line which 
are actuating selector magnet if, and privacy is. 
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14 
thereby assured. When relays 24 and 242 are 
both released, which is the idle condition, the 
cirruit of relay 230 is open at the outer lower 
armature and front contact of relay 242. When 
relays 24 and 242 are both energized, the circuit 
of relay 240 is open at the outer lower armature 
and back contact of relay 24, which is the con 
dition for participation of a station in inter 
communication. Only when a station is dis 
qualified is the relay 240 operated. 
The system has now been conditioned for in 

tercommunication between the calling and 
called stations and the printers at those stations 
are fully responsive to all character and function. 
code signals. At the uncalled stations characters. 
corresponding to the transmitted signals will not 
be printed although the selector magnets at those 
stations will respond to all signals and the Se 
ector vanes will be operated in correspondence 
with such signals, printing being Suppressed by 
the magnet 2 and magnets at other stations 
corresponding thereto which are energized. 
Character spacing will not occur at the excluded 
stations except in response to the Spacing signal 
combination because normal spacing for succes 
sive characters occurs incident to the operation of 
the printing bail, as is fully disclosed in the 
Morton et al. patent, and with printing Sup 
pressed at the excluded stations spacing Will also 
be suppressed. The spacing function will be 
performed at excluded stations corresponding 
to the few word spaces that will appear in the 
message material transmitted in each line of 
message material being recorded at the qualified 
stations, but, the excluded stations will also re 
spond to the carriage return function, and 
will restore the carriage to the beginning of 
line position before it has advanced more than 
a few spaces from that position. The shift and 
unshift functions will also be performed at the 
excluded stations but these are idle operations 
since no message material is being recorded. 
The latching of the line feed push bar at the ex 
cluded stations prevents the performance of the 
ine feed function at those stations and thus pre 
vents the advance of paper past the printing line 
position as the paper is line fed at the printers 
which are recording the message material trans 
mitted. Were it not for the suppression of the 
line feed function, it might be necessary for an 
attendant, to back feed the platen manually at 
frequent intervals to prevent the wastage of 
paper at those stations. ", , , 

. At the conclusion of message transmission the 
system may be restored to the idle active condi 
tion by transmission from any one of the par 
ticipating stations of the deactivate code signal. 
Since it has sometimes been the custom in sta 
tion selector systems to employ as the deactivate 
orrestoration signal a combination of two permu 
tation code signals one of which is the figure shift 
signal and the other is the signal corresponding 
to a character, such as the letter H, whereby the 
code for that letter may have the dual function, 
in the unshift condition of the apparatus, of se 
lecting a station when printing is suppressed, and 
of effecting the printing of the letter H when 
printing is not suppressed, and when the printer 
is in the shift condition, for effecting restoration 
of the stations to the idle active condition. 
Upon the transmission from any of the par. 

ticipating stations of the figure shift function, the 
shift vane 96 at all stations will be operated to 
the figure shift position where it will be effective. 
to cause closure of the contacts 93. As pre 
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viously stated, contacts 93 when closed extend a 
battery connection to relay 248 but this is not 
effective to complete the energizing circuit for 
relay 248 because the fan circuit path to which 
the lower terminal of relay 248 is connected, is 
not completed in response to the figure shift sig 
nal. Following the transmission of the figure 
shift signal, the code for the letter H will be 
transmitted. After the five wanes 24 have been 
positioned in accordance with this signal, push 
bar 84 will be operated to cause the rocking of 
cradle and since the code for the letter H has 
impulses , 2 and 4 of spacing nature and im 
pulses 3 and 5 of marking nature, the third and 
fifth of the relays 246 will be energized to com 
plete a conductive path from the armature of the 
first relay 246 through its back contact, the outer 
armature and back contact of the second relay 
246, the outer armature and front contact of the 
third relay 246, the outer armature and back 
contact of the fourth relay 246, and the outer ar 
mature and front contact of the fifth relay 246, 
winding of relay 248, conductor 247 and closed 
contacts 93 to battery 48. Upon the closure of 
contacts. 5 by push bar 84 after it has operated 
contacts 12 and 93, the conductive path just 
traced will be extended from the armature of 
the first relay 246 over conductor 25 and con 
tacts 5f to ground, thus energizing relay 248 
momentarily. At its armature and back contact, 
relay 268 interrupts the holding circuit for re 
lays 24 and 242, thus extinguishing lamps 255 
and 264 and restoring the station selecting ap 
paratus to normal at all stations. 
At the close of the business day or whenever 

it is desired to restore the multistation telegraph 
System to the shut-down condition, this may be 
accomplished by the transmission from any one 
of the stations of a signal assigned to the per 
formance of this function which may, for ex 
ample, be the code corresponding to the letter 
Z. At all stations, the selector vanes are set in 
response to this signal to cause the first and fifth 
of the relays 246 to be energized. When the con 
tacts 5 are closed momentarily following the 
closure of the first and fifth pairs of contacts 72, 
a circuit may be traced from ground through 
closed contacts 5, conductor 25, armature and 
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leased during the time that relay 22 has been 
energized and which is a slow-operating relay as 
previously stated. With relay 22 released, the 
circuit of relay 226 is interrupted and this relay 
releases, thus opening the circuit of motor 22. 
Contacts 23 open and remove the short circuit 
across the winding of relay 26 so that this re 
lay is reinserted in the closed communication cir 
cuit and becomes energized to open the circuit 
of relay 2f 6. Contacts 29 reclose to prepare the 
energizing circuit for relay 26 which remains 
open at relay 206. Thus the apparatus is restored 
to the initial shut-down condition. 

It is to be understood that the energizing cir 
cuit for relay 242 could have been completed 
through a selectively prepared fan circuit path 
controlled by the relays 246 instead of through 
the contacts 53 operated by Selectable function 
levers 57. It Will also be understood that select 
able function levers could be employed in lieu 
of the relays 246 and the fan circuit paths for 
completing the energizing circuit of all of the 
Selectively operable relays, these being the relayS 
241, 242, 228 and 248. In the case of the relay 
248 which is to be operable only when the printer 
is in the figure shift condition, the selectable 
function lever for completing the energizing cir 
cuit of relay 248 may be blocked against selec 
tion by the vane 96 when the vane is in the un 
shift position so that the selectable function lever 
could not be selected and operated until after 
the vane. 96 had been operated to the figure shift 
condition in response to a shift signal. It would 
then not be necessary to include a fan circuit 
path in the energizing circuit of relay 248, as the 
selectable function lever would interpret the 
shift condition of the printer and the code, such 
as H for selecting the relay. Also the contacts 
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front contact of the first relay 246, inner arma- . 
ture and back contact of the second relay 246, 
third armature and back contact counting from 
the left of the third relay 246, third armature and 
back contact counting from the left of the fourth 
relay 26, third armatures and front contact 
counting from the left of the fifth relay 246, con 
ductor 27, middle lower armature and back con 
tact of relay 242, conductor 272 and winding of 
relay 228 to grounded battery 273. Relay 228 
becomes energized over this circuit and as its ar 
nature engages its front contact completes its 
holding circuit to ground through the front con 
tact and upper armature of relay 221, after which 
the relay 228 interrupts the holding circuit for 
relay 22, the contacts controlled by the arma 
ture of relay 228 being operable in make-before 
break manner. As soon as the relay 22, its 
holding circuit having been interrupted, releases 
its upper armature, the holding circuit for relay 
228 is interrupted so that that relay is released. 
Relay 228 does not become reenergized when its 
movable contact comes into engagement with its 
fixed contact and before the armature becomes 
disengaged from the movable contact, because it 
could be reenergized only from the armature and 
front contact of relay. 26 which has been re 
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93 would not be required. In fact the relay 248 
could be omitted, substituting normally closed 
contacts for Supplying ground for the holding 
circuits of relays 244 and 242, the contacts being 
operable by the function lever to open the hold 
ing circuits. The selectable function lever 57 
represents a mechanical arrangement for in 
tegrating or interpreting a permutation code 
signal and the contacts 79 and relays 246 repre 
sent an electrical means for integrating or in 
terpreting a permutation code signal. Either 
may be employed exclusively or a combination of 
both as indicated in Figs. 1 and 2 may be em 
ployed. Within the contemplation of the inven 
tion. 
Although a single transmitter has been indi 

cated symbolically at each station by a set of 
transmitting contacts, it is within the contem 
plation of the invention to provide keyboard 
transmitters or storage type transmitters, such 
as tape transmitters, or both, at any or all sta 
tions, and to transmit station selecting, station 
disqualifying and motor stopping signals, as well 
as message signals, from any such transmitter. 
The Morton et al. patent, hereinbefore identi 
fied, fully discloses how keyboard and tape trans 
mitters may be provided and Operated at a tele 
graph station having a receiving printer of the 
type ShoWn in that patent, of which the printer 
shown in the present application is a modifica 
tion. 
Although a specific embodiment of the inven 

tion has been shown in the drawings and de 
scribed in the foregoing specification, it will be 
understood that the invention is not limited to 
Such Specific. embodiment but is capable of modi 
fication and rearrangement Without departing 
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from the spirit of the invention and within the 
scope of the appended claims. - 
What is claimed is: 
1. In a communication system, a communica 

tion channel, a plurality of telegraph stations 
associated with said channel, a printing tele 
graph recorder at each station, means in each 
recorder for suppressing printing operation there 
of, a relay at each station operable to disable . 

10 said suppressing means, a second-relay at each 
station operable to restop operation of unoper 
ated ones of said disabling relays, a plurality of 
signal responsive selector elements in each of 
said recorders, a selectable member directly re 
sponsive to said selector elements for controlling 
one of said relays, a plurality of SetS:of electrical 
contacts controllable by said selector elements, in 
accordance with the signal responsive Operation 
of said elements, a plurality of relays controlled 
by said electrical contacts, and means controlled 
by the last-mentioned relayS. for Selectively es 

18 
ing operation of said printing mechanism, means 
controlled by the selector mechanism at each sta 
tion in response to a signal individual to such 
station for disabling said suppressing means, 
smeans controlled by the selector mechanism at 
seach station in response to a signal common to 
all Stations for disabling said motor circuit-com 

:5 

i20 
tablishing an energizing circuit for the other of . 
the two first-mentioned relayS. 

2. In a communication: System, a communica 
tion channel, a plurality of telegraph stations, 
-associated with said channel, a printing tele 
graph recorder at each station including a signal 
responsive Selector mechanism, a printing mecha 
inism operable under the control of Said selector 
mechanism and a driving motor for both of said 
mechanisms, means controlled by said channel 
independently of said selector mechanism at each 
station for completing the operating circuit of 
the motor, means in each recorder for SuppreSS 
ing operation of said printing mechanism, means 
controlled by the selector mechanism at each 
station for disabling said suppressing means, 
means controlled by the selector mechanism at 
each station for disabling Said motor circuit con 
pleting means, and means at each station Con 
“trolled by said selector mechanism for estopping 
operation of both of said disabling means. 

3. In a communication system, a communica 
tion channel, a plurality of telegraph stations 
associated with said channel, a printing tele 
graph recorder at each station including a signal 
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responsive selector mechanism, a printing mecha 
nism operable under the control of said selector 
mechanism and a driving motor for both of said 
mechanisms, means controlled by said channel. 
independently of said selector mechanism at each 
station for completing the operating circuit of 
the motor, means in each recorder for suppress 
ling operation of said printing mechanism, means 
controlled by the selector mechanism at each. 
station for disabling said suppressing means, 
means controlled by the selector mechanism at 
each station for disabling said motor circuit 
completing means, means at each station con 
trolled by said selector mechanism for estopping 
operation of both said disabling means, and 
means at each station controlled by said selector 
'mechanism for restoring said estopping means 
to non-estopping condition. 

4. In a communication system, a communica- as tion channel, a plurality of telegraph stations 
associated with said channel, a printing telegraph 
recorder at each station including a signal re 
Sponsive selector mechanism, a printing mecha 
nism operable under the control of said selector 
'mechanism and a driving motor for both of said 
mechanisms, means controlled by said channelin 
dependently of said selector mechanism at each 
station for completing the operating circuit of 
the motor, means in each recorder for suppress 
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pleting means, means at each station controlled 
by said selector mechanism in response to a sig 
inal common to all stations: for estopping opera 
(tion of both said disabling means, and means at 
each station-controlled by said selector mecha 
inism in-response to a signal common to all star 
tions for restoring said estopping means to non 
estopping conditions, each of said-common signals 
differing-from the others. - 

5. In a communication. System, a communican 
...tion channel, a plurality of telegraph stations 
kassociated with said channel, a printing tele 
'graph recorder at each station including a signal 
responsive selector mechanism, a printing mecha 
inism operable under the control of said selector 
imechanism and a driving motor for both of said 
mechanisms, means controlled by said channel 
independently of said selector mechanism at each 
station for completing the operating circuit of 
the motor, means in each recorder for suppress 
ing operation of said printing mechanism, means 
controlled by the selector mechanism at each 
Station in response to a signal individual-to such 
station-and-also in response to a signal common 
to all stations for disabling Said suppressing 
means, means controlled by the selector mecha 
inism at each station-in response to a signal com 
-monto all-stations for disabling said motor circuit 
completing means, means at each station con 
trolled by said selector mechanism in response 
to a signal common to all stations for estopping 
operation of both said disabling means, and 
means at each Station controlled by said selector 
mechanism in response to a signal common to 
all stations for restoring said estopping means 
to-noh-estopping condition, each of said common 
signals differing from the others. . . 

6. In a communication -System, a communica 
tion channel, a plurality of stations associated 
with said channel, a normally operative signal 
responsive selector mechanism at each station, a 
record producing mechanism controlled by each 
of Said. Selector: mechanisms, means for suppress 
ing operation of said record producing mecha 
nisms, means controlled by said selector-mecha nisms for selectively disabling the suppressing 
means of their-respective record producing mech 
anisms, and means controlled by said selector 
mechanisms for rendering unoperated ones of 
said disabling, means unresponsive to their selec 
tor-mechanisms, . . . . . . . . . . . . . . . 

-7. In a -communication system, a communica 
tion channel, a plurality of stations associated 
with said channel, a normally operative signal re 
Sponsive Selector mechanism at each station, a 
record producing mechanism controlled by each 
of said:Selector. mechanisms, means for suppress 
ing operation of said record producing mecha 
nisms, means controlled by said selector mecha 
hisms, for Selectively disabling the suppressing 
means, of their respective-record producing mech 
anisms, means: controlled by Said selector mecha 
nisms for rendering unoperated ones of said dis 
abling means unresponsive to their selector mech 
anisms, and means controlled by said selector 
mechanisms for restoring said disabling means 
and said last-mentioned means to unoperated 
condition. 
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8. In a communication system, a communica 

tion channel, a plurality of stations associated 
with said channel, means at each station for 
transmitting telegraph code-signal combinations 
of equal and predetermined duration, a signal 
responsive selector mechanism at each station 
normally responsive to signals generated by any 

- of said transmitting means, record producing 
mechanisms controlled by said selector mecha 
nisms, means for Suppressing operation of Said 
record producing mechanisms, means controlled 
by said selector mechanisms for selectively dis 
abling the suppressing means of their respective 
record producing mechanisms, and means con 
trolled by said selector mechanisms for rendering 
unoperated ones of said disabling means unre 
Sponsive to their selector mechanisms. 

9. In a communication System, a communica 
tion channel, a plurality of stations associated 
with said channel, means at each station for 
transmitting- telegraph codesignal combinations 
of -equal and predetermined duration, a signal 
responsive Selector mechanism at each Station 
normally responsive to signals generated by any 
of said transmitting means, record producing 
mechanisms controlled by said selector mecha 
nisms, normally operated means for suppressing 
Operation of Said record producing mechanisms, 
means controlled by said selector mechanisms in 
response to individually selective signals or group 
Selective signals generated by any of Said trans 
mitting means for selectively disabling the sup 
pressing means of their respective record pro 
ducing mechanisms, and means controlled by 
said selector mechanisms in response to a common 
signal generated by any of said transmitting 
means for rendering unoperated ones of said dis 
abling means unresponsive to their selector mech 
anisms. . . . . • 

10. In a communication system, a communica 
tion channel, a plurality of stations associated 
With Said channel, means at each station for 
transmitting telegraph code signal combinations 
of equal and predetermined duration, a signal re 
sponsive selector mechanism at each station nor 
mally responsive to signals generated by any of 
said transmitting r means, record producing 
mechanisms controlled by said selector mecha 
nisms, a normally operative driving motor for 
said selector mechanism and said record produc 
ring mechanism at each station, normally acti 
wated means for suppressing operation of said 
record-producing mechanisms, means controlled 
by said selector mechanisms in response to sig 
inals generated by any of said transmitting means 
for selectively disabling the suppressing means 
of their respective record producing mechanisms, 
and means controlled by said selector-mecha 
nisms for rendering unoperated ones of said dis 
abling means unresponsive to their selector mech 
anisms. . . 

11. In a communication system, a communica 
...tion channel, a plurality of stations associated 
With. Said channel, means at each station for 
transmitting permutation code telegraph signals, 
a permutation code signal receiving selector 
mechanism at each station, a printing mecha 
nism at each station controlled by said selector 
mechanism, a normally activated driving motor 
for said selector mechanism and said printing 
mechanisms at each station whereby said selec 
tor mechanisms are normally operative in re 
Sponse to signals, normally activated means for 

- Suppressing operation of said printing mecha 
nisms, means controlled by said selector mecha 
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inisms in response to permutation code signals for 
selectively deactivating the suppressing means of 
their respective printing mechanisms, and means 
controlled by said selector mechanisms in re 
sponse to permutation codesignals for rendering 
unoperated ones of said deactivating means un 
responsive to their selector mechanisms. . . . . 

12. In a telegraph System, a telegraph line, a 
plurality of stations associated with said line 
each having a printing telegraph recorder and a 
permutation code signal transmitter, normally 
activated means associated with each of said re 
corders for suppressing operation of the printing 
mechanism of said recorders, means at each of 
Said stations Selectively responsive to permuta 
tion code signals transmitted by any of said 
transmitters for deactivating said suppressing 
means to qualify those stations having their sup 
pressing means deactivated to participate in mes 
Sage transmission and reception, and means at 
each of Said stations responsive to permutation 
COdesignals transmitted by any of said transmit 
ters for rendering the deactivating means at un 
qualified Stations, unresponsive to their respec 
tive Signals until after restoration of all of said 
stations to activated condition of said suppress 
ing means. . . ~ - 

13. In a communication system, a communica 
tion channel, a plurality of stations associated 
With Said channel, a recorder at each of said sta 
tions including a selector mechanism normally 
responsive to signals on said channel, a plurality 
of recording elements selectively controllable by 
Said selector mechanism and an actuator for op 
erating Said recording elements, means normally 
effective to block said actuator upon each at 
tempted operation thereof, means controlled by 
said selector mechanisms upon response to pre 
determined signals for disabling said blocking 
means, and means also controlled by said selec 
tor mechanisms upon response thereof to a pre 
determined signal for estopping operative re 
Sponse of unoperated ones of said disabling 
means to said selector mechanism until after 
restoration of Said blocking means to ef 
fective condition at all stations. 

14. In a communication system, a communica 
tion channel, a plurality of stations associated 
With Said channel, a recorder at each of said sta 
tions including a selector mechanism normally 'responsive to signals on said channel, a plurality 
of recording elements selectively controllable by 
Said Selector mechanism and an actuator permis 
sibly operable upon each receiving cycle of said 
Selector mechanism for operating said recording 
elements, means normally effective to block said 
actuator upon each attempted operation thereof, 
means controlled by said selector mechanism up 
On response to predetermined signals for dis 
abling Said blocking means, and means also con 

60 trolled by said selector mechanism upon response 
thereof to a predetermined signal for estopping 
operative response of unoperated ones of said 
disabling means to said selector mechanism un 
til after restoration of said blocking means to ef 
fective condition at all stations. 

15. In a communication system, a communica 
tion channel, a plurality of stations associated 
With said channel, a printing recorder at each 

I station including a selector mechanism normally 
70 responsive to signals on said channel, a plurality 

of printing elements selectively controllable by 
said selector mechanism and a bail permissibly 
operable upon each receiving cycle of said selec 
tor mechanism for operating said printing ele 

75 ments, means normally effective to block said 
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bail upon each "attempted operation thereof, 
meanscontrolled by said selector mechanism up 
on response to predetermined signals for dis 
abling said blocking means, and means also con 
trolled by said selector mechanism upon response 
thereof to a predetermined signal for eStopping 

: operative response of unoperated.Ones of Said dis 
tabling means to said selector mechanisms until 
after restoration of said blocking means to effec 
itive eondition-at-all-stations. 

E6. In a communication. System, a communica 
tion channel, a plurality of telegraph stations as 
sociated with said channel, a printing telegraph 
recorder at each station, means in each recorder 
for suppressing printing operation thereof, a re 
lay at each station operable to disable said Sup 
pressing means, a second relay at each station 
operable to estop operation of unoperated ones 
of said disabling relays, a plurality of signal re 
sponsive Selector elements in each of said re 
corders, a selectable member directly responsive 
to said Selector elements for controlling one of 
said relays, a plurality of sets of electrical con 
tacts controllable by said selector elements in ac 
cordance With the signal responsive operation of 
said elements, a relay operable under the con 
trol of each of said pairs of contactS, and a fan 
circuit path selectively closable by said plurality 
of relays for selectively establishing an energiz 
ing circuit for the other of the two first-men 
tioned relays. 

17. In a communication System, a communica 
tion channel, a plurality of telegraph stations as 
sociated With said channel, a printing telegraph 
recorder at each station, means in each record 
er for suppressing printing operation thereof, a 
relay at each station operable to disable said Sup 
pressing means, a second relay at each station 
Operable to estop operation of unoperated ones of 
said disabling relays, a set of signal responsive se 
lector elements in each of said recorders, a se 
lectable member directly responsive to said se 
lector elements for controlling one of said re 
lays, a plurality of sets of electrical contacts con 
trollable by said selector elements in accordance 
with the signal responsive operation of said ele 
ments, a relay operable under the control of each 
Of Said pairs of electrical contactS, a fan circuit 
path Selectively closable by the last-mentioned 
relays for selectively establishing an energizing 
circuit for the other of the two first-mentioned 
relays, a Secondary selector element controllable 
by Said set of selector elements, a pair of elec 
trical contacts controllable by said secondary se 
lector element, and a relay energizable over a 
path including the contacts controlled by said 
secondary selector element and a fan circuit path 
selectively closable by the relays controlled by 
the first-mentioned pairs of electrical contacts 
for releasing the tWO first-mentioned relayS. 

18. In a communication System, a communica 
tion channel, a plurality of telegraph stations as 
Sociated with said channel and having a printing 
telegraph recorder including a selector mecha 
nism and a printing mechanism, a mechanical 
element for Suppressing Operation of said print 
ing mechanism, a normally activated electro 
magnet for presenting said mechanical element 
in Operation Suppressing relation to said print 
ing mechanism, first and second normally de 
energized relays providing circuit completing 
Connections in parallel for Said electromagnet, 
means selectively operable at each station by said 
Selector mechanism for completing the energiz 
ing circuit of said first relay to interrupt one of 
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said connections, meanseoneurrently operable-at 
'all stations by said selector mechanisms for com 
pleting the energizing circuit of said: second re 
lay to interrupt the other of said connections 
whereby to release said electromagnet and Sup 
pressing means at any station having both relays 
energized, and means associated with said 'second 
relay for estopping selective energization of un 
operated ones of said first relayS. 

19. In a 'communication system, a communi 
cation channel, a plurality of stations associat 
ed with said channel, a signal responsive Selec 
tor mechanism and a signal transmitting mech 
anism at each station, a driving motor at each 
station for said selector and transmitting mech 
anisms, means at each station controllable from 
any station for starting all of Said motors, a rec 
ord producing mechanism controlled by each of 
said selector mechanisms, and means controlled 
by said selector mechanisms for selectively cause 
ing their associated record producing mecha 
nisms and transmitting mechanisms to be oper 
ative or non-operative while all of said motors 
remain in Operation. 

20. In a communication system, a communica 
tion channel, a plurality of stations aSSOciated 
With said channel, a signal transmitting mecha 
nism at each Station, a signal responsive Selector 
mechanism at each station, a record producing 
mechanism controlled by each of said selector 
mechanisms, a driving motor for each of Said 
signal transmitting mechanisms and selector 
mechanisms and its associated record producing 
mechanism, means at each station controllable 
from any station for starting all of said motors, 
and means controlled by said selector mecha 
nisms for Selectively causing their associated sig 
inal transmitting mechanisms and record produc 
ing mechanisms to be operative or nonoperative 
While said selector mechanisms continue to re 
Spond to signals representing record producing 
operations and said driving motors continue in 
Operation. 

21. In a communication system, a communica 
tion channel, a plurality of stations associated 
With Said channel, a signal transmitting mecha 
nism at each station, a signal responsive selec 
tor mechanism at each station, a record produc 
ing mechanism controlled by each of said selec 
tor mechanisms, a driving motor for each of said 
Signal transmitting mechanisms and selector 
mechanisms and its record producing mecha 
nism, means at each station controllable from 
any of Said stations independently of said selec 
tor mechanisms for starting said motors, means 
controlled by said selector mechanisms for se 
lectively causing their associated signal trans 
mitting mechanisms and record producing mech 
anisms to be operative or non-operative while all 
of Said motors remain in operation, and means 
controllable only by said selector mechanisms 
for stopping said motors. 

22. In a communication system comprising a 
plurality of interconnected telegraph stations 
each having a transmitter and a normally dis 
abled record producing mechanism and a driv 
ing motor therefor, the method of intercommu 
nicating among said stations selectively which 
comprises (1) starting the driving motors at all 
stations, (2) Selectively enabling the record pro 
ducing mechanisms at the stations to be in in 
tercommunication, (3) precluding enablement of 
the record producing mechanisms and disabling 
the transmitter at all other stations, (4) contin 
uing the operation of all of said motors during 
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intercommunication among said selected sta- REFERENCES CITED 
tions, (5) redisabling the record producing T o 
mechanisms at the conclusion of said intercom- file s in Ferences are. Of record In the 
munication, and (6) continuing the operation of - 
said motors as a preparational condition for sub- 5 UNITED STATES PATENTs 
sequent intercommunication among any two or Number Name Date 
more of all of the stations. 2,211,282 Hulfish ------------ Aug. 13, 1940 

2,148,435 Carr --------------- Feb. 28, 1939 
RITA SMITHKINKEAD, 2,129,741 Tevy -------------- Sept. 13, 1938 

Administratric of the Estate of Fullerton S. 10 252010 zeer Mar. 28, 1939 
Kinkead, Deceased. 2,106,805 Liang --------------- Feb. 1, 1938 


