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To ?td (, it'? On, it In?tity concert: 
Beit known that I, EDWARD STRIEFFLER, a 

citizen of the United States, residing at Bis 
bee, in the county of Cochise and Territory of 
Arizona, have invented certain new and use 
ful Improvements in Harmonicas; and I do 
declare the following to be a full, clear, and 
exact description of the invention, such as 
will enable others skilled in the art to which 
it appertains to make and use the same. 
This invention relates to an improved 

mouth-harmonica attachment and to a holder 
therefor. 
One object of the invention is to provide a 

resonating-chamber attachment for harmon 
icas, through which the air is ejected from 
the cell-block of the harmonica, to increase 
the volume and timbre of the tone, said 
chamber being removably connected to the 
body of the harmonica, so that it shall be 
optional with the player to use the harmonica 
with or without the attachment. 
Another object of the invention is to pro 

vide a suitable holder for holding the said 
resonant chamber in position upon the shoul 
ders of the player and in front of the mouth 
in proper position to enable the harmonica 
to be operated with facility by the lips when 
the hands are engaged in playing another 
instrument, 
With these and other objects in view, which 

will appear as the nature of the improve 
ments is better understood, the invention 
consists of certain novel features of construc 
tion, combination, and arrangement of parts, 
as will be hereinafter more fully described, 
and particularly pointed out in the appended 
claim. 
In the accompanying drawings, Figure lis 

a perspective view of a mouth-harmonica, 
showing the application of the invention 
thereto; and Fig. 2 is a central vertical sec 
tion of the same. 

Referring now more particularly to the 
drawings, the numeral 1 designates a har 
monica of the ordinary or any approved con 
struction, and the numeral 2 the resonating 
chamber, adapted to be attached thereto. 
The chamber 2 may consist of a natural horn, 
as shown in the present instance, or of a 
metallic cone truncated and open at its base 
or large end 3. The cone or chamber is 

slotted lengthwise upon one side, as shown 
at 4, which slot serves to establish communi 
cation between the cells of the harmonica. 1 
and the interior of the cone. Upon the front 
side of the chamber or cone above the slot is 
secured a flanged bearing or Supporting plate 
5, the flange 6 of which projects outwardly at 
right angles to the body of the plate and in 
the plane of the upper wall of the slot. Upon 
the front side of the cone or chamber is also 
mounted a ciamping-plate 7, which is located 
below the slot and has a flange S projecting 
outwardly and parallel with the flange 6 of 
the bearing-plate 5. The body portion of 
the clamping-plate 7 is provided With slot S9, 
through which pass headed pins or studs 10, 
fixed to the cone or resonating-chamber 2, 
this construction forming a slot-and-pin COil 
nection between the clamping-plate and COne 
to adapt said plate to be slid toward and from 
the bearing-plate 5 to clamp and release the 
harmonical and to provide for the reception 
between the flanges 6 and 8 of harmonicas 
varying to some extent in thickness. The 
lower portion of the body of the clamping 
plate 7 is reduced and extended downwardly 
to form a finger-piece 11, having a slot 12, 
through which projects a threaded stem 13, 
upon a plate or bracket 14, secured to the 
cone or chamber 2. At the junction of the 
stem 13 with the plate or bracket 14 a head 
15 is formed either integrally with said parts 
or by the application of one or more disks 
or washers thereto, which head serves as a 
bearing for said finger-piece 11. A thumb 
nut or clamping-nut 16 is threaded upon the 
stem and is adapted to be adjusted thereon. 
to clamp or release the plate 7 in a manner 9 
readily understood. It will be seen that by 
this construction the clamping-plate 7 may 
be adjusted toward and from the bearing 
plate 5 to clamp the harmonica. 1 in line With 
the slot 4 and to retract it to release the hair 
monica. In this way the harmonica - body 
and the cone or resonating-chambel are re 
movably connected, the latter being readily 
detached by sliding it outwardly or length 
wise of the former, so as to leave it optional 
with the player whether to use the harmonica 
with or without the resonating-chamber. In 
connection with the resonating-chamber Or 
attachment I employ a support for holding 
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the same from the shoulders of the wearer, 
so as to bring the harmonica into proper po 
sition in front of the mouth to be operated 
with facility by the lips, so as to leave the 
hands free to play another instrument. This 
holder or support comprises the transverse 
horizontal bar 17, which is designed to rest 
against the breast of the operator and is held 
supported from the shoulders by hooks 18, 
formed of wire and made of sufficient extent 
to engage the shoulders. These hooks are 
fixed at their lower ends in the breast-bar, 
and the Wires of which the same are formed 
are thence preferably extended and project 
ed upwardly and forwardly to form arms 19, 
which are suitably secured to the horn or 
chamber 2 and are adapted to hold or sup 
port the same in proper position, so that when 
said chamber is connected with the harmon 
ica, the latter will be held in proper position 
opposite the lips, so that it may be readily 
and conveniently operated. 
Having thus fully described my invention, 

681,753 

what I claim as new, and desire to secure by 
Letters Patent, is- . 
An attachment for harmonicas comprising 

a conical resonating-chamber provided in one 
side with a slot, a flanged bearing-plate se 
cured to the chamber upon one side of said 
slot, a flanged clamping-plate located upon 
the other side of the slot and adapted to clamp 
the harmonica between it and said bearing 
plate, studs or pins secured to the resonating 
chamber and projecting through slots in the 
clamping-plate to slidably connect the same 
to the chamber so that it may be adjusted to 
Ward and from said bearing-plate, and means 
for adjustably securing the clamping-plate to 
the chamber, substantially as described. 

In testimony whereof I have hereunto set 
my hand in presence of two subscribing wit 
eSSeS. 

EDW. STRIEFFLER. 
Witnesses: 

M. J. BROWN, 
GEO. B. WILCOX. 
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