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Description
FIELD OF THE INVENTION

[0001] The present invention generally involves the
field of exercise devices, and more particularly involves
an exercise device including a pair of treadles with mov-
ing surfaces provided thereon.

BACKGROUND OF THE INVENTION

[0002] The health benefits of regular exercise are well
known. Many different types of exercise equipment have
been developed over time, with various success, to fa-
cilitate exercise. Examples of successful classes of ex-
ercise equipmentinclude the treadmill and the stair climb-
ing machine. A conventional treadmill typically includes
a continuous belt providing a moving surface that a user
may walk, jog, or run on. A conventional stair climbing
machine typically includes a pair of links adapted to pivot
up and down providing a pair of surfaces or pedals that
a user may stand on and press up and down to simulate
walking up a flight of stairs.

[0003] US -A-5336146 discloses an exercise machine
according to the preamble of claim 1. US-B-6461279 and
US-A-5626539 each also do. WO01/58534-A1 discloses
atreadmillin which a moving belt covering a tread surface
runs around three rollers in a triangle shape and in which
a separate motor is configured to drive the belt.

SUMMARY OF THE INVENTION

[0004] The invention is set out in claim 1. Various op-
tional features are set out in the other claims.

BRIEF DESCRIPTION OF THE DRAWINGS

[0005] The detailed description will refer to the follow-
ing drawings, wherein like numerals refer to like ele-
ments, and wherein:

Fig. 1 is an isometric view of one embodiment of an
exercise device, which embodiment does not form
part of the invention but represents background art
that is useful for understanding the invention.

Fig. 2 is an isometric view of the exercise device
shown in Fig. 1 with decorative and protective side
panels removed to better illustrate various compo-
nents of the exercise.

Fig. 3 is a left side view of the exercise device shown
in Fig. 2.

Fig. 4 is aright side view of the exercise device shown
in Fig. 2.

Fig. 5 is top view of the exercise device shown in
Fig. 2.

Fig. 6 is a front view of the exercise device shown in
Fig. 2.

Fig. 7 is a rear view of the exercise device shown in
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Fig. 2.

Fig. 8 is a bottom view of the exercise device shown
in Fig. 2.

Fig. 9 is a section view taken along line 9 - 9 of Fig. 5.
Fig. 10 is a partial cut away isometric view of the
exercise device shown in Fig. 2, the view illustrating
therocker arm orientated in a position corresponding
with the left treadle in about the lowest position and
the right treadle in about the highest position.

Fig. 11 is a partial cut away isometric view of the
exercise device shown in Fig. 2, the view illustrating
therocker arm orientated in a position corresponding
with the left treadle in a position higher than in Fig.
10 and the right treadle in a position lower than in
Fig. 10.

Fig. 12 is a partial cut away isometric view of the
exercise device shown in Fig. 2, the view illustrating
therocker arm orientated in a position corresponding
with the left treadle about level with the right treadle.
Fig. 13 is a partial cut away isometric view of the
exercise device shown in Fig. 2, the view illustrating
therocker arm orientated in a position corresponding
with the left treadle in a position higher than in Fig.
12 and the right treadle in a position lower than in
Fig. 12.

Fig. 14 is a partial cut away isometric view of the
exercise device shown in Fig. 2, the view illustrating
therocker arm orientated in a position corresponding
with the left treadle in a position higher than in Fig.
13 and the right treadle in a position lower than in
Fig. 13.

Fig. 15 is a left side view of one embodiment of the
rocker arm, which embodiment does not form part
of the invention but represents background art that
is useful for understanding the invention.

Fig. 16A is an isometric view of the exercise device
shownin Fig. 2, the exercise device with the left trea-
dle in about the lowest position and the right treadle
in about the highest position.

Fig. 16B is a left side view of the exercise device in
the orientation shown in Fig. 16A and with a repre-
sentative user.

Fig. 17A is an isometric view of the exercise device
shownin Fig. 2, the exercise device with the left trea-
dle higher than shown in Fig. 16A, and the right trea-
dle lower than shown in Fig. 16A.

Fig. 17B is a left side view of the exercise device in
the orientation shown in Fig. 17A and with a repre-
sentative user.

Fig. 18A is an isometric view of the exercise device
shown in Fig. 2, the exercise device with the left and
right treadle about level and collectively at about a
10% grade.

Fig. 18B is a left side view of the exercise device in
the orientation shown in Fig. 18A and with a repre-
sentative user.

Fig. 19A is an isometric view of the exercise device
shownin Fig. 2, the exercise device with the left trea-
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dle higher than shown in Fig. 18S, and the right trea-
dle lower than as shown in Fig. 18A.

Fig. 19B is a left side view of the exercise device in
the orientation shown in Fig. 19A and with a repre-
sentative user.

Fig. 20A is an isometric view of the exercise device
shown in Fig. 2, the exercise device with the left trea-
dle in about its highest position and the right treadle
in about its lowest position.

Fig. 20B is a left side view of the exercise device in
the orientation shown in Fig. 20A and with a repre-
sentative user.

Fig. 21 is a partial cut away isometric view of the
exercise device shown in Fig. 2, the view illustrating
one embodiment of a lock-out mechanism used to
prohibit treadle reciprocation, which embodiment
does not form part of the invention but represents
background art that is useful for understanding the
invention.

Fig. 22 is a side view of the lock-out mechanism in
the unengaged position, of the excercice device
shown in Fig. 2,

Fig. 23 is a side view of the lock-out mechanism in
the engaged or locked out position, of the excercice
device shown in Fig. 2,

Fig. 24 is an isometric view of the exercise device of
Fig. 2 configured in a shipping position.

Fig. 25 is a partial cut away isometric view of the
exercise device of Fig. 2 and Fig. 24, the view illus-
trating the rocker arm lowered into the shipping po-
sition.

Fig. 26 is an isometric view of a base portion of an
exercise device with a variable position shock ac-
cording to one embodiment, which embodiment
does not form part of the invention but represents
background art that is useful for understanding the
invention.

Fig. 27 is a partial detail view of a lead screw and
collar continuous adjustment structure from the base
portion of Fig. 26.

Fig. 28 is an isometric view of a variable position
shock adjustment assembly, from the base portion
of fig. 76

Fig. 29 is a side plan view of a base portion of an
exercise device having a variable position shock ac-
cording one embodiment invention illustrating two
positions for the variable position shock, which em-
bodiment does not form part of the invention but rep-
resents background art that is useful for understand-
ing the invention.

Fig. 30 is an isometric view of a base portion of a
dual tread exercise device, wherein each tread is
provided with its own driver roller and motor, which
embodiment does not form part of the invention.
Fig. 31 is an isometric view of a treadle assembly
according to one embodiment, which embodiment
does not form part of the invention but represents
background art that is useful for understanding the
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invention.

Fig. 32 is a side elevation view of a treadle assembly
according to one embodiment illustrating a treadle
that uses a soft bumper and a hard bumperto support
an upper deck, which embodiment does not form
part of the invention but represents background art
that is useful for understanding the invention.

Fig. 33 is a side elevation view of a treadle assembly
according to one embodiment illustrating a treadle
that uses multiple soft bumpers to support an upper
deck, which embodiment does not form part of the
invention butrepresents background art thatis useful
for understanding the invention..

Fig. 34 is a side elevation view of a treadle assembly
according to one embodiment illustrating a treadle
that uses multiple bumpers of varying heights and
hardness to support an upper deck, which embodi-
ment does not form part of the invention but repre-
sents background art that is useful for understanding
the invention.

Fig. 35is a side elevation view of an exercise device
having front pivoting treadles, a side shroud is re-
moved to reveal the pivot connection and motor,
which embodiment does not form part of the inven-
tion but represents background art that is useful for
understanding the invention.

Fig. 36 is a partial isometric view of a dependency
structure for interconnecting the movement of two
treadles in a dual-deck exercise machine, which em-
bodiment does not form part of the invention.

Fig. 37 is a side elevation view of an exercise device
that includes an adjustable position shock to adjust
the grade of a treadle, which embodiment does not
form part of the invention but represents background
art that is useful for understanding the invention.
Fig. 38 is a detail view of a pop-pin arrangement that
can be used in adjusting the location of the adjustable
position shock of Fig. 37.

Fig. 39 is a detail view of a lead screw and collar
arrangement that can be used in adjusting the loca-
tion of the adjustable position shock of Fig. 37.

Fig. 40Ais an isometric view of a base of a dual deck
exercise machine that uses a scissor truss structure
to support treadles according to one embodiment,
which embodiment does not form part of the inven-
tion but represents background art that is useful for
understanding the invention.

Fig. 40B is an isometric view of a base of a dual deck
exercise machine that uses a scissor truss structure
to support treadles and a shock to dampen the re-
ciprocal movement of the treadles, according to one
embodiment, which embodiment does not form part
of the invention but represents background art that
is useful for understanding the invention.

Fig. 41A is an isometric view of an embodiment of a
dual-cylinder dampening device for use in a dual
deck exercise machine with a portion of the housing
removed to allow viewing of the internal structure of
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the dampening device, which embodiment does not
form part of the invention but represents background
art that is useful for understanding the invention.
Fig. 41B is a cross-section view taken along line A-
A of the dual-cylinder dampening device of Fig. 41.
Fig. 41C is a cross-section view taken along line A-
A of the dual-cylinder dampening device of Fig. 41A,
with the plungers adjusted to a different position with-
in the cylinders.

Fig. 41D is an exploded view of the dual-cylinder
dampening device of Fig. 41A.

Fig. 42 is a partial isometric view of an embodiment
of a dual-deck exercise machine that utilizes a
Spiraflex® dampening device, which embodiment
does not form part of the invention but represents
background art that is useful for understanding the
invention.

Fig. 43 is a partial isometric view of an embodiment
of a dual-deck exercise machine thatincludes damp-
ening devices and return springs mounted between
the treadles and the frame of the exercise machine,
which embodiment does not form part of the inven-
tion but represents background art that is useful for
understanding the invention.

Fig. 44A is a partial side view of a drive roller mech-
anism and treadle assembly according to one em-
bodiment, which embodiment does not form part of
the invention but represents background art that is
useful for understanding the invention.

Fig. 44B is a partial top view of the drive roller mech-
anism and treadle assembly of Fig. 44.

Fig. 45A is an isometric view of an embodiment of a
dual deck exercise machine having front mounted
treadles according, which embodiment does not
form part of the invention but represents background
art that is useful for understanding the invention.
Fig. 45B is an isometric view of the dual deck exer-
cise machine of Fig. 45A folded into a storage posi-
tion.

Fig. 46A is an isometric view of an embodiment of a
dual deck exercise machine having front mounted
treadles, wherein a base frame extends beneath the
treadles, which embodiment does not form part of
the invention but represents background art that is
useful for understanding the invention.

Fig. 46B is an isometric view of the exercise device
shown in Fig. 46A adjusted to a folded position.
Fig. 46C is an isometric view of the exercise device
shown in Fig. 46A adjusted to a free standing storage
position.

Fig. 47A is an isometric view of an exercise device
having rear mounted treadles, which embodiment
does not form part of the invention but represents
background art that is useful for understanding the
invention.

Fig. 47B is an isometric view of the exercise device
shown in Fig. 47A adjusted into a storage position.
Fig. 48A is an isometric view of a housing on an
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exercise device according to one embodiment of,
which embodiment does not form part of the inven-
tion but represents background art that is useful for
understanding the invention.

Fig. 48B is an additional isometric view of a front
portion of the housing of Fig. 48A.

Fig.49is aside view of an embodiment of an exercise
device wherein a pair of movable treadle assemblies
are pivotally attached to a front upright portion of a
frame, and a combination biasing and dampening
device is connected between the treadles and the
frame, a shroud portion has been removed to better
reveal certain aspects of the device, which embod-
iment does not form part of the invention but repre-
sents background art that is useful for understanding
the invention.

Fig. 50 is a partial isometric view of an embodiment
of an exercise devise illustrating a rocker arm inter-
connecting device between a pair of pivotal treadles,
which embodiment does not form part of the inven-
tion but represents background art that is useful for
understanding the invention.

Fig. 51 is a detail isometric view of a rocker arm in-
terconnecting device associated with a pair of bias-
ing devices, which embodiment does not form part
of the invention.

Fig. 52A is an isometric view of a pair of treadle as-
semblies each having a biasing spring operably pro-
vided below the treadle assembly, which embodi-
ment does not form part of the invention.

Fig. 52B is a side view of the treadle assemblies of
Fig. 51.

Fig. 53 is an isometric view of a brake in combination
with a belt and pulley system for use as a dampener
in a dual deck exercise device according to an em-
bodiment, which embodiment does not form part of
the invention but represents background art that is
useful for understanding the invention.

Fig. 54 is a partial isometric view of a front end of a
base frame of an exercise device that utilizes flat
springs as biasing devices to urge treadle assem-
blies upwards, which embodiment does not form part
of the invention.

Fig. 55 is a partial isometric view of the front portion
of a dual deck exercise device that uses a flat spring
as a biasing device to urge treadle assemblies up-
wards, and includes dampening devices attached to
the treadle assemblies, which embodiment does not
form part of the invention.

Fig. 56 is a partial isometric view of the front portion
of an exercise device utilizing a concavely mounted
leaf spring structure as a biasing device, which em-
bodiment does not form part of the invention but rep-
resents background art that is useful for understand-
ing the invention.

Fig. 57 is a partial isometric view of a front portion
of an exercise device utilizing a convexly curved leaf
spring as a biasing device, which embodiment does
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not form part of the invention but represents back-
ground art that is useful for understanding the inven-
tion.

Fig. 58 is an isometric view of the base portion of an
exercise device utilizing a torsion spring as a biasing
device, which embodiment does not form part of the
invention butrepresents background artthatis useful
for understanding the invention.

Fig. 59 is a partial isometric view of a front portion
of the base frame of an exercise device that utilizes
a dual pronged flat spring as a biasing device, which
embodiment does not form part of the invention but
represents background art that is useful for under-
standing the invention.

Fig. 60 is an isometric view of a cushioning mecha-
nism for use in association with a dual treadle exer-
cise device, which embodiment does not form part
of the invention but represents background art that
is useful for understanding the invention.

Fig. 61A is an isometric view of a base portion of a
dual deck exercise machine with treadle assemblies
that include three rollers, in accordance with an em-
bodiment according to the invention.

Fig. 61B is a side view of the base portion of an ex-
ercise device shown in 61 A.

Fig. 62A is a side view of a dual treadle exercise
machine wherein the treadle assemblies do not in-
clude a deck portion, which embodiment does not
form part of the invention but represents background
art that is useful for understanding the invention.
Fig. 62B is an isometric view of one of the treadles
from Fig. 62A in use with a user deflecting a movable
belt provided on the treadle assembly.

Fig. 62C is a left side view of the treadle assembly
from the Fig. 62A.

Fig. 63A is a front left-side perspective view of an
exercise apparatus depicting treadle shroud assem-
blies separated by a center strip on a base shroud,
which embodiment does not form part of the inven-
tion but represents background art that is useful for
understanding the invention.

Fig. 63B is a front left-side perspective view of the
exercise apparatus of Fig. 63A depicting adjacent
treadle shroud assemblies.

Fig. 63C is a front left-side perspective view of the
exercise apparatus of Fig. 63A depicting treadle
shroud assemblies with front side shields.

Fig. 63D is a front right-side perspective view of the
exercise apparatus shown in Fig. 63A.

Figs. 63E - 63X show treadle shroud assemblies in
various other views and incorporated in alternative
embodiments, which embodiments do not form part
of the invention but represent background art that is
useful for understanding the invention.

Fig. 64A is a front left-side perspective view of the
exercise apparatus depicting treadle shroud assem-
blies with a flexible shield, which embodiment does
not form part of the invention but represents back-
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ground art that is useful for understanding the inven-
tion.

Fig. 64B is a front right-side perspective view of the
exercise apparatus of Fig. 64A depicting treadle
shroud assemblies with the flexible shield.
Figs.64Cis a cut-away view depicting treadle shroud
assemblies of Fig.64A with the flexible shield.

Fig. 65 is a front right-side perspective view of an
exercise apparatus with the base shroud having no
front portion and depicting treadle shroud assem-
blies, which embodiment does not form part of the
invention butrepresents background art thatis useful
for understanding the invention.

Fig. 66A is a front left-side perspective view of an
exercise apparatus depicting treadle shroud assem-
blies partially enclosing the base shroud, which em-
bodiment does not form part of the invention but rep-
resents background art that is useful for understand-
ing the invention.

Fig. 66B is a front left-side perspective view of an
exercise apparatus depicting treadle shroud assem-
blies partially enclosing an alternative embodiment
ofthe base shroud, which embodiment does not form
part of the invention but represents background art
that is useful for understanding the invention.

Fig. 66C is a front left-side perspective view of an
exercise apparatus depicting treadle shroud assem-
blies partially enclosing an alternative embodiment
ofthe base shroud, which embodiment does not form
part of the invention but represents background art
that is useful for understanding the invention.

Fig. 67A is a front left-side perspective view of an
exercise apparatus depicting treadle shroud assem-
blies with accordion-pleated shields, which embod-
iment does not form part of the invention but repre-
sents background art that is useful for understanding
the invention.

Fig. 67B is a front right-side perspective view of the
exercise apparatus of Fig.67A depicting treadle
shroud assemblies with accordion-pleated shields.
Fig. 67C is a front left-side perspective view of an
exercise apparatus depicting treadle shroud assem-
blies with accordion-pleated shields incorporated on
an alternative embodiment, which embodiment does
not form part of the invention but represents back-
ground art that is useful for understanding the inven-
tion.

Fig. 68A is a front left-side perspective view of an
exercise apparatus depicting accordion-pleated
treadle shrouds, which embodiment does not form
part of the invention but represents background art
that is useful for understanding the invention.

Fig. 68B is a front right-side perspective view of an
exercise apparatus of Fig. 68Adepicting accordion-
pleated treadle shrouds.

Fig. 68C is a front left-side perspective view of an
alternative embodiment of the exercise apparatus
depicting accordion-pleated treadle shrouds, which
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embodiment does not form part of the invention but
represents background art that is useful for under-
standing the invention.

Fig. 69A is a front left-side perspective view of an
exercise apparatus depicting multi-fold treadle
shrouds, which embodiment does not form part of
the invention but represents background art that is
useful for understanding the invention.

Fig. 69B is a front right-side perspective view of an
exercise apparatus of Fig 69.Adepicting multi-fold
treadle shrouds.

Fig. 70A is a rear right-side cut-away perspective
view of an exercise apparatus depicting a center
shield supported by a spring, which embodiment
does not form part of the invention but represents
background art that is useful for understanding the
invention.

Fig. 70B is a left-side cut-away view of the exercise
apparatus of Fig. 70A.

Fig. 70C is a rear right-side cut-away perspective
view of the center shield of Fig. 70A.

Fig. 71 is arearleft-side perspective view of a treadle
assembly depicting an adjustable length treadmill
deck, which embodiment does not form part of the
invention.

Fig. 72A depicts a first view of a locking mechanism
for use with a dual-deck exercise machine, which
embodiment does not form part of the invention.
Fig. 72B depicts a second view of the locking mech-
anism of Fig. 72A, which embodiment does not form
part of the invention.

Fig. 73 depicts an alternate embodiment of a locking
mechanism for use with an exercise machine.

Fig. 74 depicts a third embodiment of a locking mech-
anism for use with an exercise machine, which em-
bodiment does not form part of the invention.

Fig. 75 depicts the upper body structure of a dual
deck treadmill exercise device and a pair of treadles,
with two different interconnects linking the upper
body structure to each of the two treadles, which
embodiment does not form part of the invention but
represents background art that is useful for under-
standing the invention.

Fig. 76 depicts an embodiment of an exercise device
incorporating dual deck treadles driven by a recip-
rocating pivoting motion of a pair of handle bars,
which embodiment docs not form part of the inven-
tion but represents background art that is useful for
understanding the invention.

Fig. 77 depicts a first embodiment of an exercise
device incorporating resistive elements in a handle
bar structure, which embodiment does not form part
of the invention but represents background art that
is useful for understanding the invention.

Fig. 78 depicts a second embodiment of an exercise
device incorporating resistive elements attached to
a handle bar structure, which embodiment does not
form part of the invention but represents background
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art that is useful for understanding the invention.
Fig. 79A depicts a side view of a pair of treadles,
which embodiment does not form part of the inven-
tion but represents background art, that is useful for
understanding the invention, the treadles operably
connected to a height adjustment mechanism for a
treadle.

Fig. 79B depicts an isometric view of the height ad-
justment mechanism of Fig. 79A.

Fig. 79C displays a back view of a treadle attached
to a height adjustment mechanism.

Fig. 79D depicts an apparatus for tensioning a drive
belt attached to both a height-adjustable treadle,
such as that depicted in Figs. 79A-79C, and non-
height-adjustable motor.

Fig. 80A depicts treadles of an exercise machine op-
erating in an unlocked mode, which embodiment
does not form part of the invention but represents
background art that is useful for understanding the
invention, with the treadle rear in a lowest position
afforded by the adjustment mechanism of Figs. 79A-
79C.

Fig. 80B displays treadles locked in high position,
with the treadle rear in a highest position afforded
by an adjustment mechanism of Figs. 79A-79C.
Fig. 81 depicts treadles in both the high position and
low position of Figs. 80A and 80B.

Fig. 82 depicts a treadle throw adjustment mecha-
nism.

Fig. 83A depicts two directions of extension for a
throw bar used in the throw adjustment mechanism
of Fig. 82.

Fig. 83B depicts an isometric view of a throw adjust
and throw pull used in the throw adjustment mech-
anism of Fig. 82.

Fig. 83C depicts the relationship between the posi-
tion of a throw adjust along the throw bar of Fig. 83A,
the angle of treadle incline, and angle of treadle op-
eration.

Fig. 83D depicts the various settings of the throw
adjust seating along a throw bar, in accordance with
Fig. 83C.

Fig. 83E depicts the relationship between the posi-
tion of an angle adjust along the angle bar depicted
in Fig. 83A and the starting and stopping angles for
a treadle’s range of motion.

Fig. 83F depicts the various settings of an angle ad-
justalong the angle bar, in accordance with Fig. 83E.
Fig. 84A depicts an embodiment of amodular treadle
and frame configuration, which embodiment does
not form part of the invention but represents back-
ground art that is useful for understanding the inven-
tion.

Fig. 84B depicts the drive gear and motor assembly
of the modular configuration shown in Fig. 84A, with
two treadle assemblies mounted thereto.

Fig. 85 depicts an embodiment of a dual-deck exer-
cise device wherein handle motion actuates treadle
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motion, which embodiment does not form part of the
invention butrepresents background artthatis useful
for understanding the invention.

Fig. 86 depicts an alternate embodiment of the drive
gear and motor assembly shown in Fig. 84, which
embodiment does not form part of the invention but
represents background art that is useful for under-
standing the invention.

Fig. 87 is an isometric view of the treadle and base
frame portion of an exercise machine illustrating a
low friction interface, according to one embodiment
of the invention, which embodiment does not form
part of the invention but represents background art
that is useful for understanding the invention.

Fig. 88 is an enlarged isometric view of the low fric-
tion interface illustrated in Fig. 87, wherein the low
friction interface is formed by a slick, slidable surface,
according to one embodiment, which embodiment
does not form part of the invention but represents
background art that is useful for understanding the
invention.

Fig. 89 is an enlarged isometric view of the low fric-
tion interface illustrated in Fig. 87, wherein the low
friction interface is formed by a set of rollers, accord-
ing to one embodiment, which embodiment does not
form part of the invention but represents background
art that is useful for understanding the invention.
Fig. 90 is an isometric view of the treadle and base
frame portion of the exercise machine, according to
one embodiment, wherein the machine is equipped
with a third or middle treadle having a low friction
surface, which embodiment does not form part of the
invention butrepresents background artthatis useful
for understanding the invention.

Fig. 91 is an isometric view of the treadle and base
frame portion of the exercise machine, according to
one embodiment, wherein the tread surface of each
treadle includes a set of rollers, which embodiment
does not form part of the invention but represents
background art that is useful for understanding the
invention.

Fig. 92 is an isometric view of the treadle and base
frame portion of the exercise machine, according to
one embodiment, wherein the base frame is coupled
with the treadle frame at a point or location between
the longitudinal ends of each treadle, which embod-
iment does not form part of the invention.

Fig. 93 an isometric view of the treadle and base
frame portion of the exercise machine, according to
one embodiment of the invention, wherein a set of
triangular frame members are provided to pivotally
couple the treadles to the base frame at a location
between the ends of the treadle.

Fig. 94 is a right side elevation of the treadle and
base frame portion of the exercise machine illustrat-
ed in Fig. 93.

Fig. 95 is an isometric view of the treadle and base
frame portion of the exercise machine, according to
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one embodiment, wherein an articulated linkage ar-
rangement is utilized to pivotally couple the treadles
to the base frame, which embodiment does not form
part of the invention but represents background art
that is useful for understanding the invention.

Fig. 96 is a left side view of the treadle and linkage
arrangement illustrated in Fig. 95.

Fig. 97 is an isometric view of the treadle and base
frame portion of an exercise machine, wherein the
treadles have an uppertreadle frame with two rollers,
a lower treadle frame with two rollers, and a contin-
uous tread belt encircling the frames and rollers to
form a trapezoidal configuration when viewed from
the side of the treadle, which embodiment does not
form part of the invention but represents background
art that is useful for understanding the invention.
Fig. 98A is a right side view of the treadle illustrated
in Fig. 97 and indicates the trapezoidal configuration
formed by the frame, four rollers and continuous
tread belt.

Fig. 98B is a right side view of an alternative embod-
iment of the embodiment of the invention illustrated
inFig. 97, namely atreadle with aframe, three rollers,
and a continuous tread belt forming a triangular con-
figuration, the Fig. 98B embodiment being in accord-
ance with the invention.

Fig. 99A is a right side view of the treadle illustrated
in Fig. 97 and indicates the trapezoidal treadle dis-
placing about a pivot point.

Fig. 99B is the same view of the treadle illustrated
in Fig. 98B and indicates the triangular treadle dis-
placing about a pivot point.

Fig. 100 is an isometric view of the treadle and base
frame portion of an exercise machine, wherein the
treadles have a trapezoidal configuration when
viewed from the side, the lower rear roller and the
front rear rollers are fixed relative to the base frame,
and the treadle may collapse such that the upper
treadle frame may move downward and rearward
while remaining generally parallel to the lower trea-
dle frame, which embodiment does not form part of
the invention but represents background art that is
useful for understanding the invention.

Fig. 101A is a right side view of the treadle and in-
dicates the treadle collapsing, which treadle does
not form part of the invention.

Fig. 101B is aright side view of the treadle illustrated
in Fig. 99B and indicates the treadle collapsing.
Fig. 102 is an isometric view of the treadle and base
frame portion of an exercise machine, according to
one embodiment, wherein the treadles are coupled
to the base frame via pivot link members, which em-
bodiment does not form part of the invention but rep-
resents background art that is useful for understand-
ing the invention.

Fig. 103 is an isometric view of the treadle and base
frame portion of an exercise machine, according to
one embodiment, wherein the treadles are coupled
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to the base frame of the exercise machine via four
bar linkages, which embodiment does not form part
of the invention but represents background art that
is useful for understanding the invention.

Fig. 104 is a left side elevation of the treadle and
base frame portion of the exercise machine illustrat-
ed in Fig. 103.

Fig. 105 is an isometric view of the treadle and base
frame portion of an exercise machine, according to
one embodiment, wherein each treadle is supported
by two swing arms and a cabling system is used to
interconnect the left and right treadles and to effect
their movement opposite to one another during use
of the exercise device, which embodiment does not
form part of the invention but represents background
art that is useful for understanding the invention.
Fig. 106 is an isometric view of an exercise machine,
according to one embodiment, wherein the exercise
machine has a pulley and cable system that provides
for opposing motion of the left and right treadles rel-
ative to one another, which embodiment does not
form part of the invention but represents background
art that is useful for understanding the invention.
Fig. 107 is an isometric view of the treadle and base
frame portion of an exercise machine, according to
one embodiment, wherein the exercise machine has
a rocker arm system that provides for opposing mo-
tion of the left and right treadles relative to one an-
other, which embodiment does not form part of the
invention butrepresents background artthatis useful
for understanding the invention.

Fig. 108 is an isometric view of the treadle and base
frame portion of an exercise machine, according to
one embodiment, wherein the exercise machine has
a slotted flange structure for adjusting the position
of a treadle with respect to the base frame, which
embodiment does not form part of the invention but
represents background art that is useful for under-
standing the invention.

Fig. 109 is an isometric view of the treadle and base
frame portion of an exercise machine, according to
one embodiment, wherein a slotted flange structure
and a pair of positioning elements are used to adjust
the slope of a treadle with respect to the base frame
and to limit the angular displacement of the treadle
about a pivot point, which embodiment does not form
part of the invention but represents background art
that is useful for understanding the invention.

Fig. 110 is a side elevation of the slotted flange struc-
ture depicted in Fig. 109.

Fig. 111 is an isometric view of a portion of an exer-
cise machine including a pair of cam surfaces for
controlling the movement of a rocker arm.

Fig. 112is aside elevation of the frontand rearrollers
and the tread belt of an exercise machine employing
a non-continuous tread belt, according to one em-
bodiment, which embodiment does not form part of
the invention but represents background art that is
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useful for understanding the invention.

Fig. 113 is a partially exploded isometric view of the
tread beltandrollersillustrated in Fig. 112, according
to one embodiment.

Fig. 114 is a fully exploded isometric view of the tread
belt and rollers illustrated in Fig. 112, according to
another embodiment, which embodiment does not
form part of the invention but represents background
art that is useful for understanding the invention.
Fig. 115 is an isometric view of an exercise device,
the exercise device having tubular frame members
and a resistance element, such as a shock, coupled
between a frame member extending transversely
between the front of treadle side members and a
tubular bar extending between the upright, which
embodiment does not form part of the invention but
represents background art that is useful for under-
standing the invention.

DETAILED DESCRIPTION

[0006] An exercise device 10 may be configured to pro-
vide a user with a walking-type exercise, a stepping-type
exercise or a climbing-like exercise that is a combination
of both walking and stepping. The exercise device gen-
erally includes two treadmill-like assemblies 12 (referred
to herein as a "treadle" or a "treadle assembly") pivotally
connected with a frame 14 so that the treadles may pivot
up and down about a common axis 16. Each treadle in-
cludes a tread belt 18 that provides a moving surface like
a treadmill. In use, a user will walk, jog, or run on the
treadles and the treadles will reciprocate about the com-
mon axis. The treadles are interconnected so that upward
movement of one treadle is accompanied by downward
movement of the other treadle. The combination of the
moving surface of the tread belts and the coordinated
and interconnected reciprocation of the treadles provides
an exercise that is similar to climbing on a loose surface,
such as walking, jogging, or running up a sand dune
where each upward and forward foot movement is ac-
companied by the foot slipping backward and downward.
Extraordinary cardiovascular and other health benefits
are achieved by such a climbing-like exercise. Moreover,
as will be recognized from the following discussion, the
extraordinary health benefits are achievedin alow impact
manner.

[0007] Fig. 1is anisometric view of one example of an
exercise device. The embodiment of the exercise device
illustrated in Fig. 1 includes protective and decorative
panels 20, which in some instances obscure the view of
some components of the exercise device. Fig. 2 is an
isometric view the exercise device illustrated in Fig. 1
with the protective and decorative panels removed to bet-
terillustrate all ofthe components of the device. The other
views of the exercise device shown in Figs. 3 - 8, and
others, in most instances, do not include the protective
and decorative panels.

[0008] Referring to Figs. 1, 2 and others, the exercise
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device includes a first treadle assembly 12A and a sec-
ond treadle assembly 12B, each having a front portion
22 and a rear portion 24. The rear portions of the treadle
assemblies 12 are pivotally supported at the rear of the
exercise device 10. The front portions 22 of the treadle
assemblies are supported above the frame 14, and are
configured to reciprocate in a generally up and down
manner during use. ltis also possible to pivotally support
the treadles at the front of the exercise device, and sup-
port the rear of the treadle assemblies above the frame.
The treadle assemblies also supports an endless belt or
"tread belt" that rotates over a deck 26 and about front
28 and rear 30 rollers to provide either a forward or rear-
ward moving surface.

[0009] A user may perform exercise on the device fac-
ing toward the front of the treadle assemblies (referred
to herein as "forward facing use") or may perform exer-
cise on the device facing toward the rear of the treadle
assemblies (referred to herein as "rearward facing use").
The term "front," "rear," and "right" are used herein with
the perspective of a user standing on the device in the
forward facing manner the device will be typically used.
During any method of use, the user may walk, jog, run,
and/or step on the exercise device in a manner where
each of the user’s feet contact one of the treadle assem-
blies. For example, in forward facing use, the user’s left
foot will typically only contact the left treadle assembly
12A and the user’s right foot will typically only contact
the right treadle assembly 12B. Alternatively, in rearward
facing use, the user’s left foot will typically only contact
the right treadle assembly 12B and the user’s right foot
will typically only contact the left treadle assembly 12A.
[0010] Anexercise device conformingto aspects ofthe
invention may be configured to only provide a striding
motion or to only provide a stepping motion. For a striding
motion, the treadle assemblies are configured to not re-
ciprocate and the endless belts 18 configured to rotate.
The term "striding motion" is meant to refer to any typical
human striding motion such as walking, jogging and run-
ning. For a stepping motion, the treadle assemblies are
configured to reciprocate and the endless belts are con-
figured to not rotate about the rollers. The term "stepping
motion" is meant to refer to any typical stepping motion,
such as when a human walks up stairs, uses a conven-
tional stepper exercise device, walks up a hill, etc.
[0011] Asmentionedabove, the rear 24 of each treadle
assembly is pivotally supported atthe rear of the exercise
device. The front of each treadle assembly is supported
above the front portion of the exercise device so that the
treadle assemblies may pivot upward and downward.
When the user steps on a tread belt 18, the associated
treadle assembly 12A, 12B (including the belt) will pivot
downwardly. As will be described in greater detail below,
the treadle assemblies 12 are interconnected such that
downward or upward movement of one treadle assembly
will cause a respective upward or downward movement
of the other treadle assembly. Thus, when the user steps
onone belt 18, the associated treadle assembly will pivot
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downwardly while the other treadle assembly will pivot
upwardly. With the treadle assemblies configured to
move up and down and the tread belts configured to pro-
vide a moving striding surface, the user may achieve an
exercise movement that encompasses a combination of
walking and stepping.

[0012] Fig. 2 is a partial cutaway isometric view of the
embodiment of the exercise device 10 shown in Fig. 1.
With regard to the left and right treadle assemblies, the
tread beltis removed to show the underlying belt platform
or "Deck" 26 and the front roller 28 and the rear roller 30.
In addition, the belt platform of the left treadle is partially
cut away to show the underlying treadle frame compo-
nents. Referring to Fig. 2 and others, the exercise device
includes the underlying main frame 14. The frame pro-
vides the general structural support for the moving com-
ponents and other components of the exercise device.
The frame includes a left side member 32, a right side
member 34 and a plurality of cross members 36 inter-
connecting the left side and right side members to provide
a unitary base structure. The frame may be set directly
on the floor or a may be supported on adjustable legs,
cushions, bumpers, or combinations thereof. In the im-
plementation of Fig. 2, adjustable legs 38 are provided
atthe bottom front left and front right corners of the frame.
[0013] A left upright 40 is connected with the forward
end region of the left side member 32. A right upright 42
is connected with the forward end region of the right side
member 34. The uprights extend generally upwardly from
the frame, with a slight rearward sweep. Handles 44 ex-
tend transversely to the top of each upright in a generally
T-shaped orientation with the upright. The top of the T is
the handle and the downwardly extending portion of the
T is the upright. The handles are arranged generally in
the same plane as the respective underlying side mem-
bers 32, 34. The handles define a first section 46 con-
nected with the uprights, and a second rearwardly section
48 extending angularly oriented with respect to the first
section. The handle is adapted for the user to grasp dur-
ing use of the exercise device. A console 50 is supported
between the first sections of the handles. The console
includes one or more cup holders, an exercise display,
and one or more depressions adapted to hold keys, a
cell phone, or other personal items. The console is best
shown in Figs. 5 and 7.

[0014] Fig. 3 is a left side view and Fig. 4 is right side
view of the exercise device 10 shown in Fig. 2. Fig. 5 is
a top view and Fig. 6 is a front view of the embodiment
of the exercise device shown in Fig. 2. Referring to Figs.
2-6,and others, each treadle assembly includes a treadle
frame 52 having a left member 54, a right member 56,
and a plurality of treadle cross members 58 extending
between the left and right members. The front rollers 28
are rotatably supported at the front of each treadle frame
and the rear rollers 30 are pivotally supported at the rear
of each treadle frame. To adjust the tread belt tension
and tracking, the front or rear rollers may be adjustably
connected with the treadle frame. In one particular im-
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plementation as best shown in Figs. 3 and 4, each front
roller is adjustably connected with the front of each re-
spective treadle frame. The front roller includes an axle
60 extending outwardly from both ends of the roller. The
outwardly extending ends of the axle each define a
threaded aperture, 62 and are supported in a channel 64
defined in the forward end of the left 54 and right 56 trea-
dle frame side members. The channel defines a forwardly
opening end 66. A plate 68 defining a threaded aperture
is secured to the front end of the left and right members
so that the centerline of the aperture 70 is in alignment
with the forward opening end 66 of the channel 64. A bolt
is threaded into the threaded aperture and in engage-
ment with the corresponding threaded aperture in the
end of the roller axle 60 supported in the channel. Alter-
natively, a spring is located between the closed rear por-
tion of the channel and the pivot axle to bias the pivot
axle forwardly. By adjusting one or both of the bolts at
the ends of the axle, the corresponding end of the axle
may be moved forwardly or rearwardly in the channel to
adjust the position of the front roller. Adjustment of the
front roller can loosen or tighten the tread belt or change
the tread belt travel.

[0015] Thebeltdecks 26 arelocated on the top of each
treadle frame 52. The deck may be bolted to the treadle
frame, may be secured to the frame in combination with
a deck cushioning or deck suspension system, or may
be loosely mounted on the treadle frame. Each belt deck
is located between the respective front 28 and rear 30
rollers of each treadle assembly 12A, 12B. The belt decks
are dimensioned to provide a landing platform for most
or all of the upper run of the tread belts 18.

[0016] The rear of each treadle assembly is pivotally
supported at the rear of the frame, and the front of each
treadle assembly is supported above the frame by one
or more dampening elements 76, an interconnection
member 78, or a combination thereof, so that each trea-
dle assembly 12 may pivot up and down with respect to
the lower frame. Fig. 7 is a rear view of the embodiment
of the exercise device shown in Fig. 2. Fig. 9 is a section
view of the rear roller assembly taken along line 9-9 of
Fig. 5. Referring to Figs. 5, 7, 9 and others, each treadle
assembily is pivotally supported above arear cross mem-
ber 80 of the main frame 14. In one particular implemen-
tation, a drive shaft 82 is rotatably supported above the
rear cross member by a left 84A, middle 84B, and right
84C drive bracket. The drive shaft rotatably supports
each rear roller. Thus, the left and right rear rollers are
rotatably supported about a common drive axis 82, which
is also the common rear pivot axis of the treadles 12.
[0017] A pulley 86 is secured to a portion of the drive
shaft 82. As shown in Figs. 2, 3, 9 and others, in one
particular implementation, the drive pulley 86 is secured
to the left end region of the drive shaft. However, the
drive pulley may be secured to the right end region, or
somewhere along the length of the drive shaft between
the left and right end regions. A motor 88 is secured to
a bottom plate 90 (best shown in the bottom view of Fig.
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8) that extends between the right 56 and left 54 side mem-
bers. A motor shaft 92 extends outwardly from the left
side of the motor. The motor is mounted so that the motor
shaftis generally parallel to the drive shaft 82. A flywheel
94 is secured to the outwardly extending end region of
the motor shaft. A drive belt 96 is connected between the
drive shaft pulley and a motor pulley 98 connected with
the motor shaft. Accordingly, the motor is arranged to
cause rotation of the drive shaft and both rear rollers 30.
[0018] A belt speed sensor 100 is operably associated
with the tread belt 18 to monitor the speed of the tread
belt. In one particular implementation the belt speed sen-
sor is implemented with a reed switch 102 including a
magnet 104 and a pick-up 106. The reed switch is oper-
ably associated with the drive pulley to produce a belt
speed signal. The magnet is imbedded in or connected
with the drive pulley 86, and the pick-up is connected
with the main frame 14 in an orientation to produce an
output pulse each time the magnet rotates past the pick-
up.

[0019] Boththeleftandrightrearrollers 30 are secured
to the drive shaft 82. Thus, rotation of the drive shaft
causes the left and right rear rollers and also the asso-
ciated endless belts 18 to rotate at, or nearly at, the same
pace. It is also possible to provide independent drive
shafts for each roller that would be powered by separate
motors, with a common motor control. In such an in-
stance, motor speed would be coordinated by the con-
troller to cause the tread belts to rotate at or nearly at the
same pace. The motor or motors may be configured or
commanded through user control to drive the endless
belts in a forward direction (i.e., from the left side per-
spective, counterclockwise about the front and rear roll-
ers) or configured to drive the endless belts in a rearward
direction (i.e., from the left side perspective, clockwise
about the front and rear rollers).

[0020] During use, the tread belt 18 slides over the
deck 26 with a particular kinetic friction dependant on
various factors including the material of the belt and deck
and the downward force on the belt. In some instances,
the belt may slightly bind on the deck when the user steps
on the belt and increases the kinetic friction between the
belt and deck. Besides the force imparted by the motor
88 to rotate the belts, the flywheel 94 secured to the motor
shaft has an angular momentum force component that
helps to overcome the increased kinetic friction and help
provide uniform tread belt movement. In one particular
implementation, the deckis a 3/8" thick MDF with an elec-
tron beam cured paint coating. Further, the belt is a pol-
yester weave base with a PVC top.

[0021] Certain embodiments may include aresistance
element 76 operably connected with the treadles. As
used herein the term "resistance element" is meant to
include any type of device, structure, member, assembly,
and configuration that resists the pivotal movement of
the treadles. The resistance provided by the resistance
element may be constant, variable, and/or adjustable.
Moreover, the resistance may be a function of load, of



19 EP 1 601 419 B1 20

time, of heat, or of other factors. Such a resistance ele-
ment may provide other functions, such as dampening
the downward, upward, or both movement of the trea-
dles. The resistance element may also impart a return
force on the treadles such that if the treadle is in a lower
position, the resistance element will impart a return force
to move the treadle upward, or if the treadle is in an upper
position, the resistance element will impart a return force
to move the treadle downward. The term "shock" or
"dampening element" is sometimes used herein to refer
to a resistance element, or to a spring (return force) el-
ement, or a dampening element that may or may not
include a spring (return) force.

[0022] In one particular configuration of the exercise
device, a resistance element 76 extends between each
treadle assembly 12 and the frame 14 to support the front
of the treadle assemblies and to resist the downward
movement of each treadle. The resistance element or
elements may be arranged at various locations between
treadle frame and the main frame. In the embodiments
shown in Figs. 1-7, and others, the resistance elements
include a first 108 and a second 110 shock. The shock
both resists and dampens the movement of the treadles.
More particularly, the first or left shock 108 extends be-
tween the left or outer frame member 54 of the left treadle
assembly and the left upright frame member 40. The sec-
ond shock 110 extends between the right or outer frame
member 56 of the right treadle assembly and the right
upright frame member 42. Fig. 26 illustrates an alterna-
tive embodiment wherein shocks extend between the
outer frame members of each treadle assembly and a
portion of the frame below the treadle assembly. In an-
other alternative, the shocks may be connected to the
front of the treadles (See Fig. 40) between the inner and
outer treadle frame members.

[0023] In one particular implementation, the shock
(108, 110) is a fluid-type or air-type dampening device
and is not combined internally or externally with a return
spring. As such, when a user’s foot lands on the front of
atreadle, the shock dampens and resists the downward
force of the footfall to provide cushioning for the user’s
foot, leg and various leg joints such as the ankle and
knee. In some configurations, the resistance device may
also be adjusted to decrease or increase the downward
stroke length of a treadle. The shock may be provided
with a user adjustable dampening collar, which when ro-
tated causes the dampening force of the shock to either
increase or decrease to fit any particular user’s needs.
One particular shock that may be used in an exercise
device is shown and described in U.S. Patent 5,762,587
titted "Exercise Machine With Adjustable-Resistance,
Hydraulic Cylinder,"

[0024] Generally, the shock includes a cylinder filled
with hydraulic fluid. A piston rod extends outwardly from
the cylinder. Within the cylinder, a piston is connected
with the piston rod. The piston defines at least one orifice
through which hydraulic fluid may flow, and also includes
a check valve. The piston subdivides the cylinder into
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two fluid filled chambers. During actuation of the shock,
the piston either moves up or down in the cylinder. In
downward movement or extension of the shock, the fluid
flows through the orifice at a rate governed partially by
the number of orifices and the size of the orifices. In up-
ward movement or compression of the shock, the fluid
flows through the check valve. The collar is operably con-
nected with a plate associated with the orifice or orifices.
Rotation of the collar, will expose or cover orifices for
fluid flow and thus reduce or increase the dampening
force of the shock. Alternatively, the dampening resist-
ance collar is connected with a tapered plunger directed
into an orifice between the hydraulic chambers of the
shock. The depth of the plunger will govern, in part, the
resistance of the shock. Preferably, the return spring
shown in Fig. 4 of the 587 patent is removed.

[0025] Another particular shock that may be used in
an exercise device is shown and described in U.S. Patent
5,622,527 titled "Independent action stepper” and issued
on April 22, 1997. The shock may be used with the spring
252 shown in Fig. 10 of the '527 patent. The spring pro-
vides a return force that moves or returns the treadles
upward after they are pressed downward. Preferably,
however, the spring 252 is removed. As such, the shock
only provides a resistance and does not provide a return
force. In an embodiment that does not employ a spring,
the shock may be arranged to provide a resistance in the
range of 47 KgF to 103 KgF. Alternative resistance ele-
ments are discussed in more detail below.

[0026] Figs. 10-14 are partial isometric views of the
exercise device particularly illustrating the treadle inter-
connection structure 78. Each of Figs. 10-14 show the
interconnection structure in a different position. Fig. 15
is a side view of the treadle interconnection structure in
the same position as is shown in Fig. 12. Figs. 16(A,B)-
20(A,B) are isometric views of the exercise device cor-
responding with the views shown in Figs. 10-14. In the
particular implementation of the interconnection struc-
ture illustrated in Figs. 10-15 and others, the intercon-
nection structure includes a rocker arm assembly 112
pivotally supported on a rocker cross member 114 ex-
tending between the left 32 and right 34 side members
of the frame. The rocker arm assembly is operably con-
nected with each treadle assembly 12. As best shown in
Fig. 15, the rocker cross member defines a U-shaped
cross section. Each upstanding portion of the U defines
a key way 116, (see, e.g., Figs. 14 and 25). The top of
the key way defines a pivot aperture 116. The rocker arm
includes a rocker pivot axle 120 that is supported in and
extends between each pivot aperture to pivotally support
the rocker arm. As discussed in more detail below, the
key way provides a way for the interconnect structure to
be moved between a "shipping" position and a "use" po-
sition.

[0027] The left and right outer portions of the rocker
arm include a first or left lower pivot pin 122 and a second
or right lower pivot pin 124, respectively. A generally L-
shaped bracket 126 supporting a first upper pivot pin 128
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extends downwardly from the inner or right side member
56 of the left treadle 12A so that the upper pivot pin is
supported generally parallel, below, and outwardly of the
inner side member. A second generally L-shaped bracket
128 supporting a second upper pivot pin 130 extends
downwardly from the inner or left side tube 54 of the right
treadle assembly 128 so that the upper pivot pin is sup-
ported generally parallel, below, and outwardly of the in-
ner side member.

[0028] A first rod 134 is connected between the left
upper 128 and lower 122 pivot pins. A second rod 136
is connected between the right upper 130 and lower 124
pivot pins. The rods couple the treadles to the rocker arm.
In one particular implementation, each rod (134, 136)
defines a turnbuckle with an adjustable length. The turn-
buckles are connected in a ball joint 138 configuration
with the upper and lower pivot pins. A turnbuckle defines
an upper and a lower threaded sleeve 140. Each thread-
ed sleeve defines a circular cavity with opposing ends to
support a pivot ball. The pivot pins are supported in the
pivot balls. A rod defines opposing threaded ends 142,
each supported in a corresponding threaded sleeve.
[0029] As will be discussed in more detail below, the
treadle assemblies 12 may be locked-out so as to not
pivot about the rear axis 16. When locked out, the belts
18 of the treadle assemblies collectively provide an ef-
fectively single non-pivoting treadmill-like striding sur-
face. By adjusting the length of one or both of the turn-
buckles 134, 136 through rotation of the rod 142 during
assembly of the exercise device or afterwards, the level
of the two treadles may be precisely aligned so that the
two treadles belts, in combination, provide a level striding
surface in the lock-out position.

[0030] Theinterconnection structure 78 (e.g., the rock-
er arm assembly) interconnects the left treadle with the
right treadle in such a manner that when one treadle,
(e.g., the left treadle) is pivoted about the rear pivot axis
16 downwardly then upwardly, the other treadle (e.g., the
right treadle) is pivoted upwardly then downwardly, re-
spectively, aboutthe rear pivot axis in coordination. Thus,
the two treadles are interconnected in a manner to pro-
vide a stepping motion where the downward movement
of one treadle is accompanied by the upward movement
of the other treadle and vice versa. During such a step-
ping motion, whether alone orin combination with a strid-
ing motion, the rocker arm 112 pivots or teeters about
the rocker axis 120.

[0031] Referring now to Figs. 10-14 and 16(A,B)-
20(A,B), the climbing-like exercise provided by the mo-
tion of the exercise device 10 is described in more detail.
A representative user (hereinafter the "user") is shown
in forward facing use in Figs. 16B-20B. The user is walk-
ing forward and the device is configured for climbing-type
use, i.e., so the treadles reciprocate. The foot motion
shown is representative of only one user. In some in-
stances, the treadles 12 may not move between the up-
permost and lower-most position, but rather points in be-
tween. In some instances, the user may have a shorter
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or longer stride than that shown. In some instances, a
user may walk backward, or may face backward, or may
face backward and walk backward.

[0032] In Figs. 10 and 16A, the left treadle 12A is in a
lower position and the right treadle 12B is in an upper
position. Referring to Figs. 10 and 14, the left side of the
rocker arm 118 is pivoted downwardly and the right side
of the rocker arm is pivoted upwardly. In Fig. 16B, the
user is shown with his right foot forward and on the front
portion of the right tread belt. In the orientation of the user
shown in Fig. 16B, during forward facing climbing-type
use, the user’s left leg will be extended downwardly and
rearwardly with the majority of the user’s weight on the
left treadle. The user’s right leg will be bent at the knee
and extended forwardly so that the user’s right foot is
beginning to press down on the right treadle. From the
orientation shown in Fig. 16B, the user will transition his
weight to a balance between the right leg and the left leg,
and begin to press downwardly with his right leg to force
the right treadle downwardly. Due to the movement of
the belts, both feet will move rearwardly from the position
shown in Fig. 16B.

[0033] Figs. 11, 17A, and 17B show the orientation of
the device 10 and the user in a position after that shown
in Figs. 10, 16A, and 16B. The right treadle 12B is being
pressed downwardly, which, via the rocker interconnec-
tion structure 78, causes the left treadle 12A to begin to
rise. The user’s right foot has moved rearwardly and
downwardly from the position shown in Fig. 16B. The
user’s left foot has moved rearwardly and upwardly from
the position shown in Fig. 16B.

[0034] Figs. 12, 18A, and 18B show the right treadle
12B about midway through its upward stroke, and the left
treadle 12A about midway through its downward stroke.
As such, the treadle assemblies are nearly at the same
level above the frame 14 and the endless belts 18 are
also at the same level. As shown in Fig. 18B, the user’s
right foot and leg have moved rearwardly and downward-
ly from the position shown in Fig. 17B. The user’s left foot
has moved rearwardly and upwardly from the position
shown in Fig. 16B. At this point, the user has begun to
lift the left foot from the left tread belt in taking a forward
stride; thus, the left heel is lifted and the user has rolled
onto the ball of the left foot. Typically, more weight will
now be on the right treadle than the left treadle.

[0035] Afterthe orientation shownin Figs. 12, 18A, and
18B, the right treadle 12B continues it downward move-
ment and the left treadle 12A continues its upward move-
ment to the orientation of the device as shown in Figs.
13, 19A, and 19B. In Figs. 13, 19A, and 19B, the left
treadle is higher than the right treadle, and the rocker
arm 112 is pivoted about the rocker pivot axis 120 such
thatits right side is lower than its left side. In this position,
the user’s right leg continues to move rearward and
downward. The user has lifted the right leg off the left
treadle and is moving it forward. At about the upper po-
sition of the left treadle, the user will step down with his
left foot on the front portion of the treadle belt. All of the
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user’s weight is on the right treadle until the user places
his left foot on the left treadle. The user continues to pro-
vide a downward force on the right treadle forcing the left
treadle up.

[0036] Figs.14,20A,and 20B illustrate the righttreadle
12B in about its lowest position, and show the left treadle
12A in about its highest position. At this point, the user
has stepped down on the front 22 of the left treadle and
has begun pressing downward with the left leg. The user
is also beginning to lift the right leg. The downward force
on the left treadle will be transferred through the inter-
connection structure 78 to the right treadle to cause the
right treadle to begin to rise.

[0037] Figs. 16(A,B)-20(A,B) represent half a cycle of
the reciprocating motion of the treadles, i.e., the move-
ment of the left treadle from a lower position to an upper
position and the movement of the right treadle from an
upper position to a lower position. A complete climbing-
type exercise cycle is represented by the movement of
one treadle from some position and back to the same
position in a manner that includes a full upward stroke of
the treadle (from the lower position to the upper position)
and a full downward stroke of the treadle (from the upper
position to the lower position). For example, a step cycle
referenced from the lower position of the left treadle (the
upper position of the right treadle) will include the move-
ment of the left treadle upward from the lower position to
the upper position and then downward back to its lower
position. In another example, a step cycle referenced
from the mid-point position of the left treadle (see Fig.
18) will include the upward movement of the treadle to
the upper position, the downward movement from the
upper position, past the mid-point position and to the low-
er position, and the upward movement back to the mid-
point position. The order of upward and downward trea-
dle movements does not matter. Thus, the upward move-
ment may be followed by the downward movement or
the downward movement may be followed by the upward
movement.

[0038] Referring to Fig. 10 and others, in one particular
configuration, the exercise device includes a step sensor
144, which provides an output pulse corresponding with
each downward stroke of each treadle. The step sensor
is implemented with a second reed switch 146 including
amagnet 148 and a pick-up 150. The magnet is connect-
ed tothe end of a bracket 152 that extends upwardly from
the rocker arm 112. The bracket orients the magnet so
that it swings back and forth past the pick-up, which is
mounted on a bracket connected with the rocker cross
member 114. The reed switch 146 triggers an output
pulse each time the magnet 148 passes the pick-up 150.
Thus, the reed switch transmits an output pulse when
the right treadle 12B is moving downward, which corre-
sponds with the magnet passing downwardly past the
pick-up, and the reed switch also transmits an output
pulse when the left treadle 12A is moving upward, which
corresponds with the movement to the magnet upwardly
past the pick-up. The output pulses are used to monitor
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the oscillation, speed, depth of stroke, and stroke count
of the treadles as they move up and down during use.
The output pulses, alone or in combination with the belt
speed signal, may be used to provide an exercise fre-
quency display and may be used in various exercise re-
lated calculations, such as in determining the user’s cal-
orie burn rate.

[0039] As best shown in Figs. 3, 7, and 14-20, in one
particular implementation, each treadle includes a bot-
tom-out assembly 154. The bottom-out assembly in-
cludes a generally V-shaped bracket 156 interconnected
between the inside and outside members of the treadle
frame. The vertex region of the V-shaped bracket is ori-
ented downwardly and generally defines a flat mounting
surface 158. A block 160 is fixed to the lower downwardly
facing portion of the mounting surface. When the exer-
cise device is assembled it is preferable to arrange the
treadles by way of the turnbuckles (134, 136) so that the
block 160 is maintained slightly above the underlying
lock-out cross member 162 when the treadle is in its low-
est position. A bumper 164 may be fixed to the cross
member 162 to cushion the treadle should it bottom out.
In one example, the block is fabricated with a hard, non-
flexible, plastic. The block may also be fabricated with a
solid or flexible resilient polymer material. In a flexible
resilient form, the block will provide some cushioning
should the block bottom-out on the lock-out cross mem-
ber during use.

[0040] As mentioned above, the exercise device 10
may be configured in a "lock-out" position where the trea-
dle assemblies do not pivot upward and downward. In
one particular lock-out orientation, the treadle assem-
blies are pivotally fixed so that the tread belts are level
and at about a 10% grade with respect to the rear of the
exercise device. Thus, in a forward facing use, the user
may simulate striding uphill, and in a rearward facing use
the user may simulate striding downhill.

[0041] Fig. 21 is a partial isometric view of the left front
of the exercise device with the left upright removed to
better illustrate one particular lock-out mechanism 166.
Fig. 22 is a partial side view of the left front portion of the
exercise device with the lock-out mechanism 166 in the
unengaged position. Fig. 23 is a partial side view of the
left front portion of the exercise device with the lock-out
mechanism in the engaged position. The lock-out mech-
anism includes a generally T-shaped lever arm 168 with
a lower portion 170 and an upper portion 172. The lower
portion of the lever arm/latch 168 is pivotally connected
with a lever bracket 174 extending rearwardly from the
front cross member 176. The upper portion of the latch
168 is pivotally connected with a left 178 and a right 180
latch offset link about a common pivot axis 182. The left
offset link is connected with a left slide bracket 184 that
is slidably supported on a left guide bracket 186. The
right offset link is connected with a right slide bracket 188
that is slidably supported on a second or right guide
bracket 190. The two guide brackets are mounted on the
upper surface of the lock-out cross member 162 in such
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a manner that each guide bracket defines a guideway
extending generally in a direction between the front and
rear of the exercise device. In one implementation, each
guideway comprises a pair of upwardly extending side-
walls 192. The slide brackets define downwardly extend-
ing sidewalls 194 separated by a distance slightly greater
then the distance between the upwardly extending side-
walls of the guide brackets. An elongate longitudinally
extending slot 196 is defined in each of the guideway
sidewalls. The slots are adapted to receive guide pins
198 that extend inwardly from the downwardly extending
sidewalls of the slide brackets. The slide brackets are
thus adapted to move forwardly and rearwardly about
the guideways. The fore and aft range of the slide brack-
ets is governed by the length of the channels and the
fore and aft separation of the guide pins. The lock-out
bumper 164 is connected with the top of each of the slide
brackets.

[0042] AsbestshowninFig. 21, anupwardly extending
face plate 200 defines an upwardly extending slot 202
adapted to receive the lever arm 168. The bottom of the
slot defines an offset slot 204 portion with a short down-
wardly extending keeper flange 206. In the non-lock out
position (see Fig. 22) the lever arm is maintained in the
offset slot portion and held in place by the keeper flange.
To lock-out the treadles, the lever arm is first pressed
downwardly to disengage it from the keeper flange, and
then it is moved toward the right or away from the offset
slot. Next the lever arm is raised upward in the slot. The
upward motion causes the lever arm to pivot upwardly
about the pivotal connection to the lever bracket 174.
This upward pivoting motion is accompanied by a gen-
erally rearward motion of the upper portion 172 of the
latch that causes the offset links 178, 180 to slide in the
slide brackets 184, 186 and bumpers rearwardly along
the guideways. A lever spring (not shown) may be con-
nected between the lock-out assembly and one of the
cross members to assist the user in moving the lock-out
assembly into the "locked-out" position.

[0043] Before actuating the lock-out mechanism 162,
the treadle assemblies are oriented generally level with
each other, which causes the stop blocks 160 under-
hanging each treadle to be oriented at about the same
vertical location. In this position, the lock-out assembly
is moved rearwardly so that the bumpers 164 are moved
rearwardly into engagement with the stop blocks 160.
The rearward face of the bumpers may be tapered. As
such, the bumpers may be wedged under the stop blocks
to configure the exercise device in the "lock-out" position
with the treadles prohibited from up and down motion.
[0044] To mountthe device, the user may simply step
up onto the treadles 12 and begin exercising. Alterna-
tively, the user may step onto a foot platform 208 extend-
ing outwardly from the side of each treadle assembly 12.
As shown in Fig. 1, each platform defines a flat mounting
surface 210 generally level with the adjacent treadle as-
sembly and upper belt surface. The mounting surface
may be knurled or have other similar type features to
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enhance the traction between the user’s shoe or foot and
the mounting surface. As shown in Fig. 2 and others,
each platform is secured to an outwardly extending plat-
form bracket 212. The platform bracket is secured to and
extends outwardly from the left and right treadle frame
members 54, 56. Fig. 27 illustrates an exercise device
employing an alternative rearmounting platform214. The
rear mounting platform includes a single foot platform
extending rearwardly from and at about the same level
as the rear portion of the treadles 12.

[0045] To facilitate shipping the exercise device, some
implementations of the exercise device may be config-
ured so that the treadles 12 may be lowered into a ship-
ping position from which the treadles may be easily
moved upward and snapped into the operating position.
Fig. 24 is an isometric view of the exercise device lowered
into the shipping position, and with the left 40 and right
42 uprights and console 50 disconnected from the exer-
cise device 10. Fig. 25 is a partial isometric view of the
rocker arm assembly 112 lowered into the shipping po-
sition.

[0046] Foran exercise device configured so that it may
be lowered into the shipping position, the rocker arm pivot
axle 120 is spring loaded so that it may be lowered in the
key ways 116. As best shown in Fig. 15, each end of the
rocker arm pivot axle includes an end cap 216. Each end
cap includes a circumferential flange 218 of a diameter
greater than any portion of the key way 116 including the
pivot aperture 118. The end cap also defines a collar 220
arranged inwardly of the flange 218. The collar is of a
diameter greater than the downwardly extending key way
slot, but less than the diameter of the pivot aperture. The
collar supports the rocker assembly 112 in the pivot ap-
erture during use. To lower the rocker assembly, the end
caps 216 are extended outwardly from the rocker arm.
The collaris supported on a lesser diameter rod (the pivot
axle) that is exposed when the cap is pulled out. The
pivot axle is dropped down in the key ways, as shown in
Fig. 25. Lowering the rocker arm causes the treadles 12
to pivot downwardly until the stop blocks 160 bottom out
on the lock-out cross member 162. To configure the ex-
ercise device in its exercise or "use" orientation, the rock-
er assembly is lifted up, such as by lifting the front of the
treadles, so that the pivot axle moves upward in the key
ways to the pivot aperture. Because the pivot axle is
spring loaded, when the axle is aligned with the pivot
aperture the collars 220 snap inwardly into the pivot ap-
erture. In this position, the rocker arm is firmly secured
in the pivot apertures and ready to use.

[0047] A pair of wheels 222 are connected with the
front cross member 176. A rear panel 224 (see Fig. 7) of
the exercise device 10 includes a pair of handles 226.
The handles are elongate apertures, but other handle
structures may be used. By lifting the rear of the device,
the wheels engage the surface that the device is resting
on. In this manner, the user may easily roll the exercise
device to a different location. Alternatively, a wheel or
wheels may be provided at the rear of the device and
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handles located at the front. Although two wheels are
shown, one or more wheels, slide plates, rollers, or other
devices may be used to ease movement of the device.

Figs. 26-29: Shock Mounting Position Variable Along
Base Frame

[0048] As discussed above, a shock or shocks 108,
110 (i.e., dampening or resistance elements 76) may be
provided as part of the dual deck treadmill exercise de-
vice to provide resistance to or dampening of movement
of the treadles 12. Typically, one end of the shock 108,
110 is mounted to a treadle 12 while the other end of the
shock 108, 110 is mounted to a portion of the frame 14
of the exercise machine (e.g., an upright 40, 42 of the
frame as depicted in Fig. 1 or the side frame member 32,
34 of the frame 14 as depicted in Fig. 26). The shock
108, 110 can be a dampening shock, or can have a return
spring incorporated into the shock 108, 110. Figs. 26-29
illustrate an embodiment wherein the location of such a
shock 108, 110 relative to the frame 14 and the treadle
12 may be varied in order to adjust the no-load position
of the treadles 12. Because the angle of action of the
shocks 108, 110 actingon the treadles 12 is also affected,
the damping or resisting force provided by the shock 108,
110 may also be varied by adjusting its position.

[0049] The no-load position of the treadles 12 is the
position the treadles 12 will naturally gravitate towards if
no load is applied to the treadles 12. The treadles 12 will
pivot up and down around the no-load position. Adjust-
ment of the pitch of the treadles 12 will vary the difficulty
of awork out. All things being equal, the steeper the angle
of the treadle 12, the more strenuous the workout.
[0050] Fig. 26 shows the base portion 300 of a dual
deck treadmill device 10 having a pair of treadles 12 piv-
otally supported on a frame 14 as discussed elsewhere
herein. In this embodiment, the treadles 12 have a com-
mon drive roller (which in this embodiment is a rear roller
30) and separate distal rollers (which in this embodiment
are front rollers 28) to allow each treadle 12 to pivot up-
wardly and downwardly independent of the other; how-
ever, other arrangements discussed herein would also
work with the variable location shock 108, 110 of Figs.
26-29. While only the base portion 300 is shown in Figs.
26 and 28 in order to emphasize the variable shock lo-
cation, it should be understood that typically the base
portion 300 would be incorporated into a frame 14 having
uprights 40, 42 including handles 44, a control console
50, a motor control, and other particular features. As
shown in Fig. 26, a first end 108A of a shock 108 is at-
tached to the outside frame member 54 of a treadle 12.
Other attachment locations on the treadle 12 may be pos-
sible. The other end 108B of the shock 108 is attached
to a collar 302, which fits around a lead screw 304 incor-
porated into the base frame 14. The collar 300 traverses
the length of the lead screw 304 as the lead screw 304
is rotated, thus changing the position of the lower end
108B of the shock 108. Because the shock 108 has gen-
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erally a median length at no load, the angle at which the
treadle 12 is supported with no load can be adjusted by
moving the collar 302.

[0051] The movement of the collar 302 along the lead
screw 304 is shown in Fig. 27, which shows that the collar
302 translates along the lead screw 300 as the threaded
lead screw 304 is rotated. As also seen in Fig. 27, the
end 108B of the shock 108 should be connected to the
collar 302 such that the angle of the shock 108 relative
to the collar 302 can vary as the collar 302 translates
along the lead screw 304 or as the treadle 12 moves up
and down. The mounting shown in Fig. 27 is a simple
pivotal mounting. The lead screw 304 can be turned au-
tomatically by a motor controlled by the user, or can be
turned manually. If it is turned by a motor, the motor can
be controlled by inputs from the user or by program inputs
by an on-board computer in order to adjust the incline of
the treadles 12 during a user’s workout. Preferably both
treadles 12 are provided with variable pivot shocks 108,
110 mounted on lead screws 304. In such a case, the
control of the location of the collars 302 on both lead
screws 304 may be interconnected such that both are
adjusted at the same time to insure both treadles 12 have
the same relative median position.

[0052] Fig. 29 shows two examples of different posi-
tions of the adjustable shock attachment 306, one with
the collar 302’ proximate to the left end of the lead screw
304, holding the particular treadle 12’ in a lower position.
The other example is with the collar 302" to the right end
of the lead screw 304 holding the particular treadle 12"
in a higher position. The lead screw option provides a
continuous adjustment structure that allows nearly infi-
nite possibilities of positioning the bottom end 108B of
the shock 108. As the screw 304 turns, the collar 302
translates along the screw 304. Once a desired location
for the collar 302 is achieved, the rotation of the screw
304 is stopped, and collar 302 will remain stationary on
the lead screw 304, thereby retaining the bottom 108B
of the shock 108 in the desired location.

[0053] Other types of mechanisms can be used to ad-
just the position of the lower end 108B of the shock 108
along the frame 14 in order to adjust the angle of the
unloaded treadle. For example, the lead screw 304 and
collar 302 could be replaced by a discrete adjustment
structure such as elongated rod 308 with apertures 310
and a pop pin structure 312, as shown in Fig. 28. The
position of the bottom 108B of the shock 108 could be
adjusted by sliding the collar 302 along the rod 308 until
the desired position was reached, and then inserting the
pop pin 312 into the desired aperture 310. A threaded
member could be used in place of the pop pin 312. Al-
ternatively, a set screw could be incorporated into the
collar 302 to hold the collar 302 in place through friction.
It should also be appreciated that a similar effect can be
achieved by making the attachment location for the top
108A of the shock 108 variable on the side 54 of the
treadle 12 via apertures 310 adapted to receive a pop
pin on the top 108A of the shock 108, as seen in Fig. 29.
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Figs. 37-39: Shock Mounting Position Variable Along
Frame Upright

[0054] Instead of mounting the shock 108, 110 (i.e.,
dampening or resistance elements 76) between the trea-
dle 12 and the base portion 14 of the frame as shown in
Figs. 26-29, and as described above, the shock 108, 110
may be mounted between the treadle 12 and an upright
portion 40, 42 of the frame as shown in Fig. 37. Fig. 37
illustrates an arrangement that permits a user to adjust
the position of a treadle 12 on a dual deck exercise device
10 (as described elsewhere herein) by adjusting the at-
tachment point of a shock 108, 110 connected between
the treadle 12 and a frame 14, 40, 42 of the exercise
device 10. The lower end 108B of the shock 108 is at-
tached to the side frame 54 of the treadle 12 and the
upper end 108A of the shock 108 is attached on the up-
right member 40 of the frame. The upright member 40 of
the frame is provided with a range of attachment points
314 at different heights on the upright member 40. This
range of attachment points 314 provides differentangular
orientations for the treadle 12 for the desired exercise
impact on the user.

[0055] Each treadle may be provided with its own
shock 108, 110 so that the two treadles 12 can be ad-
justed to have different nominal slopes. In this manner
the user can customize the workout to be more strenuous
on one leg than the other.

[0056] The multiple shock attachment locations 314
can be discrete. For instance, as shown in Figs. 37 and
38, a pin 316 is used to attach the top end 108A, 110A
of the shock to the upright 40, 42. The top end 108A,
110A of the shock 108, 110 is provided with a passage
318 for engaging the pin 316. The upright 40, 42 is pro-
vided with a series of apertures 314 that can be engaged
by the pin 316 at the desired height. To adjust the attach-
ment location of the shock 108, 110, the passage 318 at
the end of the shock 108A, 110A is aligned with the de-
sired aperture 314 in the side of the upright 40, 42, and
the pin 316 is inserted into the aperture 314. The pin 316
may be a threaded device 320, or may be spring-loaded
to be held in place in the aperture 314. To readjust the
position of the shock 108, 110, the pin 316 is withdrawn
from the aperture 314, which leaves the top end 108A,
110A of the shock 108, 110 free to be realigned with a
different aperture 314.

[0057] Alternatively, the attachment locations can be
continuous as through the use of structure such as that
shown in Fig. 39. The upper end 108A, 110A of the shock
108, 110 could be fashioned to move within a groove
provided in the upright of the frame based on, for in-
stance, the rotation of a lead screw 304. The positioning
of the top end 108A, 110A of the shock 108, 110 could
be virtually infinite between the ends of the lead screw
304. Rotation of the lead screw 304 to adjust the top end
108A, 110A of the shock 108, 110 can be automatic, as
by an electric motor, or manual with a crank. The treadles
12 can be adjusted to different heights or to the same
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heights depending on the user’s desire. Fig. 39 shows a
lead screw 304 embodiment for the adjustment of the top
end 108A, 110A ofthe shock 108, 110. The top end 108A,
110A of the shock 108, 110 is attached to a collar 302,
which collar 302 is threadedly engaged with the lead
screw 304. When the lead screw 304 is rotated, the collar
302 moves upwardly or downwardly depending on the
engaged threads and the rotation direction of the lead
screw 304. This adjustment of the attachment position
of the top 108A, 110A of the shock 108, 110 can be ver-
tical, angled, or curvilinear or in any other direction sup-
ported by the particular structure utilized.

Fig. 30: Dual Treadle Exercise Device Having Two
Motors

[0058] Heretofore arrangements have been discussed
wherein a single driver roller and motor was used to drive
both tread belts 18 on a dual deck exercise device 10.
Fig. 30 illustrates an embodiment wherein each tread
belt 18 is provided with its own driver roller 30 and motor
88. Fig. 30 shows the base portion 300 of a dual deck
exercise device 10 having two adjacenttreadles 12. Each
treadle 12 has a pair of end rollers 28, 30 at opposite
ends of the treadle 12. A continuous tread belt 18 is pro-
vided around the end rollers 28, 30. One of the two end
rollers 28, 30 for each treadle 12 is the driverroller, though
it should be appreciated that the driver roller could be
located intermediately on the treadle 12 as well. In the
embodiment shown in Fig. 30, the driver rollers 30 are
the rear rollers 30. Additional rollers (i.e., intermediate
rollers 916 as depicted in Fig. 84) or support structures
324 may be provided between the end rollers 28, 30 (e.g.,
Figs. 31-34 and accompanying discussion). It will be not-
ed that each treadle 12 can be operably associated with
a dampening device such as a shock 108, 110, a spring
device for returning the treadle 12 to its upper position,
and an interconnect (e.g., the rocker arm assembly 112
depicted in Fig. 10) to create a dependency between the
motions of the treadles 12 (as one treadle is pushed
down, the other treadle 12 is pushed up by the depend-
ency device 112).

[0059] Fig. 30 is meant to emphasize that the driver
roller 30 does not have to be common between the two
adjacenttreadles 12. In otherwords, more than one driver
roller 30 can be utilized, such as one for each treadle 12.
Each driverroller 30 is driven by its own motor 88 through
apulley 86, 98 and belt 96 system. A common controller
(not shown) may be provided to assure that the motors
88 operate synchronously to make sure that the tread
belts 18 are driven at the same speed. However, it is
contemplated that each motor 88 can be separately con-
trolled in order to have the tread belts 18 on the treadles
12 be driven at different speeds if desired by the user.
While in Fig. 30 the drive rollers 30 are shown having
axially aligned center lines, this is not a requirement for
the instant invention, and each of the drive rollers 30 can
have non-aligned axes of rotation. It should also be ap-
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preciated that while a belt 96 and pulley 86, 98 system
is shown, any functionally equivalent arrangement such
as cogs and gears, chain drives, direct drive, or friction
drive would work as well. For information regarding al-
ternative drives see Figs. 44A, 44B, and accompanying
discussion.

Figs. 31-34: Deck Suspension Systems

[0060] Figs. 31-34 highlight a variety of types of deck
26 suspensions for use on the treadles 12 of the instant
dual deck exercising apparatus 10. Fig. 31 shows a trea-
dle 12 assembly that includes a pair of rollers 28, 30 at
opposite ends of a frame 52. A continuous tread 18 is
provided around the rollers 28, 30 such that it loops
around the frame 52 and rollers 28, 30 to form an upper
span 18A of the tread 18 and a lower span 18B of the
tread 18. A top surface of the upper span 18A of the tread
18 provides the surface on which a user steps while using
an exercise device 10 that incorporates the treadle 12
assembly. Preferably the continuous tread 18 is under
tension such that it will frictionally engage the rollers 28,
30. The rollers 28, 30 may be provided with teeth to en-
gage notches in the tread 18 for a more positive drive
than relying on friction. Rotation of the rollers 28, 30 will
thereby cause the tread 18 to move in a circuit around
the rollers 28, 30. With continued reference to Fig. 31, if
therollers 28, 30 rotate in a clockwise direction, the upper
span 18A will move generally to the right, while the lower
span 18B will translate to the left.

[0061] An upper deck 26 and a lower deck 326 are
positioned between the spans 18A, 18B of the tread 18.
A suspension system 324 is provided between the upper
and lower decks 26, 326 in order to properly position and
cushion the upper deck 26. The embodiment shown in
Fig. 31 uses the lower deck 326 as the primary frame
structure 52 for supporting the rollers 28, 30. Alternative-
ly, the lower deck 326 could be attached to a framework
52 that independently supports the rollers 28, 30. The
upper deck 26 should have a generally flat and smooth
top surface. The dimensions of the top surface of the
upper deck 26 should correspond roughly with the length
and width of the upper span 18A of the tread 18. The
upper deck 26 can be a generally rectangular sheet of
wood, such as ply wood or pressed board, or other like
material positioned underneath the top span 18A of the
tread 18. A friction reducing coating may be provided on
the top surface of the upper deck 26 so that the upper
span 18A of the tread 18 will slide easily across the top
surface of the upper deck 26.

[0062] The suspension system 324 can be any ar-
rangement that appropriately retains the upper deck 26
in position directly below the upper span 18A of the tread
18. The upper deck 26 may be positioned in supporting
contact with the upper span 18A of the tread 18, or may
be spaced slightly below the tread 18 under no load con-
ditions. The suspension system 324 should also provide
cushioning such that when a user steps on the upper
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span 18A of the tread 18, the momentum of the user’s
weight, as applied to the upper deck 26 through the tread
18, is dissipated somewhat smoothly rather than in a
sharp jolt.

[0063] The suspension system 324 of Fig. 31 includes
an array of resilient rubber bumpers 324 provided be-
tween the lower and upper decks 26, 326. Under no load
conditions as shown in Fig. 31, the upper deck 26 rests
on the bumpers 324 and is held in position immediately
under the upper span 18A of the tread 18. In order to
retain the upper deck 26 in place, the upper deck 26 may
be adhered or otherwise attached to the bumpers 324.
As a user impacts the upper tread 18A, the tread 18 de-
flects slightly downwardly against the top surface of the
upper deck 26. Under load, the upper deck 26 deflects
towards the lower deck 326. As the upper deck 26 is
pressed towards the lower deck 326 by the weight and
momentum of the user, the rubber bumpers 324 com-
press and deform to smoothly transfer the weight to the
lower deck 326 and ultimately the frame 52. Other resil-
ient materials that are well suited for absorbing shocks
may be used rather than rubber to form the bumpers 324.
[0064] An alternative arrangementis shown in Fig. 32.
Arigid bumper 328, such as hard plastic, wood, or metal,
is positioned near the drive wheel (which is the rear roller
30 in Fig. 32) and is meant to restrict deflection of the
upper deck 26 towards the lower deck 326 in the region
of the rigid bumper 328. This prevents additional surface
area of the tread 18 from contacting the drive roller 30,
which can cause uneven driving of the tread 18 around
the rollers 28, 30. This rigid bumper 328 is fixedly at-
tached to both the upper and lower decks 26, 326. The
opposite end of the upper deck 26 (the left end as viewed
in Fig. 32) is free and is spaced apart from the lower deck
326 by a softer resilient bumper 324, such as a foamed
rubber piece. Thus, the upper deck 26 is mounted in a
generally cantilever fashion above the lower deck 326.
The natural resiliency of the upper deck 26 acts as a flat
spring that provides some cushioning effect in addition
to the cushioning provided by the resilient bumper 326.
The resilient bumper 324 can be positioned at any point
between the rigid bumper 328 and the free end of the
upper deck 26, and more than one bumper 324 can be
used. The soft bumper 324 can be shorter than the dis-
tance between the two decks 26, 326, or can fit snugly
between the two decks 26, 326 and contact the top and
bottom deck 26, 326 before any deflection of the top deck
26 takes place.

[0065] Fig. 33 shows another embodiment of the sus-
pension structure, and includes a plurality of relatively
soft bumpers 324, such as those made by rubber or other
similar materials, positioned between the upper and low-
er decks 26, 326. The multiple bumpers 324 can be po-
sitioned in arrays, randomly, or with one bumper 324 po-
sitioned near the centerline of the forward end of the up-
per deck 26.

[0066] Fig. 34 shows another embodiment of the sus-
pension structure which incorporates relatively tall soft
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bumpers 324’ and relatively short hard bumpers 324" in
combination between the upper and lower decks 26, 326.
This arrangement allows substantial upper deck 26 de-
flection initially when a load is applied to the upper deck
26 through the upper span of the tread 18A; however it
prevents excessive deflection once the weight is applied
to the shorter hard bumpers 324". Initial downward de-
flection of the upper deck 26 occurs with the deck 26 in
contact only with the tall soft bumpers 324". Once the
deflection is sufficient that the upper deck 26 is brought
in contact with the short hard bumpers 324", the short
hard bumpers 324" prevent the upper deck from signifi-
cant further deflection. Therefore, the initial shock of the
user’s weight and momentum is cushioned by the tall
resilient bumpers 324°, but excessive deflection is pre-
vented by the short hard bumpers 324’

[0067] Other types of resilient deck suspension struc-
tures for being positioned between the upper deck 26
and any deck below it can be utilized. Non-discrete struc-
tures, such as a single sheet of pliable material or other
such resilient structure can be used between the upper
and lower decks 26, 326 to dampen the impact force of
the user’s foot on the deck 26 during use.

Fig. 35: Front Pivoting Treadle Assemblies

[0068] Heretofore, most of the discussion herein has
described treadles 12 that pivot about an axis 16 that is
at or near the rear portion of the treadles 12 (e.g., see
Figs. 1, 26,30 and 37). Fig. 35 shows a dual deck treadle
device 10 similar to those described elsewhere herein,
but wherein the treadles 12 pivot about a pivot axis 330
at or near a front portion 22 of the treadles 12. As seen
in Fig. 35, a frame 14 is provided that includes an upright
40 atthe frontof the frame 14. Each treadle 12 is attached
at its front end 22 to the upright portion 40 of the frame
14 in a pivotal relationship, with the rear end 24 of the
treadle 12 suspended freely. Therefore, the front portion
22 of the treadle 12 is pivotally restrained, while the rear
portion 24 of the treadle 12 will move in a generally ver-
tical arc.

[0069] A motor 88 is mounted to the frame 14 in order
to drive a moving tread 18 provided on the treadles 12.
Connection of the motor 88 to the tread 18 can be by any
of the means described in more detail throughout this
description. For the purposes of illustration, a pulley 86
and drive belt 96 are shown in Fig. 35. The drive belt 96
attaches to a driverroller 28 at the front 22 of each treadle
12. There can be one motor 88 for a common front drive
roller 28, or there could be two drive rollers 28, one for
each treadle 12, each having its own drive motor 88. A
housing or shroud may be provided at the front of the
frame to cover the motor 88 and pivot 330. The left side
cover has been removed in Fig. 35 so that the motor 88
and pivot 330 are visible.

[0070] With continued reference to Fig. 35, a shock
absorber 108, 110 or other dampening or resistance de-
vice is provided between each treadle 12 and the frame
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14. In the example shown, the treadles are suspended
by shocks 108, 110 that connect to the upright 40, 42.
Motion of the treadles 12 in the vertical plane is thereby
resisted and dampened. The no-load position of the trea-
dles 12 could be adjusted by varying the attachment point
34 of the shock 108, 110 to the upright 40, 42 or the
treadle 12. While not shown in the figures, it should be
understood that the shock absorber 108, 110 or other
dampening device could connect to the lower portion 32
of the frame 14 rather than the upright 40, 42. An inter-
connecting device (not shown) might also be provided to
make the motion of the treadles 12 complementary with
each other.

[0071] When the user 332 faces forward and walks or
runs forwardly, each treadle 12 pivots downwardly
around its front pivot point 330 while the user’s foot is in
contact therewith during a forward to rearward motion of
the foot. The foot is then picked up and brought back to
the front end 22 of the treadle 12 during which time the
treadle 12 moves from a downwardly angled position to
an upwardly angled position, or at least a position having
less of a downward angle, to be ready for the user 332
to reengage with the user’s foot. The shocks 108, 110
can be spring-loaded for an automatic retraction to a high-
er position, or the shocks 108, 110 can be merely damp-
eners with external springs associated with the treadles
12 to bias the treadles 12 in an upward position. A single
spring could be used or a double spring could be used
or no spring could be used. This device could be utilized
with the user 332 facing away from the upright post 40,
42 and running forward or backward, or with the person
332 facing towards the upright post 40, 42 as shown with
the user 332 climbing forwardly or rearwardly.

Fig. 36: Dampening Device Associated with Depend-
ency Structure

[0072] Fig. 36 shows an interconnecting device 334
for use in coordinating the movement of the treadles 12.
This coordination is desirable so that a stepping action
can be produced by the treadles 12 wherein the move-
ment of the two treadles 12 is always 180 degrees out
of phase. For example, when the left treadle 12 is at the
top of its movement, the right treadle 12 will be at the
bottom. Any downward motion in the left treadle 12 will
resultin a corresponding upward movement by the right
treadle 12, and vice versa. One basic structure for inter-
connecting the treadles 12 in this fashion is a rocker-arm
structure 112. Each treadle 12 is attached to a different
side of the rocker arm 112 by a tie rod 134, 136. Any
movement of one treadle 12 causes a reaction force in
the opposite direction because the movement is trans-
mitted to the other treadle 12 through the rocker arm 112.
This action is described in more detail below with specific
reference to Fig. 36.

[0073] The interconnecting device 334 of Fig. 36 in-
cludes arocker arm 112 pivotally associated with a pivot
pin 120. The pivot pin 120 is supported by a bracket 336.
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The bracket 336 is preferably securely mounted to the
base frame 114 below the treadles 12. A mounting pin
122, 124 for supporting a tie rod 134, 136 is provided at
each end of the rocker arm 112 (preferably equidistance
away from the pivot pin 130 but not required). A tie rod
134, 136 is pivotally attached to each mounting pin 122,
124 and extends generally upwardly to a bottom portion
of a corresponding treadle 12 (not shown). The rocker
arm 112 of Fig. 36 is formed with two facing plates 112A,
112B connected by a lower web 112C; however, other
structures may be used to form the rocker arm 112, and
the one illustrated in Fig. 36 should be considered illus-
trative only. The mounting pins 122, 124 for pivotally sup-
porting the tie rods 134, 136 are positioned between the
plates 112A, 112B of the rocker arm 112.

[0074] The rocker arm 112 interconnects the move-
ment of the treadles 12 in the manner described herein.
As one treadle 12 is pushed down and the corresponding
tie rod 134 is pushed down, which pushes a first end of
the rocker arm 112 down. The other end of the rocker
arm is moved upwardly by the pivoting action of the rocker
arm 112 about the pivot pin 120. This upward movement
of the other end of the rocker arm 112 causes the other
tie rod 136 to be pushed upwardly, and thus pushes the
other treadle 12 upwardly. If the tie rods 134, 136 are of
equal length and are equally spaced apart from the pivot
point 120 of the rocker arm 112, the corresponding move-
ments of the treadles 12 will be equal with each other.
[0075] It should also be appreciated that any resist-
ance applied to the movement of one treadle 12 will be
transmitted through the interconnecting device 334 as
resistance to the opposite movement of the other treadle
12. If desired, resistance can be applied to the treadles
12 through the interconnecting device 334 rather than
directly to the treadles 12. Fig. 36 illustrates the use of a
rotational brake 338 for providing resistance to move-
ment of the treadles by applying resistance to the inter-
connecting device 334. According to this embodiment, a
pulley 340 is attached to the pivot pin 120. Optionally,
the pulley 340 could be attached directly to the rocker
arm 112. The pulley 340 is connected by a belt 342 to a
rotational brake mechanism 338. The brake mechanism
338, by engaging with the pulley belt 342, provides re-
sistance to turning of the pulley 340, and thereby provides
resistance to the motion of the rocker arm 112, which in
turn provides resistance to the motion of each of the trea-
dles 12. The brake 338 can be adjusted from low load
effect to a high load effect as desired by the user through
normal motor controls. The brake 338 shown in Fig. 36
could be a brake motor, a rotational brake, or an electro-
magnetic brake.

[0076] Other types of brakes can be applied directly to
the rocker arm or to a pulley system such as shown in
Fig. 36. For example, a simple friction brake that resists
rotation could be applied to the pin 120 of the rocker arm
112. Also, other types of resistance could be applied. For
example a two-cylinder hydraulic dampening device 344,
such as shown in Fig. 41A, and described in detail in the
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discussion of that figure, can be connected to the rocking
arms 112 to resist movement of the treadles 12.

Figs. 40A-40B: Scissors Truss for Supporting Trea-
dles

[0077] Fig. 40A shows a base portion 300 of the dual
deck tread exercise device 10 as described elsewhere
herein utilizing a scissor-type truss support mechanism
346 to allow the treadles 12 to move downwardly and
facilitate their upward motion under the force of a retract-
ing spring 348. At the lower end of the scissor truss 346,
one end 350 of the scissor truss is attached to the frame
14, while the other end 352 is slidably supported by the
frame 14. Preferably the slidable end 352 of the truss
346 is provided with a wheel 354 that rides in a track 356
provided onthe base 14. Atthe upper end of the particular
scissor truss both ends 358 are attached to the treadle
12. Typically there are two scissor trusses 346 for each
treadle 12, with one scissor truss attached to each side
frame 52 of the treadle. This provides for stability and
robustness of design, however, is not required as only
one scissor truss 346 could be used if appropriately po-
sitioned directly below the treadle.

[0078] Fig. 40B shows the right hand treadle 12 in the
lower position and the left hand treadle 12 in a higher
position. The spring 348 shown with respect to the right
hand scissor truss 346 pulls the bottom ends 350, 352
of the scissor truss together and biases the treadle 12
towards the upper position. Alternatively, a spring could
be placed between the two front ends of the scissor truss
or the two back ends of the scissor truss to urge those
ends apart from each other. In use, the scissor frame 346
collapses and expands under the force of the user. An
interconnectdevice 334 can be implemented to force one
treadle up while the other treadle is being pushed down
and vice versa. Dampeners 76, such as shown in Fig.
41, can be included in the structure to react with the scis-
sor truss 346 or with the movement of the treadle 12 to
create a dampening environment requiring more energy
to actuate if desired.

[0079] The motion of the treadles 12 shown in Fig. 40A
is such thatthey remain parallel to the floor or any support
surface upon which they are resting. Accordingly, a slope
could be added to the treadles by tilting the portion of the
frame 14 on which the scissortrusses 346 are supported.
This could be accomplished for example by making the
support track 356 on which the wheels 354 slide movable
relative to the base 14 and providing a lift mechanism to
raise one end of the track 356. Alternatively, an initial
slope or tilt could be added to the treadles 12 by varying
the lengths of the links 360 or moving the scissor point
362 of the scissor truss. Articulating motion of the treadles
on the top of the scissor structure can be created by hav-
ing additional structural links and springs and/or damp-
eners to allow the treadle 12 to move to a horizontal po-
sition either slightly or to a greater degree, depending on
the complexity of the design.
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Figs. 41A-41D: Two Chamber Hydrualic Dampening
Device

[0080] Figs.41A-D show a dual-cylinder shock 344 for
operable attachment to the treadles 12 of a dual deck
exercise device 10 as described herein, in order to pro-
vide resistance to movement of the treadles 12. The dual-
cylinder shock 344 includes two cylinders 364. Each cyl-
inder 364 has a reservoir portion 366 for containing a
hydraulic fluid, such as oil. The reservoir portions 366 of
the two cylinders 364 are connected via a connection line
368, which has a valve 370 positioned therein. A plunger
372is positioned in each of the cylinders 364. Each trea-
dle 12 is connected to a plunger 372 in order to alternat-
ingly push in and pull out the corresponding plunger 372.
As the plungers 372 are pushed in and pulled out of their
respective cylinders 364, they pump the hydraulic fluid
back and forth between the reservoirs 366 through the
connection line 368 and valve 370. The resistance to flow
of the hydraulic fluid provided by the connection line 368
and valve 370 is transmitted to the treadles to dampen
their movement.

[0081] Fig. 41D provides an exploded view of the em-
bodiment of Figs. 41A-D. It can be seen that the two
cylinders 364 are formed side-by-side in a unitary body
374. A treadle end cap 376 and a reservoir end cap 378
are provided at opposite ends of the unitary body 374 to
enclose the cylinders 364. The end caps can be connect-
ed to the unitary body by fasteners such as threaded
bolts. Connection rods 380 are provided to connect the
plungers 372 to the treadles or dependency structure.
The plungers 372 are formed by pistons 382 and piston
rods 384. The piston rods 384 are fixed to the pistons at
one end, and are threadably engaged by the connection
rods 380 at the other end. The threadable connections
between each piston rod 384 and connection rod 380 is
formed by a male portion 386 on the piston rod 384 and
a female portion 388 of the connection rod 380. The pis-
tons 382 slide within their cylinders 364 and are sealed
to the interior of the cylinders by sealing rings 390. A
push plate 392 may also be provided within each cylinder
364 at the junction between the connection rod 380 and
the piston rod 384. The push plate 392 should be slidable
within its cylinder, and fixed with respect to its corre-
sponding piston 382. The push plate 392 may also be
sealed with the cylinder 364 by sealing rings 390, al-
though this is not required. A spacer 394 may be provided
between each connection rod 380 and its corresponding
push plate 392. A cylindrical structure 396 surrounds
each piston rod 384 and helps to maintain the faces of
the piston 382 and push plate 392 perpendicular to the
side walls of the cylinder 364.

[0082] As seen in Fig. 41B, the reservoir end cap 378
is in sealed engagement with the cylinders 364. The
space between the piston 382 and the end cap 378 forms
the reservoir portion 366 of each cylinder. A passage 368
in the reservoir end cap 378 forms the connection line
368 between the two reservoir portions 366. The passage
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368 may be extended to an opening 398 in the reservoir
end cap 378 in order to allow filling of the reservoirs 366.
A removable plug 400, preferably threaded, is provided
in the opening 398 to keep the passage sealed. An ad-
justable needle valve 370 extends into this connection
line 368. The needle valve 370 can be adjusted by turning
it to vary the size of the aperture that permits flow of fluid
between the reservoirs 366. The smaller the aperture,
the more restricted the flow, and the higher the resist-
ance.

[0083] In operation, as a treadle 12 is pushed down-
ward by a user, the treadle pushes against its corre-
sponding connection rod 380 either directly or through a
dependency structure to urge the connection rod into the
unitary body 374. As the connection rod 380 is pushed
inward into the unitary body 374 by the treadle, the cor-
responding plunger 372 moves towards the end cap 378.
In other words, the piston 382 moves towards the reser-
voir end cap 378.

[0084] Figs. 41B and 41C serve to illustrate the above
described functioning of the dual-cylinder shock 344. Fig.
41B is a cross-section view showing the upper plunger
372 nearly fully extended outwardly and the lower plung-
er 372 nearly fully pushed inward. Fig. 41C shows the
same dual-cylinder shock 344 after the treadles to which
the plungers 372 are operably connected have been
moved. In Fig. 41C, the upper plunger 372 has been
pushed into its cylinder towards the reservoir end cap
378, and the lower plunger 372 has been withdrawn to
expand its reservoir 366. In order to move from the po-
sition of Figs. 41B to 41C, it was necessary to force hy-
draulic fluid from the upper reservoir 378 into the lower
reservoir 378 through the adjustable needle 370 valve
and the connection line. The force required to pump the
fluid from one reservoir 366 to the other provides resist-
ance to movement of the treadles 12.

[0085] Each of the connection rods 380 have a pin re-
ceiving hole 381 for connecting with either the treadle or
to a portion of the dependency structure. If an incom-
pressible fluid is used as the hydraulic fluid, the damp-
ening device can serve as the dependency structure.

Fig. 42: Spiraflex® Dampening Device

[0086] Fig.42showsthe useofa Spiraflex®resistance
mechanism 410 as a damper for the downward motion
of the treadles 12. The Spiraflex® mechanism 410 is de-
scribed in U. S. Patent Application No. 09/802,835, filed
March 8, 2001. A dependency structure between the
treadles 12 interconnects the motion of the treadles such
that upward motion of one treadle cause downward mo-
tion of the other treadle, and vice versa. The treadles 12
are tied to the Spiraflex® mechanism 410 by cables 412
and pulleys 414. As described in the aforementioned pat-
ent application, the Spiraflex® 410 is a resistance mech-
anism that provides nearly constant resistance.

[0087] The upward motion of either treadle 12 is resist-
ed by the Spiraflex® mechanism 410. This resistance to



39 EP 1 601 419 B1 40

upward movement is transferred through the depend-
ence structure to the other treadle 12, such that the
Spiraflex® mechanism 410 effectively provides resist-
ance to depression of either treadle 12. One of the trea-
dles 12 is connected to rotational means within the
Spiraflex® by a cable 412 routed through a pulley 414
while the other treadle 12 is connected to another rota-
tional means within the Spiraflex® through another cable
412 and pulley 414 arrangement. As shown, the
Spiraflex® 410 is mounted on the base frame 14, how-
ever it could be positioned in any functional location on
the frame structure.

Fig. 43: Combination Dampening and Biasing

[0088] Fig. 43 shows a dual deck tread climber 10 as
described elsewhere herein, with shock-like dampeners
108, 110 used in conjunction with elastomeric spring re-
turn devices 416. The dampeners 108, 110 provide the
primary resistance to movement of the treadles 12, while
the elastomeric spring devices 416 act to return the trea-
dles to a raised position. The shock-like dampeners 108,
110 are mounted to extend from one treadle to the frame
upright 40, 42, in order to dampen the downward move-
ment of the treadle 12 to provide resistance to the user.
The dampener 108, 110 also resists the upward move-
ment of the treadle, and based on the design of the damp-
ener, can dampen the upward movement significantly or
let it move relatively freely upwardly. This dampening of
the upward movement can be desirable as it prevents
the treadle 12 from snapping upwardly too quickly upon
the user’s weight being removed from the treadle during
exercise.

[0089] The elastomeric spring 416 shown in Fig. 43 is
attached between the treadle 12 and the frame upright
40, 42 to provide the return force to return the treadle to
its high or upper position. If an interconnect is used be-
tween the treadles 12, such as a rocker arm 112, then
the elastomeric springs 416 will cause the treadles torise
to a position where they are generally flush with one an-
other, but not at the upper position. It should be noted
thatif an interconnect is used, the elastomeric spring 416
could be attached to the interconnect device rather than
directly to the treadles 12. As shown, the left treadle 12
is pushed downwardly to stretch the spring416. The elas-
tomeric spring 416 in this example is a Soloflex® weight
band, but it could also be some other type of elastomer
or other similar type of material having elastic, resilient
properties sufficient for the intended use. The position of
the elastomeric spring 416 can be modified as long as
the downward movement of treadle 12 loads the elasto-
meric spring in such a way as to create biasing force
opposite the movement. For example, if the spring 416
is in the form of a material that when compressed has
sufficient resilient properties to push the treadle 12 up-
wardly, the elastomeric spring could be positioned such
that downward movement of the corresponding treadle
compresses, rather than stretches, the spring.

10

15

20

25

30

35

40

45

50

55

21

Figs. 44A and 44B: Drive Roller Exterior to Treadle
Assembly

[0090] Figs. 44A and 44B show an alternative embod-
iment for driving the continuous tread belt 18 on each
treadle 12, either individually or in combination. Instead
of directly driving one of the rollers 28, 30 in the treadle
structure (such as shown elsewhere) to drive the tread
18, the instant embodiment utilizes a drive roller 418 that
is external to the treadle structure to drive the tread 18.
In the embodiment shown in Figs. 44A and 44B, the ex-
ternal drive roller 418 frictionally drives the tread 18 by
impinging upon the tread and pinching it against one of
the passive rollers 28, 30 in the treadle 12. The drive
roller 418 is driven by a motor 88 and belt drive assembly
96. As the drive roller 418 is rotated by the motor 88, it
creates a friction force against the tread 18 that causes
the tread to translate between the rollers 30, 418.
[0091] The structure can include means for engaging
and disengaging the drive roller 418 from the tread 18.
This can be something that simply moves the drive roller
up/down and into/out of contact with the tread. The drive
roller 418 can drive the tread 18 in either of the two di-
rections, depending upon which direction the drive roller
is spinning. The speed of the tread 18 can be adjusted
by adjusting the speed at which the motor 88 turns the
drive roller 418. Preferably, the drive roller 418 and the
tread 18 are in a no-slip relationship, in order to reduce
wear on the tread. If the pivot axis of the treadle 12 is the
same as the pivot axis 82 for the treadle roller 30, the
drive roller 418 will remain in tangential contact with the
tread as the angle of the treadle is adjusted, without the
need for any additional structure to maintain contact.
Structure is contemplated to maintain contact between
the drive roller 418 and the tread 18 where the pivot axis
of the treadle is forward, rearward, above or below the
pivot axis 82 of the treadle roller 30.

[0092] Alternatively, instead of contacting the continu-
ous tread 18 directly, the drive roller 418 could be in direct
friction contact relation with a roller 30 on the treadle 12
to tangentially drive the roller 30 and cause the tread 18
to move. In this arrangement, the drive roller 418 is put
in pressure contact with the front or rear roller 28, 30 to
create a frictional interface with the front or rear roller 28,
30. As the drive roller 418 is rotated by the motor 88, it
in turn rotates the treadle roller 28, 30 it is in contact with.
The roller 28, 30 being driven rotates and thus drives the
tread 18. The drive roller 418 can drive the tread 18 in
either of the two directions. The structure can include
means for engaging and disengaging the drive roller 418
from the treadle roller 30. The drive roller 418 can be
controlled by the user from the console to adjust the
speed to the desired level.

[0093] Thedrive roller 418 can be positioned such that
it contacts the tread 18 or roller 30 of both treadles 12
simultaneously so that both treads 18 are driven by a
single motor 88. The treads 18 would move synchronous-
ly in this arrangement, which is generally advantageous.
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Alternatively, each treadle 12 could be provided with its
own motor 88.

[0094] Again, if the pivot axis of the treadle is the same
as the pivot axis 82 for treadle roller 30, the drive roller
418 will remain in tangential contact with the tread as the
angle of the treadle is adjusted, without need for any ad-
ditional structure to maintain contact. Structure is con-
templated to maintain contact between the drive roller
418 and the tread 18 where the pivot axis of the treadle
is forward, rearward, above or below the pivot axis 82 of
the treadle roller.

[0095] Rather than relying on friction, the drive roller
418 could be in positive engagement with the treadle
roller 30 through a cog belt or gear (not shown) coupled
to the treadle roller 30. In this instance, the drive roller
418 could be provided with teeth that engage a gear cou-
pledto the treadle roller 30. As the drive roller 418 rotates,
its teeth would engage and drive the gear. The turning
gear would rotate the treadle roller 30 to move the tread
18. If the treadle rollers 30 shared a common gear, a
single motor 88 could drive both treads 18. Similar con-
trols as discussed above could be provided to move the
teeth of the drive roller 418 in and out of contact with the
gear, and to control the speed of the motor 88 to adjust
the speed of the treads 18.

Figs.45(A, B)-47 (A, B): Dual Deck Exercise Machine
Foldable into Storage Position

[0096] When notin use, itis desirable to be able to fold
the exercise device 10 described herein into a more com-
pact storage position. Figs. 45A and 45B show a dual
deck exercise device 10 in an extended Fig. 45A and
folded position Fig. 45B. As described elsewhere herein,
the dual deck exercise device’s basic components in-
clude a base frame 14, a pair of treadles 12 pivotally
attached to the base frame, either directly or by some
structural means, an upright 40 extending from the base
frame 14, and side hand rails 44 extending laterally from
the upright and generally along the length of the treadles.
[0097] The device 10 shown in Figs. 45A and 45B has
a folding feature, where the treadles 12 fold up about
their pivotal connection 420 to the base frame, and ex-
tend upwardly generally parallel to the upright 40 in a
storage position. The folding nature of the device 10 al-
lows it to take up less floor space when the device is
stored or otherwise not in use. The device 10 is shown
with treadles 12 extended, in an operating position, in
Fig. 45A, and with treadles 12 pivoted to the storage po-
sition in Fig. 45B. A releasable latch mechanism can be
used to attach the treadles to the handrails or uprights in
the storage position. Preferably the treadles 12 can pivot
"over center" in order to stand upright more securely. In
the device of Figs. 45A and 45B, the base frame 14 is
provided at the front of the unit 10, and remains stationary
to support the device 10 in the extended use position of
Fig. 45A and in the free standing storage position of Fig.
45B.
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[0098] Various mechanisms are possible to retain the
treadles 12 in the upright storage position of Fig. 45B.
For example, a cable can be strung between the side
rails to retain the treadles 12 in the upright position. A
catch could be provided on the outside of each of the
treadles 12 that selectively, or automatically engages a
corresponding latch provided on each of the handles 44.
Alternately, a releasable latch mechanism may be incor-
porated into the pivotal connection 420, holding the trea-
dles 12 in place until a user releases the latch.

[0099] Figs. 46A-C display an alternate embodiment
of a dual deck exercise device 10 in operational Fig. 46A,
folded Fig. 46B, and storage Fig. 46C positions. In the
device of Figs. 46A-C, the base frame 14 is provided
under substantially the entire unit 10 when in the opera-
tional position of Fig. 46A. As with the embodiment shown
in Figs. 45A and 45B, the present embodiment may be
folded to create a smaller device footprint. The present
embodiment’s basic components here include a left and
right treadle 12 assembly, a base frame 14, a housing
20, an upright 40, and a left and right side rail 44. Gen-
erally, the treadle 12 assemblies are pivotally attached
to the base frame 14, either directly or by a structural
means, within or next to the housing 20. The upright 40
is pivotally attached to the housing 20 by an upright pivot
420. The left and right side rails 44 are pivotally attached
to the upright 40 by a side rail pivot 422.

[0100] As shown in Fig. 46A, when the embodiment is
in an operating position, the bottom portion of the upright
40 extends beyond the upright pivot 420, and generally
contacts the base frame 14. In alternate embodiments,
the upright 40 may stop short of the base frame 14. Fur-
ther, the left and right side rails 44, which serve as hand
rails 40, extend generally perpendicularly from the up-
right 40 and parallel to the base frame 14 when the em-
bodiment is in operating position.

[0101] The embodiment is shown in a folded position
in Fig. 46B. In this position the upright 40 has been piv-
oted around the upright pivot 420 so the upright 40 is
generally prone and parallel to the base frame 14 and
treadles 12. The upright pivot 420 should be located such
that the base of the upright 40 will not extend beyond the
front edge of the base frame 14 when the upright is ro-
tated into the folded position shown in Fig. 46B. Most
preferably, the upright pivot 420 is located so that the
base of the upright 40 will be aligned with the front edge
of the base frame 14 when the upright is rotated into the
folded position of Fig. 46B.

[0102] The left and right side rails 44 may be rotated
aboutthe side rail pivot 422 so that they are also generally
prone and parallel to the base frame 14 and treadles 12.
Although the side rails 44 are shown rotated clockwise
about the pivot 422 in Fig. 46B from their operating po-
sition of Fig. 46A, in alternate embodiments the side rails
44 may rotate counterclockwise. In yet other embodi-
ments, the clockwise rotational angle of the side rails 44
about the side rail pivot 422 may terminate with the side
rails 180 degrees beyond the position shown in Fig. 46B
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so that the side rails point generally towards the housing
20. A mechanism may be provided for locking the upright
40 and the side rails 44 in the folded position relative to
the base frame 14.

[0103] Once the side rails 44 and upright 40 have been
pivoted into the folded position of Fig. 46B, the embodi-
ment may be stood on its front edge to reduce the overall
footprint, as shown in Fig. 46C. The device 10 may simply
be grasped and moved through a 90 degree angle to
stand on its front edge. The unit is free standing on the
front edge of the frame 14 and the bottom portion of the
upright 40. Alternately, a base frame pivot (not shown)
may be affixed to the bottom front edge of the base frame
14, and the device 10 may pivot about the base frame
pivot. Further, one or more lateral stabilization elements
(not shown) may project outwardly from the base frame
pivot at a 90 degree angle from the device’s final storage
position (i.e., the position shown in Fig. 46C to provide
additional support against tipping of the device 10. The
base of the upright 40 and front of the base frame 14 also
act as lateral supports when the device 10 is raised into
the final storage position shown in Fig. 46C.

[0104] The exercise device 10 shown in Figs. 47A and
47B differs from those shown in Figs. 45 and 46 in that
the device of Figs. 47A and 47B has the treadles 12
mounted at the rear of the base frame 14, rather than the
front. The exercise device 10 of Fig. 47A is shown in an
unfolded operational position, whereas Fig. 47B illus-
trates the same device 10 folded into a storage position.
The base frame 14 includes a rear base portion 14A on
which the treadles 12 are mounted and a front base por-
tion 14B on which the upright 40 is mounted. Side rails
44 are provided at the top of the upright 40. Optionally,
the side rails 44 are selectively pivotal with respect to the
upright 40 so they can be folded down generally parallel
with the upright 40 if desired. The front and rear portions
14A, 14B of the base frame 14 are hinged together for
pivotal movement with respect to each other. Preferably
the hinge mechanism 424 is provided with a stop to pre-
vent the two sections 14A, 14B from rotating past the
operational position shown in Fig. 47A. Also, preferably,
the hinge mechanism 424 is provided with a locking
mechanism to lock the front and rear base portions 14A,
14B into the operational position shown in Fig. 47A.
[0105] To adjust the exercise device 10 to the storage
position shown in Fig. 47B, the locking mechanism would
be released, and the rear base portion 14A pivoted up-
wards around the hinge 424 until it is generally upright
and proximate to the upright 40. Preferably the rear base
portion 14A can pivot to an over-center orientation so
that it holds itself in the storage position. Any suitable
latching mechanism may be used to retain the rear base
portion 14A in the folded-up storage position of Fig. 47B.
The front base portion 14B will support the entire unit 10
when adjusted to the storage position of Fig. 47B. As
noted above, optionally the side rails 44 may be collapsed
down so that they are generally parallel with the upright,
to even furtherreduce the space occupied by the exercise
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device 10 in the storage position. The unit 10 could also
be laid flat for storage on the rear base portion 14A if the
side rails 44 are collapsed. Rollers (not shown) may be
provided on the front edge of the front base 14B portion
to aid in moving the device 10 when in the storage posi-
tion.

Figs. 48A and 48B: Protective Shroud

[0106] Figs. 48A and 48B display an embodiment of
an exercise device 10 incorporating a protective housing
20. Generally, the housing 20 is of single-piece construc-
tion, and extends about the front, left side, and right side
of the exercise device main frame 14. Fig. 48A displays
anisometric view of the housing 20 generally from behind
and to the right of the housing, while Fig. 48B shows an
isometric view from generally in front of the housing 20.
The housing 20 protects the inner workings of the exer-
cise device 10 to make it less likely that a hand or foot
could be pinched by the reciprocating treadles 12 or
caught in the moving tread belt 18 of the treads. The
housing 20 also helps keep out dust and other debris that
could foul the workings of the exercise device 10.
[0107] Typically, the housing 20 extends sufficiently
vertically to encompass the treadles 12 at all times, in-
cluding while the treadles 12 are in motion. Accordingly,
the upper side wall 20’ of the housing 20 is sloped from
back to front at an angle approximating the treadle throw.
Generally, the height of the shroud 20 is equal to the deck
height of the treadles 12 at maximum treadle extension.
[0108] The housing 20 may incorporate a spring,
shock, or other resistive element to act against the ver-
tical motion of the front of the treadle 12. In such cases,
the resistive element is generally affixed to a portion of
the treadle 12 at one end and to the housing 20 at the
other end. Alternately, the housing 20 may include an
interconnection device (as described elsewhere herein)
to transfer motive force between the treadles 12. Prefer-
ably the shroud 20 is a hard durable material such as a
molded plastic. The shroud 20 may be attached to the
frame 14 by bolting or similar removable fasteners to per-
mit removal of the shroud 20 for repair or maintenance
of the device 10.

Fig. 49: Dampening and Biasing of Front Drive Exer-
cise Machine, and Combination Stepper and Tread-
mill

[0109] In the front drive exercise machine 10 of Fig.
49, an upright frame member 40 extends upwardly from
the base frame 14. The frame members 40 are of any
desired shape possessing sufficient rigidity and strength
so as not to deform or fail in use. The frame members
40 are joined by any suitable technique such as welding
or bolting. If desired, the upright 40 is removably coupled
to the base frame 14 for convenience of shipping and
storage. A console and handlebar 44 assembly (also re-
ferred to herein as side rails) is removably coupled to the
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upright 40, for convenience of shipping and storage. With
afew exceptions, the same arrangements of components
as used in the rear drive embodiment described else-
where in this document are generally suitable for the front
drive embodiment of Fig. 49. For additional description
related to frontdrive embodiments see Fig. 35 and related
discussion.

[0110] Two treadle assemblies 12, a right assembly
and a left assembly, are pivotally coupled to the upright
40 on the respective sides thereof and along a common
axis 330, although a common axis is not required. If de-
sired, two uprights (not shown) may be used instead of
a single upright, and the right and left treadle assemblies
may be pivotally coupled between the two uprights (not
shown). The treadle assemblies 12 pivot about an axis
330. lllustratively, the pivot axis 330 is the axis of a drive
shaft 82 that drives both the front roller 28 of the left trea-
dle assembly 12 and the frontroller 28 of the right treadle
assembly 12. A single driven roller 28 may be used in-
stead of separate driven rollers 28. The pivot axis 330
may be offset from the drive shaft 82 if desired, with other
structures supporting the pivoting action. The pivot 330
may be fixed as shown, or may be variable. Different
mechanisms may be used for establishing variable pivot
points, including mounting the right and left treadle as-
semblies 12 and the drive shaft 82 in a sub-frame, and
providing a variable position locking mechanism between
the sub-frame and the upright 40 or uprights 40, 42. (See
for example Figs. 26-29 and 37-39 and related discus-
sion.) Anillustrative variable position locking mechanism
is an array of holes 314 in the upright (as illustrated in
Fig. 37) and a spring-loaded peg mechanism in the sub-
frame. Others include collar and lead screw, notches,
clamps and ledges.

[0111] Each ofthe treadle assemblies 12 is a separate
treadmill with its own belt 18, deck 26, and front and rear
rollers 28, 30. Although each of the treadle assemblies
may be driven by its own motor 88 if desired, advanta-
geously both treadle assemblies 12 are driven by a com-
mon drive shaft 82 and the same motor 88. This assures
that each belt 18 travels at the same speed. The treadle
assemblies 12 also are interconnected to provide a bal-
anced relationship between the right and left sides during
a workout and to provide some additional cushioning.
The balanced relationship may be achieved in a variety
of ways, including by a rocker assembly 112 or a belt
assembly. If desired, the left and right assemblies 12 may
be locked together at an incline to get a traditional tread-
mill workout.

[0112] Pivotal movement of the treadle assemblies 12
about the pivot point 82 is controlled by the user’s step-
ping action (stride, gait, weight, and so forth) together
with a dampening effect and a biasing effect imposed by
the combination dampening and biasing devices 76
(such as shocks 108, 110 as discussed in other areas of
this specification). A dampening force is one that resists
movement of the treadles 12 in at least one direction.
Typically the desired dampening device 76 resists down-
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ward motion of its associated treadle 12. A biasing force
tends to urge the treadle 12 towards a neutral position.
If the treadle 12 is displaced from the neutral position,
the biasing device 76 urges it back towards the neutral
position. Typically, the biasing devices 76 will urge the
treadles 12 back towards an upper position, afterthe trea-
dles 12 have been depressed to a lower position.
[0113] A suitable device 76 for providing both damp-
ening and biasing is disclosed in United States Patent
No. 5,622,527, issued April 22, 1997. If desired, separate
devices may be used for dampening and biasing. The
ends of the dampening and biasing devices 76 pivot ei-
ther at fixed positions 314 on the upright 40 and treadle
assembly 12, or at variable positions on one or both of
the upright and treadle assembly, as illustrated in Figs.
26-29 and 37-39). The ability to vary the pivot positions
314 allows the biasing force to be adjusted, and allows
the bias angle (deck inclination) of the deck 26 to be
adjusted with respect to the horizontal. The degree of the
dampening resistance and the biasing force may be fixed
or adjustable as desired. In the combination dampening
and biasing device 76 shown in Fig. 49, illustratively both
the degree of dampeningresistance and the biasing force
are respectively adjustable by dials 426A, 426B located
on an upper cylinder 428A and/or on a lower cylinder
428B. The dampening effect may be achieved using any
suitable resistance devices such as hydraulic cylinders,
flywheels, brakes, and so forth. The biasing effect may
be achieved using any suitable devices such as coil
springs, torsion springs, elongate elastomeric members,
and so forth.

[0114] To operate the exercise machine 10 of Fig. 49
in a normal mode, the user 332 adjusts the dampening
effect and the biasing effect as desired, steps upon right
and left side foot support platforms (not show), adjusts
the workout profile on the console as desired (the respec-
tive belts 18 of the right and left treadle assemblies 12
begin to move), and steps from the right and left foot
support platforms onto the right and left belts 18, respec-
tively. The exercise machine 10 may also be operated in
a treadmill mode by locking the left and right treadle as-
semblies 12 together, or may be operated in a stepper
mode by maintaining the belts 18 stationary (motor off).
[0115] In normal mode operation as shown in Fig. 49,
the user 332 has just stepped on the moving belt 18 of
the right treadle assembly 12 and has shifted his weight
from the left foot (which has been carried to the rear of
the treadle assembly 12 by the moving belt 18) to the
right foot. The downward force exerted by the right foot
onthetreadle 12 tends to rotate the right treadle 12 down-
ward around the pivot 330. This motion of the treadle 12
is opposed by a biasing force and a dampening force.
The dampening force is variable depending on the speed
at which the treadle 12 is rotating. The faster the treadle
12 rotates, the more resistance the dampening device
76 will provide. The biasing force is dependent on how
far the treadle 12 has been displaced from its neutral
position. The left treadle assembly 12 begins to rise be-
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cause the left foot has been unweighted and because
the downward force on the right treadle 12, due to the
weighted right foot, is transferred by the rocker assembly
as an upward force into the left treadle 12. Next, the left
foot becomes fully unweighted as it is raised and moved
from the rear of the deck 26 of the left treadle assembly
12 toward the front of the deck 26 of the left treadle as-
sembly 12. Meanwhile, the fully weighted right foot is
carried toward the rear of the deck 26 of the right treadle
assembly 12 with the moving belt 18, and the inclination
of the right treadle assembly 12 increases due to the
weight while the inclination of the left treadle assembly
12 decreases due to the biasing force and the transferred
force. At a slow belt speed (slow pace), the treadle as-
semblies 12 travel through a greater arc range than at
high belt speeds (fast pace), all else being equal.
[0116] Ifdesired, the belts 18 of the treadle assemblies
12 may be run in reverse, permitting the user to step
away from the upright 40 or uprights 40, 42, either by
stepping backward or by turning around and stepping
forward.

[0117] As the user slows his pace at the end of the
workout, the left and right treadle assemblies 12 may
bottom out by striking against the base frame 14. Bot-
toming out may also occur if the biasing force is not prop-
erly set. The exercise machine 10 should include amech-
anism such as a bumper structure or bottom out assem-
bly 154 (not shown in Fig. 49, but see Fig. 60, and ac-
companying discussion) to absorb some of the force of
the impact in order to both cushion the user and avoid
damage to the exercise machine.

Figs. 50-51: Rocker Arm Assembly Having Universal
Joint and/or Biasing Effect

[0118] As shown in Fig. 50, for a front drive exercise
machine 10, two treadle assemblies 12, a right assembly
and a left assembly, are pivotally coupled between two
uprights 40, 42. Alternatively, a single upright 40 may be
used and the treadle assemblies 12 may be pivotally cou-
pled to the single upright 40 on the respective sides there-
of and along a common axis. Also, as discussed else-
where herein, the treadle assemblies 12 may be pivotally
connected to the frame at a rear portion of the frame 14.
Each of the treadle assemblies 12 is a separate treadmill
with its own belt 18, deck 26, and front and rear rollers
28, 30. The treadle assemblies pivot about a pivot point
330, which illustratively is a drive shaft 82 that drives both
the front roller 28 of the left treadle assembly 12 and the
front roller 28 of the right treadle assembly 12. The pivot
point 330 may be fixed as shown, or may be variable.
Although each of the treadle assemblies 12 may be driv-
en by its own motor 88 if desired, advantageously both
treadle assemblies 12 are driven by acommon drive shaft
82 and the same motor 88. This assures that each belt
18 travels at the same speed.

[0119] The treadle assemblies 12 are interconnected
such that as one treadle assembly 12 is pushed down,
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the other treadle assembly 12 is correspondingly pushed
up. Thisinterconnection provides a balanced relationship
between the right and left sides during a workout and
provides some additional cushioning. The interconnec-
tion mechanism 334 in the embodiment shown in Fig. 50
is a rocker assembly. A central portion of a rocker arm
112 is pivotally coupled to the front of the base frame 14
by a pivot rod 120. The ends of the rocker arm 112 are
coupled to respective tie rods 134, 136 using respective
universal joints 138. The left tie rod 134 is coupled to a
pivot 128 on a side frame 54 of the left treadle assembly.
Similarly, the right tie rod is coupled to a pivot on a side
frame of the right treadle assembly 12. Ball joints 138
should be used at the ends of the rocker arm 112 and
where the tierods 134, 136 are coupled to their respective
treadle assemblies 12 because the pivots 128, 130 on
the side frame members 54, 56 of the treadle assemblies
12 move in an arcuate path along one plane while the
rocker arm ends move in an arcuate path along a per-
pendicular plane, which imposes a complex relative mo-
tion at the ends of the tie rods 134, 136.

[0120] Inone embodiment, asillustrated in Fig. 51, the
rocker arm 112 is fabricated with two opposing sheet
metal arm forms 112A, 112B, interconnected by an inte-
grated metal section 112C bent at right angles from each
of the arm forms. The ball joints 138 are located between
the arm forms 112A, 112B at each end of the rocker arm
112.

[0121] The term "tie rod" 134, 136 is inclusive of fixed
length rods as well as variable length rods such as turn-
buckles. A variable length tie rod 134, 136 can be used
to adjust the angle of its associated treadle assembly 12.
As the variable length rod 134, 136 is made longer, it will
increase the pitch of the treadle assembly 12.

[0122] The rocker arm assembly 112, depicted in Fig.
50, functions as follows. Pivotal movement of the treadle
assemblies 12 about the pivot point 120 is controlled by
the user’s stepping action (stride, gait, weight, and so
forth) together with a dampening effect and a biasing
effect imposed on each of the treadle assemblies 12. As
the user steps down on, say, the belt 18 of the left treadle
assembly 12, the left treadle assembly 12 pivots in a
downward direction about the left driven roller 28 and
drives the left tie rod 134 downward. This causes the left
end of the rocker arm 112 to be pushed down, which
causes the right end of the rocker arm 112 to raise. The
upward movement of the rocker arm 112 is transmitted
through the right tie rod 136 to urge the right treadle as-
sembly 12 to pivot in an upward direction about the right
driven roller 28.

[0123] The rocker arm assembly 112 may be provided
with biasing devices, if desired. Fig. 51 shows right and
left springs 428 as the biasing devices. The springs 428
are coupled between the respective ends of the rocker
arm 112 and respective mounts on the base frame 14.
When the treadle assemblies 12 are at the same inclina-
tion ("neutral inclination"), the springs 428 are under the
same degree of compression or extension. As the user
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steps down on, say, the belt 18 of the left treadle assem-
bly 12, the left treadle assembly pivots in a downward
direction about the left driven roller 28. The left end of
the rocker arm 112 is pushed down, causing the right
end of the rocker arm 112 to push up and urge the right
treadle assembly 12 to pivotin an upward direction about
the right driven roller 28. At the same time, the left spring
428 is placed in greater compression (or extension de-
pending on the arrangement of the spring with respect
to the rocker) and the right spring 428 is placed in tension
(or at least in less compression than the left spring), cre-
ating anetbiasing force thatopposes the downward force
exerted by the user’s weighted foot on the belt 18 of the
left treadle assembly 12. When the user transfers his
weight from the left foot to the right foot, the biasing de-
vices 428 work in concert with the user’s weighted right
foot to cause the right treadle assembly 12 to pivot in a
downward direction. However, as the neutral inclination
position is passed through, the biasing devices 428 begin
to oppose downward force exerted by the user’s weight-
edrightfoot, as described above for the weighted left foot.
[0124] The biasing devices 428 shown in Fig. 51 may
be used with rocker arms 112 that do not employ ball
joints 138. Moreover, the precise location on the rocker
arm 112 to which the ends of the biasing devices 428 are
attached and the manner of attachment are not critical.
Moreover, the other ends of the biasing devices 428 may
be coupled directly to the frame 14, or to other structures
that are independent of movement of the rocker arm 112.
These other structures preferably are in the general plane
of movement of the rocker arm 112, but otherwise may
reside below the rocker arm 112 (for example, the posi-
tion shown in Fig. 51) or above the rocker arm 112 (for
example, 180 degrees displaced from the position shown
in Fig. 51).

Figs. 52A-52B: Under-Treadle Biasing Device

[0125] As noted above, in a dual-movable belt treadle
assembly exercise machine 10, pivotal movement of the
treadle assemblies 12 about their pivot axes 330 is con-
trolled by the user’s stepping action (stride, gait, weight,
and so forth) together with a dampening effect and/or a
biasing effect imposed upon the treadle assemblies 12.
The dampening and the biasing effects may be imposed
upon each treadle assembly 12 by one device or by sep-
arate devices.

[0126] Fig.52A shows an example of the use of biasing
devices 428 under each of the treadle assemblies 12.
The biasing devices 428 urge the treadle assemblies 12
upward to a no-load, or neutral position. The biasing de-
vices 428 shown in Fig. 52A illustratively are springs 428
that are coupled between the bottom 430 of each of the
treadle assemblies 12 and the base frame 14. Preferably
the compression and tension properties of the springs
428 are generally equal and the attachment points 430
on the treadle assemblies 12 are mirrored so that the
treadle assemblies 12 are biased at the same inclination
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and exert generally equal biasing forces to the user’s left
and right feet for the same weightings. When the treadle
assemblies 12 are at the no-load, or neutral inclination,
the springs 428 are under the same degree of compres-
sion due to the weight of the treadle assemblies 12. As
the user steps down on, say, the belt 18 of the left treadle
assembly so that his foot frictionally engages the belt 18,
the left treadle assembly 12 pivots in a downward direc-
tion about its pivot axis 330 and compresses the left
spring 428 (see Fig. 52B). The compression of the left
spring 428 creates a biasing force that pushes up to op-
pose the downward force exerted by the user’s weighted
foot on the belt 18 of the left treadle assembly 12. As the
user’s foot is unweighted; which occurs as the user steps
onthe belt 18 of the right treadle assembly 12, the biasing
force tends to restore the left treadle assembly 12 to its
neutral inclination position. Dampening devices (not
shown) preferably, but not necessarily, are used along
with the springs 428. The dampening devices preferably
resistdownward movement of the treadle assemblies 12.
The dampening devices may also resist the upward
movement of the treadle assemblies 12 caused by the
springs 428 to prevent the treadles 12 from snapping
back too quickly.

[0127] The top ends of the springs 428 are coupled to
the treadles 12 so as to exert a push-up biasing force on
the treadle assemblies 12. The mechanism shown in Fig.
52A includes a flange 430 that extends in a sideward
direction from a lower portion of the frame 52 of the trea-
dle assembly 12. The flange 430 should be lower than
the level of the belt surface 18 engaged by the user’s foot
to avoid contact of the spring 428 by a user’s foot. Other
suitable attachment mechanisms include the right and
left side foot support platforms (not shown) as well as
areas of the housing (not shown), provided they possess
sufficient rigidity and strength so as not to deform or fail
in use.

[0128] Where a housing is used that extends along the
bottom of a treadle assembly 12, the spring 428 attach-
ment point 430 may be along the longitudinal centerline
of the treadle assembly 12, rather than offset therefrom.
If desired, a flange 430 extending from the frame 52 of
a treadle assembly 12 may be bent under the treadle
assembly 12, which would also permit the attachment
point 430 to be along the longitudinal centerline of the
treadle assembly 12 rather than offset therefrom.
[0129] The bottom ends of the springs 428 may be at-
tached directly to the base frame 14, or to any other struc-
ture that is stable relative to the movement of the treadle
assemblies 12.

[0130] If the ability to adjust the inclination of the trea-
dles is desired, a variable height mechanism (not shown)
may be used with the springs, illustratively at the attach-
ment points 430. A variety of variable height mechanisms
are wellknown, including, for example, screw-type mech-
anisms and pin-in-hole mechanisms. The variable height
mechanisms permits the inclination to be identical or dif-
ferent between the treadle assemblies 12, as desired by
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the user.

[0131] Anexample of a suitable variable height mech-
anism for the lower ends of the springs 428 is a movable
platform that rises from the base frame 14 and may be
positioned at a variable distance therefrom. The lower
ends 428 of the springs are attached to this platform, and
the user varies the distance of the platform from the base
frame 14 to adjust the inclination of the treadle assem-
blies 12. The height of the platform may be manually
adjusted or adjusted by motor under user control from
the user console.

[0132] If the ability to adjust the user-perceived biasing
force is desired, the distance between the spring and the
pivot point of the treadles may be made adjustable as
disclosed elsewhere in this specification.

[0133] The neutral angle of inclination of the treadle
assemblies 12 can also be adjusted by varying the at-
tachment location of the biasing device 428 relative to
the pivot point 330. The closer the biasing device 428 is
moved to the pivot point 330, the steeper the incline. In
order to accomplish this there would need to be multiple
attachment locations for the biasing device on the base
frame 14 and on the treadle assembly 12. It should be
noted that a change in the location relative to the pivot
point 330 will also vary the biasing force because of a
change in leverage. The closer the biasing device is
placed to the pivot point 330, the less resistance to piv-
oting of the treadle assembly 12.

Figs. 54-59: Biasing Mechanisms for Exercise Ma-
chine

[0134] Figs. 54-59 show various additional embodi-
ments of biasing mechanisms 428 that can be provided
directly underneath the treadle assemblies 12. Fig. 54
shows one type of biasing mechanism. The treadle as-
semblies may be linked by a reciprocating linkage (not
shown in Figs. 54-59), such as any of the various rocker
arm assemblies shown and described elsewhere in this
document. An elongated flat spring 428, preferably me-
tallic, is supported above the base frame 14 by a spring
support bracket 430, and extends in both directions to-
ward the right and left sides of the exercise machine,
underneath the left and right treadle assemblies 12. Re-
spective protrusions 432 project downward from the left
and right treadle assemblies 12, illustratively generally
from the longitudinal centerline thereof although they
may be located anywhere provided that the arms of the
flat spring 428 are sufficiently long to engage the protru-
sions 432. If an interconnecting device is not used, the
arms of the flat spring 428 are in engagement with the
protrusions 432 during all or substantially all of the stroke
of the left and right treadle assemblies 12. If an intercon-
necting device is used, the protrusions 432 will typically
engage the arms of the flat spring 428 at the neutral in-
clination and below, but will be disengaged as the treadle
assemblies 12 move upwards above the neutral position.
Where the left and right treadle assemblies 12 are pro-
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vided with a sturdy and rigid housing 20, the protrusions
432 may project from the lower housing panel 20 (hidden
in the figure). Where the housings 20 are not sufficiently
sturdy and rigid or where they are not used, the protrusion
432 for each of the treadle assemblies 12 may be a part
of and project from a bracket (not shown, but see the
bracket 156 in Fig. 60 for an example) that extends be-
yond the width of the belt 18 of the treadle assembly 12
and that has one upward-extending flange or two up-
ward-extending flanges that couple to the internal frame
(not shown) of the treadle assembly 12.

[0135] The protrusions 432 may be made of any ma-
terial, although the material should be such that it readily
slides across the flat spring 428 as the flat spring 428
deforms upon engagement by the protrusions 432. Suit-
able materials include hard plastics and composites, as
well as metals coated with a low friction material.
[0136] The biasing mechanism 428 of Fig. 54 functions
as follows in the operation of the left treadle assembly
12. The function of the biasing mechanism 428 is identical
for the right treadle assembly 12. As the user steps on
the belt 18 of the left treadle assembly 12 and weights
his foot, the left treadle assembly 12 moves downward
about its pivot axis. The arm of the metal flat spring 428
is engaged by the protrusion 432 of the left treadle as-
sembly 12 and the flat spring 428 resiliently deforms,
thereby imposing a progressively increasing biasing
force in opposition to the arcuate downward motion of
the left treadle assembly 12. As the user completes his
step and begins to unweight his foot, the biasing force
causes the left treadle assembly 12 to return to its neutral
inclination.

[0137] Preferably the flat spring 428 is located near the
free ends of the treadle assemblies 12 to exert maximum
leverage on the treadle assembly 12. In this fashion the
restitution force of the flat spring 428 can be minimized
for a desired biasing force. Alternatively, the biasing ef-
fect and inclination of the treadle assemblies 12 could be
varied by providing the flat spring 428 on a movable sup-
port bracket that can be adjusted forwardly and rearward-
ly on the base frame 14. As the support bracket is moved
rearwardly, it will exert a smaller biasing force on the
treadle assemblies 12 due to the shorter lever arm that
results from being moved closer to the pivot point. The
inclination of the treadle assemblies 12 would be in-
creased as the flat spring 428 moves closer to the pivot
point.

[0138] Fig. 55 shows a biasing mechanism 428 used
with right and left treadle assemblies 12 that have re-
spective right and left dampening devices 76, illustrative-
ly of the hydraulic cylinder type. The biasing mechanism
428 showninFig. 55isidentical to the biasing mechanism
428 shown in Fig. 54. The right dampening device 76
has one end pivotally mounted to the outside side of the
right treadle assembly 12, and another end mounted to
aright upright frame member (not shown). The left damp-
ening device has one end pivotally mounted to the out-
side side 54 of the left treadle assembly 12, and another



53 EP 1 601 419 B1 54

end mounted to a left upright frame member (not shown).
The dampening devices 76 will provide resistance to
downward movement of their respective treadle assem-
blies 12. The resistance provided by the dampening de-
vices 76 may be dependent on the speed at which the
treadle assemblies 12 are moving. The damping devices
76 may also provide some resistance to upward move-
ment of the treadle assemblies 12 in order to show the
rate at which the unweighted treadle assemblies are
pushed upwards by the flat springs 428.

[0139] Figure 56 shows abiasingmechanism 428 uses
aleafspring428is supported in a concave aspectrelative
to the treadle assemblies 12 by a short spring support
bracket 430he arms of the leaf spring 428 and in both
directions toward the right and left sides of the exercise
machine and into engagement with the underside of the
left and right treadle assemblies 12. If a reciprocating
linkage is not used, the arms of the leaf spring 428 are
inengagementwith the treadle assemblies 12 throughout
all or substantially all of the stroke thereof. If a recipro-
cating linkage is used, the treadle assemblies 12 may
disengage from the leaf spring 428 during the upper por-
tion of their range of motion. The upturned ends of the
leaf spring 428 engage the housing bottom panels 20 of
the treadle assemblies 12 illustratively about the longitu-
dinal centerline thereof, although they may be made
shorter or longer to engage the housing bottom panels
20in an area other that about the longitudinal centerlines
thereof, if desired. Where the treadle assemblies 12 are
provided with a sturdy and rigid housing 20, the leaf
spring ends may engage the housing panels 20 directly.
However, where the housings 20 are not quite sufficiently
sturdy and rigid, strike plates may be used in the area
engaged by the leaf spring ends. Where a housing is not
used or is very weak, a bracket (not shown) that extends
beyond the width of the belt 18 of the treadle assembly
12 and that has one upward-extending flange or two up-
ward-extending flanges that couple to the internal frame
(not shown) of the treadle assembly 12 may be used to
provide a strike plate. The strike plate may be made of
any material, although the material should be such that
the end of the leaf spring 428 readily slides across it as
the leaf spring 428 deforms upon engagement by the
strike plate. Suitable materials include hard plastics and
composites, as well as metals coated with a low friction
material. The use of the concave leaf spring 428 of Fig.
56, as opposed to the flat spring 428 of Fig. 54, is advan-
tageous because it permits the spring 428 to contact the
treadle assembly 12 over a relatively longer range of mo-
tion.

[0140] The biasingmechanism 428 of Fig. 56 functions
as follows in the operation of the left treadle assembly
12. The function of the biasing mechanism 428 is identical
for the right treadle assembly 12. As the user steps on
the belt of the left treadle assembly 12 and weights his
foot, the left treadle assembly 12 moves downward about
its pivot axis. Depending on the embodiment, the arm of
the leaf spring 428 is engaged by the bottom of a housing
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20, a strike plate, or a protrusion 432 and the leaf spring
428 resiliently deforms, thereby imposing a progressively
increasing biasing force in opposition to the arcuate
downward motion of the left treadle assembly 12. As the
user completes his step and begins to unweight his foot,
the biasing force causes the left treadle assembly 12 to
return to its neutral inclination.

[0141] Fig. 57 shows a biasing mechanism 428 that
uses a relatively short leaf spring 428 that is supported
in a convex aspect relative to the treadle assemblies 12
by a long spring support bracket 430. The leaf spring 428
extends a relatively short distance in both directions to-
ward the right and left sides of the exercise machine 10,
underneath the treadle assemblies 12. If a reciprocating
linkage is not used, the arms of the leaf spring 428 are
inengagementwith the treadle assemblies 12 throughout
all or substantially all of the stroke thereof. The protru-
sions 432 on the bottom of the treadle assemblies 12
engage the leaf spring engage 428 at the inside edges
thereof, near where the leaf spring 428 is supported by
the spring support bracket 430. Where the treadle as-
semblies 12 are provided with a sturdy and rigid housing
20, the leaf spring 428 may engage the housing panels
20 directly. However, where the housings 20 are not quite
sufficiently sturdy and rigid, a strike plate may be used
in the area engaged by the leaf spring 428. Where a
housing 20 is not used or is very weak, a bracket (not
shown) that is coupled to the internal frame (not shown)
of the treadle assembly 12 and extends downward just
beyond the bottom of the housing 20 or roller may be
used to provide a strike plate. The strike plate may be
made of any material, although the material should be
such that the end of the leaf spring readily slides across
it as the leaf spring 428 deforms upon engagement by
the strike plate. Suitable materials include hard plastics
and composites, as well as metals coated with a low fric-
tion material.

[0142] Fig. 58 shows a biasing mechanism 428 that
uses a multiple section torsion spring 428 that is support-
ed on the base frame 14. The treadle assemblies 12 are
shown in an exaggerated lifted position so that the mul-
tiple section torsion spring 428 is more clearly visible.
The base section 434 of the torsion spring 428 is mounted
to the base frame 14 by a number of mounting clips 436.
The free ends 438 of the torsion spring 428 extend inward
from coils 440. The free ends 438 engage the housing
bottom panels of the treadle assemblies 12 along the
bottoms thereof, and the torsion spring 428 resiliently
deforms to provide the biasing effect. If a reciprocating
linkage is not used, the free ends 438 are in engagement
with the treadle assemblies 12 throughout all or substan-
tially all of the stroke thereof. As in the other embodiments
of the biasing mechanism 428, the inward-extending free
ends 438 of the torsion spring 428 may engage the hous-
ing 20 directly if it is sturdy and rigid enough, or may
engage any suitable strike plate.

[0143] In a variation of the Fig. 58 embodiment, the
coils of the torsion spring 428 may be located near the
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centerline of the base frame and the free ends 438 of the
torsion spring 428 may extend outwardly rather than in-
wardly. To adequately support such a torsion spring 428,
a center frame member (not shown) may be provided,
and the multiple section torsion spring may be secured
by clips 436 along the center frame member.

[0144] Fig. 59 shows a biasing mechanism 428 that
uses a dual pronged flat metallic spring 428 that is sup-
ported on cross members 36 of the base frame 14, and
wherein the prongs 442 are bent in an upward direction
to engage the housing bottom panels of the treadle as-
semblies 12 along the bottoms thereof. The treadle as-
semblies 12 are shown in an exaggerated lifted position
so that the flat spring 428 and its bent prongs 442 are
more clearly visible. These prongs 442 resiliently deform
when engaged by their respective treadle assemblies 12
to provide the biasing effect. If a reciprocating linkage is
not used, the prongs 442 are in engagement with the
treadle assemblies 12 throughout all or substantially all
of the stroke thereof. As in the other embodiments of the
biasing mechanism 428, the ends of the prongs 442 may
engage the housing 20 directly if it is sturdy and rigid
enough, or may engage any suitable strike plate.
[0145] Where the term "metallic spring" is used, it will
be appreciated that other materials having properties
similar to metallic springs may be used.

[0146] The position of the biasing mechanisms 428
may be made variable to adjust the inclination of the trea-
dle assemblies 12. lllustratively, the supporting brackets
430 shown in Figs. 54-57 may be made to have a user-
adjustable variable length using any suitable mechanism
such as a peg-in-hole mechanism or a turnbuckle mech-
anism. The torsion spring 428 of Fig. 58 and the flat spring
428 with raised prongs 442 of Fig. 59 may be mounted
on a sub-frame whose position relative to the base frame
14 may be adjusted by the user.

[0147] It should be noted that such adjustment of the
position of the sub-frame would also vary the biasing re-
sistance force. The closer the spring member 428 is
moved to the pivot point of the treadle assemblies 12,
the smaller the biasing force will be, due to reduced lev-
erage.

Fig. 53: Brake-Based Dampening Assembly

[0148] Fig. 53 shows an example of a dampening as-
sembly 444 that employs a brake 446 for the dampening
effect. The brake 446 provides resistance to the rotation
of an attached brake pulley 448. The assembly 444 in-
cludes an elongated dampening belt 450 that runs from
the treadle assemblies 12 to the brake pulley 448 through
a system of pulleys 452 in order to transfer the rotational
resistance of the brake pulley 448 to the up and down
motion of the treadle assemblies 12. Preferably recipro-
cation of the treadle is coordinated by an interconnection
assembly.

[0149] An illustrative system of pulleys 452 is shown
in Fig. 53. A first end of the dampening belt 450 is at-
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tached to a treadle assembly 12 at a point distant from
the pivot axis 330 of the treadle assembly 12. The more
distant the attachment point from the pivot axis 330, the
greater the leverage that is realized. A first end of the
dampening belt 450 is attached to the right treadle as-
sembly 12. The dampening belt 450 then runs through
pulley 552A to change direction by about 90 degrees,
from generally vertical to generally horizontal and within
the general plane of the base frame 14. The dampening
belt 450 next runs through pulley 452B rotatably support-
ed with a one-way bearing, which is mounted on a shaft
454 that connects to a first side of the differential free-
wheel 448. Pulley 452B changes the direction of the
dampening belt 450 about 180 degrees so that the damp-
ening belt 450 remains within the general plane of the
base frame 14. The dampening belt 450 is twisted about
90 degrees and is run through pulley 452C, which chang-
es the direction of the belt 450 by about 90 degrees so
that it traverses the base frame 14 and is run through
pulley 452D on the opposite side. Pulley 452D changes
the direction of the belt 450 by about 90 degrees, and
the belt 450 is then twisted about 90 degrees and runs
through pulley 450E, which is also rotatably supported
with a one-way bearing. Pulley 450E is mounted on a
shaft 454 that connects to a second side of the differential
freewheel 448. Pulley 452E changes direction of the
dampening belt 450 about 180 degrees so that the damp-
ening belt 450 remains within the general plane of the
base frame 14 and is directed to pulley 452F. The damp-
ening belt 450 then runs through pulley 452F to change
direction by about 90 degrees, from generally horizontal
and within the general plane of the base frame 14 to
generally vertical. The second end of the dampening belt
450 is attached to the left treadle assembly 12 at a point
distant from the pivot axis 330 of treadle assembly 12.
[0150] When pulley 452E is turned counterclockwise
(as viewed from the left side of the base frame 14) by an
upward movement of the left treadle assembly 12, the
freewheel engages 448 so that the brake 446 is turned
via the brake belt 456 and a pulley 458 mounted on the
brake 446 to assert a dampening force in opposition to
the upward movement of the left treadle assembly 12.
An upward movement of the left treadle assembly 12
turns pulley 452B clockwise (when viewed from the same
point, i.e., the left side of the base frame 14) by pulling
the dampening belt 450. The clockwise rotation of pulley
452B does not engage the freewheel 448 because the
one-way bearing of the differential freewheel 448 is en-
gaged only by counter clockwise rotation as viewed from
the left side of the frame 14.

[0151] It will be appreciated that the various locations
of the pulleys in the pulley system of Fig. 53 are not crit-
ical. The purpose of the pulley system is to transfer the
generally vertical motion of the treadle assemblies 12 to
a brake 446 through a differential freewheel 448. Hence,
any pulley system that is able to transfer the generally
vertical motion of the treadle assemblies 12 to a differ-
ential freewheel 448 may be used. It is also advanta-
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geous, but not necessary, that as much of the dampening
belt length as possible be within the general plane of the
base frame 14, so that it does not interfere with the aes-
thetics and operation of the exercise machine 10.
[0152] To accommodate various bias positions (incli-
nations), the length of the dampening belt 450 may be
made variable. This may be achieved in a variety of dif-
ferent ways. In one technique, a spooling mechanism is
placed atthe attachment pointin one orboth ofthe treadle
assemblies 12. The bias and spool settings are adjusted
until the desired inclination is achieved with no slack in
the dampening belt 450. The spool adjustment may be
manual or motor driven under control from the user con-
sole. In another technique, pulleys 452C and 452D are
mounted on a moveable sub-frame. The bias and sub-
frame position settings are adjusted until the desired in-
clination is achieved with no slack in the dampening belt
450. The sub-frame position adjustment may be manual
or motor driven under control from the user console. A
spring may also be used to tension the sub-frame in order
to take slack out of the dampening belt 450, although
some of the dampening force may be lost in tensioning
the spring.

[0153] The brake-based dampening 444 assembly op-
erates as follows. As the user steps down on, say, the
belt 18 of treadle assembly 12 so that his foot frictionally
engages the belt 18, the left treadle assembly 12 pivots
in a downward direction about its pivot axis 330. This has
no significant effect on the dampening belt 450, which
does not compress. However, as the user steps down
on the left treadle assembly 12 he unweights the right
treadle assembly 12, which begins to pivot in an upward
direction about its pivot axis 330 due to the action of the
interconnecting device (not shown, but typically a recip-
rocating linkage such as the rocker arm discussed else-
where in the specification). The interconnecting device
converts the downward force of the user’s weighted foot
on the left treadle assembly 12 to an upward force on the
right treadle assembly 12. As the right treadle assembly
12 rises, it pulls the dampening belt 450, which in turn
rotates pulley 452B counterclockwise such that the dif-
ferential freewheel 448 engages. The differential free-
wheel 448 is coupled to the brake pulley 458 by the brake
belt 458, so that the brake 446 asserts a dampening force
on the movement of the right treadle assembly 12. This
dampening force opposes the upward force on the right
treadle assembly 12, which in effect dampens the down-
ward movement of the left treadle assembly 12 through
the reciprocating linkage.

[0154] Next, the user steps on the belt 18 of the right
treadle assembly 12 so that his foot frictionally engages
the belt 18. The right treadle assembly 12 now pivots in
adownward direction aboutits pivot axis 330. As the user
steps down on the right treadle assembly 12 he un-
weights the left treadle assembly 12, which begins to
pivot in an upward direction about its pivot axis 330 due
to the action of the interconnection device. The intercon-
nection device converts the downward force of the user’s
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weighted foot on the right treadle assembly 12 to an up-
ward force on the left treadle assembly 12. As the left
treadle assembly 12 rises, it pulls the dampening belt
450, which in turn rotates pulley 452E counterclockwise
to engage the differential freewheel 448 so that the brake
446 asserts a dampening force on the movement of the
left treadle assembly 12. This dampening force opposes
the upward force on the left treadle assembly 12, which
in effect dampens the downward movement of the right
treadle assembly 12 through the interconnecting device.
It will be appreciated that in this embodiment, the brake
446 need turn in only one direction.

[0155] In a variation of the embodiment of Fig. 53, two
dampening belts 450 are used instead of one continuous
belt 450. With reference to Fig. 53, the section of belt 450
between pulleys 452C and 452D is eliminated, and pul-
leys 452C and 452D are replaced with take-up reels,
springs, or other such devices. As the left treadle assem-
bly 12 moves in an upward direction in this variation, the
attached dampening belt 450 is drawn from the take-up
reel or drawn as the spring stretches so that pulley 452E
turns in a counterclockwise direction, causing the differ-
ential freewheel 448 to engage so that the brake 446
asserts a dampening force on the movement of the left
treadle assembly 12. As this is occurring, the right treadle
assembly 12 is moving in a downward direction, which
tends to cause slackening in the dampening belt 450 that
is attached to the right treadle assembly 12. The slack is
taken up by the take-up reel or spring. Since the pulley
452B is rotated clockwise, the freewheel 448 does not
engage as a result of the rotation of the pulley 452B.
[0156] The differential freewheel 448 is eliminated in
the following variation (not shown) of Fig. DC5, which
uses a bi-directional brake 446 and a single continuous
dampening belt 450. Either the shaft 454 from pulley
452E or the shaft from pulley 452B of Fig. 53 is retained,
but not both. Assuming the shaft 454 from pulley 452E
is retained, a brake pulley 448 is mounted on the shaft
454 from pulley 452E, and the brake belt 456 of Fig. 53
runs through the brake pulley 448. If desired, the brake
446 may be designed to be mounted directly to the shaft
454 from the pulley 452E. Otherwise, this variation is
identical to the Fig. 53 embodiment. In operation, upward
movement of either treadle assembly is coupled to the
brake 446 due to rotation of pulley 452E.

[0157] In another variation of the embodiment of Fig.
53, the differential freewheel 448 may be eliminated and
two brakes 446 are used, one with pulley 452E and the
other with pulley 452B. A single continuous dampening
belt 450 may be used in this variation, or two separate
dampening belts 450 may be used in this variation.
[0158] The term "continuous belt" refers to the struc-
tural continuity of the belt 450, and not to whether the
materials in the belt 450 are homogeneous. An example
of a continuous belt 450 is a belt having three sections,
the end sections being of flat material and the middle
section being a tensioning device such as a spring or a
variable length rod such as a turnbuckle. The tension
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device or variable length rod are useful in conjunction
with a biasing device to set the inclination of the treadle
assemblies 12 while avoiding slack in the dampening belt
450. Although a flat belt is advantageous, the belt is not
limited to a flat form and may be any desired shape with
any desired surface finish, texture, or features such as
corrugation and the like.

[0159] With reference to the brake embodiment of Fig.
53, a flywheel may be substituted for the brake 446 and
brake pulley 458. The other components would remain
the same, except that the brake 446 and brake pulley
458 would be replaced by the flywheel. As the user built
up speed, the dampening effect supplied by the flywheel
would be reduced by the conserved momentum of the
fly wheel. If a differential fly wheel is used, it could be
mounted on the split shaft 454 connecting pulleys 352B
and 352E, and the brake belt 450 and differential free
wheel 448 could also be eliminated.

Fig. 60: Cushioning Mechanisms for Exercise Ma-
chine

[0160] Fig. 60 illustrates one embodiment of a cush-
ioning mechanism 154 to cushion the impact that can
occur if one of the treadle assemblies 12 bottoms out at
the bottom of its travel. This can occur as the user relaxes
his pace at the end of the workout, and the left and right
treadle assemblies 12 are pushed down by the weight of
the user towards the base frame or the floor. Bottoming
out may also occur during a workout if the biasing force
is not properly set. The exercise machine 10 therefore
preferably includes a mechanism to absorb some of the
force of the impact of the treadle assemblies 12, to both
cushion the user and to avoid damage to the exercise
machine 10 or the underlying floor.

[0161] The cushioning mechanism 154 of Fig. 60 uses
ahard plastic protrusion 160 from amounting 155 bracket
that extends beyond the width of the belt 18 of the treadle
assembly 12 and that has two upward-extending flanges
156 that couple to the internal side frame members 54,
56 of the treadle assembly 12. A soft rubber bumper 164
is coupled to the base frame 14, either directly or by a
bracket, and is located so that it is engaged by the plastic
protrusion 160 as the treadle assembly 12 approaches
a bottoming out condition. The soft rubber bumper 164
resiliently deforms when contacted by the hard rubber
protrusion 160 to provide the cushioning effect. The hard
and resilient portions 160, 164 of the cushioning mech-
anism 154 could be reversed such that a resilient protru-
sion 164 is provided on the mounting bracket 155, and
a relatively harder bumper 160 is provided on the frame
14.

Figs. 61A-61B: Bottom Drive Exercise Machine
[0162] The bottom drive exercise machine 10 of Figs.

61A and 61B has two treadle assemblies 12, a right as-
sembly 12 and a left assembly 12. Each of the treadle
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assemblies 12 is essentially a separate treadmill with its
own tread belt 18, deck 26, and front, rear and offset
rollers 28, 30, 31. Although each of the treadle assem-
blies 12 may be driven by its own motor 88 if desired,
advantageously both treadle assemblies 12 are driven
by a common driveshaft and the same motor. This as-
sures that the belts travel at the same speed. If desired,
a single drive roller for both of the treadle assemblies 12
may be used instead of separate drive rollers for each.
The treadle assemblies 12 also are interconnected to
provide a balanced relationship between the right and
left sides during a workout and to provide some additional
cushioning. The balanced relationship may be achieved
in a variety of ways, including by a reciprocating linkage
such as any of the rocker arm assemblies described in
this document. The exercise machine 10 may be oper-
ated in a treadmill mode by locking the left and right trea-
dle assemblies 12 together at a desired incline such as
10% to get a traditional treadmill workout, or may be op-
erated in a stepper mode by maintaining the belts 18
stationary (motor off). With a few exceptions, the same
arrangements of components as used in the rear drive
embodiment described elsewhere in this document are
generally suitable for the bottom drive embodiment of
Fig. 61A.

[0163] Thetreadle assemblies 12 are pivotally coupled
to the base frame 14 of the exercise machine 10 along
a common axis 330, although a common axis is not re-
quired. The treadle assemblies 12 pivot about their axes
330. lllustratively, the pivot axes 330 of the treadle as-
semblies 12 are the axes of the drive shafts 82 that drive
the respective drive rollers of the treadle assemblies 12.
The ends of the drive shaft 82 rest in bearings in each of
the pivot brackets 460, which project from the base frame
14. In one embodiment, the driver roller is the offset roller
31.Inother embodiments, the driveroller is the frontroller
28 or the rear roller 30. In each of the treadle assemblies
12, the offset roller 31 and the front and rear rollers 28,
30 form an inverted triangle, with the front and rear rollers
28, 30 delineating the base of the triangle and the offset
roller 31 the apex. The height of the triangle as perpen-
dicularly measured from the base to the apex may be
quite large, as shown in Fig. 61B, or quite small by bring-
ing the offset roller 31 nearly in line with the front and
rear rollers 28, 30.

[0164] The pivot axes 330 of the treadle assemblies
12 may be offset from the drive shaft 82 if desired, with
other structures supporting the pivoting action. The pivot
330 may be fixed as shown, or may be variable. Different
mechanisms may be used for establishing variable pivot
points, including mounting the right and left treadle as-
semblies 12 and the drive shaft 82 in a sub-frame, and
providing a variable position locking mechanism between
the sub-frame and the base frame 14. An illustrative var-
iable position locking mechanism is an array of holes in
the pivot bracket 460 and a spring-loaded peg mecha-
nism in the sub-frame. Others includes notches, clamps
and ledges.
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[0165] To operate the exercise machine 10 of Fig. 61A
in a normal mode, the user adjusts the dampening effect
and the biasing effect as desired, steps upon right and
left side foot support platforms (not shown in Fig. 61A
but described elsewhere in this document), adjusts the
workout profile on the console as desired (the respective
belts 18 of the right and left treadle assemblies 12 begin
to move), and steps from the right and left foot support
platforms onto the right and left belts 18, respectively.
The preferred step area in the Fig. 61A embodiment is
the area of the deck between the front roller 28 and a line
on the deck 26 intersected by animaginary perpendicular
plane extending from the deck 26 through the pivot axis
330 (see Fig. 61B). The weight of the user will thus tend
to pivot the deck 26 about the pivot axis 330.

[0166] With reference to Fig. 61, assume the user is
walking or running in the direction of roller 28 (the arrow
shows the movement of the belt 18, which is in a direction
opposite the direction the user has taken). In normal
mode operation as shownin Fig. 61B, the user has shifted
his weight from the right treadle assembly 12A (which
has been carried along the right treadle assembly 12A
by the moving belt 18) to the left treadle assembly 12B.
The force exerted on the left treadle assembly 12B is
opposed by the dampening resistance, which may be
speed dependent and increases with speed, and the bi-
asing force, which is dependent on the attachment posi-
tion or biasing force of the biasing device. The right trea-
dle assembly 12A begins torise because the foot thereon
has been unweighted and because the downward force
on the left treadle assembly 12B is being transferred as
an upward force to the right treadle 12A through the re-
ciprocating linkage (not shown). Next, the foot on right
treadle 12A becomes fully unweighted as it is lifted and
moved from the rear of the step area of the treadle as-
sembly 12A toward the front of the step area of the treadle
assembly 12A. Meanwhile, the full weighted foot on the
left treadle 12B is carried toward the rear of the deck of
the treadle assembly 12B with the moving belt 18, and
the inclination of the left treadle assembly 12B decreases
due to the weight while the inclination of the right treadle
assembly 12A increases due to the biasing force and the
transferred force. At a slow belt speed (slow pace), the
treadle assemblies 12 travel through a greater arc range
that at high belt speeds (fast pace), all else being equal.
[0167] Ifdesired, the belts 18 of the treadle assemblies
12 may be run in reverse. If desired, either of the front
and rear rollers 28, 30 may be made into a drive roller.

Figs. 62A-62C: Deckless Exercise Machine

[0168] The treadle assembly shown in Fig. 62A differs
from those described and shown elsewhere herein in that
no deck or deck suspension is present.

[0169] Decks 26 are common in standard treadmills,
wherein they provide stability and a degree of cushioning
to contribute to the comfort of the legs and feet with pro-
longed use. To provide additional cushioning for the legs,

10

15

20

25

30

35

40

45

50

55

32

feet and back, treadmills may use a suspension directly
under the deck. In one approach, rubber bushings are
used under a flexible deck 26. Traditional treadmill belts
18 typically have walking/running surfaces ranging from
17" to 22" wide and 51" to 61" long. Figs. 27-32 illustrate
deck-type suspensions for treadle assemblies 12.
[0170] A deckless treadmill known as the Orbiter™
treadmill is available from Orbiter Treadmills of High-
lands, TX. As stated in a testimonial in the product liter-
ature, "Sold largely to medical rehab centers, the Orbit-
er™ treadmill has a rubbery, suspended running surface
that stretches when your foot lands on it. (It felt like | was
running on atrampoline.)" While the Orbiter treadmill may
be effective in absorbing shock and providing an effective
workout, the stretching may cause some users to feel a
sense of instability. The surface length of the belt is
56" and the width is 20".

[0171] The treadle assemblies 12 shown in Figs. 62A,
62B, 62C have no deck and no underlying suspension,
which provides shock absorbing properties to the step
area 462. Good stability is realized in the treadle assem-
blies because of the relatively small size of the step area
462, illustratively 40 inches long and 8 inches wide in the
rear drive machine shown in Figs. 62A, 62B, and 62C.
Overall stability may be improved by using reinforced belt
material. Transverse stability may be improved in a va-
riety of ways, such as by reinforcing the edges of the belt
18 with a fiber bead or a steel cable. Additionally, the
rollers 28, 30 over which the belt 18 passes may be pro-
vided with grooves to receive the reinforced edges and
maintain the belt 18 in a degree of transverse tension in
the area of the rollers, and additional grooved wheels or
channels may be provided along both edges of the step
area 462 to engage the reinforced edges of the belt 18
and maintain the belt 18 in a degree of transverse tension
throughout the step area 462.

[0172] The treadle assemblies 12 may be provided
with decks 26 that can be locked in place just under the
belt 18 in the step area to provide a stable and reasonably
well cushioned walking/running surface for a normal
workout, or may be parked in a position away from the
step area to provide alow impact walking/running surface
particular well suited for persons who are unable to tol-
erate the shock associated with a normal workout. The
three roller embodiment of the movable belt treadle as-
sembly, described in detail elsewhere in this document
is particularly well suited for such a displaceable deck 26
because of the ample volume existing within the treadle
assembly for the necessary mechanisms.

[0173] The front 22 of the right treadle assembly 12A
and the front 22 of the left treadle assembly 12B move
up and down opposite from each other by pivoting about
an axis 330 positioned at their respective rear ends 24.
As the treadle frame side tubes located on the inside of
the adjacent right and left treadle assemblies 12 pass by
each other during this movement, a gap or space alter-
nately opens and closes. To help keep this gap from al-
lowing undesired access to the internal framework of the
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treadles 12 and the base frame 14, such as debris and
sweat, a shroud or similar structure is used to eliminate
the gap. The shrouds described below can also attach
to the framework of the exercise apparatus so as to not
interfere with motion of treadles.

Figs. 63A-63X: Dual Treadle/Treadmill Exercise De-
vice With Various Shroud Arrangements

[0174] As shown in Fig. 63A, the exercise apparatus
is equipped with a base shroud 464 covering the base
frame. The base shroud 464 includes a front portion 466,
a right side portion 468, a left side portion 470, a rear
portion 472, and a top portion 474. The top portion 474
of the base shroud 464 is defined by a front top surface
476, a left top surface 478, a right top surface 480, and
arear top surface 482. Treadle apertures 484 located in
the top portion 474 are separated by a top surface center
strip 486 connected with the front top surface 476 and
the rear top surface 482. As shown in Fig. 63A, the right
upright 42 and left upright 40 are connected to the base
frame in conjunction with the right side portion 468 and
the left side portion 470 of the base shroud.

[0175] The base shroud 464 can be made from molded
plastic, fiberglass, aluminum, or any other suitable ma-
terial, and can be rigid, flexible or any combination. The
base shroud can also be manufactured in separate piec-
es to be assembled using screws, snaps, fasteners, and
the like. Considerations as to how the exercise apparatus
is to be assembled or disassembled and shipped may
be taken into account in determining the manner in which
the base shroud may be manufactured. In some embod-
iments, the base shroud can be manufactured as an in-
tegral piece.

[0176] AsdepictedinFig.63A, therighttreadle assem-
bly 12A, shown in the upward position, and the left treadle
assembly 12B, shown in the downward position, are each
equipped with a treadle shroud assembly 488 that moves
with the treadle assemblies 12 when the exercise device
is in use. The treadle shroud assemblies 488 can be
made from plastic, fiber glass, aluminum, or any other
suitable material, and can be secured to the treadle as-
semblies using various techniques such as screws,
snaps, fasteners, and the like. The treadle shroud as-
semblies can also be secured to the treadle assemblies
using adhesives or hook and loop fasteners. The treadle
shroud assembly 488 includes an outside side shield
490, an inside side shield 492, and a front side shield
494. The outside side shield 490 and the inside side
shield 492 are connected to the treadle assemblies 12
adjacent the treadle side tubes and spanning the length
of the treadle assemblies. The front side shield 494 is
connected with the outside side shield 490 and the inside
side shield 492 and spans the length of the front roller
on the treadle assembly. An inside shield edge 496 is
defined by the intersection of the inside side shield 492
and the front side shield 494, and an outside shield edge
498 is defined by the intersection of the outside side
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shield 490 and the front side shield 494. The inside side
shield 492 can be generally triangular in shape and de-
fined by a top shield edge 500, a bottom side shield edge
(HIDDEN), and the inside edge 496. The outside side
shield edge 498 can also be generally triangular in shape
and defined by the top side shield edge 500, the bottom
side shield edge (HIDDEN), and the outside edge 498.
[0177] As shown in Fig. 63A, the treadle shroud as-
sembly 488 is sized such that when the right treadle as-
sembly 12A is located in the upward position, the area
between the right treadle assembly 12A and top portion
474 of the base shroud 464 is covered by the front side
shield 494 and the outside side shield 490. In this posi-
tion, the area between the right treadle assembly 12A
and the left treadle assembly 12B is covered by the inside
side shield 492 of the right treadle 12A. Opposite of what
is shown in Fig. 63A, when the left treadle assembly 12B
is located in the upward position, the area between the
left treadle assembly 12B and top portion 474 of the base
shroud 464 is covered by the front side shield 494 and
the outside side shield 490. In this position, the area be-
tween the left treadle assembly 12B and the right treadle
assembly 12A is covered by the inside side shield 492
of the left treadle 12B.

[0178] As the right 12A or left treadle assembly 12B
pivots toward the downward position, the treadle shroud
assembly 488 passes through the treadle aperture 484
located in the top portion 474 of the base shroud 464. In
order to close the gap between the base shroud 464 and
the treadle shroud assemblies 12, the inside side shields
492 are positioned close to and adjacent the center strip
486 in the top portion 474 of the base shroud 464, as
shown in Fig. 63A. Similarly, the outside side shields 490
are positioned close to and adjacent the left top surface
478 and the right top surface 480. The front side shields
494 are also positioned close to and adjacent the front
top surface 476. Because the treadle assemblies 12 pivot
up and down in an arcuate path, the inside shield edge
496, the outside shield edge 498, and the front side shield
494 can be arcuately shaped to keep the front side shield
494 close to the front top surface 476 of the base shroud
464 as the treadle assemblies 12 pivot up and down.
[0179] Treadle shroud assemblies 488 similar to that
depicted in Fig. 63A can also be used with various dif-
ferent embodiments of the base shroud. For example,
Fig. 63B depicts the exercise apparatus utilizing an al-
ternative base shroud design 464 that has only one trea-
dle aperture 484. The treadle assemblies 12 are shown
in pivot positions at a point between the upward and
downward positions to better illustrate the various com-
ponents of the treadle shroud assemblies. As shown in
Fig. 63B, the treadle assemblies 12 are not separated
by a center strip in the top portion, so the treadle assem-
blies are located on the exercise apparatus such that the
inside side shields 492 are adjacent to each other.
[0180] In another scenario, the treadle assemblies 12
are configured on the exercise apparatus such that the
front side shield can be eliminated, as shown in Figs.
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63C and 63D. The right and left treadle assemblies 12
are both depicted in the flush, mid point position, and the
front portion 466 of the base shroud 464 is configured so
that no gap exists between either treadle assembly and
the front top surface 476 of the base shroud 464. As
previously described with reference to Fig. 63A, when
one treadle assembily is in the upward position and the
other treadle assembly is in the downward position, the
area between the bottom of one treadle assembly and
the top of the other treadle assembly is covered by the
inside side shield 496 of the treadle in the upper position.
The outside side shields 490 shown in Figs. 63C and
63D are also equipped with a plurality of shield tracks
502 that slidingly engage shield tracks (HIDDEN) on the
inside of the left 470 and right portions 468 of the base
shroud 464. Because the treadle assemblies 12 pivot up
and down in an arcuate path, the shield tracks 502 can
also be arcuate. The shield tracks 502 can add to the
sturdiness of the exercise apparatus as a user exerts
forces while running or walking on the treadle assem-
blies.

[0181] Figs. 63E - 63X show treadle shroud assem-
blies 488 in various other views and incorporated in al-
ternative embodiments.

Figs. 64A-64B: Dual Treadle with Flexible Shield

[0182] Figs.64A and 64B depict an alternative embod-
iment of the treadle shroud assembly 488’. Unlike the
base shroud 464 depicted in Fig. 63A, the base shroud
464’ shown in Figs. 64A and 64B does not have right
side and left portions forward of the right 42 and left up-
rights 40. Instead of having the front portion, the base
shroud shown in Figs. 64A and 64B includes a bottom
middle portion 504 connected with the left 40 and right
uprights 42. Because the base shroud 464’ has no front
portion and no front top surface, there is no exposed area
between the treadle assemblies 12 and the front top sur-
face of the base shroud 464" when the treadle assem-
blies pivot up and down. Therefore, there is no need to
have front side shields included as part of the treadle
shroud assemblies.

[0183] AsshowninFigs.64A and 64B, the outside side
shields 490’ of the treadle shroud assemblies 488’ are
generally rectangular in shape. The outside side shields
490’ are tall enough such that there is no gap between
the bottom shield edge 506 of the outside side shield 490’
and the left top surface 478’ of the base shroud 464’ when
the treadle 12 is in the upward position. A flexible shield
510 is connected with the bottom shield edge 508 on
each inside shield 492’. As shown in Fig. 64A, the right
treadle assembly 12A is in the upward position and the
left treadle assembly 12B is in the downward position.
The area between the right treadle assembly 12A and
the left treadle assembly 12B is covered by the inside
side shield 492’ and the flexible shield 510. Fig. 64B
shows the opposite positioning of the treadle assemblies
in Fig. 64A. In Fig. 64B, the left treadle assembly is lo-
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cated in the upward position and the right treadle assem-
bly 12A is located in the downward position. Again, the
area between the left treadle assembly 12B and the right
treadle assembly 12A is covered by the inside side shield
492’ and the flexible shield 510. As shown in Fig. 64A,
the shields or shrouds do not have to cover the entire
open gap or space.

[0184] It should be understood that the treadle shroud
assemblies 488’ shown in Figs. 64A and 64B can work
with other base shroud configurations. In another exam-
ple, if the base shroud includes the front portion and the
front top surface as described with reference to Fig. 63A,
the treadle shroud assemblies as described in Figs. 64A
and 64B can include front shields. In another scenario
where the base shroud includes the center strip and two
treadle apertures as previously described with reference
to Fig. 63A, the flexible shields could be connected with
the center strip and the treadle assemblies. Flexible
shields could also connect with the treadle assemblies
and the right and left top surfaces of the base shroud.

Fig. 65

[0185] An alternative embodiment is depicted in Fig.
66. The left side 470" and right side portions 468" of the
base shroud 464" do not extend forward of the right 42
and left uprights 40. Therefore, unlike the treadle assem-
blies depicted in Fig. 63A, the treadle assemblies 12 are
not enclosed in the front the portion of the base shroud.
As shown in Fig. 65, the treadle assemblies 12 are lo-
cated on the exercise apparatus such that the inside side
shields 492" are adjacent to each other. The inside side
shields 492" are also sized so that there is no gap be-
tween the bottom shield edge 506" of one treadle assem-
bly and the treadle deck 26 of the other treadle assembly
when one treadle assembly is in the upward position and
the other treadle assembly is in the downward position.
The outside side shield 490" (having a generally rectan-
gular shape), the front side shield 494", and a bottom
side shield 512 partially enclose the belt 18 on the treadle
assembly 12 as it passes under the treadle deck 26. The
front side shield 494" can also be removable to allow ac-
cess to the treadle belt 18. The inside shield 492" can
also have a generally triangular shape.

Figs. 66A-66C: Alternative Shrouding arrangements

[0186] In Fig. 66A, an alternative embodiment of the
base shroud 464" is shown having the front portion 466"
split into two sections, a right front portion 514 and a left
front portion 516. As shown in Fig. 66A, the left front
portion 516 and the left portion 470" are partially en-
closed by the treadle shroud assembly 488" when the
left treadle assembly 12B is in the downward position.
Similarly, the right front portion 514 and the right portion
468" are partially enclosed by the right treadle shroud
assembly 488" when the right treadle assembly 12A is
in the downward position. As shown in Fig. 66A, when
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the right treadle assembly 12A is located in the upward
position, most of the right front portion 514 and the right
portion 468" are exposed. However, there is no gap be-
tween the treadle shroud assembly 488" and the base
shroud 464" in this position. Similarly, when the left trea-
dle assembly 12B is located in the upward position, most
of the left front portion 516 and the left portion 470" are
exposed.

[0187] Asshownin Fig. 66A, the right front portion 514
and the left front portion 516 can also be configured with
shield tracks 502". The shield tracks 502" slidingly en-
gage opposing shield tracks (not shown) on the inside of
the front side shield 514, which help reduce any side to
side movement of the treadle assemblies 12 when the
exercise apparatus is in use. The treadle shroud assem-
bly configuration shown in Fig. 66A can also be used with
alternative configurations of the base shroud 464". For
example, Fig. 66B depicts an embodiment similar to that
shown in Fig. 66A, except the base shroud 464" in Fig.
66 includes the rear top surface 482". In another scenario
depicted in Fig. 66C, an alternative embodiment similar
to that shown in Fig. 66B does not include shield tracks
502"

Figs. 67A-67C: Alternative Shroud Arrangements

[0188] A further representation is depicted in Figs. 67A
and 67B. The base shroud 464" shown in Figs. 67A and
67B further includes a right center portion 518 and a left
center portion 520 connected with the right front portion
514 and the left front portion 516, respectively. The right
518 and left center portions 520 can also be substantially
mirror images of the right 418" and left portions 470". As
shown in Figs. 67A and 67B, accordion-pleated shields
526 are connected with the treadle shroud assemblies
488" and the base shroud 464". More particularly, a first
accordion-pleated shield 526A is connected with the
base shroud 464" at a base shroud top edge 524 located
on top of the right side portion 468", the right front portion
574, and the right center portion 518. The first accordion-
pleated shield 526Ais also connected with the treadle
shroud assembly 588" underneath a top side shield 522
connected with the right treadle assembly 12A. Similarly,
a second accordion-pleated shield 526B is connected
with the base shroud 464" at the base shroud top edge
524 located on top of the left side portion 470", the left
front portion 516, and the left center portion 520. The
second accordion-pleated shield 526B is also connected
with the treadle shroud assembly 488" underneath the
top side shield 522 connected with the left treadle as-
sembly 12B.

[0189] The lefttreadle assembly 12B is depicted in the
downward position and the right treadle assembly 12A
is depicted in the upward position in Fig. 67A. The treadle
shroud assembly 488" connected with the left treadle as-
sembly 12B at least partially encloses the left portion
470", the left front portion 516, and the left center portion
520 ofthe base shroud 464". Likewise, the treadle shroud
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assembly 488" connected with the right treadle assembly
12A at least partially encloses the right portion 468, the
right front portion 514, and the right center portion 518
of the base shroud 464". As shown in Fig. 67A, when the
right treadle assembly 12A is in the upward position, the
accordion-pleated shield 526 encloses the space be-
tween the treadle shroud assembly 488" and the base
shroud 464". As the right treadle assembly moves to the
downward position, the accordion-pleated shield 526
folds and collapses on the pleats to become enclosed
under the treadle shroud assembly 488". As the left trea-
dle assembly 12B moves to the upward position, the ac-
cordion-pleated shield 526 unfolds on the pleats and until
it is exposed. As shown in Fig. 67B, the right treadle as-
sembly 12A is depicted in the downward position and the
left treadle assembly 12B is depicted in the upward po-
sition. As shown in Figs. 67A and 67B, when the treadle
assemblies 12 are in the upward positions, the inside
492" and outside side shields 490" maintain partial cov-
erage of the base shroud 464". Therefore, in certain em-
bodiments, the accordion-pleated shield need not be uti-
lized on the entire length of the treadle shroud assem-
blies. Fig. 67C shows the shroud assemblies 488" with
accordion-pleated shields 526 utilized with an alternative
embodiment of the base shroud 464".

Figs. 68A-69B: Accordion or Folding Shroud Ar-
rangement

[0190] Figs. 68A and 68B show another scenario
where the area between the treadle assemblies 12 and
base shroud 464" are covered with accordion-pleated
shrouds 526. More particularly, a first accordion-pleated
shroud 526A is connected with the left top surface 478"
and the front top surface 476" of the base shroud 464".
The first accordion-pleated shroud 526A is also connect-
ed underneath the left treadle assembly 12B. Similarly,
a second accordion-pleated shroud 526B is connected
with the right top surface 480" and the front top surface
476" of the base shroud 464". The second accordion-
pleated shroud 526B is also connected underneath the
right treadle assembly 12A. The right and left treadle as-
semblies 12 are separated by a center shield 528. The
center shield 528 can be connected with the base shroud
464" near the rear top surface 480".

[0191] AsshowninFig.68A, therighttreadle assembly
12Ais in the upward position and the left treadle assem-
bly 12B is in the downward position. The center shield
528 covers the area between the bottom of the right trea-
dle assembly 12A and the top of the left treadle assembly
12B. As the right treadle assembly 12A moves to the
downward position, the accordion-pleated shroud 526B
folds and collapses on the pleats under the treadle shroud
assembly 12A. As the left treadle assembly 12B moves
to the upward position, the accordion-pleated shroud
526A unfolds on the pleats and until it is extended. As
shown in Fig. 68B, the right treadle assembly 12A is de-
picted in the downward position and the left treadle as-
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sembly 12B is depicted in the upward position. Fig. 68C
shows the accordion-pleated shroud assemblies 526 uti-
lized with an alternative embodiment of the base shroud
464". The use of the accordion-pleated shrouds is not
limited to that which is depicted herein. For example, oth-
er embodiments could utilize accordion-pleated material
on the front and outsides of the treadle assemblies while
utilizing hard inside shields, or in any other combination
of hard shields and accordion-pleated material thereof.
[0192] Othertypes of material can be used besides the
accordion-pleated material on the embodiment depicted
in Fig. 68A. For example, as shown Figs. 69A and 69B,
a multi-fold material is utilized on the treadle shroud. The
multi-fold material is configured with various patterned
folds in the material. When either treadle assembly 12 is
in the downward position, the multi-fold treadle shroud
530 collapses on patterned or unpatterned folds or pleats
in the material, similar to the accordion-pleated material.
When either treadle assembly 12 is in the upward posi-
tion, the multi-fold treadle shroud 530 unfolds on the pat-
terned folds or pleats and until it is extended. It should
be understood that the arrangement as described above
is not limited to the use of accordion-pleated and multi-
fold materials. For instance, embodiments could utilize
stretchable fabric such as rubber, elastic, Lycra®, and
the like.

Figs. 70A-70C: Shielding Arrangements

[0193] Figs. 70A to 70C depict how various embodi-
ments utilizing the center shield 528 can secure it to the
frame 14. As shown in Figs. 70A and 70B, the center
shield 528 is supported on the frame 14 by a center drive
bracket 532 and a spring 534. As shown in Fig. 70C, a
rear portion 536 of the center shield 528 is pivotally sup-
ported by a pivot axle 538 on the center drive bracket
532. A front portion 540 of the center shield 528 is sup-
ported by the spring 534. Therefore, when force is exert-
ed on the top of the center shield 528 (i.e. when stepped
on during use), center shield will pivot down toward the
frame 14 as the spring 534 is compressed. The spring
534 restores it to the upright position. This configuration
lets the center shield 528 move out of the way when
stepped on to avoid interfering with the user’s stride. In
this embodiment, the top of the center shield 528, when
in the upper position, can be flush with the top of either
treadle 12 in the upper position, or can be slightly below
flush, or can be above-flush as shown.

[0194] Alternative embodiments could utilize a center
shroud assembly instead of the center shield between
the treadle assemblies. The center shroud assembly
could include a left center wall, a right center wall, a top
center surface, and a front center surface. The front cent-
er surface extending upward from the top portion of the
base shroud. The left center wall and right center wall
being generally triangular in shape and separated by the
width of the top center surface. The top center surface
extending from the front center surface toward the rear
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portion of the base shroud until it intersects with the top
portion.

[0195] As the exercise apparatus is used over time, it
may be necessary to replace the treadle belt 18 after it
wears out. On other occasions, the user may desire to
change the length of the treadle assembly depending on
how he or she wants to use the exercise apparatus (i.e.
for walking or running). An adjustable length treadle as-
sembly 12 is depicted in Fig. 71 that makes it easier for
a user to replace a worn treadle belt and to adjust the
length of the treadle assembly. Moreover, by reducing
the length of the treadle assembly, the overall length of
the device may be reduced for shipping. With a reduced
device, a smaller box may be used, which is less expen-
sive and easier to handle.

[0196] As shown in Fig. 71, the treadle assembly 12
includes a treadle frame 542 having a left forward side
tube 544, a left rearward side tube 546, a right forward
side tube 548, and a right rearward side tube 550, to-
gether making up the frame. The left forward side tube
544 and the right forward side tube 548 are connected
with the front roller 28. The left rearward side tube 546
and the right rearward side tube 550 are connected with
therearroller 30. The left forward side tube 544 is slidingly
engaged with the left rearward side tube 546, and the
right forward side tube 548 is slidingly engaged with the
right rearward side tube 550, such as by telescoping en-
gagement or other such structure. The side tubes can
also engage each other through mating tracks, grooves,
and the like. The sliding engagement of the side tubes
allows a user to move the front roller 28 in a rearward
direction toward the rearroller 30, orin a forward direction
away from the rear roller 30.

[0197] The belt deck 26 on the adjustable length trea-
dle assembly 12 can include a forward belt deck 552, a
middle belt deck 554, and a rearward belt deck 556, as
shown in Fig. 71. It should be understood that more than
one middle deck can be used. When in use, the treadle
belt 18 travels over the upper deck surface 558 of the
forward belt deck 552, the middle belt deck 554, and the
rearward belt deck 556. The left forward side tube 544
and the right forward side tube 548 are connected with
the lower deck surface 560 of the forward belt deck 552,
and the left rearward side tube 546 and the right rearward
side tube 550 are connected with the lower deck surface
562 of the rearward belt deck 556. The treadle side tubes
can be connected with the forward and rearward belt
decks using screws, snaps, fasteners, glue, and the like.
[0198] InFig. 71, the middle belt deck 554 is shown as
removed from between the forward belt deck 552 and
the rearward beltdeck 556. When the exercise apparatus
is in use, the middle belt deck 554 is located between
the forward belt deck 552 and the rearward belt deck
556, so that engagement sides 564 of the middle belt
deck 554 are in contact with the engagement side 566
of the forward belt deck 552 and the engagement side
568 of the rearward belt deck 556. The engagement sides
of the belt decks can include tracks, slots, and/or locking
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mechanisms to help hold the middle belt deck in position
when in use.

[0199] If the user desires to replace the treadle belt 18
on the treadle assembly or change the length of the trea-
dle assembly, he or she can remove the middle belt deck
554 by sliding it either right or left from under the treadle
belt 18 and out from between the forward treadle deck
552 and the rearward treadle deck 556. The user can
then move the front roller 28 rearward toward the rear
roller 30 until the treadle belt 18 is loose enough to easily
remove. The user can then remove the treadle belt from
the rollers and install a replacement treadle belt. If the
user is changing the length of the treadle assembly, the
replacement treadle belt will be longer or shorter than
the removed treadle belt. In some embodiments, the belt
length can be adjusted without the need to replace the
treadle belt. Once the replacementtreadle beltis installed
on the rollers, the user then moves the front roller 28
forward to remove slack from the replacement treadle
belt. The user then slides the properly sized middle belt
deck 554 back into position between the forward beltdeck
552 and rearward belt deck 556. For instance, if the user
is changing the length of the treadle assembly, the user
can replace the removed middle belt deck 554 with one
that is longer or shorter.

Figs. 72-74: Treadle Locking Mechanism

[0200] Figs. 72A-74 display various embodiments of a
locking mechanism 702 Generally, the locking mecha-
nism 702 may fix the height of one or both treadles 12,
preventing further angular motion. When the locking
mechanism 702 is in a fixed position, a portion of the
locking mechanism interacts with a portion of the treadle
12, preventing further treadle movement. The exact na-
ture of each interaction is discussed with specific refer-
ence to the figures. Alternately, the treadles’ bottom sur-
faces may rest on a portion of the mechanism. This sup-
port prevents the treadle or treadles from continuing their
up-and-down motion.

[0201] Fig.72Adisplays afirstembodimentof alocking
mechanism 702 placed on an exercise device 10, shown
in more detail in Fig. 72B.

[0202] Turning now to Fig. 72B, an expanded view of
the first embodiment 702 of a locking mechanism may
be seen. In this embodiment, a user may press down on
a pedal 704 to lock out the treadles 12. The pedal 704 is
attached to a bar 706, which in turn is attached to a pair
of locking tabs 708. A bar slot 710 extends through the
bar. A pivot 712 runs through the bar slot 710, and is
attached on either side of the bar slot to a pivot support
714. One or more piano hinges 716 anchor the locking
tabs 708 to the main frame 14. Similarly, the pivot support
712is typically affixed to the main frame 14. In the present
embodiment, the locking tabs 708 are connected to the
piano hinge 716 by a lock upright 718. Generally, the lock
upright and locking tabs form a ninety degree angle, al-
though alternate embodiments may vary this angle. Col-
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lectively, the locking tabs 708, lock upright 718, and piano
hinge 716 are collectively referred to as the "locking tab
structure." 722 A pivot slot 720 is depicted in Fig. 72B
and typically used in lieu of the bar slot 710, rather than
in conjunction therewith. Accordingly, most embodi-
ments 702 include one or the other element, but not both.
However, some embodiments may use the bar slot 710
and pivot slot 720 in conjunction with one another.
[0203] Fig. 72B shows the locking mechanism 702 in
an engaged or locked position. When the locking mech-
anismisin an unlocked state, the front edge of the locking
tabs 708 (i.e., the edge opposite the joinder with the lock
upright 718) typically contacts the main frame 14. The
pivot 714 is then located at the end of the bar slot 710
nearest the locking tab 708 structure.

[0204] Asthepedal 704 is depressed, the bar 706 gen-
erally slidingly rotates around the pivot 714, with the pivot
moving along the bar slot 710. Since the locking tab struc-
ture 722 is hingedly affixed to the main frame 14, the lock
upright 718 may rotate around the piano hinge 716, bring-
ing the locking tabs 708 into alignment with the treadles
12. Further, as the pedal 704 is depressed, the pivot 712
slides along the bar slot’s 710 longitudinal axis towards
the pedal. This longitudinal motion permits the lock up-
right 718 rotation just described. In the present embodi-
ment, the lock upright 718 rotates clockwise about the
piano hinge 716.

[0205] As the locking tabs 708 move into an upright
position, they may engage a groove or channel (not
shown) located along the bottom of the treadles 12, either
inthe bases of the treadles themselves, in the stop blocks
160, or otherwise affixed to the stop brackets 126, 132.
The channels may include a snap or spring bracket, or
other noise-producing and tab receiving device, at a point
near the channel end. When the locking tab 708 engages
or pushes the noise-producing device, an audible "click"
or other noise is produced. This informs the user that the
locking tab 708 is properly seated inside the channel in
order to lock out treadle motion. Alternate embodiments
may seat the locking tab 708 in a channel or receptacle
that makes a noise when receiving the locking tab, but
nonetheless securely locking out treadle motion.

[0206] The channel (not shown in Fig. 72B) may also
include an upright flange or projection oriented perpen-
dicularly to the locking tab 708 travel direction, and pro-
jecting far enough across the channel to impact the lock-
ing tab as it travels along the channel. Generally, such a
projection is sufficiently flexible or deformable to permit
the locking tab 708 to continue moving beyond the pro-
jection, and is again located near the channel end. The
locking tab 708 may include a mating groove located ap-
proximately the same distance from the front edge of the
locking tab as the projection is from the channel end.
When the locking tab 708 impacts the projection and/or
the projection seats inside the mating groove, the tactile
feedback produced may also inform the user that the
locking tab is properly seated within the channel. The
tactile feedback mechanism just described may be used
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in conjunction with a noise-producing device.

[0207] The channels previously mentioned may be ei-
ther parallel to the main frame 14, in which case the front
edge of the locking tab 708 enters the channel first, or
perpendicular to the main frame, in which case the top
surface of the locking tab enters the channel first. Either
variety of feedback mechanism (tactile or noise-produc-
ing) may be used with either channel configuration.
[0208] Although the locking tabs 708 are shown as flat,
planar elements in Fig. 72B, alternate embodiments may
curve the tabs, either slightly or more significantly. In such
a case, the matching channels on the treadle assembly
12 may be curved as well. A curved locking tab 708 di-
rects downward force against the channels, thus provid-
ing additional resistance to a rising treadle. In order to
mate with a curved locking tab 708, the channel is gen-
erally wider at the tab entrance, and has a tapering width
along the channel cavity.

[0209] In the embodiment 702 shown in Fig. 72B, the
lock upright 718 rotates clockwise about the piano hinge
716. In an alternate embodiment, the pivot 712 and bar
slot 710 may be configured to permit the lock upright 718
to rotate counter-clockwise about the piano hinge 716.
In such an embodiment, the pivot positions are reversed
along the bar slot 710. That is, while the pedal 704 is in
a raised position, the pivot is located at the end of the
bar slot 710 nearest the pedal. Conversely, when the
pedal 704 is depressed, the pivot 712 slides to the end
of the bar slot 710 nearest the locking tab structure 722.
Further, the locking tabs 708 may be reversed in orien-
tation to point towards the pedal 704, in order to engage
the treadle 12 channel. Reversal of the pivot 712/bar slot
710 and locking tabs 708 may be simultaneously em-
ployed in some embodiments, and used separately in
others.

[0210] Inyetanotherembodiment, the treadle 14 chan-
nels may be omitted. In such an embodiment, the treadles
14 simply rest on the locking tabs 708, preventing further
angular motion. When such "resting" embodiments are
employed, the locking tabs 708 may be T-shaped in order
to provide additional support surface for the treadles 12.
Further, the locking tabs 708 may point either towards or
away from the pedal 704 when in an engaged position,
regardless of the direction of rotation of the locking tab
structure 722.

[0211] In further alternate embodiments, the bar slot
710 may be omitted. If the bar slot is omitted, the pivot
support 714 may slide along a pivot slot 720 located in
the main frame 14 or other supporting structure. Gener-
ally, the pivot support 714 slides in the manner previously
mentioned with respect to the pivot 712 itself.

[0212] Additionally, the locking mechanism 702 shown
in Fig. CH1B may be provided with a ratchet mechanism
to enable the lockout procedure described above to take
place at varying treadle 12 heights.

[0213] Although the above embodiment 702 has been
discussed as simultaneously locking out both treadles
12, an alternate embodiment may provide a separate
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pedal 704 and locking tab 708 arrangement for each trea-
dle. In such an embodiment, pressing on a pedal 704
may swing a single locking tab 708 into a locking position,
thus interacting with a single treadle 12. The two locking
mechanisms 702 may be synchronized, thus locking both
treadles 12 at the same angle, or may be independent,
permitting each treadle to be locked at a unique angle.
[0214] Fig. 73 shows an alternate locking mechanism
724. Here, the bar slot 726 is located at the end of the
bar 728 opposite the pedal 730, rather than along the
length of the bar. Rather than sliding the pivot 732 along
the bar slot 726, the pivot is fixed in a pivot support 734
and thus occupies a fixed position along the length of the
bar 728. Instead, a wheel rod 736 extends from the sur-
face of a lockout wheel 738 into the bar slot 726. Gener-
ally, when the pedal 730 is up (corresponding to a non-
locked position), the wheel rod 736 is in a portion of the
bar slot 726 located closer to the pedal than the opposing
bar 729 end. The pivot support 734 is affixed to the main
frame.

[0215] As the pedal 730 is pushed downward, the bar
728 rotates about the pivot 732. This forces the bar slot
726 upward, which in turn drives the wheel rod 736 along
the slot towards the bar 728 end. The lateral motion of
the wheel rod 736 along the bar slot 726 rotationally
drives the lockout wheel 738 in a clockwise direction.
[0216] Thelockoutwheel 738 is connected to alockout
cam 740 by an axle 742. The lockout cam 740 is attached
to a cam support 744, which is in turn affixed to the main
frame 14 or otherwise stably supported. The lockout cam
740 is configured to rotate about a cam pivot 746. The
lockout wheel 738 may be attached to a wheel support
748, which is also generally attached to the main frame
14. Neither the wheel support 748 nor the cam support
746 prevent rotation of either the lockout wheel 738 or
lockout cam 740 to a degree sufficient to lock out treadle
12 motion, as described further below.

[0217] As the lockout wheel 738 rotates, it turns the
axle 742, which in turn rotates the lockout cam 740 clock-
wise. The axle 742 may extend through the lockout cam
740 to form the cam pivot 746, may attach to the opposite
side of the lockout cam at the cam pivot point, or may
attach to the lockout cam at another point along its sur-
face. In any case, the cam support 744 is configured to
permit the axle 742 to freely rotate the cam 740 to a de-
gree sufficient to lock out treadle 12 motion without im-
pacting the support structure 14.

[0218] As the lockout cam 740 rotates, a cam edge
may contact a treadle 12 surface. As the cam fully ex-
tends, the cam edge may support the treadle, preventing
further angular motion or rotation by the treadle. Alter-
nately, the cam edge may mate with a channel on the
treadle 12, in the stop blocks 160, or otherwise affixed
to the stop brackets 126, 132. Further, in some embod-
iments the cam 740 edge may include a flange or pro-
jection ("cam flange") extending outwardly from the edge
in the direction of rotation. The cam flange may also mate
with a channel in the manner described above with re-
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spect to Fig. 72B.

[0219] In an alternate embodiment, the lockout wheel
738, wheel support 748, and axle 742 may be omitted.
In such an embodiment the wheel rod 736 attaches di-
rectly to and drives the lockout cam, with similar lockout
results.

[0220] Fig. 74 shows another locking mechanism em-
bodiment 750. In this embodiment, a user may move a
slider handle 752 in a back-and-forth manner. The slider
handle 752 is affixed to a slider bar 754, which passes
through a slider support 756 and terminates in a slider
key 758. As the slider handle 752 is pushed, the slider
bar 754 moves through the slider support 756, driving
the slider key 758 in the same direction the slider handle
is moved. As the slider key 758 extends, it may mate with
a channel or groove formed in the treadle 12 bottom (not
shown), in the stop blocks 160, or otherwise affixed to
the stop brackets 126, 130. This mating locks out one or
both treadles 12, preventing further treadle movement.
Moving the slider handle 752 in the opposite direction
withdraws the key 758, allowing free treadle 12 motion.
In some embodiments, one slider 750 per treadle 12 may
be employed to permit discrete lockout of treadle motion.
[0221] The embodiments 724, 750 described with re-
spect to Figs. 73 and 74 may lock out one or both treadles
12. Further, these embodiments 724, 750 may incorpo-
rate any and all of the features discussed with respect to
Fig. 72B, such as noise-producing and/or tactile feed-
back mechanisms.

[0222] The various embodiments 702, 724, 750 dis-
cussed herein with respect to Figs. 72A-74 have been
discussed with reference to manual operation thereof,
generally by manipulating a pedal 704, 730 or slider 752.
Alternate embodiments may actuate any and all of the
locking mechanisms disclosed herein by electromechan-
ical or other automated means, such as through a ser-
vomotor.

Figs. 75-78: Dual Reciprocating Treadmill With Arm
Exercise

[0223] The present exercise apparatus may also in-
clude an attachment structure linking the handles to the
treadles and/or uprights. For example, Fig. 75 displays
the upper body structure 760 of a dual deck treadmill
exercise device 780 and a pair of treadles 782. Generally,
in the embodiment 780 shown in Fig. 75, the upper body
portion 760 of the exercise device includes a left and right
upright 784, 786, a left and right handle bar 788, 790,
and a left and right interconnect 792, 794. Each handle
bar 788, 790 is typically affixed to an upright 784, 786,
which in turn attaches to a treadle 782, main frame 14
(not shown), or other portion of the exercise device 780.
In alternate embodiments, the upright and handle bar
may be of single-piece construction.

[0224] An interconnect 792, 794 generally operation-
ally attaches the handle bar 788, 790 to the deck 12 or
upright 784, 786. Exemplary interconnects suitable for
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use with the embodiment of Fig. 75 include shocks, tor-
sional springs, elastic members, rigid bars, and so forth.
The terms "deck" and "treadmill assembly" 12 are used
interchangeably herein. It should be noted that the em-
bodiment 780 shown in Fig. 75 displays two different
manners of operationally attaching a handle bar 784, 786
to a deck 12 by means of an interconnect 792, 794, one
for each handle bar and deck assembly. Generally, an
exercise device 10 will employ the same interconnect
structure forboth handle bars. Accordingly, the difference
between the interconnect structures shown in Fig. 75 is
simply a means for displaying two alternate embodi-
ments. Fig. 75 should not be construed as requiring dif-
ferent interconnect mechanisms within a single exercise
device, although this may occur in some embodiments.
Generally, however, most embodiments employ a single
interconnect mechanism.

[0225] Returningto Fig. 75 and withrespecttotheright-
most upper body 760 and treadle assembly 782, the in-
terconnect 794 directly attaches the handle bar 790 to a
portion of the assembly 12. The interconnect 794 may,
for example, attach to the outer treadle frame. In this
embodiment, the interconnect 794 may take the form of
a piston cylinder or a solid bar (a solid bar being shown
in the figure). When the interconnect 794 is a piston, the
bottom portion of the interconnect is generally fixably at-
tached to the treadle assembly. Thus, as the handle bar
790 moves up and down, the piston rod extends from
and retracts into the piston body in order to maintain a
linkage between the handle bar and the treadle 12. This
also provides additional resistance against the motion of
the handle bar 790 and/or treadle 782, thus providing a
more strenuous workout for a user of the exercise device.
[0226] Alternately, the interconnect 794 may be a
fixed-length member as shown. In this case, one end of
the interconnect 794 is generally mated with a slot or
recess 796 on either the treadle assembly 12 or the han-
dle bar 790 in order to permit handle bar motion in the
event the treadle is locked in place. The slot 796 into
which the interconnect 794 (or a lateral member affixed
to the interconnect) fits generally runs longitudinally
along either the handle bar 790 or the treadle assembly
782. In this manner, when one of either the handle bar
and treadle is fixed in place, the interconnect may move
angularly to permit the other element to freely experience
its full range of motion.

[0227] In yet another embodiment, vertical motion of
the handle bar 790 and treadle 12 may be linked by the
interconnect 794. In such an embodiment, the slot 796
may be omitted and the interconnect 794 may still com-
prise a solid member. Here, the interconnect 794 attach-
ments to one or both of the handle bar 790 and treadle
782 may be hinged. Because the interconnect 794 length
is fixed and the interconnect does not move laterally of
its own accord, up and down motion by either the handle
bar 790 or the treadle 782 drives the other in the same
manner. For example, when the handle bar 790 is moved
up, the treadle 782 is also moved up. Similarly, when the
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handle bar is moved down, the treadle is pushed down
by the downward force exerted through the interconnect
and onto the treadle. In this manner, the handle bar 790
motion may be used to drive the vertical motion of a trea-
dle 782 or vice versa.

[0228] In a further embodiment, the handle bar 790
may move laterally instead of vertically. In such an em-
bodiment, the interconnect 794 may drive the lateral mo-
tion of the treadle belt off the handle bar motion, or vice
versa. This embodiment is described in more detail be-
low.

[0229] Inany of the aforementioned embodiments, the
handle bar 790 may be jointed at some point between
the interconnect attachment point 798 and the portion of
the upright 786 affixed to the treadle 12 or other portion
of the exercise device 10. The joint 800 may take, for
example, the form of a spring hinge (shown in Fig. 75).
[0230] Turning now to the left upper body and treadle
deck assembly shown in Fig. 75, it may be seen that the
interconnect 792 generally extends between and is at-
tached to the left handle bar 780 and left upright 784. If
the interconnect 792 is a piston, as shown, then generally
the point of attachmentbetween the upright 784 and han-
dle bar 788 is hinged to permit the piston to extend and
contract. The hinge 802 may be located at any pointalong
the length of either the handle bar 788 or upright 784, so
long as the hinge is located between the two piston ends.
Alternately, when the interconnect 792 takes the form of
a fixed-length member, the connection between the han-
dle bar 788 and upright 784 is generally fixed.

[0231] In either of the embodiments shown in Fig. 75,
the motion of the handle bars 788, 790 may be used to
drive the treadle belts 18. Either the interconnect 792,
794 or the upright 784, 786 may be attached to a roller
804 beneath the treadle belt 18. When the handle bar
and upright are of single-piece construction, the handle
bar may connect directly to the roller 804. Generally, the
connection between the roller and handle bar or upright
may be considered another interconnect, insofar as the
connection ultimately attaches the deck and handle bar
to one another.

[0232] As the handle bar 788, 790 moves it in turn
moves either the upright 784, 786 or interconnect 792,
794 (depending on which is connected to the roller 804)
back and forth through an angle. The interconnect 792,
794 or upright 784, 786 may be attached to the roller 804
either by a one-way bearing or a ratchet and pawl as-
sembly. In either case, as the driving element is moved
backward (that is, toward the treadle 12 rear), it rotates
the roller 804 and thus the overlying belt 18. As the driving
element moves forward with the motion of the handle bar
788, 790, the bearing free wheels or the pawl slips along
the ratchet (i.e., the element operably connecting inter-
connectand roller disengages). This disengages the driv-
ing element from the roller 804, thus ensuring that the
treadle belt 18 is not moved against the natural direction
of motion of a user’s foot.

[0233] Fig. 76 displays another embodiment 800 of an
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exercise device incorporating dual deck treadles 808. In
this embodiment, the vertical motion of the treadles may
be driven by the reciprocating pivoting motion of the han-
dle bars 810. The handle bars 810, at one end, attach
pivotally to the frame 14 at a midpoint of the frame’s
length. A protrusion 812 extends inwardly from each han-
dle bar 810. This protrusion 812 is shown in Fig. 76 in
the middle of the handle bar joint 814, although the pro-
trusion may not be externally visible in some embodi-
ments. The protrusion 812 seats inside a slot 816 along
the side of the treadle assembly 808. As the handle bar
810 is pushed forward, the protrusion 812 slides along
the treadle slot 816, which in turn forces the treadle 808
front up. Similarly, as the handle bar 810 is moved to-
wards the back of the treadle 808, the combination of
protrusion 812 and slot 816 drives the treadle front to
pivot downwardly. Generally, each treadle 808 is affixed
at and rotates about an axle 818 running through the rear
of the treadles. Accordingly, the "up" and "down" motions
herein described are also rotational or angular in nature
about the rear of the treadle 808. Additionally, both han-
dle bars 810 are typically rotationally affixed to a point
820 on the exercise device 806 (or points lying along a
parallel line perpendicular to the long axis of the exercise
device) as far forward as the front end of the treadle slot
816 or slightly further (as shown in Fig. 76), when the
treadle 808 is in a fully down position. The handle bars
810typically rotate around this point 820, and accordingly
may be attached by any means permitting such rotational
motion. Although the treadle slot 816 is shown in Fig. 76
as extending along approximately the first half of the trea-
dle 808, it may be positioned at any point along the trea-
dle. The longer the treadle slot 816, the greater the an-
gular motion of the treadle 808. Similarly, the closer to
the treadle rear the slot is located, the higher the angle
achieved by the treadle around the axle.

[0234] Insome embodiments, the treadles 808 may be
attached to one another with an interlink 822 (shown in
phantom in Fig. 76). Generally, the interlink 822 is a me-
chanical linkage capable of transferring motive power
from one treadle 808 to another. The rocker interconnect
assembly may be substituted for the interlink, in some
embodiments, either the interlink 808 or the aforemen-
tioned common axle 808 is used, but many embodi-
ments-may employ both. As one treadle 808 moves in a
given direction (up or down), the interlink 822 drives the
second treadle in the opposite direction. The interlink 822
may, for example, take the form of a pivotable Z- or C-
shaped member (a Z-shaped interlink is shown in Fig.
76) with the left and right members 824, 826 each at-
tached to a slot, chamber recess, or hinged element of
an opposing treadle 808. Generally, the left and right
members 824, 826 are attached to the inside sidewall or
bottom frame of the treadle in such a manner as to avoid
interfering with the motion of the treadle or associated
belt 18. To continue the example, as one treadle 808 is
pushed down, the left member 824 may slide along the
recess defined in the left treadle 808 or rotate about the
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hinged element of the interlink, moving in a generally
downward direction with the treadle. This motion pivots
the interlink 822 aboutits pivot point, which in turn pushes
the right member 826 in a generally upward direction
along the right treadle’s recess, thus exerting an upward
force on the second treadle and causing it to rise.
[0235] In the event that the handle bars 810 and/or
uprights (if used and discrete from the handle bars) are
attached to the treadles 808 with a protrusion 812 and
slot 816 mechanism, as shown in Fig. 76, the interlink
822 may also drive the handle members 810 back and
forth. Even without an interlink 822, the handles may be
driven by treadle 808 motion where, for example, the
rising and falling of each treadle is controlled either by a
servomotor or resistive element, such as a torsional
spring or piston (not shown).

[0236] Theexercisedevice may useresistive elements
to enhance a workout. For example, Fig. 77 displays an
embodiment of an exercise device 828 incorporating re-
sistive elements 830 in a handle bar structure 832. Gen-
erally, the exercise device 828 includes two treadles 834
and two handle bars. As with previous embodiments, the
front of the treadles 834 are capable of an up and down
reciprocating motion, while the back of each treadle gen-
erally neither rises nor falls. The treadle backs are affixed
to a main frame 14 or other portion of the exercise device
828 in such a manner as to allow the treadles 834 to
rotate around rear ends of the treadle as the front of the
treadles raise and lower.

[0237] Each handle bar 832 typically is anchored to a
front body structure 836 by an upright 838, or may alter-
nately be attached directly to the front body structure.
The handle bar 832 is pivotally or slidably coupled to the
upright 838. In the present embodiment, the connection
takes the form of a hinge or pivot 840. Each handle bar
is also affixed to a piston or other resistive element 830,
which in turn is attached to the front body structure 836.
Although a piston 830 is shown in Fig. 77, a spring mem-
ber may be substituted. The portion of the handle bar
832 behind the pivot point is referred to as the "handle
rear" 842, while the portion in front of the pivot point is
the "handle front" 844.

[0238] Generally, the piston 830 resists the motion of
the handle bar 832, exerting force on the front 844 of the
handle bar in the same direction as that placed on the
handle rear 842. Since the handle front and rear pivot
about the hinge 840, the piston 830 increases the diffi-
culty of moving the handle 832. This, in turn, may provide
auser of the exercise device 828 with an enhanced upper
body workout experience. In alternate embodiments, the
front body structure 836 may be omitted and the pistons
830 may attach to other portions of the workout device.
[0239] Additionally, and with reference to both Fig. 77
and 78, the piston rod 848 may extend through the piston
body 850 and into the front body structure or frame 14,
ultimately affixing to a portion of the treadle assembly
834, such as a front roller 852. In such an embodiment,
the piston 830 may pull or push the treadle 834 in the
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same direction of motion as the handle front 844 (or han-
dle 832 in Fig. 78). The weight of the treadle 834 (and
any user standing on it) may provide additional resistance
to the handle bar 832 motion, further increasing the force
necessary to move the handle bar. In this embodiment,
the interior side walls of the front body structure 836 or
frame 14 each include a slot (not shown). The slot may
be curved or straight. The piston rod 843 attaches to the
treadle 834 through the slot; the slot further allows the
treadle to move in an up-and-down manner while remain-
ing attached to the rod.

[0240] In some embodiments 846, the piston 830 may
be placed between the handle bar 832 and front body
structure 836, with the aforementioned upright 838 omit-
ted. In such embodiments, the hinge 840 is the connec-
tion point between handle bar 832 and body structure
14. This is shown to better effect in Fig. 78.

[0241] This embodiment 846 affixes each handle bar
832 to the treadle structure 834 (or main frame 14) by a
hingedjoint840. Aresistive element 830, such as a piston
dampener, is typically attached at one end to the handle
bar 832 at some point along the length of the handle bar
above the hinged joint 840, and is attached at the other
end to a portion of the main frame 14. Generally, the
hinged joint 840 acts as a fulcrum about which a handle
bar 832 may revolve. The piston 830 attaches to the han-
dle bar 832 at some point between the hinged joint 840
and handle bar end. The main frame 14 or treadle as-
sembly 834 serves as an anchoring structure for the pis-
ton, securing the piston 830 and distributing the resistive
force generated by the piston across a sufficiently large
stationary mass to prevent unwanted motion of the ex-
ercise machine 846. As with the embodiment shown in
Fig. 77, the piston generally resists motion of the handle
bar. Here, however, the resisted motion is primarily lat-
eral and angular, rather than the primarily vertical motion
produced by the embodiment shown in Fig. 77.

Figs. 79A-81: Rear Pivot Height Adjustment

[0242] Figs. 79-79 display various views of one em-
bodiment of an adjustment mechanism 854 configurable
to adjust a rear pivot height of a treadle 12. Generally,
the embodiment 854 may be used with any of the treadles
described herein. The following discussion of the adjust-
ment mechanism 854 makes reference to, and assumes
that, a single adjustment mechanism is employed to ad-
just the height of each treadle 12. It should be noted that
one adjustment mechanism 854 may be configured to
adjust the height of multiple treadles 12 in alternate em-
bodiments.

[0243] Turning now to Fig. 79, a side view of a pair of
treadles 12 operably connected to the present embodi-
ment of an adjustment mechanism 854 may be seen. A
portion of the mechanism affixes to a treadle base, the
main frame 14, or another stable portion of the exercise
device (a "support element"). In this context, "stable" re-
fers to a portion or element of the exercise device 10 that
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does not move with the movementof one or both treadles.
Typically, the embodiment 854 includes opposing side
brackets 856, each of which are affixed to the support
element. A slot 858 is formed in each side bracket, and
extends generally vertically from the support element. In
alternate embodiments, the slot 858 may extend at an
angle from the support element, may be arcuate, may
run parallel to the support element (to vary lateral treadle
12 placement), and so forth.

[0244] Anadjustor pin 862 is atleast partially held with-
in one slot 858, operably connects to at least one height
adjustment element 860, runs through a rear roller 864,
aperture, or space within the treadle (shown in Fig. 79C),
and terminates in a second slot. In an alternate embod-
iment, the adjustor pin 862 may terminate in a series of
recesses designed to accept the pin end, or may termi-
nate at a second height adjustment element 860. In yet
another embodiment, the height adjustment element 860
may be located on the side of the treadle 12 opposite the
support bracket 856, and the pin 862 may terminate at
the height adjustment element. The height adjustment
element 860 may be configured to allow for either con-
tinuous or discrete adjustment.

[0245] The general operation of the embodiment 854
is now described with reference generally to Fig. 79A.
The height adjustment element 860 may be manipulated
to raise or lower the adjustor pin 862. As the position of
the adjustor pin is modified, the rear of the treadle 12 is
raised or lowered accordingly. In the present embodi-
ment 854, such raising and lowering affects only the
height of the treadle 12 rear. The height of the treadle
front, as well as the overall treadle throw, remain un-
changed. Typically, the top and bottom of the slot 858
define the maximum and minimum heights to which the
pin 862 may be raised or lowered. (For reference, "throw"
is defined the vertical distance traveled by the treadle
front between the lowest and highest points of the trea-
dle’s vertical motion.)

[0246] Fig. 79B displays an isometric view of the
present adjustment mechanism 854, as viewed from the
interior of the support bracket 856 (the treadle 12 side).
Here, the height adjustment element 860 takes the form
of a threaded lead screw, while the operable connection
between the adjustor pin 862 and height adjustment el-
ementis a threaded adjustor 866 or sleeve. The threaded
adjustor 866 is prevented from rotating by the pin 862.
Accordingly, as the lead screw is turned 860, the thread-
ed adjustor is drawn up or down the body of the screw,
depending on the direction in which the screw is turned
and the threads run. As the adjustor sleeve 866 moves,
the pin 862 and treadle assembly 12 also move.

[0247] Fig. 79C displays a back view of a treadle 12
attached to the present embodiment of a height adjust-
ment mechanism 854. As can be seen, the adjustment
mechanism 854 shown in Fig. 79B extends along both
sides of the treadle 12. Alternate embodiments may em-
ploy a single threaded adjustor 866 and screw 860 locat-
ed only on one side of the treadle, rather than the double
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arrangement shown.

[0248] As also shown in Fig. 79C, the motor may be
encased in a motor case 868. The motor case 868 may
also be affixed to one of the treadle assembly 12, thread-
ed adjustor 860, or adjustor pin 862 in order to permit the
motor case to raise and lower along with the treadle. In
this manner, proper tension is maintained in a drive belt
(not shown in Fig. 79C) running between the motor and
a treadle roller 864, thus permitting mechanized opera-
tion of the treadle 12 without unduly loosening or tight-
ening the drive belt. Were the drive belt affixed to a sup-
port element and unable to move up and down, lowering
the treadle 12 might unduly slacken the belt, thus pre-
venting the motor from properly driving the treadle. Sim-
ilarly, where the treadle 12 is raised in such a scenario,
the length of the drive belt may prevent the treadle from
rising past a certain height.

[0249] Fig. 79D displays an apparatus 870 for tension-
ing a drive belt 874 attached to both a height-adjustable
treadle, such as that depicted in Figs. 79A-79C, and non-
height-adjustable motor. A tensioner 870 may engage
the belt 874. In the present example, the tensioner may
consist of a base 876 mounted on a support element, a
spring or elastic body 878, and a roller 872 engaging the
belt. The spring 878 is configured to pull the roller 872
downward with sufficient force to maintain the proper
drive belt 874 tension. As the treadle 12 is raised, the
spring 878 is stretched, which exerts additional down-
ward force on the belt 874 through the roller 872. Simi-
larly, as the treadle is 12 lowered the spring contracts,
exerting less downward force on the belt through the roll-
er. The spring 878 is typically calibrated to ensure the
proper tension is maintained in the drive belt 874 regard-
less of the treadle height, presuming the treadle height
stays within the adjustment range of the height adjust-
ment element 869.

[0250] In another embodiment (not shown), the ten-
sioner 870 may be replaced by a tension bar. The bar
may be attached at one end to the adjustor pin 862 and
the motor case 868 at the other. As the pin is raised and
lowered, the tension bar may move the motor case back
and forth along an arcuate or slanted slot in the support
element 856. Because the tension bar is of fixed length,
the distance between the motor and treadle roller varies
only minimally. This ensures that the drive belt 274 ten-
sion is maintained within a proper range.

[0251] Inyetanother embodiment, the tension bar may
be omitted, permitting a user to slide the motor case 868
along the arcuate slot as necessary to maintain drive belt
tension. In such an embodiment, the motor case 868 may
be fixed in place with a clamp, screw, or other similar
device to ensure the motor does not slide when activated.
[0252] Alternate embodiments may employ different
height adjustment mechanism 854. For example, the
lead screw 860 may be replaced by a series of brackets
attached to, or angled slots or recesses formed in, the
support bracket 856. The adjustor pin 862 may be seated
in a bracket, slot, or recess to change the treadle height.
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In yet another embodiment, the height adjustment ele-
ment 860 may take the form of a jack capable of raising
the pin. In a further embodiment, the adjustor pin 862
may be a biased "pop pin" capable of being pulled away
from the surface of the height adjustment element, and
automatically returning to an engaging position with the
adjustment element when the pin is released.

[0253] As mentioned elsewhere in this document, the
treadles 12 may be locked at an angle to simulate a single
treadmill operating either levelly, at an incline, or at a
decline ("locked mode"). The treadles may also freely
reciprocate ("unlocked mode"). Fig. 80A displays the
treadles operating in an unlocked mode, with the treadle
rear in a lowest position afforded by the above-refer-
enced adjustment mechanism 854. Colloquially, the low-
est position of the adjustment mechanism 854 is referred
to as "high position" because it affords the greatestincline
angle between the treadle rear and the treadle front,
when the treadle front is at its maximum operating height
(i.e., the greatest range of angular motion by the treadle
aboutthereartreadle axle). Fig. 80B displays the treadles
16 locked in high position.

[0254] Just as the treadles 12 may occupy a high po-
sition, so may they occupy a low position. Generally, the
low position of the treadles 12 corresponds to the maxi-
mum height to which the rear of the treadles may be
raised by the adjustment mechanism 854. This creates
a minimum incline angle between the treadle rear and
front when the treadle front is at its maximum operating
height. Depending on the treadle 12 throw, this may cor-
respond to a decline angle for the treadles, even when
the treadle front is at maximum extension. Fig. 81 dis-
plays one treadle 12 occupying each of the high and low
positions discussed above with respect to Figs. 80A and
80B. One treadle 12 is shown in each position. The rear-
most treadle is in the high position, while the frontmost
treadle occupies the low position. As shown in Fig. 81,
the treadles’ 12 heights may be independently adjusted
in some embodiments to permit each treadle to occupy
a different position.

[0255] As previously mentioned, the treadle rear
heights may be independently adjusted where each trea-
dle 12 is provided with a discrete adjustment mechanism
854. In such a case, the treadles may actually be set for
different incline or decline angles, permitting a user to
tailor the angle of operation of the treadles as desired.

Figs. 82-83F: Treadle Throw Adjustment Mechanism

[0256] Fig. 82 displays an embodiment of a treadle
throw adjustment mechanism 880. The embodiment may
alter the starting and stopping points of the throw of one
or both treadles 12 (i.e., the angles defining the lowest
and highest points of the treadle’s vertical motion, as
measured from the main frame or exercise device base).
"Throw" refers generally to the vertical distance traveled
by a treadle 12. Additionally, the embodiment may also
change the angle through which the treadle travels during
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its vertical motion.

[0257] The physical structure of the throw adjustment
880 will now be described with respect to Figs. 82-83B.
A pivot support 882 may be attached to the main frame
14 or another stable portion of the exercise device 10 (a
"support element"). In this context, "stable" refers to a
portion or element of the exercise device that does not
necessarily move with the movement of one or both trea-
dles. A throw bar 884 is rotatably attached to the pivot
support 882 about a pivot point 886. The throw bar 884
extends in both directions beyond the pivot point 886,
and runs perpendicular to the longitudinal axis of the trea-
dles 12. Although only one direction of extension is shown
in Fig. 88, both directions of extension are more clearly
shown in Fig. 83A. The throw bar 884 may oscillate
through a fixed angle of motion about the pivot point 886.
The throw adjustment 880 is operationally attached to
the treadle 12 by means of the angle adjustment struc-
ture, as described in more detail below.

[0258] A throw adjust bracket ("throw adjust") 888 sur-
rounds a portion of the throw bar. Connected to the throw
adjust is an throw handle 890, also referred to as a throw
pull. A series of throw recesses 892 are defined at fixed
intervals along the longitudinal axis of the throw bar 884.
An throw pin 894 (the end of which is shown in Fig. 82)
passes through at least a portion of an throw recess as
well as an egress in the throw adjust, and is fixedly at-
tached at one end to the throw handle. Fig. 83B displays
an isometric view of the throw adjust 888 and throw pull
890.

[0259] The throw handle 890 may be pulled outwardly,
away from the throw bar 884 and adjust 888, in order to
unseat the throw pin 894 from the throw recess 892.
When the throw pin is unseated, the throw adjust may
be moved along the longitudinal axis of the throw bar.
Because the throw pull 890 is affixed to the throw adjust
888, the pull and pin 894 may also move with the throw
adjust. In an alternate embodiment, the throw pull 890
may be removably attached to the throw adjust 888, thus
permitting the pull and throw pin 894 to be completely
removed from and inserted into the embodiment. When
the throw adjust 888 is positioned with its egress over an
throw recess 892, the throw pin 894 may be inserted into
the recess, thus securing the throw adjust structure to
the throw bar 884. In an alternate embodiment, the throw
pull 890 and throw pin 894 may be spring biased towards
the center of the throw bar 884. Accordingly, the throw
pin may be automatically forced into a properly aligned
throw recess. Such biasing may also assist in keeping
the throw pin 894 in place during operation of the mech-
anism. Colloquially, this structure is referred to as a "pop
pin."

[0260] Reference is now made to Fig. 83C to describe
the various adjustments possible with the present throw
adjustment mechanism 880. Generally, the farther away
from the pivot point 886 the throw adjust 888 is seated,
the greater the vertical distance (translated to angle)
traveled by the treadle 12 during operation. This is shown
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in Fig. 83C, represented by the angle bars occupying
positions "B." The corresponding stroke angle aB, rep-
resenting the angle between the treadle’s minimum and
maximum heights, is also shown.

[0261] By moving the throw adjust 888 closer to the
pivot point 886 and seating the throw pin, the vertical
distance ("throw") through which the treadle 12 travels
may be minimized. Accordingly, moving the throw adjust
888 and angle bars from positions "B" to positions "A"
decreases angle a, as shown on Fig. 83C, from angle
aB to angle aA. This corresponds to moving the throw
adjusts 888 and associated angle bars 896 from position
"B" to position "A" on Fig. 83D.

[0262] The treadle 12 will still experience some throw,
regardless ofin which of the throw recesses 892 the throw
pin 894 sits, unless an embodiment of the mechanism
permits the throw pin to be seated exactly at the pivot
point 886. Because the treadle 12 has a fixed length, the
closer the throw adjust 888 sits to the pivot point, the
greater the angle of the treadle incline, both at the max-
imum and minimum throw points, presuming the distance
between the throw bar 884 and treadle base remains
constant. Similarly, the closer the throw adjust 888 sits
to the pivot point, the smaller the angle of operation
(stroke angle a. on Fig. 83C) experienced by the treadle
12, again presuming the distance between the throw bar
884 and treadle base remains constant. The "angle of
operation" refers to the angle traveled by the treadle 12
base as the treadle front travels from its minimum to max-
imum operational height.

[0263] Returning to Fig. 82, in addition to adjusting the
throw, the embodiment 880 may also adjust the angle of
the treadle 12 at both its minimum and maximum vertical
extension (the "starting angle" and "stopping angle," re-
spectively). An angle bar 896 is hingedly attached to the
throw adjust 888. The hinge attachment ensure that the
angle bar 896 remains vertical as the throw bar 884 os-
cillates. Like the throw bar 884, the angle bar 896 includes
a series of angle recesses 898 linearly defined along its
longitudinal axis. An angle pin 899 may be seated in an
angle recess. The angle pin 899 is fixedly attached to an
angle pull 897, and may be unseated from the angle re-
cess 898 by moving the angle pull away from the angle
bar 896. Generally, the angle pull 897 is operationally
attached to an angle adjust 895. The angle adjust 895
includes an angle egress (not shown) through which the
angle pin 899 at least partially passes. When the angle
pin is removed from an angle recess, the angle adjust
may slide along the angle bar. Placing the angle pin 899
in an angle recess fixes the angle adjust 895 in place.
[0264] As with the throw pull 898, the angle pull 897
and angle pin 899 may be fully detachable from the angle
adjust 895, or the angle pull may only be moved a fixed
distance away from the angle adjust. Further, the angle
pull 897 and pin 899 may be spring biased toward the
angle bar 896/angle recesses as described above with
respect to the throw pin 894, taking the form of the afore-
mentioned pop pin.
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[0265] The angle adjust 895 is attached to the treadle
assembly 12 (generally to the treadle base) by a treadle
attachment (not shown) located at the top end of the an-
gle adjust. The treadle attachment may mate with a re-
ceiving cavity or slot running perpendicular to the trea-
dle’s 12 longitudinal axis, or in the same direction as the
throw bar 884. This structure is referred to herein as a
"treadle underslot." As the throw adjust 888 is moved
along the throw bar 884, the treadle attachment moves
along the treadle underslot in order to keep the angle bar
896 in a relatively vertical orientation. Alternately, the
treadle attachment may take the form of a U-joint mated
with the fixed rear of the treadle 12. The U-joint may main-
tain the upright orientation of the angle bar 896. Similarly,
the attachment between the throw adjust 888 and angle
bar 896 may also be a U-joint.

[0266] Again with reference to Fig. 83C, as the angle
adjust 895 is moved along the angle bar 896, the distance
between the throw bar 884 and treadle 12 base varies.
As this distance changes, the starting and stopping an-
gles also change, although the stroke angle may notvary.
Generally, as the angle adjust 895 approaches the throw
bar 884, the starting and stopping angles become more
acute (decrease), while the starting and stopping angles
become more obtuse (increase) as the angle adjust
moves away from the throw bar. Effectively, the starting
and stopping angles are each offset from a base plane
by angle B, as shown on Fig. 83C. When the angle adjust
895 is in position "C" along the angle bar 896 (see Fig.
83F), the offset angle is equal to angle BC. If the angle
adjust 895 is moved to position "D," the offset angle in-
creases to angle RD.

Figs. 84A, 84B and 86: Modular Configurations

[0267] The exercise device 10 may employ a variety
of modular configurations, which may facilitate shipping,
packing, storage, and so forth. Figs. 84A and 84B display
one embodiment of a modular treadle and frame config-
uration 1200. Generally, the embodiment includes at
least one treadle assembly 1202, main frame assembly
1204, connector 1206, and optionally, a cover 1208 (cov-
er shown to best effect in Fig. 84B). Broadly, the treadle
assembly 1202 may be mounted within the main frame
assembly 1204 and attached thereto by the connector
1206. The connector 1206 may be designed to be re-
movable in order to allow the disassembly of the embod-
iment 1200, in which case the treadle assembly 1202 is
removably mounted to the main frame assembly 1204,
or the connector may permanently affix the treadle as-
sembly to the main frame assembly. In either event, the
general construction of the embodiment 1200 from its
constituent parts is essentially the same.

[0268] Withreferenceto Fig.84A,thetreadle assembly
1202 includes a continuous treadle belt 1208, one roller
1210 located at each end of and inside the treadle belt,
and a belt gear 1212 affixed to an axle 1214 extending
through the roller at the treadle rear end. The axle 1214
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may also be an integral part of the roller 1210 rather than
simply extending therethrough. In the present embodi-
ment 1202, the free end of the axle 1214 is threaded to
receive an axle connector 1216 taking the form of a lug
nutor screw cap. In alternate embodiments, the axle con-
nector 1216 may snap- or pressure-fit onto the axle 1214
instead of being screwed thereon, or an adhesive bond
between the two may be created.

[0269] The axle 1214 is sized to fit within a slot 1218
formed on a slotted receptor 1206. The diameter of the
axle shaft may be less than the slot 1218 width, or a
groove having such a diameter may be formed at a spe-
cific point along the axle length. The groove (not shown)
may aid in properly aligning the axle 1214 with the slotted
receptor 1206, in addition to assisting in securing the axle
to the receptor.

[0270] Whenthe axle 1214 is properly aligned with and
resting within the slot 1218, the belt gear 1212 rests on
a drive gear 1220 of the main frame assembly 1204. The
drive gear 1220 is operationally connected to, and is ro-
tated by, a motor 1222. The motor, in turn, is secured to
a base 1226 of the main frame assembly, typically at one
of the frame rear corners. In the present embodiment,
the motor 1222 is affixed to the base 1226 by several
screws, bolts, or other connectors 1224, although other
embodiments may adhere the motor to the base or strap
it thereto. The main frame assembly 1204 may include
a rotating extendable stabilizer element 1228, such as a
shock having dampening capabilities (shown in dashed
lines on Fig. 84A), hingedly attached along one side of
the main frame assembly 1204 and capable of being af-
fixed to a portion of the treadle assembly 1202. Alternate-
ly, a slidable, fixed-length stabilizer element may extend
perpendicular to the base 1226, and be affixed to both a
first stabilizer slot within the side of the main frame as-
sembly and a second stabilizer slot within the side of the
treadle assembly. Such additional stabilizer elements are
optional, and are notrequired in the present embodiment
1200.

[0271] Although a single treadle assembly 1202 is
shown being mounted to the main frame 1284 in Fig.
CH15A, two treadle assemblies may be mounted side
by side within a single frame. Generally, the treadle as-
semblies 1202 are both mounted with the beltgears 1212
facing inwardly. In one embodiment, a slotted receptor
1206 may be affixed to the sidewall of the mainframe
1204 at each corner of the frame rear, so that each re-
ceptor may receive an axle 1214 of a treadle assembly
1202. In another embodiment, a treadle assembly 1202
may lack an axle 1214 extending beyond the roller body
1210, and the slotted receptor 1206 may be omitted. In
this latter embodiment, the axles 1214 of both treadle
assemblies 1202 may extend slightly beyond the surface
of the belt gear 1212 and be adapted to mate with one
another to allow both assembilies to be driven by a single
motor 1222. The axles, for example, may be joined by a
connector.

[0272] Fig. 84B displays the drive gear 1220 and motor
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assembly 1222 of the embodiment shown in Fig. 84A,
with two treadle assemblies 1202 mounted thereto. The
drive gear 1220 extends sufficiently beyond the end of
the drive motor 1222 to engage both belt gears 1212. As
the motor 1222 operates, it turns the drive gear 1220,
which in turn rotates the belt gears 1212. One or more
optional drive belts (not shown) may be looped around
the drive gear 1220 and one or both belt gears 1212 at
sufficient tension to assist in turning the belt gears. The
drive belt may also aid in stabilizing the treadle assem-
blies 1202, as well as securing the treadles to the main
frame 1204. A cover 1208, attached to the treadle as-
semblies’ frames 1230, may extend over and shield the
belt gears 1212.

[0273] Fig. 85 displays an alternate embodiment 1230
of the drive gear 1220 and motor assembly 1222 dis-
cussed with respect to Fig. 84B. In this embodiment, the
drive motor 1234 is secured to the frame base 1226 near
the middle of the rear frame sidewall, instead of in one
of the rear corners. Further, the motor 1234 is not affixed
to a drive gear, but instead to two drive wheels 1232.
Each drive wheel 1232 is slightly larger in diameter than
the motor 1234, which ensures that the wheel surface
extends above the top of the motor.

[0274] A pair of modified treadle assemblies 1236 lack
the belt gear 1212 discussed with respect to Figs. 84 and
85. Instead, the treadle belt 1238 rests directly on the
drive wheel 1232, with the treadle roller 1240 being lo-
cated above the drive wheel. When the motor 1234 is
activated, the drive wheel 1232 turns and frictionally
spins the treadle belt 1238. The drive wheel may be ro-
tated either clockwise or counter-clockwise, depending
on the motion desired for the treadles, and still drive the
treadle belt. Since the treadle assemblies 1236 lack belt
gears 1212, the cover 1208 shown in Fig. 84B is unnec-
essary.

[0275] Still with respectto Fig. 85, the diameter of each
drive wheel 1232 is typically aligned directly with the di-
ameter of the roller 1240, in such a fashion that a line
connecting the centers of the drive wheel and roller would
extend generally perpendicularly from the main frame
base 1204. This permits the treadles 1236 to pivot up
and down at the opposite treadle end without breaking
contact between the treadle belt 1238 and drive wheel
1232, orimparting undesired lateral motion to the treadle
from the rotation of the drive wheel.

[0276] Axles 1242 of the treadle assemblies 1236 may
still rest in a slot 1218, and may still be connected to a
slotted receptor 1206. Further, the axles 1242 of each
treadle assembly 1236 may extend inwardly towards the
middle of the main frame assembly 1204 and slightly be-
yond the exterior surface of each roller 1240. The axles
may be mated togetherin amanner previously described,
or may be mated through a gooseneck extension (not
shown, although a connector 1244 is depicted in Fig. 85)
affixed to a portion of the frame assembly 1204 and curv-
ing up and over the motor. The gooseneck extension, or
other connection 1244 between the axles 1242, not only
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stabilizes the treadle assemblies 1236 within the frame
1204, but also assists in regulating the motion of the trea-
dles with respect to one another.

Fig. 85: Dual Deck Exercise With Handle Motion Tied
To Treadle Motion

[0277] In some embodiments of the exercise device,
the handles may actuate the treadles in lieu of, orin con-
junction with, adrive motor. Fig. 85 displays an exemplary
embodiment 1246 of a dual-deck exercise device with
the aforementioned handle 1248 actuation. In this em-
bodiment 1246, a treadle belt 1250 motion may be pow-
ered or synchronized to a handle bar motion. Generally,
each handle bar 1248 is affixed to a portion of an exercise
device body 1252, such as a center console or main
frame, by a rotational joint 1254. The rotational joint 1254
allows the handle bar 1248 to move freely in an arcuate
manner about the joint, through a fixed angle of rotation.
Alternate embodiments may permit a user to configure
the angle of rotation of the handle bars 1248, varying
either the total angle of rotation or the starting and stop-
ping points of the angle.

[0278] Each handle bar 1248 is typically affixed to a
rotational drive element 1256. The rotational drive ele-
ment may make up the rotational joint 1254, or the drive
element may be operably connected to the handle bar
1248 by the rotational joint. The rotational drive element
1256 may, for example, take the form of a freewheel bear-
ing or ratchet and pawl arrangement. As the handle 1248
is moved in one direction, the rotational drive element
1256 engages and turns with the motion of the handle.
As the handle moves in the opposite direction, the rota-
tional drive element disengages, ceasing any movement
powered by or linked to the handle motion. The drive
element 1256 may still be subject to residual motion from
its own inertia, or the inertia of a different element of the
device.

[0279] The rotational drive element 1256 is also oper-
ably coupled to a treadle roller 1258. As the rotational
drive element 1256 moves, it turns the treadle roller 1258
in the same direction of motion. A belt 1260 extends
across the exterior roller surface. As the roller 1258 turns,
it drives the belt 1260 , imparting lateral motion to the top
belt surface. Accordingly, motive force may be trans-
ferred from a handle bar 1248 , through the rotational
joint 1254, to a rotational drive element 1256, to a roller
1258, and finally to a treadle belt 1260. In the present
embodiment 1246, the direction of powered motion of
the treadle belt 1260 corresponds to the direction of mo-
tion of the handle bar 1248 in which the rotational drive
element 1256 is engaged. That is, if the rotational drive
element is configured to engage when the handle bar
moves back and disengage when the handle bar moves
forward, then the treadle belt moves backward when the
handle bar moves backward. Continuing the example,
when the handle bar 1248 is moved forward, the rota-
tional drive element 1256 disengages and no motive
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power is provided to the treadle belt 1260.

[0280] As shown in Fig. 85, the present embodiment
1246 of the exercise device includes two treadles 1250
and two handle bars 1248, and accordingly two rotational
drive elements. Each rotational drive element 1258 is
operably connected to one handle bar 1248 in the present
embodiment, and ultimately drives only one treadle belt
1260. Alternate embodiments may employ a single drive
element for both belts.

[0281] Further, the motion of a first handle bar 1248
generally opposes that of a second handle bar in the
embodiment of Fig. 85. That is, while the first handle bar
1248 moves back, the second handle bar typically moves
forward. This simulates the arm-swinging motion making
up part of a person’s standard stride. Although the handle
bars may move in opposite directions at any given mo-
ment, the treadle belts generally move or rotate in the
same direction. Thus, both the first and second rotational
drive elements may impart motive force to the treadles
from the same handle motion (i.e., forward or backward),
which ensures that only one treadle is motively powered
by a handle at any given moment. Alternately, while the
first rotational drive element moves the treadle in the
same direction as the handle bar, the second rotational
drive element may move the treadle in the direction op-
posite the handle bar.

[0282] Fig. 85 shows the handle bars attaching to a
front portion of the exercise device, with the front roller
of each treadle fixed in place and the rear roller of each
treadle rising and falling. In an alternate embodiment, the
handle bars may be bent or canted in such a manner as
to attach to a rear portion of the device. In such an em-
bodiment, the rear roller of each treadle generally re-
mains fixed, while the front treadle vertically moves.
[0283] In yet another embodiment, the drive element
may turn a solid axle extending through both treadle belts,
rather than a single roller devoted to each treadle belt.
In yet another embodiment, the rotational drive element
may be replaced by a vertical drive element. The vertical
drive element may convert the arcuate lateral motion of
a handle bar to arcuate vertical motion for the treadle,
thus driving the up-and-down motion of one treadle, in-
stead of driving the treadle belt motion.

In yet another embodiment, the drive element may turn
a solid axle extending through both treadle belts, rather
than a single roller devoted to each treadle belt. In yet
another embodiment, the rotational drive element may
be replaced by a vertical drive element. The vertical drive
element may convert the arcuate lateral motion of a han-
dle bar to arcuate vertical motion for the treadle, thus
driving the up-and-down motion of one treadle, instead
of driving the treadle belt motion.

Figs. 87-90: Interfaces Between Treadles
[0284] For a discussion of the low friction interface be-

tween the treadles 12, reference is now made to Fig. 87,
which is an isometric view of the treadle and base frame
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portion 300 of the exercise machine 10. As indicated in
Fig. 87, a low friction surface is provided on the top sur-
face 902 or portion of the interior edge or interface of
each treadle 12. This is done so that during use of the
exercise machine in any mode, if a portion of the user’'s
foot steps downwardly on the low friction interface 902
between the treadles 12, the user’s foot can track the
movement of the belts 18 by moving rearwardly on the
low friction interface 902.

[0285] As shown in Fig. 87, the interior edge 904 or
interface of the left treadle 12A is adjacent to the interior
edge 906 or interface of the right treadle 12B. Thus, in
one embodiment, both interior edges 904, 906 have low
friction surfaces 902 and, as a result, are low friction in-
terfaces 902. In another embodiment, only one of the
interior edges 904, 906 is a low friction surface 902. In
one embodiment, each low friction surface 902 extends
generally the entire length of the treadle 12. In another
embodiment, each low friction surface only extends over
a portion of the entire length of the treadle 12.

[0286] For purposes of this discussion, "low friction
surface" is defined as being any type of surface where a
foot or shoe of a person using the exercise machine may
easily, slidably or rollably displace along the surface with
minimal frictional adhesion between the surface and the
foot or shoe. For example, as shown in Fig. 88, which is
an enlarged isometric view of the low friction interface
902 illustrated in Fig. 87, in one embodiment, a "low fric-
tion surface" includes a slick, slidable surface. In one
embodiment, the slidable surface is formed of TEFLON
™ "nylon, or another polymer having a low coefficient of
friction. In one embodiment, the slidable surface is a ma-
terial having a low coefficient of friction that is further
lowered by the application of a lubricant (e.g., a light ail,
wakx, silicone, etc.).

[0287] In another embodiment, as shown Fig. 89,
which is an enlarged isometric view of the low friction
interface illustrated in Fig. 87, a "low friction surface" 902
includes a set of rollers 908. In one embodiment, the
rollers 908 are cylindrically shaped with longitudinal axes
perpendicular to the travel direction of the treadle belt
18. In another embodiment, the rollers 908 are spheri-
cally shaped.

[0288] In one embodiment, the "low friction surface"
902 includes a combination of rollers and slick, slidable
surfaces. In one embodiment, one low friction interface
may have rollers and the other low friction interface may
have a slick, slidable surface.

[0289] By using a "low friction surface" 902 at the in-
terfaces of the treadles 12, the user’s foot or shoe is more
easily able to move with the belts 18 during treadmill op-
eration. This reduces the chances that the user will stum-
ble and/or fall.

[0290] Besides providing the low friction surface 902
at the interior edges 904, 906 or interfaces of the right
and left treadles 12, the low friction surface may addi-
tionally be provided in other locations. For instance, in
one embodiment, the exterior edges and surfaces of the
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treadles 12 are provided with a low friction surface. Also,
in one embodiment, as shown in Fig. 90, which is an
isometric view of the treadle and base frame portion 300
of the exercise machine, the machine may be equipped
with a third or middle treadle 910. As illustrated in Fig.
90, the third or middle treadle 910 is located between the
left and right treadles 12. The left and right treadles 12
are equipped with a displaceable belt 18 or tread and the
third or middle treadle 910 is provided with a "low friction
surface" as defined above. Thus, in one embodiment,
the low friction surface of the middle treadle 910 includes
a set of rollers. In another embodiment, the low friction
surface of the treadle includes a slick, slidable surface,
which may or may not be lubricated. Alternatively, in one
embodiment, the middle treadle’s low friction surface is
adisplaceable treadle belt similarly configured to the dis-
placeable treadle belts described elsewhere in this spec-
ification.

[0291] As indicated in Fig. 90, if a portion of a user’s
foot 912 accidentally steps on the middle stationary trea-
dle 910 during use, the user’s foot 912 can move along
with the belt 18 of the adjacent treadle 12. Thus, the mid-
dle treadle 910 with its low friction surface reduces the
potential for tripping or falling.

[0292] In one embodiment, as shown in Fig. 90, a bi-
asing mechanism 428, such as a coil spring 428 or set
of coil springs, upwardly biases each treadle 12 and, as
a user steps on a particular treadle, the treadle 12 moves
downward. In one embodiment, a coil spring 428 engag-
es a flange 430 protruding outwardly from the frame 52
of thetreadle 12in order to support the treadle and couple
the treadle with the base frame 14 of the exercise ma-
chine. In other embodiments, the treadles 12, including
the middle treadle 910, are biased in the upward position
by other biasing mechanisms or means as described
elsewhere in this specification. In one embodiment, a bi-
asing mechanism 428 (e.g., a spring structure, etc.) at-
tached to the middle treadle 910 causes the middle trea-
dle 910 to remain in the upward position unless stepped
on by the user. Once released, the biasing element 428
causes the middle treadle 910 to return to the upward
position.

[0293] In one embodiment, the middle treadle 910 can
pivot to be flush with the highest portion of an upwardly
moving treadle 12. For example, the middle treadle 910
tracks the highest treadle 12, which at this point in the
example is therighttreadle 12B, downwardly to a midway
position where the left and right treadles 12 are generally
even in height. At that point, unless the middle treadle
910 is being stepped on, the middle treadle 910 tracks
the left treadle 12B upward to its peak height. As the left
treadle 12A begins its descent, the middle treadle 910
tracks the left treadle 12A to the midway position, where
the middle treadle 910 again begins to track the right
treadle 12B upward, unless the middle treadle 910 is be-
ing stepped on. Thus, if a user steps partially on the high-
esttreadle 12 and partially on the middle treadle 910, the
middle treadle 910 is at the proper height.
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Fig.91:Dual Treadle with Rollers Providing a Striding
Surface

[0294] For a discussion of an embodiment of the ex-
ercise machine having an alternative tread surface, ref-
erence is now made to Fig. 91, which is an isometric view
ofthe treadle and base frame portions 300 of the exercise
machine 10. As shown in Fig. 91, each tread surface 914
(i.e., the displaceable upper surface of a treadle 12 in-
tended to be treaded on by a user’s feet or shoes) in-
cludes a plurality of adjacent, coplanar rollers 916. Thus,
in this embodiment, the plurality of rollers 916 has been
substituted for the displaceable belt 18 utilized as the
tread surface 914 in some of the other embodiments de-
scribed in this specification.

[0295] As shown in Fig. 91, the left and right treadles
12A, 12B are pivotally attached to the base frame 14
through two or more link members 918 that may be weld-
ed or integral to the base frame 14 and extend upwardly
therefrom. In one embodiment, a pivot shaft 330 or mem-
ber extends through a treadle frame 52, thereby permit-
ting the treadle frame 52 to pivot about the shaft 330. In
one embodiment, the treadles 12 share the same pivot
shaft 330. In another embodiment, each treadle 12 pivots
about its own pivot shaft 330 and, the pivot shafts 330
are axially aligned along the same axis. Thus, in one
embodiment, regardless of whether the each treadle 12
has its own pivot shaft 330 or whether the treadles 12
share a pivot shaft 330, the treadles 12 are pivotably
displaceable about a single rotational axis.

[0296] As indicated in Fig. 91, in one embodiment, a
plurality of rollers 916 are positioned within the treadle
frame 52 in a co-planar or substantially co-planner (such
as with a concave or convex plane) arrangement. In one
embodiment, the rollers 916 are supported in the treadle
frame 52 by a plurality of rods about which the rollers can
rotate during operation. In one embodiment, the rollers
916 may be freewheeling. In another embodiment, the
rollers 916 are interconnected through the use of a drive
belt, chain, or gearing mechanism, such that the rotation
of the rollers can be controlled to provide a selectable
amount of resistance to rotation. For instance, a drive
mechanism or motor 88 may be provided about the rear
portion of the treadle 12. The drive mechanism may have
a control, such as an electrical control, located on the
center console or handlebar of the exercise machine so
that the user can easily regulate the amount of resistance
or the rotational speed of the rollers 916. The treadles
12 can be used with springs or dampeners if desired to
condition the motion of the treadles 12.

Figs. 92-105: Treadle Frames with Pivot Location Be-
tween Ends of Treadle

[0297] For adiscussion of the various manners of cou-
pling the treadle frames 52 to the base frame 14, refer-
ence is now made in turn to Figs. 92. Fig. 92 is an iso-
metric view of the treadle and base frame portion 300 of
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the exercise machine 10. As shown in Fig. 92, in one
embodimentthe base frame 14 is coupled with the treadle
frame 52 at a point or location between the longitudinal
ends of each treadle 12. Specifically, a frame member
918 extends upwardly from the base frame 14 and the
treadle frame 52 is pivotally attached to the frame mem-
ber 918 at a point between the longitudinal ends of the
treadle 12. As indicated in Fig. 92, treadles 12 can be
pivoted at locations other than the rear end of a treadle
or other than at a treadle’s rear roller 30.

[0298] As illustrated in Fig. 92, in one embodiment, an
elongated pivot rod 330 extends from a first frame mem-
ber 918 to a second frame member 918 through both the
left and right treadle frames 52 so as to pivotally support
the left and right treadles 12A, 12B at a pivot point located
between the ends of the treadle. In other words, the left
and right treadles 12A, 12B share the same pivotrod 330
and are rotationally displaceable about the same rota-
tional axis.

[0299] In another embodiment, each treadle 12 has its
own pivot rod 330 about which the treadle is rotationally
displaceable. Each pivot rod 330 is supported by frame
members 918. The pivot rods 330 are axially aligned and,
as aresult, the leftandrighttreadles 12A, 12B pivot about
the same rotational axis.

[0300] The frame members 918 are sized so as to pro-
vide a vertical offset between the treadles 12 and the
base frame 14. This allows the treadles 12 to be pivoted
to various desired positions or orientations during use.

Figs. 93-94

[0301] For adiscussion of another manner of coupling
the treadle frames 52 to the base frame 14, reference is
now made to Figs. 93 and 94, which are, respectively,
an isometric view and a right side elevation of the treadle
and base frame portion 300 of the exercise machine. As
shown in Figs. 93 and 04, in one embodiment, triangular
frame members 52 are provided to pivotally couple the
treadles 12 to the base frame 14 of the exercise machine.
In one embodiment, each treadle 12 is coupled to the
base frame 14 by a single triangular frame member 52.
In another embodiment, each treadle 12 is coupled to
the base frame 52 by a pair or set of triangular frame
members 56.

[0302] Asindicated in Figs. 93 and 94, the pivot points
330 between the base frames 14 and the triangular mem-
bers 52 are between the ends of the top surface of the
treadles 12, but offset away from the top surface of the
treadles. Thus, the ends of the top surface of the treadles
12 and the pivot point 330 form the three points of a tri-
angle when viewed from the side as shown in Fig. 94.
[0303] As shown in Figs. 93 and 94, in one embodi-
ment, a single pivot rod 330 extends through the trian-
gular frame member 52 or members coupled to the right
treadle 128, the triangular frame member 52 or members
coupled to the left treadle 12A, and the base frame 14
so as to pivotally support the left and right treadles 12A,
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12B. In other words, the left and right treadles 12A, 12B
share the same pivot rod 330 and are rotationally dis-
placeable about the same rotational axis.

[0304] In another embodiment, the triangular frame
member 52 or members of each treadle 12 has its own
pivot rod 330 about which the treadle is rotationally, dis-
placeably coupled to the base frame 14. However, the
pivot rods 330 are axially aligned and, as a result, the left
and right treadles 12A, 12B pivot about the same rota-
tional axis.

[0305] As shown in Fig. 93, for each treadle 12, the
triangular frame member 52 is coupled to the axle of the
rear roller 30 and if to the axle of the front roller 28, its
axle. Alternatively, the triangular frame member 52 can
be coupled with a portion of the treadle frame, thereby
pivotally connecting the treadle 12 to the base frame 14.
As indicated in Figs. 93 and 94, each treadle 12 pivots
off of the pivot point 330, which is offset below the level
of the front and rear rollers 28, 30 at a location between
the rollers 28, 30.

[0306] As indicated in Fig. 93, the displaceable tread
surface 18 (i.e., tread belt) can be driven by the rearroller
30 or front roller 28 of a treadle. However, as illustrated
in Fig. 94, in one embodiment, the pivot point 330 be-
tween the triangular frame members 52 and the base
frame 14 may include an offset roller 31 such as an idler
roller or a drive roller about which the belt 18 is wound
for controlling the speed and direction of belt movement.
As shown in Fig. 94, in one embodiment, the three rollers
28, 30, 31 of each treadle 12 are held in location by the
respective treadle frame and/or the respective triangular
frame member 52. Consequently, the three rollers 28,
30, 31 define a triangle about which the belt 18 passes.
Depending on the embodiment, the belt 18 can be driven
by the rear, front, or offset roller 30, 28, 31.

Figs. 95-96

[0307] For adiscussion of another manner of coupling
the treadle frames 52 to the base frame 14, reference is
now made to Figs. 95 and 96. Fig. 95 is an isometric view
of the treadle and base frame portion 300 of the exercise
machine, and Fig. 96 is a left side view of the treadle 12
illustrated in Fig. 95. As indicated in Figs. 95 and 96, in
one embodiment, the treadles 12 are coupled to the base
frame 14 through a pair of pivot points 920, 922 so as to
produce an articulated motion of the treadle 12 during
use.

[0308] As shown in Figs. 95 and 96, a flange 918 ex-
tends upwardly from the base frame 14 and provides a
first pivot point 920 to which one end of a pivot link 924
is connected. The other end of the pivot link 924 is cou-
pled with a roller 30 of a treadle 12 and defines a second
pivot point 922. Alternatively, in one embodiment, the
pivot link 924 may be coupled with a portion of the treadle
frame 52 forward of the rear of the treadle 12 to define
the second pivot point 922 and for supporting or connect-
ing the treadle 12 with the base frame 14.
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[0309] Asillustratedin Fig. 95, a spring 428 is attached
between the treadle frame 52 and the base frame 14 of
the exercise machine. The spring 428 upwardly biases
the treadle 12 in an upright position. As shown in Fig. 96,
when a treadle 12 is in the fully upright position, the bot-
tom edges of the treadle frame 52 and the top edges of
the corresponding pivot 924 links form an acute angle®.
As the treadle 12 is pushed downward, the angle® be-
comes more acute.

[0310] As can be understood from Figs. 95 and 96, in
operation, as a user’s foot pushes downwardly on a trea-
dle 12, the treadle 12 moves downwardly as it pivots
counterclockwise around the second pivot point 922. At
the same time, the treadle 12 also moves rearwardly as
the link 924 and the treadle 12 pivot clockwise around
the first pivot point 920. Thus, as indicated in Fig. JP10,
these movements combine to create an articulated mo-
tion including a downwardly pivoting motion and a rear-
wardly pivoting motion, when the user’s foot pushes
downwardly on atreadle 12. Conversely, when the user’s
footmoves upwardly off of the treadle 12, the spring force
moves the treadle 12 upwardly and forwardly due to the
dual pivot points 920, 922. Therefore, as can be under-
stood from Fig. 96, when a downward force is applied to
a treadle 12, the treadle 12 moves generally downward
and reward, and when the downward force is removed,
the treadle 12 returns to its initial position by moving gen-
erally upward and forward.

Figs. 97-99B: Treadle with Two Treadle Frame Ar-
rangements

[0311] For a discussion of another manner of coupling
the treadle frames 52 to the base frame 14, reference is
now made to Figs. 97-99B. Fig. 97 is an isometric view
of the treadle and base frame portion 300 of the exercise
machine, the treadles 12 having a trapezoidal configu-
ration when viewed from the side. Fig. 98A is a right side
view of the right treadle 12B illustrated in Fig. 97 and
indicates the trapezoidal configuration of the treadle 12.
Fig. 98B is a right side view of an alternative embodiment
of the embodiment illustrated in Fig. 97 and indicates the
triangular configuration of the treadle 12. Fig. 99A is a
right side view of the treadle 12 illustrated in Fig. 97 and
indicates the trapezoidal treadle 12 displacing about a
pivot point 330. Fig. 99B is the same view of the treadle
illustrated in Fig. 98A and indicates the triangular treadle
12 displacing about a pivot point 330.

[0312] As indicated in Figs. 97-99B, in one embodi-
ment, each treadle 12 has more than two rollers about
which the continuous tread belt 18 (i.e., tread surface)
changes direction. For example, in one embodiment, as
illustrated in Figs. 97, 98A and 99A, each treadle 12 has
an upper treadle frame 52A and a lower treadle frame
52B. Each treadle frame 52A, 52B has a front roller 28
and a rear roller 30 about which the continuous tread belt
18 changes its direction of travel. Thus, as illustrated in
Figs. 98A and 99A, in one embodiment, the treadle
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frames 52A, 52B and rollers 28, 30 of each treadle 12
are oriented, when viewed from the side, such that each
of the four rollers 28, 30 forms a single corner of a trap-
ezoid.

[0313] While Figs. 97, 98A, and 99A depict a treadles
12 with four roller equipped corners, those skilled in the
art will recognize that treadles 12 with greater or lesser
numbers of roller equipped corners may be developed
without departing from the spirit of embodiment depicted
in Fig. 97. For example, as shown in Figs. 98B and 99B,
in one embodiment, the treadles are equipped with atrea-
dle framework 52 and three rollers 28, 30, 31 about which
the continuous tread belt 18 changes direction. Thus, as
indicated in Figs. 12B and 13B, in one embodiment, the
treadles 12 have a triangular configuration when viewed
from the side, the triangle having three roller equipped
corners.

As shown in Figs. 97-98B, a frame 52 supports each of
the rollers 28, 30, 31, and the frames and rollers are main-
tained in rigid position relative to each other, thereby al-
lowing each treadle 12 to move as a complete, generally
rigid unit. As indicated in Figs. 97-98B, the top frame 52A
supports the deck 26 just under the tread belt 18. With
respect to the four roller embodiment as illustrated in
Figs. 97 and 98A, a bottom frame 52B connects the bot-
tom two rollers 28, 30, and a top frame 52A connects the
top two rollers 28, 30. With respect to the three roller
embodiments, the top two rollers 28, 30 may be main-
tained in position relative to the single bottom roller 31
through a variety of framing methods, one of which is
illustrated in Fig. 98B.

[0314] As illustrated in Figs. 97, 99A and 99B, in one
embodiment, a bottom roller 30, 31 is mounted between
a pair of brackets 918 on the base frame 14 so as to allow
the treadle 12 (i.e., treadle frames 52 or framework and
rollers 28, 30, 31 held in generally rigid position relative
to each other) to pivot as a single unitary structure. In
other embodiments, the pivot point 330 between the trea-
dle 12 and the base frame 14 is located along the treadle
frames 52 or framework away from the rollers (e.g., see
pivot arrangement in Fig. 92).

[0315] As indicated in Fig. 99A, when the pivot con-
nection 330 between the treadle 12 and the base frame
14 is the rotational axis of the bottom left roller 30, the
lateral end of the treadle opposite the pivot connection
330 pivots up and down around the pivot point 330 during
use. Similarly, when the pivot connection 330 between
the treadle 12 and the base frame 14 is the rotational
axis of the bottom right roller 28, the lateral end of the
treadle opposite the pivot connection 330 pivots up and
down around the pivot point 330 during use. Similar pivot
action between the treadle 12 and the base frame 14 can
be envisioned when the pivot connection is the rotational
axis of the top left or top right rollers 28, 30.

[0316] As indicated in Fig. 99B, when the pivot con-
nection 330 between the treadle 12 and the base frame
14 is the rotational axis of the bottom roller 31, the top
end of the treadle 12 opposite the pivot connection 330
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pivots up and down around the pivot point 330 during
use. Similarly, when the pivot connection 330 between
the treadle 12 and the base frame 14 is the rotational
axis of the top right roller 28, the left lateral end of the
treadle pivots up and down around the pivot point 330
during use.

[0317] As shown in Fig. 98A, with respect to the four
roller embodiment, to maintain the rollers 28, 30 in a gen-
erally rigid relationship to each other, the upper treadle
frame 52A can be supported on the bottom treadle frame
by a rigid structural member or a stiff dampener and/or
spring structure 928. With respect to the three roller em-
bodiment, a rigid structural member 930 or a stiff damp-
ener and/or spring structure may also be employed to
maintain the rollers 28, 30, 31 in a generally rigid rela-
tionship to each other.

Figs. 100-101B

[0318] Inalternative versions of the four roller and three
roller embodiments depicted in Figs. 97-99B, the position
of the rollers 28, 30, 31 may be allowed to shift relative
to each other, thereby eliminating the need for a pivot
connection 330 between the base frame 14 and the trea-
dles 12. This concept is illustrated in Figs. 100 and 101A,
which are, respectively, an isometric view of the treadle
and base frame portion 300 of the exercise machine and
a right side view of the treadle illustrated in Fig. 100.
[0319] As shown in Figs. 100 and 101A, the treadles
12 have an upper treadle frame 52A and a lower tread
frame 52B. The upper tread frame 52A supports a front
roller 28, a rear roller 30 and a deck 26 that supports the
tread belt 18 (i.e., tread surface). The lower treadle frame
52B supports a front roller 28 and rear roller 30. As indi-
cated in Figs. 100 and 101A, a continuous tread belt 18
is routed about the treadle 12 and changes direction at
each roller 28, 30.

[0320] As shownin Figs 100 and 101A, in one embod-
iment, the treadle 12 has a trapezoidal configuration
when viewed from the side, and the lower rear roller 30
and the front rear roller 28 are fixed relative to the base
frame 14. In one embodiment, this is achieved by fixedly
attaching the axes of the rollers 28, 30 to the base frame
14. In another embodiment, this is achieved by fixedly
attaching the lower treadle frame 52B to the base frame
14.

[0321] As shown in Fig. 101A the trapezoidal treadle
12 is capable of collapsing such that the upper treadle
frame 52A, with its front and rear rollers 28, 30, displaces
downwards and rearwards while the lower treadle frame
52B, with is front and rear rollers 28, 30, remains posi-
tionally fixed relative to the base frame 14. As illustrated
in Fig. 101A, when the uppertreadle frame 52A collapses
downward and rearward, the upper treadle frame 52A
remains generally parallel to the lower treadle frame 52B.
A spring or dampener (similar to the oneillustrated in Fig.
98A), or a set thereof, can be used to maintain the upper
treadle frame 52A in the upper most position relative to
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the lower treadle frame 52B (e.g., as shown Fig. 101A).
[0322] Asindicatedin Fig. 101A, during use, the upper
treadle frame 52A moves downwardly and rearwardly
relative to the lower frame 52B when the user exerts
downward force on the upper treadle frame. In an alter-
native embodiment, the upper treadle frame 52A moves
downwardly and forwardly, depending upon the orienta-
tion of the exercise machine or the user thereon.
[0323] Asindicated in Fig. 101A, when the user stops
applying downward force to the upper treadle frame 52A,
the treadle frame 52A returns to the upper most position
by moving upward and forward. This return to the upper
most position is brought about by the spring(s) and/or
dampener(s) biasing the upper treadle frame 52A up-
wardly.

[0324] As shown in Fig. 101A, B, in one embodiment,
the drive roller may be the lower rear roller 30, while in
other embodiments, the drive roller may any of the other
rollers. As with many of the various embodiments dis-
closed herein, the left and right treadles 12 may be inter-
connected through a rocker arm, attached dampeners,
interconnected springs, or other means so that when one
of the treadles 12 is moved downwardly by the user’'s
foot, the othertreadle 12 is mechanically moved upwardly
an equal or proportionate distance, and vice versa.

Fig. 102: Treadle Frame with Pivot Link Members

[0325] For adiscussion of another manner of coupling
the treadle frames 52 to the base frame 14, reference is
now made to Fig. 102, which is an isometric view of the
treadle and base frame portion 300 of the exercise ma-
chine. As indicated in Fig. 102, in one embodiment, the
treadles 12 are coupled to the base frame 14 via pivot
link members 924.

[0326] As illustrated in Fig. 102, flanges 918 extend
upwardly from the base frame 14. A first end of each pivot
link member 924 is pivotally secured to the flanges 918
via a support rod 932 to form a first pivot point 920. The
rod 932 serves as the axis about which the pivot link 924
may rotate relative to the flange 918. The other end of
each pivot link 924 is coupled with a rear roller 30 of a
treadle 12 and defines a second pivot point 922. Alter-
natively, each pivotlink 924 may be coupled with a portion
of the treadle frame 52 forward of the rear of the treadle
12 to define the second pivot point 922 and for supporting
or connecting the treadle 12 with the base frame 14. Al-
ternatively, separate rods 932 may be used for each trea-
dle, and/or the rod(s) may be supported by two, three or
four flanges 918.

[0327] As shown in Fig. 102, in one embodiment, a
torsion spring 934 is wound about the first pivot point 920
with a first end of the spring secured to a portion of the
flange 918 and a second end of the spring secured to a
portion of the link member 924. This arrangement tends
to move the link member 924 upwards or counterclock-
wise relative to the flange about the first pivot point.
[0328] Asindicated in Fig. 102, when a treadle 12 is in
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the fully upward position, the upward edges of the treadle
frame 52 and the upward edges of the associated pivot
link members 924 form an obtuse angle X. As the treadle
12 is pressed downward, the angle X becomes more ob-
tuse.

[0329] In one embodiment, the front end of each trea-
dle 12is supported by springs or dampeners as described
elsewhere in this specification. As the user’s foot contacts
the treadle 12 and depresses the treadle, the treadle piv-
ots about the second pivot point clockwise and the link
pivots 924 about the first pivot point 920 clockwise. In
another embodiment, the treadles 12 are interconnected
through arocker arm as described elsewhere in this spec-
ification, and as one treadle is depressed, the opposing
treadle 12 moves upward and rearward.

Fig. 103 - 104: Treadle Frame with Four Bar Linkage

[0330] For adiscussion of another manner of coupling
the treadle frames 52 to the base frame 14, reference is
now made to Figs. 103 and 104, which are, respectively,
an isometric view and a left side elevation of the treadle
and base frame portion 300 of the exercise machine. As
shown in Figs. 103 and 104, in one embodiment, each
treadle 12 is coupled to the base frame 14 of the exercise
machine via a four bar linkage 936.

[0331] As illustrated in Figs. 103 and 104, in one em-
bodiment, each four bar linkage 936 includes an upper
and lower horizontal linkage member 938, 940 and a front
and rear vertical linkage member 942, 944. The linkage
members are pivotally attached.

[0332] As shown in Figs. 103 and 104, in one embod-
iment, a spring 428 is connected between the upper and
lower horizontal members 938, 940. The spring 428 bi-
ases the upper and lower members 938, 940 away from
one another and keeps the four bar linkage assembly
936 generally in the shape of a parallelogram, when the
spring 428 is uncompressed.

[0333] As indicated in Figs. 103 and 104, the lower
right joint of the four-bar linkage is attached to the base
frame 14 at a first pivot point 920, and the rear of the
treadle 12 is attached to the upper left joint of the four-
bar linkage at a second pivot point 922. In one example,
eachtreadle 12 is coupled with the base frame 14 through
a first set of four bar linkages 936 and a second set of
four bar linkages 936. In one embodiment, the second
pivot point 922 coincides with the rotational axis of the
rear treadle roller 30. In another embodiment, the second
pivot point 922 intersects the treadle frame 52 at a point
that is forward of the rear treadle roller 30.

[0334] As can be understood from Fig. 104, when the
user’s foot contacts a treadle 12 and moves it downward-
ly, the spring 428 compresses and the upper horizontal
member 938 moves closer to the lower horizontal mem-
ber 940 (i.e., the parallelogram begins to collapse) and
the front and rear vertical members pivot forwardly about
their lower pivotable connections. From the left-side per-
spective as shown in Fig. 104, as the treadle 12 is de-
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pressed, the four bar linkage 936 pivots counterclockwise
about the first pivot point 920, and the treadle 12 pivots
counterclockwise aboutthe second pivot point 922. Thus,
as the treadle 12 is depressed, the four bar linkage 936
transitions to a collapsed configuration and the treadle
transitions from an inclined orientation to a less inclined
orientation.

[0335] As the user’s foot is removed from the treadle
surface, the compressed spring expands and separates
the upper and lower horizontal members 938, 940 while
shifting the upper horizontal member 938, as well as the
treadle 12, rearwardly. Thus, as the user’s foot is re-
moved from the treadle 12, the four bar linkage 936 tran-
sitions back to its expanded configuration and the treadle
12 transitions from a generally horizontal orientation to
amore inclined orientation. In one embodiment, the trea-
dles 12 are mechanically interconnected so that the left
and right treadles move in opposing directions during
use.

Fig. 105: Swing Arm Supported Treadle with Cable
Interconnect

[0336] The treadles 12 of the exercise machine may
be interconnected together so the treadles 12 displace
relative to each other in an alternating manner. This may
be accomplished via a variety ofinterconnection arrange-
ments. One of these interconnection arrangements is il-
lustrated in Fig. 105, which is an isometric view of the
treadle and base frame portion 300 of the exercise ma-
chine.

[0337] As shown in Fig. 105, each treadle 12 is sup-
ported by two swing arms 942. A cabling system is used
to interconnect the left and right treadles 12 and to effect
their movement opposite to one another during use of
the exercise device.

[0338] As illustrated in Fig. 105, a generally U-shaped
frame structure 14 is provided having a rectangular base
portion and rectangular side supports extending upward-
ly from the base portion. Each treadle 12 is pivotally at-
tached to a rectangular side support through a pair of
swing arms 942. In one embodiment, each swing arms
is attached to a portion of the treadle frame 52. In another
embodiment, each swing arm 942 is attached to a treadle
12 at a roller 28, 30.

[0339] As can be understood from Fig. 105, because
of the swing arms 942, each treadle 12 moves generally
arcuately downwardly when depressed. Also, the slope
of the treadle surface depends on the relative lengths of
the attached swing arms 942. In one embodiment, the
length of some or all of the swing arms 942 may be ad-
justed to allow the slope of the treadles 12 to be modified
by the user.

[0340] In one embodiment, each treadle 12 has, as
one of the rollers 28, 30, a drive roller that moves the
tread belt 18 around the rollers of the treadle 12. In one
embodiment, the drive roller is a roller with an integral
motor within the roller. In another embodiment, the drive
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motor is secured to the treadle frame 52 to displace with
the treadle frame. The drive motor then powers the drive
roller via a drive belt or gear arrangement. In yet another
embodiment, the drive roller is powered by a motor
mounted on the U-shaped frame structure 14. Power is
transferred from the frame-mounted motor to the drive
roller via a drive belt routed around sheaves on a tension
link.

[0341] As shown in Fig. 105, at a first end of the frame
structure, an upwardly extending center support member
944 is attached to the first swing arm 942’ of each treadle
12 through an elastic cable 946. The elastic cable 946
has an elasticity that permits the treadles 12 to swing
forwardly and rearwardly relative to the frame structure
14. In one embodiment, the elastic cables 946 are se-
lected to return the treadles 12 to a desired orientation
relative to one another when no forces are being applied
to the treadles.

[0342] At a second end of the frame structure, which
is opposite the first end of the frame structure, the second
swing arm 942" of the right treadle is attached to one end
of acable 948’. The cable extends from the second swing
arm 942" of the right treadle, around a first pulley 950
that is attached via a flange to the frame structure 14,
and up over the top of a second pulley 952A thatis mount-
ed on an axle 954 supported by flanges secured to the
side supports of the frame structure 14.

[0343] In a similar fashion, the second swing arm
942" of the left treadle is attached to one end of another
cable 948". The cable 948" extends from the second
swing arm 942" of the left treadle 12, around a first pulley
950 that is attached via a flange to the frame structure
14, and under the bottom of a second pulley 952B that
is also mounted on the axle 954.

[0344] As can be understood from Fig. 105, because
both treadles 12 are connected via cables 948’, 948" to
pulleys 952A, 952B mounted on the axle 954, and be-
cause eachcable 948’, 948" is wound aboutits respective
second pulley 952A, 952B in a manner opposite from the
corresponding cable 948’, 948", the axle 954 translates
motion from the right treadle to the opposing left treadle
in a reversed manner. For instance, in operation, as the
user’s foot drives the right treadle 12, the right treadle
moves rearwardly and downwardly and the righttreadle’s
cable 948’ is pulled downwardly. This imparts a clockwise
motion (as viewed from the right side of the frame 14) on
the pulley 952A attached to the axle 954. The axle 954
rotates in a clockwise manner, which pulls the left trea-
dle’s cable 948" upwardly, thereby moving the lefttreadle
12 upward and forward. Conversely, when the user’s left
foot depresses the left treadle, the left treadle moves
downwardly and rearwardly, which pulls down on the left
treadle’s cable 948" and imparts a counterclockwise ro-
tation of the axle 954. This pulls the right treadle’s cable
948’ upwardly thereby moving the right treadle 12 forward
and upward.

[0345] As indicated in Fig. 105, in one embodiment, a
brake mechanism 956 may be attached to either end of
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the axle 954 and may be electronically or mechanically
controlled. The brake mechanism 956 may provide se-
lective levels of resistance to axle rotation, thereby pro-
viding a selective resistive force to the movement of the
treadles 12.

Fig. 106: Dual Treadle Exercise Machine with Sliding
Treadles and Cable System Interconnect

[0346] Fora discussion of another manner of intercon-
necting the treadles together so the treadles displace rel-
ative to each other in an alternating manner, reference
is now made to Fig. JP20, which is an isometric view of
the exercise machine 10. As indicated in Fig. JP20, in
one embodiment, the exercise machine 10 has a pulley
and cable system that provides for opposing motion of
the left and right treadles 12 relative to one another.
[0347] As shown in Fig. 106, in one embodiment, the
exercise machine 10 includes a lower frame portion 14’
that is generally U-shaped, a U-shaped upper frame por-
tion 14" with downwardly extending arms 960 connected
to the lower frame portion 14’, and left and right rectan-
gular posts 958’, 958" extending between a pair of rec-
tangular post-receiving openings in the lower frame por-
tion 14’ and the upper frame portion 14". A center post
40 extends upwardly from the upper frame portion 14"
and a console and handlebars 44 may be attached at the
free end of the center post 40.

[0348] As illustrated in Fig. 106, in one embodiment,
each treadle 12 is connected to its respective rectangular
post 958’, 958" through a sleeve 962’, 962" and U-
shaped coupling member 964’, 964" slidably engaged
about the respective post 958’, 958". In one embodiment,
the U-shaped coupling member 964, 964" is pivotally at-
tached to a portion of the treadle frame 52 at a pivot point
330 so that the treadles 12 can pivot about the pivot point
330 as the treadles 12 move upwardly and downwardly
as guided by the rectangular posts 958’, 958". In one
embodiment, each pivot point 330 coincides with the piv-
otal axis of a treadle roller. In another embodiment, each
pivot point 330 is attached to a point on the treadle frame
other than at an axis of a treadle roller. In one embodi-
ment, the interconnection between the coupling member
964’,964" and the treadle 12 can berigid and non-pivotal.
[0349] AsillustratedinFig. 106, a cable 948 is attached
to a first attachment point 966" on the right sleeve 962"
and to a second attachment point 966’ on the left sleeve
962’. The cable 948 is wound about a set of four pulleys
968 pivotally secured to the upper and lower frame por-
tions 14’, 14" of the exercise machine 10.

[0350] As can be understood from Fig. 106, in opera-
tion, as the user’s right foot pushes downwardly on the
right treadle 12, the right treadle moves downwardly and
is guided along the right rectangular post 958" by the
right sleeve 962". At the same time, in one embodiment,
the right treadle can pivot about its pivot point 330 (i.e.,
the pivot point between the right U-shaped coupling
member 964" or bracket and the right treadle 12).
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[0351] Astherightsleeve 962" moves downwardly, the
cable 948 is pulled downwardly along the right rectangu-
lar post 958". This, in turn, causes the cable 948 to be
pulled upwardly along the left rectangular post 958,
which pulls the left sleeve 962’ upward, thereby imparting
an upward force on the left treadle 12.

[0352] Conversely, as can be understood from Fig.
106, as the user’s left foot pushes downwardly on the left
treadle 12, the left treadle moves downwardly and is guid-
ed along the left rectangular post 958’ by the left sleeve
962’. At the same time, in one embodiment, the left trea-
dle 12 can pivot about its pivot point 330 (i.e., the pivot
point between the left U-shaped coupling member 964’
or bracket and the left treadle 12).

[0353] As the left sleeve 962" moves downwardly, the
cable 948 is pulled downwardly along the left rectangular
post 958’. This, in turn, causes the cable 948 to be pulled
upwardly along the right rectangular post 958", which
pulls the right sleeve 962" upward, thereby imparting an
upward force on the right treadle 12.

[0354] As previously stated, in one embodiment, the
treadles 12 are pivotally attached to the U-shaped cou-
pling member 964, 964" or bracket so that the treadles
12 can pivot with respect to the bracket 964’, 964" as the
bracket travels vertically up and down the uprights 958,
958". Consequently, in one embodiment, a spring or re-
turn force is included in the pivot structure between the
bracket and the treadle. The spring biases the treadle
into the upmost position, but does allow the treadle to
pivot downwardly under load.

[0355] For example, in use, as the left foot strikes the
left treadle 12 near the pivot point 330, the free end of
the left treadle deflects (pivots) downwardly from its up-
permost position. Since the left foot strikes the treadle at
a point relatively close to the pivot connection 330 with
the bracket 964’, the treadle pivots downwardly based
on the moment force applied by the user and resisted by
the return, or spring, force.

[0356] As the user’s left foot moves rearwardly, its dis-
tance from the pivot connection 330 increases, and the
moment force thus increases, causing the treadle 12 to
pivot more downwardly. As the user’s left foot begins to
move behind the user’s body there is generally a weight
shift to the right foot, and the load on the left foot starts
to decrease. Thus, although the left foot continues to
move away from the pivot point 330, thereby increasing
the distance at which the load is supplied, the moment
force decreases and, as a result, the downwardly deflec-
tion of the treadle 12 either decreases, stops, orreverses
as the left foot moves behind the user.

[0357] Once the left foot lifts off the treadle 12, the
spring return force causes the treadle 12 to pivot to its
upmost position, ready for the next footfall by the left foot.
The same process as described above occurs for the
right foot and the right treadle 12. The left foot, in the
cycle between impact and lift-off, first moves downwardly
and rearwardly, with the heel lowering faster than the toe
until the foot passes under the person’s body. At some
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point thereafter, the toe and heal begin to lower at the
same rate. Eventually, the heel begins rising faster than
the toe until lift-off from the treadle 12.

[0358] In one embodiment, the rear roller 30 of each
treadle 12 can operate as the drive roller to drive the
tread belt around the rollers of the treadle 12. In another
embodiment, the front roller 28 of each treadle operates
as the drive roller. In one embodiment, each drive roller
has an integral motor within the drive roller for powering
the drive roller. In another embodiment, each drive roller
is powered by a motor mounted on the respective treadle
frame.

[0359] In one embodiment, the drive roller may drive
the tread belts 18 of the treadles 12 in forward or rearward
directions. This allows a user to exercise on the machine
10 facing forwardly, or facing rearwardly.

Fig. 107: Treadle Rocker Arm Assembly

[0360] Fora discussion of another manner of intercon-
necting the treadles 12 together so the treadles 12 dis-
place relative to each other in an alternating manner,
reference is now made to Fig. 107, which is an isometric
view of the treadle and base frame portion 300 of the
exercise machine. As indicated in Fig. 107, in one em-
bodiment, the exercise machine has a rocker arm system
970 that provides for opposing motion of the left and right
treadles 12 relative to one another.

[0361] As shown in Fig. 107, in one embodiment, the
left and right treadles 12 are interconnected to one an-
other through a rocker arm assembly 970 and pivoting
swing arm elements 942’, 942", Asiillustrated in Fig. 107,
the frame 14 includes a pair of U-shaped side frame
members 972 connected together at the front end by a
front frame member 974 and connected together at the
rear end by a rear frame member 976.

[0362] As indicated in Fig. 107, in one embodiment,
each treadle 12 is pivotally connected to a front and rear
swing arm 942 and the swing arms are pivotally attached
to the respective side frame member 972. A rocker arm
978 is attached to the front frame member 974 through
a rocker pivot 980. Left and right tie rods 982’, 982"are
connected at one end to a bottom end portion of the re-
spective left and right swing arms 982’, 982". The oppos-
ing ends of the tie rods 982’, 982" are coupled with the
rocker arm 978 through ball joints 984, in one embodi-
ment.

[0363] As shown in Fig. 107, in one embodiment, a
spring 428 is connected between the rear swing arms
942’ and the rear legs of the side frame members 972.
In one embodiment, the spring 428 is positioned along
the swing arm 942’ so that after the treadle 12 has moved
forwardly, the force developed about a portion of the
spring 428 returns the swing arm 942’ to a generally ver-
tical orientation, which thereby returns the treadle 12 to
a generally central position.

[0364] In one embodiment, each treadle 12 has, as
one of its rollers 28, 30, a drive roller that moves the tread
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belt 18 around the rollers of the treadle. In one embodi-
ment, the drive roller is a roller with an integral motor
within the roller. In another embodiment, the drive motor
is secured to the treadle frame to displace with the treadle
frame 52. The drive motor then powers the drive roller
via a drive belt or gear arrangement. In yet another em-
bodiment, the drive roller is powered by a motor mounted
on the U-shaped frame structure 972. Power is trans-
ferred from the frame-mounted motor to the drive roller
via a drive belt routed around sheaves on a tension link.
[0365] In one embodiment, the drive motor or motors
may cause the treadle belts 18 to move rearwardly or
forwardly as desired by the user. This allows the user to
utilize the exercise machine facing forward or facing rear-
ward.

[0366] In one embodiment, as the user’s right foot
presses against the right treadle 12, the right treadle re-
sponds by pivoting rearwardly. This causes the right front
swing arm 942’ to pivotrearwardly, the righttie rod 982" to
move rearwardly, the rocker arm 978 to pivot in a clock-
wise direction (as viewed from above the rocker arm)
about the rocker pivot 980, and the left tie rod 982’ to
move forwardly. Because the left tie rod 982’ moves for-
wardly, the left front swing arm 942" moves in a forward
direction, which moves the left treadle 12 in a forward
direction.

Conversely, as the user’s left foot presses against the
left treadle 12, the left treadle responds by pivoting rear-
wardly. This causes the left front swing arm 942" to pivot
rearwardly, the left tie rod 982" to move rearwardly, the
rocker arm 978 to pivot in a counterclockwise direction
(as viewed from above the rocker arm) about the rocker
pivot 980, and the right tie rod 982" to move forwardly.
Because the right tie rod 982" moves forwardly, the right
front swing arm 942" moves in a forward direction, which
moves the right treadle 12 in a forward direction.

Fig. 108-110: Treadle Adjustment

[0367] For a discussion of a manner of attaching the
treadles 12 to the base frame 14 so the slope or position
of the treadles 12 may be adjusted with respect to the
base frame 14, reference is now made to Fig. 108, which
is an isometric view of the treadle and base frame portion
300 of the exercise machine. As indicated in Fig. 108, in
one embodiment, the exercise machine has a slotted
flange structure 918 for adjusting the position of a treadle
12 with respect to the base frame 14.

[0368] As showninFig. 108, in one embodiment, each
treadle 12 is pivotally mounted on a pivot rod 330, such
as the pivot rods disclosed elsewhere in this specifica-
tion. The pivot rod 330 has a first end that resides in a
slot 984 in a left flange 918 and a second end that resides
in a slot 984 in a right flange 918. The flanges 918 are
secured to the base frame 14 of the exercise machine.
[0369] In one embodiment, the pivot rod 330 coaxially
aligns with the rotational axis of the rear roller 30 of each
treadle 12 as the pivot rod 330 extends from the slot 984



107

in the left flange 918 to the slot 984 in the right flange
918. In another embodiment, the pivot rod 330 coaxially
aligns with the rotational axis of the front roller 28 of each
treadle. In other embodiments, the pivot rod 330 extends
through another portion of each treadle 12, for example
the axis of another roller or through the treadle frame 52
at a position between the front roller 28 and the rear roller
30.

[0370] As indicated in Fig. 108, the pivot rod 330 may
displace along the slots 984 in the flanges 918. A nut 986
attached to at least one of the ends of the pivot rod 330
secures the pivot rod within the slots of the flanges. The
nut 986 can be rotated by the user to position the pivot
rod 330 and fix the treadles 12 in position along the slots
984.

[0371] AsshowninFig. 108, in one embodiment, each
slot 984 is generally arcuate. In otherembodiments, other
slot shapes can be used, such as straight or angled slots
or slots having notches or detents.

[0372] As illustrated in Fig. 108, in one embodiment, a
link member 924 is pivotally attached between the flange
structure 918 and the pivot rod 330. The link member
924 helps to guide the pivot rod 330 as it displaces along
the slot 984 in the flange 918.

[0373] By displacing the pivot rod 330 along the slots
984, the slope of the treadles 12, relative to the base
frame 14, may be adjusted. For example, as the pivot
rod 330 is displaced to the extreme forward position along
the slots 984 and the slots 984 are arcuate as illustrated
in Fig. 108, the front ends (i.e., the free ends) of the trea-
dles 12 will become closer to the base frame 14 (i.e., the
slope of the treadles will decrease). Conversely, as the
pivot rod 330 is displaced to the extreme rearward posi-
tion along the slots 984 and the slots 984 are arcuate,
the front ends of the treadles 12 will become further away
from the base frame 14 (i.e., the slope of the treadles will
increase). Once the desired treadle slope is attained, the
nut 986 may be tightened to secure the pivot rod 330 and
the treadle 12 in place.

[0374] For a discussion of a manner of adjusting the
stroke depth and slope of a treadle 12, reference is now
made to Figs. 109 and 110. Fig. 109 is an isometric view
of the treadle and base frame portion 300 of the exercise
machine, and Fig. 110 is a side elevation of a slotted
flange structure 988 depicted in Fig. 109. As illustrated
in Figs. 109 and 110, an arcuate flange structure 988 is
used for adjusting the slope of a treadle 12 with respect
to the base frame 14 and limiting the angular displace-
ment of the treadles 12 about the pivot point 330.
[0375] As indicated in Fig. 109, in one embodiment,
the rear end of the treadles 12 are pivotally attached to
the frame 14 by an upwardly extending flange 918, which
is connected by a pivot rod 330 or support member ex-
tending through the interior of the rear rollers 30, coaxially
with the pivot axes of the rollers. Alternatively, in one
embodiment, the pivot rod may extend through a portion
of the treadle frames 52 such that the treadles pivot 330
about a pivot point ahead of the rear rollers 30.
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[0376] As shown in Figs. 109 and 110, in one embod-
iment, an arcuately shaped guide flange 988 extends up-
wardly from the base frame 14 and includes an arcuate
slot 984. A pair of positioning elements 990 displaceably
resides within each arcuate slot. The positioning ele-
ments are for selectively controlling the positioning and
movement of a treadle 12.

[0377] As illustrated in Fig. 109, each positioning ele-
ment 990 includes a stopper 992 attached to a knob 994.
The stopper 992 is adapted to come in contact with a
portion of the outside edge of the treadle frame 52, there-
by preventing the treadle from displacing past the stop-
per. The opposing end of the positioning element 990
includes a knob 994 that allows the user to tighten the
positioning element 990 and fix the location of the posi-
tioning element 990 within the slot 984 of a guide flange
988. It should be noted that the stoppers 992 in Fig. 109
have been exaggerated with respect to size in order to
clearly depict the features of the stoppers. In actual prac-
tice the stoppers 992 abut against the edge of the treadle
frame 52 and do not overlap or contact the tread belt 18.
[0378] The slot 984 guides the positioning elements
990, and the positioning elements 990 may be located
in various positions along the slot 984 of the guide flange
988 to limit the angular displacement of the treadles 12
about the pivot point 330. For example, by placing the
positioning elements 990 in close proximity to each other
along the slot 984, the treadle 12 will have a smaller de-
gree of angular displacement about the pivot point 330
as compared to when the positioning elements 990 are
placed further apart. Also, by placing the positioning el-
ements 990 higher along the slot 984 , the treadle 12 has
ahigheraverage slope over its range of angular displace-
ment as compared to placing the positioning elements
990 lower along the slot 984. Furthermore, if desired, the
positioning elements 990 can be put close enough to-
gether to hold the treadles 12 in one place. Thus, as can
be understood from Fig. 109, the positioning elements
990 may be used to control the stroke of the treadle 12,
as well as the treadle’s general angle or slope.

Fig. 111: Exercise Machine with Cam for Controlling
Rocker Arm

[0379] Foradiscussion of another manner of adjusting
the stroke depth of a treadle 12, reference is now made
to Fig. 111. Fig. 111 is an isometric view of a portion of
an exercise machine including a pair of cam surfaces
996 for controlling the movement of a rocker arm 112.
[0380] As shown in Fig. 111, in one embodiment, a
control mechanism 998 is provided for limiting or control-
ling the extent to which the treadles 12 can move up-
wardly or downwardly during use. In this embodiment,
treadle movement is regulated by controlling the degree
to which a rocker arm can pivot.

[0381] As illustrated in Fig. 111, in one embodiment,
the control mechanism 998 includes a pair of cam ele-
ments 1000 attached about a cross support rod 1002 or
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member that is rotatably attached to the base frame 14.
The cam elements 1000 can be adjusted through the
rotation of a knob 1004 attached to the cross support rod
1002.

[0382] As indicated in Fig. 111, in one embodiment,
the rocker arm 112 includes first and second diamond
shaped plates 112A, 112B connected together through
a cylindrical joining member 112C. The cylindrical joining
member 112C is pivotally coupled to a pivot point 120 on
the cross support member 114 of the base frame 14. A
rocker rod 134, 136 is pivotally attached to each end of
the rocker arm 112, and a treadle 12 is attached to the
top of each rocker rod 134, 136. As explained elsewhere
in this specification, the rocker rods 134, 136 push up or
pull down on the treadles 12 during operation (i.e., as the
left rocker rod pushes down on the rocker arm due to the
user’s foot pushing downwardly on the left treadle, the
rocker arm pivots and the right rocker arm pushes up-
wardly on the right treadle, thereby moving the right trea-
dle upward).

[0383] Ascan be understood from Fig. 111, in one em-
bodiment, the treadle movement can be regulated by the
degree to which the rocker arm 112 can pivot about the
rocker pivot 120. As shown in Fig. 111, in one embodi-
ment, the degree of rocker arm pivot can be regulated
by rotating the knob.

[0384] As indicated in Fig. 111, in one embodiment,
the radius R of each cam element 1000 varies about the
circumference of the cam element 1000. The portion of
the cam element 1000 that comes in contact with the
edges of the rocker arm 112 will affect the degree to
which the rocker arm 112 can pivot upwardly or down-
wardly. If the knob 1004 is rotated such that the portion
of the cam element 1000 having a small radius contacts
the rocker arm 112, then the rocker arm 112 is freer to
pivot upwardly and downwardly. In contrast, if the knob
1004 is rotated such that the portion of the cam element
1000 having a large radius contacts the rocker arm 112,
then the rocker arm 112 is less free to pivot upwardly and
downwardly. In one embodiment, a portion of each cam
element 1000 has a radius R sufficiently large to prevent
the rocker arm 112 from pivoting upwardly or downwardly
at all (i.e., a lockout position).

Fig. 112-114: Treadle with Non-Continuous Belt

[0385] For a discussion of an embodiment of the ex-
ercise machine employing a non-continuous tread belt
18, reference is now made to Figs. 112-114. Fig. 112 is
a side elevation of the front and rear rollers 28, 30 and
the tread belt 18 of an exercise machine employing a
non-continuous tread belt 18. Fig. 113 is an exploded
isometric view of the tread belt 18 and rollers 28, 30 il-
lustrated in Fig. 112, according to one embodiment. Fig.
114 is an exploded isometric view of the tread belt 18
and rollers 28, 30 illustrated in Fig. 114, according to
another embodiment.

[0386] AsshowninFigs.112-114,in one embodiment,
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anon-continuous tread belt 18 (i.e., tread surface) is dis-
paceably located above a deck 26 and is attached at a
firstendto afirstroller 28 and at a second end to a second
roller 30. Eachroller 28, 30 is provided with a spring 1006.
The force of the springs 1006 maintains the non-contin-
uous tread belt 18 in a centered position (e.g., in one
embodiment, the centered position is where the longitu-
dinal length of the tread belt 18 generally coincides with
the longitudinal center of the distance between the first
and second rollers 28, 30). As a user’s foot moves a tread
belt 18 from its normal resting position, either rearwardly
or forwardly, the rollers 28, 30 rotate in response to the
tread belt movement caused by the movement of the
user’s foot. When the user’s foot is removed from the
tread belt 18, both springs 1006 return the tread belt to
its centered position.

[0387] For instance, when the user’s foot initially
strikes the front part of the non-continuous tread belt 18,
the force of the user’s stride moves the belt 18 rearwardly
in opposition to the bias imparted by the springs 1006 on
the belt 18. This winds the springs 1006, thereby increas-
ing the energy stored in the springs 1006. When the us-
er’s foot is removed from the tread belt 18, the springs
1006 unwind rapidly and, in one embodiment, return the
belt 18 to a centered position so that the belt 18 is poised
to receive another foot motion from the user.

[0388] As indicated in Figs. 112-114, in one embodi-
ment, the front roller 28 securely receives a front edge
of the non-continuous belt 18 in a slot 1007, and the rear
roller 30 securely receives a rear edge of the non-con-
tinuous belt 18 in a slot 1009. The belt 18 is wound about
the frontand rear rollers 28, 30 so as to permit a sufficient
amount of rearward motion of the belt 18 during use (i.e.,
sufficient to accommodate the strides of various users).
[0389] As illustrated in Fig. 113, in one embodiment,
the front roller 28 and the rear roller 30 are pivotally at-
tached to the base frame 14 through a roller securing
member 1008 and pin 1010. In one embodiment, the front
roller 28 and the rear roller 30 are each provided with a
spring 1006 biased to move the belt forwardly. Alterna-
tively, in one embodiment, a single roller, such as the
front roller, is provided with a spring biased to move the
belt forwardly during use.

[0390] As shown in Fig. 113, in one embodiment, the
roller securing member 1008 has an elongated rectan-
gular bottom portion 1012 adapted to be secured to the
base frame 14 and has a pair of end caps 1014 extending
upward from the rectangular bottom 1012. Each end cap
1014 is provided with a pin 1010. Each roller 28, 30 re-
sides between a pair of end caps 1014, and the end of
each roller 28, 30 pivotally receives the pin 1010 of the
adjacent end cap 1014. This permits the roller 28, 30 to
pivot or rotate about the pins1010 within the roller-secur-
ing member 1008.

[0391] As illustrated in Fig. 113, in one embodiment,
the spring 1006 is a coil spring having a base end 1016
that can be securely attached within the roller-securing
member 1008. As the user’s foot contacts the belt 18 and
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moves the belt 18 rearwardly, the front roller 28 rotates
in a direction opposing the spring force and the front
spring 1006 winds up, and when the user’s foot is re-
moved from the belt/treadle surface 18, the spring 1006
quickly unwinds and rotates the roller 28 in a forward
motion to return the belt 18 to its original position. The
treadle 12is now poised for receiving another foot motion.
One or more treadles 12 of an exercise device can be
configured using the non-continuous belts 18 to form
treadmill surfaces.

[0392] As shown in Fig. 114, in one embodiment, the
front roller 28 and the rear roller 30 are pivotally attached
to the base frame 14 through a rectangular support plane
1018 having upwardly extending flanges 1020 that pro-
vide pivot and support points for the rollers 28, 30. In one
example, a supporting pin 1010 may extend through the
rollers 28, 30 or may be integral within the interior of the
rollers.

[0393] In one embodiment, the front roller 28 and the
rear roller 30 may each be provided with a spring 1006
biased to move the belt 18 forwardly. An end cap 1014
secures each roller 28, 30 with its spring 1006 along the
pivot axis of the roller between the flanges 1020. Alter-
natively, in another embodiment, a single roller 23, such
as the front roller, may be provided with a spring 1006
biased to move the belt 18 forwardly during use.

[0394] As previously explained, the front roller 28 has
a slot 1007 for securely receiving a front edge of a non-
continuous belt 18, and the rear roller 30 has a slot 1009
for securely receiving a rear edge of the non-continuous
belt 18. In one embodiment, as shown in Fig. 114, a great-
er amount of belt material is wound about the front roller
28 thanthe rearroller 30. This permits a sufficient amount
of rearward motion of the belt 18 during use (i.e., sufficient
to accommodate the strides of various users).

[0395] As the user's foot contacts the belt 18 and
moves the belt 18 rearwardly, the front and rear rollers
28, 30 rotate in a direction opposing the spring force,
such that when the user’s foot is removed from the tread
belt 18 (i.e., tread surface), the spring 1006 or springs
rotate the roller 28 or rollers 28, 30 in a forward motion
to return the belt 18 to its original position. One or more
treadles 12 of an exercise device can be equipped to
utilize the non-continuous tread belts 18 to form the tread
surfaces 18 of the exercise machine.

Fig. 115: Tubular Frame Treadle with Front Mounting
Shocks

[0396] Fig. 115 shows a tubular frame exercise device.
Each side of the frame 14 is generally U-shaped with an
upstanding portion 42. Between the upstanding portion
asupportbaris suspended. The shocks 76 are supported
between a bracket at the front of the treadles and the
support bar.

[0397] Although preferred embodiments of this inven-
tion have been described above with a certain degree of
particularity, those skilled in the art could make numerous
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alterations to the disclosed embodiments without depart-
ing from the scope of this invention as claimed. All direc-
tional references (e.g., upper, lower, upward, downward,
left, right, leftward, rightward, top, bottom, above, below,
vertical, horizontal, clockwise, and counterclockwise) are
only used for identification purposes to aid the reader’s
understanding of the present invention, and do not create
limitations, particularly as to the position, orientation, or
use of the invention. Joinder references (e.g., attached,
coupled, connected, and the like) are to be construed
broadly and may include intermediate members between
a connection of elements and relative movement be-
tween elements. As such, such joinder references do not
necessarily infer thattwo elements are directly connected
and in fixed relation to each other. It is intended that all
matter contained in the above description or shown in
the accompanying drawings shall be interpreted as illus-
trative only and not limiting. Changes in detail or structure
may be made without departing from the scope of the
invention as defined in the appended claims.

Claims
1. An exercise machine (10), comprising:

a frame (14);

afirst treadle (12A) having a first belt (18), a first
treadle frame, and first and second rollers
(28,30) of the first treadle located on a first and
second end of the first treadle frame, the first
belt positioned about the two rollers;

a second treadle (12B) having a second belt
(18), a second treadle frame, and first and sec-
ondrollers (28, 30) of the second treadle located
on a first and second end of the second treadle
frame, the second belt positioned about the two
rollers of the second treadle; and

means (330, 460) for pivotally coupling said first
and second treadle frames to the frame at a
point;

characterized in that said point is between the
first and second ends of the respective treadle
frames for pivoting during exercise use of the
device;

the two rollers of each treadle (12A, 12B) being
part of a set of three rollers (28, 30, 31) defining
a triangular shape;

the triangular shape defined by each set of three
rollers comprising a respective generally invert-
ed triangular arrangement of a drive roller (31),
and the respective first and second rollers (28,
30);

the drive roller being at an apex of the respective
triangular arrangement;

each ofthe firstand second belts being disposed
about the respective drive roller and the respec-
tive first and second rollers; and
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each of the first and second treadles being piv-
otally mounted to the frame in proximity to the
respective drive roller.

2. The exercise machine (10) of Claim 1 further com-
prising:

first and second pivot brackets (460) attached
to the frame;

a motor coupled to the frame (14);

a drive shaft, each of the drive rollers (30) being
affixed to the drive shaft and the drive shaftbeing
rotatably coupled to the pivot brackets to provide
a pivot for the first and second treadles; and

a torque transfer mechanism coupling the drive
shaft to the motor.

3. The exercise machine (10) of Claim 1 further com-
prising:

a first dampening device coupled between the
frame and the first movable belt treadle assem-
bly;

afirst biasing device coupled between the frame
and the first movable belt treadle assembly;

a second dampening device coupled between
the frame and the second movable belt treadle
assembly;

a second biasing device coupled between the
frame and the second movable belt treadle as-
sembly; and

areciprocating linkage coupled between the first
movable belt treadle assembly and the second
movable belt treadle assembly.

4. The exercise apparatus (10) of Claim 3 wherein:

the frame comprises an upright (40, 42);

the first dampening device and the first biasing
device are integrated into a first unitary device
coupled between the upright and the first mov-
able belt treadle assembly; and

the second dampening device and the second
biasing device are integrated into a second uni-
tary device coupled between the upright and the
second movable belt treadle assembly.

5. The exercise machine (10) of Claim 1:

wherein the means for pivotally coupling com-
prises a pair of flanges (460) upwardly extending
from said frame (14) and a rod extending
through each treadle frame and through the pair
of flanges.

6. The exercise machine (12) of Claim 1, wherein each
set of three rollers includes and upper pair of rollers
(28,30) and a lower roller (31), said lower roller (31)
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pivotally connected with said frame (14).

7. The exercise machine (10) of Claim 1 wherein the
first (12A) and second (12B) treadles are configured
to pivot with a variable incline per stride during op-
eration of the exercise machine.

Patentanspriiche

1. Heimtrainer (10) mit:

einem Rahmen (14);

einer ersten Trittflache (12A) mit einem ersten
Band (18), einem ersten Trittflachenrahmen und
ersten und zweiten Rollen (28, 30) der ersten
Trittflache, die sich an einem ersten und zweiten
Ende des ersten Trittflachenrahmens befinden,
wobei das erste Band um die beiden Rollen he-
rum angebracht ist;

einer zweiten Trittflache (12B) mit einem zwei-
ten Band (18), einem zweiten Trittflachenrah-
men und ersten und zweiten Rollen (28, 30) der
zweiten Trittflache, die sich an einem ersten und
zweiten Ende des zweiten Trittflachenrahmens
befinden, wobei das zweite Band um die beiden
Rollender zweiten Trittfliche herum angebracht
ist; und

Mittel (330, 460) zum schwenkbaren Verbinden
der ersten und zweiten Trittflachenrahmen mit
dem Rahmen an einem Punkt;

dadurch gekennzeichnet, dass sich der Punkt
zwischen den ersten und zweiten Enden der je-
weiligen Trittflichenrahmen befindet, um wah-
rend des Trainingsgebrauchs der Vorrichtung
zu schwenken;

wobei die beiden Rollen jeder Trittflache (12A,
12B) Teil eines Satzes von drei Rollen (28, 30,
31) sind, die eine Dreieckform definieren;
wobei die von jedem Satz von drei Rollen defi-
nierte Dreieckform eine jeweilige im Allgemei-
nen invertierte dreieckige Anordnung einer An-
triebsrolle (31) und der jeweiligen ersten und
zweiten Rollen (28, 30) aufweist;

wobei die Antriebsrolle sich an einer Spitze der
jeweiligen dreieckigen Anordnung befindet;
wobei jedes der ersten und zweiten Bander um
die jeweilige Antriebsrolle und die jeweiligen
erstenund zweiten Rollen herum angebrachtiist;
und

wobei jede der ersten und zweiten Trittflachen
schwenkbar an dem Rahmen nahe der jeweili-
gen Antriebsrolle angebracht ist.

2. Heimtrainer (10) nach Anspruch 1, der des Weiteren
aufweist:

erste und zweite Drehpunkthaltebiigel (460), die
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an dem Rahmen angebracht sind;

einen Motor, der mit dem Rahmen (14) verbun-
den ist;

eine Antriebswelle, wobei jede der Antriebsrol-
len (30) an der Antriebswelle befestigt ist und
die Antriebswelle drehbar mit den Drehpunkt-
haltebiigeln verbunden ist, um einen Drehpunkt
fir die ersten und zweiten Trittflachen bereitzu-
stellen; und

einen Drehmomentiibertragungsmechanis-
mus, der die Antriebswelle mit dem Motor ver-
bindet.

3. Heimtrainer (10) nach Anspruch 1, der des Weiteren
aufweist:

eine erste Dampfungsvorrichtung, die zwischen
den Rahmen und die erste bewegliche Band-
trittflachenanordnung geschaltet ist;

eine erste Vorspannvorrichtung, die zwischen
den Rahmen und die erste bewegliche Band-
trittflachenanordnung geschaltet ist;

eine zweite Dampfungsvorrichtung, die zwi-
schen den Rahmen und die zweite bewegliche
Bandtrittflachenanordnung geschaltet ist;

eine zweite Vorspannvorrichtung, die zwischen
den Rahmen und die zweite bewegliche Band-
trittflachenanordnung geschaltet ist; und

eine hin- und hergehende Kopplung, die zwi-
schen die erste bewegliche Bandtrittflachenan-
ordnung und die zweite bewegliche Bandtrittfla-
chenanordnung geschaltet ist.

4. Heimtrainer (10) nach Anspruch 3, wobei:

der Rahmen einen Pfosten (40, 42) aufweist;
die erste Dampfungsvorrichtung und die erste
Vorspannvorrichtung in einer ersten Einheits-
vorrichtung integriert sind, die zwischen den
Pfosten und die erste bewegliche Bandtrittfla-
chenanordnung geschaltet ist; und

die zweite Dampfungsvorrichtung und die zwei-
te Vorspannvorrichtung in einer zweiten Ein-
heitsvorrichtung integriert sind, die zwischen
den Pfosten und die zweite bewegliche Band-
trittflachenanordnung geschaltet ist.

5. Heimtrainer (10) nach Anspruch 1, wobei das Mittel
zum schwenkbaren Verbinden ein Paar von Flan-
schen (460) aufweist, die sich von dem Rahmen (14)
nach oben erstrecken, und eine Stange, die sich
durch jeden Trittflachenrahmen und durch das Paar
von Flanschen erstreckt.

6. Heimtrainer (10) nach Anspruch 1, wobei jeder Satz
von drei Rollen ein oberes Paar von Rollen (28, 30)
und eine untere Rolle (31) aufweist, wobei die untere
Rolle (31) schwenkbar mit dem Rahmen (14) ver-
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bunden ist.

Heimtrainer (10) nach Anspruch 1, wobei die ersten
(12A) und zweiten (12B) Trittflachen dazu konfigu-
riert sind, wahrend des Betriebs des Heimtrainers
mit variabler Neigung pro Schritt zu schwenken.

Revendications

1.

Machine d’exercice (10), comprenant :

un chassis (14) ;

une premiere pédale (12A) possédant une pre-
miére courroie (18), un chassis de premiere pé-
dale, et des premier et deuxiéme rouleaux
(28,30) de la premiére pédale situés surdes pre-
miére et deuxiéme extrémités du chassis de pre-
miére pédale, la premiére courroie positionnée
autour des deux rouleaux ;

une deuxiéme pédale (12B) comportant une
deuxiéme courroie (18), un chassis de deuxié-
me pédale, et des premier et deuxiéme rouleaux
(28, 30) de la deuxieme pédale situés sur des
premiére et deuxiéme extrémités du chassis de
deuxiéme pédale, la deuxiéme courroie posi-
tionnée autour des deux rouleaux ; et

un moyen (330, 460) pour le couplage pivotant
des chassis de premiére et seconde pédale au
chassis en un point ;

caractérisé en ce que ledit point est entre les
premiére et deuxiéme extrémités des chassis
de pédale respectifs pour un pivotement durant
I'utilisation en exercice du dispositif ;

les deux rouleaux de chaque pédale (12A, 12B)
faisant partie d’'un ensemble de trois rouleaux
(28, 30, 31) définissant une forme triangulaire ;
la forme triangulaire définie par chaque ensem-
ble de trois rouleaux comprenant un agence-
ment triangulaire généralement inversé respec-
tif d’'un rouleau d’entrainement (31), et des pre-
mier et deuxiéme rouleaux (28, 30) respectifs ;
le rouleau d’entrainement étant a un sommet de
I'agencement triangulaire respectif ;

chacune des premiére et deuxiéme courroies
étant disposée autour du rouleau d’entraine-
ment respectif et des premier et deuxiéme rou-
leaux respectifs ; et

chacune des premiére et deuxiéme pédales
étant montée a pivotement au chassis a proxi-
mité du rouleau d’entrainement respectif.

2. Machine d’exercice (10) selon la revendication 1,

comprenant en outre :

des premier et deuxieme supports de pivot (460)
fixés au chassis ;
un moteur couplé au chassis (14) ;
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un arbre d’entrainement, chacun des rouleaux
d’entrainement (30) étant fixé a I'arbre d’entrai-
nement et I'arbre d’entrainement étant couplé
de maniére rotative aux supports de pivot pour
fournir un pivot pour les premiére et deuxiéme
pédales ; et

un mécanisme de transfert de couple couplant
I'arbre d’entrainement au moteur.

3. Machine d’exercice (10) selon la revendication 1,
comprenant en outre :

un premier dispositif d’'amortissement couplé
entre le chassis et le premier ensemble courroie
pédale mobile ;

un premier dispositif de sollicitation couplé entre
le chassis et le premier ensemble courroie pé-
dale mobile ;

un deuxieme dispositif d’amortissement couplé
entre le chassis et le deuxiéme ensemble cour-
roie pédale mobile ;

un deuxieme dispositif de sollicitation couplé en-
tre le chassis et le deuxieme ensemble courroie
pédale mobile ; et

une ftringlerie a mouvement alternatif couplée
entre le premier ensemble courroie pédale mo-
bile et le deuxieme ensemble courroie pédale
mobile.

4. Appareil d’exercice (10) selon la revendication 3,
dans lequel :

le chassis comprend un montant (40, 42) ;

le premier dispositif d’amortissement et le pre-
mier dispositif de sollicitation sontintégrés dans
un premier dispositif monobloc couplé entre le
montant et le premier ensemble courroie pédale
mobile ; et

le deuxieme dispositif d’amortissement et le
deuxiéme dispositif de sollicitation sont intégrés
dans un deuxiéme dispositif monobloc couplé
entre le montant et le deuxiéme ensemble cour-
roie pédale mobile ;

5. Machine d’exercice (10) selon la revendication 1 :

dans laquelle le moyen pour le couplage pivo-
tant comprend une paire de brides (460) s’éten-
dant vers le haut a partir dudit chassis (14) et
une tringle s’étendant a travers chaque chassis
de pédale et a travers la paire de brides.

6. Machine d’exercice (12) selon la revendication 1,
dans laquelle chaque ensemble de trois rouleaux
comprend une paire supérieure de rouleaux (28, 30)
et un rouleau inférieur (31), ledit rouleau inférieur
(31) attaché de fagon pivotante audit chassis (14).
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Machine d’exercice (10) selon 1a revendication 1,
dans laquelle les premiére (12A) et deuxieme (12B)
pédales sont congues pour pivoter avec une pente
variable parfoulée pendantI'utilisation de la machine
d’exercice.
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