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POLY PROPYLENE CONTAINER AND 
PROCESS FOR MAKING THE SAME 

BACKGROUND OF THE INVENTION 

0001 1. Field of the Invention 
0002 This invention relates generally to oriented poly 
meric containers and processes for manufacturing the same; 
specifically, to oriented multilayer containers having at least 
one layer of polypropylene (“PP) and a layer of a barrier 
material providing a barrier to migration of oxygen, carbon 
dioxide, fragrance or flavor. 
0003 2. Background 
0004. Many products desirable of being stored in plastic 
containers have required a barrier to control migration of 
carbon dioxide, oxygen, fragrance, flavor, etc. in order to 
maintain product freshness. Such products included, by way 
of example only, certain carbonated beverages, fruit juices, 
beers, sauces, ketchups, jams, jellies and dry foods such as 
instant coffees and spices. Most commercially acceptable 
transparent or semi-transparent containers that provided car 
bon dioxide and oxygen migration control were constructed 
of at least one layer comprising a polyester Such as polyeth 
ylene terephthalate (“PET) and a barrier layer comprising 
ethylene vinyl alcohol copolymer (“EVOH), nylon or other 
known barrier material. The polyester layer deterred migra 
tion of moisture, although poorly so when compared to other 
polymers such as PP, while the barrier layer provided an 
excellent barrier to migration of carbon dioxide, oxygen, etc. 
0005. When biaxially oriented, PET has long been known 
to be stronger and have lower haze values than PP. PET has 
also been known to provide a better barrier to oxygen and 
carbon dioxide migration than PP. Containers have, nonethe 
less long been constructed of PP because PP provided a better 
barrier to moisture migration than PET. For example, PP has 
been used to construct extrusion blow molded multilayer 
containers having one or more PP layers and a barrier layer to 
provide a PP container with oxygen or carbon dioxide migra 
tion control. Such containers were only afforded the mono 
axial orientation inherent in the extrusion blow molding pro 
cess. Clarity of these bottles suffered accordingly. Monolayer 
biaxially oriented PP containers constructed by injection 
stretch blow molding or reheat stretch blow molding pro 
cesses have also been employed to produce low haze oriented 
PP (“OPP) structures. 
0006. Historically, PP has been significantly cheaper to 
purchase as a raw material than has PET. PP has been known 
to better withstand the high temperatures associated with 
hot-fill products than has PET. PP has been known to have a 
lower glass transition temperature, is semi-crystalline and 
crystallizes at a lower temperature than PET. Additionally, PP 
has been known to have less built in strain than PET. 
0007 Beneficially, the melt temperature of most commer 
cial grade PP has been known to be substantially lower than 
that of PET, bringing the PP melt temperature closer to that of 
EVOH. Unfortunately traditional PP did not readily bond to 
most commercially feasible barrier materials. Failure to bond 
a barrier layer to an adjacent structural layer (such as of PET 
or PP) was made obvious to the naked eye due to reflection or 
refraction of light and detracted from the clarity and aesthet 
ics of a resulting structure. Known PP containers with barrier 
protection therefore employed a discrete layer of an adhesive 
agent between a barrier layer and each adjacent PP layer to 
assure interlayer adhesion. This discrete layer of adhesive 
agent significantly reduced the clarity (i.e. increased the haZe 
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value) of the container. Moreover, known PP containers hav 
ing a barrier layer were restricted to extrusion blow molding 
and the mono-axial orientation afforded thereby. The mono 
axial orientation afforded by extrusion blow molding left the 
PP with significantly higher haze values than its PET coun 
terpart. 
0008 Having been burdened with the discrete layer of 
adhesive agent and being afforded only the monoaxial orien 
tation of extrusion blow molding, known PP containers with 
barrier protection suffered from high haze values. Known PP 
containers with barrier protection have haze values of 
approximately 40-70%. Despite the advantages of PP. PET 
has, therefore, long been the material of choice for barrier 
containers when low haze was desired. 

SUMMARY OF THE INVENTION 

0009. The present invention comprises a method and 
apparatus for constructing a structurally sound PP container 
with barrier protection having a low haze value. The present 
invention also comprises a preform for reheat stretch blow 
molding a PP container with barrier protection and a low haze 
value. It is one objective of the present invention to provide a 
container having a layer comprised of PP and a layer com 
prised of barrier material adjacent to the PP layer wherein an 
adhesive is incorporated into at least one of the PP layer and 
the barrier layer for bonding the PP layer directly to the 
barrier layer. 
0010. It is an additional objective of the present invention 
to provide multilayer plastic containers having oxygen, car 
bon dioxide and moisture barrier protection with a haze value 
of less than 25%. 
0011. It is another object of the present invention to pro 
vide containers having a layer of enhanced PP and a layer of 
a barrier material directly adjacent thereto. 
0012. It is another object of the present invention to pro 
vide containers having a layer of a PP and a layer of enhanced 
barrier material directly adjacent thereto. 
0013. It is another object of the present invention to pro 
vide a commercially acceptable, cost effective container with 
a low haze value having a layer comprising PP immediately 
adjacent to a layer comprising a barrier material. 
0014. It is still another object of the present invention to 
provide a barrier PP container having a haze value of less than 
20%. 
0015. It is yet another object of the present invention to 
provide containers meeting the above objects of the invention 
and having a high structural integrity. 
0016. It is an additional object of the present invention to 
provide barrier PP containers meeting the above objects of the 
invention and having the high structural integrity necessary to 
withstand hot-filling of commercial food products. 
0017. It is yet another object of the present invention to 
provide barrier PP containers meeting the above objects of the 
invention and having the high structural integrity necessary to 
withstand conventional methods of sterilizing commercial 
food products. 
0018. It is a further object of the present invention to 
provide a preform having two different materials with similar 
melting temperatures to facilitate more compatible injection 
molding of the preform. 
0019. It is yet an additional object of the present invention 
to provide a barrier PP container having a low haze value. 
0020. It is a still another object of the present invention to 
provide a preform for blow molding a barrier PP container. 



US 2008/0284.063 A1 

0021. It is still a further object of the present invention to 
provide a preform having a thickness profile designed to 
facilitate the blow molding of a structurally sound barrier PP 
container. 
0022. It is a still another object of the present invention to 
provide a preform having a thickness profile designed to 
facilitate the blow molding of a structurally sound barrier PP 
container having vacuum panels, ribs or other structural rein 
forcing features. 
0023. It is an additional object of the present invention to 
provide a reheat process capable of heating a barrier PP 
preform to facilitate proper biaxial stretch blow molding of 
that preform into a commercially acceptable container. 
0024. It is stillan additional object of the present invention 
to provide a reheat process capable of efficiently heating a 
barrier PP preform to an approximately uniform temperature 
to facilitate proper biaxial stretch blow molding of that pre 
form into a commercially acceptable container. 
0025. It is yet another object of the present invention to 
provide a reheat process capable of efficiently heating a bar 
rier PP preform to an approximately uniform temperature 
without elevating any portion of that preform above its melt 
temperature. 
0026. It is still further object of the present invention to 
provide a process for blow molding barrier PP containers on 
known blow molding equipment. 
0027. It is another object of the present invention to pro 
vide a process for blow molding barrier PP containers on blow 
molding equipment designed for blow molding PET. 
0028. It is still another object of the present invention to 
provide a blow molding stretchrod configured to be capable 
of high rates of heat convection. 
0029. It is yet another object of the present invention to 
provide a wide tipped blow molding stretchrod configured 
with fins, holes or other elements increasing its Surface area 
and, therefore, its capability of high rates of heat convection. 

BRIEF DESCRIPTION OF DRAWINGS 

0030 FIG. 1 is a perspective view of one container accord 
ing to the present invention. 
0031 FIG. 2 is a perspective view of another container 
according to the present invention. 
0032 FIG.3 is a perspective view of yet another container 
according to the present invention. 
0033 FIG. 4A is a perspective view of still another con 
tainer according to the present invention. 
0034 FIG. 4B is a perspective view of a further container 
according to the present invention. 
0035 FIG. 5 is a perspective view of still a further con 
tainer according to the present invention. 
0.036 FIG. 6 is a vertical cross-sectional view of the con 
tainer of FIG. 5 taken through its longitudinal axis. 
0037 FIG. 7 is an out-take from the cross-sectional view 
of FIG. 6. 
0038 FIG. 8 is an out-take of a cross-section of an alter 
native wall constructed according to the present invention. 
0.039 FIG. 9 is an out-take of a cross-section of another 
alternative wall construction according to the present inven 
tion. 

0040 FIG. 10 is an out-take of a cross-section of yet 
another alternative wall construction according to the present 
invention. 
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0041 FIG. 11 is a vertical cross-sectional view of a pre 
form constructed according to the present invention, taken 
through its longitudinal axis. 
0042 FIG. 12A is a vertical cross-sectional view of 
another preform constructed according to the present inven 
tion, taken through its longitudinal axis. 
0043 FIG. 12B is a vertical cross-sectional view of yet 
another preform constructed according to the present inven 
tion, taken through its longitudinal axis. 
0044 FIG. 13A is an overlay of the preform cross-sec 
tional view of FIG. 12A onto the container cross-sectional 
view of FIG. 6. 
0045 FIG. 13B is an overlay of a cross-sectional view of a 
PET preform constructed according to standard principals for 
stretch blow molding the container of FIG. 6 onto the con 
tainer cross-sectional view of FIG. 6. 
0046 FIG. 14 depicts a temperature-time diagram for 
heating a monolayer PP preform according to the prior art. 
0047 FIG. 15 depicts a temperature-time diagram for 
heating a monolayer or multilayer PP preform according to 
one embodiment of the present invention. 
0048 FIG. 16 depicts a top-side elevational view of a 
heating apparatus for heating a PP preform according to one 
embodiment of the present invention. 
0049 FIG. 17 depicts a cross-sectional view of the appa 
ratus of FIG. 16. 
0050 FIG. 18 depicts an overhead view of another heating 
apparatus for heating a PP preform according to one embodi 
ment of the present invention. 
0051 FIG. 19A-19D depict progressive stages of blow 
molding the preform of FIG. 12A into the container of FIG. 6. 
0.052 FIG. 20 depicts a prior art stretchrod deforming a 
blown container. 
0053 FIG. 21 depicts one embodiment of a stretchrod of 
the present invention. 
0054 FIG.22A is a back-side elevational view of the tip of 
the stretchrod depicted in FIG. 21. 
0055 FIG. 22B is a cross-sectional view of the tip of the 
stretchrod depicted in FIG. 21. 

DETAILED DESCRIPTION OF THE DRAWINGS 

0056. It has been found that the barrier PP container of the 
present invention can be achieved by reheat stretch blow 
molding a container from a multilayer preform comprising at 
least one layer of PP and at least one layer of barrier material. 
The terms barrier, barrier material or barrier layer shall mean 
the use of EVOH, nylon or other known polymeric material 
know to provide a barrier to migration of oxygen, carbon 
dioxide, fragrance or flavor including, but not limited to, 
those materials having nano-composites or other non-poly 
meric materials known to inhibit the migration of gases or 
materials known to absorb or “scavenge’ gases such as oxy 
gen. When generically referenced herein, PP shall mean any 
of PPhomopolymers, random copolymers, block copolymers 
or random block polymers. A comonomer can be selected 
from the group consisting of ethylene, butylene, or other 
alpha-olefins from Cs-Cs. A preferred comonomer is ethyl 
ene wherein the ethylene is up to 3.0 weight% of the polypro 
pylene copolymer. The incorporation of nucleating agents 
(often referred to as “clarifiers' or “clarifying agents’) into 
the PP for reducing the haze value, as known to those of 
ordinary skill in the art, is also contemplated. Clarifying 
agents are exemplified by Milliken Chemical, Division of 
Milliken & Co.'s Millad 3988 clarifying agent or Mitsui 
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Toatsu Chemicals, Inc.'s NC4 clarifying agent. Other clarifi 
erS Such as Sorbitol and benzoates can also be used. Such 
clarifying agents are typically present in the amount of 0.1- 
0.3% by weight of the PP. Commercially available materials 
that have been found to readily facilitate the present invention 
are discussed herein by way of example and are not intended 
to limit the scope of the invention. 
0057 FIG.1 depicts one embodiment of a multilayer plas 

tic container 10 biaxially oriented according to the present 
invention. The container 10 is depicted in the form a bottle 
having a narrow finish 12, a body portion 14 extending from 
the finish 12 to a base 16 with the body 14 defining a cylin 
drical wall 20 and a shoulder 22. The cylindrical wall 20 has 
an upper label protector 24 and a lower label protector 26 to 
prevent an adjacent container from damaging a label (not 
shown) on the cylindrical wall 20. The container 10 could be 
employed, for example, to deliver water, fruit juices or car 
bonated or other beverages. Various other container configu 
rations, such as those discussed below, are also Susceptible of 
construction according to the present invention. 
0058 FIG. 2 depicts another container embodiment 28 
according to the present invention. The container 28 has a 
wide-mouth finish 30, a body portion 32 extending from the 
finish 30 to a base 34 with the body 32 defining a cylindrical 
wall 36 and a shoulder 38. The cylindrical wall 36 has an 
upper label protector 40 and a lower label protector 42. The 
container 28 is depicted in the form of a wide-mouth bottle 
having vacuum panels 44, often referred to as windows, to 
strengthen the cylindrical wall 44 against buckle due to low 
pressure in the container 28 resulting from processes such as 
hot-filling or warm-filling, as will be understood by one of 
ordinary skill in the art, typical of filling processes employed 
for fruit juices. The windows 44, or other known support 
features, may be of any known configuration. The configura 
tion of container 28 is more fully disclosed in U.S. Pat. No. 
D445,693S, the entirety of which is incorporated herein by 
reference. 

0059 FIG.3 depicts yet another container embodiment 46 
according to the present invention. The container 46 is repre 
sentative of a typical wide-mouth jar configuration. The con 
tainer 46 has a wide-mouth finish 48, a body portion 50 
extending from the finish 48 to a base 52 with the body 50 
defining a cylindrical wall 54 and a shoulder 56. The cylin 
drical wall 54 has an upper label protector 58 and a lower label 
protector 60. The container 46 is depicted in the form of a 
wide-mouth jar typically employed for products such a jams 
and jellies, red sauces and dry goods such as ground coffees. 
0060. The containers of FIGS. 4A, 4B and 5 depict con 
tainer configurations similar to that of the container 46 
depicted in FIG. 3 with the addition of support features to 
reinforce the respective sidewalls against buckle under 
vacuum. FIG. 4A depicts a container embodiment 62 having 
a wide-mouth finish 64, a body portion 66 extending from the 
finish 64 to a base 68 with the body 66 defining a cylindrical 
wall 70 and a shoulder 72. The cylindrical wall 70 has an 
upper label protector 74 and a lower label protector 76. The 
container 62 is depicted in the form of a wide-mouth jar 
having vacuum panels 78. The vacuum panels 78, or other 
known Support features, may be of any known configurations. 
The configuration of container 62 is more fully disclosed in 
U.S. Pat. No. D445,339S, the entirety of which is incorpo 
rated herein by reference. FIG. 4B depicts a container 
embodiment 80 having a wide-mouth finish 82, a body por 
tion 84 extending from the finish 82 to a base 86 with the body 
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84 defining a cylindrical wall 88 and a shoulder 90. The 
cylindrical wall 88 has an upper label protector 92 and a lower 
label protector 94. The container 80 of FIG. 4B is depicted in 
the form of a wide-mouthjarhaving vacuum panels 96 similar 
to vacuum panels 78 of the container depicted in FIG. 4A, 
with the addition of islands 98 to further strengthen the cylin 
drical wall 88, as known in the art, as well as provide support 
for a label (not shown) placed on the cylindrical wall 88. The 
vacuum panels 96 and islands 98, or other known support 
features, may be of any known configurations. 
0061 FIG.5 depicts a container embodiment 100 having a 
wide-mouth finish 102, a body portion 104 extending from 
the finish 102 to a base 106 with the body 104 defining a 
cylindrical wall 108 and a shoulder 110. The cylindrical wall 
108 has an upper label protector 112 and a lower label pro 
tector 114. The container 100 is depicted in the form of a 
wide-mouth jar having annular ribs 116 to strengthen the 
cylindrical wall 108, as known in the art. The annular ribs 116, 
may be of any number or known configurations. The configu 
ration of container 100 is more fully disclosed in U.S. patent 
application Ser. No. 29/119,063, the entirety of which is 
incorporated herein by reference. 
0062. The containers depicted in FIGS. 1-5 each represent 
an alternative to containers of like configurations constructed 
of PET and may optionally be provided with barrier protec 
tion from one or more barrier layers. The container configu 
rations contemplated as Susceptible of being constructed 
from OPP according to the present invention are limitless and 
the scope of the invention is not limited to those container 
configurations depicted herein. Rather, the containers of 
FIGS. 1-5 are depicted to indicate the broad range of capa 
bilities that can be achieved with containers constructed 
according to the present invention. For example, despite all of 
the containers depicted, and described herein, being of cylin 
drical configuration, non-cylindrical containers may also be 
constructed according to the present invention and the same 
principals discussed herein in relation to the construction of 
cylindrical containers also apply to non-cylindrical contain 
CS. 

0063 Barrier PET containers have become the industry 
standard for manufacturers of oxygen sensitive consumer 
goods who wish to provide their products in transparent or 
semi-transparent (collectively referenced herein as “low 
haze') barrier containers. The barrier OPP containers of the 
present invention provide a relatively inexpensive alternative 
to barrier PET. Due in part to the stability of PP at relatively 
high temperatures, as compared to PET, the containers of the 
present invention are ideally Suited for high heat processing 
Such as for purposes of sterilization. For example, as dis 
cussed above, the present invention has been found to pro 
duce containers capable of withstanding hot-filling at stan 
dard parameters. It is also contemplated that containers 
manufactured according to the present invention are well 
suited for other methods known in the art for sterilizing con 
Sumer products, such as, by way of example, pasteurization 
and retort. 

0064. The advantages of the present invention also extend 
to consumer goods not requiring heat treatment. For example, 
injection of the multilayer preforms of the present invention is 
simplified over injection of their PET counterpart, because 
the injection temperature of PP (typically ranging from 
approximately 200-220°C.) is close to that of EVOH (typi 
cally ranging from approximately 190-210°C.), the barrier 
material of one embodiment of the invention. Therefore, the 
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injection equipment employed to construct preforms accord 
ing to the present invention need not be designed to maintain 
a significant temperature differential between those melt 
materials. Moreover, all containers of the present invention 
will benefit from the relatively low cost of PP as compared to 
PET while achieving comparable haze values and overall 
aesthetics. 

Interlayer Construction 
0065 FIG. 6 depicts a cross-sectional view of the con 
tainer 100 depicted in FIG. 5. The various wall constructions 
set forth below can apply equally well to other container 
configurations contemplated by the present invention, 
whether or not depicted herein. Moreover, it is contemplated 
that the present invention may apply to all multilayer PP 
containers, with or without a barrier layer. Accordingly, the 
terms “intermediate layer will be used herein to generically 
refer to a layer positioned intermediate of two PP layers in a 
preform or container and may, although it need not, comprise 
a barrier layer. It is also contemplated that each preform or 
container configuration described or shown herein may be 
supplied with a non-barrier intermediate layer in the place of 
the barrier layer discussed. 
0066. As depicted in FIG. 6, a barrier layer 118 extends 
throughout the body portion 104 and into both the finish 102 
and the base 106. For the clarity of FIG. 6, the barrier layer 
118 is represented by a single line rather than depicted with a 
thickness having cross-hatching. The respective barrier lay 
ers of FIGS. 11, 12A-B, 13 A-B, 17, 19A-D, 20 and 21 are 
likewise represented by a single line. The barrier layer 118, 
where present, divides the container 100 into an inner layer 
120 and an outer layer 122. FIG. 7 depicts an out-take of the 
wall 108 to provide an enhanced view of the multi-layer 
structure. The inner layer 120 and the outer layer 122 are each 
preferably comprised of the same material composition to 
simplify the equipment necessary for injecting preforms from 
which the container 100 is blown. It is contemplated, how 
ever, that the material compositions of the inner and outer 
layers 120 and 122 could differ one from the other such as, by 
way of example only, incorporating a clarifying agent into 
only the outer layer 122. 
0067. The inner and outer layers 120 and 122 comprise at 
least PP and provide a majority of the thickness and structural 
rigidity to the bottle 100, and, as such, may be referenced 
herein as “structural layers.” The barrier layer 118 is com 
prised of at least a barrier material or as discussed generally 
above and more specifically below. The material composi 
tions of the layers 118, 120 and 122 facilitate adhesion, bond 
ing or tying between each of the structural layers 120 and 122 
and the barrier layer 118 to prevent delamination of the con 
tainer 100 under normal conditions. Reference herein to any 
one of the terms “adhesion.” “bonding or “tying may, alter 
natively, represent reference to any of the others where not 
inconsistent. 
0068. In one embodiment, the polymer structure of either 
the PP or the barrier material is modified from known com 
positions to facilitate adhesion between the two materials in a 
process often referred to as “compatiblizing one polymer 
with the other. In an alternative embodiment, an adhesive is 
incorporated into the material of at least one of the barrier 
layer 118 and the structural layers 120 and 122. For example, 
the structural layers 120 and 122 may comprise a PP with an 
adhesive incorporated therein while the barrier layer 118 is 
comprised of a pure barrier material. Alternatively, the struc 
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tural layers 120 and 122 may comprise pure PP while the 
barrier layer 118 is comprised of a barrier material with an 
adhesive incorporated therein. In yet another alternative 
embodiment, each of the layers 118, 120 and 122 could incor 
porate an adhesive to facilitate adhesion therebetween. A PP 
that has been compatiblized or made to incorporate an adhe 
sive will be referred to herein as 'enhanced PP or an 
"enhanced PP layer.” A barrier material that has been com 
patiblized or made to incorporate an adhesive will be referred 
to hereinas an "enhanced barrier material,' 'enhanced barrier 
layer,” or "enhanced EVOH or "enhanced nylon' when 
material specific. 
0069. One embodiment of an "enhanced PP” comprises 
blending, for example by dry blending, Tymor 2E02 adhesive 
agent (manufactured by Rohm and Haas) into Solvay KB 
4285 PP (referenced herein as “Solvay 4285') as a base PP to 
disperse the Tymor 2E02 throughout the base PP as evenly as 
possible. Tymor 2E02 comprises a PP functionalized with a 
maleic anhydride in the amount of approximately 0.2% by 
weight. Tymor 2E02 is dispersed throughout the base PP in 
the amount of up to approximately 15% by weight to provide 
the enhanced PP with up to approximately 0.03% by weight 
of maleic anhydride. The Tymor 2E02 PP onto which maleic 
anhydride is grated, can be any known PP. However, when 
used in concentrations over approximately 10% by weight, it 
is preferred, although not necessary, that the Tymor 2E02 
comprise the same PP as the base PP into which it is to be 
incorporated. 
0070 Another embodiment of an “enhanced PP” com 
prises blending, for example by dry blending, Tymor 2E04 
adhesive agent (manufactured by Rohm and Haas) into 
Solvay 4285 PP as a base PP to disperse the Tymor 2E04 
throughout the base PP as evenly as possible. The Tymor 
2E04 comprises a PP functionalized with a maleic anhydride 
in the amount of approximately 0.8% by weight. The Tymor 
2E04 is dispersed throughout this base PP in the amount of up 
to approximately 15% by weight to provide the enhanced PP 
with up to approximately 0.12% by weight of maleic anhy 
dride. As with the Tymor 2E02, the Tymor 2E04 PP onto 
which the maleic anhydride is grafted can be any known PP. 
However, when used in concentrations over approximately 
10% by weight, it is preferred, although not necessary, that 
the Tymor 2E04 comprise the same PP as the base PP into 
which it is to be incorporated. 
(0071. A further embodiment of an “enhanced PP com 
prises blending, for example by dry blending, Fusabond 
353D (manufactured by DuPont) adhesive agent into Solvay 
4285 PP as a base PP to disperse the Fusabond 353D through 
out the base PP as evenly as possible. The Fusabond 353D 
comprises a PP functionalized with a maleic anhydride in the 
amount of approximately 1.0% by weight. The Fusabond 
353D is dispersed throughout this base PP in the amount of up 
to approximately 5% by weight to provide the enhanced PP 
with up to approximately 0.05% by weight of maleic anhy 
dride. The Fusabond 353D base PP can be any known PP. 
0072 The invention also contemplates the incorporation 
of alternative adhesives agents into a base PP. For example, 
the following adhesive agents have been found to provide 
acceptable adhesion between a base PP and a barrier material 
when employed to create an enhanced PP: Fusabond 41 1D 
and Fusabond 536D (both manufactured by DuPont); and 
Tymor 2E07 (manufactured by Rohm and Haas). The identi 
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fied adhesive agents are not intended to represent an exhaus 
tive list of possible adhesive agents and others not mentioned 
here are contemplated. 
0073. Although any barrier material may be employed in a 
barrier layer of the present invention several barrier materials 
have been found to readily adhere to an adjacent enhanced PP 
layer, especially when the PP is enhanced with one of the 
above-identified adhesive agents. These barrier materials are: 
F-104BW EVOH, XEP-561 EVOH, XEP-719 EVOH, XEP 
721 EVOH and ETC-127 EVOH (all manufactured by 
Evalca): Soarus D2908 EVOH and Soarus SG430 EVOH (all 
manufactured by Soarus); Grivory G21 nylon (manufactured 
by EMS-Chemie); and type 6001 MxD6 nylon (manufac 
tured by Mitsubishi Gas Chemical). These agents are listed by 
way of example only and other barrier materials are contem 
plated. 
0074. One embodiment of an "enhanced barrier layer 
comprises blending. Such as by dry blending, Tymor 2E02 
adhesive agent into F-104BW EVOH as a base barrier mate 
rial to disperse the Tymor 2E02 throughout the base barrier 
material as evenly as possible. As set out above, the Tymor 
2E02 comprises maleic anhydride in the amount of approxi 
mately 0.2% by weight. The Tymor 2E02 is dispersed 
throughout this base barrier material in the amount of up to 
approximately 15% by weight to provide the base barrier 
material with up to approximately 0.03% by weight of maleic 
anhydride. 
0075. In one embodiment, adhesive agents that require a 
Smaller concentration of the adhesive agent within the base 
barrier material are preferred adhesive agents for an enhanced 
barrier layer. The adhesive agents themselves typically being 
poor barriers to oxygen, carbon dioxide, etc., it is believed 
that the adhesive agent, when integrated into the barrier mate 
rial, deteriorates the barrier capabilities of the barrier material 
by reducing the thickness of the barrier material, or even 
effectively poking holes in the barrier layer, wherever chains 
of the adhesive agent are located in the barrier layer. By way 
of example, the Tymor 2E04 has a higher concentration of 
maleic anhydride than the other listed adhesive agents and it 
requires less non-barrier material in the barrier layer than, for 
example, Tymor 2E02 to provide the same amount of maleic 
anhydride. 
0076. As used herein to describe the incorporation of a 
commercial adhesive agent such as Tymor 2E02 into a base 
material such as Solvay 4285 PP, the term “dry blending 
refers to dispersing pellets of each into the extruder of the 
injection apparatus to be melted together as they are advanced 
through the extruder. Blending in this manner results in 
chains of the commercial adhesive agent entangled in the 
chains of the base PP as will be understood by those of 
ordinary skill in the art. When the adhesive agent comprises 
maleic anhydride grafted onto PP, the adhesive agent may 
also be referred to as maleated PP. Blending in this manner 
may also be employed to incorporate an adhesive agent into a 
base barrier material. Other methods of incorporating an 
adhesive agent into a base material (be it PP or barrier mate 
rial) are contemplated and will be evident to one of ordinary 
skill in the art. 

0077. In one embodiment of the present invention, the 
concentration of the adhesive agent within each of the struc 
tural layers 120 and 122 could decrease from a higher con 
centration at the extremity of each respective layer immedi 
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ately adjacent to the barrier layer 118, to a lower (or Zero) 
concentration at the extremity of the layer opposite the barrier 
layer 118. 
0078. It has been found that the greater the percentage of 
adhesive agent evenly distributed throughout any layer of the 
container 100, the better that layer will adhere to an adjacent 
layer. This correlation results from two facts. First, the adhe 
sive force that an enhanced layer may exert on an adjacent 
layer of a container depends, at least in part, upon the amount 
of adhesive agent available at the outer surface of that 
enhanced layer to interact (i.e. adhere, bond or tie) with the 
adjacent layer. Second, as the percentage of adhesive agent 
evenly distributed throughout any layer is increased, the 
amount of adhesive agent which will be exposed at an outer 
Surface of that layer will also necessarily increase. Addition 
ally, the percentage of the adhesive agent in a layer which is 
exposed at the outer Surface thereof, is inversely proportional 
to the thickness of that layer. That is, a thinner enhanced layer 
will produce greater adhesive potential from a given quantity 
of an adhesive agent, than will a relatively thicker enhanced 
layer comprised of the same given quantity of adhesive agent. 
From the foregoing it will be understood that because the 
barrier layer 118 of the container 100 is thinner than each of 
the inner and outer layers 120 and 122, dispersing an adhesive 
agent in the barrier layer 118 will necessarily decrease the 
amount of adhesive agent necessary to bond the inner and 
outer layers 120 and 122 to the barrier layer 118 relative to the 
dispersing the adhesive agent within the inner and outer lay 
ers 120 and 122. 

(0079 Returning to the embodiment of FIG. 6, the barrier 
layer 118 terminates at a finish end 124 short of an uppermost 
extremity 126 of the finish 102 leaving a ring 128 of enhanced 
PP about the uppermost extremity 126 of the finish 102. As is 
known to one of ordinary skill in the packaging art, extending 
the barrier 118 to the uppermost extremity 126 of the con 
tainer finish 102 would completely detach the inner layer 120 
from the outer layer 122 and allow rather easy separation of 
the inner and outer layers 120 and 122. Separation of the inner 
and outer layers 120 and 122 from the barrier layer 118 at the 
finish 102 would become likely because only the adhesive 
agent would be left to maintain the structural layers 120 and 
122 laminated to the barrier 118. Delamination at the finish 
102 would provide an aesthetically unpleasing container and 
expose the barrier layer 118 to moisture which, in the case of 
EVOH for example, dramatically reduces the barrier layer 
resistance to migration of oxygen. Moreover, if the container 
were intended to facilitate human consumption directly from 
the container, separation of the layers at the upper extremity 
of the finish could result in injury to a consumer. The barrier 
layer 118 also terminates at a base end 130 short of the 
injection gate area at the center 132 of the base 106 leaving a 
disc 134 of enhanced PP about the base center 132. As will be 
understood by one of ordinary skill in the art, the disc 134 pins 
the structural layers 120 and 122 one to the other and helps to 
prevent delamination from initiating in the base 106. How 
ever, a barrier layer extending continuously across the entire 
base 106 is also contemplated by the present invention. 
0080 While it is desirable to locate the barrier layer 118 
short of the finish uppermost extremity 126 and the base 
center 132 to prevent delamination, the portions of the con 
tainer left absent of barrier material are subject to relatively 
undeterred oxygen migration due to the low oxygen barrier 
properties of known PP. Accordingly, it is desirable to place 
the barrier layer finish end 124 close to the finish uppermost 
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extremity 126 and the barrier layer base end 130 close to the 
base center 132 to assist in maintaining lamination without 
creating an unnecessarily large area of the container through 
which oxygen will readily migrate. It has been found that 
placing the barrier finish end 124 within 0.100 inches (0.254 
cm) from the finish uppermost extremity 126 meets the 
described goals. As understood by those of ordinary skill in 
the art, placement of the barrier layer ends 126 and 130 is 
dictated and controlled by the specific parameters employed 
in the process of injecting the preform from which the result 
ing container is blow molded. By way of example only, the 
barrier layer finish end 124 can be brought within a few mils 
of the finish uppermost extremity 126 by creating a barrier 
fold-over during injection as described in U.S. Pat. No. 4,554, 
190, the entirety of which is incorporated herein by reference. 
Other injection techniques to accomplish the discussed bar 
rier placement will become evident to one of ordinary skill in 
the art. 

I0081. The PP of the inner and outer layers 120 and 122 
provide structural rigidity and moisture barrier protection to 
the container 100. The thickness of the inner and outer layers 
120 and 122 and the thickness of the barrier layer 118 are 
designed according to factors such as the type of product to be 
filled in the container, the sensitivity of the product to oxygen, 
the desired shelf life of the product and whether or not the 
container will be hot-filled or subjected to other sterilization 
processes such as retort, etc. Typically the thickness of the 
inner and outer layers 120 and 122 are in the range of between 
approximately 0.005-0.015 inches (0.0127-0.0381 cm) each 
for typical consumer goods applications and the barrier layer 
thickness is typically between approximately 0.0001-0.002 
inches (0.000254-0.00508 cm) for such applications. How 
ever, these thicknesses may be modified to vary, for example, 
the container's rigidity, moisture barrier and/or oxygen and 
carbon dioxide barrier as will be recognized by one of ordi 
nary skill in the art. Layer thicknesses are discussed further 
below with specific examples in reference to FIG. 13A. 
0082. The present invention is not limited to the three layer 
wall structures described hereinabove. Accomplishing adhe 
sion between two adjacent layers by incorporating an adhe 
sive agent into at least one of those layers may be applied to 
other wall structures as well. For example, a two layer con 
tainer (not depicted) is contemplated as having an innermost 
layer of PP adhered to an outer layer of barrier material 
wherein either the PP or the barrier material is enhanced, 
according to the present invention, with an adhesive agent. 
This structure is beneficial when employing a barrier material 
that is not as sensitive to moisture as Some barrier materials, 
Such as EVOH, and is resistant to flaking or chipping when 
Subjected to the normal rigors of a consumer good container. 
0083. Alternatively, another two layer container (not 
depicted) is contemplated as having an innermost layer of 
barrier material and an outer layer of PP wherein either the 
barrier material or the PP is enhanced, according to the 
present invention, with an adhesive agent. This structure is 
beneficial for packaging consumer products, such as, by way 
of example only, orange juice that tend to have certain flavor 
components absorbed by many PP compositions, because the 
barrier material can act as a barrier to the migration of the 
flavor component. Conversely, the innermost barrier layer can 
act as a barrier to the migration of components of the PP layer, 
or an adhesive agent therein, into the packaged product. 
0084. Adhering two adjacent layers one to the other 
according to the present invention can also be applied to more 
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complicated structures including those constructed by extru 
sion blow molding techniques such as those described in U.S. 
Pat. No. 5,156,857, the entirety of which is incorporated 
herein by reference. For example, FIG. 8 depicts an outtake 
from the wall of six-layer container (container not depicted) 
comprising an innermost layer of barrier material 136 imme 
diately adjacent to an inner layer of PP 138 which is, in turn, 
immediately adjacent to an intermediate layer 140 of barrier 
material. The intermediate layer 140 of barrier material is 
adhered by a discrete adhesive layer 142 to a regrind layer 
144. An outermost layer of Virgin PP 146 covers the regrind 
layer 144. The outermost layer 146 and the regrind layer 144 
adhere to one another without the assistance of an adhesive 
agent as will be recognized by one of ordinary skill in the art. 
Discrete adhesive layer 142 is a traditional layer of adhesive, 
such as pure Tymor 2E02, as is known in the art. The inner 
layer of PP 138 between the innermost layer of barrier mate 
rial 136 and the intermediate layer 140 of barrier material 
comprises an enhanced PP to provide lamination to the two 
adjacent barrier layers 136 and 140. The inclusion of regrind 
layer 144 renders this embodiment of the invention ripe for 
manufacture by standard extrusion blow molding processes 
known to those of ordinary skill in the art. FIG. 9 depicts 
another wall construction of the present invention which 
comprises the wall construction depicted in FIG. 8 without 
the regrind layer 144. The wall construction of FIG. 9 lends 
itself to reheat stretch blow molding which creates no scrap 
and, therefore, has no need for the regrind layer 144. 
I0085 FIG. 10 depicts an alternative to the wall construc 
tion depicted in FIG. 8 wherein the discrete adhesive layer 
142 has been eliminated. In this embodiment, the regrind 
layer 144 is also an enhanced layer to facilitate adhesion to the 
barrier layer 140. As with the embodiment depicted in FIG. 8, 
the regrindlayer 144 could be eliminated from the structure in 
an alternative embodiment intended for manufacture by the 
reheat stretch blow molding method. In this alternative 
embodiment (not depicted), the outermost layer 146 is an 
enhanced layer in order to facilitate adhesion between itself 
and the adjacent intermediate barrier layer 140. Other alter 
native configurations will become apparent to those of ordi 
nary skill in the art and are also contemplated by the present 
invention. 

Preform 

I0086. As with any preform designed for reheat stretch 
blow molding, the preforms of the present invention are 
designed to allow for efficient reheating and blow molding to 
provide a container having a material distribution that will be 
capable of withstanding the rigors to which it will be sub 
jected. Primary among the concerns of designing a preform 
are the material distribution and orientation in the resulting 
container. Orientation of the preform material is achieved by 
raising the preform to a blow temperature below the melt 
temperature, axially elongating the preform with a stretchrod 
and expanding the preform radially to conform the preform to 
the mold cavity in which the preform resides. Optimum ori 
entation can be achieved at a range of blow temperatures. As 
will be understood by one of ordinary skill in the art, all 
portions of the preform that will be expanded during blow 
molding must be within the range of blow temperatures dur 
ing blow molding in order to obtain the desired material 
distribution and in order to orient those portions of the pre 
form. 
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I0087. Thermal conductivity of PP is substantially lower 
than that of PET. For example, the thermal conductivity of PP 
has been found to be approximately 3.58 (10cal)/(cm sec. 
C.). PET, on the other hand has been found to have a thermal 
conductivity of approximately 6.92 (10 cal)/(cm sec. C.). 
Similarly, PP has a higher heat capacity than PET causing it to 
hold heat longer than PET. For example, the heat capacity of 
PP has been found to be approximately 0.53 cal/g C. whereas 
PET has been found to have a heat capacity of approximately 
0.32 cal/g C. Because of the differences in thermal conduc 
tivity and capacitance, a PP preform will take substantially 
longer than a like configured PET preform to heat from a 
given ambient temperature to an approximately uniform 
given blow temperature, as will be recognized by one of 
ordinary skill in the art. The PP preformalso takes longer than 
the like configured PET preform to cool from a given injec 
tion temperature to a given ambient temperature. Blown con 
tainers of PP face a longer cool time as well. 
0088. The combination of the low thermal conductivity, 
high heat capacitance and high blow molding temperatures of 
PP dictate increased reheat times for PP preforms over like 
configured PET preforms. The preform configuration of the 
present invention overcomes the differences in thermal con 
duction and capacitance between PP and PET to allow effi 
cient reheating for blow molding. 
I0089. The range of temperatures in which PP will orient 
during blow molding is substantially narrow in comparison to 
that of PET. In one embodiment of the present invention, that 
temperature range (sometimes referenced herein as a “blow 
process window) has been found to be approximately 125 
135° C., more preferably 128-132° C., for PP whereas a 
typical PET blow process windows ranges from 95-110° C. 
Blow process windows for other PP grades are contemplated 
and will be recognized by one of ordinary skill in the art or 
determined through routine experimentation. It has been 
found that the entirety of those portions of the preform to be 
expanded during blow molding must be brought within the 
blow process window in order to properly blow mold an OPP 
container. If the outer skin of the preform is elevated to a 
temperature within the blow process window, 132° C. for 
example, but the inner skin is at a temperature outside the 
blow process window, 120° C. for example, with a tempera 
ture gradient therebetween, at least those portions of the 
preform not within the blow process window will not prop 
erly orient and will cause a defective container. In extreme 
cases, blowing a preform having inner portions below the 
blow process window can resultin preventing proper inflation 
of the preform. If the outer skin is raised above the blow 
process window, insufficient orientation will be induced to 
produce an acceptably rigid container. Alternatively, if outer 
portions of the preform are blown attemperatures above the 
blow process window, the Strain hardening necessary to cause 
the preform to inflate, as opposed to simply tearing under the 
blow pressure or stretchrod force, may be insufficient to hold 
the preform together during inflation. In Such a case, one or 
more holes will open in the preform allowing the blow pres 
Sure to escape from within the preform preventing formation 
of a container. 

0090 Moreover, the degree of strain hardening will vary 
with the blow temperature, even within the blow process 
window, and "placement, during blow molding, of the Vari 
ous portions of the preform in corresponding portions of the 
mold cavity will vary with the blow temperature. For 
example, insufficient strain hardening, resulting from a high 
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blow temperature, will allow portions of the preform to elon 
gate more than designed and redistribute the preform portions 
lower in the resulting container than designed, as will be 
recognized by one of ordinary skill in the art. For example, the 
lower portions of the preform sidewall will be deposited in the 
base of the blow mold such that the base of the resulting 
container will comprise the material from the preform base 
portion as well as portions of the preform sidewall. The mate 
rial in the base will not be able to stretch enough to sufficiently 
orient the base material, resulting in a defectively weak con 
tainer base. The excess elongation of the preform will also 
produce thinner walls than desired. It will be understood by 
one of ordinary skill in the art that blowing a preform having 
portions attemperatures below the blow process window may 
result in upwardly redistributing portions of the preform and 
ultimately over thinning the base of the resulting container. 
0091 Straying from the blow process window can also 
result in delaminating multilayer preforms. The various lay 
ers of a multilayer preform, Such as those containers of the 
present invention having a barrier layer, may be caused to 
separate due to variation in the degree of resistance to infla 
tion, as will be recognized by one of ordinary skill in the art. 
0092. To avoid the various problems that can result from 
blowing preforms having portions thereof at temperatures 
outside of the blow process window, one embodiment of the 
preform of the present invention comprises walls that are 
substantially thinner than walls in known PET preform 
designs for construction the same container. As discussed in 
more detail below, thinning the preform walls reduces the 
temperature differential between the inner skin and the outer 
skin that will result during reheating and facilitate a more 
uniform temperature making it easier to maintain the entirety 
of the preform within the blow process window. Also, the time 
necessary to elevate the preform to the desired temperature is 
decreased. In one embodiment, the preform wall is designed 
to facilitate raising the entire preform wall to a temperature in 
the range of 128-132° C. during a commercially acceptable 
period of reheating. While the preform walls are ideally 
brought to a uniform temperature, one of ordinary skill in the 
art will recognize that the time required to bring a PP preform 
to a uniform temperature is commercially unattractive with 
current reheat processes and preform designs. 
(0093. While each of the preforms depicted herein are mul 
tilayer, the preform designs, including thickness profiles, set 
out herein apply equally to monolayer preforms. FIG. 11 
depicts one preform configuration of the present invention 
constituting a narrow-mouth elongated preform 148 of the 
type employed for reheat stretch blow molding elongated 
bottles such as the bottle 10 depicted in FIG. 1 herein. The 
preform 148 comprises an inner layer 150, an outer layer 152 
and a barrier layer 154. The preform 148 is configured to 
define a finish 156, a neck 158 extending from the finish 156 
and a body portion 160 extending from the neck 158 to a base 
162 with the body defining a cylindrical wall portion 164 and 
a shoulder portion 166 between the neck 158 and the cylin 
drical wall portion 164. The neck 158 and body portion 160 
defining a blow portion that will be expanded during blow 
molding. 
(0094 FIG. 12A depicts a wide-mouth preform 168 of the 
type employed for reheat stretch blow molding a container 
such as any of those of the type depicted in FIGS. 3, 4A, 4B 
and 5 herein. The preform 168 comprises an inner layer 170, 
an outer layer 172 and a barrier layer 174. The preform 168 is 
configured to define a finish 176, a body portion 178 and a 
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base 180 with the body 178 defining a cylindrical wallportion 
182 and a shoulder portion 184. A neck portion 186 extends 
between the shoulder 178 and the finish 176. The neck 186, 
body portion 178 and base 180 define a blow portion that will 
be expanded and stretched during blow molding. 
0095 FIG. 12B depicts an alternative wide-mouth pre 
form 188 of the type employed for reheat stretch blow mold 
ing a wide-mouth container Such as any of those of the type 
depicted in FIGS. 3, 4A, 4B and 5 herein. The preform 188 
comprises an inner layer 190, an outer layer 192 and a barrier 
layer 194. The preform 188 is configured to define a finish 
196, a body portion 198 and a base 200 with the body 198 
defining a cylindrical wall portion 202 and a shoulder portion 
204. A neck portion 206 extends between the shoulder 204 
and the finish 196. The neck 206, body portion 198 and base 
200 defining a blow portion that will be expanded and 
stretched during blow molding. 
0096. Returning to FIG. 12A, the blow portion of the 
preform 168 of the present invention defines a wall thickness 
profile, described below but not depicted, designed to facili 
tate both an efficient reheating and a desired thickness profile 
in the resulting container. The neck 186 extends from the 
finish 176 at a relatively thin wall thickness t1. In one embodi 
ment, the wall thickness of the preform 168 gradually 
increases from thickness t1 along the neck and body portion 
178 until reaching the thickness t2 at the interface with the 
base portion 180. The base portion 180 extends until the base 
thickness again reaches the thickness t2 proximate a center 
line 208 of the preform 168 to define a wall portion of 
increased thickness 187 in the base 180. The preform wall 
thickness then begins to thin from thickness t2 until reaching 
a thickness t3 at the preform centerline 208. While the thick 
ness t3 is preferably thinner than wall thickness t2, it is 
contemplated that the thickness t3 may equal or exceed thick 
ness t2. The thickness of the wall portion of increased thick 
ness 187 can vary from thickness t2 between its ends to 
accomplish the purposes discussed below. Alternatively, as 
depicted in FIG. 12A, the wall portion of increased thickness 
187 may have an approximately constant thickness t2 
throughout. 
0097. The blow portion of the preform 168 has an overall 
height a, a base portion 180 height b, and a height c at the 
lower end of the wall portion of increased thickness 187. In 
one embodiment, the barrier layer is run roughly along a 
preform wall centerline (not shown) between the inner and 
outer skin of the preform 168 dividing the inner and outer 
layers 170 and 172 into approximately even thicknesses at 
any given point on the preform 168. It is, however, recognized 
that the barrier layer 174 may be moved closer to the inner or 
outer skin from the wall centerline. In the preform 168 
depicted in FIG. 12A, a barrier layer 174 of approximately 
between 0.008-0.010 inches (0.02032-0.0254 cm) through 
out the preform has been found to provide a sufficient barrier 
when the preform 168 is comprised of the below specified 
thickness for blow molding into a resulting OPP container of 
the configuration and dimensions of the container 100. Other 
barrier thickness are contemplated to increase or decrease the 
resistance to migration of gases, etc. in the container 100 and 
one of ordinary skill in the art will recognized the variations 
necessary in the preform 168 to accomplish variations in the 
resulting container 100. 
0098. The thickness profile discussed above in relation to 
FIG. 12A has been found to induce sufficient orientation in 
the preform 168, when the structural layers 170 and 172 are 
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comprised of PP, to facilitate blow molding of high quality 
rigid container 100 as depicted in FIG. 13A. As will be rec 
ognized by one of ordinary skill in the art, the relative thick 
nesses of the preforms to the containers shown in the various 
figures, and most evidently in FIGS. 13 A.B and 19A-D, have 
not been maintained in proper proportion so that a discernable 
cross-section of the container walls may be maintained. It is 
believed that the relatively thin neckportion 186 facilitates a 
thin, but oriented container neckportion. Because little axial 
or radial stretching is imparted to the neck portion of a typical 
container, the neckportion 186 is configured to be relatively 
close to the desired container neck thickness. The wall por 
tion of increased thickness 187 provides a reserve of material 
to be placed in the base of the corresponding container during 
blow molding to provide the base with the material necessary 
for strength and drop impact resistance. Other preform thick 
ness profiles and contours are contemplated and will become 
evident to those of ordinary skill in the art. 
(0099 FIG. 13A depicts an overlay of the preform 168 
depicted in FIG. 12A onto the container 100 depicted in FIG. 
6 to demonstrate one embodiment of the correlation between 
the portions of a preform of the present invention and a 
container blow molded therefrom. As depicted, the neck por 
tion 186 of the preform 168 is blown into a neck portion 210 
of the container 100, the shoulder portion 186 of the preform 
168 is blown into a shoulder portion 212, the cylindrical wall 
portion 182 is blown into the cylindrical wall 214, the wall 
portion of increased thickness 187 of the preform base 180 is 
blown into an outer portion 216 of the container base 218 as 
well as the contact ring which contacts the Surface on which 
the container 100 rests. The relative size of the preform 168 to 
the container 100 as well as the thickness profile of the pre 
form 168 result in a container 100 having thickness and 
orientation sufficient to withstand hot-filling and distribution 
through normal chains of commerce. The stretching imparted 
to the material and the clarifying agents employed in standard 
materials such as Solvay 4285 facilitate containers 100 hav 
ing low haze values. 
0100. In the embodiment of the preform of the present 
invention depicted in FIGS. 12A and 13A, the wall portion of 
increased thickness 187 represents the thickest portion of the 
preform blow portion. As best seen in FIG. 13A and FIGS. 
19A-D, the increased thickness of the wall portion of 
increased thickness 187 provides a reserve of material in the 
preform base 180 to insure that the resulting container base is 
provided with sufficient material and orientation to resist, for 
example, drop impact as well as vacuum resulting from hot 
filling procedures. For example, the biaxially oriented con 
tainers of the present invention withstand drop impact 
20-30% better than their extrusion blow molded counterparts. 
As discussed below in relation to FIGS. 19A-D, the reserve of 
material provided by the wall portion of increased thickness 
187 is located in relatively low on the preform 168 and, as a 
result of the inward curvature of the base portion 180, inward 
of the outermost diameter of the preform blow portion. This 
low and inward location of the wall portion of increased 
thickness 187 allows it to be deposited in those portions of the 
base 218 that would otherwise receive insufficient material 
for purposes of structural rigidity. Specifically, the reserve of 
material in the wall portion of increased thickness 187 avoids 
becoming caught or hung-up on the annular ribs 226 intrud 
ing inward of the cylindrical wall 214. The location of the 
reserve of increased material thickness in the wall portion 187 
circumvents the annular ribs 226 during blow molding and is 
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distributed in the base 218. Other structural features such as 
vacuum panels could also be avoided in this manner and the 
thickness profile of the preform 168 discussed above can also 
be employed for this purpose. While the wall portion of 
increased thickness 187 may be located at any distance from 
the preform outermost diameter, it is preferred that the upper 
end of the wall portion of increased thickness 187 be located 
between 0.002 inch (0.00508 cm) and 0.015 inch (0.0381 cm) 
inward of the outermost diameter of the preform. Moving the 
upper end of the wall portion of increased thickness 187 
further inward may require too great a thickness of the wall 
portion 187 to allow efficient reheating as discussed below. 
0101 The thickness profile can also be employed for con 
tainers without structural side wall features such as in the 
container depicted in FIG. 3 to insure that sufficient material 
is provided to the outer portions of the container base because 
regardless of the sidewall features, a container base having a 
foot diameter substantially close to the diameter of the side 
wall, such as with the based depicted herein, will create a 
corner with a narrow opening through which sufficient mate 
rial must be blown to create an outer base of the required 
rigidity. FIG. 19C, for example, depicts at least a portion of 
the wall portion of increased thickness 187 of the preform 168 
entering an outer portion of a mold cavity base 546 to form a 
corresponding container base 216. Without the thickness of 
the wallportion 187 of increased thickness, the container base 
216 might be too thin and weak. 
0102. It is contemplated that a wall portion of increased 
thickness, such as the wall portion 187 of the preform 168 
depicted in FIGS. 12A and 13A, need not be of constant 
thickness. Rather, the thickness could, for example, increase 
slightly from opposing ends to create thicker middle and 
thinner ends. Other configurations of the wall portion of 
increased thickness 187 will become apparent to one of ordi 
nary skill in the art to achieve the above discussed objective of 
providing a strong container base Such as container base 216. 
It is also contemplated that the preform thickness t3 at the 
preform axis in the base, need not be thinner than the wall 
portion of increased thickness t2. The term “increased in the 
term “wall portion of increased thickness” is employed to 
describe the preferred embodiment discussed above with ref 
erence to FIG. 12A. The thickness t3 merely need be designed 
to induce sufficient orientation and provide sufficient thick 
ness to the center of a resulting container base. 
(0103) The container 100, as depicted in FIG. 13A, has a 
finish of equal dimensions to the preform finish 176 because 
the finish is not subjected to blow molding as is known to 
those of skill in the art. The container 100 has a blow portion 
height A, the uppermost end of the cylindrical wall 214 
extending to a height of B, and the base 218 extending to a 
height of C. The shoulder 212 and base 218 having an outer 
most diameter of D1 and the cylindrical wall 214 each having 
an outermost diameter of D2. 
0104. In one embodiment a preform of the configuration 
of preform 168 having the dimensions a 2.317 inch (5.89 
cm), b=0.997 inch (2.53 cm), c=0.250 inch (0.635 cm), d1=2. 
480 inch (6.30 cm), t1=0.074 inch (0.188 cm), t2=0.120 inch 
(0.3048 cm), t3=0.090 inch (0.2286 cm), wherein the outer 
skin of the wall portion of increased thickness 187 began at an 
upper end at a distance from the axis 208 in the approximate 
range of 1.20 inch (3.048 cm) and terminated at a lower end at 
a distance from the axis 208 in the approximate range of 0.516 
inch (1.311 cm), was found to facilitate blow molding of a 
strong container 100 having the dimensions A=3.655 inch 
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(9.28 cm), B=2.200 inch (5.59 cm), C=0.550 inch (1.40 cm), 
D1=3.090 inch (7.85 cm), D2=3.150 inch (8.00 cm) and a 
blow portion wall thickness in the range of from 0.025-0.032 
inch (0.0635-0.0813 cm). 
0105. In the embodiment of the preform of the present 
invention discussed above with relation to FIGS. 12A and 
13A, the lengtha of the preform blow portion in relation to the 
length of the container blow portion A as well as the location 
of the reserve of material 187 allows the body portion 178 of 
the preform of the present invention to be substantially thin 
ner than would be prescribed by known preform design 
parameters, while maintaining the gram weight necessary to 
construct the container 100. The thinner walls allow a reduced 
temperature differential between the inner skin and the outer 
skin during reheating and thus help to facilitate quicker 
reheating of the preform to temperatures within the blow 
process window without reaching the melt temperature. 
0106 By way of comparison, FIG. 13B depicts one pos 
sible preform 228 designed according to standard design 
techniques for blow molding a PET barrier container of the 
configuration of the container 100. It can be seen by compar 
ing FIGS. 13A and 13B that PET preform 228 design param 
eters dictate a preform substantially narrower and shorter than 
preform 168. As known to those of ordinary skill in the art, 
PET preforms, including multilayer preforms, are designed 
according to standard design techniques, to induce a radial 
stretch ratio of approximately 4.5:1 to 5.0:1 and an axial 
stretch ratio of approximately 2.0:1 to 2.5:1 in order to strain 
hardening the preform materials. This typically results in an 
area stretch ratio of roughly 9:1 to 12.5:1. 
0107. When indicated herein, the axial stretch ratio shall 
mean the ratio of the length of the blown portion of the 
container to the length of the blow portion of the preform 
from which it was blown, both as measured along their lon 
gitudinal axis. The radial stretch ratio shall mean the ratio of 
the largest outermost diameter of the container blown portion 
to the inner diameter at the largest outermost diameter of the 
preform blow portion from which the container was blown. 
Area stretch ratio, as is known by those of ordinary skill in the 
art, is the ratio of the container surface area to the preform 
Surface area. 

0108. The relatively large axial and/or radial dimensions 
of the thin walled preforms, of the present invention dictate a 
lower stretch ratio compared to its thicker walled counter 
parts. It has been found that a radial stretch ratio of at least 
approximately 1.3:1 and an axial stretch ratio of at least 
approximately 1.4:1 will produce a commercially acceptable 
OPP container of the wide-mouth jar type depicted in FIG. 
13A. In one example, a radial stretch ratio of approximately 
1.3:1 was imparted to the preform 168 in FIG. 19A to reach 
the container in FIG. 19D, as was an axial stretch ratio of 
approximately 1.58:1. This resulted in an area stretch ratio of 
approximately 2.1:1. 

Preform Injection 

0109 The preforms of the present invention may be con 
structed according to standard injection molding techniques 
known to those of ordinary skill in the art such as, by way of 
example only, the injection molding techniques described in 
U.S. Pat. Nos. 4,511,528 and 4,712,990, the entirety of which 
are incorporated herein by reference. Thermal gated injection 
molding techniques, known to those of ordinary skill in the 
art, are also contemplated. 
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0110. With regard to injection molding barrier preforms 
according to the present invention, it has been found that the 
injection molding process and equipment is simplified 
because the ranges of preferred melt processing temperatures 
of PP and EVOHare overlapping. The melt flow temperatures 
of both PP and EVOH may be approximately in the range of 
180-235° C. (more preferably 200-220° C. for PP and 190 
210° C. for EVOH). Therefore, the two materials may be 
injected at close, or the same, temperatures. Neither the addi 
tion of adhesive agents or other modifications to create 
enhanced layers, have significantly altered the injection 
molding temperature of PP or EVOH. Because little or no 
temperature difference between the melt materials need be 
maintained in the injection equipment, it is relatively easy to 
maintain proper melt flow temperatures. 
0111. It has been found that the objectives of the present 
invention are more readily achieved by maintaining homoge 
neous melt material flow streams during injection of the pre 
forms of the present invention such that fractures of the flow 
streams are reduced or eliminated. Specifically, it has been 
found that reducing or eliminating flow stream fractures 
increases the homogeneity of the preform layers, and con 
tainers blown therefrom, and produces a concomitant reduc 
tion. Homogeneous flow streams may be obtained by main 
taining the temperature of each flow streams only slightly 
above the melt temperature of the polymer. For example, a 
temperature of from 200-260° C. for blow mold grade 
polypropylene has been found to assist in maintaining homo 
geneous flow streams. Maintaining the flow streams at a slow, 
constant rate of injection has also been found to assist in 
maintaining their homogeneity. For example, an injection 
cavity fill time of from 3-10 seconds for the preform 168 
depicted in FIG. 12A has been found to provide homoge 
neous flow streams. Injecting the preform 168 at a high com 
pression ratio also assists in maintaining homogeneous flow 
streams. A compression ratio of from 3-3.5 has been found 
beneficial in maintaining homogeneous flow streams. 
0112. It has also been found that a high degree of control 
over the barrier layer is desirable during injection to maxi 
mize barrier coverage in the preform. With reference to the 
preform 168 depicted in FIG. 12A, it has been found desirable 
to position a finish end 220 of the barrier layer 174 as close as 
possible to an uppermost extremity 222 of the preform finish 
176 as allowed by the barrier flow front uniformity without 
the barrier breaking through the uppermost extremity 22 for 
the reasons of aesthetics and function discussed above. Flow 
front uniformity, as is known to those of ordinary skill in the 
art, refers to the distance between the foremost portion of the 
barrier leading edge and the aftmost portion of the leading 
edge. Although a perfectly uniform flowfront is usually desir 
able, it cannot always beachieved due to various flow distur 
bances. Accordingly the barrier will the desired location in 
Some portions of the finish while not in others. An uneven 
barrier flowfront could, therefore, require the absence of bar 
rier at some portions of the finish 176 in order to prevent 
barrier break-through at other portions. In one example, it has 
been found that obtaining complete barrier coverage at a 
position within 0.100 inches (0.254 cm) from the uppermost 
extremity 222 of the finish 176, without the barrier layer 174 
without breaking through that uppermost extremity, will 
maintain an acceptable amount of gas migration through a 
resulting container. It is likewise desirable to place a base end 
224 of the barrier layer as close as possible to the preform 
central axis 202 to limit migration of oxygen through the base 
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of the container blown from the preform 168. As discussed 
above, the absence of barrier is substantially less tolerable in 
a container employing PP than a container employing other 
materials such as PET because of the relatively high perme 
ability of PP by oxygen and carbon dioxide. A high degree of 
control over the barrier layer 174 may be maintained with 
Standard apparatus and methods known to those of ordinary 
skill in the art. For example, it has been found that the barrier 
fold-over injection method disclosed in U.S. Pat. No. 4,554, 
190, the entirety of which is incorporated herein by reference, 
affords the ability to locate the barrier close to the finish 
uppermost extremity 222. Other contemplated injection 
methods will be recognized by those of ordinary skill in the 
art. 

0113. The condition of the injection cavity, which receives 
the melt material flow streams to form a preform according to 
the present invention, may also assist in reducing haze of a 
container blown from that preform. Specifically, decreasing 
the cooling time of the preform, such as by maintaining the 
injection cavity relatively cold, will limit or eliminate the time 
in which growth of spherulites is possible in the PP. For 
example, maintaining the injection cavity at a temperature of 
from 0-30° C. assists in cooling a preform of the present 
invention quickly enough to prevent the growth of spherulites 
in the PP when the melt materials are injected at 180-235° C. 
over a fill time of from approximately 3.0-10.0 seconds. 
Additionally, it has been found that employing an injection 
cavity having polished mold surfaces also assists in clarifying 
the container blow molded therefrom. 

Reheat 

I0114. The low thermal conductivity, high heat capacity 
and narrow blow process window (preferably 125-132°C.) of 
PP presents a unique difficulty in the reheating of a PP pre 
form for blow molding. One known method of reheating a PP 
preform, as depicted in FIG. 14, is the simple heat-equilibrate 
method which comprises subjecting the outer skin of the 
preform to infrared radiation to raise the preform outer skin 
temperature To a temperature above the target blow molding 
temperature Tb, then removing the preform from exposure to 
infrared radiation when the temperature To has reached a 
temperature Tmax that will elevate, via conduction, the 
remainder of the preform material to the blow molding tem 
perature Tb at the time the temperature To has cooled to the 
blow molding temperature Tb. In this manner, the preform is 
uniformly brought to the blow molding temperature Tb. The 
temperature versus time diagram in FIG. 14 depicts the rela 
tion of the outer skin temperature To and the inner skin 
temperature Ti with respect to the blow molding temperature 
Tb over time as the preform is heated from ambient tempera 
ture to a uniform blow molding temperature Tb. When reheat 
ing a PP preform, the upper limit of T is constrained only 
by the melt temperature of the outer layer. By way of 
example, the melt temperature of Solvay 4285 PP is roughly 
160°C. If the melt temperature is exceeded, the preform may 
deform or collapse. Moreover, when the PP reaches its melt 
temperature, the molecules are freed to form larger crystals 
upon cooling than would be found in a PP reheated to the blow 
process temperature and blown. 
0115 The difficulties associated with reheating PP pre 
forms are exacerbated by the addition of an intermediate layer 
to the preform which divides a majority of the PP into an inner 
layer and an outer layer as, for example, in the preforms 
depicted in FIGS. 11, 12A and 12B. First, the addition of an 
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intermediate layer will prevent some of the infrared radiation 
directed at the outer skin of the preform from reaching the 
inner layer. This is due, at least in part, to absorption by the 
intermediate layer as well as reflection and refraction at the 
interfaces of the intermediate layer and each of the inner and 
outer layers. Because typical reheat equipment directs infra 
red radiation at the outer skin of the preform, the inner layer 
of a preform having an intermediate layer will gain less heat 
from the infrared radiation of this typical reheat equipment. 
The inner layer must then rely, at least in part, on heat con 
duction from the outer layer and the intermediate layer to 
approach the temperature of the outer layer. Therefore, a 
multilayer preform, such the preform 168 depicted in FIG. 
12A, will require a greater amount of heat conduction from 
the outer layer to the inner layer than a mono-layer preform. 
Depending on the material and thickness of the intermediate 
layer, the two step heat-equilibrate method diagramed in FIG. 
14 may require a Tmax greater than the melt temperature of 
the outer layer. 
0116. One aspect of the present invention entails a reheat 
method depicted in the temperature versus time diagram of 
FIG. 15. The diagram of FIG. 15 depicts the relation of the 
outer skin temperature To and the inner skin temperature Ti 
with respect to the blow molding temperature Tb over time as 
the preform is reheated from ambient temperature to a blow 
molding temperature Tb which may be a range such as the 
preferred PP blow molding process window of 125-132° C. 
The diagram in FIG. 15 also depicts the melt temperature 
Tmelt which the outer skin should not reach. The temperature 
Tmax may vary from manufacturer to manufacturer and from 
grade to grade as will be recognized by one of ordinary skill 
in the art. 

0117. With reference to the diagram of FIG. 15, the reheat 
method of the present invention comprises three stages. Stage 
1 comprises elevating the outer skin temperature To approxi 
mately to a temperature Tmax that is below the Tmelt tem 
perature, preferably staying at least approximately 10° C. 
below the Tmelt temperature for safe measure. Stage 2 com 
prises maintaining the outer skin temperature To at approxi 
mately Tmax for a period of time allowing the heat from the 
outer layer to be conducted through the barrier layer, into and 
through the inner layer to the inner skin, raising the inner skin 
temperature Ti as depicted. The outer skin temperature To 
will likely vary slightly throughout Stage 2 rather than 
remaining perfectly constant. However, by maintaining the 
outer skin temperature To at this elevated Tmax through Stage 
2, sufficient heat will be conducted from the outer layer to the 
inner layer to compensate for the infrared radiation blocked 
by the addition of the intermediate layer. Stage 3 comprises 
allowing the out skin temperature To reduce to the blow 
temperature Tb while the preform settles uniformly into the 
blow temperature Tb. Each stage can comprise one or more 
reheat ovens or, in the case of the final stage, no reheat oven 
may be necessary. 
0118. In one embodiment of a reheating apparatus for a PP 
preform according to the method diagramed in FIG. 15 and 
described above, FIG. 16 depicts a reheat apparatus having a 
frame 502 supporting a conveyor 504 for holding and con 
veying a series of preforms 506 past a series of reheat ovens 
508. The series of reheat ovens 508 can be of the infrared 
radiation type or other type of reheat oven known in the art. 
However, infrared reheat ovens are depicted for purposed of 
explanation. As is standard in the art, each preform 506 is 
separately held on the conveyor 504 by a preform mount 510 
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which accepts the finish portion of a corresponding preform 
and imparts a rotation to the preform about its longitudinal 
axis so as to expose the outer skin of the preform to radiation 
from the series of reheat ovens 508 at all 360° of the preform 
about its longitudinal axis. The series of reheat ovens 508 are 
arranged in the numbers, and set at the powers necessary, to 
accomplish the reheating of the preforms as diagramed in 
FIG. 15. For example, Stage 1 of the reheat process dia 
gramed in FIG. 15 could be accomplished by the first reheat 
oven 512 of the series of reheat ovens 508 depicted in FIG.16. 
Stage 2 could be accomplished by the second and third reheat 
ovens 514, 516. In one embodiment, the second and third 
reheat ovens 514,516 are set at lower power settings than the 
first reheat oven 512 because the second and third ovens 514, 
516 need only maintain temperature To at a given temperature 
Tmax while the first reheat oven 512 is required to elevate the 
outer skin temperature from ambient temperature to Tmax. In 
this embodiment, Stage 3 is accomplished by the fourth 
reheat oven 518. In one embodiment, the fourth reheat oven 
518 is set at a lower power setting than that of the second and 
third ovens 514, 516, and possible a Zero power setting, to 
allow the temperatures To and Tito approach to Tb. Because 
Stage 2 must elevate the inner layer temperature at least in 
part by conduction rather than through infrared radiation, and 
with a small heat differential (Tmelt=160° C. whereas the 
preferred Tb-128-132° C.), it is contemplated that Stage 2 
will require a longer period of time than either Stage 1 or 
Stage 2. It is also contemplated that the number of reheat 
ovens and oven powers can be modified to achieve the reheat 
process diagramed in FIG. 15. 
0119 The specifics of the necessary number and length of 
the reheat ovens, the infrared radiation bulb configurations in 
each bed and the power of eachbulb, is dictated by the specific 
material of the various layers of the preform, the various 
thicknesses and thickness profiles of the preform and the 
desired blow molding temperature to which they will be 
elevated. While the below examples discuss preforms of par 
ticular configurations and materials, the reheat process 
described herein may be employed with monolayer or multi 
layer preforms of any configuration to achieve a preform 
reheated to within the blow molding process window without 
reaching the melt temperature of the preform materials. 
I0120) The relatively thin blow portion of the preform 168 
of the present invention reduces the total time necessary to 
reheat the preform 168 in two ways. First, it places more of the 
material which constitutes the outer layer 172 on the surface 
of the preform creating more material exposed to direct infra 
red radiation. Second, it brings the inner skin closer to the 
outer skin and lessens the material through which the heat 
must be conducted. Reducing the reheat time is beneficial to 
the economics of manufacturing. 
I0121 Reheating of preforms constructed according to the 
present invention can be accomplished with reheat bulb con 
figurations arranged according to principals known in the art 
for reheating monolayer OPP preforms or PET preforms of 
either monolayer or multilayer configuration. FIG. 17 depicts 
one reheat bulb configuration for reheating the preform 168 of 
FIG. 12A of the present invention. The reheat oven 520, 
which could constitute any one or more of the ovens 512, 514, 
516 or 518, has five reheat elements 522,524,526, 528 and 
530, that are preferably infrared bulbs and configured as 
depicted along the blow section of the preform 168 having the 
wall portion of increased thickness 187. The bulbs 522,524, 
526, 528 and 530 are positioned with respect to the preform 
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168 so as to heat adjacent portions thereof. The first bulb 522 
radiates the neck 186 and shoulder 184. The second bulb 524 

radiates the neck 186, shoulder 184 and a portion of the 
cylindrical sidewall 182. The third bulb 526 radiates the cylin 
drical sidewall 182 and a small portion of the base 180. The 
fourth bulb 528 is positioned so that it almost exclusively 
radiates the wall portion 187 of increased thickness t2. The 
fifth bulb 530 radiates the very tip of the preform as depicted. 
0122) The fourth bulb is provided an almost exclusive 
ability to radiate the area of increased thickness 187 so that 
the increased radiation needed to reheat this area of increased 
thickness 187 can be provided without elevating the tempera 
ture of the thinner portion of the base 180 at the axis 208 or the 
thinner body portion 178 above the melt temperatures. The 
fourth bulb 528 can be positioned slightly closer to the pre 
form than proscribed by standard reheat bulb configurations 
in order to concentrate the radiation from that bulb on the area 
of increased thickness 187 and limit or prevent overflow of 
radiation to other portions of the preform. 

Reheat 

EXAMPLE1 

0123. By way of example, one embodiment of the reheat 
method of the invention, as represented in FIG. 18, comprised 
reheating a series of preforms 532 of the size and shape of the 
preform 168 depicted in FIGS. 12A and 13A for blow mold 
ing into a container of the size and shape of the container 100 
depicted in that FIG. 13A. The wall thickness of the preform 
168 in this example is as specifically set forth above for FIGS. 
12A and 13A. The barrier segregates the sidewall into an 
inner layer and an outer layer of approximately equal thick 
nesses. In the embodiment of the preform 168 reheated in this 
example, the inner and outer layers comprised 85% Solvay 
4285 PP and 15% Tymor 2E02 adhesive agent blended 
therein. The barrier layer employed in the example below 
comprised Evalca F-104BW EVOH. 
0.124. In this example, the reheat ovens were standard 
ovens from a Sidel SBO 8/16 blow molding machine, as will 
be know to those of ordinary skill in the art. Each bed was set 
one immediately next to the other, as depicted, so that no gap 
existed therebetween and the preforms being conveyed 
thereby were exposed to continuous infrared radiation. For 
simplicity, each in the series of ovens comprised five infrared 
radiation bulbs configured as described in relation to FIG. 17. 
each spaced a vertical distance of 15 mm on center from the 
bulbs thereadjacent. The preforms were conveyed past the 
ovens at a rate of 0.14 meters per second for a total continuous 
reheat time of 42 seconds. The bulbs were at the following 
powers for each oven: Bulb 1-95%; Bulb 2-75%; Bulb 
3-35%; Bulb 4-55%: Bulb 5-40%. 
0.125. The preforms 520 in this example achieved a sub 
stantially uniform reheat temperature of approximately 130° 
C. after passing the series of ovens according to the above 
parameters. 
0126 Although the each reheatbed in this example com 
prised an identical bulb configuration for purposes of sim 
plicity, variation of the bulb configurations from one heatbed 
to the next is contemplated to achieve the objectives of reheat 
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ing a multilayer preform approximately according to the prin 
cipals set forth in the diagram of FIG. 15. 

Reheat 

EXAMPLE 2 

I0127. Alternatively, it has been found that the reheat meth 
ods disclosed in U.S. Pat. Nos. 5,066,222 and 5,326,258, the 
entireties of which are incorporated herein by reference, may 
reheat a the preform described in Reheat Example 1 to a blow 
temperature of approximately 130°C. without surpassing the 
approximate 160° C. melt temperature of Solvay 4285. For 
example, as with Example 1, a series of preforms 532 of the 
size and shape of the preform 168 discussed in relation to 
FIGS. 12A and 13A for blow molding into a container of the 
size and shape of the container 100 discussed in relation to 
FIG. 13A. The barrier segregates the sidewall into an inner 
layer and an outer layer of approximately equal thicknesses. 
In the embodiment of the preform 168 reheated in this 
example, the inner and outer layers comprised 85% Solvay 
4285 PP and 15% Tymor 2E02 adhesive agent blended 
therein. The barrier layer employed in the example below 
comprised Evalca F-104BW EVOH. 
I0128. In this example, the reheat ovens were standard 
ovens from a Bekum RBU 225 blow molding machine, as will 
be know to those of ordinary skill in the art. Each bed was set 
one immediately next to the other, as depicted, so that no gap 
existed therebetween and the preforms being conveyed 
thereby were exposed to continuous infrared radiation. For 
simplicity, each in the series of ovens comprised five infrared 
radiation bulbs configured as depicted in FIG. 17 each spaced 
a vertical distance of 15 mm on center from the bulbs there 
adjacent. The preforms were conveyed past the ovens at a rate 
of 0.011 m/s for a total continuous reheat time of 72 seconds. 
The bulbs were at the following powers for each oven: Bulb 
1-65%: Bulb 2-35%; Bulb 3-37%; Bulb 4-30%; Bulb 5-67%. 
I0129. The preforms in this example achieved a substan 
tially uniform reheat temperature of approximately 130° C. 
after passing the series of ovens according to the above 
parameters. 
0.130. Although the each reheatbed in this example com 
prised an identical bulb configuration for purposes of sim 
plicity, variation of the bulb configurations from one heatbed 
to the next is contemplated to achieve the objectives of reheat 
ing a multilayer preform approximately according to the prin 
cipals set forth in the diagram of FIG. 15. 

Blow Molding 
I0131 Blow molding preforms constructed according to 
the present invention is accomplished according to standard 
blowing techniques known in the art for blow molding mono 
layer OPP and monolayer and multilayer PET, adjusted to 
accommodate blow processing window of PP. Differences 
between PP and PET, particularly the difference in the 
amounts of stretching required for strain hardening, create 
difficulties in “moving material past mold cavity intrusions 
from the sidewall such as the window panels 44 of the con 
tainer 28 depicted in FIG. 2, the window panels 78 of con 
tainer 62 depicted in FIG. 4A, the window panels 96 of 
container 80 depicted in FIG. 4B, and the annular ribs 116 of 
the container 100 depicted in FIGS. 5, 6 and 13A. 
0.132. It has been found that blow molding a PP preform of 
uniform thickness in a mold cavity having Such intrusions 
will cause material to become caught on the intrusions. The 
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preform then will have insufficient material left to mold a 
container base of the desired thickness. The preform thick 
ness profile of the present invention, one embodiment of 
which is discussed in relation to FIG. 12A, overcomes this 
problem by placing the wall portion of increased thickness 
187 in and about the portion of the preform that will become 
the contact ring of the container base. Because the wall por 
tion of increased thickness 187 is located on an inwardly 
curved base of preform, it does not contact the various intru 
sions of the type depicted in FIGS. 2, 4A, 4B and 5 during 
blow molding. Rather, as depicted in FIGS. 19A-19D, which 
exhibit various stages of blow molding the preform 168 
depicted in FIG. 12A into the container 100 depicted in FIGS. 
5.6 and 13A, the wall portion of increased thickness 187 
avoids these intrusions and is placed in the base. Without 
increased volume of material in the wall portion of increased 
thickness 187, the base foot would have insufficient material 
to make the base foot of similar thickness to the remainder of 
the container. 
0.133 FIGS. 19A-19D depict various stages of the preform 
168 being inflated to conform to the a mold cavity 534 having 
a finish 536 identical to that of the preform 168, a neck 538, a 
shoulder 540, a cylindrical wall 542 with annular ribs 544 and 
a base 546 having a foot 548. FIG. 19A depicts the preform 
168 accommodated within the mold cavity 534 and one 
embodiment of the stretchrod of the present invention 550, 
described below, is in contact with the base 180 of the preform 
168. The preform 168 has been reheated to an appropriate 
blow molding temperature. FIG. 19B depicts the stretchrod 
550 having axially stretched the preform 168 and blow air 
having started the inflation of the preform 168. FIG. 19C 
depicts the cylindrical wall of the preform inflated against the 
cylindrical wall of the mold cavity 542 and the preform wall 
portion of increased thickness 187 positioned to be blown into 
the foot 548 of the mold cavity to form the container foot. 
FIG. 19D depicts the resulting container 100 conformed to 
the mold cavity 534 and the stretchrod 550 retracting back out 
of the mold cavity in preparation for expulsion of the con 
tainer 100 from the cavity 534 and the accommodation of a 
Subsequent preform for blow molding. As can be seen in 
FIGS. 19A-19D, due to the proximity of the preform wall 
portion of increased thickness 187 to the central axis 208 of 
the preform 168, as well its proximity to the base 546 of the 
cavity 534, the wall portion 187 of increased thickness t2 in 
the base 180 of the perform 168 does not come into contact 
with the intruding annular ribs 116. Rather, the wall portion 
187 of increased thickness t2 is positioned in and around the 
foot 548 of the cavity base 546 to strengthen the base 106 of 
the resulting container 100. In this manner, the preform thick 
ness profile of the present invention has overcome the diffi 
culties with moving PP in a mold cavity. Despite the variation 
of the preform wall thickness, the resulting container 100 
comprises a relatively constant thickness throughout the body 
104 and base 106. 
0134 Certain general blow molding process parameters 
have also been found to facilitate molding the container 100 
consistent with the objectives of the present invention from 
the above-described preform 168. For example, no preblow is 
needed when blowing the preform of FIGS. 12A and 13A into 
the container depicted in FIG. 13A because the preform needs 
little radial enlargement. 

BLOW MOLDING EXAMPLE1 

0135. In one embodiment, a Bekum RBU225 blow mold 
ing machine was employed to blow barrier PP preforms of the 
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type depicted in FIGS. 12A and 13A and of the dimensions 
set forth therein were reheated in a standard Bekum reheat 
oven to a temperature in the range of approximately 128-132 
C. throughout the entire blow portion of the preform using the 
method described in U.S. Pat. Nos. 5,066.222 and 5,326,258. 
The preforms were blown into containers of the configuration 
depicted in FIGS. 6 and 13A, and of the preferred dimensions 
discussed in relation thereto, was accomplished with a blow 
air pressure of approximately 11 bar (159.5 psi) and with no 
delay between the initiation of blow air and initiation of axial 
elongation of the preform with the stretchrod. The blow air 
was held for 2.5 seconds. 
0.136 The resulting container comprised a thickness 
throughout the body and base ranging from 0.025 inch 
(0.0635 cm) to 0.033 inch (0.0838 cm). 

Stretchrod 

0.137 It has been found that preforms constructed accord 
ing to the present invention may tend to adhere to a stretchrod 
of standard construction when allowed to be elevated to high 
temperatures as a result of continuous blow molding at com 
mercial production frequencies with the same stretchrod. 
FIG. 20 depicts the effect of this adhesion with a standard 
stretchrod 552 having a standard tip. As depicted in FIG. 20. 
when the Stretchrod 552 adheres to the enhanced PP at the 
gate area 554 of the blown container 556, the stretchrod 552 
pulls the gate area 554 of a resulting container 556 back into 
the volume of the container 556 as the stretchrod 552 retreats 
from the mold cavity 558 in preparation for the mold receiv 
ing a Subsequent preform for molding. The deformed con 
tainer gate area 554 weakens the base of the container 556 
rendering it defective for commercial applications. The 
resulting aesthetics also render the container 556 defective. 
0.138. It is believed that adhesion between the preform and 
a standard stretchrod, such as stretchrodS52, tends to occuras 
the stretchrod approaches the PP blow temperature. In one 
embodiment, Sticking has been found to begin after continu 
ous blow molding at a blow temperature of approximately 
131° C. Blowing containers at a high frequency provides a 
standard stretchrod inadequate time to cool between cycles. 
After continued operation, the standard stretchrod 552, and 
most importantly the stretchrod tip, approaches the blow 
molding temperature of PP as heat is transferred from the 
preform to the stretchrod by conduction and convection. The 
temperature reached by any given stretchrod for a given pre 
form temperature and given molding frequency will be 
referred to herein as the steady state temperature of the 
stretchrod. 
0.139. By way of example, adherence was witnessed when 
employing a standard Steel 18 mm stretchrod in a Bekum 
RBU225 blow molding machine blowing 120 consecutive 
preforms constructed of 85% Solvay 4285 PP with 15% 
Tymor 2E02 adhesive grafted thereto, wherein the preforms 
were reheated to a temperature of approximately between 
130-132° C. Although lowering the reheated temperature of 
the preforms would lower the steady state temperature of this 
stretchrod, it could also cause fracture of the PP chains in the 
base, reducing the structural strength thereof. In extreme 
cases, reducing the blow molding temperature of the pre 
forms could cause the stretchrod to rupture the preform dur 
ing axial elongation. Strain hardening would also be affected. 
0140. The stretchrod of the present invention maintains a 
steady state temperature sufficiently cooler than the blow 
molding temperature of PP to prevent sticking by, in part, 
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being comprised of a material having a high thermal conduc 
tivity, such as aluminum. Additionally, the size of the 
stretchrod tip is increased to increase its Surface area and, 
thus, the rate of convection to cool the stretchrod tip. The 
surface area of the tip backside (i.e. the side that does not 
contact the preforms) may optionally be provided with one or 
more features to increase its Surface area and, therefore, its 
rate of convection. In one embodiment, FIG. 21 depicts a 
stretchrod 560 of the present invention having a mushroom 
type tip. 562. The mushroom-type tip. 562 is also depicted in 
FIGS. 22A and 22B. The tip. 562 is round and symmetrical 
about its longitudinal axis 564. The tip 562 comprises a 
threaded attachment insert 566, for threading into the 
stretchrod 560, and a disk 568. The disk 568 comprises an 
arcuate stretching surface 570, an annular wall 572 and a 
backside 574. The arcuate stretching surface 570 is con 
structed to have a radius of curvature approximating that of 
the preform surface with which it is intended to have contact. 
In one embodiment of the present invention, a preform tip 562 
employed to stretch the preform 168 in FIG. 12A has an outer 
diameter of 0.985 inch (2.50 cm) when the outer diameter of 
the preform 168 is 2.48 inch (6.30 cm). The backside 574 is 
optionally provided with a number of holes 576 to increase 
the backside Surface area and provide a concomitant increase 
in the potential rate of heat convection from the tip. 562. The 
holes 576 are dispersed about the backside 574 between the 
annular wall 572 and an outline 578 of the interface between 
the backside 574 and the stretchrod 560. Alternative manners 
of increasing the surface area of the tip backside 574 are also 
contemplated. For example, fins (not depicted) could be con 
figured to extend from the backside 574 or grooves (not 
depicted) could be cut into the backside. Other configurations 
to increase the surface are of the backside 574 will be recog 
nized by one of ordinary skill in the art. 
0141. It has also been found that the large stretching sur 
face 570 decreases the stress in those portions of the preform 
directly contacting the stretchrod tip 562. Fracture of the 
preform material is thereby reduced. 
0142. In one embodiment, the stretchrod tip 562 is larger 
than the hole in the barrier layer of the preform, if any, at the 
gate of the preform. It is believed that if the stretchrod tip 562 
directly contacts the portion of the preform inner layer 
directly adjacent to the at least the base end of the barrier 
layer, then the stretchrod tip 562 will itself impart axial elon 
gation to the barrier layer rather than relying on the adhesive 
force between the barrier layer and the inner and outer layers 
to transmit the force from the stretchrod tip 562. 

HaZe 

0143. In addition to structural rigidity and barrier protec 
tion, the containers of the present invention have a low haZe 
value. A haze value is defined as the percent of total light 
which, in passing through the specimen, deviates through 
forward scatter by more than 0.044 rad (2.5°) on the average. 
The preferred test to obtain the haze value of the bottle is 
ASTM Method D-1003 as defined in the 1995 Annual Book 
of ASTM Standards, Volume 8.01. It is believed that stretch 
ing of PP breaks down crystals found in the semi-crystalline 
material from which injection molded preforms are com 
prised. As the size of the crystals are reduced in a layer of that 
material, so is the amount of light scattered by that layer. 
Although the size of PP crystals in amorphous PP comprising 
a clarifying agent are Smaller than crystals in amorphous PP 
not comprising a clarifying agent, a reduction in crystal size 
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will also be experienced with clarified PP as a result of 
stretching. In one embodiment, the containers of the present 
invention have a haze value of less than approximately 20% in 
their sidewall. In another embodiment, the bottles have a haze 
value of 10-12% in at least the sidewall thereof. 
0144. It will be understood by those of ordinary skill in the 
art that the finish of the container will have a higher haze value 
than the sidewall because no stretching is induced therein. 
Similarly, the centermost portions of the container base will 
have a higher haze value than the sidewall because little 
stretching is typically induced therein. Beneficially, those 
portions of the container that have been provided no stretch 
ing (as in the finish) or little stretching (as in the base), are 
clearer than their non-clarified counterparts. 

HAZE EXAMPLE1 

0145 By way of example, a container of the configuration 
depicted in FIG. 13A and described herein having enhanced 
PPlayers comprising Solvay 4285 in the amount of 85% by 
weight and Tymor 2E02 in the amount of 15% by weight and 
having a total wall thickness of from 0.025-0.028 inch, having 
a barrier layer comprising Evalca F104BW EVOH with a 
thickness of approximately 0.0015, was blown from the pre 
form depicted in FIG. 12A at the blow process temperature of 
approximately 128°C. to form a container having haze value 
of approximately less than 20% in the body portion thereof. 

HAZE EXAMPLE 2 

0146 A container of the configuration depicted in FIG. 
13A and described herein having enhanced PP layers com 
prising Solvay 4285 in the amount of 90% by weight and 
Tymor 2E02 in the amount of 10% by weight and having a 
total wall thickness of from 0.025-0.028 inch, having a barrier 
layer comprising Evalca F104BW EVOH with a thickness of 
approximately 0.0015 inch was blown from the preform 
depicted in FIG. 12A at the blow process temperature of 
approximately 128°C. to form a container having haze value 
of approximately less than 20% in the body portion thereof. 

HAZE EXAMPLE 3 

0147 A container of the configuration depicted in FIG. 
13A and described herein having enhanced PP layers com 
prising Solvay 4285 in the amount of 85% by weight and 
Tymor 2E04 in the amount of 15% by weight and having a 
total wall thickness of from 0.025-0.028 inch, having a barrier 
layer comprising Evalca F104BW EVOH with a thickness of 
approximately 0.0015 inch, was blown from the preform 
depicted in FIG. 12A at the blow process temperature of 
approximately 128°C. to form a container having haze value 
of approximately less than 20% in the body portion thereof. 

HAZE EXAMPLE 4 

0.148. A container of the configuration depicted in FIG. 
13A and described herein having enhanced PP layers com 
prising Solvay 4285 in the amount of 90% by weight and 
Tymor 2E04 in the amount of 10% by weight and having a 
total wall thickness of from 0.025-0.028 inch, including a 
barrier layer comprising Evalca F104BW EVOH with a 
thickness of approximately 0.0015 inch, was blown from the 
preform depicted in FIG. 12A at the blow process tempera 
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ture of approximately 128°C. to form a container having haze 
value of approximately less than 20% in the body portion 
thereof. 

HAZE EXAMPLE 5 

0149. A container of the configuration depicted in FIG. 
13A and described herein having enhanced PP layers com 
prising Solvay 4285 in the amount of 95% by weight and 
Fusabond 353D in the amount of 5% by weight and having a 
total wall thickness of from 0.025-0.028 inch, having a barrier 
layer comprising Evalca F104BW EVOH with a thickness of 
approximately 0.0015 inch, was blown from the preform 
depicted in FIG. 12A at the blow process temperature of 
approximately 128°C. to form a container having haze value 
of approximately less than 15% in the body portion thereof. 

HAZE EXAMPLE 6 

0150. A container of the configuration depicted in FIG. 
13A and described herein having enhanced PP layers com 
prising Solvay 4285 in the amount of 97% by weight and 
Fusabond 353D in the amount of 3% by weight and having a 
total wall thickness of from 0.025-0.028 inch, having a barrier 
layer comprising Evalca F104BW EVOH with a thickness of 
approximately 0.0015 inch was blown from the preform 
depicted in FIG. 12A at the blow process temperature of 
approximately 128°C. to form a container having haze value 
of approximately less than 15% in the body portion thereof. 

EXAMPLES OF CONTAINER CONSTRUCTION 

Enhanced PP Layers/Non-Enhanced Barrier Layer 
0151. The amount of adhesive agent blended into the base 
polypropylene depends on the maleic anhydride concentra 
tion of the adhesive. While other concentrations are contem 
plated, it has been found that, typically, enough adhesive 
agent must be added to the PP such that the resulting 
enhanced PP has a maleic anhydride content of approxi 
mately between 0.01%/-0.20% by weight of the enhanced PP. 
For example: 10% of an adhesive agent containing 0.15% 
maleic anhydride would provide a maleic anhydride content 
of 0.015% by weight. As discussed above, the greater the 
percentage of maleic anhydride or other adhesive used, the 
better the barrier layer will adhere to the structural layers. 
0152 The following are representative examples of the 
structures contemplated as having enhanced PP layers and a 
non-enhanced barrier layer. 

Construction Example 1 
0153. A three-layer injection molded preform was made 
having inner and outer layers made from an enhanced PP 
containing about 85% PP and 15% adhesive agent blended 
therein and a barrier layer between the inner and outer layers. 
The PP was Solvay 4285. The adhesive agent was Tymor 
2E02. The barrier layer was Evalca LCE-105A EVOH (hav 
ing a 44% ethylene content). The preform was then stretch 
blow molded to form a substantially transparent container 
having a haze value of approximately 10-12% measured 
through a section of the container having a thickness of 
approximately 15-20 mils. 

Construction Example 2 
0154) A three-layer preform was injection molded as in 
Example 1 except that the percentages of PP and adhesive 
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agent in the inner and outer layers were 90% PP and 10% 
adhesive agent blended therein. The preform was stretchblow 
molded to form a Substantially transparent container having a 
haze value of approximately between 10-12% measured 
through a section of the container having a thickness of 
approximately 15-20 mils. 

Construction Example 3 
0.155. A three-layer container was made by a coextrusion 
blow molding process wherein the layers were extruded 
together as a tube which was then blow molded to form the 
container. The inner and outer layers were made from an 
enhanced PP containing about 90% PP and 10% adhesive 
agent blended therein. The PP was Montel SR256M. The 
adhesive agent was Tymor 2E02. The barrier layer was com 
prised of Evalca LCE-105A EVOH. 

Construction Example 4 
0156. A three-layer preform was injection molded as in 
Example 1 except that the EVOH used was Evalca LCF 
104AW (having a 32% ethylene content). The preform was 
then stretch blow molded to form a low haze container. 

Construction Example 5 
0157. A three-layer preform was injection molded as in 
Example 1 except that the EVOHused was Evalca LCL 101A 
(having a 27% ethylene content). The preform was then 
stretch blow molded to form a low haze container. 

Construction Example 6 
0158. A three-layer preform was injection molded as in 
Example 1 except that the EVOH used was Nippon Gohsei 
Soarinol DC3203. The preform was then stretch blow molded 
to form a substantially low haze container. 

Construction Example 7 
0159. A three-layer preform was injection molded as in 
Example 1 except that the barrier material was comprised of 
Mitsubishi's MXD6-6121 nylon. The preform was then 
stretch blow molded to form a low haze container. 

Construction Example 8 
0160 A three-layer preform was injection molded as in 
Example 1 except that the PP was Fina7426MZ. The preform 
was then stretch blow molded to form a low haze container. 

Construction Example 9 
0.161. A three-layer preform was injection molded as in 
Example 1 except that the PP was Montel SR256M. The 
preform was then stretch blow molded to form a low haze 
container. 

Construction Example 10 
0162. A three-layer preform was injection molded as in 
Example 1 except that the inner and outer layers were 100% 
Mitsui Admer QB510A. The preform was then stretch blow 
molded to form a low haze container. 

Construction Example 11 
0163 A three-layer preform was injection molded as in 
Example 1 except that the percentages of PP and adhesive 
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agent in the inner and outer layers were comprised of 90% PP 
and 10% adhesive agent blended therein, wherein the PP was 
Solvay 4285, the adhesive agent was DuPont Bynell 50E571 
and the EVOH was Evalca LC-E105. The preform was then 
stretch blow molded to form a low haze container. 

Construction Example 12 

0164. A three-layer preform was injection molded as in 
Example 11 except that the EVOH was Evalca F104BW. The 
preform was then stretch blow molded to form a low haze 
container. 

Construction Example 13 

0.165 A three-layer preform was injection molded as in 
Example 11 except that the PP was Amoco 8649-X, the adhe 
sive agent was Tymor 2E02 and the EVOH was Evalca 
LC-E 105A. The preform was stretch blow molded to form a 
low haze container. 

Construction Example 14 

0166 A three-layer preform was injection molded as in 
Example 11 except that the PP was Amoco 8649-X, the adhe 
sive agent was Tymor 2E02 and the EVOH was Evalca 
F104BW. The preform was stretchblow molded to form a low 
haze container. 

Construction Example 15 

0167 A three-layer preform was injection molded as in 
Example 2 except that the EVOH was Evalca LC-E 105. Inter 
layer adhesion was obtained. No container was blown. 

Construction Example 16 

0168 A three-layer preform was injection molded as in 
Example 2 except that the PP was Montel X-1 1651 and the 
EVOH was Evalca F104BW. The preform was stretch blow 
molded to form a low haze container. 

Construction Example 17 

0169. A three-layer preform was injection molded as in 
Example 1 except that the inner and outer layers were com 
prised of 80% PP 10% adhesive agent and 10% EVOH. The 
PP was Solvay 4285. The EVOH was Evalca F104BW. The 
adhesive agent was DuPont Bynell 50E571. Interlayer adhe 
sion was obtained. No container was blown. 

Construction Example 18 

0170 A three-layer preform was injection molded as in 
Example 1 except that the EVOH was Evalca 104BW. The 
preform was stretch blow molded to form a low haze con 
tainer. 

Construction Example 19 

0171 A three-layer preform was injection molded as in 
Example 18 except that the adhesive agent was Tymor 2E04. 
The preform was stretch blow molded to form a low haze 
container. 
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Construction Example 20 

0172 A three-layer preform was injection molded as in 
Example 19 except that the EVOH was EvalcaXEP-561. The 
preform was stretch blow molded to form a low haze con 
tainer. 

Construction Example 21 

0173 A three-layer preform was injection molded as in 
Example 19 except that the EVOH was EvalcaXEP-719. The 
preform was stretch blow molded to form a low haze con 
tainer. 

Construction Example 22 

0.174. A three-layer preform was injection molded as in 
Example 19 except that the EVOH was EvalcaXEP-721. The 
preform was stretch blow molded to form a low haze con 
tainer. 

Construction Example 23 

0.175. A three-layer preform was injection molded as in 
Example 19 except that the EVOH was Evalca ETC-127. The 
preform was stretch blow molded to form a low haze con 
tainer. 

Construction Example 24 

0176 A three-layer preform was injection molded as in 
Example 19 except that the EVOH was Soarus.D2908. The 
preform was stretch blow molded to form a low haze con 
tainer. 

Construction Example 25 

0177. A three-layer preform was injection molded as in 
Example 19 except that the EVOH was Soarus SG430. The 
preform was stretch blow molded to form a low haze con 
tainer. 

Construction Example 26 

0.178 A three-layer preform was injection molded as in 
Example 19 except that the barrier material was Grivory G21 
nylon. The preform was stretch blow molded to form a low 
haze container. 

Construction Example 27 

0179 A three-layer preform was injection molded as in 
Example 19 except that the barrier material was Mitsubishi 
MxD6 type 6001 nylon. The preform was stretch blow 
molded to form a low haze container. 

Construction Example 28 

0180 A three-layer preform was injection molded to have 
inner and outer layers made from an enhanced PP containing 
about 90% PP and 10% adhesive agent blended therein, and a 
barrier layer between the inner and outer layers. The PP was 
Solvay 4285. The adhesive agent was Tymor 2E07-3. The 
barrier layer was Evalca F-104BW EVOH. The preform was 
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then stretch blow molded to form a substantially transparent 
container having a low haze value. 

Construction Example 29 
0181. A three-layer preform was injection molded to have 
inner and outer layers made from an enhanced PP, containing 
about 95% PP and 5% adhesive agent blended therein, and a 
barrier layer between the inner and outer layers. The PP was 
Solvay 4285. The adhesive agent was Fusabond 353D. The 
barrier layer was Evalca F-104BW EVOH. The preform was 
then stretch blow molded to form a substantially transparent 
container having a low haze value. 

Construction Example 30 
0182. A three-layer preform was injection molded as in 
Example 29 except that the barrier layer was Evalca ETC-127 
EVOH. The preform was stretch blow molded to form a low 
haze container. 

Construction Example 31 
0183. A three-layer preform was injection molded as in 
Example 29 except that the adhesive agent was Fusabond 
411D. The preform was stretch blow molded to form a low 
haze container. 

Construction Example 32 

0184. A three-layer preform was injection molded as in 
Example 29 except that the adhesive agent was Fusabond 
536D. The preform was stretch blow molded to form a low 
haze container. 

Construction Example 33 
0185. A three-layer preform was injection molded as in 
Example 29 except that the barrier layer was 22x17-5 and the 
Fusabond 353D adhesive agent was present in the enhanced 
PPlayer in the amount of about 2% while the Solvay 4285 PP 
was present in the amount of about 98%. The preform was 
stretch blow molded to form a low haze container. 
0186 The bottles achieved in the above Examples 1-14, 16 
and 18-33 exhibit low haze values, good strength and provide 
carbon dioxide, oxygen and moisture barrier. 

Non-Enhanced PP Layers/Enhanced Barrier Layer 
0187. The following are representative examples of the 
structures contemplated as having an enhanced barrier layer 
and non-enhanced structural layers. 

Construction Example 34 

0188 A three-layer preform was injection molded having 
inner and outer layers made from 100% Solvay 4285 PP and 
a barrier layer between the inner and outer layers. The barrier 
layer was made from 100% Evalca XEP403 resin. The pre 
form was then stretch blow molded to form a low haze con 
tainer. 

Construction Example 35 

0189 A preform was made as in Example 1 except that the 
PP used for the structural layers was Fina 7426MZ and the 
barrier layer was comprised of EvalcaXEP403 EVOH having 
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100 ppm of Cobalt. The preform was then stretch blow 
molded to form a low haze container. 

Construction Example 36 
0190. A preform was made as in Example 1 except that the 
PP used for the structural layers was Fina 7635XM Clear 
Polypropylene. 

Construction Example 37 
0191) A preform was made as in Example 1 except that the 
barrier layer was comprised of 98% Evalca F-104BW EVOH 
with 2% Fusabond 353D adhesive agent blended therein. The 
preform was then stretch blow molded to form a low haze 
container. 
(0192. The bottles made in the above Examples 34-37 
above exhibited low haze, good strength and carbon dioxide, 
oxygen and moisture barrier protection. 

Enhanced PP Layers/Enhanced Barrier Layer 
Construction Example 38 

0193 A three-layer preform was injection molded having 
enhanced structural layers comprising from 95% Solvay 
4285 PP with 5% Tymor 2E02 blended therein. The enhanced 
barrier layer comprised 50% Evalca F104BW EVOH and 
50% Tymor 2E02 blended therein. The preform exhibited 
excellent interlayer adhesion. No container was blown. 

1-48. (canceled) 
49. A method of reheating a preform for stretchblow mold 

ing the preform defining a longitudinal axis and comprising a 
finish and a preform blow section comprising a neck extend 
ing from the finish, a sidewall extending from the neck and a 
base closing the blow section, the base having a portion of 
increased thickness defining a thickness greater than all other 
portions of the blow section, the method of reheating com 
prising exposing the preform blow portion to a plurality of 
reheat bulbs to elevate the temperature of the preform blow 
portion, an outer skin of the preform base portion of increased 
thickness being exposed to heating rays by Substantially by 
only one bulb. 

50. A method of reheating a preform for stretchblow mold 
ing, the preform defining a longitudinal axis and comprising 
a finish and a preform blow section comprising a neck extend 
ing from the finish, a sidewall extending from the neck and a 
base closing the blow section, the base having a portion of 
increased thickness defining a thickness greater than all other 
portions of the blow section, the method of reheating com 
prising exposing the preform blow portion to a plurality of 
heat sources to elevate the temperature of the preform blow 
portion, an outer skin of the preform base portion of increased 
thickness being exposed to heating rays by Substantially by 
only one heat Source. 

51. The method of claim 50, the heat sources emitting 
infrared light. 

52. The method of claim 50, the preform comprising 
polypropylene. 

53. The method of claim 52, the preform comprising at 
least 90% polypropylene. 

54. The method of claim 50, the preform comprising an 
inner layer comprised of polypropylene, an outer layer com 
prised of polypropylene and an intermediate barrier layer. 

55. The method of claim 54, the barrier layer is EVOH. 
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56. A method of reheating a preform having an inner layer 
and an outer layer, the method comprising the steps of: 

(a) exposing the outer layer to heat; 
(b) raising the temperature of the outer layer to above a 

target temperature, but below a maximum temperature; 
(c) maintaining the outer layer temperature approximately 

constant; and 
(d) allowing the outer layer temperature to reduce toward 

the target temperature while the inner layer temperature 
increases toward the target temperature. 

57. The method of claim 56, wherein the step of exposing 
the outer layer to heat comprises exposing the outer layer to 
infrared rays. 

58. The method of claim 56, wherein the inner and outer 
layers are comprised of polypropylene. 

59. The method of claim 56, wherein the preform com 
prises a barrier layer. 

60. The method of claim 56, wherein the maximum tem 
perature is below the melt temperature of the preform outer 
layer. 

61. A method of reheating a preform having an inner layer, 
an outer layer and a barrier layer therebetween, the method 
comprising: 

(a) raising the temperature of the outer layer to above a 
target temperature, but below a maximum temperature, 
by exposing the outer layer to heat; 

(b) continuing exposure of the outer layer to heat Sufficient 
to substantially maintain the outer layer temperature 
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until the temperature of the inner layer has increased 
Substantially to the target temperature; 

(c) reducing the heat exposure of the outer layer, allowing 
both the inner layer and the outer layer to approximately 
reach the target temperature. 

62. The method of claim 61, wherein the inner and outer 
layers are comprised of polypropylene. 

63. The method of claim 61, wherein the barrier layer is 
comprised of EVOH. 

64. The method of claim 61, wherein exposing the outer 
layer to heat comprises exposing the outer layer to infrared 
rayS. 

65. The method of claim 61, wherein the temperature of the 
inner layer of the preform is elevated in steps (a)-(c) Substan 
tially by heat conducted from the preform outer layer through 
the barrier layer. 

66. The method of claim 61, wherein the inner layer is not 
directly exposes to infrared rays. 

67. The method of claim 61, wherein the maximum tem 
perature is below the melt temperature of the preform outer 
layer. 

68. The method of claim 61, wherein the target temperature 
is approximately the temperature at which the preform is to be 
blow molded. 

69. The method of claim 61, wherein the step of reducing 
the heat exposure of the outer layer constitutes terminating 
exposure of the outer layer to heat other than the ambient 
temperature. 


