PCT

INTERNATIONAL APPLICATION PUBLISHED UNDER THE PATENT COOPERATION TREATY (PCT)

(51) International Patent Classification
H04Q

A2

(11) International Publication Number:
WO 00/08864

(43) International Publication Date:
17 February 2000 (17.02.00)

(21) International Application Number:
PCT/KR99/00423

(22) International Filing Date:
2 August 1999 (02.08.99)

(30) Priority Data:
1998/31442 1 August 1998 (01.08.98) KR


(81) Designated States: BR, CN, JP, RU, European patent (AT, BE, CH, CY, DE, DK, ES, FI, FR, GB, GR, HU, IT, LU, MC, NL, PT, SE).

Published
Without international search report and to be republished upon receipt of that report.

(54) Title: TRANSMITTER OF MULTIPLE FREQUENCY RADIO COMMUNICATION SYSTEM

(57) Abstract

A transmitter for a multiple frequency radio communication system provides a capability for filtering spread spectrum signals of a multiple frequency system by using one lowpass filter, and variably controlling the sampling speed when converting the lowpass filtered digital signal into an analog signal. In one embodiment, the transmitter comprises a clock generating section for receiving a predetermined bandwidth selecting control signal and then generating a clock having a speed in proportion to the predetermined bandwidth, a multiplexing section for inserting zero into a signal, spread modulated in a desired bandwidth, the bandwidth being selected from the plurality of frequency bandwidths according to the predetermined bandwidth selecting control signal, to produce an oversampled signal, a lowpass filter for receiving the clock and for lowpass filtering an output signal of the multiplexing section, a digital/analog converter for receiving the clock and then converting an output signal of the lowpass filter into an analog signal at the clock speed, and a switch for receiving the bandwidth selecting control signal and then switching an output of the digital/analog converter to a corresponding one of a plurality of intermediate frequency circuits according to the selected bandwidth.
FOR THE PURPOSES OF INFORMATION ONLY

Codes used to identify States party to the PCT on the front pages of pamphlets publishing international applications under the PCT.

<table>
<thead>
<tr>
<th>AL</th>
<th>Albania</th>
<th>ES</th>
<th>Spain</th>
<th>LS</th>
<th>Lesotho</th>
</tr>
</thead>
<tbody>
<tr>
<td>AM</td>
<td>Armenia</td>
<td>FI</td>
<td>Finland</td>
<td>LT</td>
<td>Lithuania</td>
</tr>
<tr>
<td>AT</td>
<td>Austria</td>
<td>FR</td>
<td>France</td>
<td>LU</td>
<td>Luxembourg</td>
</tr>
<tr>
<td>AU</td>
<td>Australia</td>
<td>GA</td>
<td>Gabon</td>
<td>LV</td>
<td>Latvia</td>
</tr>
<tr>
<td>AZ</td>
<td>Azerbaijan</td>
<td>GB</td>
<td>United Kingdom</td>
<td>MC</td>
<td>Monaco</td>
</tr>
<tr>
<td>BA</td>
<td>Bosnia and Herzegovina</td>
<td>GE</td>
<td>Georgia</td>
<td>MD</td>
<td>Republic of Moldova</td>
</tr>
<tr>
<td>BB</td>
<td>Barbados</td>
<td>GH</td>
<td>Ghana</td>
<td>MG</td>
<td>Madagascar</td>
</tr>
<tr>
<td>BE</td>
<td>Belgium</td>
<td>GN</td>
<td>Guinea</td>
<td>MK</td>
<td>The former Yugoslav</td>
</tr>
<tr>
<td>BF</td>
<td>Burkina Faso</td>
<td>GR</td>
<td>Greece</td>
<td>ML</td>
<td>Mali</td>
</tr>
<tr>
<td>BG</td>
<td>Bulgaria</td>
<td>HU</td>
<td>Hungary</td>
<td>MN</td>
<td>Mongolia</td>
</tr>
<tr>
<td>BJ</td>
<td>Benin</td>
<td>IE</td>
<td>Ireland</td>
<td>MR</td>
<td>Mauritania</td>
</tr>
<tr>
<td>BR</td>
<td>Brazil</td>
<td>IL</td>
<td>Israel</td>
<td>MW</td>
<td>Malawi</td>
</tr>
<tr>
<td>BY</td>
<td>Belarus</td>
<td>IS</td>
<td>Iceland</td>
<td>MX</td>
<td>Mexico</td>
</tr>
<tr>
<td>CA</td>
<td>Canada</td>
<td>IT</td>
<td>Italy</td>
<td>NR</td>
<td>Niger</td>
</tr>
<tr>
<td>CF</td>
<td>Central African Republic</td>
<td>JP</td>
<td>Japan</td>
<td>NL</td>
<td>Netherlands</td>
</tr>
<tr>
<td>CG</td>
<td>Congo</td>
<td>KE</td>
<td>Kenya</td>
<td>NO</td>
<td>Norway</td>
</tr>
<tr>
<td>CH</td>
<td>Switzerland</td>
<td>KG</td>
<td>Kyrgyzstan</td>
<td>NZ</td>
<td>New Zealand</td>
</tr>
<tr>
<td>CI</td>
<td>Côte d'Ivoire</td>
<td>KP</td>
<td>Democratic People's Republic of Korea</td>
<td>PL</td>
<td>Poland</td>
</tr>
<tr>
<td>CM</td>
<td>Cameroon</td>
<td>KR</td>
<td>Republic of Korea</td>
<td>PT</td>
<td>Portugal</td>
</tr>
<tr>
<td>CN</td>
<td>China</td>
<td>KZ</td>
<td>Kazakhstan</td>
<td>RO</td>
<td>Romania</td>
</tr>
<tr>
<td>CU</td>
<td>Cuba</td>
<td>LC</td>
<td>Saint Lucia</td>
<td>RU</td>
<td>Russian Federation</td>
</tr>
<tr>
<td>CZ</td>
<td>Czech Republic</td>
<td>LI</td>
<td>Liechtenstein</td>
<td>SD</td>
<td>Sudan</td>
</tr>
<tr>
<td>DE</td>
<td>Germany</td>
<td>LK</td>
<td>Sri Lanka</td>
<td>SE</td>
<td>Sweden</td>
</tr>
<tr>
<td>DK</td>
<td>Denmark</td>
<td>LR</td>
<td>Liberia</td>
<td>SG</td>
<td>Singapore</td>
</tr>
<tr>
<td>EE</td>
<td>Estonia</td>
<td>SI</td>
<td>Slovenia</td>
<td></td>
<td></td>
</tr>
<tr>
<td>SK</td>
<td>Slovakia</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>SN</td>
<td>Senegal</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>SZ</td>
<td>Swaziland</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>TD</td>
<td>Chad</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>TG</td>
<td>Togo</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>TJ</td>
<td>Tajikistan</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>TM</td>
<td>Turkmenistan</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>TR</td>
<td>Turkey</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>TT</td>
<td>Trinidad and Tobago</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>UA</td>
<td>Ukraine</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>UG</td>
<td>Uganda</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>US</td>
<td>United States of America</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>UZ</td>
<td>Uzbekistan</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>VN</td>
<td>Viet Nam</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>YU</td>
<td>Yugoslavia</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>ZW</td>
<td>Zimbabwe</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>
TRANSMITTER OF MULTIPLE FREQUENCY RADIO COMMUNICATION SYSTEM

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention relates generally to a radio communication system, and more particularly to a radio communication transmitter providing multiple frequency bandwidths.

2. Description of the Related Art

Current digital radio communication systems are primarily designed to provide voice service, which can be allocated to one frequency bandwidth since voice service user information is unified and its information rate is fixed. In the next-generation digital radio communication system, however, the user information may vary, comprising data, video and multimedia services, in addition to voice service. Accordingly, in order to efficiently use the limited frequency bands available and expand user capacity, a new multiple frequency bandwidth system capable of efficiently using frequency resources is required, in which one system (e.g. a mobile and fixed radio unit) provides a plurality of frequency bandwidths, so that a narrower bandwidth can be allocated to a service using a lower information rate, and a wider bandwidth can be allocated to a service using a higher information rate.
In general, a digital radio communication system must provide multiple frequency bandwidth characteristics to provide data service having varying information and information rates, in addition to voice service. In particular, to provide adequate capacity and variable services in a radio communication system such as a direct sequence code division multiple access (DS-CDMA), it is necessary to provide a multiple frequency bandwidth system.

The construction of a transmitter capable of providing multiple bandwidths based on the unitary baseband digital radio communication system in accordance with the prior art is illustrated in FIG. 1. A source coding section 111 compresses sound, data or video information inputted by a user service. Channel coding sections 112 and 113 code the outputs of the source coding section 111 to minimize a bit transferring error during radio communication. Channel coding sections 112 and 113 each use a different channel coding mode, respectively; one channel coding section 112 is a convolutional coder, and the other channel coding section 113 is a turbo coder, the turbo coder being concatenated with a Read-Solomon coder and a convolutional coder. By using two channel coding sections 112, 113, a channel coding mode can be selected based on the user service and the required level of service quality. Accordingly, any one of the channel coding sections 112, 113 may be used in accordance with the user service and the required level of service quality.

For example, in the case of voice service, channel coding section 112 consisting of only one convolutional coder is used, while in the case where a higher quality data service is required, channel coding section 113 being concatenated with the Read-Solomon coder and the convolutional coder is used.

A multiplexer 114 selects the outputs of the channel coding section 112 or the channel coding section 113 by using a control signal of a controller (not shown). A
digital modulating section 115 digital modulates the outputs of the multiplexer 114 in accordance with the characteristics of a digital radio communication system. For example, in the case of the DS-CDMA, the digital modulating section 115 carries out a spectrum spread and a data modulation (such as binary or quadrature phase shift keying; BPSK/QPSK).

The output of the multiplexer is spread at any one of the specific bandwidths among the multiple bandwidths, depending on the type of user service, in the digital modulating section 115, and the information related with the spread spectrum is passed through a respective lowpass filter 116, 117, 118 by a switching section (not shown) in order to improve the efficiency of the bandwidth and reduce the inter symbol interference. In particular, in order to filter the different spread spectrum signals, the multiple bandwidth system utilizes a number of lowpass filters 116, 117, 118, with varying frequency bandwidths and operating speeds. Each lowpass filter consists of a digital finite impulse response filter to maximize the efficiency of the frequency bandwidth only, or a pulse shaping digital finite impulse response filter to maximize the efficiency of the frequency bandwidth and reduce the inter symbol interference. A root raised cosine type is most commonly used as the pulse shaping digital finite impulse response filter.

A digital/analog converter 119 converts each of the digital signals filtered from the lowpass filters 116, 117, 118 into analog signals. The digital/analog converter 119 must have a sampling speed capable of converting a signal spread at a maximum bandwidth among multiple bandwidths of the system into an analog signal. A radio circuit section 120 filters the outputs of the digital/analog converter 119 between an intermediate frequency bandwidth and a radio frequency bandwidth and amplifies and transmits the resultant outputs through an antenna.
The prior art, system as described above has several disadvantages. First, because a number of digital lowpass filters (or pulse shaping filters) are used to provide multiple frequency bandwidths, additional power is required by the system (a mobile or fixed radio system) and reducing the size of the system becomes more difficult; second, unnecessary additional power is required for fast sampling when sampling the signal spread at other than the maximum bandwidth; and third, the number of digital/analog converters required makes reducing the size of the system more difficult.

**SUMMARY OF THE INVENTION**

Accordingly, the present invention overcomes the disadvantages of the prior art by accomplishing the following two objectives. One object is to provide a transmitter capable of reducing power consumption and thereby reduce the size of a radio communication system providing multiple frequency bandwidths.

Another object of the present invention is to provide a transmitter capable of filtering spread spectrum signals of a multiple frequency system by using one lowpass filter, and variably controlling the sampling speed when converting the lowpass filtered digital signal into an analog signal.

In order to achieve the above objects, according to the present invention, a transmitter of a multiple frequency radio communication system providing a plurality of frequency bandwidths comprises: a clock generating section for receiving a predetermined bandwidth selecting control signal and then generating a clock having a speed in proportion to the predetermined bandwidth; a multiplexing section for inserting zero into a signal, spread modulated in a bandwidth selected
according to the predetermined bandwidth selecting control signal, to produce an oversampled signal; a lowpass filter for receiving the clock and for lowpass filtering an output signal of the multiplexing section; a digital/analog converter for receiving the clock and then converting an output signal of the lowpass filter into an analog signal at the speed of the clock; and a switch for receiving the bandwidth selecting control signal and then switching an output of the digital/analog converter to a corresponding one of a plurality of intermediate frequency circuits according to the selected bandwidth.

BRIEF DESCRIPTION OF THE DRAWINGS

The foregoing and other objects, features and advantages of the present invention will become more apparent from the following detailed description when taken in conjunction with the accompanying drawings in which:

FIG. 1 is a block diagram illustrating a transmitter of a multiple frequency bandwidth radio communication system in accordance with the prior art; and

FIG. 2 is a block diagram illustrating a transmitter of a multiple frequency bandwidth radio communication system in accordance with the present invention.

DETAILED DESCRIPTION OF THE PREFERRED EMBODIMENTS

The preferred embodiments of the present invention will now be described in greater detail with reference to the accompanying drawings, in which the same or similar elements are denoted by the same reference numerals in different drawings.
A detailed description of known functions and configurations will be omitted as not to make the subject matter of the present invention unclear.

Referring now to FIG. 2, a source coding section 211 compresses sound, data or video information inputted by a user service. Channel coding sections 212 and 213 code the outputs of the source coding section 211 to minimize a bit transferring error during radio communication. The channel coding sections 212, 213 each use a different channel coding mode; one channel coding section 212 is a convolutional coder, and the other channel coding section 213 is a turbo coder, the turbo coder being concatenated with a Read-Solomon coder and a the convolutional coder. By using two channel coding sections 212, 213, channel coding mode can be selected depending on the user service and the required level of service quality. For example, in the case of voice service, the channel coding section 212 consisting of only convolutional coder is used, while in the case where a higher quality data service is required, the channel coding section 213 which is concatenated with the Read-Solomon coder and the convolutional coder is used.

A multiplexer 214 selects the outputs of the channel coding section 212 or the channel coding section 213 by using a control signal of a controller (not shown). A digital modulating section 215 digitally modulates the outputs of the multiplexer 214 in accordance with the characteristics of the digital radio communication system. For example, in the case of a DS-CDMA communication system, the digital modulating section 215 carries out a spectrum spread and a data modulation (such as QPSK, BPSK, or the like).

A bandwidth selecting control signal 217 is a control signal for selecting a specific frequency bandwidth, on which, in a controller (not shown) providing
multiple frequency bandwidths, the user information is transmitted. A zero
generator 216 is applied with a desired clock and produces zero for oversampling
operation of the lowpass filter at the selected frequency bandwidth.

A second multiplexer 218 is applied to the outputs of the digital modulator
5 218 and the zero generator 216, and is applied with the same clock as the clock
inputted into the zero generator 216, thereby inserting the zero into the outputs of the
digital modulator 218. The same clock as the clock inputted into the zero generator
216 and the second multiplexer 218 is applied to a lowpass filter 219, and the filter
219 filters a low bandwidth from the output of the multiplexer 218.

10 The clock is also applied to a digital/analog converter 220, and the converter
220 converts the digital signal, of which the low bandwidth is filtered, into an analog
signal. At that time, the digital/analog converter 220 must have a sampling speed
capable of converting a signal spread to a selected bandwidth into an analog signal.
In accordance with the bandwidth selecting control signal 217, the output of the
digital/analog converter 220 is transferred to the intermediate frequency section 225,
226, 227 by a switch 222. The intermediate frequency section 225, 226, 227 filter
an intermediate frequency low bandwidth among the inputted signals.

A linear power amplifier 228 linearly amplifies the outputs of the
intermediate frequency lowpass filters. A radio circuit section 229 mixes the outputs
20 of the linear power amplifier 228 with a suboscillating frequency to produce a radio
frequency, filters and transmits the radio frequency through an antenna 230. A clock
generator 223 produces a clock at the widest bandwidth spreading speed of multiple
bandwidths provided by the system. The output signal of the clock generator 223
is inputted to a clock divider 224 for producing a clock to support another bandwidth which is related with integer times.

A third multiplexer 221 selects any one of the clocks outputted from the clock generator 223 and the clock divider 224 in accordance with the bandwidth selecting control signal 217, and supplies the zero generator 216, the second multiplexer 218, the lowpass filter 219, and the digital/analog converter 220 with the selected clock.

The operation of the transmitter according to the present invention is described hereinafter, however, descriptions for a source coding section 211, a channel coding section 212, a channel coding section 213, a multiplexer 214, a digital modulating section 215, a radio circuit section 229, and an antenna 230, are omitted since they have already described in the Description of Related Art. The below description is adapted to a multiple bandwidth system supporting n frequency bandwidths B1, B2, ..., BN in one system, however, the invention is not limited to systems of this type.

In a digital radio communication system, the bandwidths B1, B2, ..., BN are allocated as integer multiples of the most narrow bandwidth B1. For example, when B1 is 5M, B2 corresponds to 10M. Band spreading rates R_{s1}, R_{s2}, ..., R_{sn} correspond to the above bandwidths B1, B2,...BN, respectively. The band spreading rates are also integer multiples of the lowest spreading rate, R_{s1}. For example, R_{s2} corresponds to 2R_{s1}. In the case of the multiple bandwidth DS-CDMA systems, the digital modulating section 215 carries out the data modulation (such as QPSK, BPSK, or the like) and the spreading modulation. The spreading modulation is spread in a specific bandwidth from among the multiple spread bandwidths in line with the user service or the information rate. The second multiplexer 218 and the
zero generator 216 oversamples a signal to be inputted to the digital lowpass filter or the pulse shaping lowpass filter 219. The oversample of the signal inputted to the lowpass filter can enhance the accuracy of the analog signal converted by the digital/analog converter 220.

The digital lowpass filter 219 (or the pulse shaping lowpass filter) designs tap coefficients and tap orders, which determine an impulse response at time range of the filter in accordance with the required specification (passing bandwidth frequency, base frequency, and power attenuation of the passing and baseband) of the filter, to realize the digital finite filter. Where the system provides multiple frequency bandwidths B1, B2, ..., BN, the specification of the lowpass filter 219 is identical to each of the above multiple bandwidths. Accordingly, considering the specification and the complexity of the filter independent of the multiple bandwidths, the tap coefficient and the tap order of the filter should be designed identically. Although the tap coefficient and the tap order of the filter are fixed independent of the bandwidth, the operating speed of the filter should be different than the bandwidth, because the bandwidth is determined depending on the operating speed of the lowpass filter 219, i.e., the speed of the clock applied to the lowpass filter 219.

The tap coefficient and the tap order of the filter 219 which is designed using integer time functions of the bandwidths B1, B2, ..., BN and bandwidth spreading rates \( R_{s1}, R_{s2}, ..., R_{sn} \) are each fixed. The operation of the filter 219 coinciding with the multiple bandwidth spreading rate is described hereinbelow.

The zero generator 216 determines the number of zero insertions according to the oversample rate to perform the oversampling operation of the signal inputted
to the lowpass filter 219. After determining the number of zeros to be inserted, the zero generator 216 generates those zeros in a successive fashion. The multiplexer 218 receives the bandwidth selecting control signal along with clocks, so that it inserts the zeros output from the zero generator 216 into the signal output from the digital modulator 215 in a successive fashion, and outputs the resultant signal. In general cases, the oversample rate uses four times the bandwidth spreading rate $R_{S1}$, $R_{S2}$, ..., $R_{SN}$. For example, in the case of oversampling four times, the zero generator 216 sequentially inserts three zeros (0 0 0) between the output bits of the digital modulator 215 through the multiplexer 218 to output the four timed oversample to the lowpass filter 219. The number of zero insertion, i.e., the oversample rate is controlled by the bandwidth selecting control signal provided from a system controller (not shown), and the bandwidth selecting control signal is also used as a control signal for the clock divider 224 and the switch 222.

The clock generator 223 generates a clock at an oversampling speed of the widest bandwidth spreading rate $R_{S1}$, $R_{S2}$, ..., $R_{SN}$ of the multiple bandwidths provided by the multiple bandwidth DS-CDMA system. The clock divider 224 is another clock signal for supporting another bandwidth being an integer multiple of the output signal of the clock generator 223. The divided clock speed of the clock divider 224 and the required number of dividers equal the number of multiple bandwidths provided by the multiple bandwidth DS-CDMA system. For example, in the case of a DS-CDMA system providing three frequency bandwidths B1, B2 and B3 (the maximum bandwidth being B3), the required number of clock dividers 224 is two, and the speed of the outputted clock is determined according to the integer relationship between the bandwidths B1, B2 and B3 (e.g. B3 is eight times B1, B2 is four times B1). Accordingly, the output clock of the clock generator 223, which is used in the widest bandwidth B3, is divided by 1/8 for bandwidth B1, or 1/4 for
bandwidth B2. The multiplexer 221 receives the bandwidth selecting control signal 217, and thereby selects one clock signal among the output clocks of the clock generator 223 and the clock divider 224, and outputs it to the multiplexer 218, the lowpass filter 219, the digital/analog converter 220, and the zero generator 216.

The user information in the bandwidth selected by the bandwidth selecting control signal of the multiple bandwidths is oversampled and inputted into the digital/analog converter 220 through the lowpass filter 219. In order to operate the digital/analog converter 220, the clock, which is received from the clock generator 223 when the bandwidth is the widest, or is received from the clock generator 224 when the bandwidth is not the widest, is inputted into the converter 220. Therefore, the operating speed of the digital/analog converter 220 is not fixed at the maximum clock speed, but is shifted in response to the selected bandwidth. In other words, if the clock speed regarding the selected bandwidth is slow, the clock speed which is applied to the digital/analog converter 220 is slow. Accordingly, it is possible for the digital/analog converter 220 to reduce the power consumed, when compared with the digital/analog conversion at the clock speed corresponding to the maximum bandwidth independent of the bandwidth. The signal outputted from the digital/analog converter 220 is inputted into the switch 222 for switching to an intermediate frequency and a radio frequency circuit in response to the selected bandwidth, because a filter and a circuit of the intermediate frequency and radio frequency bandwidth may be constructed differently from each other depending on the selected bandwidth. The switch 222 is received with the bandwidth selecting control signal, and switches the outputs of the digital/analog converter 220 into the bandwidth intermediate circuit among the bandwidth intermediate frequency section 225, 226, 227. The signal filtered through the intermediate frequency filter is
amplified through the linear power amplifier 228, filtered at a radio frequency through the radio circuit section 229, and transmitted through the antenna 230.

Therefore, the present invention can reduce the power consumed in the baseband lowpass filter and the digital/analog converter. Also, the present invention can provide multiple bandwidths via the lowpass filter and the digital/analog converter. The system's size can also be decreased as a result.

While this invention has been described in connection with what is presently considered to be the most practical and preferred embodiment, it is to be understood that the invention is not limited to the disclosed embodiment, but, on the contrary, it is intended to cover various modifications within the spirit and scope of the invention as described in the appended claims.
CLAIMS:

1. A transmitter for use in a multiple frequency radio communication system providing a plurality of frequency bandwidths, the transmitter comprising:
   a clock generating section for receiving a predetermined bandwidth selecting control signal and then generating a clock having a speed in proportion to the predetermined bandwidth;
   a multiplexing section for inserting zero into a signal, spread modulated in a bandwidth selected according to the predetermined bandwidth selecting control signal, to produce an oversampled signal;
   a lowpass filter for receiving the clock and for lowpass filtering an output signal of the multiplexing section;
   a digital/analog converter for receiving the clock and then converting an output signal of the lowpass filter into an analog signal at said clock speed; and
   a switch for receiving the bandwidth selecting control signal and then switching an output of the digital/analog converter to a corresponding one of a plurality of intermediate frequency circuits according to the selected bandwidth.

2. The transmitter as recited in claim 1, wherein the clock generating section comprises:
   a clock generator for generating a fast clock for a widest frequency bandwidth among the plurality of frequency bandwidths;
   a clock divider for dividing the fast clock to produce a clock corresponding to each one of the plurality of frequency bandwidths; and
   a second multiplexer for receiving the bandwidth selecting control signal, thereby selecting a desired one from the clock outputted from the clock generator and the clock outputted from the clock divider.
3. The transmitter as recited in claim 1, wherein the multiplexer section comprises:

   a zero generator for generating a desired number of zeros in accordance with the bandwidth selecting control signal; and

5    a first multiplexer for receiving the clock outputted from the second multiplexer along with the bandwidth selecting control signal and then inserting the generated zeros into the spread modulated signal.

4. The transmitter as recited in claim 3, wherein the zero generator generates an increased number of zeros for a wider bandwidth.

10   5. The transmitter as recited in claim 4, wherein the first multiplexer successively inserts the generated zeros into respective 1-bit data portions of the spread modulated signal.

6. The transmitter as recited in claim 1, wherein the lowpass filter is a pulse shaping filter.

15   7. The transmitter as recited in claim 1, wherein the lowpass filter is a digital infinite impulse response filter.
FIG. 1