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To all, Luhon, it invay Concer'n' 
. Beit known that I, CHARLESW. MARTIN, a 
citizen of the United States, residing at Chi 
cago, Illinois, have invented certain new and 

5 useful Improvements in Rubber-Stamp Hold 
ers, of which the following is a specification. 
My improvements relate to holders for sus 

taining rubber stamps and similar small arti 
cles; and said holders comprise spring clamp 

to ing-jaws which are adapted to embrace the 
handle of a rubber stamp or any small tool to 
be suspended, said holder being removably 
attached to a suitable bar, rod, or other de 
vice and in such manner that it can be moved 

15 laterally, whereby a number of the articles 
suspended may be assembled in small space 
and the space adapted for use with varying 
sizes of stamps, tools, or other articles. 

In the accompanying drawings, Figure 1 is 
20 a side elevation of a rack consisting of three 

parallel bal's or rods, the outer ones of which 
are plain flat bars and adapted to enter the 
loop of a holder made of wire and permit the 
same to be moved laterally thereon, and the 

25 middle bar being grooved to receive a wedge 
shaped projection of the holder, which, in this 
instance, is a flat metal strip. Fig. 2 is a 
transverse section through the flat suspend 
ing-bar, and showing the loop of the holder 

3o in side elevation; and Fig. 3 is a similar view 
of the grooved bar with its holder. 
In carrying out my invention I form the 

holder from a spring material, which may be 
a wire bent to the form shown at A in Fig. 1, 

35 and which has the looped end C, and the clamp 
ing-jaws a' Ct', which may be conveniently 
made by bending the free ends of the wire to 
cause them to lap over each other, as shown. 
These jaws a' (t' will, when the handle of a 

4o rubber stamp B is inserted between them, 
spread apart to permit it to enter, and then 
close around the handle thereof, as shown. 
The loop (t, is adapted to slip over a flat bar, 
wire, or similar fixed object, which may be, 

45 for example, the railing of a cashier's desk, 

or may form a part of the frame of an ink- --- 
stand; or these bars may be joined together, 
as shown in Fig. I of the drawings, to make 
a rack on which to suspend an assortment of 
stamps, small tools, and the like. If desired, 
the rack may be made circular in form, or 
one of the bars (such as marked Cin the draw 
ings) may be secured a suitable distance from 
the wall to permit the holder to be moved lat 
erally thereon. The bar marked D has the 55 
dovetailed groove d, and within this groove 
is the wedge-shaped projectione of the holdel 
E. The holder in this case is composed of a 
single strip of flat metal, curved, preferably, 
as shown, to form the clamping-jawse', which 6o 
are adapted to spread to receive the handle 
and to clamp the latter securely against acci 
dential separation. . . 

I do not limit my invention to the specific 
forms of construction herein shown, although 65 
I prefer said forms on account of their sim 
plicity and the security and convenience af 
forded by them at a nominal cost of construc 
tion. Their sizes and shape may be altered. 

I claim 
1. A holder for rubber stamps and similar 

articles, composed of a single piece of Spring 
metal bent to provide clamping-jaws and a 
part to movably engage a bar or rod, substan 
tially as described. 75 

2. In combination with a supporting rod or 
bar, the holder having spring clamping-jaWS 
and adapted to engage said rod or bar mov 
ably so as to be adjusted thereon, substan 
tially as described. -- 8o 

3. In combination with a suitable support 
ing rod or bar, a holder for rubber stamps 
and like articles, composed of a single piece of 
spring metal bent to form the clamping-jaws 
and the looped end to be movably secured 85 
over the bar, substantially as described. 
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Witnesses: 
FREDERICK. C. GOODWIN, 
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