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UNITED STATES PATENT OFFICE 
2,292,919 

AMPLFYNGAPPARATUS 
Allen Barco, Jackson Heights, Long Island, N.Y., 

assignor to Radio Corporation of America, a 
corporation of Delaware 
Application October 7, 1938, serial No. 233,870 

7 Claims. (C. 178-7.2) 
My invention relates to amplifying appara 

tus, and more particularly to such apparatus as 
is used for the amplification of video signals gen 
erated in a television Scanning tube, one type of 
which is the “Iconoscope." 

Previously, the amplifiers which have been 
used in this connection have had several dis 
advantages. Thermal activity causes the genera 
tion of undesired or background noise, and it has 
been necessary to sacrifice either the frequency 

- response characteristics of the amplifier, or if 
a desirable frequency response was maintained, 
there has resulted a high noise-to-signal ratio 
at the Output of the amplifier. Accordingly, it 
is one of the objects of my invention to provide 
an amplifier for an "Iconoscope' which will have 
a high signal-to-noise ratio. 

In addition to the desirability of obtaining a 
high signal-to-noise- ratio, the frequency re 
sponse characteristics of the “Iconoscope' with 
regard to the signal voltages developed should 
be as nearly flat as possible. Heretofore, Where 
an effort has been made to obtain a high signal 
to-noise ratio, this has been done at the expense 
of the frequency response of the apparatus. AC 
cordingly, it is another of the objects of this in 
Vention to provide an apparatus Wherein not only 
will a high signal-to-noise ratio be obtained, but 
in which the frequency characteristics of the ap 
paratus will suffer Substantially none or very 
little mutilation. 
One of the causes of background noise has 

been due to thermal agitation in the elements 
involved in the amplifier, and heretofore the ef 
fect of noise developed by this phenomenon has 
been of a comparatively high degree. Accord 
ingly, it is another of the objects of my invention 
to provide an amplifier in which the effect of 
noise due to thermal agitation may be reduced 
to a presently known minimum. 
The 'Iconoscope' itself contains a collector 

electrode for collecting electrons emitted from 
the photoelectric mosaic. This collector elec 
trode has a very definite function in preventing 
unequal effective light distribution on the photo 
electric mosaic per se. Accordingly, it is another 
object of this invention to provide an appara 
tus whereby the collector action of said collector 
electrode may be desirably enhanced. 
A portion of the mutilation of the frequency 

response characteristic in an "Iconoscope,” and 
consequently its signal developing power, has 
been due to the comparatively high input ca 
pacitance of the first tube in the amplifier with 
respect to the signal Woltage developing means, 
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This input capacitance acts with the shunt ca 
pacitance of the signal voltage developing means 
to cut down the generation of signal voltages to 
a great extent particularly at the higher fre 
quencies. Accordingly, it is another of the ob 
jects of my invention to provide an amplifier 
in which the apparent input capacitance of the 
stage coupled to the video signal voltage de 
veloping means is considerably lessened or cut 
down. 

In addition to the action of the aforemen 
tioned input capacitance there is also the ca 
pacitance of the signal plate in the "Iconoscope' - 
to ground, or with respect to the reference po 
tential to which the cathodes of the device are 
usually associated. The capacity distribution 
around the signal plate itself plays a part in 
the successful generation of voltages which are 
indicative of the optical values impinging upon 
any section of the mosaic. Accordingly, it is an 
other of the objects of my invention to provide 
a device whereby a more preferable capacity dis 
tribution around the signal plate per se is ob 
tained. t 
In the present known "Iconoscopes,' there are 

always developed in the signal plate undesired 
spurious electrical disturbances. If the attempt. 
is made to compensate for these disturbances 
after they have been passed through the ampli 
fier along with the amplified video signal, it will 

- be found that such compensatory action is com 
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paratively unsuccessful. There is usually pro 
vided What is termed a shading signal which is 
impressed 180° out of phase with the spurious 
signal in an effort to buck out or compensate for 
the spurious signal. Heretofore, this has not 
been successful where the attempt has been 
made to buck out the spurious signal after the 
video signal has been amplified to any degree, and 
usually the greater the amplification usually the 
greater mutilation of contrast in the picture. 
Accordingly, it is another of the objects of my 
invention to provide a device whereby the shad 
ing signals are inserted at such a position in the 
system that the undesired or spurious compo 
nents of signals are substantially compensated or 
bucked out. 

Also, heretofore where a good frequency re 
Sponse was maintained at the expense of the Sig 
nal-to-noise ratid, noises in the lower frequency 
spectrum were amplified considerably. By cor 
recting a highly deficient, frequency response at 
a subsequent stage, such as is done in this inven 
tion, the overall gain of the amplifier is very low 
in the low frequency spectrum and, therefore, 

  



2 
the effect of microphonics is greatly minimized. 
Accordingly, it is another of the objects of my 
invention to provide an apparatus in which the 
effect of microphonics is greatly minimized. 

Accordingly, included among the objects of my 
invention are 

1. To provide an apparatus of the nature de 
scribed for developing a high signal-to-noise 
ratio. s 

2. To maintain a desirable frequency response 
characteristic of the system. 

3. To decrease the effect of background noise 
due to thermal agitation. 

4. To obtain a good collector action within the 
'Iconoscope' per se. 

5. To decrease considerably the apparent input 
capacitance of the first stage of the amplifier 
coupled to the video signal voltage developing 
e8S 1 w 

6. To obtain a desirable capacity distribution 20 
around the signal plate of the "Iconoscope.' 

7. To insert a shading signal at such a point in 
the system as to substantially nullify the action 
of spurious signals without affecting contrast in 
the picture perse. 

8. To minimize the effect of microphonics in 
an amplifier. 

9. Various other purposes and advantages of 
the present invention may become apparent to 
those skilled in the art from a reading Of the foll 
lowing specification and claims. 
'The provisions of my device in general are as 

follows: Under normal operating conditions, the 
"Iconoscope' output current is of the Order of a 
fraction of a microampere. It is desirable to 
raise the signal voltage to a level of about one 
half volt (peak-to-peak video signal) before the 
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2,292,919 
the output circuit of the "Iconoscope' is sub 
stantially compensated so that the sacrifice of 
frequency in order to gain a high ratio of signal 
to-noise is not greatly material with the result 
that both a high signal-to-noise ratio is obtained 
and a desirable overall frequency response. 
The next stage of the apparatus is somewhat 

similar in nature to the second stage, and here 
again shunt peaking is provided in the output 
circuit. It is highly desirable that the output of 
the amplifier feed into a low impedance line 
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signal is Subjected to subsequent mixing, clipping . 
and transmission processes. The output imped 
ance of the 'Iconoscope' is of such high value 
that for all practical purposes, the device may be 
treated as a constant current device. Accord 
ingly, in my apparatus the signal is impressed on 
a high resistance which is coupled to the input 
circuit of the first stage of the amplifier. The 
effect of the shunt capacitance of the resistor, 
the input capacitance of the first stage of the 
amplifier, and other capacity such as the signal 
plate to ground capacity is such, that with the use 
of a high resistor the frequency characteristic is 
strongly affected. In order to obviate the effects 
of thermal agitation and these capacities, an ar 
rangement is used whereby the apparent input 
capacity of the first stage of the amplifier is re 
duced to a very little degree. N 
In order to effect a better capacity distribution 

around the signal plate, an image of thin wires 
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surrounds this plate, and the image is main 
tained at a potential approximately equal to that 
of the signal plate by connecting the cage to the 
cathode of the first amplifier tube. s 
The shading signals are inserted directly at the 

output circuit of the "Iconoscope" to buck out 
the spurious or undesired signals before any 
amplification occurs in order that the contrast 
Of the picture shall not be affected. 
The second stage of the amplifier employs a 

shunt peaking arrangement to extend the fre 
quency characteristic of the apparatus. The 
second stage feeds directly into the third stage, 
the output circuit of the latter having desirable 
frequency characteristics. This stage is ar 
ranged so that the frequency characteristic 
which has been sacrificed in its desirable fea 
tures by the use of a highly resistive member in 
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without the use of excessively large blocking con 
densers or other undesirable means. For this 
purpose, there is provided a cathode loaded 
amplifier, or degenerative amplifier, which pro 
vides an output of very low impedance without 
the sacrifice of amplification. 
My invention will best be understood by refer 

ence to the figures in which 
Fig. 1 shows a coupling arrangement between 

the "Iconoscope' and the first stage of the ampli 
fier. 

Fig. 2 shows a steadily biased cathode loaded 
amplifier arrangement similar to Fig. 1, 

Fig. 3 is a modification of Fig. 2 with a self 
biasing arrangement. 

Fig. 4 shows an alternative form wherein the 
"Iconoscope' collector ring is maintained sub 
stantially cathode potential of the first stage. 

Fig. 5 schematically shows a shield member. 
Fig. 6 is the arrangement of Fig. 4 with the 

shield member shown in place schematically. 
Fig. 7 shows an arrangement similar to the 

above wherein the shading input circuit is illus 
trated. 

Fig. 8 shows the complete circuit diagram of 
the pre-amplifier for the 'Iconoscope.' 

Fig. 9 is an illustrative circuit with reference 
to Fig. 7. 

Fig. 10 is an alternative form of Fig. 9. 
Fig. 11 is an alternative form of Fig. 9. 
Fig. 12 is a sectional form of the output of the 

entire amplifier. 
The “Iconoscope' load and first amplifier stage 

circuits are the most important parts of this 
amplifier for it is here that the ultimate limits 
of signal-to-noise ratio and frequency response 
are almost wholly determined, It is impossible 
to remove noise Once it has been mixed with 
video signal. Hence, it is desirable that the video 
signal developed be as large as possible in the 
early stages, and to bring about amplification of 
the signal with the introduction of a minimum of 
noise. Referring to Fig. 1, there is shown schemati 
cally a method of coupling, the “Iconoscope' to 
the first stage of an amplifier. An 'Iconoscope' 
tube contains a signal collecting plate 2 adja 
cent which is positioned a collector ring 3. It 
will be appreciated that in these tubes a photo 
electric mosaic is positioned adjacent the signal 
plate tube, but the latter is referred to as such 
because it is the variations in current in this 
plate which are used to develop voltages repre 
sentative of the video signals. A high resistor 
3' is connected in series with the signal plate, 
and the potentials developed across this resistor 
3' are impressed on the grid of the amplifying 
tube 4 through a condenser 5, the grid being con 
nected back to cathode through a resistor 6 and 
a Source of steady biasing potential 7. It is in 
this stage that as high as possible a ratio should 
be obtained between the signal generated and the 
OSes 
The problem of obtaining the desired fre 
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quency response characteristic for the amplifier 
permits of a more simple solution because it is 
possible to alter the frequency response in the 
early stages of the amplifier, and then by means 
of proper correction restore the desired frequency 
cnaracteristic in some subsequent stage. 
For example, let us assume that the video band 

width will extend from say 60 cycles to a point, 
which for purposes of illustration will be assumed 
to be five megacycles. 
occurs at the frequency at which the shunt re 
sistance and capacity or reactance which form 
the load circuit for the tube are of equal mag 
nitude. For example, with an "Iconoscope' out 
put capacitance of 10 micronicrofarads, and 
assuming the input capacitance of a tube Such 
as actually used to be 12 micromicrofarads, and 
the addition of a few micromicrofarads for Stray 
circuit capacitance brings the total shunt capac 
ity in the neighborhood of 25 micromicrofarads, 
it may be shown mathematically that in order 
to achieve this arbitrary band width the load 

The upper band limit 
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resistance should be in the neighborhood of 
1270 ohms. 
This low value of load resistor would be satis 

factory from a standpoint of frequency response 
but from the standpoint of signal-to-noise ratio 
would be highly undesirable. This is true because 
the noise generated in the low frequency range 
by thermal agitation in the load resistor varies as 
the square root of the resistance, while the Sig 
nal voltage increases directly as the load resist 
ance, if we should assume the "Iconoscope' to 
be substantially a constant current device and 
this assumption is perfectly warranted. How 
ever, in the upper frequency range, conditions 
are different. Here the output voltage of the 
“Iconoscope' is determined almost entirely by 
the load circuit capacity which also shunts the 
thermal agitation potentials developed in the 
load resistor. If the output capacity and the 
output resistor are converted to their effective 
series values, the series resistance thus obtained 
can be used to calculate directly the thermal 
agitation potentials which are impressed on the 
grid of the amplifier shown. This effective series 
resistance decreases as the physical shunt re 
sistance is increased, thus causing an improve 
ment in signal-to-noise ratio insofar as noise 
voltages from the load circuit resistor are Con-. 
cerned. However, increasing the resistor pro 
vides the added advantage in that not only does 
it decrease the effect of thermal noise developed 
in the resistor but gives a greater signal, and 
hence a better ratio of signal to tube noise. The 
improvement obtained by this means is partic 
ularly beneficial in the low frequency range. 
Referring to Fig. 2, there is shown an alter 

native form of the arrangement of Fig. 1, and in 
which like symbols refer to like parts. In this 
instance, an additional resistor 8 is placed in 
the cathode circuit and hence forms an un-by 
passed cathode load. The effect of this naturally 
is degenerative. It may be shown therefore that 
this in effect reduces the apparent input capac 
itance of the tube 4. 

Referring to Fig. 3, there is shown a direct 
connection between the signal plate 2 and the 
grid of the first stage amplifying tube 4. In this 
case, the collector ring 3 is biased slightly with 
respect to the signal plate 2 by the potentiometer 
arrangement shown in connection with cathode 
resistor 8. The arrangement as shown eliminates 
the steady bias 7 as shown in Figs. 1 and 2, and 
provides a self-biasing arrangement instead. 
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The removal of the coupling condenser 5 from 
the circuit shown in Figs. 1 and 2 reduces the 
stray circuit impedance. 

It has been found advantageous to maintain 
the "Iconoscope' collector ring at a potential 
nearly equal to but slightly positive with respect 
to the signal plate. It is convenient to obtain 
this potential from the cathode of the first am 
plifier tube from a suitable filter and, accord 
ingly, Fig. 4 illustrates such an arrangement. 
In this figure, the signal plate 2 is directly con 

nected to the grid of a thermionic tube 4, the 
latter being joined to the cathode resistor 8 
through the series resistor 6, thus making the 
cathode resistor in effect a potentiometer. The 
collector ring 3 is connected to the cathode of 
tube 4 through a resistance 9 and the lower 
extremity of the resistance 8 is joined to the 
collector ring through the condenser 0. 

Referring to Fig. 5, there is shown the shield 
arrangement which is placed adjacent the sig 
nal plate for providing a reduction in the capac 
ities between the signal plate and ground. The 
electrostatic shield comprises the individual wire 
members is forming a cage which is held by 
ring members 6. Measurement has revealed 
that the "Iconoscope' cutput capacitance con 
sists of two parts. The first comprised the direct 
internal capacitance between the signal plate and 
the collector, and has been of the order of 5 
micronicrofarads. The second part has been 
the capacitance between the signal plate and the 
shielding case in which the “Iconoscope" is 
housed. This has also been in the neighborhood 
of about 5 micromicrofarads. 
Mathematical analysis of the cathode loaded 

type of circuit as illustrated in Figs. 3 and 4, for 
instance, has revealed that the cause of the ap 
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parent reduction in input capacitance to the am 
plifying tube of the first stage of the amplifier 
lies in the fact that the cathode signal voltage 
has almost the same amplitude and phase as the 
grid signal voltage. 

Referring to Fig. 6, there is shown a first stage 
circuit arrangement wherein the collector plate 
has the wire cage positioned adjacent to it. The 
arrangement is essentially that of Fig. 4 with 
the exception that the cage member 7 is main 
tained substantially at cathode potential. Hence 
the signal plate and its surrounding electrostatic 
shield are both placed very nearly at the same 
potential. Hence, any capacitative current which 
would tend to flow would be reduced by the ratio 
of the grid-cathode voltage to the signal voltage. 
This very materially reduces the effective capac 
itance between the signal plate and ground. 

. Referring to Fig. 7, there is shown the first 
stage of the amplifier wherein provision is made 
for the impressing of signals for the purpose of 
compensating for spurious disturbances. The 
need for so-called "shading signals' arises from 
the fact that the "Iconoscope" has a character 
istric inherently due to its principle of opera 
tion of having appear in its output circuit a 
numb3r of spurious signals. In addition to the 
desired video signal, it is the purpose of the 
shading signals to neutralize or buck-out the 
undesired spurious signals. Since the spurious 
signal may have an amplitude several times as 
great as the video signal which is generated, it is 
highly desirable that the undesired signal be neu 
tralized at as low a level as possible so that the 
major portion of the amplitude characteristic 
and subsequent amplifiers may be devoted to the 
useful video signal without danger of overload 

  



4. 
and resultant loss of picture contrast which 
might occur if shading signals were inserted 
near the end of the video chain. 

In Fig. 7, there is shown an arrangement en 
bodying the outstanding features of the previous 
six figures, and also an arrangement for insert 
ing the shading signal directly into the output 
of the signal plate of the "Iconoscope.' The 
shading signals are fed into a resistor 9 which 
serves as an apparent constant voltage source of 
shading signals for the "Iconoscope' proper. The 
shading signals are then applied to the grid of 
the first amplifier tube through a comparatively 
high resistor, 5 megohms being exemplary. Thus 
must be done in order to make the shading sig 
nals impressed on the first amplifier grid appear 
as being derived from a constant current source 
or expressed in other ways, the source of shading 
signal must not act as an appreciable shunt upon 
the "Iconoscope' load. v. 

Referring to Fig. 8, there is shown a complete 
amplifier circuit. In this figure, the 'Icono 
scope' 20 has its signal plate 2 surrounded by 
an electrostatic shield member or cage 22, and 
positioned adjacent thereto is a collector ring 23. 
Connected in series with the signal plate are a 
pair of resistors 24 and 25, the latter being 
grounded at the extremity opposite its connection 
to the signal developing plate. Also connected 
to the signal plate through a resistor 26 is the 
control grid of the first stage amplifying tube 27, 
the tube actually used being one of the type 
known in the art as the RCA 1851 pentode tube. 
The cathode of the tube 27 is loaded through a 
load resistor 28, the latter having the extremity 
opposite that connected to the cathode of the 
tube 27 grounded. The control grid is connected 
back to the cathode load resistor 28 through the 
resistor 26 and another resistor 29. The static 
shield 22 is connected back to the cathode of the 
tube 27, and is also connected through a resistor 
30 to the collector ring 23 of the "Iconoscope", 
the latter being grounded through a condenser 
3. The resistor 25 forms the input for the shad 
ing signals. The theory back of this arrange 
ment has been explained hereinbefore with ref 
erence to Figs. 1 through 7. 
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inductance 42. The plate is then grounded 
through the members 4, 42 and condenser 4 
on one hand and on the other hand through 
condenser 44, resistor 45, and the biasing battery 
33. The signal variations in the plate circuit are 
then impressed onto the control grid of the tube 
46 which is the third stage amplifying tube. This 
stage is unique with respect to its plate load and 
method of coupling into the fourth stage. The 
plate circuit of tube 46 which in this case is a 
pentode, is connected through the primary of 
one section 4 of a bifilar winding and is ground 
ed through the biflar winding, a condenser 48 
and a resistance 49. The plate is also grounded 
through the resistances 50 and 67, and condenser 
66. The screen grid of the tube 46 is connected 
to ground . through condenser 52. The other 
winding 53 of the bifilar winding is connected to 
the terminal of the condenser 48 opposite that 
to which the winding 47 is connected, and the 
winding 53 is joined to the control grid of the 
fourth stage amplifying tube 54 through a con 
denser 55, the control grid being grounded 
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Investigation of tube noises has shown that 
some measure of reduction of tube noise is real 
ized by operating the first stage amplifier as a 
degenerative triode rather than a pentode. This 
means that the screen grid bypass 32 should be 
returned to ground rather than to cathode. 
While this practice results in a slight increase in 
input impedance, it affords about 30% reduction 
in overall noise voltage. The effect of the un 
desired increase in input capacitance upon fre 
quency response may be easily compensated in 
the third stage. 
The second stage of the amplifier consists of 

a pentode amplifier employing shunt peaking to 
extend the frequency characteristic. Battery 
bias 33 is used to eliminate the need for cathode 
by-passing or other de-coupling means which 
tend to introduce undesirable phase shifts. The 
control grid of this tube 34 is connected to the 
cathode of the tube 27 through a condenser 35, 
and the grid is grounded through the biasing 
means 33 and a resistor 36. The plate of the 
vacuum tube 27 is connected to ground through 
a condenser 37 and is joined to the screen grid 
of tube 34 through resistors 38 and 39, the screen 
grid being grounded through the condenser 40, 
The output of the tube 34 employs a shunt peak 
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through a resistor 56 and a biasing battery (not 
shown). - 
The operational theory upon which this stage 

is considered to be based is as follows: Returning 
to the 'Iconoscope' load circuit, it will be found 
that this load consists effectively of eight micro 
microfarads and 300,000 ohms in shunt therewith 
in actual practice. Assuming the "Iconoscope' 
to simulate a constant current source and that 
the composite gain of the first and second stages 
of the amplifier is of a magnitude a and is con 
stant throughout the video band, the output char 
acteristic of the Second stage may be represented 
by 

Rix 
E-INA 

R+JC 
where E equals output voltage of the second stage, 
and I equals "Iconoscope' output current, R1 
equals "Iconoscope' load resistance (effective), 
C1 equals "Iconoscope' load capacitance (effec 
tive). Since A and I are assumed constant, they 
may be denoted by lumped constant K. After due 
simplification, the output characteristic may be 
seen to be of the form 

The Output obviously varies in phase and am 
plitude as a function of frequency. Now, if a 
third stage were used having a plate load of the 
form Ra-Jola, it may be seen that the gain over 
these stages is given by 

where K is a new constant taken to include the 
mutual conductance of a third stage. Simplif 
cation of this expression gives 

Joya 

KRR ( 1 
Thus, it may be seen that if the ratio of La to R2 
be equal to the product of C1 with R1, the output 
will be of constant amplitude and without phase 
shift throughout the video band. 

However, from a practical standpoint there are 
limitations to be taken into account. There are 
approximately 25 micromicrofarads of capacity 

ing circuit comprising a resistance 4 and an 75 constituted by the tube and stray capacities; this 
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capacity value shunting the load circuit. This 
means that the value of the reactance of La 
should be Small compared to the value of the 
shunting capacity reactance at the highest fre 
quency to be amplified, that is to say, the reso 
nant frequency of the composite plate load should 
fall well above the upper end of the video range. 
In actual practice this condition might be fulfilled 
by making La with 15 microhenries and Ra=6.25 
ohms. In this case resonance occurs at 8.2 mega 
cycles. Reference should be had to the schemat 
ic showing of Figure 10 which, in a simplified 
form will illustrate the arrangement, 
The output circuit of the third stage feeds, as 

shown, into the grid cathode circuit of the fourth 
stage, the amplifying tube in this case being tube 
54. This stage is very similar to the second stage 
of the amplifier using shunt peaking in the out 
put circuit thereof. However, by virtue of the 
ratio of shunt capacitance present in actual prac 
tice a Somewhat high value of load resistance is 
used, this load resistor value being determined by 
the value of the shunt capacitance. The plate of 
tube 55 is connected through a resistor 57 and an 
inductance 58 and a condenser 59 to ground. The 
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positive plate potential is impressed through re 
sistance 57, inductance 58, and a further resistor 
60 which is joined to the positive side of the plate 
potential supply indicated hereby B-. The plate 
of tube 5 is also connected through the con 
denser 6 and a resistance 62 to the control grid 
of the fifth stage amplifying tube. This control 
grid is grounded through the resistance 62 and 
the resistance 63. 
The fifth stage tube 64 is unique in its arrange- : 

ment. In most practical applications, it is de 
sirable to locate this amplifier which is usually 
termed the pre-amplifier directly beneath the 
"Iconoscope' in order to secure short input leads. 
In such cases, the output lead may range from 5 
feet to 50 feet or in special instances even longer. 
It is convenient to have the output lead take the 
form of a concentric cable a portion of which may 
be flexible. 
couple into the use of this cable without having 
to resort to excessively large blocking condensers 
or other undesirable coupling 'means which is 
usually necessitated by such low impedance lines. 
Therefore, a cathode loaded or degenerative 

amplifier stage is used for the purpose of obtain 

It is also desirable to be able to 
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ing a low output impedance, and also to keep the 
cable near ground potential regarding direct cur 
rent. Also the reduced input capacitance char 
acteristic of the cathode loaded stage is advan 
tageous in that it permits greater gain in the 
preceding stage. 

Accordingly, the said tube 64 is cathode loaded 
by a resistance 65 and the output of the amplifier 
is taken between its resistance and ground. The 
plate of the tube 64 is connected to ground 
through a condenser 66 and is joined to the posi 
tive side of the plate supply potential through a 
resistor 67. - 

Attention has been called hereinbefore to the 
mathematical explanation given in connection 
with the third stage of the amplifier and concern 
ing the frequency characteristic correction stage 
represented thereby wherein there is shown the 
effect of the peaking circuit and the power supply 
impedance. It was pointed out that with a value 
of 12 equal to 15 microhenries, and R2 equal to 
6.5 ohms, resonance would occur at about 8.2 
megacycles. However, the value of 6.25 ohms for 
R2 is difficult if not impossible to obtain in prac 
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series with the load as illustrate in Figure 9. 
In conventional plate supplies the output imped 
ance has a capacity reactance of about 50 ohms 
so that at the normal 60 cycle alternating current 
supply, although a regulated supply offers a 
much lower impedance the situation is still un 
desirable because the regulated supply output 
impedance varies both in magnitude and phase 
with respect to frequency, and may at times be 
negative in nature. Even if the supply had 
negligible impedance, the leads from power supply 
to the camera may have appreciable reactance. 
The most satisfactory solution of the problem lies 
in making the load impedance of the form of 
R2-JoM2 where M is the mutual inductance be 
tween the two windings illustrated in Fig.11. It is 
impossible by means of a load impedance of the 
form R2--Jawla to eliminate the undesirable effect 
of power supply impedance by means of the cir 
cuit shown in Figure 1. 

Referring to Fig. 11, which is illustrative of the 
output of the third stage of the amplifier shown 
in Figure 8, there is shown the apparatus for over 
coming the effect of the power supply impedance. 
The bifilar winding is used to secure high mutual 
inductance and the reactance of the windings are 
made such as to have their resonant period, that 
is to say, the period of resonance with the shunt 
circuit capacitance fall well outside the video 
band. The components R1 and C1 are of sufficient 
magnitude to eliminate appreciable attenuation or 
phase shift at low frequencies. The same is true 
of C3 and R3 which constitute a conventional grid 
coupling circuit. The resistor R2 is variable and 
its initial value may be determined by observation 
of the picture after the unit is placed in operation. 
This apparatus for compensating frequency re 
Sponse has been found to be most desirable re 
garding ease of adjustment, maximum permissible 
stage gain and ability to correct large variations 
in frequency response, in the present case there 
being about a 50 to 1 ratio in variation. The idea 
'of correcting a highly deficient frequency response 
at a Subsequent stage has an additional ad 
vantage since the overall gain of the amplifier is 
very low in the low frequency spectrum and, 
therefore, the effect of microphonics is greatly 
minimized. 

Referring to Figure 12, there is shown sche 
matically the output of the amplifier taken along 
a concentric cable. In this case, it has been found 
Sufficient in most cases to terminate the cable in 
its characteristic impedance at the far end only. 

It will be realized, of course, that the assump 
tions made in the case as to such factors as ap 
parent input capacitance, frequency width of the 
video band and so forth, have been used for pur 
poses of illustration, and slight revision may be 
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made as practice in the art changes as, for in 
stance, the actual video band width at the present 
time is in the neighborhood of 4.5 megacycles 
rather than 5 megacycles. This, however, does not 
change to any degree the assumptions made, and 
the 5 megacycle band width has been made for 
purposes of ease of calculation. . 
What I claim is: 
1. A pre-amplifier for a television transmitter 

comprising means, including an output electrode, 
for producing picture signals having a wide range 
of frequencies and wherein undesirable spurious 
Signals are also produced, an electron discharge 
path including a cathode, a control electrode and 
an anode, means for maintaining the anode posi 
tive with respect to the cathode, means including 

tice because of the power supply impedance in 75 a. resistance for Connecting the cathode to a point 
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of fixed potential, means for connecting the out 
put electrode of the picture signal producing 
means to the control electrode, means including a 
resistance for connecting the output electrode of 
the picture signal producing means to a point 
along said first named resistance, and means in 
cluding a high resistance for applying a Source 
of variable voltage to the control electrode of the 
discharge path at such intensity and phase rela 
tionship as to compensate for the undesirable 
spurious signals. - 

2,292,919 
ducing picture signals having a wide range of fre 
quencies in accordance with the scansion thereof, 
an electron discharge tube including a cathode, 
anode and at least One control electrode, a point 
of fixed reference potential, impedance means 
connected between said cathode and said point of 

10 

2. An amplifier for amplifying a wide range of . 
frequencies and wherein the higher frequencies of 
the range are amplified to a greater extent than 
the low frequencies, comprising a first amplifier 5 
tube having an output electrode, a second ampli- . 
fier tube having an input electrode, a first and a . 
second mutually inductive winding, means for 
connecting one end of the first winding to the out 
put electrode of the first amplifier. tube, means 
for connecting one end of the Second Winding to 
the input electrode of the second amplifier tube, 
means including a resistance for connecting the 
other end of the second winding to a point of fixed. 
potential, a condenser for connecting the other 
end of each of the windings together, and means 
including a resistance for connecting the other 
end of the first winding to a source of positive po 
tential whereby signals in the high frequency por 
tion will be amplified by a greater amount than 
signals in the low frequency portion of the fre 
quency range. - 

3. An amplifier for amplifying a wide range of 
frequencies and wherein the higher frequencies 
of the range are to be amplified to a greater extent 
than the low frequencies, comprising a first ampli 
fier tube having an input electrode and an output 
electrode, a second amplifier tube having an input 
electrode and an output electrode, a first and a 
second mutually inductive bi-filar winding, means 
for connecting one end of the first winding to the 
output electrode of the first amplifier tube, means 
including a coupling condenser for connecting One 
end of the second winding to the input electrode 
of the second amplifier tube, means including a 
resistance for connecting the other end of the 
second winding to a point of fixed potential, a 
condenser for inter-connecting the other end of 
each of the windings, and means including a re 
sistance for connecting the other end of the first 
winding to a source of positive potential whereby 
signals in the high frequency portion will be 
amplified by a greater amount than signals in 
the low frequency portion of the frequency range. 

4. An amplifier for television transmission pur 
poses comprising a scanning tube having an en 
velope including therein cathode means and 
photomosaic means, said photomosaic means pro 
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fixed reference potential, means connecting the 
photomosaic output to the control electrode of 
said electron discharge tube, means including an 
impedance of relatively high value for connecting 
the output of said photomosaic to a point on said 
first-named impedance means, shielding means 
intimately associated with the envelope of the . 
scansion means and embracing the photomosaic 
thereof whereby similar points on said photo 
mosaic have a Substantially equal capacity value 
with respect to Said shield member, means Con 
necting the shield member to the cathode of said 
electron discharge device, said impedance of rela 
tively high value acting to enhance the output 
voltage developed by the scanning tube in the 
low frequency range and developing a signal hav 
ing a high signal-to-noise ratio, ampilifying means 
coupled to Said electron discharge tube for a pi 
fying the signals developed in the output circuit 
thereof and compensating means connected to 
said amplifying means, said compensating means 
emphasizing the signals in the higher frequency 
range impressed thereon from said amplifying 
means whereby the signals developed in the scan 
Sion means are materially amplified throughout 
the frequency range thereof without substantial 
distortion and whereby a signal having a high 
signal-to-noise ratio is developed. 

5. Apparatus in accordance with claim 4 where 
in said shielding means comprises a cage-like . 
member comprised of a plurality of wire men 
bers intimately embracing the Outer portion of 

40. 
the envelope of the Scansion means. - 

6. Apparatus in accordance with claim 4 where 
in said Compensating means comprises a first 
thermionic tube having anode, cathode and at 
least one control electrode, impedance means 
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connected in the anode-cathode circuit of said 
tube, a second thermionic tube having anode, 
cathode and at least one control electrode, in 
pedance means connected in the control elec 
trode-cathode circuit of said second thermionic 
tube, both of said impedance means being mutual 
ly coupled and capacity means connecting Said 
first and Second impedance means. 

7. Apparatus in accordance with claim 4 where 
in there is provided, in addition, an output circuit 
for said amplifier including an output tube hav 

55 ing the output thereof derived from a Cathode 
load. 

AEN BARCO. 


