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This invention relates to so-called dry rectifiers 
and more particularly to selenium rectifiers and 
to methods of improving the rectification ratio of Such rectifiers, 
Selenium rectifier units may be made by ap 

plying a relatively thin layer of selenium to a 
suitable backing member. Discs of nickel, nickel 
iron duplex, i. e., a layer each of nickel and iron 
rolled together, or some other material that will 
not react unfavorably with the selenium may be 
ised for the backing member or electrode. The 
Selenium may be applied to a suitably prepared 
Surface of an electrode by melting a measured 
quantity of selenium powder on the electrode 
Surface. This may be done by placing the elec 
trode disc on a hot plate, applying the selenium 
powder and raising the temperature of the disc 
to about 300° C. When the selenium is melted, 
it is spread evenly over the surface of the disc. 
This assembly is then allowed to cool, solidifying 
the Selenium coating. At this stage the selenium 
is in the relatively non-conductive, amorphous 
state. In order to make the selenium usable for 
rectifier tirposes, the non-conducting selenium 
must be converted to the relatively conductive 
crystalline form. This may be done by the ap 
plication of suitable heat treatment. The usual 
method of performing the heat treatment is 
divided into two stages. The first stage com 
prises heating the unit to about 110° C. while 
under mechanical pressure. At this temperature 
the Selenium is somewhat softened and the pres 
Sure tends to make the selenium layer more uni 
form and to Smooth its surface. This stage of 
the process may be carried out by stacking a 
plurality of discs on a mandrel with a smooth 
plate or disc in contact With each Selenium Sur. 
face. The plates in contact with the selenium 
may be made of mica or SOme. Smooth surface 
metal that Will not react with the Selenium. Pres 
Sure may be applied to the stack by various 
means, for example, a suitably calibrated spring 
may be employed. During this stage the Selenium 
is partly converted to the crystalline state and 
its resistance is reduced appreciably. 
The second stage of heat treatment is per 
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formed at a temperature slightly below the melt- . 
ing point (218 C.) of the selenium, e. g., be 
tween 210 and 217 C. After the heat treatment 
the surface of the selenium may be treated by 
exposing it for a short time to a vapor of Selenium 
dioxide, one of the alkaline halides or other suit 
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able fluid. This treatment is to improve the 
rectifier junction characteristic, but may in Some 
cases be omitted. The rectifier unit may then 55 

be structurally completed by applying a contact 
to the Surface of the selenium. This may be done 
by pressing a disc or washer of soft metal against 
the Surface by any suitable clamping means. An 
adherent electrode is often preferred and may 
be made by the deposition of a low melting point 
metal or alloy, such as tira, or a tin-bismuth 
cadmium alloy on the surface of the seleniura. 
Although at this stage the rectifier units have 

a higher resistance in one direction than in the 
other, the high resistance may be markedly in 
creased by “forming.' This “forming' is accom 
plished by passing current through the units in 
the high resistance or reverse direction. The 
"forming' current should be imited in order to 
avoid "burning out” of the unit. As the reverse 
resistance gradually increases during the for n 
ing, the voltage may be increased up to about 
20 to 24 volts per unit. The term "forning” as 
used in this specification and the appended claims 
is intended to cover only the step of applying 
voltage in the reverse direction to an otherwise 
Completed rectifier to increase the value of the 
rectification ratio by increasing the reverse re 
sistance. This is believed to be in accordance 
With the usual nomenclature applied to the mak 
ing of Selenium rectifiers. Careful performance 
of the various steps of this process will produce 
a unit having a relatively good ratio of reverse 
to forward resistance. 
An object of this invention is to increase the 

reverse resistance of a Selenium rectifier unit 
without appreciably affecting the forward resist 
ance to thereby increase the rectification ratio. 
Another object of the invention is to make 

selenium rectifier units more stable, that is, pre 
vent appreciable variation of their resistance characteristics after completion. 
A feature of this invention resides in subject 

ing the formed rectifier units to an additionai 
heat treatment at from 70 to 100° C. for from 
1 to 5 hours and then reforming the units. 
The invention and the foregoing and other ob 

jects and features thereof will be more clearly 
and fully understood from the following descrip 
tion of an illustrative embodiment thereof taken in connection with the appended drawing, in 
which the single figure is a schematic represen 
tation of the improved process of this invention. 

After the selenium rectifier units are made 
and formed by a suitable process such as the 
one previously described, the additional heat 
treatment is applied. The formed units are 
heated at from 70 to 100 C. for from 1 to 5 
hours. This may be done by distributing a plu 
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rality of units on a suitable carrier such as a 
metal plate and inserting them in an Oven, 
which has been brought up to the required tem 
perature. The temperature is maintained at the 
value chosen, for the whole time of treatment 
and then the units are removed and allowed to, 
cool. Since the effect of this treatment appears 
to be a function of both time and temperature, 
a general rule is that a longer time is employed 
for the lower temperatures and a shorter time for the higher temperatures. Improvement, 
that is, increased, in the reverse resistance may be obtained Over the whole of the given tems 
perature range for time periods up to and in 
cluding 5 hours. At the higher temperatures, 
i. e., 95° C. and above, if the time is extended 
beyond about 3 hours, the forward resistance 
may increase so much that there is no net in 
provement in rectification ratio. In the ten 
perature range from 75 to 85 C., the increase 
in forward resistance is relatively slight and 
this collpled with a considerable increase in re 
verse, resistance gives an improved rectification 
ratio. For these lower temperatures the in 
provernent is greater if the time is extended 
beyond 3 hours up to and including 5 hours. A 
full 5-hour treatment at 25° C. appears to have 
practically, nd effect on the forward resistance 
while increasing the reverse resistance consid 
erably. At temperatures above about 95 C., 
care must be taken to avoid reaction between 
the selenium and the front contact, . This is 
particularly true where the front contact is an 
adherent coating of low melting point metal or 
alloy. For example, with a tin-bismuth-cad 
mium alloy, adherent contact, which melts at 
about 102 C., the treatment could be carried up to 100° C. without melting the contact but 
there is daager of reaction between the contact 
alloy and the selenium when the melting point 
is approached. After this additional heat treatment, the rec 
tifier units are again subjected to the electrical 
forming treatment, by passing current through 
thenia the reverse direction at controlled volt ages. A reforming for about 20 minutes at about 
20 volts in the reverse direction has been found 
to give satisfactory results, . As an example of the results - obtainable by 
this method, a treatment at frea 90 to 95° C. for 
1% hours followed by reforming at about 20 
volts increased the rectification ratio in the or 
der of 90 per cent with a reduction of less than 
10 per cent in the value of forward current. 
Treatment at 375 C. for about 5 hours with a subsequent 20-volt reforming increased the rec 
tification ratio by about 70 per cent with no 
noticeable reduction inforward current. It is thus seen that this process may be performed 
to produce a very large increase in rectification 
ratio with very little loss in forward current or 
a somewhat smaller but nevertheless marked in 
crease in rectification ratib with no loss of for 
ward current. in addition to the etreet on the absolute values 

2,395,259 

0. 

5 

20 
rectification ratio, 

30 

35 

40 

45 

50 

55 

60 

85 

of the forward and reverse resistances, it has 
been found that seletium rectifiers given a heat 
treatment and then reformed in accordance with 
this invention are more stable than units pre 
pared in the ordinary manner. That is, there 
appears to be less drift with time for both for 
ward and reverse characteristics. 

To 

Although this invention has been disclosed by 
means of illustrative embodiments thereof, it is 
not intended that it be limited thereby, but by 
the scope of the appended claims only. 
What is claimed is: 1. The method of making a selenium rectifier 

unit with a high reverse resistance and large rectification ratio that comprises applying 
amorphous selenium to a suitable electrode, heat 
treating to convert the amorphous selenium to 
crystalline selenium, providing the unit with an 
outer contact, forming the unit by application 
thereto of a voltage in the reverse direction, then 
further heat treating the unit at a temperature 
of from 70 to 100° C. for a period of from i to 5 
hours, and then reforming the unit by further 
application thereto of a voltage in the reverse 
direction. - 2. The method of making a selenium rectifier 
unit having a high reverse resistance and large that comprises applying 
amorphous selenium to a suitable electrode, heat 
treating to convert the amorphous seleniura to . 
crystalline selenium, providing the unit with at 
outer, contact, forming the unit by application 
thereto of a voltage in the reverse direction, then 
further heat treating the unit at a temperature 
of from 90 to 95° C. for a period of from 1 to S 
hours, and then reforming the unit by furtherape 
plication thereto of a voltage in the reverse direc 
tion. 3. The method of making a selenium rectifier 
unit having a high reverse resistance and large 
rectification ratio that comprises applying anor 
phous selenium to a suitable electrode, heat treat 
ing to convert the amorphous Selenium to 
crystalline selenian, providing the unit with a 
outer contact, forming the unit by application 
thereto of a voltage in the reverse direction, then further heat treating the unit at a temperature of 
about 75° C. for a period of about 5 hours and 
then reforming the unit by further application 
thereto of a voltage in the reverse direction. 

4. The method of improving the rectification 
ratio of selenium rectifier units by increasing the 
reverse resistance thereof without appreciably 
changing the forward resistance, that comprises 
subjecting completely formed rectifier units to a 
temperature of from 70 to 100° C. for a period of 
from 1 to 5 hours, and then reforming the units. 
by further application thereto of a voltage in the 
reverse direction, the time period within the in 
dicated range being short for the higher tempera 
tures and long for the lower temperatures. 

5. The method of making a selenium rectifier 
unit with a high reverse resistance and late 
rectification ratio that comprises applying anaOn 
phous selenium to a suitable electrode, heat treat ing to convert the amorphous selenium to crystal 
line selenium, providing the unit with an Outer 
contact, forming the unit by application thereto 
of a voltage in the reverse direction, then fur 
ther heat treating the unit at approximately 95. 
C. for a period of about 1%. heurs, and then Fe forming the unit by passing current therethrough 
in the reverse direction under a pressure of about 
20 volts for about 20 minutes. 
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