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To all thom, it may concern: 
Be it knows that I, JoHN. H. HAWKINS, a 

citizen of the United States, and a resident 
of Sayville, in the county of Suffolk and 

5 State of New York, have invented a new and 
Improved Cesspool-Wall Construction, of 
which the following is a full, clear, and exact description. 
This invention has relation to wall struc 

10 tures and to building blocks from which the 
same are constructed and the said invention 
has particular reference to a wall and block 
construction for the erection of cesspoois. 
The outstanding object of the present in 

15 vention is to provide a cesspool wall which 
will eflectually permit of the drainage of 
the contents therefrom, while at the same 
time functioning to minimize the filling of 
the cesspool with earth or sand from the 

20 exterior by its entrance through the drain 
age openings in the wall. 
As a further object the invention contem 

plates a cesspool Wall and block construction 
which is comparatively simple, inexpensive, 

25 and which is highly efficient in its purpose. 
With the above recited and other objects 

in view, the invention resides in the novel 
construction set forth in the following speci 
fication, particularly pointed out in the ap 

s 

panying drawings, it being understood that 
the right is reserved to embodiments other 
than those actually illustrated herein to the 
full extent indicated by the general mean 
ing of the terms in which the claim is ex 
pressed. 

In the drawings 
Figure 1 is a fragmentary 
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vertical Sec 

49 a wall constructed in accordance with the 
invention. - 

pended claim and illustrated in the accom 
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Fig. 2 is a perspective view of one of the 
blocks from which the wall is constructed. 

Referring to the drawings by characters 
of reference, the wall 10 which is preferably 
constructed of a plurality of building blocks 
11, has formed therein drainage openings 
12 which are of substantially elliptical or 
elongated shape 13 at the outer side of the 
Wall, the upper edge 14 of the opening be 
ing horizontal while the lower edge inclines 
upwardly and inwardly as at 15 and is 
flattened as at 16 at its inner terminal. By 
forming the openings 12 in this manner it 
will be readily observed from Fig. 1 of the 
drawings that the inclined lower walls 15 
of the openings facilitate the drainage of 
the contents of the cesspool while effectually 
acting as a baffle to prevent or minimize the 
entrance of the earth or sand through said 
openings into the cesspool. By this arrange 
ment it is obvious that the necessity of clean 
ing out the cesspool will occur less fre 
Quently than where the openings are made 
straight. While the wall is illustrated as 
constructed of blocks 11, it is of course to 
be understood that the same may be a solid 
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poured cementitious wall with openings 
formed therein in lieu of using the blocks. 

claim: 
A cesspool formed of a plurality of rect 

angular concrete blocks, each provided with 
a plurality of openings intermediate of its 
ends and having in each end a recess form 
ing with adjacent blocks openings, said 
openings each being conical with their 
smaller ends at the inner face of the block. 

JOHN HUGHHAWKINS. 
tional view through a cesspool embodying 

Witness: 
JoSEPTT A. NAUERT. 
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