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This invention relates to a colostomy appliance 
With a removable adapter device. 

Reference is made to my co-pending, patent 
application, Serial No. 151,386, filing date No 
Wernber 30, 1950, and which is now abandoned, 
One object of my invention is to provide an 

improved, coloStony appliance having an im 
proved connector member that is attached to the 
usual body attaching member or directly to the 
body. 
Another object is to provide an adapter de 

vice that enables a waste receiving container to 
be readily attached to, and detached from, said 
connector number, and yet the attachment is 
so secure that odors from the waste matter can 
not escape While my appliance is in use on the 
body. 
A further object is to provide such an adapter 

device that can readily be separated from said 
Waste container without making any contact : 
With the Waste material therein, so the parts of 
the adapter device may be used again and do 
not require cleansing after each use. 
The foregoing and other objects which will ap 

pear as the nature of the invention is better un 
derstood, may be accomplished by a construction 
Combination and arrangement of parts such as 
is disclosed by the drawings. The nature of the 
invention is such as to render it susceptible to 
Various changes and modifications, and there 
fore, I am not to be limited to the construction 
disclosed by the drawings nor to the particular 
parts described in the specification; but am en 
titled to all such changes therefrom as fall with 
in the SCOpe of my claims. 
In the dra Wings: 
Figure 1 is a front elevational view of my 

colostomy appliance in position of use, and Fig 
lure 2 is a side elevational View thereof. 

Figure 3 is an enlarged sectional VieW taken. On 
the line 3-3 of Figure 1. 

Figures 4, 5 and 6 are top plan views of the 
male coupling, retaining member, and female 
coupling respectively. 
As illustrated, my appliance includes a con 

nector member 2 that has a flange 4 which 
provides a flat attaching surface, and having a 
central opening 6 extending therethrough. 
Usually a cloth member with a hole in the cen 
ter, and with adhesive on both surfaces, serves to 
attach said connector member 2 to the body 
with the hole over the ileostomy or other body 
opening. However, said connector member 2 
could be applied directly to the user's body. 
A neck 8, preferably integral with said flange 
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4, extends outwardly away from the latter in 
position of use. It joins said flange 4 at a point 
spaced radially outward from said flange Open 
ing is thus leaving a flange spacer portion 9 
between said neck 8 and said opening 6. Said 
neck 8 has an opening or hole 2 therein that 
widens or flares outwardly, following the inner 
conformation or surface 22 of said neck, which 
is somewhat convex, while the outer surface 24 
is straight, fiaring diagonally outward away from 
said flange 4. 
An adapter device 26 consisting of three parts, 

which may be made of plastic, enables the user 
to quickly attach to said connector member 2, 

5 and to separate from, a disposable waste con 
tainer or bag B. Said device 26 includes a male 
coupling 23 exteriorly screw-threaded as at 30. 
Its inner surface is Smooth and preferably tapers 
inwardly towards said flange 4 when in position 
of use. It is placed in position of use by forcing 
it over said connector neck 8 and fits snugly 
around the latter and is in contact with said 
flange 4. 
A female coupling 32 is interiorly Screw 

5 threaded as at 34 whereby screw-threaded con 
nection. With Said male coupling 28 can be made 
When my appliance is in use. At its outer ex 
tremity, in position of use, Said female coupling 
32 has an inwardly extending flange 36. 
A retaining member 38, shown in said Figure 

3, is covered by the open end portion of said bag 
B, which extends through said retaining mem 
ber 38 and above and outside it and downwardly 
a short distance. This retaining member is in 
the form of a flat ring of a size to fit within said 
coupling 32 and bear against said flange 36 which 
retains it. When said male coupling 28 is 
Screwed well into said female coupling 32 it bears 
against a portion of said bag at the open end, 
thus holding the bag tightly against said cou 
pling fange 36. 

Ordinarily Said connector member 2 remains 
attached to the body with the bag B held in po 
Sition of use by my adapter device. When it is 
desired to remove said bag B said female cou 
ping 32 is unscrewed from said male coupling 
28, and said bag, a portion of which covers said 
retainer member 38, is drawn through said fe 
male coupling. The upper portion of said bag 
B is then separated from said retainer member 
38 and may be disposed of, as in a toilet bowl, 
or One of the type for repeated use may be 
cleansed and again attached to said connector 
member 2 by means of said adapter device, as 
above explained. 
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The opening in said male coupling 28 is pref 
erably of lesser diameter than the diameter of 
said connector neck f8 where it joins said flange 
4, hence when said coupling 28 is forced over 

Said neck 8, it constricts or distorts said con 
nector member. Since the latter is made of rub 
ber or other flexible material this draws the 
flange inner portion adjacent said opening f6, 
and the neck portion adjacent thereto, closer to 
the ileostomy or body opening, which is desirable 
as it makes a tighter connection. The flange 
Outer portion is drawn in the opposite direction, 
or away from said body, as illustrated in Figures 
2 and 3 of said drawings. 
What clain is: 
1. A coloStony appliance comprising a con 

nector member having an exterior surface for at 
tachment adjacent a body opening and having an 
opening therethrough and embodying a neckpor 
tion, a male coupling attached to said neck por 
tion and having attaching means, a female cou 
pling having attaching means attachably con 
nected to said neck portion attaching means, a 
retainer member within said female coupling, a 
waste bag having an open end portion extending 
through said retainer member and outside there 
of and adjacent the interior of said female 
coupling. - 

2. A colostomy appliance comprising a con 
nector member having an exterior surface for at tachment adjacent a body opening and having an 
opening therethrough and embodying a neck par 
tion, a male coupling having an interior surface 
tapering inwardly connected to said neckportion 
and having exterior screw threads, a female cou 
pling having interior Screw threads, a retainer 
member within said female coupling, a waste bag 
having an open end portion extending through 
said retainer member and outside thereof and 
adjacent the interior of said female coupling, said 
female coupling being in screw-threaded engage 
ment with said male coupling. 

3. A colostomy appliance comprising a con 
nector member having an exterior surface for at 
tachment adjacent a body opening and having 
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4. 
an opening therethrough and embodying a neck 
portion, a male coupling attached to said neck 
portion and having exterior screw threads, a 
female coupling having interior screw threads in 
Screw-threaded engagement With said exterior 
screw threads and embodying an inwardly ex 
tending flange beyond said interior Screw threads, 
a retainer member Within said female coupling 
of such size that it cannot pass out of said female 
coupling at said flange end, and a waste bag hav 
ing an open end portion extending through said 
retainer member and outside thereof and adja 
cent the interior of said female coupling. 

4. A colostony appliance comprising a con 
nector member having an exterior surface for at 
tachment adjacent a body opening and having an 
opening therethrough and embodying a neckpor 
tion, a male coupling attached to said neck por 
tion and having exterior screw threads and hav 
ing an opening of greater area, than said con 
nector member opening, a female coupling having 
interior screw threads at an end extremity in 
Screw-threaded engagement with said exterior 
Screw threads and embodying an inwardly ex 
tending flange at its opposite end extremity, a 
retainer member within said female coupling of 
Such size that it cannot pass out of said female 
C9upling at Said flange end, and a waste bag hav 
ing an open end portion extending through said 
retainer member and forming a loop between the 
latter and the interior of said female coupling, 
and extending beyond the latter. 

THOMAS FAZIO. 
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