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METHOD FOR DETERMINING AWRITING 
POWER OF AN OPTICAL DISC DRIVE 

THROUGH A SHIFTABLE POLYNOMIAL 
FUNCTION CAPABLE OF BEING SHIFTED 
ACCORDING TO A DIFFERENCE BETWEEN 
A REAL READ-BACK SIGNAL PARAMETER 

AND A TARGET READ-BACK SIGNAL 
PARAMETER 

Matter enclosed in heavy brackets appears in the 
original patent but forms no part of this reissue specifica 
tion; matter printed in italics indicates the additions 
made by reissue. 

BACKGROUND OF INVENTION 

1. Field of the Invention 
The present invention relates to a writing power control 

method of a compact disc drive, and more specifically, the 
present invention discloses a writing power control method 
capable of determining an optimum writing power of a com 
pact disc drive. 

2. Description of the Prior Art 
In general, document management and storage is an 

important concern of companies and individuals. In the past, 
most documents were printed or written on paper but when 
the quantity of these documents is large, the Volume and 
weight of them becomes a problem. In parallel with the 
development of computer technology, digitalized data is 
widely used and stored by use of computer storage media. A 
wide variety of storage devices is available for allowing 
users to store digital data conveniently. A compact disc 
drive, which uses Small, inexpensive and high capacity com 
pact discs as storage media, is a popular and effective Stor 
age device. 

Generally, before writing data onto a compact disc, the 
compact disk drive must perform an optimum power control 
(OPC) to determine an appropriate writing power of the 
compact disc. As to a preferred method of performing the 
OPC, details can be found in the Orange Book and are sum 
marized as follows. 

Please refer to FIG. 1. FIG. 1 is a diagram of a compact 
disc 10 when a compact disc drive performs the OPC on the 
compact disc 10 according to the prior art. When the com 
pact disc drive performs the OPC, a pick-up head 11 of the 
compact disc drive first retrieves an indicative optimum writ 
ing power P from a lead-in area 12 on the compact disc 10. 
The indicative optimum writing power P is an appropriate 
writing power of the compact disc 10 that a compact disc 
manufacturer Suggests. Then, the pick-up head 11 uses fif 
teen writing powers, which comprises seven writing powers, 
P1 to P7, less than the indicative optimum writing power P. 
the indicative optimum writing power P itself, and seven 
writing powers, P8 to P14, greater than the indicative opti 
mum writing power P. to perform a writing procedure in 
fifteen successive blocks 18 of the test area 16 of the com 
pact disc 10. 

After performing the writing procedure, the pick-up head 
11 will retrieve a result written to the blocks 18 as a read 
back signal. The read-back signal is an AC coupled HF sig 
nal. The Orange Book has defined a symmetrical parameter 
B determined from the read-back signal. When the sym 
metrical parameter B of the read-back signal corresponds to 
a predetermined requirement, the corresponding writing 
power can serve as the actual optimum writing power of the 
compact disc 10. After retrieving the test results of the fifteen 
writing powers, the pick-up head 11 obtains the symmetrical 

10 

15 

25 

30 

35 

40 

45 

50 

55 

60 

65 

2 
parameter B values (B values) of the fifteen read-back signals 
corresponding to the fifteen writing powers. Then, the com 
pact disc drive compares the B values of the fifteen read-back 
signals with a target B value stored in the lead-in area 12 of 
the compact disc 10. If the smallest difference between the 
corresponding B value of one of the fifteen writing powers 
and the target B value is less than a predetermined value, the 
writing power corresponding to the above B value is the 
optimum writing power. If the differences between the cor 
responding B values of the fifteen writing powers and the 
target B value are all greater than a predetermined value, the 
fifteen writing powers are all unsuitable to function as actual 
writing powers. Consequently, additional groups of fifteen 
writing powers need to be selected to perform the optimum 
writing power control until an optimum writing power is 
obtained. 
The aforementioned writing power control has two main 

shortcomings. First, the method uses a trial and error 
approach without the benefits of recursion. If the initial fif 
teen writing powers selected are inadequate, additional time 
must be spent in Successive trials. Second, the aforemen 
tioned writing power control utilizes different writing pow 
ers during a short time interval. It is easy for the pick-up 
head 11 to accidentally move to the next block to produce an 
incorrect etching depth during the writing test because of the 
unstable writing power. As a result, erroneous B values may 
be obtained, which further influences the accuracy of the 
determined optimum writing power, and ultimately writing 
quality. 

SUMMARY OF INVENTION 

It is therefore a primary objective of the claimed invention 
to provide a writing power control method utilizing a poly 
nomial function capable of determining an optimum writing 
power of a compact disc drive so as to solve the above 
mentioned problems. 
The claimed invention, briefly Summarized, discloses a 

method for determining an optimum writing power of a 
compact disc drive. The method includes constructing a 
polynomial function which represents a relationship 
between a writing power and a target read-back signal 
parameter and retrieving a target read-back signal parameter 
from a compact disc and determining a corresponding first 
writing power according to the polynomial function. Fol 
lowed by, performing a writing test procedure using the first 
writing power to determine a real read-back signal param 
eter and comparing the real read-back signal parameter with 
the target read-back signal parameter. Subsequently, if a dif 
ference between the real read-back signal parameter and the 
target read-back signal is less than a predetermined value, 
then writing data in the compact disc using the first writing 
power. The method also includes, shifting the polynomial 
function according to the real read-back signal parameter, 
and determining a second writing power according to the 
shifted polynomial function and the target read-back signal 
parameter. Additionally, performing a writing test procedure 
repeatedly, until the difference between the real and target 
read-back signal parameters is less than a predetermined 
value. 

It is an advantage of the claimed invention that the 
claimed optimum writing power control method constructs a 
database of the writing power and the read-back signal 
parameter in advance, and retrieves corresponding data of a 
polynomial function before writing data onto a compact 
disc. Thus, a compact disc drive can quickly obtain the opti 
mum writing power through the target read-back parameter 
value recorded in the lead-in area of the compact disc. 
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These and other objectives of the claimed invention will 
no doubt become obvious to those of ordinary skill in the art 
after reading the following detailed description of the pre 
ferred embodiment that is illustrated in the various figures 
and drawings. 

BRIEF DESCRIPTION OF DRAWINGS 

FIG. 1 is a diagram of a compact disc when a compact 
disc drive performs an optimum power control to the com 
pact disc according to the prior art. 

FIG. 2 is a diagram of a common recordable compact disc 
(CD-R) or rewritable compact disc (CD-RW). 

FIG. 3 is a graph of a polynomial function used for deter 
mining an optimum writing power according to the present 
invention. 

FIG. 4 is a diagram of a compact disc when a compact 
disc drive performs a writing test procedure according to the 
present invention. 

FIG. 5 is a modified graph of the polynomial function 
shown in FIG. 3. 

FIG. 6 is a flowchart of a writing power control method 
according to the present invention. 

DETAILED DESCRIPTION 

Please refer to FIG. 2. FIG. 2 is a diagram of a common 
recordable compact disc (CD-R) or rewritable compact disc 
(CD-RW). The compact disc 20 is used to record data using 
a CD-R or CD-RW drive. For the purpose if this description 
a CD-R system will be used, employing fB values for the 
read-back signal parameters, but this is not limiting and a 
CD-RW can also be used, employing Y values for the read 
back signal parameters. The compact disc 20 comprises a 
power calibration area (PCA) 22 for performing a writing 
test procedure, a lead-in area 24 which records an indicative 
optimum writing power and a target read-back signal param 
eter value (B value) of the compact disc 20, and a storage 
area 26 for recording user data. The power calibration area 
22 comprises a count area 28 and a test area 30. The test area 
30 comprises a plurality of blocks 32, and each block can be 
used for the writing test procedure once. Furthermore, after 
the compact disc drive performs the writing test procedure to 
fifteen blocks 32 of the test area 30, a count of the count area 
28 is increased by one. 

Please refer to FIG. 3. FIG. 3 is a graph of a polynomial 
function 4.0a used in determining an optimum writing power 
according to the present invention. The horizontal axis rep 
resents writing power, and the vertical axis represents read 
back signal parameter B. The present invention utilizes the 
polynomial function 4.0a which represents a relationship 
between the writing power and the target read-back signal 
parameter B. A target B value is stored in the lead-in area 24 
of the compact disc 20. 
The B value of the read-back signal (AC coupled HF) of 

the compact disc drive must be within tolerance of the target 
B value for the writing power to be acceptable. The present 
invention utilizes the polynomial function 4.0a to obtain an 
appropriate writing power Pa according to the target B. As 
shown in FIG. 3, if the target B value is ?a, a writing power 
Pa is obtained according to the polynomial function 40a. 

Please refer to FIG. 4. FIG. 4 is a diagram of the compact 
disc 20 when the compact disc drive performs a writing test 
procedure according to the present invention. After obtain 
ing the writing power Pa, the compact disc drive can utilize 
the writing power Pa to perform the writing test procedure in 
the test area 30 of the compact disc 20 so as to obtain a 
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4 
corresponding read-back signal parameter value B b. In the 
preferred embodiment of the present invention, a power cali 
bration procedure utilizes a constant writing power to per 
form the writing test procedure to fifteen successive blocks 
among the blocks 32, and to determine the real read-back 
signal parameter according to an average result of the read 
back signal parameters obtained from the plurality of middle 
blocks of the fifteen blocks or according to a single result of 
a read-back single parameter obtained from the middle block 
of the fifteen blocks. When the pick-up head 21 moves to the 
middle blocks of the fifteen blocks, the outputted writing 
power Pa has become stable, and the blocks 32 can thus 
receive the proper etching depth of the writing power Pa. 
Accordingly, a reliable read-back signal parameter value Bb 
is obtained. 

Please refer to FIG.3 again. After obtaining Bb according 
to methods of the present invention, the next step is to com 
pare the read-back signal parameter value Bb with the target 
read-back signal parameter value B a to determine if the 
writing power is acceptable. If a difference between the 
read-back signal parameter value f3 b and the target read 
back signal parameter value Ba is less than an allowable 
error A, that is, the read-back signal parameter value B b is 
located between fa+A and Ba- as shown in FIG. 3, then the 
writing power Pa is Suitable as the optimum writing power. 
However, if the difference between the read-back signal 
parameter value B b and the target read-back signal param 
eter value Ba is greater than the allowable error A, the writ 
ing power Pa is unacceptable and requires adjustment. This 
adjustment is accomplished by modifying the polynomial 
function 40a. 

Please refer to FIG. 5. FIG. 5 is a modified graph of the 
polynomial function 4.0a shown in FIG. 3. As shown in FIG. 
5, when the read-back signal parameter value B b is located 
outside of the allowable error range Ba+A-Ba-A, the poly 
nomial function 4.0a is shifted vertically, in this case 
downward, by an amount equal to the difference between the 
read-back signal parameter value f3 b and the target read 
back signal parameter value Ba. A new polynomial function 
40b is thus obtained. A new writing power Pb can now be 
obtained according to the original target read-back signal 
parameter value Ba and the shifted polynomial function 40b. 
The writing power Pb is used to perform the writing test 
procedure as shown in FIG. 4 to obtain a corresponding 
read-back signal parameter value B c. If the difference 
between the read-back signal parameter value B c and the 
target read-back signal parameter value Ba is less than the 
allowable error A as shown in FIG. 5, the writing power Pb is 
the desired optimum writing power. However, if the differ 
ence between the read-back signal parameter value B c and 
the target read-back signal parameter value Ba is greater 
than the allowable error A, the aforementioned procedure of 
shifting the polynomial function and retesting the writing 
power is repeated until the difference between the read-back 
signal parameter and the target read-back signal parameter 
value Ba is less than the allowable error A. 

It needs be specified that the polynomial function 4.0a is 
stored in a database in advance, and the database comprises a 
plurality of polynomial functions. A given polynomial func 
tion is based on the material and rotational speed of the 
compact disc. In general, the polynomial functions required 
for compact discs produced by different manufacturers are 
likely to be different, as well as compact discs produced by 
the same manufacturer under different rotational speeds. 
Each polynomial function is generated utilizing experimen 
tal data and a polynomial curve fitting method. Accordingly, 
the database of polynomial functions is constructed using 



US RE41,639 E 
5 

this empirical data. The database can be stored in a computer 
system or the compact disc drive itself for retrieval of the 
related polynomial function when recording data to a com 
pact disc. 

Please refer to FIG. 6. FIG. 6 is a flowchart of the writing 
power control method according to the present invention, 
and can be summarized as follows. 

Step 100:Construct the appropriate polynomial function 
from the database; 

Step 102: 
Retrieve the target read-back signal parameter value of the 

compact disc 20 from the lead-in area 24; 
Step 104: 
Determine a writing power corresponding to the target 

read-back signal parameter value according to the polyno 
mial function; 

Step 106: 
Perform a writing test procedure on the compact disc 

using the writing power to determine a real read-back signal 
parameter value according to an average result of the read 
back signal parameters obtained from the plurality of middle 
blocks of the Successive blocks 32 or according to a single 
result of the read-back signal parameter obtained from the 
middle block of the successive blocks 32; 

Step 108: 
Is the difference between the real read-back signal param 

eter and the target readback signal parameter less than a 
predetermined value? If yes, perform step 114. If no, per 
form step 110; 

Step 110: 
Shift the polynomial function according to the difference 

between the real readback signal parameter and the target 
read-back signal parameter, 

Step 112: 
Determine another writing power and perform step 106 

according to the shifted polynomial function and the target 
read-back signal parameter value; 

Step 114: 
The writing power is the desired optimum writing power. 
The compact disc drive can thus obtain quickly and pre 

cisely the optimum writing power. 
In contrast to the prior art, the present writing power con 

trol method constructs a database of writing powers and 
read-back signal parameters in advance, and retrieves a cor 
responding polynomial function from this database before 
writing data onto a compact disc. The polynomial function is 
used in an iterative process to shorten the time required in 
determining the optimum writing power of the compact disc 
drive. Furthermore, the present optimum writing power con 
trol method uses a constant writing power during the writing 
power test procedure. Maintaining a constant writing power 
during the course of the test procedure improves the accu 
racy of the determined optimum writing power and writing 
quality. 

Those skilled in the art will readily observe that numerous 
modifications and alterations of the device may be made 
while retaining the teachings of the invention. Accordingly, 
the above disclosure should be construed as limited only by 
the metes and bounds of the appended claims. 
What is claimed is: 
1. A writing power control method of an optical disc drive 

for determining the writing power utilized for writing data 
onto an optical disc; 
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6 
the writing power control method comprising: 
(a) constructing a polynomial function which represents 

a relationship between a writing power and a target 
read-back signal parameter, 

(b) retrieving the target read-back signal parameter from 
the optical disc; 

(c) determining a first writing power corresponding to the 
target read-back signal parameter according to the 
polynomial function; 

(d) selecting Successive blocks from a test area of the 
optical disc, performing a writing test procedure on the 
Successive blocks utilizing the first writing power then 
determining a real read-back signal parameter accord 
ing to an average result of read-back signal parameters 
obtained from a plurality of blocks of the successive 
blocks; 

(e) comparing the real read-back signal parameter with 
the target read-back signal parameter; and 

(f) if a difference between the real read-back signal 
parameter and the target read-back signal parameter is 
less than a predetermined value, writing data in the 
optical disc utilizing the first writing power. 

2. The writing power control method of claim 1 wherein if 
the difference between the real read-back signal parameter 
and the target read-back signal parameter is greater than the 
predetermined value, step(e) further comprises shifting the 
polynomial function according to the real read-back signal 
parameter, determining a second writing power according to 
both the shifted polynomial function and the target read 
back signal parameter, and performing the writing test pro 
cedure again until the difference between the real and target 
read-back signal parameters is less than the predetermined 
value. 

3. The writing power control method of claim 1 wherein 
the optical disc comprises a power calibration area (PCA) 
for performing the writing test procedure to determine the 
writing power. 

4. The writing power control method of claim 3 wherein 
the power calibration area comprises a test area for perform 
ing the writing test procedure and a count area for recording 
an execution number of the writing test procedure, the test 
area comprises a plurality of blocks, each block is capable of 
performing the writing test procedure once, and the writing 
test procedure comprises: 

selecting Successive blocks from the test area; 
performing the writing test procedure on the Successive 

blocks using the first writing power; and 
determining the real read-back signal parameter accord 

ing to a single result of a read-back signal parameter 
obtained from the middle block of the successive 
blocks. 

5. The writing power control method of claim 1 wherein 
the optical disc drive is a CD-R drive, and the target read 
back signal parameter is a B value of a read-back signal 
according to a specification of the CD-R drive. 

6. The writing power control method of claim 1 wherein 
the optical disc drive is a CD-RW drive, and the target read 
back signal parameter is a Y parameter of a read-back signal 
according to a specification of the CD-RW drive. 

7. The writing power control method of claim 1 wherein 
the optical disc comprises a lead-in area, and the target read 
back signal parameter is retrieved from data stored in the 
lead-in area. 

8. The writing power control method of claim 1 wherein 
the polynomial function is constructed from a polyno 
mial curve fitting method. 
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9. A writing power control method of an optical disc drive 
for determining the writing power utilized for writing data 
onto an optical disc; 

the writing power control method comprising: 
(a) constructing a polynomial function which represents 

a relationship between a writing power and a target 
read-back signal parameter, 

(b) retrieving the target read-back signal parameter from 
the optical disc; 

(c) determining a first writing power corresponding to the 
target read-back signal parameter according to the 
polynomial function; 

(d) performing a writing test procedure utilizing the first 
writing power to determine a real read-back signal 
parameter; 

(e) comparing the real read-back signal parameter with 
the target read-back signal parameter, and 

(f) if a difference between the real read-back signal 
parameter and the target read-back signal parameter is 
greater than the predetermined value, shifting the 
polynomial function according to the real read-back 
signal parameter, determining a second writing power 
according to the shifted polynomial function and the 
target read-back signal parameter, and performing a 
writing test procedure again until the difference 
between the real and target read-back signal parameters 
is less than the predetermined value to determine the 
writing power of the optical disc drive. 

10. The writing power control method of claim 9 wherein 
if the difference between the real read-back signal parameter 
and the target read-back signal parameter is less than the 
predetermined value, step(e) further comprises writing data 
in the optical disc utilizing the first writing power. 

11. The writing power control method of claim 9 wherein 
the optical disc comprises a power calibration area (PCA) 
for performing the writing test procedure to determine the 
writing power. 

12. The writing power control method of claim 11 
wherein the power calibration area comprises a test area for 
performing the writing test procedure and a count area for 
recording an execution number of the writing test procedure, 
the test area comprises a plurality of blocks, each block is 
capable of performing the writing test procedure once, and 
the writing test procedure comprises: 
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selecting Successive blocks from the test area; 
performing the writing test procedure on the Successive 

blocks using the first writing power; and 
determining the real read-back signal parameter accord 

ing to an average result of read-back signal parameters 
obtained from a plurality of middle blocks of the suc 
cessive blocks. 

13. The writing power control method of claim 11 
wherein the power calibration area comprises a test area for 
performing the writing test procedure and a count area for 
recording an execution number of the writing test procedure, 
the test area comprises a plurality of blocks, each block is 
capable of performing the writing test procedure once, and 
the writing test procedure comprises: 

selecting Successive blocks from the test area; 
performing the writing test procedure on the Successive 

blocks using the first writing power; and 
determining the real read-back signal parameter accord 

ing to a single result of a read-back signal parameter 
obtained from the middle block of the successive 
blocks. 

14. The writing power control method of claim 9 wherein 
the optical disc drive is a CD-R drive, and the target read 
back signal parameter is a B value of a read-back signal 
according to a specification of the CD-R drive. 

15. The writing power control method of claim 9 wherein 
the optical disc drive is a CD-RW drive, and the target read 
back signal parameter is a Y value of a read-back signal 
according to a specification of the CD-RW drive. 

16. The writing power control method of claim 9 wherein 
the optical disc comprises a lead-in area, and the target read 
back signal parameter is retrieved from data stored in the 
lead-in area. 

17. The writing power control method of claim 9 wherein 
the polynomial function is constructed from a polyno 
mial curve fitting method. 

18. The writing power control method of claim I wherein 
the fitnction is a polynomial function. 

19. The writing power control method of claim 9 wherein 
the fitnction is a polynomial function. 

k k k k k 
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