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(57) ABSTRACT 

A copper electroplating bath and a method to plate Substrates 
with the bath are provided. The bath and method are 
particularly effective to plate electronic components Such as 
semiconductive wafer VLSI and ULSI interconnects with 
Void-free fill copper plating for circuitry forming Vias and 
trenches and other Small features less than 0.2 microns with 
high aspect ratios. The copper bath contains a bath Soluble 
organic divalent Sulfur compound, and a bath Soluble poly 
ether compound Such as a block copolymer of polyoxyeth 
ylene and polyoxypropylene, a polyoxyethylene or polyOX 
ypropylene derivative of a polyhydric alcohol and a mixed 
polyoxyethylene and polyoxypropylene derivative of a poly 
hydric alcohol. A preferred polyether compound is a mixed 
polyoxyethylene and polyoxypropylene derivative of glyc 
erine. A preferred copper bath also contains a pyridine 
compound derivative. 

40 Claims, No Drawings 
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ELECTROPLATING CHEMISTRY FOR THE 
CU FILLING OF SUBMCRON FEATURES 

OF VLSI/ULSI INTERCONNECT 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 

This invention relates to the making of electronic com 
ponents such as semiconductor wafer VLSI and ULSI 
interconnects, and, more particularly, to a copper electro 
plating bath and method to plate the Vias and trenches and 
other Small features of the components to provide Void-free 
fill for features below about 0.2 microns and with high 
aspect ratioS. 

2. Description of Related Art 
The demand for manufacturing Semiconductor integrated 

circuit (IC) devices Such as computer chips with high circuit 
Speed, high packing density and low power dissipation 
requires the downward Scaling of feature sizes in ultra-large 
Scale integration (ULSI) and very-large-scale integration 
(VLSI) structures. The trend to smaller chip sizes and 
increased circuit density requires the miniaturization of 
interconnect features which Severely penalizes the overall 
performance of the Structure because of increasing intercon 
nect resistance and reliability concerns Such as fabrication of 
the interconnects and electromigration. 

In general, Such Structures use Silicon wafers with Silicon 
dioxide (SiO) being the dielectric material and openings are 
formed in the SiO dielectric layer in the shape of vias and 
trenches which are then metallized forming the intercon 
nects. Increased miniaturization is reducing the openings to 
Submicron sizes (e.g., 0.2 micron and lower) and increasing 
the aspect ratio (ratio of the height of the opening to the 
width of the opening) of the features. 

Copper is becoming the metal of choice to form the 
interconnects and copper can be deposited on Substrates by 
plating (Such as electroless and electrolytic), Sputtering, 
plasma vapor deposition (PVD) and chemical vapor depo 
Sition (CVD). It is generally recognized that a plating-based 
deposition is the best method to apply copper to the device 
Since it can provide high deposition rates and low tool costs. 
However, plating methods must meet the Stringent require 
ments of the Semiconductor industry. For example, the 
copper deposits must be uniform and capable of filling the 
extremely Small trenches and Vias of the device. The depo 
Sition of copper from acid copper baths is recognized in the 
electronics industry as the leading candidate to copper plate 
integrated circuit devices. It will be appreciated by those 
skilled in the art however that other metal baths such as Ni, 
Au, Ag, Zn, Pd, Sn, etc. may be used with the additive 
System of the present invention to provide improved metal 
plating baths and that this description is directed to copper 
for convenience. 

Copper electroplating, in general, involves deposition of 
a copper layer onto a Surface by means of electrolysis using 
a consumable copper electrode or an insoluble anode. In the 
consumable electrolytic plating process, the copper elec 
trode is consumed during the plating operation and must be 
replaced periodically during the plating operation. When 
plating using insoluble anodes, these anodes are not con 
Sumed in the plating process and do not have to be replaced. 
A preferred plating apparatus and method is described in 

U.S. Pat. No. 6,024.856 assigned to the same assignee as the 
present application. 

It has been found that conventional copper electroplating 
baths are only marginally effective when the plating Surface 
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2 
contains very Small features (i.e., Submicron) and/or with 
high aspect ratios. In particular, the copper fill in a Small 
feature tends to have voids and these voids may increase the 
resistance or even cause an open circuit of the conductive 
path intended to be formed by the copper deposited in the 
feature. This problem becomes critical in using copper 
electrodeposition processes in integrated circuit fabrication 
because contact and via holes in an integrated circuit can be 
0.2 micron or less in width, with an aspect ratio of up to 
four-to-one or greater and Voids in the contacts and Vias may 
easily result causing high resistance interconnects or even 
open-circuits. 
AS the copper interconnect technologies have advanced to 

more complex geometries, So have the demands for better 
copper electroplating baths to fill the Vias and trenches on 
wafers that are getting Smaller in feature Size and higher in 
aspect ratioS. Consequently, the conventional acid copper 
electrochemical deposition Systems can no longer meet the 
higher performance level needed to fill void-free feature 
sizes below about 0.20 micron. The prior art has attempted 
to improve the acid copper bath chemistry but there is still 
a need for improved acid copper baths for the plating of high 
performance Semiconductor waferS and other Such elec 
tronic components. 

Bearing in mind the problems and deficiencies of the prior 
art, it is therefore an object of the present invention to 
provide a copper electroplating bath which provides Void 
free fill features particularly below about 0.20 microns, 
when plating electronic components Such as Semiconductor 
waferS having trenches and Vias and other Small features. 

It is another object of the present invention to provide a 
method for copper electroplating electronic components 
Such as Semiconductor wafers particularly those having 
features below about 0.20 microns. 
A further object of the invention is to provide semicon 

ductor wafers plated using the method and copper electro 
plating bath of the invention. 

Still other objects and advantages of the invention will in 
part be obvious and will in part be apparent from the 
Specification. 

SUMMARY OF THE INVENTION 

In accordance with the above goals and objectives, in the 
present invention there is provided in one embodiment an 
improved copper electroplating bath for use in electroplating 
electronic components Such as Semiconductor wafers having 
Submicron Vias and trenches particularly those having fea 
tures below about 0.20 microns. Broadly stated, in an 
aqueous acidic electrolyte containing copper in an amount 
Sufficient to electrodeposit copper on a Substrate, the 
improvement comprises incorporating in the electrolyte an 
additive System comprising: 

a bath Soluble organic divalent Sulfur compound corre 
sponding to the formula: 

R-(S)-RXOM (I) 
wherein: 
M is hydrogen, alkali metal or ammonium as needed to 

Satisfy the Valence; 
X is S or P; 
R is an alkylene or cyclic alkylene group of 1 to 8 carbon 

atoms, an aromatic hydrocarbon or an aliphatic aro 
matic hydrocarbon of 6 to 12 carbon atoms; 

n is 1 to 6, preferably 1 to 2; and 
R is MOXR wherein M, X and R are as defined above 

or by the formula: 
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(II) 
R & || 
NC 

R1 

wherein: 

R and R are hydrogen, an alkyl group of 1 to 4 carbon 
atoms, a heterocyclic group or an aromatic group; and 

a bath soluble polyether compound selected from the 
group consisting of block copolymers of polyoxyeth 
ylene and polyoxypropylene, a polyoxyethylene or 
polyoxypropylene derivative of a polyhydric alcohol 
and a mixed polyoxyethylene and polyoxypropylene 
derivative of a polyhydric alcohol. 

The bath soluble polyether compound is in one embodi 
ment a block copolymer of polyoxyethylene and polyOX 
ypropylene glycols. More preferably, the bath Soluble poly 
ether compound is a polyoxyethylene or polyoxypropylene 
derivative of glycerine or other polyhydric alcohol Such as 
Sorbitol, mannitol and pentaerythritol and the like and most 
preferably is a mixed polyoxyethylene and polyoxypropy 
lene derivative of a polyhydric alcohol, particularly glycer 

C. 

In another embodiment a method is provided for plating 
copper onto electronic components Such as Semiconductor 
waferS having Submicron Vias and trenches using the copper 
plating bath of the invention. 

In a further embodiment semiconductor wafers and other 
electronic components having Sub-micron features made 
using the copper electroplating bath and method of the 
invention are also provided. 

DESCRIPTION OF THE PREFERRED 

EMBODIMENT(S) 
In accordance with the composition and method aspects 

of the present invention, the invention is generally operable 
in aqueous acidic copper plating baths for electroplating 
wherein high concentrations of acid are used with low 
copper ion concentrations. 
Aqueous acidic copper plating baths of the present inven 

tion are typically of the acidic copper Sulfate type or acidic 
copper fluoborate type although other acids may be used. In 
accordance with conventional practice, aqueous acidic cop 
per sulfate baths typically contain about 10 to about 45 g/1 
of copper ions with preferred concentrations of about 15 to 
about 20 g/l. Acid concentrations in these baths typically 
range about 45 to about 260 g/l of acid and preferably in 
amounts of about 85 to about 200 g/l acid. Fluoborate 
Solutions and other acids typically use the same ratio of acid 
to metal in the bath. The additives used in the electroplating 
baths of the present invention are particularly advantageous 
in Such low copper ion/high acid Solution baths to provide 
the enhanced plating results. 

Other acids which are useful because of their demon 
Strated effective neSS are methane Sulfonic acid; 
1-hydroxyethylide ne-1,1-diphosphonic acid; 
2-phosphonobutane-1,2,4-tricarboxylic acid; and trifluo 
romethane Sulfonic acid. Other Suitable acids may also be 
used. 
An essential component of the copper bath of the present 

invention comprises organic divalent Sulfur compounds 
including Sulfonated or phosphonated organic Sulfides, i.e., 
organic compounds carrying at least one Sulfonic or phos 
phonic group. 
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4 
The preferred organic Sulfonates or phosphonates can be 

represented by the formula: 

R-(S)-RXOM (I) 

wherein M is hydrogen, an alkali metal or ammonium ion 
needed to satisfy the valence; X is S or P; n is 1 to 6 
preferably 1 to 2, R is an alkylene or cyclic alkylene group 
of 1 to 8 carbon atoms, an aromatic hydrocarbon or an 
aliphatic aromatic hydrocarbon of 6 to 12 carbon atoms, R 
is a group represented by the formula MOXR, wherein M, 
X and R are as defined above or by the formula: 

(II) 
R2 & || 
NC 

R51 

wherein R and R are hydrogen, an alkyl group of 1 to 4 
carbon atoms, a heterocyclic group or an aromatic group. 

A preferred compound because of its demonstrated effec 
tiveness is 1-propanesulfonic acid, 3,3'-dithiobis, disodium 
salt as shown in Formula (I) wherein M is sodium, X is S, 
R is (CH), n is 2 and R is MOXR. This compound is 
represented by the formula: 

(IA) 
O 

II e go 
itch" -o Na 

O 
O 

II e go 
s-cut-o Na 

O 

Another preferred compound because of its demonstrated 
effectiveness is 1-propanesulfonic acid, 3(dimethyl 
amino)-thioxomethyl-thio-, Sodium Salt as shown in For 
mula (I) wherein n=1, R is formula (II), R and R are both 
CH, R is (CH), X is S and M is sodium. This compound 
is represented by the formula: 

(IB) 
HC S O 

\ || II e go 
-c-s-tchin -o Na HC I 

The alkylene portion of the molecule may be substituted 
with groupS Such as methyl, ethyl, chloro, bromo, ethoxy, 
hydroxy, carboxy and the like. 

The above organic Sulfide compounds are present in the 
plating baths of the present invention in amounts within the 
range of about 0.5 to 1000 mg per liter, or more preferably, 
about 5 to about 50 mg/l and most preferably about 5 to 30 
mg/l. 
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Other sulfonate compounds may be used but have not 
been found to be as effective as the preferred compounds of 
Formula I. Exemplary, referring to Formula I, are: 
A. 1-propanesulfonic acid,3-mercapto-, monosodium Salt 

MPS 

n-s-cut -5 ° 
O 

wherein R is H., n is 1, R is (CH), X is S and Missodium; 
B. 1-propanesulfonic acid, 3-(-benzothiazolylthio)-, 
Sodium Salt 

ZPS 
O 

N | e o 
X-s-chris–5 Na S I 

wherein R is benzothiozolyl, n is 1, R is (CH), X is S and 
M is sodium; 

C. 1-propanesulfonic acid, 3-(ethoxythioxomethyl)- 
thio-potassium Salt 

OPX 
S O 

II e go 
HC-CH-O-C-S-(-CH-) -S-O K 

O 

wherein R is 

S 

HC-CHO-C- 

n is 1, R is (CH), X is S and M is potassium; and 
D. 1-propanesulfonic acid, 3-(aminoiminomethyl)-thio 
Sodium Salt 

UPS 
NH O 

| | e o 
HN-C-S-(-CH3). S-O Na 

O 

wherein R is 

NH 

| 
HN-C-, 

n is 1, R is (CH), X is and M is Na. 
The above compounds A-D are shown as K or Nasalts, 

but may be any alkali metal or ammonium. 
An essential component of the bath is a bath soluble 

polyether compound. It is important that the polyether 
compound have a cloud point higher than the operating 
temperature of the bath. Most preferably, the compound is 
also low foaming. 

1O 
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6 
One class of polyether component contains mixed alkoxy 

groupS Such as block copolymers of polyethylene oxide and 
polypropylene oxide and may be represented by the formula: 

where R is hydrogen or an aliphatic or aromatic hydrocar 
bon group having 1 to 40 carbon atoms, EO/PO are alkoxy 
moieties, preferably selected from mixed ethoxy (EO)/ 
propoxy (PO) groups although may also include butoxy, m 
is an integer of at least 1, typically up to 100 or more, and 
preferably up to about 50. 

This class of polyether is typically made by first poly 
merizing either the EO or PO moieties, preferably the PO 
moiety, to form a block chain of the moiety. This block chain 
is then polymerized with the other moiety to cap the block 
on both ends of the block chain. The polymer chain may be 
represented schematically by EO-PO-EO or PO-EO-PO. 
The EO-PO-EO block polymer may be shown structurally 
S. 

VA 

HO-(-CH- al-orth- p-cyclo-c-on 
CH p 

wherein o and q are each about 1 to 25 and p is about 10 to 
70. 

The preferred polyether block copolymer containing eth 
ylene oxide and propylene oxide blockS has a molecular 
weight of about 1100 to 10,000, preferably 1100 to 6000 and 
most preferably 1100-3500 and is sold commercially under 
the name PLURONIC. These materials are also referred to 
herein as L31, L35, L44, L64, and P123 with the higher 
numbers representing higher molecular weights. 

Another polyether Suitable compound is an alkoxy deriva 
tive of a polyhydric alcohol Such as glycerol, Sorbitol and 
mannitol and may be represented Schematically by the 
formula: 

VI 
HC-O-(EO or PO); 

(H-C-O-(EO or PO) H), 

HC-O-(EO or PO); 

wherein X-y+Z is about 3 to 100 or more, preferably about 
5 to 30 and most preferably about 5 to 20, e.g., 10 and a is 
an integer of 1 to 4. 

Exemplary glycerine derivatives are shown as follows: 

VA 
HC-O-(-CH-CH-O-, -H 

H-C-O-(-CH-CH-O-, -H 
EO on glycerine 
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-continued 
WIB 

HC-O-(-CH-CH-O-)-H 

CH 
PO on glycerine 

A preferred P0 on glycerin compound is termed GL100 
and has a molecular weight of about 700 and x-y--X is 
about 10. 

Another preferred polyether compound is a mixed alkoxy 
derivative of formula VI as follows: 

VII 

wherein b+c+d is about 3 to 150 or more, preferably 10 to 
100 and most preferably 30 to 75. 
A highly preferred polyether compound is a derivative of 

glycerine wherein a of formula VI is 1 and may be repre 
sented by the formula: 

VIIA 

ill- O-(EO/PO) 
i- O-(EO/PO) 
HC-O-(EO/PO)-H 

Exemplary glycerine derivatives are as follows: 

VIIB 

HC-O-(-CH-CH-O-, (-CH- Ho --H 
CH 

HC-O-(-CH-CH-O-, (-CH- Ho --H 
CH 

H-C-O-(-CH-CH-O-, (-CH- ti- O-)-H 
CH 

EO-PO on glycerine 
VIIC 

CH 

CH 
PO-EO on glycerine 

wherein e--fig and h+i+ are each about 5 to 100 or more, 
preferably 10 to 50 and most preferably 20 to 40. Compound 
VIIB is particularly preferred because of its demonstrated 
effectiveness. 

The preferred polyhydric alcohol derivative because of its 
demonstrated effectiveness is shown in VIIB and has the EO 
block attached to a polyhydric (glycerine) backbone fol 
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8 
lowed by a PO block. This preferred compound has an 
average molecular weight of about 2500 wherein e--fig is 
about 21 and h+i+j is about 27. This derivative is also 
referred to herein as GH200 or TCOL 206. 

With regard to the mixed alkoxy polyhydric compounds 
above it will be appreciated by those skilled in the art that 
the compounds are generally made by forming a first alkoxy 
chain on the polyhydric backbone then followed by the 
second alkoxy chain so that the EO block will be attached to 
the polyhydric backbone followed by the PO block or vice 
versa wherein the PO block is attached to the polyhydric 
backbone followed by the EO block. 
The polyethers are generally utilized in an amount of 

about 0.02 to about 2 g/l, typically 0.04 to about 1.5 g/l and 
preferably 0.1 to 1 g/l. 

For further enhanced via and trench and other feature 
copper filling properties, another component which is pre 
ferred to be used in the bath of the invention may be 
represented by the general formula: 

III 
(R4)k 

C | Z. C 
(Rs) 

wherein Z is a counterion from SO as for Rs or any 
compatible anion to Satisfy electrical neutrality; 
R is hydrogen, an alkyl Substituent having 1 to 3 carbon 

atoms, an aromatic, Sulfonic group, phosphonic group, 
aldehyde group or a carbamide group; 

Rs is a group having the following formula: 

IV 
O 

HC-(CH2). S-O- 

O 

wherein n is an integer of 1 to 3, k is 0 or 1, 1 is 0 or 1, and 
at least one of k or 1 is 1, and the Sulfonate group may be a 
phosphonate group. 

Exemplary compounds because of their demonstrated 
effectiveness are: 

A. 3-Formyl-1-(3-sulfopropyl)-pyridinium betaine 

FPPS 
O 

Or" 
NG O 

Il e 
HC-CH-CH2-S-O 

| 
O 

wherein R is formyl, k is 1 and Rs is formula IV wherein 
n is 2 and l is 1; 
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B. Isoquinoline 1-propaneSulfonic acid 

O 
NGE O 

HC- CH- CH- S 

O 

IOPS 

wherein R is a benzene ring, k is 1, and Rs is formula IV 
wherein n is 2 and l is 1, 

C. 1-(3-sulfopropyl)pyridinium betaine 

O 
N O 

HC-CH-CH2-S- 

O 

PPS 

wherein k is 0 and Rs is formula IV wherein n is 2 and 1 is 
1, 

D. 3-Pyridinesulfonic acid 

PYSA 
O 

\-OH 
S 

Or O 
N 

wherein R is SOH, k is 1 and 1 is 0; and 
E. Nicotinamide N-propylsulfonate 

O 

C-NH 

N O 

| e 
ic-Cu-ch-i-o 

O 

wherein R is carbamide, k is 1 and Rs is formula IV 
wherein n is 2 and l is 1. 

These additives are generally used in the bath in an 
amount of 5 to 10,000 mg/l, preferably 10 to 5,000 mg/l, and 
most preferably 100 to 1,000 mg/l. 

Also brighteners and other conventional additives Such as 
Soluble polyamines, Substituted polyamines, quaternized 
polyamines and quaternized Substituted polyamines may be 
utilized in the bath of the present invention, typically in 
quantities of from about 1 to about 10 mg/l. The baths also 
preferably contain chloride ions in an amount up to about 
100 mg/l, typically 45 mg/l. 

In accordance with the method aspects of the present 
invention, acidic copper plating baths of the present inven 
tion are typically operated at current densities ranging from 
about 5 to about 60 amperes per square foot (ASF) (0.5 to 
6 ASD) although current densities as low as about 0.5 ASF 
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10 
to as high as about 100 ASF (0.05 to 10 ASD) can be 
employed under appropriate conditions. Preferably, current 
densities of from about 5 to about 50 ASF (0.5 to 5 ASD) are 
employed. In plating conditions in which high agitation is 
present, higher current densities ranging up to about 100 
ASF (10 ASD) can be employed as necessary and for this 
purpose a combination of air agitation, cathode movement 
and/or Solution pumping may be employed. The operating 
temperature of the plating baths may range from about 15 
C. to as high as about 50° C. and above with temperatures 
of about 21 C. to about 36 C. being typical. 

Further understanding of the present invention will be had 
with reference to the following examples which are set forth 
herein for purposes of illustration but not limitation. The 
operating temperature of the baths were 22 to 26 C. unless 
otherwise indicated. 

EXAMPLE 1. 

Conventional 4-component Brightener Systems and 
the Effect of GH 200 and GL 100 Cu=17 g/l; 
HSO=185 g/l; Cl=10 mg/l; CD=1.0 ASD 

Additives Bath 1 Bath 2 Bath 3 Bath 4 

IA 28 mg/l 28 mg/l 28 mg/l 28 mg/l 
Carbowax 13 mg/l 13 mg/l 13 mg/l 200 mg/1 
3350 
4OOXB2 1.3 mg/l 1.3 mg/l 2.8 mg/l 1.3 mg/l 
O-Pech 11 mg/l 11 mg/l 5 mg/l 11 mg/l 
GH2OO 15 mg/l 15 mg/l 
GL100 45 mg/l 45 mg/l 
Trench size >0.25 um >0.18 um >0.18 um >0.25 um 
filled 

"Polyethylene glycol 
*PEI derivative 
Ouaternary PE epichlorohydrin 
Glycerine derivative contain propyleneoxide blocks 

This example shows the beneficial effect of GH200 which 
is a mixed EO/PO glycerin derivative as shown generally in 
Formula VII and specifically as Formula VIIB and GL 100 
which is a glycerine derivative containing only propyleneox 
ide blocks. IA is 1-propanesulfonic acid, 3,3'-dithiobis, 
disodium Salt. 

EXAMPLE 2 

Simplified 2-component Brightener Systems. Using 
a Primary S with GH 200 Cu=17 g/l; HSO=155 

g/l; Cl=45 mg/l; CD=1.5 ASD 

Additives Bath 5 Bath 6 

IA 10 mg/l 
GH2OO 0.5 g/l 0.5 g/l 
IB 10 mg/l 
Trench size filled 0.15-0.17 um 0.15-0.17 um 

This example shows the low trench size feature fill 
properties using the copper electroplating bath of the inven 
tion. 

Other primary sulfur additives such as MPS, UPS, OPX, 
ZPS used in place of additives IA and IB filled feature sizes 
larger than 0.17 lum. 
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EXAMPLE 3 Other alternate acids that may be used are 
1-hydroxyethylide ne-1,1-diphosphonic acid; 
2-phosphonobutane-1,2,4-tricarboxylic acid; and trifluo 
romethaneSulfonic acid. 

Two Component Brightener Systems. Using O-tug 
(Primary S) and a Polyol (Wetting Agent) Cu=17 g/ 

l; HSO=155 g/l; Cl=45 mg/l; CD=1.5 ASD 

Additives Bath. 7 Bath. 8 Bath 9 Bath 10 Bath 11 Bath 12 Bath 13 

IA 10 mg/l 10 mg/l 10 mg/l 10 mg/l 10 mg/l 10 mg/l 10 mg/l 
GH2OO 0.5 g/l 
L31 0.5 g/l 
L35 0.5 g/l 
L44 0.5 g/l 
L64 0.5 g/l 
P123 0.5 g/l 
TCC 206 0.5 g/l 
Trench size Filled (um) 0.15-0.17 0.15-0.17 0.15-0.17 0.15-0.17 0.15-0.17 0.15-0.17 0.15-0.17 

This example shows the low trench size feature fill 20 While the present invention has been particularly 
properties using the copper electroplating bath of the inven- described, in conjunction with a Specific preferred 
tion using Pluronics and the mixed EO/PO glycerine deriva- embodiment, it is evident that many alternatives, modifica 
tVeS. tions and variations will be apparent to those skilled in the 

EXAMPLE 4 as art in light of the foregoing description. It is therefore 
contemplated that the appended claims will embrace any 

Three Component Brightener Systems. Using a Such alternatives, modifications and variations as falling 
Primary Sulfur Additive, a Wetting Agent, and a within the true Scope and Spirit of the present invention. 
Secondary Sulfur Additive Cu=17 g/l, HSO=140 

g/l; Cl=35 mg/l; CD=1.5 ASD Thus, having described the invention, what is claimed is: 

Additives Bath 14 Bath 15 Bath 16 Bath 17 Bath 18 Bath 19 

IB 10 mg/l 10 mg/l 10 mg/l 10 mg/l 10 mg/l - 
TCC 206 0.5 g/l 0.5 g/l 0.5 g/l 0.5 g/l 0.5 g/l 
PYSA 1.0 g/l 
FPPS 0.5 g/l 
PPS 1.0 g/l 
IOPS 0.5 g/l 
IA 20 mg/l 
GH2OO 0.5 g/l 
NPS 20 mg/l 
Trench size (um) 0.15-0.17 0.14-0.15 0.14-0.15 0.12–0.13 0.12–0.13 0.12–0.13 

45 

This example shows the beneficial effects on lowering the 1. A method for electrolytic copper filling interconnect 
fill feature trench size when using the bath of the invention features in Semiconductor integrated circuit devices, the 
with a Secondary Sulfur compound as in Formula III. method comprising: 

EXAMPLE 5 50 immersing a Semiconductor integrated circuit Substrate 
Three Component Brightener Systems with having via and trench interconnect features in an elec 

Alternate Acid Cu=18 g/l; MSA=95 g/l; Cl=40 mg/ trolytic Solution containing 
1 a) copper in an amount Sufficient to electrodeposit copper 

onto the Substrate, 
55 b) a bath Soluble organic divalent Sulfur compound cor 

Additives 0.5 ASD 1.5 ASD responding to the formula: 

IA 10 mg/l R-(S), RXOM (I) 
PYSA (Secondary S) 1.0 g/l 
L31 (Wetter) 0.5 g/l 60 - . 
Trench size filled um 0.12–0.13 0.14-0.15 wherein: 

M is hydrogen, alkali metal or ammonium as needed to 
This example shows the effect of current density on trench satisfy the Valence; 

fill size. X is S or P; 
Substituting CuSO for the Cu-MSA system also showed 65 R is an alkylene or cyclic alkylene group of 1 to 8 carbon 

trench fill capability at 0.14-0.15 um when plated at 1.5 atoms, an aromatic hydrocarbon or an aliphatic aro 
ASD. matic hydrocarbon of 6 to 12 carbon atoms; 
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n is 1 to 6; and 
R is MOXR wherein M, X and R are as defined above, 

and 

c) a bath Soluble polyether compound Selected from the 
group consisting of block copolymers of polyoxyeth 
ylene and polyoxypropylene, a polyoxyethylene or 
polyoxypropylene derivative of a polyhydric alcohol 
and a mixed polyoxyethylene and polyoxypropylene 
derivative of a polyhydric alcohol; and 

Supplying current to the electrolytic Solution to fill copper 
into the via and trench interconnect features and 
thereby yield a Semiconductor integrated circuit Sub 
Strate with copper-filled via and trench interconnect 
features. 

2. The method of claim 1 wherein is M is sodium, X is S, 
R is (CH), n is 2 and R is MOXR. 

3. The method of claim 1 wherein the bath soluble 
polyether compound is represented by the formula: 

where R is hydrogen or an aliphatic or aromatic hydrocar 
bon group having 1 to 40 carbon atoms, EO/PO and PO/EO 
are mixed ethoxy (EO)/propoxy (PO) groups, m is an integer 
of at least 1. 

4. The method of claim 3 wherein the bath soluble 
polyether compound has a molecular weight of about 
1100-10,000. 

5. The method of claim 1 wherein the bath soluble 
polyether compound is represented by the formula: 

(VIB) 
ty- O-(PO): 
al- O-(PO) H), 
HC-O-(PO); 

wherein X-y+Z is about 3 to 100 and a is 1. 

6. The method of claim 5 wherein x-y--Z is about 10. 

7. The method of claim 1 wherein the bath soluble 
polyether compound is represented by the formula: 

VII 
HC-O-(EO/PO); H 

wherein b+c+d is about 3 to 150. 

8. The method of claim 7 wherein the via and trenches 
have openings 0.2 micron or lower. 

9. The method of claim 1 wherein the bath soluble 
polyether compound is represented by the formula 

15 

25 
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(VIIB) 
HC-O-(CH2CHO) (CHCHO). H 

CH 

HC-O-(CH2CH2O)-(CH2CHO). H 

CH 

H-C-O-(CH2CHO) (CH-CHO)-H 
CH 

EO-PO on glycerine 

wherein e--fig and h+i+j are each about 5 to 100. 

10. The method of claim 9 wherein the compound is 
formula VIIB wherein e--fig is about 21 and h+i+ is about 
27. 

11. The method of claim 9 wherein the via and trenches 
have openings 0.2 micron or lower. 

12. The method of claim 1 wherein the bath soluble 
polyether compound is represented by the formula 

(VIIC) 
H2C-O-(CH2CHO) (CH2CH2O): 

CH 

CH 

H-C-O-(CH2CHO)-(CH2CHO); H 
CH 

PO-EO on glycerine 

wherein e--fig and h+i+j are each about 5 to 100. 
13. The method of claim 12 wherein the via and trenches 

have openings 0.2 micron or lower. 
14. The method of claim 1 wherein the via and trenches 

have openings 0.2 micron or lower. 

15. A method for electrolytic copper filling interconnect 
features in a Semiconductor integrated circuit device, the 
method comprising: 

immersing a Semiconductor integrated circuit Substrate 
having interconnect features in an electrolytic Solution 
containing: 

a) copper in an amount Sufficient to electrodeposit copper 
on the Substrate; 

b) a bath Soluble organic divalent Sulfur compound cor 
responding to the formula: 

R-(S), RXOM 

wherein: 

M is hydrogen, alkali metal or ammonium as needed to 
Satisfy the Valence; 

X is S or P; 
R is an alkylene or cyclic alkylene group of 1 to 8 carbon 

atoms, an aromatic hydrocarbon or an aliphatic aro 
matic hydrocarbon of 6 to 12 carbon atoms; 
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n is 1 to 6; and 
R is defined by the formula: 

(II) 
R2 S 
K || 
N-C- 
/ 
R 

wherein: 
R and R are hydrogen, an alkyl group of 1 to 4 carbon 

atoms, a heterocyclic group or an aromatic group; and 
c) a bath Soluble polyether compound Selected from the 

group consisting of block copolymers of polyoxyeth 
ylene and polyoxypropylene, a polyoxyethylene or 
polyoxypropylene derivative of a polyhydric alcohol 
and a mixed polyoxyethylene and polyoxypropylene 
derivative of a polyhydric alcohol; and 

Supplying current to the electrolytic Solution to fill copper 
into the interconnect features and thereby yield a Semi 
conductor integrated circuit Substrate with copper-filled 
interconnect features. 

16. The method of claim 15 wherein M is sodium, X is S, 
R is (CH), n is 1, and R is 

R2 S 
K || 
N-C- 
M 
R 

wherein R and R are both CH. 
17. An aqueous acidic electrolyte containing: 
copper in an amount Sufficient to electrodeposit copper on 

a Substrate; 
a bath Soluble organic divalent Sulfur compound corre 

sponding to the formula: 

R-(S), RXOM 

wherein n is 1, R is (CH), X is S, M is potassium, and R. 
is 

HC-CHO-C-; and 

S 

a bath soluble polyether compound selected from the 
group consisting of block copolymers of polyoxyeth 
ylene and is polyoxypropylene, a polyoxyethylene or 
polyoxypropylene derivative of a polyhydric alcohol 
and a mixed polyoxyethylene and polyoxypropylene 
derivative of a polyhydric alcohol. 

18. An aqueous acidic electrolyte containing: 
a) copper in an amount Sufficient to electrodeposit copper 
on a Substrate; 

b) a bath Soluble organic divalent Sulfur compound cor 
responding to the formula: 

R-(S), RXOM 
wherein: 
M is hydrogen, alkali metal or ammonium as needed to 

Satisfy the Valence; 
X is S or P; 
R is an alkylene or cyclic alkylene group of 1 to 8 carbon 

atoms, an aromatic hydrocarbon or an aliphatic aro 
matic hydrocarbon of 6 to 12 carbon atoms; 

1O 
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n is 1 to 6; and 
R is MOXR wherein M, X and R are as defined above; 
c) a bath Soluble polyether compound selected from the 

group consisting of block copolymers of polyoxyeth 
ylene and polyoxypropylene, a polyoxyethylene or 
polyoxypropylene derivative of a polyhydric alcohol 
and a mixed polyoxyethylene and polyoxypropylene 
derivative of a polyhydric alcohol; and 

d) a compound of the formula: 

(R4)k 
An 

Z. 
2 

N 

(Rs) 

wherein: 

Z is a counterion or any compatible anion to Satisfy 
electrical neutrality; 

wherein R is formyl, k is 1 and Rs is Selected from the 
following formulas IV and IV': 

(IV) 
O 

H2C-(CH2) i-o 
O 

(IV) 
O 

| 
H2C-(CH2) -o 

O 

wherein n is 2 and l is 1. 

19. An aqueous acidic electrolyte containing: 

a) copper in an amount Sufficient to electrodelosit copper 
on a Substrate: 

b) a bath Soluble organic divalent Sulfur compound cor 
responding to the formula: 

R-(S), RXOM 

wherein: 

M is hydrogen, alkali metal or ammonium as needed to 
Satisfy the Valence: 

X is S or P; 
R is an alkylene or cyclic alkylene group of 1 to 8 carbon 

atoms, an aromatic hydrocarbon or an aliphatic aro 
matic hydrocarbon of 6 to 12 carbon atoms; 

n is 1 to 6; and 
R is MOXR wherein M, X and R are as defined above; 
c) a bath Soluble polyether compound selected from the 

group consisting of block copolymers of polyoxyeth 
ylene and polyoxypropylene a polyoxyethylene or 
polyoxypropylene derivative of a polyhydric alcohol 
and a mixed polyoxyethylene and polyoxypropylene 
derivative of a polyhydric alcohol; 
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d) a further compound of the formula: 

(R4)k 
XN 

Z 

2 

(Rs) 

wherein: 

Z is a counterion or any compatible anion to Satisfy 
electrical neutrality; 

R is a benzene ring, k is 1; 
Rs is a group represented by formula IV: 

(IV) 
O 

HC-(CH2). S-O- 

O 

wherein n is 2 and l is 1. 

20. A method for electrolytic copper filling interconnect 
features in Semiconductor integrated circuit devices, the 
method comprising: 

immersing a Substrate for an integrated circuit device 
having via and trench interconnect features in an elec 
trolytic Solution containing: 

copper in an amount Sufficient to electrodeposit copper 
onto the Substrate; 

a bath Soluble organic divalent Sulfur compound; 
a bath Soluble polyether compound represented by the 

formula: 

(VIB) 
HC-O-(PO). 

(HQ-O-(PO) H), 

HC-O-(PO); 

wherein X-y+Z is about 3 to 100 and a is 1; and 
Supplying current to the electrolytic Solution to fill copper 

into the via and trench interconnect features and 
thereby yield an integrated circuit Substrate with 
copper-filled via and trench interconnect features. 

21. The method of claim 20 wherein X-y+Z is about 10. 
22. The method of claim 20 wherein the via and trenches 

have openings 0.2 micron or lower. 
23. A method for electrolytic copper filling interconnect 

features in Semiconductor integrated circuit devices, the 
method comprising: 

immersing a Semiconductor integrated circuit Substrate 
having via and trench interconnect features in an elec 
trolytic Solution containing: 

copper in an amount Sufficient to electrodeposit copper 
onto the Substrate; 

a bath Soluble organic divalent Sulfur compound; 
a bath Soluble polyether compound represented by the 

formula: 
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wherein b+c+d is about 3 to 150; and 
Supplying current to the electrolytic Solution to fill copper 

into the via and trench interconnect features and 
thereby yield an integrated circuit Substrate with 
copper-filled via and trench interconnect features. 

24. The method of claim 23 wherein the via and trenches 
have openings 0.2 micron or lower. 

25. A method for electrolytic copper filling interconnect 
features in Semiconductor integrated circuit devices, the 
method comprising: 

immersing a Semiconductor integrated circuit Substrate 
having via and trench interconnect features in an elec 
trolytic Solution containing: 

copper in an amount Sufficient to electrodeposit copper 
onto the Substrate; 

a bath Soluble organic divalent Sulfur compound; 
a bath Soluble polyether compound represented by the 

formula: 

(VIIB) 
HC-O-(CH2CHO) (CHCHO). H 

CH 

HC-O-(CH2CH2O)-(CH2CHO). H 

CH 

H-C-O-(CH2CHO) (CH-CHO)-H 
CH 

EO-PO on glycerine 

wherein e--fig and h+i+ are each about 5 to 100, and 
Supplying current to the electrolytic Solution to fill copper 

into the via and trench interconnect features and 
thereby yield a Semiconductor integrated circuit Sub 
Strate with copper-filled via and trench interconnect 
features. 

26. The method of claim 25 wherein the compound is 
formula VIIB wherein e--fig is about 21 and h+i+ is about 
27. 

27. The method of claim 26 wherein the copper is copper 
ions and the amount of copper ions is about 10 g/L to about 
45 g/L. 

28. The method of claim 25 wherein the copper is copper 
ions and the amount of copper ions is about 10 g/L to about 
45 g/L. 

29. The method of claim 25 wherein the via and trenches 
have openings 0.2 micron or lower. 

30. An acqueous acidic electrolyte bath for copper filling 
interconnect features in a Semiconductor integrated circuit 
Substrate, the bath containing: 

copper in an amount Sufficient to electrodeposit copper 
onto the Substrate; 

a bath Soluble organic divalent Sulfur compound; 
a bath Soluble polyether compound represented by the 

formula: 
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(VIB) 
HC-O-(PO). 

(HC-O-(PO) H), 

HC-O-(PO); 

wherein X-y+Z is about 3 to 100 and a is 1. 
31. The bath of claim 30 wherein X-y+Z is about 10. 
32. The bath of claim 30 wherein the copper is copper ions 

and the amount of copper ions is about 10 g/L to about 45 
g/L. 

33. An acqueous acidic electrolyte bath for copper filling 
interconnect features in a Semiconductor integrated circuit 
Substrate, the bath containing: 

copper in an amount Sufficient to electrodeposit copper 
onto the Substrate; 

a bath Soluble organic divalent Sulfur compound; 
a bath Soluble polyether compound represented by the 

formula: 

wherein b+c+d is about 3 to 150. 
34. The bath of claim 33 wherein the copper is copper ions 

and the amount of copper ions is about 10 g/L to about 45 
g/L. 

35. An aqueous acidic electrolyte bath for copper filling 
interconnect features in a Semiconductor integrated circuit 
Substrate, the bath containing: 

copper in an amount Sufficient to electrodeposit copper 
onto the Substrate; 

a bath Soluble organic divalent Sulfur compound; 
a bath Soluble polyether compound represented by the 

formula: 

(VIIB) 
HC-O-(CH2CHO) (CHCHO); H 

CH 

CH 

H-C-O-(CHCHO) (CHCHO)-H 
CH 

EO-PO on glycerine 

wherein e--fig and h+i+ are each about 5 to 100. 
36. The bath of claim 35 wherein the compound is 

formula VIIB wherein e--fig is about 21 and h+i+j is about 
27. 

37. The bath of claim 35 wherein the copper is copper ions 
and the amount of copper ions is about 10 g/L to about 45 
g/L. 
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38. A method for electrolytic copper filling interconnect 

features in Semiconductor integrated circuit devices, the 
method comprising: 

immersing a Semiconductor integrated circuit Substrate 
having via and trench interconnect features in an elec 
trolytic Solution containing: 

copper in an amount Sufficient to electrodeposit copper 
onto the Substrate; 

a bath Soluble organic divalent Sulfur compound; 
a bath Soluble polyether compound represented by the 

formula: 

(VIIC) 
HC-O-(CH2CHO) (CH2CH2O): 

CH 

HC-O-(CH2CHO) (CH2CH2O)-H 

CH 

H-C-O-(CH2CHO)-(CH2CH2O). H 
CH 

PO-EO on glycerine 

wherein e--fig and h+i+ are each about 5 to 100, and 
Supplying current to the electrolytic Solution to fill copper 

into the via and trench interconnect features and 
thereby yield a Semiconductor integrated circuit Sub 
Strate with copper-filled via and trench interconnect 
features. 

39. The method of claim 38 wherein the via and trenches 
have openings 0.2 micron or lower. 

40. An acqueous acidic electrolyte bath for copper filling 
interconnect features in a Semiconductor integrated circuit 
Substrate, the bath containing: 

copper in an amount Sufficient to electrodeposit copper 
onto the Substrate; 

a bath Soluble organic divalent Sulfur compound; 
a bath Soluble polyether compound represented by the 

formula: 

(VIIC) 
H2C-O-(CH2CHO) (CH2CH2O): 

CH 

CH 

H-C-O-(CH2CHO)-(CH2CH2O). H 
CH 

PO-EO on glycerine 

wherein e--fig and h+i+j are each about 5 to 100. 


