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ABSTRACT OF THE DISCLOSURE 
An improved hair retainer device in the nature of a 

lightly flexible plastic rib coil which conforms to the con 
tour of the hair without pressing so hard as to damage 
the coiffure. The flexible coil is also employed in Scarf 
constructions to provide an automatic self holding device 
for the scarf when used around the neck or upon the 
coiffure without pressing against the contour of the head. 
The flexible plastic rib is used in the seam of the scarf 
in its various modifications, such that the scarf fabric 
holds against the coiffure lightly without damaging it in 
a self holding position. The desirable wrap around hold 
ing power of the scarf can be fashioned by using the bias 
of the fabric to provide resiliency against the staying 
quality of the plastic rib to provide a scarf which closely 
conforms to the coiffure contour in self-retaining position 
without pressing against the contour of the head. 

BACKGROUND OF THE INVENTION 

In the past various fashions of hair retaining devices 
have been employed. The conventional scarf must be tied 
on the head and in so doing flattening of the coiffure oc 
curs. The bouffant-type of hair style and other hair styles 
are easily damaged by such scarves. Various types of hair 
bands have also been employed to hold the hair in place, 
but these are generally of a strong spring-like action, such 
that they bear against the contour of the head and cannot 
be formed or twisted in various coiffure conforming 
positions. 

SUMMARY OF THE INVENTION 

By means of the instant invention a lightly flexible coil, 
which may be made of a plastic rib, is used which can be 
folded in various fashions, and by its light degree of 
flexibility retains a hair coiffure against disarrangement. 
The flexible coil may be used alone or may very desirably 
be employed with various types of Scarves. When used in 
scarves, the flexible plastic rib provides an automatic self 
closing device for the scarf, such that the scarf closely 
hugs without pressing too tightly against the contour of 
the hair coiffure and eliminates the necessity of using 
adjusting ties, strings, or tying the ends of the Scarf to 
gether. In the scarf construction, the flexible coil-like 
plastic rib overlaps and provides adjustable holding power. 
Through the feather-weight construction of the plastic rib, 
the scarf conforms to the coiffure rather than the head 
contour and does not damage the hair style, such an the 
bouffant type which is very light. The flexible plastic rib 
holds the weight of the fabric against the hair in a lightly 
pressing fashion without flattening. The flexibility of the 
plastic rib or band used in the scarf construction makes 
it possible to wear the scarf in its various modified forms 
in many ways and achieves a protective and decorative 
purpose without the necessity of using a hat and without 
confining the hair-door damaging it. 

In the scarf construction a desirable fold can be perma 
nently positioned in the scarf by using the bias resiliency 
in the fabric construction against the staying quality of 
the flexible plastic rib. In this fashion the scarf is auto 
matically folded in a coil like fashion, such that it may 
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be used upon the hair of the wearer in a closely hugging 
relation against the hair, which, due to the light flexibility, 
does not flatten the coiffure. 
The above features are objects of the invention and 

further objects will appear in the detailed description 
which follows and will be otherwise apparent to those 
skilled in the art, 

BRIEF DESCRIPTION OF THE DRAWINGS 

For the purpose of illustration of this invention, there is 
shown in the accompanying drawings examples of the re 
silient coil plastic rib hair retainer and various modifica 
tions of scarves using the resilient coil plastic rib construc 
tion. It is to be understood that these drawings are for the 
purpose of example only and that the invention is not 
limited thereto. 

In the drawings: 
FIGURE 1 is a pictorial view of the resilient coil plastic 

rib with a padded fabric covering and showing the coils 
separated for purpose of illustration; 
FIGURE 2 is an enlarged fragmentary view of the 

fabric showing the cutting on the bias; 
FIGURE 3 is an enlarged view in section taken on the 

line 3-3 of FIGURE 1 showing the padded fabric cover 
ing construction with the coils resting upon one another in 
their normal position; 
FIGURE 4 is a pictorial view showing the manner in 

which the resilient coil plastic rib may be folded or flexed; 
FIGURE 5 is a view in side elevation of the head of 

the user of the resilient coil plastic rib showing the con 
tour hugging relation on the coiffure of the user; 
FIGURE 6 is a view in front elevation of a user show 

ing the resilient coil plastic rib in a modified position; 
FIGURE 7 is a plan view of a generally elliptically 

shaped fabric cut on the bias for use with a scarf; 
FIGURE 8 is a view of the plastic rib prior to use in 

the scarf construction; 
FIGURE 9 is a top plan view of the scarf after it has 

been folded over with the rib inserted in the seam; 
FIGURE 10 is an enlarged view in section taken on the 

line 0-10 of FIGURE 9 showing the retaining construc 
tion of the plastic rib; 
FIGURE 11 is a view in section taken similarly to FIG 

URE 10 but showing the seam turned over on itself; 
FIGURE 12 is a top plan view showing the placing of 

the rib seam construction in the middle of the scarf; 
FIGURE 13 is a pictorial view showing the coiling of 

the scarf; 
FIGURE 14 is a view in front elevation showing two 

scarves, one around the neck and one around the head 
Of the user; 
FIGURE 15 is a view in rear elevation showing the 

scarf used in another fashion; 
FIGURE 16 is a top plan view of a preferred and modi 

fied form of scarf construction showing the cut of a gen 
erally triangular shaped fabric; 
FIGURE 17 is a top plan view of the scarf of FIGURE 

16, with seams formed and the rib inserted in the outer 
or hypotenluse curved edge seam; 
FIGURE 18 is an enlarged view in section taken on 

the line 18-18 of FIGURE 17 showing the seam con 
struction; 
FIGURE 19 is a view in front elevation of the top por 

tion of the head of the user showing one manner of wear 
ing the scarf of FIGURES 16-18; 
FIGURE 20 is a view in front elevation of the top por 

tion of the head of the user showing another fashion of 
wear of the scarf of FIGURES 16-18; 
FIGURE 21 is a view in rear elevation of the top por 

tion of the head of the user showing still another version 
of use of the scarf of FIGURES 16-18; 
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FIGURE 22 is a top plan view showing the cut on the 
bias of a generally diamond shaped fabric used in a modi 
fied form of scarf construction; 
FIGURE 23 is a top plan view of the rib used in the 

modified form of scarf construction; 
FIGURE 24 is a top plan view showing the folding over 

of the modified form of scarf construction and the inser 
tion of the rib in the curved edge seam; 
FIGURE 25 is an enlarged view in section taken on the 

line 25-25 of FIGURE 24 showing the seam con 
struction; 
FIGURE 26 is a view in side elevation of the head of a 

user showing the manner of wear of the scarf of FIG 
URES 22-25; and 
FIGURE 27 is a view in side elevation showing the 

head of the user with a scarf in another fashion of Wear 
using the scarf of FIGURES 22-25. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

The flexible coiled rib is generally identified by the 
reference numeral 30 in FIGURES 1 and 3 through 6. 
The coiled rib may be used alone as a hair coiffure re 
tainer, as shown in these figures. The rib is made of a 
suitable lightly flexible organic plastic material, such as an 
acetate or nylon material. The rib is identified by the refer 
ence numeral 32 and in one fashion of construction a rib 
having a cross section of about /8' by 1 and about three 
feet in length may be employed. It is to be understood 
that these dimensions and all other dimensions are merely 
illustrative and not limiting. The rib may be an organic 
thermoplastic material in the form of a long strip of ma 
terial, which may be set to coil form by winding it 
around a cylinder of about four inches in diameter and 
subjecting it to heat and cooling to cause it to assume the 
shape shown in FIGURE 1. 
The coiled hair band 30 of FIGURE 2 is protected by 

a padding 34 and a fabric sheath or covering 36 held 
together at the seam by stitches 38. The fabric, as shown 
in FIGURE 2, is cut on the bias to provide for flexibility 
and given when the fabric is enclosed around the coiled 
hair band. 
The coiled lightly flexible hair band 30 may be simply 

contoured by grasping the inner and outer ends of the 
coil shown in FIGURE 1 to cause the coiled band to as 
sume the position shown in FIGURE 4 from which posi 
tion it is placed lightly over the head of the user as shown 
in FIGURE 5 by reference numeral 39. This is one simple 
fashion of use of the band. In FIGURE 6 another modi 
fication of use of the band is shown at 40 in which the 
band 30 extends from the back of the neck to the temple 
with the crossed ends, due to their flexibility, retaining the 
band lightly around the coiffure in the manner shown. 
A form of scarf construction is shown in FIGURES 7 

through 13. This scarf is of a band-like nature and is gen 
erally identified by the reference numeral 41, and has the 
adaptability of automatic coiling, as shown in FIGURE 
13. This scarf is constructed by cutting the generally ellip 
tically shaped fabric 42 on the bias, as shown in FIGURE 
7. The fabric, for the purpose of example, may be 12 
inches wide and 30 inches in length and cut somewhat in 
the fashion of an ellipse so that the curved sides 44 and 
46 each have a length of 35 inches. The flexible rib is 
identified by the reference numeral 48 in FIGURE 8. As 
there shown, and for the purpose of example, it is a 
straight piece of flexible rib material of about 32% inches 
in length. The first step of construction is shown in FIG 
URES 9 and 10 where the two curved edges 44 and 46 
are folded over against one another to provide a straight 
fold line 50 at one side and a seam 52 along the folded 
over curved edges. The seam 52 is held together by stitch 
ing 54. The plastic rib 48 encased in the seam, as shown 
in FIGURE 10, is then folded over in the fashion shown 
in FIGURE 11. The seam encased rib, from the position 
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shown in FIGURE 11, is then inverted or worked into 
the 30 inch length fold edge 50 in the fashion shown in 
FIGURE 12. Since the rib is longer than the fold edge 
or fold line 50, the stretching of the bias of the fabric 
occurs. The scarf may then be fashioned into the coil 
shown in FIGURE 13 by placing the scarf around a 
cylinder at about 4 or 4% inches in diameter and heating 
the scarf construction to cause the thermoplastic rib to 
set to the coil shown in FIGURE 13. 
The scarf of FIGURES 10-13 is shown in FIGURE 

14 worn as a neck scarf in the fashion shown by the 
reference numeral 60 and as a head band or scarf, as 
shown by reference numeral 62. In FIGURE 15 the coiled 
scarf is shown at 61 to retain a coiffure at the top of the 
head back to the rear, which is simply done by properly 
manipulating the coiled scarf in much the same fashion as 
described in connection with FIGURES 4 and 5. 
FIGURES 16-18 show a modified form of scarf which 

is the preferred form. This scarf is generally identified by 
the reference numeral 70. In the construction, a generally 
triangular piece of fabric 72 is cut with the grain line as 
shown, generally along the right angle edges of the 
triangle. The scarf is then seamed at the right angle edges 
74 and 76 with a seam around the curve hypotenuse side 
being shown as seam 78. The coil of the rib 79 having a 
diameter of about 5% inches is then worked into the 
seam 78 to stretch the bias edge from about 31 inches 
after the seams or hems 74 and 76 along the sides are 
formed to a variable distance depending upon the stretch 
of the fabric, which it will be understood may vary. As an 
example, a coil rib of 35 inches in length is employed. The 
ends of the seam 78 are then tacked together to hold the 
coiled rib in place. 
The triangle scarf 70 of FIGURES 16 through 18 may 

be tied together at the juncture of the edges 74 and 76 to 
provide a knot 80 as shown in FIGURE 19. The triangle 
scraf may be used in the fashion shown in FIGURE 19 
as indicated by the reference numeral 82. In this position 
the stretched bias of the fabric along the seam 78 holds 
the scarf to the coiffure of the user while the rib is spaced 
from the hair so that it does not flatten the hair or dam 
age it. A modified form of use is shown in FIGURE 20, 
identified by the reference numeral 84, where the rib is 
used at the front of the head and overlaps underneath the 
chin of the user. A still further modification of use is 
shown in FIGURE 21 and identified by the reference 
numeral 86, and it will be understood that various forms 
of use may be otherwise employed as will be readily 
??parent. 
A further modified form of Scrafis generally shown by 

the reference numeral 90 in FIGURES 22 through 25. 
This modified form of triangle scarf is formed from a 
generally diamond shaped fabric 92, which is cut on the 
bias and has two generally somewhat curved opposite 
triangular edges 94 and 96. In this construction a piece 
of straight rib 97, slightly shorter than the lineal length 
of the triangular edges 94 and 96, is employed in a seam 
98 that is formed along the edges of the triangular edges 
94 and 96 after they have been folded over against them 
selves, as shown in FIGURE 24, to provide the fold line 
100, which extends along the bias of the fabric. FIGURE 
25 shows the manner of construction after the fabric has 
been folded over against itself with the rib inserted in the 
seam 98. The scarf may then be formed in coil fashion 
by coiling its around a cylinder of about 4%' in diameter 
and heating to form the thermoplastic rib in coil form. 
The Scarf 90 may then be employed in the fashion 

shown in FIGURE 26 where it is used on the top of the 
head of a user and is indicated in this fashion of use by 
the reference numeral 102. In this position the rib in the 
seam of the scarf forces presure on the bias fold line 100 
and uses the natural give or resiliency of the fabric to 
hold the fabric against the coiffure while the rib is actu 
ally spaced from the hair. A modified use is shown in 
FIGURE 27, as indicated by the reference numeral 104. 
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In this position of use, the same effect is created where 
the tension placed upon the biased fold line and the fabric 
causes a natural give or resiliency of the material to hold 
it lightly against the hair of the user while the ends of 
the rib and the seam overlap at the bottom near the chin 
of the user. In this fashion of use the rib in the seam is 
also spaced away from the hair so as to avoid flattening 
and damage to the coiffure. The scarf may also be used 
as a neck scarf and in various positions as will be readily 
apparent to those skilled in the art, and dependent upon 
the whim or personal desires of the user. 

Various changes and modifications may be made in the 
various scaves and the resilient coil hair retaining rib as 
will be readily apparent to those skilled in the art. 
What is claimed is: 
1. A scarf having a flexible retaining band for auto 

1natic wrapping around the head or neck of the user, 
said retaining band being connected to the Scarf and being 
comprised of a flexible rib coil having a light spring ac 
tion premitting the coil to be twisted and flexed, said 
coil being comprised of a strip assuming a coil configura 
tion in its natural state. 

2. The scarf of claim 1 in which the flexible rib coil 
has a length of about thirty to thirty-six inches and a 
diameter of about four inches. 

3. The scarf of claim 1 in which the scarf is fashioned 
from a fabric cut along the bias and having a generally 
elliptical shape, said fabric being folded along the major 
axis of the ellipse and the rib coil being connected to 
the curved edges of the folded over fabric and then 
positioned toward the fold line. 

10 

20 

25 

30 

6 
4. The scarf of claim 1 in which the scarf is fashioned 

from a fabric having the general shape of a right triangle 
with the hypotenuse of the triangle being cut along the 
bias, the rib coil being connected to the hypotenuse side 
of the fabric. 

5. The scarf of claim in which the scarf is fashioned 
from a fabric having the general shape of a diamond 
with the major axis of the diamond running along the bias 
of the fabric, said fabric being folded along the major 
axis of the diamond and the rib coil being connected to 
the folded over edges of the fabric to stretch the fabric 
along the fold line. 

6. The scarf of claim 1 in which the scarf is fashioned 
from a fabric having the general shape of a triangle hav 
ing two substantially equal sides and a third side of 
greatest length, said third side extending along the bias 
of the fabric and the rib coil being connected along the 
boarder of the two shorter sides of the triangle to stretch 
the fabric along the bias thereof. 
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