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1. 
The present invention relates broadly to leg 

suppported diismountable apparatus having a fiat 
top panel, and in its Specific phases to a metal 
frame type of mobile and dismountable picnic 
table with detachable Seats and top panel. 

Picnic tables of the standard types are Some 
times permanently located and built on posts 
driven into the ground with seats carried. On 
the ends of cross supports nailed or bolted to 
said posts; are sometimes made in portable form 
from boards, logs, and sawed pieces nailed or 
bolted together to form a unit construction table 
With attached seats; and are Sometimes made 
in conventional table form with separate benches 
for use With Sane. Those types of construction 
are relatively inconvenient for use during the 
Summer, and of removal, reconditioning, and 
storing during the Winter months, as well as 
putting back into use for the next Summer Sea 
son. It was a knowledge of these and other Well 
known shortcomings of the picnic table art, and 
a recognition of the need of an improved dis 
mountable picnic table having detachable Seats 
which led to the conception and development 
of the present invention. 
Accordingly among the objects of the present 

invention is the provision of a dismountable 
picnic table which is of attractive appearance, 
is stable in use, and occupies a relatively small 
Space when dismounted ready for shipment Or 
Storage. 
Another object is to provide a picnic table 

which, when assembled, is of strong and rigid con 
struction, and is free from high cross-mounted 
Supports for the seats and over which one must 
climb when it is desired to sit at the table and 
do so by sliding in from the end of the seat. 
Another object is to provide a picnic table 

having two pairs of Separable legs adapted to be 
joined together with removable croSS braces 
which are under the central portion of the table 
When assembled. 
Another object is to have outturned extensions 

on the lower end of the table legs and to pro 
vide rigidly anchored seat Supports in upright 
position on Said extensions, and removable Seats 
mountable in bench form on said seat Supports. 
Another object is to provide a removable deck 

or table top assembly mountable on the upper end 
of Said legs in position firmly held against side 
wise and endwise movement relative to said legs, 
and to further provide a simple locking member 
for releasably anchoring each corner of Said table 
top to a leg so that when said table top is lifted 
the legs will move with it. 
A further object is to provide such dismountable 

table with mobile means adapted for easy move 
ment to a position elevating one end of Said table 
ready for rolling to a new point of use, and which 
is equally easily released to return the table legs 
to ground contacting position. 
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A further object is to supply the bottom of the 

table legs With fiat faced supports which facilitate 
use of the table on loose sand or the like. 
A further object is to provide a dismountable 

picnic table which is easy to construct, simple to 
assemble and disassemble, highly efficient in use, 
and of noderately low cost. 

Stil further Objects and advantages of the 
invention Will appear as the description proceeds. 
To the accomplishment of the foregoing and 

related ends, the invention, then, consists of the 
dismountable apparatus hereinafter fully de 
Scribed and particularly pointed out in the claims, 
the annexed dra Wings and the following descrip 
tion Setting forth in detail certain means for 
carrying out the invention, such disclosed means 
illustrating, however, but several of various ways 
in which the principle of the invention may be 
?Sed. 

in the annexed dra Wings: 
Figure 1 ShoWS a perspective view of a pre 

ferred form of the dismountable picnic table of 
the present invention. 

Figure 2 shows a Side view of the table illus 
trated in Figure 1, with one end of same mounted 
On a wheel assembly ready for movement to an 
other point of use. 

Figure 3 shows an end view of the assembly 
illustrated in Figure 2. 

Figure 4 shows a fragmentary portion of the 
table With the wheel assembly of Figures 2 and 
3 disengaged so that the table legs can rest on 
the ground. 

Figure 5 shows an end view of a preferred form 
of leg assembly. 

Figure 6 shows a side view of the leg assembly 
of Figure 5. 

Figure 7 shows a fragmentary sectional view 
illustrating the mounting assembly on the table 
top frame and which is adapted to connect to one 
of the table legs. 

Figure 8 shows a fragmentary sectional view 
Similar to that of Figure 7 but with the table leg 
connected to the table top by means of the mount 
ing aSSembly. 

Figure 9 shows a fragmentary side view of the 
assembly illustrated in Figure 8. 

Figure 10 shows a modified form of the Wheel 
assembly illustrated in Figure 4. 

Referring more particularly to Figure 1 of the 
drawings, it will be noted that the dismountable 
table assembly has a top assembly 2 utilizing 
a frame 3 on its under side and a top panel 4 
which, for instance, may utilize boards in con 
ventional manner as shown. Legs 5 are used for 
Supporting each corner of the table top assembly, 
and those legs, as shown in Figures 5 and 6, con 
sist of an upright portion 6 which extends into a 
foot portion 7 which, in turn, carries an upright 
support 8 for a seat 9, Figure 1, which is provided 
With CrOSS braces Ohaving sockets in position 
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to engage and receive said seat supports 8 when 
the table is assembled as shown. Legs 5 also have 
upper and lower inward projecting arms 2 and 
3 adapted to be engaged and telescoped into the 

tubular end members 4 and 5 of substantially 
T-ended CrOSS braces 6. The lower tubular end 
members 4 are preferably provided with thread 
ed Openings having Set Screws ... threadedly 
engaging Same and adapted to be tightened 
on lower projecting arms 3 to rigidly fasten the: 
lower portion of a pair of the legs 5 together under 
conditions of use. The upper end of each of the 

O 

legS 5 is provided with an anchor plate, 8, Figure 
6, with a notch 9 in its upper edge. 
Mounted on frame 3, Figure 7, of the table top 

assembly 2, in position to... engage the upper end 
of legs 5, are mounting assemblies 2). These 
mounting aSSemblies, preferably, utilize an angle 
bracket 2, fastened to frame member 3 in...con 
ventional manner, Such as . With Screws. 35. This 
angle bracket in turn is provided with a Sidewise 
projecting headed member 22 which is adapted 
to engage and pass into notch. 9 in anchor plate 
8 of leg 5... Suspended from headed member 22 

is a J-shaped locking member 23 which is adapted 
to be pivotally moved and to engage the under 
edge of anchor plate 8, as shown in Figures 3 
and 9, So that the end of the entire table assen 
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bly can be lifted by grasping top assenbly 2 and 
lifting upward on Same. 

if desired the foot portion. of legs 3 may be 
provided with a plug. 34 to keep dirt out of Same, 
and with a ground contacting plate 24, Figure 1, 
which carries on its upper face a Socket member 
25. adapted.to-receive. the Outer end of foot por 
tion of the leg. This type of construction is 
especially advantageous where the table is set on 
Soft ground Such as dry loose Sand which is found 
at many parks and beaches in the eating or camp 
ing. area. 
In order to make this table readily movable by 

one person, same may be provided. With a Wheel 
assembly, Figures 2, 3, 4, ... and 10. This wheel 
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assembly utilizes a forked frame 2. adapted to , 
rotatably mounta, wheel 28 on axle 29.at its lower 
end. The upper end of the forked frame, has a 
cross member 39 which terminates at each end 
in a tubular member 3 adapted to have lower 
projecting arms í3 of legs 5 pass therethrough. 
A brace arm 32 is provided with an upWardly 
opening socket member 33 which is adapted to 
engage the under face of one of the CrOSS braces 
6 to support the legs at one end of the table 

elevated above ground level, as shown in Figures 
2 and 3, so that the table can be gripped at the 
end opposite to the wheel and moved in a manner 
similar to a wheel barrow. Upon reaching the 
desired place of use, the end of the table carrying 
the wheel assembly 26 can be lifted to allow. 
socket member 33 to be disengaged from CrOSS 
brace 6, whereupon the disengaged Wheel aSSen 
bly can be moved to the right, from the position 
shown in Figure 3, to allow the pair of table legs 
at that end of the table to be lowered and again 
rest on the ground as shown in Figure 4. 
A neater appearing and simplified form of the 

Wheel assembly is shown in Figure"10 wherein 
same is shown in Solid lines ready for mobile 
movement of the table, and in dotted lines at the 
preferred neutral position between periods of use. 
This construction utilizes a forked frame 2 a hav 
ing conventional cross bracing ... as ... indicated by 
dotted lines and from which projects brace arrin. 
32a adapted to contact, the under face of one of 
the crossbraces: 6 when the table is to be.mobile. 
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4. 
mounted. The upper end of the forked frame 
27 a carries aligned perforated members 3 a. at 
each side, as before, and which telescopically 
receive lower projecting arms 3 of legs 5 and are 
preferably Spaced apart to closely fit the ends 
of end member So that the Wheel assembly can 
be guided as it is rotated to and stored above 
brace member-6 between periods of use Substan 
tially in the position ShoWn in dotted lines. 
This table assembly is not only of light weight, 

but when the top assembly 20 of same is disen 
gaged and turned upside down on the ground, 
the other parts of the assembly can be dismantled 
and the major portion of Same placed inside of 
frame 3 of the top assembly, and When Seat mean 
bers. 9 are placed on top of the other parts, a very 
compact package is formed which can be readily 
fastened together with bands or wire for storage, 
or protected with crating. material in case, the 
dismounted assembly is to be shipped: 
Other, modes of applying the principle of my 

invention may be employed instead of those 
explained, change being. made as regards the 
apparatus herein disclosed, provided the means 
stated by airy of the following claims, or the 
equivalent of such stated means be employed. . 

I therefore particularly point out and distinctly 
claim.a.s.ny invention: . 

1. A dismountable table aSSembly, Comprising 
a table: top having a frame. On its under face, a 
supporting framework for said table top, said 
framework including legs at each corner of Same, 
upper and lower arms on each leg with the scor 
responding arms of the legs at each end of the 
table projecting toward each other, a pair of Sub 
stantially rended brace members engaging, and 
extending fron the lower arms of Said legs...at 
one end of said table to the upper arms of Said 
legs at the other end of Said... table, means for 
releasably fastening, said lower arms. of Said legs 
against spreading: apart when engaged in desired 
position with said substantially T-ended brace 
member, an anchor.member at the upper end of 
each leg, and means on the frame of Said table 
top for engaging the anchor member at the upper 
end of each leg. 
2. A dismountable table i assembly as set forth 

inclaimi, wherein each of Saidlegs at the corners 
of said table has the lower end of Sane turned 
outward and has: a seat Supporting member 
rigidly mounted thereon in lipright position, and 
a seat member for each side: of Said table, each 
of said seat members, having...a, socket member 
rigidly fasterned thereto. adjacent each end there 
of in position to receive and hold, the upper end 
of one of the corresponding pair of Said Seat. Sups 
porting members which projects upward from the 
outturned end, portion: of each of . Said legiS. s. 

3. A dismountable table assembly as Set forth 
in claim 1, wherein said, anchor member. On the 
upper. end of each, legis in the form of a Substan 
tially vertical plate, on the side of Said.leg, Said 
platehaving a notch in-its upper edge, and Wherer. 
in said means on the table top, frame for engaging 
said anchor member includes...a sidewise project 
ing headed member...engaging; and fitting into Said 
notch. 

4. A dismountable, table: a SSenably, a S. Set forth 
in claim 1, wherein said anchor member...on the 
upper end of each leg:is in the form of a Substan 
tially...vertical plate. On the side of said: leg, Said 
plate having a notch in its upper-edge, and Where 
in said means on the table top frame for engaging 
said anchor member includes, an in Wardly pro 
jecting headed member engaging and fitting into. 
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said notch, and further wherein there is means 
for releasably fastening said anchor member to 
said means on the table top frame for engaging 
Said anchor member, such releasable fastening 
means consisting of a hook-ended member pivot 
ally carried on said sidewise projecting headed 
member and hooking under said plate when said 
headed member is engaged in said notch. 

5. A dismountable table assembly as Set forth 
in claim 1, wherein said anchor member on the 
upper end of each leg is in the form of a Substan 
tially vertical plate on the outer side of said leg, 
said plate having a notch in its upper edge, and 
wherein said means on the table top frame for 
engaging Said anchor member includes an in 
Wardly projecting headed member engaging and 
fitting into said notch, and further wherein said 
legs at the corners of said table each have their 
lower end turned outward and have a seat Sup 
porting member rigidly mounted thereon in up 
right position, and a seat member for each side 
of Said table, each of said seat members having 
a socket member rigidly fastened thereto adjacent 
each end thereof in position to receive and hold 
the upper end of said seat supporting members 
which project upward from the outturned end 
portion of Said legs. 

6. A dismountable table assembly as Set forth 
in claim 1, wherein each of Said legs at the 
Corners of said table has the lower end of Same 
turned outward and has a seat Supporting men 
ber rigidly mounted thereon in upright position, 
and a seat member extending along each side of 
said table, each of Said seat members having a 
socket member rigidly fastened thereto adjacent 
each end thereof in position to receive and hold 
the upper end of one of Said seat supporting 
members Which projects upward from the out 
turned end portion of the corresponding one of 
a pair of Said legs, and wherein the lower arms 
of said legs at one end of Said table have mounted 
thereon a wheel assembly, Said Wheel assembly 
having a frame With aligned but Sidewise Spaced 
members on its upper end, Said members receiv 
ing and rotatably fitting Said lower arms of Said 
pair of legs at opposite sides of said substantially 
T-ended brace member Which joins the ends of 
Same, a wheel rotatably mounted on the lower end 
of Said wheel assembly frame, and a brace mem 
ber projecting from said wheel assembly frame 
and having means engaging the under Side of 
one of said substantially Tº-ended brace mem 
bers with the lower end of said adjacent table 
legs elevated Sufficiently for mobile movement of 
said table on said wheel assembly, said wheel as 
sembly being movable to an elevated position 
relative to the bottom of Said table legs So that 
the latter can assume normal ground contacting 
position. 

7. A mobile type of dismountable table assem 
bly having seats, which comprises a table top 
having a frame on its under face, a supporting 
aSSembly for Said table top, Said Supporting as 
sembly including legs at each corner of same, 
upper and lower arms on each leg with the cor 
responding arms of the legs at each end of the 
table projecting toward each other, seats con 
nected to Said Supporting assembly, a pair of 
Substantially T-ended brace members engaging 
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and extending from the lower arms of said legs 70 
at One end of said table to the upper arms of 
Said legs at the other end of Said table, means 

6 
for fastening said lower arms of said legs against 
spreading when engaged in desired position with 
said substantially T-ended brace member, an 
anchor member at the upper end of each leg, 
means on the frame of Said table top for en 
gaging each of said anchor members, means for 
releasably fastening each of Said anchor members 
to its corresponding engaging means on the frame 
of said table top, and a wheel assembly with its 
frame pivotally mounted on said lower arms of 
the legs at One end of Said table, Said. Wheel as 
sembly having means for releasably Supporting 
same in lowered position with the adjacent table 
legs lifted so as to make said table assembly 
nobile. 

8. A dismountable table assembly as set forth 
in claim 7, wherein said anchor member on the 
upper end of each leg is in the form of a Sub 
stantially vertical plate on the side of said leg, 
said plate having a notch in its upper edge, and 
wherein Said means on the table top frame for 
engaging said anchor member includes a sidewise 
projecting headed member engaging and fitting 
into said notch. 

9. A dismountable table assembly as set forth 
in claim 7, wherein Said anchor member on the 
upper end of each leg is in the form of a sub 
stantially vertical plate on the outer side of said 
leg, said plate having a notch in its upper edge, 
and wherein Said means on the table top frame 
for engaging said anchor member includes an 
inWardly projecting headed member engaging 
and fitting into said notch, and further wherein 
Said means for releasably fastening said anchor 
member to Said means on the table top frame 
for engaging said anchor member consists of a 
hook-ended member pivotally carried on said 
sidewise projecting headed member and hooking 
under Said plate when said headed member is 
engaged in said notch. 

10. A dismountable table assembly as set forth 
in claim 7, wherein said wheel assembly has a 
frame with aligned openings at its upper end 
Spaced apart slightly further then the length 
of the end member of said substantially T-ended 
brace member and having the lower arms of a 
pair of Said legs pass therethrough and act as 
the pivot Supports for same, said wheel assembly 
having a wheel and means for rotatably mount 
ing Such wheel on the lower end of said frame, 
and a brace member projecting from said frame 
of the wheel assembly and engaging the under 
side of one of Said Substantially T-ended brace 
members with the bottom end of the adjacent 
table legs held in elevated position, said. Wheel 
assembly being movable about the lower arms 
of said legs into elevated position to a point of 
rest at the top of Said Substantially T-ended 
brace member to lower said table legs into nor 
mal ground contacting position. 

FREDERCK. J. MELGES. 
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