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To alZ whom it may concern: 
Beitknown that I, ALBERTC. GETTEN, a citi 

zen of the United States, residingat Chicago, 
in the county of Cook and State of Illinois, 

5 have inwented certain new and useful Im 
provements in Paper-Bag Machines, of which 
I do declare the following to be a full, clear, 
and exact description, reference being hadto 
the accompanying drawings, forming part of 

Io this specification. 
A great desideratum with retail dealers 

and other users of paper-bags is some means 
whereby the mass orpackage of bags can be 
conveniently held in such manner and posi 

15 tion that single bags can be quickly taken 
therefrom without disarranging the package. 
Appreciating this need, my present invention 
has for its object to provide a paper-bag ma 
chine with means whereby the bags, as they 

2o pass in finished condition from the machine, 
shall each be furnished, at the same point 

| with respect to and adjacent its open end, 
with a perforation or cut-away space, so that 
after the bagshave been bunched together 

25 these perforationswill be coincident, im order 
to permit a suitable sustaining cord, rod, or 
wire to be passed through the perforations to 
conveniently hold a number of bags together 
and yet allow one or more to be readilyre 

3o moved without disarranging the others. 
To this end my invention consists in the 

nowel features of construction hereinafterde 
cribed, ilustrated in the accompanying draw 
ings, and particularly defined in the claims 

35 at the end of this specification. 
i In the annexed drawings my inven”ion is, 
forconvenience, ilustrated inconnection with 
a paper-bag machine of the type illustrated 
in Letters Patent granted to C. B. Stillwell, 

to September 20, 1887, and numbered 370,099; 
but it will be readily understood that it isap 
plicable also to awariety of othermachines. 

Figure 1 is a plan yiew of a portion of a 
paper-bag machinehaving my invention ap 

45 plied thereto. Fig.2 is a viewin verticallon 
gitudinal section online 22 of Fig: 1. Fig. 
3isa view ofa portiom of the former detached. 
Fig. 4 isa perspective wiew of a finished bag, 
showing the preferred location of the perfora 

5o tion. Fig. 5 is a view in vertical transverse 

section on line 55 of Fig. 1. Fig. 6 is an em 
larged view, in vertical transverse section, om 
line 6 6 of Fig. 5. W 
A designates the main frame of the ma 

chine, above the table or bed B of which is 55 
sustained the former C, which, in conjunction 
with the forming disks or wheels D, serwesto 
fold the web of paper lengthwiseasit passes 
to the final foldingapparatus. (Not showm.) 
The former Cextends between the feed-rolls 6c 
Eand E, and its serrated edge terminates 
slightly beyond the fixed cutting-blade F, and 
with this blade and the rotary cutting-blade 
or striker G co - operates in sewering the. 
folded tube into suitable lengths to form the 6 
finished bags. The shaft G of the cutting 
blade or striker extends obliquelyacross and 
beneath the bed of the machine and receives 
its rotation from the miter gear-wheel g, the 
speed of which, ischanged according as it is 7c 
desired to wary the length of the bags. 
The general construction and operation of 

the parts as thus fardefined, and aswell also' 
their co-operation with the parts of the ma 
chine that have not been shown, arewell un- 75 
derstood by those familiar with this class of 
apparatus. 
The web of paperisby means of the former ' 

C and forming-rolls D folded into proper 
tubular shape to form a bellows-sided bag, 8o 
and the folded tube is severed into proper 
bag-lengthsby the fixed and rotary cutting 
blades and the serrated end of the former. 
In order to provide each bag near its top 

with a perforation, through whicha cord, rod, 85, 
or wire may bepassed, I preferablyemploya 
punching mechanism consisting of rotary 
male and female dies. In the construction 
shown the male die His mounted upon a 
shaft I, held in bearings h above the table go 
and the former C and the female die H” is 
mounted on the shaft I", that is sustained by 
hangers J and J", depending fron, the under 
side of the table and attached to the main 
frame, respectively. The shafts I'and I" are 95 
geared together, as shown, and are in gear 
with the rotary cutting-blade or striker, the 
speed of which with respect to the feed-rolls 

i determines the lengths of the bags. I prefer 
to gear the shaft II with the oblique shaft of Ioo 



O 

15 

20 

25 

30 

35 

40 

the rotary cutting-blade or striker and to em 
ploy for this purpose suitable bevel-pinions 
2 and 3, fixed, respectively, to these shafts. 
My purpose ingearing the punching mech 

anism with the striker is to insure the accu 
rate perforation of the paper adjacent the 
edge of the parts that are to form the opem 
ends of the bags, and it will be seen that 
when the operation of the dies is once prop 
erly adjusted with respect to the striker G. 
the dies will continue to perforate the paper 
at the proper points, it being only mecessary 
to adjust the movement of the dies with re 
spect to the striker when the speed of the lat 
ter is changed to form particular lengths of 
bags. This timing of the action of the dies 
with respect to the striker can be readily ef 
fected by the adjustment of the bevel-pinion 
2 upon the shaft I (this pinion being adjust 
ably held on the shaft by means of a set 
screw) until the striker and the dies operate 
upon the paper at the proper relative times. 
In order to enable the dies Hand H" to co 

act in perforating the paper, I provide the 
former C with a suitable space–as, for ex 
ample, is shown at c–through whichthe dies. 
can meet. This space c is preferably formed 
at such point and the dies Hand H" arepref 
erablyso placed that the perforation of the 
papershall occur through the body and be 
tween the folded sides of the tube and at 
one side of the pasted Seam or lap, as seen 
in Fig. 1 of the drawings. My 
so placing the dies that they - hall cut the 
paperatone side of the pasted seam or lap 
is not merely to avoid cutting through more 
than two thicknesses of paper, but also to 
avoid cutting through the paste and wet pa 
per, which would interfere with the most ef 
fective action of the dies. My object, also, in 
sosetting thefemale die HI'thatitshall project 
through the former C in the punching opera 
tion is to avoid all danger of stretching or 

| separating the freshly - pasted Seam of the 
45 

55 

folded tube, as would be apt to occurif the 
upper side of the tube were depressed in the 
punching operation. 
In the particular form of punching mech 

anism shown, the shaft I, on which the male 
- die is mounted, is provided with a hole 4, ex 
tending through it, and with an offset 5, in 
whichholeandoffsetthedie Hisheld by means 
of a seat-block 6, threaded to engage with the 
threadedlower portion of the die. 
in thus threading the rear portion of the 
male die is to enable the die to be readily ad 
justed from time to time to compensate for 
wear. Around the die H, Ialsoprefer to place 
a rubber block 7, to enable the die to more 
certainly clear the paperafter the perforation 
has been madetherein. The shaft I", that car 

i ries the female die II", is shown as provided 
with a disk 8, through which and the shaft 
passes the transverse hole 9, from which the 
pieces punched out of the paper can readily 

"fall. 
Itwill be observed that the female die pro 

purpose in 
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trudes from the edge of the disk 8 a suficient 
distance to extendapproximatelythrough the 
former C, to meet the male die, the object of 
this construction being, as stated, to avoid 
any stretching or separation of the freshly 
pasted seam that would be likely to occurif 
the male die in the punching operation forced 
the paper downward through the cut-away 
space of the former. It will be understood, 
howewer, that while I have described what I 
regard as the preferred form of punching 
mechanism, the precise details of construc 
tion may be varied within wide limits with 
out departing from the spirit of my invention. 
From the foregoing description it will be 

seen that as the web of paper folded in the 
direction of its lengthis fed forward between 
the dies II and HI", the perforation of the pa 
per will be effected, and the movement of 
these dies will be so timed with respect to 
the rotation of the cutting-blade or striker 
that the perforation of the paper willoccurat 
a point adjacent the line of cut of the cut 
ting-blade or striker and consequently adja 
cent the open end of each bag. One advan 
tageincident to sogearing the punching mech 
anism that its movements shall correspond 
with that of the cutting mechanism is that 
a proper perforation of the paper adjacent 
the line of cut subsequently made is thereby. 
secured; but a further advantage of thus 
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gearing the punching mechanism is that the 
perforation of the paper is made while it is 
still in the web, whereas, if attempt were 
made to effect the punching after the bag 
lengths had been cut, there would be serious 
danger of inaccuracy occurringin the position 
of the perforations, since in the final folding 
operations a slight variation in the movement 
of the severed lengths is of frequent occur 
Tel C6. 

Having thus described my invention, what I 
claimas mew, and desire to secure by Letters 
Patent, is- |- 

1. In a paper-bag machine, the combina 
tion, with suitable rolls for feeding the web of 
paper, a suitable formerfor folding the same, 
and a knifefor cutting it into bag-lengths, of 
a punch forperforating the paper, said punch 
being located in position to perforate the pa 
peradjacent, butentirely at one side of the 
line of the top edge of each bag,substantially 

| as described. 
2. In a paper-bag machine, the combina 

tion, with suitable rolls for feeding the web of 
paper, a suitable mechanism for folding said 
web-such as a former having a cut-away 

i space-and a knife or striker for cutting the 
web into bag-lengths, of male and female 
dies located, respectively, on oppositesides of 
the former adjacent its cut-away space, and 
located, also, in position to perforate the pa 
per adjacent, but entirely atone side of the 
top edge of each bag, substantially as de 
Scribed. ” . 

3. In a paper-bag machine, the combina 
tion, with suitäble mechanism for feedinga 
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web of paper, of a former for folding said 
web, said formerhavinga cut-away space, a 
female die located on one side of Saidformer, 
a male dielocatédon the oppositeside of said, 
former, shafts for said dies, and a cutting 
blade in gear with said, shafts, substantially 
as described. 

4. In a paper-bag machine, the combina 
tion, with suitable mechanism for feedinga 
web of paper, of a suitable former havinga 
cut-aWay Space, and rotary male and female 
dies, the Said dies and said. cut-away space 
being located out of the line of travel of the 
pasted Seam of the web of paper, substan 
tially as described. 

5. In a paper-bag machine, the combina 
tion, with suitable mechanism for feedinga 
web of paper, of a suitable former over which 

Said web is folded, and ma?e and femaledies 
located beyond the pasting mechanism, one 20 
of Said dies being arranged to protrude 
through the former in the punching opera 
tion, whereby the stretching of the pasted 
Seam is avoided, substantially as described. 

6. In a paper-bag machine, the combina- 25 
tion, with suitable mechanism-such, for ex 
ample, as rolls, a former, and a knife–for 
feeding a web of paper and for folding the 
same and cutting the same into bag-lengths, 
of rotary male and female dies II and II", and 3o 
shafts Iland I", for carrying said dies, sub 

i stantially as described. 
ALBERT C. GETTEN. 

Witnesses: 
GEO. P. FISHER, Jr., 
GRANVILLE. W. BROWNING. 


