A monolithic plane with electrical contacts and methods for manufacturing the same

The present disclosure relates to an electrically operated aerosol generating device, comprising: an electrical power supply; an electronic circuit board; an electrical heating element configured to receive power from the electrical power supply via the electronic circuit board; and a ground plane comprising an elongate conductive member configured to electrically couple the power supply to the electronic circuit board and the electrical heating element; and structurally retain the power supply and plurality of components of the electrically operated aerosol generation device. The disclosure also relates to a ground plane, and a single laminar blank configured to form the ground plane. A method of assembling an electrically operated aerosol generating device is also provided.
The present disclosure relates to a monolithic plane with electrical contacts and methods for manufacturing of the same. The present disclosure also relates to an electrically operated aerosol generating device having a ground plane configured to electrically and structurally couple the device components together. The present disclosure also relates to the ground plane for such a device and a single laminar blank for forming the ground plane. A method of assembling an electrically operated aerosol generating device including a monolithic plane is also provided.

Electrically heated smoking systems are known. For example, aerosol generating systems, which operate at lower temperatures than conventional lit end cigarettes, are disclosed in WO2009/118085. WO2009/118085 discloses an aerosol generating system that is an electrical smoking system in which an aerosol-forming substrate is heated by a heater element to generate an aerosol. The electrical smoking system also comprises a power supply and an electronic control circuit. The components of the electrical smoking system are housed within a housing of approximately equivalent diameter to a conventional lit end cigarette which can be challenging. The limited dimensions of the electrical smoking system also increase the difficulty of providing suitable electrical connections between the various components.

It would thus be desirable to provide an electrically operated aerosol generating device that can be more easily manufactured. It would also be desirable to provide improved methods and apparatuses for providing electrical connections between the various system components of aerosol generating systems.

According to a first aspect of the present disclosure, there is provided an electrically operated aerosol generating device, comprising: an electrical power supply; an electronic circuit board; an electrical heating element configured to receive power from the electrical power supply via the electronic circuit board; and a ground plane. The ground plane comprises an elongate conductive member configured to electrically couple the power supply to the electronic circuit board and the electrical heating element or elements, and structurally retain the power supply and plurality of components of the electrically operated aerosol generation device.

By providing such a ground plane, the size and complexity of the aerosol generating device can be reduced. Furthermore, providing such a ground plane reduces
the complexity of the manufacturing process because the components can be coupled
both electrically and structurally before being inserted into the housing of the aerosol
generating device.

As used herein, the term ground plane refers to an electrically conductive surface
that appears as an infinite ground potential to the components of the electrically
operated aerosol generating device.

As used herein, the term length is a distance in the longitudinal direction of the
aerosol generating device. Consequently, the term width is a distance in the transverse
direction of the aerosol generating device.

The ground plane is preferably configured to form a cavity adapted to receive and
retain the power supply. The cavity is preferably in the form of a channel having a width
of the open portion of the channel less than the width of the power supply. At least the
portion of the ground plane forming the channel is preferably resilient such that the
power supply may be inserted into the channel by increasing the width of the open
portion of the channel. Preferably, the inner surface of the channel is configured to
electrically connect the power supply to the ground plane. By providing multiple
electrical contact points a set of parallel resistances may be provided.

Preferably, the ground plane further comprises a plurality of resilient elements
configured to retain the power supply. Preferably, each resilient element is an electrical
contact configured to connect the ground plane to the power supply. The ground plane
is preferably connected to the negative terminal of the power supply.

The plurality of resilient elements are preferably configured to retain the power
supply utilising a snap-fit. The resilient elements are configured to be movable from a
first position to a second position. In the second position, a gap is provided between the
resilient elements suitable for receiving the power supply. In the first position, the
resilient elements act on the power supply to retain it within the cavity formed in the
ground plane.

That is to say, the power supply can be forced between the plurality of resilient
elements such that the power supply is positioned on the ground plane within the
resilient elements. During this process, the resilient elements are initially forced apart as
the power supply passes between them, and once the widest portion of the power
supply has passed through the resilient elements, the resilient elements snap back to
their original position retaining the power supply within the ground plane.
The ground plane is preferably configured to be multi-faceted. The number of faces of the ground plane may not be constant along the longitudinal axis of the ground plane. Preferably, the portion of the ground plane forming the cavity comprises seven faces. In this case, two of the faces are formed by the resilient elements. The remaining portion of the ground plane preferably comprises three faces. By changing the number of faces along the longitudinal axis, the components of the aerosol generator may be coupled to the ground plane more easily.

The ground plane preferably further comprises a plurality of pins configured to receive the electronic circuit board. The plurality of pins are preferably configured to be parallel to each other. The plurality of pins are preferably symmetric about the longitudinal axis of the ground plane. Where the ground plane comprises a portion with three faces, the pins are preferably connected to the longitudinal edges of the first and third of those three faces. Although discussed herein in the context of conveying power from a battery to a circuit board, it will now be apparent to one of ordinary skill in the art that the discussion is not limited to power transfer. Any electrical signal, for example, a data signal, may also be transmitted via the pins when provided in combination with suitable additional electronics.

Preferably, the ground plane is substantially symmetrical about its longitudinal axis. Thus, advantageously, the ground plane can be manufactured more easily because the ground plane does not have to be oriented with a specific side facing a specific direction before assembly.

Preferably, the ground plane is configured to provide an electrical resistance between the power supply and the electronic circuit board of between about 10 milliohm (mQ) and about 20 milliohm (mQ). Advantageously, providing such a resistance enables the power supply to be utilised efficiently.

The ground plane is preferably manufactured from a single laminar sheet of conductive material. Preferably, the material is a metal, preferably brass. Utilising brass to manufacture the ground plane is advantageous because it is suitably malleable to allow the ground plane to be folded into the required shape, is suitable resilient to retain the power supply, and can be soldered to enable the circuit board to be connected. In addition, the use of brass enables a suitable electrical resistance to be provided between the components of the aerosol generating device. Alternatively, the material may comprise a copper alloy, a copper and nickel alloy, or copper beryllium alloy. The material may have a thickness of between about 0.05 mm to about 1.0 mm, and may
preferably have a thickness of about 0.2 mm. It will now be apparent to one of ordinary skill in the art that other appropriate thickness can be determined based on bending resistance, thickness of the material used, and the required support.

Preferably, the power supply is a battery, more preferably a rechargeable battery. Where the power supply is a rechargeable battery, the aerosol generating device preferably further comprises a plurality of electrical connections configured to connect to an external power supply. The external power supply is configured to recharge the rechargeable battery.

The aerosol generating device may further comprise an aerosol forming substrate configured to form an aerosol when heated by the electrical heater.

The electrical heater may comprise at least one internal heater. Preferably the internal heater is in the form of a blade. The blade is preferably configured to be insertable into the aerosol forming substrate.

In addition, or instead of, the internal heater, the electrical heating element may comprise at least one external heater. The at least one external heater is preferably configured to at least partially surround the aerosol forming substrate, such that in use the aerosol forming substrate may be heated by the external heater. As such, the electrical heating element may comprise at least one internal heater, and at least one external heater.

The ground plane of the aerosol generating device is preferably mounted within a housing. A portion of the cross-sectional shape of the ground plane is preferably substantially similar to the equivalent portion of the cross-sectional shape of the housing. Preferably, the cross-sectional shape of the housing is polygonal, and may comprise 10 sides; that is to say, it may comprise 10 faces such that the housing is multi-faceted.

Where the cross-sectional shape of the housing comprises 10 sides (faces), the ground plane preferably comprises seven sides with three sides (faces) not present. In this way, the three sides (faces) of the cross-sectional shape of the ground plane that are not present allows for the positive electrical connections to be provided within the housing. In addition, the three sides not present enable the components of the aerosol generating device to be inserted within the ground plane.

According to a further aspect of the present disclosure, there is provided a ground plane for an electrically operated aerosol generation device, comprising an elongate conductive member. The elongate conductive member is configured to electrically couple a power supply to a plurality of components of the electrically operated aerosol
generation device, and structurally retain the power supply and plurality of components of the electrically operated aerosol generation device.

Advantageously, providing such a monolithic ground plane reduces the complexity of the manufacturing process because the components can be coupled both electrically and structurally before being inserted into the housing of an aerosol generating device.

Preferably, the elongate conductive member comprises a plurality of elongate portions, wherein a first elongate portion is connected to a further elongate portion along one longitudinal edge, a second elongate portion is connected to a further elongate portion along one longitudinal edge, and the remaining elongate portions are connected along both longitudinal edges, such that the ground plane may be formed having a polygonal cross-section with at least one side not present.

The ground plane preferably further comprises two sets of resilient elements configured to structurally retain the power supply, wherein the first set of resilient elements are connected to the first elongate portion and the second set are connected to the second elongate portion. Preferably, each set of resilient elements comprises a plurality of resilient elements. Each set may comprise 2, 3, 4, 5, most preferably 6, or more, resilient elements.

According to a yet further aspect of the present disclosure, there is provided a single laminar blank for forming a ground plane as described herein. The single laminar blank comprises a plurality of elongate portions configured to form the elongate conductive member of the ground plane. The elongate portions are connected along longitudinal fold lines. Advantageously, by providing such a single laminar blank, the ground plane may be formed more easily.

The single laminar blank is preferably formed utilising a stamping operation. Alternatively, the single laminar blank may be formed by etching, machining, laser cutting or any other suitable manufacturing process.

Preferably, the fold lines comprise a plurality of perforations configured to reduce the force required to fold the elongate portions to form the ground plane.

Preferably, one of the elongate portions further comprises a plurality of through holes configured to allow the single laminar blank to be positioned within a folding machine. Providing such through holes advantageously allows the single laminar blank to be positioned within the folding machine more quickly. The plurality of through holes are preferably asymmetric about the transverse mid-line of the single laminar blank such
that the single laminar blank may only be positioned within the folding machine in one orientation.

According to a still further aspect of the present disclosure, there is provided a method of assembling an electrically operated aerosol generating device as described herein. The method comprises: forming a ground plane by folding a plurality of connected elongate electrically conductive elements; inserting an electrical power supply into the formed ground plane, such that it is structurally retained by the plurality of elongate portions, and electrically coupled to the ground plane; connecting an electronic circuit board to the ground plane; and connecting an electrical heating element to the ground plane.

Preferably, the method further comprises aligning the ground plane within a folding machine, prior to folding the plurality of connected elongate electrically conductive elements. The ground plane is preferably aligned utilising a plurality of through holes in the ground plane engaging with corresponding lugs in the folding machine.

Preferably, a portion of the folded ground plane forms a cavity bounded by the elongate elements. At least two opposing elongate elements forming the cavity are resilient elements configured to retain the power supply. The method preferably further comprises inserting the power supply into the cavity by moving the resilient elements from a first position to a second position. The resilient elements returning to the second position when the power supply is within the cavity to retain the power supply.

According to a still further aspect of the present disclosure, there is provided a ground plane for an electrical device, comprising an elongate conductive member configured to: electrically couple a power supply to a plurality of components of the electrical device; and structurally retain the power supply and plurality of components of the electrical device, wherein the elongate conductive member comprises a plurality of resilient elements, movable from a first position to a second position, configured to retain the power supply, each resilient element being an electrical contact configured to connect the ground plane to the power supply, and, wherein in the second position, a gap is provided between the resilient elements suitable for receiving the power supply, and in the first position, the resilient elements act on the power supply to retain it within the cavity formed in the ground plane.

Advantageously, providing such a ground plane enables an electrical device to be manufactured more easily.
According to a yet still further aspect of the present disclosure, there is provided an electronic circuit board comprising electronic components on a first side and external electrical connections on a second side. In use, the first side of the electronic circuit board is provided internally to a housing, and the second side of the electronic circuit board is provided externally to the housing. Advantageously, providing such an electronic circuit board reduces the complexity of a device requiring external connections. The second side of the electronic circuit board is preferably adapted to be an external face of the housing.

Preferably, the second side is adapted to be an external face of the housing. The second side bending pattern may be configured to a shape consistent with the internal shape of the housing.

The electrically operated aerosol generating device as described herein may comprise such an electronic circuit board. In this embodiment, the electronic circuit board having external connections preferably acts as an interface between the circuit board of the aerosol generating device and an external device. The interface may provide connections for electrical power to enable charging of a rechargeable battery within the aerosol generating device, and the interface may provide connections for data communication between the external device and the aerosol generating device circuit board. Preferably, the electronic circuit board having external connections is configured to be electrically coupled to the ground plane of the aerosol generating device.

The disclosure extends to methods and apparatus substantially as herein described with reference to the accompanying drawings.

As used herein, means plus function features may be expressed alternatively in terms of their corresponding structure.

Any feature in one aspect described in the disclosure here may be applied to other features discussed herein, in any appropriate combination. In particular, method aspects may be applied to apparatus aspects, and vice versa. Furthermore, any, some, or all features in one aspect can be applied to any, some or all features in any other aspect, in any appropriate combination.

It should also be appreciated that particular combinations of the various features described and defined in any aspects of the various features can be implemented or supplied or used independently.

The invention will be further described, by way of example only, with reference to the accompanying drawings in which:
Figure 1 shows a perspective view of a ground plane for use in an electrically operated aerosol generating device;

Figure 2(a) shows a top view of the ground plane of Figure 1 with the components of an electrically operated aerosol generating device located in position;

Figure 2(b) shows a power supply being inserted into the ground plane;

Figure 3 shows a single laminar blank configured to form the ground plane of Figures 1 and 2;

Figure 4 illustrates a relationship between the interior surface of a device utilizing a ground plane and the device; and

Figure 5 illustrates a system including an aerosol generating device having a ground plane, an aerosol generator, and a main unit.

Figure 1 shows a perspective view of a ground plane 100 for use in an electrically operated aerosol generating device. The aerosol generating device is described in further detail below. The ground plane comprises a plurality of faces in the form of elongate electrically conductive elements which are described in further detail below with reference to Figure 3. The plurality of elongate elements are configured to form a cavity 102 along a portion of the ground plane. The cavity 102 is bounded by the plurality of elongate elements, and the resilient elements 104. The cavity is configured to receive an electrical power supply for the aerosol generating device. The ground plane further comprises a plurality of pins 106 configured to receive an electronic circuit board, such as a PCB. The portions 108 are provided to connect an electrical heating element of the aerosol generating device. Finally, the portions 110 are provided to connect a circuit board configured to act as an interface between the aerosol generating device and an external device, such as a charging unit.

The ground plane is manufactured by stamping a single laminar blank. The single laminar blank is then folded in a single process to form the multi-faceted ground plane 100. Utilising a plurality of faces for the ground plane enables a simple folding process to be used. However, an alternative bending process may be used to form a curved cross-sectional profile. The ground plane is manufactured from brass. Utilising brass enables the ground plane to be folded easily, and allows components to be soldered to the ground plane where necessary.

Figure 2(a) shows the ground plane 100 with components of an aerosol generating device mounted thereto. As can be seen, the power supply 200 in the form of a rechargeable battery is mounted within the cavity 102, the electronic circuit board 202 is
mounted on the pins 106, the electrical heater 204 is mounted on the mounting portions 108, and the interface circuit board 206 is mounted to the mounting portions 110. The electrical heater 204 comprises a heating element 208.

The power supply 200 is retained within the cavity 102 by the resilient elements 104. As can be seen, the resilient elements 104 are in the form of two sets of fingers configured to act on the power supply when it is within the cavity. During assembly, the power supply 200 is pushed into the cavity 102 as shown in Figure 2(b). The resilient elements 104 move from the position shown in Figure 2(b) as the power supply acts on the resilient elements, and when the power supply has passed through the opening between the resilient elements they move back to the position shown in Figure 2(b) to retain the power supply within the cavity 102 of the ground plane 100. Utilising resilient elements in such a way reduces the complexity of manufacturing an aerosol generator.

In addition, the resilient elements are configured to electrically couple the negative terminal of the power supply to the ground plane. Utilising multiple resilient elements acting as electrical connectors between the power supply and the ground plane provides parallel resistance paths that increase the efficiency of the device.

As shown in Figure 2(a), an electronic circuit board 202 is mounted to the ground plane on the pins 106. The electronic circuit board 202, once placed on the pins 106, is soldered in place. The pins 106 also electrically couple the circuit board 202 to the ground plane 100. An electrical heater 204 is also mounted to the ground plane 100. The electrical heater is mounted to the ground plane by the mounting portions 108. The mounting portions also electrically couple the heater to the ground plane 100. Finally an interface circuit board 206 is mounted to the ground plane by the mounting portions 110. The mounting portions 110 also electrically couple the interface circuit board 206 to the ground plane 100.

As will be appreciated from the above description, the power supply, electronic circuit board, electrical heater, and the interface circuit board are all electrically coupled together by the ground plane.

Also as shown in Figure 2(a), the interface circuit board 206 comprises external connectors 210, and internal circuitry 212. The external connectors 210 are mounted directly to one side of the circuit board 206. Likewise, the circuitry 212 is mounted directly to the other side of the circuit board 206. The external connectors 210 are connected to the circuitry 212 via connections through the circuit board 206. The operation of the interface circuit board is described in further detail below.
The ground plane 100, comprising the power supply 200, circuit board 202, electrical heater 204 and the interface circuit board 206 is mounted within an external housing (not shown) to form an electrically operated aerosol generating device. By providing all of the components of the aerosol generating device on a monolithic substructure the device can be manufactured more easily. The ground plane is inserted into the housing of the device such that the external connectors 210 are exposed at one end of the device. The housing of the device incorporates a cavity configured to surround the heater 208. The heater cavity is adapted to receive an aerosol forming substrate.

The housing has a regular polygonal cross-sectional shape comprising 10 sides, and as can be seen, the ground plane has an equivalent cross-sectional shape, but with three sides not present in the region of the power supply.

In use, the heating element receives power from the power supply via the circuit board in order to heat the aerosol forming substrate to form an aerosol.

Figure 3 shows a single laminar blank 300 for forming the ground plane 100 as described above. The single laminar blank is manufactured by a single stamping process. As can be seen, the blank is substantially symmetrical about its longitudinal axis which enables the blank to be inserted into a folding machine either way up. The blank comprises a series of elongate conductive elements connected together along their respective longitudinal edges. The perforations 302 are provided along the connecting edges to enable the blank to be folded more easily. The three holes 304 are provided in the central elongate element to enable the blank to be oriented within the folding machine. The holes are configured to engage with corresponding lugs in the folding machine. As can be seen, the holes 304 are asymmetric about the transverse axis of the blank such that the blank can only be positioned within the machine in one orientation.

The ground plane 100 is formed by folding the blank 300 in a folding machine. As described above, the housing configured to receive the ground plane has a 10 sided regular polygonal cross-sectional shape, and as such, in the folding operation each elongate element is folded by 36 degrees relative to the adjacent elongate element. The pins 106 and the mounting portions 108 are folded such that they are substantially parallel to each other, and perpendicular to the central elongate element comprising the holes 304. The ground plane may be formed offline, or online. That is to say, the ground plane may be folded and then transferred to a secondary machine to incorporate
the aerosol generating device components, or the ground plane may be folded and the
components inserted in a single operation.

Figure 4 illustrates the relationship between ground plane 100 and a device 400
that receives the ground plane. It will now be apparent to one of ordinary skill in the art
that the ground plane 100 may be formed of a variety of shapes. It will now further be
apparent to one of ordinary skill in the art that this shape may be defined based on an
interior surface 402 of device 400. As illustrated in Figure 4, the perforation pattern of
perforations 302 may be chosen such that a common point 404 of the interior surface
402 and ground plane 100 coincide. Device 400 may, for example, be an aerosol
generating device having an interior surface; such an aerosol generating device is
described in further detail below with reference to Figure 5. The perforation pattern of
perforations 302 may be chosen for blank 300 such that a bend is formed in ground
plane 100, where the bend corresponds to the common point 404. Thus, it is possible to
choose the ground plane perforation pattern in such a manner that the pattern is chosen
for blank 300 and a suitable shape of the ground plane 100 is formed to match the
interior surface of device 400.

The electrically operated smoking system illustrated in Figure 5 comprises a main
charging unit 500 configured to receive a an electrically operated aerosol generating
device 400. The main charging unit comprises a power source 502, such as a
rechargeable battery, charging control electronics 504, and electrical connectors 506
configured to couple the device 400 to the battery 502 via the control electronics 504.
The device is received in a cavity of the main charging unit.

As described above with reference to Figures 2, the aerosol-generating device
400 comprises an internal heating element 208. The heating element 208 is mounted
within a smoking article receiving chamber of the aerosol-generating device 400. In use,
the user inserts a smoking article 510 into the smoking article receiving chamber of the
aerosol-generating device 400 such that the internal heating element 208 is inserted into
an aerosol-forming substrate of the smoking article 510. In the embodiment shown in
Figures 2 and 5, the internal heating element 208 of the aerosol-generating device 400
is a heater blade.

The aerosol-generating device 400 comprises a power supply and electronics
that allow the internal heating element 208 to be actuated. Such actuation may be
manually operated or may occur automatically in response to a user drawing on a
smoking article 510 inserted into the smoking article receiving chamber of the aerosol-
generating device 400. A plurality of openings (not shown) is provided in the aerosol-generating device to allow air to flow to the smoking article 510.

In use, the internal heating element of the aerosol-generating device heats the aerosol-forming substrate of the smoking article 510 to a sufficient temperature to form an aerosol, which is drawn downstream through the smoking article 510 and inhaled by the user.

The power supply 200 of the aerosol generating device 400 is provided with sufficient capacity for a single smoking article 510 to be fully aerosolised. The device 400 must then be recharged by the main charging unit 500. In use, the user inserts the device 400 into the receiving cavity of the main unit 500, and activates the charging process, either by activating a switch, or automatically by closing a lid (not shown) of the main unit 500.

The exemplary embodiments described above are not limiting. Other embodiments consistent with the exemplary embodiments described above will be apparent to those skilled in the art.
Claims

1. An electrically operated aerosol generating device, comprising:
   an electrical power supply;
   an electronic circuit board;
   an electrical heating element configured to receive power from the electrical power supply via the electronic circuit board; and
   a ground plane comprising an elongate conductive member configured to:
       electrically couple the power supply to the electronic circuit board and
       the electrical heating element; and
       structurally retain the power supply and plurality of components of the electrically operated aerosol generation device.

2. An electrically operated aerosol generating device according to Claim 1, wherein the ground plane further comprises a plurality of resilient elements configured to retain the power supply.

3. An electrically operated aerosol generating device according to Claim 2, wherein each resilient element is an electrical contact configured to connect the ground plane to the power supply.

4. An electrically operated aerosol generating device according to Claims 2 or 3, wherein the plurality of resilient elements are configured to retain the power supply utilising a snap-fit.

5. An electrically operated aerosol generating device according to any of the preceding claims, wherein the ground plane further comprises a plurality of pins configured to receive the electronic circuit board.

6. An electrically operated aerosol generating device according to any of the preceding claims, wherein the ground plane is substantially symmetrical about its longitudinal axis.
7. An electrically operated aerosol generating device according to any of the preceding claims configured to have an electrical resistance between the power supply and the electronic circuit board of between about 10 mΩ and about 20 mΩ.

8. An electrically operated aerosol generating device according to any of the preceding claims, wherein said electrical heating element is in the form of a blade.

9. An electrically operated aerosol generating device according to any of the preceding claims, wherein said electrical heating element comprises at least one internal heater.

10. An electrically operated aerosol generating device according to any of the preceding claims, wherein said electrical heating element comprises at least one external heater.

11. An electrically operated aerosol generating device according to any of the preceding claims, wherein the ground plane is manufactured from brass.

12. A ground plane for an electrically operated aerosol generation device, comprising an elongate conductive member configured to:
   - electrically couple a power supply to a plurality of components of the electrically operated aerosol generation device; and
   - structurally retain the power supply and plurality of components of the electrically operated aerosol generation device.

13. A ground plane according to Claim 12, the elongate conductive member comprising a plurality of elongate portions, wherein a first elongate portion is connected to a further elongate portion along one longitudinal edge, a second elongate portion is connected to a further elongate portion along one longitudinal edge, and the remaining elongate portions are connected along both longitudinal edges, such that the ground plane is formed having a polygonal cross-section with at least one side not present.
14. A ground plane according to Claim 13, further comprising two sets of resilient elements configured to structurally retain the power supply, wherein the first set of resilient elements are connected to the first elongate portion and the second set are connected to the second elongate portion.

15. A single laminar blank for forming a ground plane according to Claim 12, 13 or 14 comprising a plurality of elongate portions configured to form the elongate conductive member, wherein the elongate portions are connected along longitudinal fold lines.

16. A single laminar blank according to Claim 15, wherein the fold lines comprise a plurality of perforations configured to reduce the force required to fold the elongate portions to form the ground plane.

17. A single laminar blank according to Claim 15 or 16, wherein one of the elongate portions further comprises a plurality of through holes configured to allow the single laminar blank to be positioned within a folding machine.

18. A method of assembling an electrically operated aerosol generating device, comprising:
   forming a ground plane by folding a plurality of connected elongate electrically conductive portions;
   inserting an electrical power supply into the formed ground plane, such that it is structurally retained by the plurality of elongate portions, and electrically coupled to the ground plane;
   connecting an electronic circuit board to the ground plane; and
   connecting an electrical heating element to the ground plane.

19. A method of assembling an electrically operated aerosol generating device, according to claim 18 further comprising providing a plurality of perforations used to form the ground plane, the plurality of perforations being formed in a manner consistent with an interior surface of the electrically operated aerosol generating device.
20. A ground plane for an electrical device, comprising an elongate conductive member configured to:
   electrically couple a power supply to a plurality of components of the electrical device; and
   structurally retain the power supply and plurality of components of the electrical device,
   wherein the elongate conductive member comprises a plurality of resilient elements, movable from a first position to a second position, configured to retain the power supply, each resilient element being an electrical contact configured to connect the ground plane to the power supply, and,
   wherein in the second position, a gap is provided between the resilient elements suitable for receiving the power supply, and in the first position, the resilient elements act on the power supply to retain it within the cavity formed in the ground plane.

21. An electronic circuit board comprising electronic components on a first side and external electrical connections on a second side, wherein in use, the first side of the electronic circuit board is provided internally to a housing, and the second side of the electronic circuit board is provided externally to the housing.

22. An electronic circuit board according to Claim 21, wherein the second side is adapted to be an external face of the housing.

23. An electronic circuit board according to Claim 21 or 22, wherein the second side bending pattern is configured to a shape consistent with the internal shape of the housing.
**INTERNATIONAL SEARCH REPORT**

WO 2015/139985

**A. CLASSIFICATION OF SUBJECT MATTER**

INV. A24F47/00

ADD.

According to International Patent Classification (IPC) or to both national classification and IPC

**B. FIELDS SEARCHED**

Minimum documentation searched (classification system followed by classification symbols)

A24F

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

EPO-Internal, WPI Data

**C. DOCUMENTS CONSIDERED TO BE RELEVANT**

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>WO 2013/102615 A2 (PHILIP MORRIS PROD [CH]) 11 July 2013 (2013-07-11)</td>
<td>1-5, 7, 8, 11, 12, 15-20</td>
</tr>
<tr>
<td>Y</td>
<td>page 6, line 28 - page 7, line 18; figures 4, 5</td>
<td>9, 6, 10, 13, 14</td>
</tr>
<tr>
<td>A</td>
<td>EP 2 327 318 A1 (PHILIP MORRIS PROD [CH]) 1 June 2011 (2011-06-01) abstract; figure 1</td>
<td>9</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C. See patent family annex.

"X" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

"Y" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

"Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

"A" document member of the same patent family

**Date of the actual completion of the international search**

29 May 2015

**Date of mailing of the international search report**

10/06/2015

**Name and mailing address of the ISA/ European Patent Office, P. B. 5818 Patentlaan 2 NL - 2280 HN Rijswijk Tel. (31-70) 340-2040, Fax. (31-70) 340-3016**

Kock, Søren

Form PCT/ISA/210 (second sheet) (April 2005)
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>WO 2013/142678 Al (NJOY INC [US]) 26 September 2013 (2013-09-26) abstract; figure 6</td>
<td>1-20</td>
</tr>
<tr>
<td>A</td>
<td>EP 2 159 176 Al (HAUNI MASCHINENBAU AG [DE]) 3 March 2010 (2010-03-03) abstract; figure 1</td>
<td>21-23</td>
</tr>
<tr>
<td>A</td>
<td>GB 2 502 162 A (NICOVENTURES HOLDINGS LTD [GB]) 20 November 2013 (2013-11-20) page 6, lines 1-11; figures</td>
<td>21-23</td>
</tr>
</tbody>
</table>
This international search report has not been established in respect of certain claims under Article 17(2)(a) for the following reasons:

1. Claims Nos.:
   because they relate to subject matter not required to be searched by this Authority, namely:

   □

2. Claims Nos.:
   because they relate to parts of the international application that do not comply with the prescribed requirements to such an extent that no meaningful international search can be carried out, specifically:

   □

3. Claims Nos.:
   because they are dependent claims and are not drafted in accordance with the second and third sentences of Rule 6.4(a).

This International Searching Authority found multiple inventions in this international application, as follows:

see additional sheet

1. As all required additional search fees were timely paid by the applicant, this international search report covers all searchable claims.

2. X As all searchable claims could be searched without effort justifying an additional fees, this Authority did not invite payment of additional fees.

3. As only some of the required additional search fees were timely paid by the applicant, this international search report covers only those claims for which fees were paid, specifically claims Nos.:

4. No required additional search fees were timely paid by the applicant. Consequently, this international search report is restricted to the invention first mentioned in the claims; it is covered by claims Nos.:

Remark on Protest

□ The additional search fees were accompanied by the applicant’s protest and, where applicable, the payment of a protest fee.

□ The additional search fees were accompanied by the applicant’s protest but the applicable protest fee was not paid within the time limit specified in the invitation.

□ No protest accompanied the payment of additional search fees.
This International Searching Authority found multiple (groups of) inventions in this international application, as follows:

1. claims: 1-23

Ground plane / blank for electronic cigarette. The ground plane / blank is electrically conducting and configured to retain the power supply and an electronic circuit board of the electronic cigarette.

1.1. claims: 21-23

An electronic circuit board having electronic components on a first side thereof and electrical connections on a second side thereof. In use the first side is provided internally to a housing and the second side is provided externally to the housing.

---
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td>WO 2013102615 A2</td>
<td>11-07-2013</td>
<td>AR 089604 AI</td>
<td>03-09-2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 2012364366 AI</td>
<td>21-08-2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2862472 AI</td>
<td>11-07-2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 104114048 A</td>
<td>22-10-2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2800489 A2</td>
<td>12-11-2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>HK 1198352 AI</td>
<td>10-04-2015</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2015504671 A</td>
<td>16-02-2015</td>
</tr>
<tr>
<td></td>
<td></td>
<td>KR 20140116854 A</td>
<td>06-10-2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>PH 12014501490 AI</td>
<td>22-09-2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2014366899 AI</td>
<td>18-12-2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2013102615 A2</td>
<td>11-07-2013</td>
</tr>
<tr>
<td>EP 2327318 AI</td>
<td>01-06-2011</td>
<td>AU 2010324131 AI</td>
<td>14-06-2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2781198 AI</td>
<td>03-06-2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 102665459 A</td>
<td>12-09-2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CO 6541646 A2</td>
<td>16-10-2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EA 201290392 AI</td>
<td>30-10-2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2327318 AI</td>
<td>01-06-2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2503912 AI</td>
<td>03-10-2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2013511962 A</td>
<td>11-04-2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>KR 20120104533 A</td>
<td>21-09-2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>NZ 599973 A</td>
<td>25-07-2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>UA 106255 C2</td>
<td>11-08-2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2011126848 AI</td>
<td>02-06-2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2011063970 AI</td>
<td>03-06-2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 2008249613 AI</td>
<td>20-11-2008</td>
</tr>
<tr>
<td></td>
<td></td>
<td>BR PI0811203 A2</td>
<td>29-10-2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2705413 AI</td>
<td>20-11-2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 101795587 A</td>
<td>04-08-2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DK 2157873 T3</td>
<td>24-10-2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1989946 AI</td>
<td>12-11-2008</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2157873 A2</td>
<td>03-03-2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>ES 2370872 T3</td>
<td>23-12-2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 5198559 B2</td>
<td>15-05-2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2010526553 A</td>
<td>05-08-2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>KR 20100021595 A</td>
<td>25-02-2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>RU 2009145954 A</td>
<td>20-06-2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2010307518 AI</td>
<td>09-12-2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2008138650 AI</td>
<td>20-11-2008</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2008139411 A2</td>
<td>20-11-2008</td>
</tr>
<tr>
<td></td>
<td></td>
<td>ZA 200907364 A</td>
<td>30-06-2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2008130813 AI</td>
<td>30-10-2008</td>
</tr>
<tr>
<td>WO 2013142678 AI</td>
<td>26-09-2013</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>US 5278584 A</td>
<td>11-01-1994</td>
<td>CA 2083341 AI</td>
<td>03-10-1993</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69305401 DI</td>
<td>21-11-1996</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69305401 T2</td>
<td>06-03-1997</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 0564069 A2</td>
<td>06-10-1993</td>
</tr>
<tr>
<td></td>
<td></td>
<td>ES 2093359 T3</td>
<td>16-12-1996</td>
</tr>
<tr>
<td></td>
<td></td>
<td>HK 92997 A</td>
<td>01-08-1997</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP H068434 A</td>
<td>18-01-1994</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 3386177 B2</td>
<td>17-03-2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 5278584 A</td>
<td>11-01-1994</td>
</tr>
<tr>
<td>Patent document cited in search report</td>
<td>Publication date</td>
<td>Patent family member(s)</td>
<td>Publication date</td>
</tr>
<tr>
<td>----------------------------------------</td>
<td>-----------------</td>
<td>------------------------</td>
<td>-----------------</td>
</tr>
<tr>
<td>US 5625396 A</td>
<td>29-04-1997</td>
<td></td>
<td></td>
</tr>
<tr>
<td>US 5953029 A</td>
<td>14-09-1999</td>
<td></td>
<td></td>
</tr>
<tr>
<td>EP 2159176 A</td>
<td>03-03-2010</td>
<td>CN 101660978 A</td>
<td>03-03-2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 102008045048 AI</td>
<td>04-03-2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2159176 A</td>
<td>03-03-2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2010051315 A</td>
<td>11-03-2010</td>
</tr>
<tr>
<td>GB 2502162 A</td>
<td>20-11-2013</td>
<td>NONE</td>
<td></td>
</tr>
</tbody>
</table>