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57 ABSTRACT 

An integrated circuit fabrication proceSS is provided for 
forming relatively thin Sidewall Spacers extending laterally 
from upper portions of opposed Sidewall Surfaces of a 
transistor gate conductor which resides partially within a 
trench of a Semiconductor Substrate. The present invention 
contemplates etching a trench through a masking layer and 
partially through a Silicon-based Substrate arranged under 
neath the masking layer. A gate dielectric is then formed 
upon Silicon-based Surfaces which border the trench. A 
conformal dielectric layer is deposited acroSS the masking 
layer and the gate dielectric, followed by the deposition of 
a gate conductor material acroSS the dielectric layer. The 
gate conductor material and the dielectric layer are removed 
from above the upper Surface of the masking layer. Portions 
of the dielectric layer interposed between the masking layer 
and the gate conductor are etched to a level commensurate 
with the Substrate surface. An LDD implant self-aligned to 
the lateral boundaries of the masking layer and the gate 
conductor Sidewall Surfaces is forwarded into the Substrate 
underneath the trench. Relatively thin oxide Spacer Struc 
tures are then thermally grown upon the Sidewall Surfaces of 
the gate conductor. After removing the masking layer, a 
Source/drain implant is performed. In another embodiment, 
the gate conductor is formed between the opposed lateral 
boundaries of the masking layer upon the gate dielectric. A 
Source/drain implant is performed after removing the mask 
ing. Relatively thin dielectric Spacers are formed upon the 
upper portions of the Sidewall Surfaces of the gate conductor 
by depositing and anisotropically etching a dielectric. 

18 Claims, 8 Drawing Sheets 
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ULTRATHN SPACERS FORMED 
LATERALLY ADJACENT AGATE 

CONDUCTOR RECESSED BELOW THE 
UPPER SURFACE OF A SUBSTRATE 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 

This invention relates to integrated circuit fabrication and, 
more particularly, to relatively thin Sidewall spacers extend 
ing laterally from upper portions of opposed Sidewall Sur 
faces of a transistor gate conductor which resides partially 
within a trench of a Semiconductor Substrate. 

2. Description of the Related Art 
Fabrication of a MOSFET device is well known. Gener 

ally Speaking, MOSFETs are manufactured by placing an 
undoped polycrystalline (“polysilicon) material over a rela 
tively thin gate oxide. The polysilicon material is then 
patterned to form a gate conductor directly above a channel 
region of the Substrate. A dopant Species is implanted into 
the gate conductor and regions of the Substrate exclusive of 
the channel region, thereby forming Source and drain 
regions adjacent to and on opposite Sides of the channel 
region. If the dopant species used for forming the Source and 
drain regions is n-type, then the resulting MOSFET is an 
NMOSFET (“n-channel”) transistor device. Conversely, if 
the dopant species is p-type, then the resulting MOSFET is 
a PMOSFET (“p-channel”) transistor device. Integrated 
circuits utilize either n-channel devices exclusively, 
p-channel devices exclusively, or a combination of both on 
a single substrate. While both types of devices can be 
formed, the devices are distinguishable based on the dopant 
Species used. 

While in operation, transistors which have heavily doped 
Source and drain regions arranged laterally adjacent the gate 
conductor often experience a problem known as hot carrier 
injection (“HCI"). HCI is a phenomena in which the kinetic 
energy of charged carriers (holes or electrons) within the 
channel region is increased as the carriers are accelerated 
through large potential gradients. As a result of this increase 
in kinetic energy, the charged carriers are injected into the 
gate oxide wherein they may become trapped. The greatest 
potential gradient, often referred to as the maximum electric 
field ("Em”) occurs near the drain during Saturated opera 
tion. As a result of carrier entrapment within the gate oxide, 
a net negative charge density forms in the gate oxide. The 
trapped charge can accumulate with time, resulting in a 
positive threshold shift in a NMOS transistor, or a negative 
threshold shift in a PMOS transistor. 

To overcome problems of sub-threshold current and 
threshold shift resulting from HCI, an alternative drain 
structure known as the lightly doped drain (“LDD”) is 
commonly used. The purpose of the LDD is to absorb some 
of the potential into the drain and thus reduce Em. A 
conventional LDD Structure is one in which a light concen 
tration of dopant is Self-aligned to the gate conductor 
followed by a heavier concentration of dopant Self-aligned 
to the gate conductor on which a pair of Sidewall spacers has 
been formed. The purpose of the first implant dose is to 
produce lightly doped Sections within an active area of the 
Substrate near the channel. The Second implant dose is 
Spaced from the channel by a distance Substantially equiva 
lent to the thickness of each Sidewall Spacer. The Second 
implant dose forms heavily doped Source and drain regions 
within the active area laterally outside the LDD areas. In this 
manner, the lateral thickness of each Sidewall spacer dictates 
the length of each LDD area. 
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Unfortunately, the addition of LDD areas adjacent the 

channel adds parasitic resistance to the Source-drain 
pathway, leading to many deleterious effects. For example, 
the parasitic resistance causes an increase in the value of the 
gate-to-Source Voltage, Vs, required for the drive current, 
I, (i.e., current flowing between the Source and drain 
regions of a transistor in its on-state) to reach Saturation. 
Therefore, in order to reduce the parasitic resistance of the 
Source-drain pathway, it has become necessary to reduce the 
lateral dimensions of the LDD areas. However, the length of 
each LDD area cannot be reduced below a specific dimen 
Sion using conventional methods. In particular, the lateral 
thickness of the sidewall spacers used to define LDD areas 
generally has a limited minimum size. The Sidewall spacers 
are typically formed by chemically-vapor depositing a layer 
of Spacer material acroSS the Substrate and the gate conduc 
tor arranged above the Substrate. The Spacer material is 
thusly placed upon the opposed Sidewall Surfaces of the gate 
conductor, the upper Surface of the gate conductor, and the 
upper Surface of the Substrate exterior to the gate conductor. 
The Spacer material is then anisotropically etched Such that 
it is removed from horizontally oriented Surfaces faster than 
from vertically oriented surfaces. The duration of the aniso 
tropic etch is preferably terminated after the Spacer material 
has been removed from a significant portion of the horizon 
tally oriented Surfaces but before the Spacer material can be 
completely removed from the Vertically extending Sidewall 
Surfaces. 

Although chemical-vapor deposition (“CVD) is not as 
Vertically-directed as physical vapor deposition, a CVD 
deposited material Still tends to accumulate more quickly 
upon horizontally oriented Surfaces than upon vertically 
oriented surfaces. The accumulation of the CVD deposited 
material is particularly poor upon tall vertical Surfaces. The 
thickness of a gate conductor, and hence the height of the 
Sidewall Surfaces which bound the gate conductor, must be 
maintained above, e.g., 200 A, to ensure that the conduc 
tivity of the gate conductor is relatively high. While increas 
ing the width of the gate conductor would also afford good 
conductivity of the gate conductor, it would undesirably lead 
to an increase in the threshold Voltage, V, of the transistor 
employing the gate conductor. Accordingly, in order to 
achieve good coverage of the Vertically oriented Sidewall 
Surfaces of the gate conductor, an adequate amount of Spacer 
material must be deposited acroSS the gate conductor. 
Reducing the lateral thickness of the Sidewall spacers thus 
cannot be achieved by decreasing the deposition time, and 
hence the thickness, of the Spacer material. Moreover, the 
lateral thickness of the Sidewall spacers cannot be reduced 
by increasing the anisotropic etch duration of the Spacer 
material. That is, if the anisotropic etch is allowed to proceed 
too long, the gate conductor and the Substrate will be 
over-etched, undesirably resulting in a Significant decrease 
in the thicknesses of the gate conductor and the pre-existing 
LDD region within the substrate. In addition to preventing 
the reduction of the width of the LDD areas, this inability to 
reduce the lateral thickness of the Spacers also limits the 
amount of packing density that can be achieved for an 
integrated circuit. 
The dimensions of transistor features have become 

increasingly Smaller to provide for faster, more complex 
integrated circuit devices. Unfortunately, the Shrinkage of 
device dimensions has given rise to various problems. The 
distance between the Source and drain regions of a transistor 
is often referred to as the physical channel length. However, 
after implantation of dopant species into the Source and 
drain regions and Subsequent diffusion of the dopant species, 
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the actual distance between the Source and drain regions 
becomes less than the physical channel length and is often 
referred to as the effective channel length (“Leff”). In VLSI 
designs, as the physical channel length becomes Small, So 
too must the Leff. Decreasing the Leff of a transistor 
generally leads to so-called short-channel effects (“SCE”) in 
which the transistor's properties, e.g., the transistor thresh 
old Voltage, undesirably vary from their design specification. 
Absent a comparable reduction in the depth of the Source 
and drain junctions, the severity of the SCE resulting from 
a decrease in Leff may be profound. Accordingly, it has 
become necessary to Scale down the vertical dimensions of 
the Source and drain regions, (i.e., the depth of the Source/ 
drain implant), to ensure proper operation of transistor 
devices. 

The formation of shallow Source and drain regions (i.e., 
junctions) is, however, rather difficult for PMOSFET 
devices which include boron-implanted junctions. Due to 
the relatively high diffusivity and channeling of boron 
atoms, implanted boron can penetrate deeply into the Sub 
Strate. While using very low implant energies of boron might 
produce relatively shallow junctions, advances in technol 
ogy are required to make available low-energy ion implant 
erS before Such low implant energies can be realized. 
Further, while reducing the junction depth provides protec 
tion against SCE, it also gives rise to increased resistivity of 
the Source and drain junctions, adversely impacting the 
device operation. As a result of the increased resistivity, the 
Saturation drive current and the overall Speed of the tran 
Sistor may drop. Moreover, forming contacts to relatively 
shallow junctions has Several drawbacks. A contact layer 
which consumes the underlying Source and drain junctions 
is often used during contact formation. For example, a 
refractory metal may be deposited across the Source and 
drain junctions and heated to promote a reaction between the 
metal and the underlying Silicon, thereby forming a low 
resistivity Self-aligned silicide (i.e., Salicide) upon the junc 
tions. The Silicide may completely consume the shallow 
junctions, penetrating into the Substrate underneath the 
junctions, a phenomenon known as "junction Spiking, 
Consequently, the junctions may exhibit large current leak 
age or become electrically shorted. Therefore, precautions 
must be taken to prevent excessive consumption, and hence 
junction Spiking, of the shallow junctions during contact 
formation. 

It would therefore be of benefit to develop a technique for 
forming a transistor having LDD areas of relatively Small 
width to afford a low resistance pathway between the Source 
and drain junctions of the transistor. AS Such, the lateral 
thicknesses of Sidewall spacers which dictate the lateral 
dimensions of the LDD areas must be reduced. Furthermore, 
the transistor design should call for relatively shallow 
“effective' Source and drain junctions without being con 
cerned that the resistivity of the junctions will be increased. 
Accordingly, the transistor design must account for reduc 
tions in the Leff of the transistor by providing protection 
against short channel effects. While reducing the effective 
depth of the Source and drain junctions would be desirable, 
the actual depth of the junctions must be Sufficiently large to 
avoid problems associated with junction Spiking and exces 
Sive junction consumption. 

SUMMARY OF THE INVENTION 

The problems outlined above are in large part solved by 
the technique hereof for forming a transistor having Sidewall 
Spacers (or structures) of relatively Small lateral width 
extending laterally from upper portions of the opposed 
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Sidewall Surfaces of a gate conductor. The gate conductor, 
being formed within a trench, is partially recessed below the 
uppermost Surface of a single crystalline Semiconductor 
Substrate. The Sidewall spacers advantageously occupy little 
lateral area within an integrated circuit, and thus provide for 
high integration density within the circuit. The gate conduc 
tor combined with the Sidewall Spacers formed on opposite 
Sides of the gate conductor Serve as a mask during the 
implantation of dopant species into Source and drain regions 
of the Substrate. The dopant Species are implanted to a depth 
spaced below the base of the trench within which the gate 
conductor is formed. The resulting doped Source and drain 
regions have a relatively shallow “effective” depth extend 
ing below the base of the trench. The reduced effective depth 
of the Source and drain regions permits the Leff of the 
transistor to be Scaled down without experiencing Severe and 
detrimental short channel effects. Further, the actual depth of 
the Source and drain regions is Sufficiently large to Substan 
tially prevent junction spiking during the Subsequent forma 
tion of Silicide contact areas upon the Source and drain 
regions. The Source and drain regions also exhibit low 
resistance, and thus provide for adequate drive current, I, 
between the Source and drain regions during operation of the 
transistor. 
The present invention contemplates etching entirely 

through a masking layer formed upon a Silicon-based Sub 
Strate and partially through the Substrate to form a trench 
within the Substrate. A plasma etch technique is preferably 
employed to ensure that the lateral boundaries of the mask 
ing layer and the Sidewalls of the trench are Substantially 
Vertical. A gate dielectric is formed upon the Sidewalls and 
the base of the trench. The gate dielectric may, e.g., comprise 
thermally grown silicon dioxide (“oxide"). The masking 
layer is preferably a material through which ambient oxygen 
cannot significantly migrate. For example, the masking layer 
may comprises silicon nitride ("nitride') arranged upon a 
pad oxide layer. The presence of Such a masking layer upon 
the horizontal uppermost Surface of the Substrate Substan 
tially inhibits the underlying Silicon-based Surface from 
being oxidized during the formation of the gate dielectric. 

According to one embodiment, a dielectric layer, e.g., 
oxide, may be deposited by chemical-vapor deposition 
(“CVD) across the masking layer and the gate dielectric 
Such that a pair of dielectric Sidewall Spacers are formed 
laterally adjacent opposed lateral boundaries of the masking 
layer. The duration of the deposition may be varied to 
control the thickness of the dielectric layer, and hence the 
lateral thickness of the sidewall spacers formed from the 
dielectric layer. Subsequently, a gate conductor material 
comprising, e.g., polysilicon, is deposited into the trench 
acroSS the dielectric layer to a level Spaced above the upper 
Surface of the masking layer. Thereafter, the gate conductor 
material and the dielectric layer are removed from above the 
masking layer Such that the upper Surface of the gate 
conductor material is Substantially coplanar with the upper 
Surface of the masking layer. Removal of the gate conductor 
material and the dielectric layer may be accomplished using 
chemical-mechanical polishing (“CMP") or sacrificial etch 
back. The portion of the gate conductor material retained 
between the dielectric Sidewall Spacers Serves as the gate 
conductor for an ensuing transistor. 
The Sidewall spacers may then be selectively etched to a 

level approximately commensurate with the uppermost Sur 
face of the Substrate. In this manner, the opposed lateral 
boundaries of the masking layer and upper portions of the 
opposed Sidewall Surfaces of the gate conductor are exposed. 
An LDD implant which is self-aligned to those exposed 
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lateral boundaries of the masking layer and Sidewall Surfaces 
of the gate conductor is then performed. Absent the pre 
existing Sidewall spacers, the LDD dopant species are per 
mitted to pass into the substrate to form LDD areas without 
using a high implant energy. AS Such, the lateral width of 
each LDD area is dictated by the lateral thickness of the 
Sidewall Spacer previously arranged directly above that LDD 
area. Thus, the lateral width of each LDD area may be 
Significantly reduced by decreasing the deposition time of 
the dielectric sidewall spacers (i.e., the dielectric layer). 
Reducing the lateral width of the LDD areas affords lower 
resistance to the flow of current (i.e., drive current) between 
the Source and drain junctions of the ensuing transistor. 
Forming the gate conductor partially recessed below the 
uppermost Surface of the Substrate results in the masking 
layer height being less than that of the gate conductor. The 
dielectric layer may thus be conformally deposited acroSS 
the relatively short lateral boundaries of the masking layer to 
form Sidewall spacers of Substantially uniform lateral thick 
neSS. The lateral edges of the Sidewall Spacers are thus 
parallel to the vertically rising lateral boundaries of the 
masking layer. AS Such, the opposed Sidewall Surfaces of the 
gate conductor which are formed against the lateral edges of 
the Sidewall Spacers are also Substantially vertical. The 
Vertical orientation of the boundaries of the masking layer 
and the Sidewall Surfaces of the gate conductor allows the 
size of the LDD areas to be dictated primarily by the 
thickness of the Sidewall spacers interposed therebetween. 

Subsequent to performing the LDD implant, the masking 
layer is removed from the Substrate Surface. A dielectric, 
e.g., oxide, nitride, or Silicon oxynitride, is then thermally 
grown upon the upper Surface and opposed Sidewall Surfaces 
of the gate conductor. Those portions of the dielectric 
extending laterally from the opposed Sidewall Surfaces of the 
gate conductor form Sidewall Structures laterally adjacent 
the gate conductor. Thermally growing the dielectric permits 
relatively thin Sidewall Spacers to be formed absent concerns 
that the gate conductor Sidewalls might not be adequately 
covered. A Source/drain implant which is Self-aligned to 
exposed lateral edges of the Sidewall Structures is forwarded 
into the substrate to a depth spaced below the base of the 
trench to form Source and drain regions laterally adjacent the 
LDD areas. The dielectric residing upon the upper Surface of 
the gate conductor may then be removed using, e.g., an 
anisotropic etch. Self-aligned metal silicide (i.e., Salicide) 
Structures may be formed upon the Source and drain regions 
and the upper Surface of the gate conductor by heating a 
refractory metal deposited acroSS the topography, thereby 
causing Silicon to react with the metal. The presence of the 
dielectric Sidewall Structures prevents the refractory metal 
from contacting and reacting with the polysilicon Sidewall 
Surfaces of the gate conductor. Thus, Silicide shorting 
between the gate conductor and the Source and drain regions 
is less likely to occur. 

In an alternate embodiment, the gate conductor material is 
deposited acroSS the masking layer and the gate dielectric 
arranged at the periphery of the trench to a level Spaced 
above the upper Surface of the masking layer. No interposing 
dielectric layer is formed between the masking layer and the 
gate conductor material. The gate conductor material is then 
removed to a level approximately commenSurate with the 
upper Surface of the masking layer to form a gate conductor 
partially recessed below the horizontal uppermost Surface of 
the Substrate. An oxide layer may be thermally grown acroSS 
the upper Surface of the gate conductor to provide an 
additional masking material above the SubStrate during 
Subsequent implantation of dopant Species. The masking 
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layer is then etched from above the Substrate to expose upper 
portions of the opposed Sidewall Surfaces of the gate con 
ductor. A Source/drain implant which is Self-aligned to the 
opposed Sidewall Surfaces of the gate conductor is then 
forwarded into the Substrate to form source and drain 
regions immediately adjacent the trench Sidewalls. The 
dopant Species implanted into the Source and drain regions 
are then annealed using, e.g., a rapid thermal anneal (“RTA) 
process Such that the dopant Species migrate laterally. The 
dopant Species do not diffuse far Since RTA only exposes the 
Species to a heat cycle for a short period of time. In this 
manner, LDD areas having relatively short lateral widths are 
formed beneath the edges of the trench. 

Thereafter, a dielectric spacer material is CVD deposited 
acroSS the topography and anisotropically etched to form 
dielectric Sidewall Spacers upon the upper portions of the 
opposed Sidewall Surfaces of the gate conductor. Anisotropic 
etch affords ion ablation of the dielectric spacer material 
more rapidly in a vertical direction than in a horizontal 
direction. AS Such, the Spacer material, the oxide layer 
residing upon the upper Surface of the gate conductor, and 
the pad oxide layer may be removed from horizontally 
oriented Surfaces while retaining the Spacer material later 
ally adjacent the Sidewall Surfaces of the gate conductor. The 
deposition of the Spacer material is relatively conformal 
upon the shorter upper portions of the Sidewall Surfaces of 
the gate conductor. AS Such, the deposition duration of the 
Spacer material may be reduced without risking a loSS of the 
uniformity of the Spacer thickness. Therefore, Sidewall Spac 
ers with smaller lateral thicknesses may be formed which 
adequately cover the opposed Sidewall Surfaces of the gate 
conductor. Low resistivity Salicide Structures may thus be 
formed upon the Source and drain regions and the upper 
Surface of the gate conductor without concerns that the 
Silicide might from a conductive path between the gate 
conductor and the Source and drain regions. That is, the 
dielectric spacers inhibit the formation of silicide laterally 
adjacent the Sidewall Surfaces of the gate conductor. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Other objects and advantages of the invention will 
become apparent upon reading the following detailed 
description and upon reference to the accompanying draw 
ings in which: 

FIG. 1 depicts a partial cross-sectional view of a Semi 
conductor topography according to an embodiment of the 
present invention, wherein a nitride layer and a pad oxide 
layer are formed acroSS a Silicon-based Substrate to create a 
masking layer, 

FIG. 2 depicts a partial cross-sectional view of the Semi 
conductor topography, wherein portions of the nitride layer, 
the oxide layer, and the Substrate are etched away to form a 
trench extending below the uppermost Surface of the 
Substrate, Subsequent to the Step in FIG. 1; 

FIG. 3 depicts a partial cross-sectional view of the semi 
conductor topography, wherein a gate dielectric is thermally 
grown upon the Silicon-based Surfaces bordering the trench, 
Subsequent to the step in FIG. 2; 

FIG. 4 depicts a partial cross-sectional view of the Semi 
conductor topography, wherein a Substantially conformal 
dielectric layer is deposited acroSS exposed Surfaces of the 
masking layer and the gate dielectric to form dielectric 
Sidewall spacers laterally adjacent the lateral boundaries of 
the masking layer, Subsequent to the Step in FIG. 3, 

FIG. 5 depicts a partial cross-sectional view of the semi 
conductor topography, wherein a gate conductor material is 
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deposited across the dielectric layer to a level Spaced above 
the upper Surface of the masking layer, Subsequent to the 
step in FIG. 4; 

FIG. 6 depicts a partial cross-sectional view of the Semi 
conductor topography, wherein the gate conductor material 
is removed down to a level approximately commensurate 
with the upper Surface of the masking layer, Subsequent to 
the step in FIG. 5; 

FIG. 7 depicts a partial cross-sectional view of the semi 
conductor topography, wherein the dielectric Sidewall Spac 
erS are Selectively etched to a level approximately coplanar 
with the uppermost Surface of the Substrate to expose the 
lateral boundaries of the masking layer and the upper 
portions of opposed Sidewall Surfaces of the gate conductor, 
Subsequent to the step in FIG. 6; 

FIG. 8 depicts a partial cross-sectional view of the semi 
conductor topography, wherein a lightly doped drain implant 
that is Self-aligned between the Sidewall Surfaces of the gate 
conductor and the lateral boundaries of the masking layer is 
forwarded into the substrate, Subsequent to the step in FIG. 
7; 

FIG. 9 depicts a partial cross-sectional view of the semi 
conductor topography, wherein a dielectric is thermally 
grown upon the opposed Sidewall Surfaces and the upper 
Surface of the gate conductor Such that dielectric Spacer 
Structures are placed between the masking layer and the gate 
conductor, Subsequent to the step in FIG.8; 

FIG. 10 depicts a partial cross-sectional view of the 
Semiconductor topography, wherein the nitride layer is 
removed from the pad oxide layer, Subsequent to the Step in 
FIG. 9; 

FIG. 11 depicts a partial cross-sectional view of the 
semiconductor topography, wherein a source/drain implant 
that is Self-aligned to the exposed lateral Surfaces of the 
Sidewall Structures is forwarded into the Substrate, Subse 
quent to the step in FIG. 10; 

FIG. 12 depicts a partial cross-sectional view of the 
Semiconductor topography, wherein the dielectric is etched 
from upon the upper Surface of the gate conductor and the 
pad oxide layer is etched from the Substrate Surface, Subse 
quent to the step in FIG. 11; 

FIG. 13 depicts a partial cross-sectional view of the 
Semiconductor topography, wherein a refractory metal is 
deposited acroSS the topological Surface and Subjected to a 
thermal cycle, Subsequent to the Step in FIG. 12; 

FIG. 14 depicts a partial cross-sectional view of the 
Semiconductor topography, wherein metal Silicide is formed 
upon the Source and drain regions and the upper Surface of 
the gate conductor as a result of the process shown in FIG. 
13; 

FIG. 15 depicts a partial cross-sectional view of a semi 
conductor topography according to another embodiment of 
the present invention, wherein a nitride layer and a pad oxide 
layer are formed acroSS a Silicon-based Substrate to create a 
masking layer, 

FIG. 16 depicts a partial cross-sectional view of the 
Semiconductor topography, wherein portions of the nitride 
layer, the oxide layer, and the Substrate are etched away to 
form a trench extending below the uppermost Surface of the 
substrate, Subsequent to the step in FIG. 15; 

FIG. 17 depicts a partial cross-sectional view of the 
Semiconductor topography, wherein a gate dielectric is ther 
mally grown upon the Silicon-based Surfaces bordering the 
trench, Subsequent to the step in FIG. 16; 

FIG. 18 depicts a partial cross-sectional view of the 
Semiconductor topography, wherein a gate conductor mate 
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rial is deposited acroSS eXposed Surfaces of the gate dielec 
tric and the masking layer to a level Spaced above the upper 
Surface of the masking layer, Subsequent to the Step in FIG. 
17; 

FIG. 19 depicts a partial cross-sectional view of the 
Semiconductor topography, wherein the gate conductor 
material is removed down to a level approximately com 
menSurate with the upper Surface of the masking layer, 
Subsequent to the step in FIG. 18; 

FIG. 20 depicts a partial cross-sectional view of the 
Semiconductor topography, wherein an oxide layer is ther 
mally grown upon the exposed upper Surface of the gate 
conductor, Subsequent to the step in FIG. 19, 

FIG. 21 depicts a partial cross-sectional view of the 
Semiconductor topography, wherein the nitride layer is 
removed from the pad oxide layer, Subsequent to the Step in 
FIG. 20; 

FIG. 22 depicts a partial cross-sectional view of the 
Semiconductor topography, wherein a Source/drain implant 
that is Self-aligned to the opposed Sidewall Surfaces of the 
gate conductor is forwarded into the Substrate, Subsequent to 
the step in FIG. 21; 

FIG. 23 depicts a partial cross-sectional view of the 
Semiconductor topography, wherein the Substrate is heated 
to cause lateral migration of the dopant species positioned 
within the source and drain regions, and thereby form LDD 
areas underneath the edges of the trench, Subsequent to the 
step in FIG.22; 

FIG. 24 depicts a partial cross-sectional view of the 
Semiconductor topography, wherein dielectric Sidewall 
Spacers are formed upon exposed upper portions of the 
opposed sidewall Surfaces of the gate conductor, the oxide 
layer is removed from the upper Surface of the gate 
conductor, and the pad oxide layer is removed from the 
substrate, Subsequent to the step in FIG. 23; 

FIG. 25 depicts a partial cross-sectional view of the 
Semiconductor topography, wherein a refractory metal is 
deposited acroSS the topological Surface and Subjected to a 
thermal cycle to initiate reaction between Silicon in the 
Substrate and the gate conductor with the metal, Subsequent 
to the step in FIG. 24; and 

FIG. 26 depicts a partial cross-sectional view of the 
Semiconductor topography, wherein metal Silicide is formed 
upon the Source and drain regions and the upper Surface of 
the gate conductor as a result of the process shown in FIG. 
25, and wherein the unreacted refractory metal is removed. 

While the invention is susceptible to various modifica 
tions and alternative forms, specific embodiments thereof 
are shown by way of example in the drawings and will 
herein be described in detail. It should be understood, 
however, that the drawings and detailed description thereto 
are not intended to limit the invention to the particular form 
disclosed, but on the contrary, the intention is to cover all 
modifications, equivalents and alternatives falling within the 
Spirit and Scope of the present invention as defined by the 
appended claims. 

DETAILED DESCRIPTION OF THE 
INVENTION 

FIGS. 1-14 illustrate a sequence of semiconductor fab 
rication Steps according to one embodiment of the present 
invention. Turning to FIG. 1, a partial croSS-Sectional view 
of a semiconductor Substrate 10 is depicted. Substrate 10 
preferably comprises Single crystalline Silicon which has 
been slightly doped with n-type or p-type impurities. 
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Although not shown, dielectric isolation regions (i.e., field 
regions) may be arranged spaced distances apart within 
Substrate 10 for dielectrically isolating ensuing active areas. 
In an alternate embodiment, p-type and n-type wells may be 
arranged within select regions of substrate 10 to allow for 
the formation of a CMOS integrated circuit which includes 
both NMOSFET and PMOSFET transistors. A pad oxide 
layer 12 is formed acroSS Semiconductor Substrate 10 using, 
e.g., LPCVD from a TEOS (tetraethyl orthosilicate) source. 
A nitride layer 14 is then LPCVD deposited across pad oxide 
layer 12 from, e.g., a Silane- and ammonia-bearing Source. 
Pad oxide layer 12 serves to reduce the inherent stresses 
which normally exist between nitride and silicon. Nitride 
layer 14 in combination with pad oxide layer 12 may serve 
as a masking layer during Subsequent ion processing StepS. 
As shown in FIG. 2, portions of nitride layer 14, pad oxide 

layer 12, and substrate 10 are then etched to form a trench 
16 within substrate 10. Lithography is used to pattern a 
photoresist mask acroSS nitride layer 14 exclusive of the 
region to be etched. The etch technique is preferably a dry, 
plasma etch in which the etch duration is Selected to termi 
nate after a pre-defined thickness of the Substrate has been 
removed. The depth of trench 16 relative to the horizontal 
uppermost surface of Substrate 10 may be, e.g., 0.1 to 0.5 
micron. Opposed sidewalls of trench 16 are aligned with 
opposed lateral boundaries of nitride layer 14. FIG. 3 
illustrates a gate dielectric 20 being formed upon the Silicon 
based Surfaces arranged about the perimeter of trench 16. 
Those Silicon-based Surfaces may be oxidized by Subjecting 
substrate 10 to thermal radiation 18 and an oxygen-bearing 
ambient. While gate dielectric 20 is preferably a thermally 
grown oxide, it may also be other dielectric materials. For 
example, high frequency operation of the ensuing transistor 
may be achieved if gate dielectric 20 comprises a dielectric 
having a dielectric constant greater than that of oxide, e.g., 
nitride. Nitride layer 14 substantially inhibits ambient oxy 
gen from penetrating to and oxidizing underlying regions of 
substrate 10. As such, nitride layer 14 may be substituted 
with any material which can act as an oxygen barrier. 

FIG. 4 depicts the deposition of a dielectric layer 22 
across nitride layer 14 and gate dielectric 20. Dielectric layer 
22 may, e.g., be LPCVD deposited from a TEOS source. 
Dielectric layer 22 is not limited to TEOS and may also be 
other dielectrics which are substantially dissimilar to nitride 
layer 14. The resulting dielectric layer 22 has a substantially 
uniform thickness of, e.g., 0.03 to 0.05 micron. As shown in 
FIG. 5, a gate conductor material 24 is then deposited acroSS 
dielectric layer 22 to a level Spaced above the upper Surface 
of nitride layer 14. Gate conductor material 24 is preferably 
composed of polysilicon and thus may be PECVD deposited 
from, e.g., a Silane Source. The polysilicon may be rendered 
conductive by implanting impurities into the polysilicon 
during later processing Steps. Thereafter, the upper Surface 
of gate conductor material 24 is removed to a level approxi 
mately commensurate with the upper Surface of masking 
layer 14, as depicted in FIG. 6. Also, dielectric layer 22 is 
removed from the upper Surface of masking layer 14. The 
removal of those portions of gate conductor material 24 and 
dielectric 22 may be accomplished using CMP or sacrificial 
etchback Such that the Overall Surface of the topography is 
Substantially planarized. In this manner, a gate conductor 26 
which is partially recessed below the uppermost Surface of 
substrate 10 is formed between a pair of opposed sidewall 
Surfaces. Those portions of dielectric layer 22 extending 
laterally between the opposed lateral boundaries of nitride 
layer 14 and the opposed Sidewall Surfaces of gate conductor 
26 form Sidewall spacers adjacent the upper portion of gate 
conductor 26. 
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10 
Turning to FIG. 7, dielectric layer 22 is selectively etched 

to a level approximately coplanar with the uppermost Sur 
face of Substrate 10. A plasma etch or a wet etch chemistry 
which exhibits a high selectivity for the dielectric layer 
material relative to the gate conductor material and to nitride 
may be employed to remove dielectric layer 22. A pair of 
openings 27 are thereby formed between nitride layer 14 and 
gate conductor 26 Such that the lateral boundaries of nitride 
layer 14 and the opposed Sidewall Surfaces of gate conductor 
26 are exposed. As shown in FIG. 8, an LDD implant is 
performed at a relatively low dose to implant dopant Species 
opposite in type to those within substrate 10 into LDD areas 
28. The LDD implant is self-aligned between the lateral 
boundaries of nitride layer 14 and the opposed sidewall 
Surfaces of gate conductor 26. The implant energy is Suffi 
ciently large to drive the dopant species to LDD areas 28 
underneath the base of the trench formed within Substrate 
10. However, the implant energy is not great enough to drive 
the dopant species entirely through nitride layer 14 and gate 
conductor 26 to underlying regions of Substrate 10. AS Such, 
each LDD area 28 is self-aligned with, and has substantially 
the same lateral width as, the opening 27 positioned directly 
above that LDD area, and hence as the thickness of confor 
mal dielectric layer 22. 
As shown in FIG. 9, an oxide layer 32 is then thermally 

grown upon the upper Surface and the opposed Sidewall 
surfaces of gate conductor 26. Oxide layer 32 may be 
formed by Subjecting gate conductor 26 which is composed 
of polysilicon to thermal radiation 30 while in an oxygen 
bearing ambient. Thermal radiation 30 may be provided 
from either an annealing furnace or an RTA chamber. An 
RTA anneal is preferred since its duration is relatively short, 
and results in little lateral migration of LDD areas 28. Oxide 
layer 32 is thermally grown for the duration required to fill 
openings 27. Therefore, oxide layer 32 forms oxide Spacer 
Structures interposed laterally between the opposed lateral 
boundaries of nitride layer 14 and upper portions of the 
opposed Sidewall Surfaces of gate conductor 26. Oxide layer 
32 may be, e.g., about 0.03 to 0.05 micron thick. FIG. 10 
illustrates the removal of nitride layer 14 from pad oxide 
layer 12. Nitride layer 14 may be etched using a plasma etch 
or a wet etch chemistry. 

Turning to FIG. 11, source/drain dopants may then be 
implanted at a relatively high dose and energy into regions 
of Substrate 10 not masked by oxide layer 32 and gate 
conductor 26 to form source and drain regions 30 laterally 
adjacent the Sidewalls of the trench in which gate conductor 
26 partially resides. If a PMOS integrated circuit is being 
fabricated, p-type dopant Species are implanted, and if an 
NMOS integrated circuit is being formed, n-type dopant 
Species are implanted. Some commonly used n-type species 
are arsenic or phosphorus, and Some commonly used p-type 
species are boron or boron difluoride. Oxide layer 12 may 
Serve to distribute the dopant species passing therethrough to 
Substrate 10. The resulting transistor comprising Source and 
drain regions 30 and gate conductor 26 includes a channel 
within Substrate 10 between LDD areas 28. The effective 
depth of source and drain regions 30 is relatively shallow as 
opposed to the actual depth of the Source and drain regions. 
FIG. 12 illustrates the removal of oxide layer 32 from the 
upper Surface of gate conductor 26 and pad oxide layer 12 
from the upper Surface of Substrate 10 using an anisotropic 
etch Step. Oxide layer 32 is thus only retained upon the upper 
portions of the opposed Sidewall Surfaces of gate conductor 
26. A post-implant anneal may be performed to activate and 
position the as-implanted impurities. 

FIGS. 13-14 illustrate the formation of silicide structures 
38 (e.g., TiSi or CoSi) upon the upper Surfaces of gate 
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conductor 26 and Source and drain regions 30. AS shown in 
FIG. 13, a refractory metal 34, e.g., titanium or cobalt, is 
deposited across the Semiconductor topography using either 
Sputter deposition from a metal target or metal organic 
chemical vapor deposition (“MOCVD") from a gas com 
prising a metal organic-containing compound. Dielectric 
Structures 32 are Strategically placed laterally adjacent the 
Sidewall Surfaces of gate conductor 26 to inhibit refractory 
metal 34 form contacting the gate conductor. Metal 34 is 
then exposed to a form of radiation 36 provided by either an 
annealing furnace or an RTA chamber. As a result of being 
Subjected to a heat cycle, metal 34 reacts with underlying 
silicon of Substrate 10 and polysilicon gate conductor 26 to 
form metal silicide structures 38. Unreacted portions of 
refractory metal 34 are then removed using an etch tech 
nique which is highly Selective to the metal, as shown in 
FIG. 14. 

FIGS. 15-26 illustrate a sequence of semiconductor fab 
rication Steps according to one embodiment of the present 
invention. Turning to FIG. 15, a partial cross-sectional view 
of a semiconductor Substrate 50 is depicted. Substrate 50 
preferably comprises Single crystalline Silicon which has 
been slightly doped with n-type or p-type impurities. A pad 
oxide layer 52 is formed across semiconductor substrate 50 
using, e.g., LPCVD from a TEOS Source. A nitride layer 54 
is then CVD deposited acroSS pad oxide layer 12 from, e.g., 
a Silane- and ammonia-bearing Source. Pad oxide layer 52 
Serves to reduce the inherent Stresses which normally exist 
between nitride and silicon. Nitride layer 54 in combination 
with pad oxide layer 52 functions as a masking layer during 
a Subsequent ion implantation Step. 
As shown in FIG. 16, portions of nitride layer 54, pad 

oxide layer 52, and substrate 50 are then etched to form a 
trench 56 within substrate 50. Lithography is used to pattern 
a photoresist mask acroSS nitride layer 54 exclusive of the 
region to be etched. The etch technique is preferably a dry, 
plasma etch in which the etch duration is Selected to termi 
nate after a pre-defined thickness of the Substrate has been 
removed. The depth of trench 56 relative to the horizontal 
uppermost surface of Substrate 50 may be, e.g., 0.1 to 0.5 
micron. Opposed sidewalls of trench 56 are aligned with 
opposed lateral boundaries of nitride layer 54. FIG. 17 
illustrates a gate dielectric 60 being formed upon the Silicon 
based. Surfaces arranged at the periphery of trench 56. Those 
Silicon-based Surfaces may be oxidized by Subjecting Sub 
strate 60 to thermal radiation 58 while placing substrate 50 
in an oxygen-bearing ambient. While gate dielectric 60 is 
preferably a thermally grown oxide, it may also be other 
dielectric materials. Nitride layer 54 substantially inhibits 
ambient oxygen from penetrating to and oxidizing underly 
ing regions of substrate 10. As such, nitride layer 54 may be 
Substituted with any material which can inhibit oxygen from 
passing to the underlying Substrate Surface. 

Turning to FIG. 18, a gate conductor material 62 is then 
deposited to a level Spaced above the upper Surface of nitride 
layer 54. Thereafter, as shown in FIG. 19, gate conductor 
material 62 may be subjected to CMP or sacrificial etchback 
to make the upper Surface of gate conductor material 62 
Substantially coplanar with the upper Surface of nitride layer 
54. As a result of this process Step, a gate conductor 64 is 
formed between the opposed lateral boundaries of nitride 
layer 54 and partially recessed below the uppermost Surface 
of substrate 50. FIG. 20 depicts the formation of an oxide 
layer 66 acroSS the exposed upper Surface of gate conductor 
64. Oxide layer 66 may be thermally grown upon the gate 
conductor Surface by exposing gate conductor 64 to thermal 
radiation 65 while Submersing the gate conductor in an 
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12 
oxygen-bearing ambient. AS shown in FIG. 21, nitride layer 
54 may then be removed from pad oxide layer 52 using a 
plasma etch or a wet etch chemistry, thereby exposing the 
opposed Sidewall Surfaces of gate conductor 64. 

FIG. 22 illustrates a source/drain implant which is self 
aligned to the opposed Sidewall Surfaces of gate conductor 
64 being forwarded into substrate 50. In this manner, source 
and drain regions 68 having a relatively high concentration 
of dopant are formed which extend from above the base of 
gate conductor 64 to below the base of gate conductor 64. 
Source and drain regions 68 have a relatively shallow 
effective depth interposed between a channel region of 
substrate 50 underneath the trench in which gate conductor 
64 is partially formed. A post-implant anneal may be per 
formed to activate and position the as-implanted impurities. 
As shown in FIG. 23, Substrate 50 may then be heated using, 
e.g., an RTA anneal, to cause the lateral migration of dopant 
Species therein. As a result of the anneal Step, LDD areas 72 
are formed beneath gate dielectric 60 laterally adjacent 
Source and drain regions 68. Since an RTA anneal lasts for 
a relatively short period of time, the dopant Species do not 
migrate far. As such, the lateral width of each LDD area 72 
may be reduced to lower the resistance to current flow 
between the Source and drain. 

FIG. 24 depicts the formation of dielectric sidewall spac 
erS 76 upon upper portions of the opposed Sidewall Surfaces 
of gate conductor 64. Sidewall spacers 76 are formed by 
depositing a dielectric across the Semiconductor topography, 
followed by anisotropically etching the dielectric. The depo 
Sition time of the dielectric may be reduced without being 
concerned that the dielectric deposited acroSS the upper 
portions of the opposed Sidewall Surfaces of gate conductor 
64 will be non-conformal since those upper portions are 
relatively short in height. The duration of the anisotropic 
etch is preferably chosen to terminate after a portion 74 of 
the Spacer dielectric, oxide layer 66, and pad oxide layer 52 
have been removed from underlying Surfaces. The Spacer 
dielectric retained upon the opposed Sidewall Surfaces of 
gate conductor 64 form Sidewall Spacers 76 having a lateral 
thickness of approximately 0.03 to 0.05 micron. Spacers 76 
may, e.g., comprises oxide, nitride, or Silicon oxynitride. 

FIGS. 25-26 illustrate the formation of silicide structures 
82 (e.g., TiSi or CoSi) upon the upper Surfaces of gate 
conductor 64 and Source and drain regions 68. AS shown in 
FIG. 25, a refractory metal 78, e.g., titanium or cobalt, is 
deposited across the Semiconductor topography using either 
sputter deposition from a metal target or MOCVD deposi 
tion from a gas comprising a metal organic-containing 
compound. Dielectric Sidewall Spacers 76 are Strategically 
placed laterally adjacent the Sidewall Surfaces of gate con 
ductor 64 to inhibit refractory metal 78 form contacting the 
gate conductor. Metal 78 is then exposed to a form of 
radiation 80 Supplied from either an annealing furnace or an 
RTA chamber. As a result of being Subjected to a heat cycle, 
metal 78 reacts with underlying silicon of substrate 50 and 
polysilicon gate conductor 64 to form metal Silicide Struc 
tures 82. As shown in FIG. 26, unreacted portions of 
refractory metal 78 are then removed using an etch tech 
nique which is highly Selective to the metal. 

It will be appreciated to those skilled in the art having the 
benefit of this disclosure that this invention is believed to 
provide a method for forming relatively thin Sidewall Spac 
erS eXtending laterally from upper portions of opposed 
Sidewall Surfaces of a transistor gate conductor which 
resides partially within a trench of a Semiconductor Sub 
strate. Further modifications and alternative embodiments of 
various aspects of the invention will be apparent to those 
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skilled in the art in view of this description. It is intended 
that the following claims be interpreted to embrace all Such 
modifications and changes and, accordingly, the Specifica 
tion and drawings are to be regarded in an illustrative rather 
than a restrictive Sense. 
What is claimed is: 
1. A method for forming an integrated circuit, comprising: 
forming a gate dielectric upon Sidewalls and a base of a 

trench formed within a Semiconductor Substrate, 
wherein a masking layer is formed upon an upper 
Surface of the Substrate exterior to the trench; 

depositing a dielectric layer acroSS the masking layer and 
the gate dielectric Such that dielectric Sidewall spacers 
are formed upon opposed lateral boundaries of the 
masking layer; and 

forming a gate conductor upon the dielectric layer inter 
posed between the dielectric Sidewall spacers. 

2. The method of claim 1, further comprising selectively 
etching the dielectric Sidewall Spacers to a level approxi 
mately commensurate with the upper Surface of the 
Substrate, thereby at least partially exposing the opposed 
lateral boundaries of the masking layer and opposed side 
wall Surfaces of the gate conductor. 

3. The method of claim 2, further comprising implanting 
a first dopant distribution into the Substrate between the 
opposed lateral boundaries of the masking layer and the 
opposed Sidewall Surfaces of the gate conductor, thereby 
forming a pair of LDD areas a lateral Spaced distance apart 
underneath the base of the trench. 

4. The method of claim 3, wherein the gate conductor 
comprises polysilicon, and further comprising thermally 
growing a Silicon dioxide layer upon an uppermost Surface 
of the gate conductor and exposed portions of the opposed 
Sidewall Surfaces of the gate conductor, thereby forming 
oxide spacer Structures interposed between the opposed 
lateral boundaries of the masking layer and the opposed 
Sidewall Surfaces of the gate conductor. 

5. The method of claim 4, wherein said thermally growing 
a Silicon dioxide layer comprises rapid thermal annealing the 
gate conductor while exposing the gate conductor to an 
oxygen-bearing ambient. 

6. The method of claim 4, further comprising: 
removing the masking layer, thereby exposing lateral 

Surfaces of the oxide Spacer Structures, and 
implanting a Second dopant distribution into the Substrate 

Self-aligned to the exposed lateral Surfaces of the oxide 
Spacer Structures, thereby forming a pair of Source/ 
drain regions within the Substrate laterally adjacent the 
LDD areas. 

7. The method of claim 6, further comprising: 
anisotropically etching the Silicon dioxide layer from an 
uppermost Surface of the gate conductor concurrent 
with etching a lower portion of the masking layer from 
the upper Surface of the Substrate; and 

forming Silicide Structures upon the uppermost Surface of 
the gate conductor and the pair of Source/drain regions. 

8. The method of claim 7, wherein the masking layer 
comprises Silicon nitride, and wherein a layer of Silicon 
dioxide is interposed between the masking layer and the 
upper Surface of the Substrate. 

9. The method of claim 8, wherein the semiconductor 
Substrate comprises Single crystalline Silicon. 

10. The method of claim 9, wherein said forming a gate 
dielectric comprises thermally growing Silicon dioxide upon 
the sidewalls and the base of the trench, wherein the 
masking layer Substantially inhibits the Silicon dioxide from 
growing upon the upper Surface of the Substrate underneath 
the masking layer. 

11. The method of claim 1, wherein Said forming a gate 
conductor comprises: 
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14 
depositing polysilicon across the masking layer and the 

dielectric layer to a level Spaced above the masking 
layer; and 

chemical-mechanical polishing the polysilicon and the 
dielectric layer to a level approximately commensurate 
with a top Surface of the masking layer. 

12. A method for forming an integrated circuit, compris 
ing: 

forming a gate dielectric upon opposed Sidewalls and a 
base of a trench formed within a Semiconductor 
Substrate, wherein a masking layer is formed upon an 
upper Surface of the Substrate exterior to the trench; 

forming a gate conductor upon the gate dielectric inter 
posed between opposed lateral boundaries of the mask 
ing layer; 

thermally growing a Silicon dioxide layer across an upper 
most Surface of the gate conductor; 

removing the masking layer to expose upper portions of 
opposed Sidewall Surfaces of the gate conductor; 

implanting a dopant distribution which is Self-aligned to 
the opposed Sidewall Surfaces of the gate conductor 
into the Substrate to form a pair of Source/drain regions 
laterally adjacent the opposed Sidewalls of the trench 
Subsequent to Said removing the masking layer; 

rapid thermal annealing the Substrate to cause the dopant 
distribution to migrate laterally underneath the trench, 
thereby forming a pair of lightly doped drain areas 
within the Substrate laterally adjacent the Source/drain 
regions prior to Said forming dielectric Sidewall Spac 
ers, and 

forming dielectric Sidewall spacers extending laterally 
from the upper portions of the opposed Sidewall Sur 
faces of the gate conductor. 

13. The method of claim 12, wherein the masking layer 
comprises Silicon nitride, and wherein a pad oxide layer is 
formed between the Substrate and the masking layer. 

14. The method of claim 13, further comprising forming 
Silicide Structures upon the uppermost Surface of the gate 
conductor and the Source/drain regions Subsequent to Said 
forming dielectric Sidewall spacers. 

15. The method of claim 12, wherein the Substrate com 
prises Single crystalline Silicon, and wherein Said forming a 
gate dielectric comprises thermally growing Silicon dioxide 
upon the opposed Sidewalls and the base of the trench. 

16. The method of claim 12, wherein Said forming a gate 
conductor comprises: 

depositing polysilicon across the masking layer and the 
gate dielectric to a level Spaced above the masking 
layer; and 

chemical-mechanical polishing the polysilicon to a level 
approximately commenSurate with a top Surface of the 
masking layer. 

17. The method of claim 13, wherein said forming dielec 
tric Sidewall Spacers comprises: 

chemically-vapor depositing a dielectric layer acroSS the 
pad oxide layer, the upper portions of the opposed 
Sidewall Surfaces of the gate conductor, and the Silicon 
dioxide layer; and 

anisotropically etching the dielectric layer from the pad 
Oxide layer and the Silicon dioxide layer. 

18. The method of claim 17, further comprising etching 
the pad oxide layer from the Substrate and the Silicon dioxide 
layer from the uppermost Surface of the gate conductor 
concurrent with Said anisotropically etching the dielectric 
layer. 


