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The present invention relates to cabinet ironing 
boards and more particularly to the means for 
mounting a metal ironing board which may be 
electrically heated, or other ironing board, in a 
wall cabinet. Heretofore wall or cabinet boards 
have usually been pivotally mounted in cabinets 
to be SWung down into position although in sonne 
instances the inner end of the board is slidably 
mounted so as to move downwardly as the board 
end is moved up into its closed position in the 
cabinet. 
In the present construction, means have been 

provided to position the board away from the 
wall or cabinet when in use so as to give the 
operator or ironer room in which to work with 
out either being too close to the Wall to work 
easily or losing the real use of a portion of the 
board in order to stand away from the wall. 
At the same time provision is made for swing 

ing the board into its closed position and to SO 
position the board as to use as limited a length 
of space as possible, without the necessity of 
using slideways or the like. 
In addition, the present mounting provides 

Simple and effective means for disengagement of 
the electrical supply by the mere moving of the 
board to its closed position, thus preventing the 
board from being folded into its out of use posi 
tion. With the current turned On. 
To the accomplishment of the foregoing and 

related ends, said invention, then, consists of the 
means hereinafter fully described and particu 
larly pointed out in the claims; the annexed 
drawing and the following description setting 
forth in detail certain means and One mode of 
carrying out the invention, such disclosed means 
and mode illustrating, however, but one of war 
ious ways in which the principle of the invention 
may be used. 
In Said annexed drawing: 
Fig. 1 is a front elevational view of the board 

in its closed position in a cabinet; 
Fig. 2 is a Side elevational view of the board, 

with the cabinet in section, in its open position 
and with its half open position shown in dotted 
lines; 

Fig. 3 is a top pian view of the board and mount 
in the open position of the board taken on the 
line 3-3 of Fig. 2; 

Fig. 4 is a sectional view on line 4-4 of Fig. 1 
showing the means for holding the board in the 
cabinet; and 

Fig. 5 is a sectional view on line 5-5 of Fig. 3. 
As illustrated, I have shown an ironing board 
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heating elements (not shown) which, however, 
are connected through an outlet box in the 
bottom of the board, by the usual insulated cord 
A3 and plug 4 to a double convenience outlet 5 
mounted in the cabinet 45 or on the Wall adja 
cent thereto. 
The cabinet is shown as being made of metal of 

the usual type with the door or closure not shown. 
The mounting for the board consists of a pair of 
arms 6 pivotally mounted on a rod 7 carried 
in ears or bracket 8 on the underside of the 
board. As shown, these arms have offset portions 
9 at the rear end of the board so as to raise them 

to the level of the top surface of the board, and 
a COVer plate or platform 2 is secured to the 
arms from the rear end of the board to their 
inner or cabinet ends. Mounted on the under 
Side of this platform is a manually operated latch 
2 which engages in a suitable opening in the 
rear flange 22 of the board to hold the board in 
its extended or ironing position, as best shown 
in Fig. 5. 
The inner ends of the arms f6 are mounted 

On a croSS rod 25 horizontally mounted in the 
; cabinet by means of the nuts 26 and washers 2 
as shown in Fig. 3, there being suitable holes 28 
in the Side Walls 29 of the cabinet to receive the 
ends of the rod 25. 
The platform 20 ties the arms together and fur 

nishes a handy uncovered metal support for the 
iron When it is not in actual use. 
To support the forward end of the board, I 

have shown a U-shaped rod 30 pivotally mount 
ed in a bracket 3 attached to the underside of 
the board, the free ends 32 of the U being bent 
at right angles to the rods and being mounted in 
Suitable bearing washers 33 mounted on the side 
Walls of the cabinet adjacent the bottom thereof. 
Such free turned ends may, of course, be left 
unattached and may bear in the angle between 
the bottom and back wall of the cabinet if de 
sired. 
In moving the board from its open or working 

position to its closed or cabinet position, the catch 
2 is released and the rear end of the board 
moved upwardly to the position shown in dotted 
lines in Fig. 2, the board pivoting with the arms 
to its upright or vertical position in the cabinet, 
Where it is Secured in place by means of Spring 
clips 35 mounted on the cabinet which engage 
With Suitable complementary angles 36 mounted 
on the bottom of the board as shown in Fig. 4. 
As illustrated, I have shown the COn Venience 

"outlet' 5 mounted in the wall of the cabinet 
f0, preferably of the all metal type, provided with 55 and so placed with respect to the board that 3. 
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short cord 3 and plug 4 connects the two in 
the open position of the board. The outlet is so 
positioned that pivotal movement of the board 
draws the plug out of the outlet box during the 
early movement, thus preventing the board from 
being folded into the cabinet while electrically 
connected. The cord and plug are of such length 
as to completely prevent its being plugged in 
when the board is in its closed position. 
In the present construction, I have provided a 

Simple and inexpensive mounting for cabinet 
ironing boards Which allows the board to be 
moved into its ironing position quickly and easily 
and which forms a satisfactory rigid support. In 
addition, this mounting uses a minimum space 
in the cabinet, thus allowing the cabinet to be of 
reasonable height and at the same time moves 
the board away from the cabinet or Wall during 
its use So as to allow full use of the entire board 
length. In addition the present mounting pro 
vides an easy and effective means for preventing 
the board from being connected to a source of 
electrical Supply When not in use but allows for 
easy connection when desired. 
The length of the supporting means may be 

easily figured so as to provide a horizontal Sup 
port for the board while in use, with any pre 
determined distance from the rear of the board 
to the top horizontal supporting rod in the cabi 
net. Preferably the rear end of the board will be 
moved about nine inches from the cabinet Sup 
port 25 and the board will be mounted approxi 
mately 30 inches from the floor. 
This mounting is particularly advantageous for 

use with replacement units, for mounting in cabi 
nets already in place in the home, as the board, 
arms and mounting units may be shipped com 
plete. To mount in the cabinet it is then only 
necessary to provide the necessary holes for the 
mounting of the upper support rod 25 and to at 
tach the washers to the cabinet Walls at the cor 
rect position. 
Other modes of applying the principle of my 

invention may be employed instead of the One 
explained, change being made as regards the 
means herein disclosed, provided those stated by 
any of the following claims or their equivalent 
be employed. 
I therefore particularly point out and distinctly 

claim as my invention: 
1. In a cabinet ironing board, the Combination 

of a wall cabinet, an ironing board, means for 
pivotally mounting said board in said cabinet, 
said means consisting Of tWO pairs of support 
members pivotally attached to Said board and the 
Wall of said cabinet at spaced points and adapted 
to Support said board vertically in said cabinet 
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and horizontally outside of and spaced from said 
cabinet, one pair of support members having an 
offset portion to the rear of said board when said 
board is in the horizontal position, a platform 
mounted on said arms to the rear of Said offset 
portion to form a substantially level iron plat 
form. With Said board in Said position, and means 
carried by said platform and adapted to engage 
with said board to lock the same together in their 
horizontal position. 

2. In a cabinet ironing board, the combination 
of a wall cabinet, an ironing board, means for 
pivotally mounting said board in said cabinet and 
adapted to support said board vertically within 
Said cabinet and horizOntally Outside of and 
Spaced from said cabinet, said means consisting 
of a horizontal rod mounted in said cabinet at 
Substantially the height of said board in horizon 
tal position, a pair of Supporting arms pivotally 
mounted. On Said rod and pivotally attached to 
the underside of Said board, a Second supporting 
member pivotally attached to the underside of 
said board forward of said arms mounting, and 
pivotally mounted in said cabinet adjacent the 
bottom thereof, a platform mounted on said arms 
to the rear of said board in its horizontal posi 
tion and a latch member operatively interposed 
between the board and platform to lock the board 
and platform in horizontal position. 

3. In a cabinet ironing board construction, the 
Combination of a Wall cabinet, an electrically 
heated metal ironing board, having an electric 
cord and plug in, extending from the underside 
of said board, a convenience outlet in said cabinet, 
means for pivotally mounting said board in said 
cabinet and adapted to support said board verti 
cally within said cabinet with its rear end at the 
top, and to support said board in a horizontal 
position outside of and Spaced from said cabinet, 
said means consisting of a short pair of support 
ing arms pivotally mounted in said cabinet and 
to the underside of said board, and a second Sup 
port member pivotally attached to said board for 
Ward of said arms pivot and to said cabinet adja 
cent the bottom thereof, a platform carried by 
said arms and manually operated latch means 
mounted on said platform for engagement with 
said board to lock the same in horizontal position, 
Said cord emerging from the board at a point 
spaced from the outlet a distance which is less 
than the length of the cord when the board is in 
horizontal operative position and more than said 
cord length when said board is folded to vertical 
position, whereby the plug is Withdrawn from the 
outlet when the board is folded to vertical posi 
tion to render the heating means inoperative. 

THOMAS H. F.AY. 


