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ABSTRACT OF THE DISCLOSURE 
A portable holder for golf clubs including a frame mem 

ber having a carrying handle with a front limb depending 
from one end of the carrying handle and a rear limb de 
pending from the other end of the carrying handle, a 
plurality of supports on the front limb for receiving club 
shafts, a battery of tubular members on the rear limb for 
receiving club handles, each of the tubular members being 
axially aligned with a corresponding one of the supports, 
and the axes of the individual tubular members of the 
battery being splayed apart so as to diverge from their 
ends remote from the supports to their ends facing the 
Supports. 

Specification 
The present invention relates to a portable holder for 

golf clubs. 
According to the invention a portable holder for golf 

clubs comprises a frame member having a carrying por 
tion, a first limb having a plurality of supports for 
receiving club shafts and a second limb carrying a battery 
of tubular members for receiving and locating the grip 
ends of the clubs, the tubular members being disposed in 
axial alignment with the supports and being splayed apart 
so as to diverge from their ends remote from the supports 
to their ends facing the supports. , 
The holder locates golf clubs in the most confined 

spatial arrangement, yet in such a manner that the heads 
of the clubs cannot damage each other by mutual contact. 
The numbers on the club heads can easily be read, since 
the numbers are displayed upwardly. The removal of a 
club is also facilitated, and is possible without disturbing 
adjacent clubs in the holder. The club grips are protected 
in the tubular members from dirt and moisture; their axial 
positioning in the tubular members is permanent. Rain 
water can drain off through apertures provided in the 
tubular members. The holder is such that it can stand 
securely on a slope. 

Preferably the limbs are of rectangular cross-section, 
with the larger flat sides of the second limb disposed 
parallel to the carrying portion and the longer flat sides 
of the first limb disposed at right angles thereto. Thus, any 
two golf clubs lying adjacently at the same level have their 
heads sufficiently widely separated to prevent their mutual 
contact, especially since the position of the club grips in 
the tubes substantially prevents a rotary movement. 

Preferably the ratio of the distances of the first and 
second limbs from the centre of gravity of the holder is 
such that, when the holder is carried from the carrying 
portion, the bottom support and bottom tubular mem 
ber lie substantially in the same horizontal plane. Thus, 
considerable ground clearance is obtained. The frame is 
provided with a pair of spiked front feet or legs and a 
shorter rear spiked foot or leg. The front feet are inclined 
towards the rear of the holder and can easily brush or 
glide over obstacles. In use the spikes on the feet come 
to lie slightly behind the legs of the person carrying the 
stand. 

Preferably, front legs of the frame are detachable and 
formed as a fork. Alternatively the frame is provided with 
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a detachable front axle carrying detachable wheels. A 
handshaft is connectable to the carrying portion. The 
holder can readily be dismantled so that it, together with 
golf clothing and shoes, may be accommodated in a suit 
case so facilitating carriage when travelling to a golf 
COSC. 

Preferably an accessory container is attached to the 
battery of tubular members. The container is provided 
with a detachable lid carrying an indicator disc on the 
outside thereof. 
The invention will be described further, by way of 

example, with reference to the accompanying drawings 
in which: 

FIG. 1 shows a golf club holder in an upright position, 
FIG. 2 is a plan view, of an adjacent pair of clubs at 

one level in the holder; 
FIG. 3 shows the holder, in a carrying position; 
FIG. 4 is a modification of the holder illustrated in 

FIG. 1; 
FIG. 5 shows an open accessory container; 
FIG. 6 shows a lid for the container; and 
FIG. 7 shows a dismantled holder arranged in a suit 

CaSC. 

A golf club holder comprises a substantially U-shaped 
frame member 1. One limb 2 of the frame is provided 
with brackets or clips 3 on each side thereof for receiving 
club shafts 4. 
The other limb 5 carries a battery of tubular members 

6 for accommodating and axially positioning the club 
grips 7. The rear ends of the tubular members 6 are 

, closely spaced together, for which purpose the flat longer 
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sides of the rectangular profile of limb 5 extend parallel 
to the handle portion of the frame 1. The tubes diverge 
from their rear ends to the ends facing the limb 2 and are 
aligned with the support clips 3 on the limb 2. The flat 
longer sides of the rectangular cross-section limb 2 are 
at right angles to the flat longer sides of the limb 5. Thus, 
the club shafts 4 are splayed apart in the holder, as may 
be seen from FIGS. 1 and 2; and this together with the 
fact that the shafts are fixed axially in the tubular members 
6 and prevented from rotation by the grips ensures that the 
club heads do not strike against one another when carried. 
The tubular members 6 are the same length as the club 
grips 7 to protect the grips. The tubular members 6 have 
apertures for draining off rainwater. A catch for an 
umbrella 10 is attached beneath the tubular members. 
The frame is provided with a rear spiked leg 8 and a 
pair of forward spiked legs 9. The rear leg 8 is shorter 
than the legs 9, the latter being in the form of a fork 
releasably attached to the lower end of the limb 2. This 
three-point support provides stability on all terrains. The 
numbers on the club heads are displayed at the top and are 
thus easily identifiable since the angle of inclination of the 
holder to the ground is about 30. The frame is provided 
with a handgrip 11. When the holder is carried from the 
handgrip 11, it is balanced so that the bottom most clip 3 
and the bottom tubular member 6 are in substantially the 
same horizontal plane (as shown in FIG. 3) since the ratio 
of the distances of the front and rear limbs 2 and 5 from 
the centre of gravity of the holder is appropriately selected. 
Thus, considerable ground clearance is provided. Further, 
the front pair of legs 9 is inclined slightly towards the rear 
of the holder (as may be seen in FIG. 3), so that it 
easily brushes or glides over obstacles. 
The front pair of legs 9 are releasable and can be re 

placed by an axle 12 carrying wheels 13. The axle is 
mounted on the lower end of the front limb 2, as shown 
in FIG. 4 in the same manner as legs 9. A hand-shaft 14 
may be attached to the frame 1 by a clamp 15, so that 
the holder can be pulled along. 
A container 16 for golf balls, gloves and the like 
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accessories, is attached to the top of the battery of tubular 
members 6. The container has a detachable lid 7 which 
is provided on its upper surface with an indicator disc 18, 
wherein a window of the manually rotatable disc is dis 
placeable over a dial located thereunder. If the disc is 
rotated by one number after each stroke, this gives a visual 
record of the play. A match card and a pencil are clipped 
to the inside of the lid 17. Being detachable, the lid 
provides a suitable writing support. 
The wheels 13 are detachably mounted on the axle so 

that the holder can be readily dismantled and accom 
modated in a suitcase of moderate size, as shown in FIG. 7. 
The lower ends of the two limbs 2 and 5 are connected 

together by a bar or rod, as may be seen from FIGS. 
1 and 4. 

I claim: 
1. A portable holder for golf clubs comprising a frame 

member having a carrying portion, a first limb having a 
plurality of supports for receiving club shafts and a 
second limb carrying a battery of tubular members for 
receiving and locating the grip ends of the clubs, the 
supports being mounted on opposite sides of the first limb 
and the tubular members being mounted on opposite 
sides of the second limb, each of the tubular members 
being disposed in axial alignment with a corresponding 
one of the supports and the axes of the individual tubular 
members of the battery being splayed apart so as to 
diverge from their ends remote from the Supports to their 
ends facing the supports. 

2. A portable holder as claimed in claim i, in which 
the limbs are of rectangular cross-section, with the longer 
flat sides of the second limb disposed parallel to the 
carrying portion of the frame, and the longer flat sides of 
the first limb disposed at right angles thereto. 
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4. 
3. A portable holder as claimed in claim in which 

the ratio of the distances of the first and second limbs 
from the centre of gravity of the holder is such that, when 
the holder is carried from the carrying portion, the bottom 
Support and the bottom tubular member lie in substantially 
the same horizontal plane. 

4. A portable holder as claimed in claim 1 in which the 
frame is provided with a pair of front spiked legs or feet, 
and a rear spiked leg or foot, the rear leg or foot being 
shorter than the front legs or feet. 

5. A portable holder as claimed in claim 4 in which 
front pair of legs are detachable and in the form of a 

OK 

6. A portable holder as claimed in claim 1 in which the 
frame is provided with a rear spiked leg or foot and a 
detachable front axle carrying a pair of detachable wheels. 

7. A portable holder as claimed in claim 1 having a 
hand-shaft attachable to the carrying portion of the frame 
member. 

8. A portable holder as claimed in claim 1 including an 
accessory container attached to the battery of tubular 
members, the container having a detachable lid, an 
indicator disc being located on the outside of the lid, 
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