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To all whon, it may concern 
Beit known that I, CHARLES J. KRUMBEIN, 

of Chicago, Cook county, Illinois, have in 
vented certain new and useful Improvements 
in Artists' Field and Material Cases, of which 
the following is a full, clear, and exact descrip 
tion, reference being had to the accompany 
ing drawings, and to the letters of reference 
marked thereon. 
The object of my invention is to provide a 

case in which a quantity of artist's canvas or 
drawing-paper may be attached to an endless 
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belt and carried upon the same within the 
case, so that the fresh painting thereon may 
not come in contact with the Walls of said 
case, or with one another, and so that by re 
volving the rollers around which the belts 
travel said painting, when desired, may 
be brought opposite an opening of suitable 
dimensions in the top of said case, through 
which said painting may be Worked upon, 
substantially as hereinafter fully described, 
and as illustrated in the drawings, in which 

Figure 1 is a perspective view of my im 
proved case. Fig. 2 is a longitudinal vertical 
section of the same. Fig. 3 is a transverse 
vertical section on the line ac ac, Fig. 2, and 
Fig. 4 is a detail view of part of the endless 
belt. 

Referring to the drawings, A represents a 
rectangular oblong box having an opening a 
in one side, preferably of a rectangular shape, 
and provided with a suitable handlebon one 
of the narrower longitudinal sides for con 
venience in carrying the same. 
Journaled in suitable vertical strips secured 

opposite each other to the inside surfaces of 
the case near the end are the rollers 1, 2, 3, 
and 4, rollers 1 and 4 and 2 and 3 being 
journaled on the same horizontal planes and 
rollers 1 2 and 43 on the same vertical planes. 
Roller 1 has a cog-wheel c secured to one end 
next its journal, which is engaged by a similar 

45 
cog-wheel d, secured to the corresponding end 
of the roller C, which has bearings in the 
same vertical strips as rollers 1 and 2, and 
the journal of which, opposite the end thereof 
carrying gear d, extends through its bearings 
and has a knob or hand-grasp D, with which 
to operate it, and endless belt. E, made of 
stiff oiled cloth or other suitable material, is 

stretched and run around these rollers. Com 
mencing, say, with roller 1, it runs to and 
around roller 2, then to and around roller 3, 
then back again to and around roller C, then 55. 
in the opposite direction to and around roller, 
4 to the place of beginning. Arranged and 
secured transversely at a given point in said 
belt is a series of buttons ee ee, to which the 
canvas to be painted upon is secured by hav 
ing longitudinal slits e e' cut therein near . 
its end edges, through which said buttons are 
projected. The canvas must be of sufficient 
width to permit of its being placed within 
said case, and when fastened in the way indi 
cated above is stretched by turning knob D 
and revolving the rollers, the possibility of 
the belt slipping being avoided by means of 
a series of short spurs ff projecting from 
near the ends of roller C, which catch into 
fabric of which the said belt is composed and 
insure the moving thereof. As the belt is 
moved, say, from left to right the canvas is 
moved with it and continues to be carried 
therewith until sufficient length thereof has 
been paid out to make it coequal with the 
belt. The canvas is then cut off and secured 
on the buttonse eby cutting slitse' e' therein, 
as shown in Fig. 2. 

If the length of canvas the artist has at 
his disposal is not sufficient to cover the en 
tire belt, as above explained, hooks g g, as 
shown in Fig. 5, may be used, one end of 
which is caught into the end edge of the can 
was following that secured to the buttonse, 
and the other end of which is caught in the 
belt, The passage of these hooks around the 
rollers is permitted by locating them later 
ally so as to be in transverse register with 
circumferential grooves in rollers 1, 2, 3, and 
4. Buttons e e may be dispensed with en 
tirely and these hooks used instead; or, in 
stead of either of these devices, pins may be 
used to secure the canvas in position. 

It will be noticed that roller C is cut away 
and materially reduced in diameter between 
its ends. This is done so that a painting, 
be it wet or dry, will not be injured when 
passing around the same, as it would other 
wise be because of its being next the roller, 
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with the belt on the outside, when passing 
around the same. The cutting away of this 

  



of my invention when the belt is made to 
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the other, as shown in Fig. 2. 
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roller is an important and necessary feature 

pass around it. 
The belt may, if desired, be only run around 

rollers 1, 2, 3, and 4. - 
In order to prevent the paint from getting 

on the ends of roller C, I can provide guards 
F F along the longitudinal sides of the open 
ing a of the case, which are made by bending 
the same down a distance sufficient to all but 
touch the belt, as shown. 

If desired, I can hinge the top of the case 
at one end and fasten it at a suitable catch at 

I can also put 
a drawer G in the bottom of said case for 
paints, brushes, &c., if necessary, as shown 
in the same figure. 
I do not wish to be confined to the details 

of construction shown in the drawings, as it 
is obvious they could be changed without de 
parting from the spirit of my invention. 
What I claim as new is 
1. An artist’s field-case consisting of a rect 

angular box having a suitable opening in the 
upper side thereof, in combination with a 
series of rollers 1,2,3, and 4, journaled therein, 
roller C, cut away between the ends thereof, 
and belt E, as set forth. w 

2. An artist’s field-case consisting of a rect 

angular box having a suitable opening in the 3o 
upper side thereof, in combination with a 
series of transverse rollers 1, 2, 3, and 4, jour 
naled therein, roller C, having a series of 
spurs projecting from its circumference near 
its ends and being cut away or reduced to a 
less diameter between said ends, and an end 
less belt, as set forth. 

3. An artist’s field-case consisting of a rect 
angular box having a rectangular opening in 
its upper side, and having guards bent in 
ward along its longitudinal sides, as described, 
in combination. With a series of transverse roll 
ers 1,2,3, and 4, journaled therein, and roller 
C, cut away or reduced to a less diameter be-, 
tween said ends a distance corresponding to 
the width of said rectangular opening in the 
upper side of said case, as set forth. 

4. An artist's field-case consisting of a rect 
angular box having an opening in the upper 
side, in combination with a series of trans 
verse rollers 1, 2, 3, and 4, journaled therein, 
belt E, and a transverse series of buttons e e 
e, secured to the same, as set forth. 

CHARLEs J. KRUMBEIN. 
Witnesses: 

PORTER B. COOLIDGE, 
FRANK D. THOMASON. 
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