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UNITED STATES 

Patented May 4, 1954 

2,677,389 
PUMPNG SYSTEM FOR WASHING 

MACHINES 

Fred L. Jisha, Walter E. Liljestrand, and Henry 
B. Young, Houston, Tex., assignors to Rission 
Manufacturing Company, Houston, Tex., a cor 

2,677,389 

PATENT OFFICE 

poration of Texas 
Application February 7, 1950, Seria No. 142,824 

Cain. 

The invention relates to a pumping System 
which is to be utilized specifically in connection 
with a flexible tub extractor type Washing nar 
chine winere the Washing fluids are extracted by 
a suction so that atmospheric pressure on the 
exterior of the flexible tub will cause the collapse 
thereof and the partial drying of the clothes 
Which are in the tub. 

Generally Stich type of Washing machine is dis 
ciosed in the patent to Rand, No. 2,472,682, is 
Suled June 7, 1949. 

Generally the invention relates to a pumping 
System for Washing machines whereby a very 
Substantial vactin Inay be obtained by the cir 
culation of the liquid through the pumping SyS 
tem in combination with a jet or Wenturi typé of 
nozzle, and whereby the flow of Water in the Sys 
tem may be reversed to charge the tub with 
Washing or rinsing Water. 

It is one of the objects of the invention to 
provide a pumping system where the pump dis 
charge is directed through a jet type nozzle to 
create a Suction upon a source of fiuid and the 
inlet of the unp is connected to the nozze dis 
charge so that, the systein is maintained full of 
liquid and any excess fluids entering the Sys 
ten may be discharged therefron. 
Another oieat of the invention is to provide 

a liquid circulating System where the pump dis 
charge causes a. Suction on the inlet to the SyS 
ten and the pura inlet maintains the System 
filled with liquid so that any excess fluids may 
discharge fron the System. 
A Stii further object of the invention is to 

provide a gaseous fluid and liquid Separator in 
a pumping Systein wherein a centrifugal pump 
outlet causes a Suction upon liquids entering the 
system and the puni inlet maintains the system 
filed with liquids and perinits discharge of ex 
cess filiids entering the System. 
A Si frtier object of the invention is to 

provide a lining System to Create a Sction 
and Wherein a gas and idlid separator Serves to 
increase the Sction created by the Systern due 
to the discharging of gaseous fluids from the cera 
trifugal pump irret. 
Another objeat. Of the invention is to utilize a 

Singie pung in a Washing machine circulating 
systein so as to either fill or discharge the tub. 

It is also ain object to direct a pump discharge 
into a Washing machine to charge the machine 
With Wash Watei' aid to thereafter direct Such 
discharge to Create a Suction to discharge the 
used washing liquid from the machine to permit 
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atmospheric pressure to squeeze Water from the 
washed contents of the machine. 

it is also an object of the invention to provide 
a pump and circulatory system foil Washing ma 
chines whereby a single automatic valve deter 
mines both the inlet and outlet of the Wash 
ing liquids. 
Other and further objects of the invention will 

be readily apparent when the following descrip 
tion is considered in connection. With the acCon 
panying drawings wherein: 

Fig. 1 is a side elevation of the mechanism 
of the pumping System. 

Fig. 2 is a top plan view looking dioWn Oil. 
the pumping System of Fig. 1. 

Fig. 3 is a view similar to Fig. 1 but illustrates 
the introduction of a gaseous illuid and liquid 
Separator into the system. 

Fig. 4 is a top plain WieW looking down. On 
the pumping System of Fig. 3. 

Fig. 5 is a top plan view looking down. On a 
modified arrangement of the structure of FigS. 1 
and 2 where a control valve adjacent the Wenturi 
nozzie closes the System. So that the purp dis 
charge will be directed through the pipe COI 
nected to the tub to charge the tub. With Washi 
ing liquid, so that a single pump may be used 
to either charge or discharge the Washing na 
chine. 

Fig. 6 is a side elevation of the structure of 
Fig. 5. 

Fig. 7 is a top plan view looking down on the 
structure of Fig. 3, as modified to include the 
control valve to accomplish charging of the 
washing machine. 

Fig. 8 is a side elevation of the structure of 
Fig. 7. 

In Fig. 1 a, receptacle 2 has been illustrated 
which is arranged to COItain a sixture of gase 
ous fluids and liquid which lay be introduced 
through the pipe 3 controllied by the valve . 
A pipe 5 leads to and from the receptacle 2 and 
is connected to the housing 3 of a jet or Venturi 
type nozzle T. Such nozzlies are well known and 
include the tapered inlet portion 8 of a nozzle! 
so that liquid forced into the connection 9 will 
discharge at a relatively high rate of speed from 
the jet portion O of the nozzle. Such discharge 
into the tapered portion of the nozge creates 
a. Suction in the housing 3 in the area, 2 about 
the jet so that such a Suction willi be available in 
the pipe 6 and will be exerted inside of the con 
tainer 2. 
The liquid Will be forced into the connection 

9 by any suitable type of pump 2 G such as a 
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Centrifugal pump having an impeller 2 disposed 
in the housing 22 thereof. The impeller will be 
mounted On a shaft 23 which will be arranged 
in Suitable bearings and driven by a source of 
power 25 Such as an electric motor, best seen in 
Fig. 2. 

It will be observed that the outlet pipe 9 is 
at the Outer periphery of the path of the impeller 
While the inlet connection 30 to the pump hous 
ing 22 is arranged in co-axial alignment with the 
shaft 23 as also seen in Fig. 2. 
The discharge from the portion of the nozzle 

Will move into the gradually enlarged pipe 3 
and fioW into a branch pipe 32. The pump inlet 
30 is connected onto this branch pipe 30 and a 
gain 33 is also connected to this branch pipe 
32. 

It seems obvious from the structure thus far 
described that any liquid flowing from the con 
tainer 2 by gravity will maintain the pumping 
System filled with liquid at all times. 
When the punp 20 is started the liquid in the 

System will be circulated by being forced into 
the connection 9 and through the nozzle I into 
the nozzle discharge pipes if and 3f. The suc 
tion of the pump simultaneously takes up the dis 
charge from the pipe 3 so that the capacity of 
the System will constitute a specific volume of 
circulating liquid. 
AS the liquid in the System circulates the suc 

tion created in the chamber 2 inside of the jet 
housing 6 will be effective in the pipe 5 so that 
any additional fluid, be it gaseous or liquid, drawn 
into the System will be co-mingled with the liquid 
discharging from the pump and through the 
nozzle. 
Inasmuch as the volume of liquid discharged 

from the pump must equal the liquid passing 
through the inlet 39 to the pump it seems obvious 
that the pumping System, including the pump 
housing connection 9, the nozzle , the discharge 
pipe 3, and the inlet pipe 30 will remain filled 
With liquid at all times. 
Thus any additional volume of liquid which 

enters the System from the pipe 5 will be in excess 
Of the capacity of the system and will therefore 
paSS upWardly through the branch 32 and into 
the drain 33. 
As Seen in Figure 1 the system will remain 

filled with liquid by gravity. 
The container or receptacle 2 may be of any 

Construction Whatever So long as a Suction is to 
be exerted thereon and material withdrawn there 
from. The pump has a particular application 
however to the flexible extractor type of tub 
shown in the Rand patent heretofore noted. 

FigS. 3 and 4 show the same arrangement as 
described in connection with Figs. and 2 but 
modified slightly in that a gaseous fluid and 
liquid Separator drum. A has been shown as 
having been connected to the nozzle outlet 3 
to the pump inlet 39 and to the branch pipe 32. 
This dium is arranged so that the liquid and 
gaseous fluids will separate by centrifugal force. 
This is encouraged by the tangential arrange 
ment of the nozzle jet outlet as best seen in Fig. 
4. Due to any effect of gravity under the normal 
and intended operation there will be no gaseous 
fiuid drawn into the pump inlet 3 or circulated 
by the pump. 

It has been found in actual practice that in 
troduction of Such a gas and liquid separator 
into the pumping System results in an especially 
rapid discharge of gaseous fluids such as . Suds 
and air being withdrawn from the Washing ex 

O 

5 

20 

30 

3 5 

40 

45 

60 

70 

4. 
tractor tub. This Speeds up the extracting ac 
tion and results in a very efficient vacuum and 
Suction being applied on the extractor tub to 
Squeeze the clothes, and the reduction in the 
time of operation of the pumping System, because 
Only liquid is circulated by the pump. 

In Connection. With adapting the Systern to a 
flexible tub extractor type Washing machine it 
has been found in actual practice that approxi 
mately 28 inches of vacuum may be obtained with 
the pumping arrangement as described in Figs. 
1 and 2, but as indicated above the operation is 
Speeded considerably by the incorporation of the 
Separator unit into the System. Where the drain 
is at a level Such that the System is filled with 
liquid at all times, and the gaseous fluids escape 
through the drain. So that the pump is more 
effective due to the fact that the System disposes 
Of the gaseous fluids from the tub as they are 
drawn into the System and pump circulates only 
liquid. 

Figs. 5, 6, 7 and 8 show another arrangement 
of the pumping system which is seen in a top 
plan view in Fig. 5. The pump 20, discharge pipe 
9, the tub pipe 5, the nozzle jet housing 6 and 

, and the discharge pipe 3, are all the same 
as described in a previous drawing. 
The apparatus between the pipe and the en 

larged pipe 3 has been rearranged. So as to re 
ceive a control valve 50 whereby the circulating 
Syster may be closed just beyond the nozzle 
jet 7. 
This valve 59 is shown as being of a Suitable 

type wherein the valve stem 5 has a lateral arm 
52 thereon to Which a coil Spring 53 Figs. 7 and 8 
has been connected. The other end of the 
Spring 53 is connected to a pin 5 of an electric 
control Solenoid 55, which is mounted on a bracket 
56 supported on the pipe. A coil spring 58 on 
the valvestern 5 Serves to hold the valve in either 
Open or closed position, as may be desired. Fig. 
5 shows the Wiring 59 for the Solenoid in a Sche 
ratic arrangement. 
The purpose of this valve is to close the circu 

latory System when it is desired to charge the 
Washing machine and the flexible tub with wash 
ing liquid. 
The pipe 3 shown in Fig. 1, by which liguid is 

introduced into the tub has been connected at 
6 to the pump inlet 30, and the valve 4 thereon 
has not been shown. 

It Seens obvious that with this arrangement, 
when it is desired to charge the tub with Washing 
liquid, that the pipe 3 will be open, and fresh 
Washing liquid will be drawn into the punp 2, 
and discharged through the pipe 9 and nozzle 7 
into the outlet of the jet nozze as the valve 
50 is closed; however the flow of this water, or 
Washing liquid, will be instantly reversed so that 
it Will paSS back into the Space 2 around the jet 
nozzle, and into the tub pipe 5 to fill the flexible 
tub. 
The pump inay be turned on and off as desired 

by suitable electrical controls, which are well 
known in the art. When the Washing Operation 
has progressed to Such a stage that Washing 
liquid is to be withdrawn from the flexible tub 
the valve 50 Will open. So that a Suction can be 
Set up in the tub pipe 5 to withdraw the Washing 
liquid from the nachine. The valve on the fresh 
Water pipe 3 Will, of course, be closed at this time. 
It is to be understood that the separator 40 may, 
or may not, be incorporated in the system. 
In Order to insure that the system will remain 

filled with liquid a suitable stand pipe 6 may be 
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connected to the upper end of the separator 40, 
as seen in Figs. 7 and 8. 
The pump may run continuously if desired 

because if no liquid is drawn in by the pump 
the liquid in the housing will be substantially 
discharged and the impeller will turn in air. 
his Will be true regardless of Whether Water is 

admitted or not. Thus if the automatic Con 
trols shut off the water the system may continue 
to function. The stand pipe (not shown) Con 
nected on the pipe 6 may have a check Valve 
therein so as to permit only a small flow of Water 
into the system, and may also have a Water Source 
connected thereto. In reality there may be aS 
many as three valves to control the flow but the 
valve 5 determines the inlet and outlet of the 
Washing liquid, 
The invention broadly contemplates the ar 

rangement of either Figure 1, Figure 3, or Figure 
5, as may be desired, and the various parts of 
either Figures 1, 3, or 5 may be interchanged 
and arranged in different combinations of each, 
or all three of the forms in a single arrangement. 
What is claimed is: 
A pumping system comprising, a fluid pump, 

a horizontal discharge pipe extending fron Said 
pump, a return bend pipe connected to said dis 
charge pipe, a horizontally extending venturi 
connected to said return bend pipe and disposed 
above said pump, a vertically positioned branch 
pipe connected to said venturi and having One 
end thereof extending downwardly and Conrau 
inicating with said pump for Supplying fluid 
thereto, the other end of said branch pipe ex 
tending upwardly above said venturi to pro 
Wide a fluid drain for an excess of fluid 
above the level of said Wenturi, a jet nozzle in 
said horizontally extending venturi at the end 
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remote from Said branch pipe, said nozzle being 
adapted to discharge fluid from said pump into 
Said venturi at a high velocity, a tank disposed 
above Said venturi, a fluid supply line coinected 
from Said tank to said venturi, said line enter 
ing Said venturi adjacent said jet nozzle where 
by fluid can be drawn from said tank by the 
action of the jet nozzle in said venturi, a sep 
aration tank located in said branch pipe between 
said horizontally extending venturi and Said 
punp With Said venturi connected to the top 
Of the tank at a tangent thereto to effect a sep 
a ration of gas present in the liquid by a spiralling 
of Said liquid to the bottom of said separation 
tank. 
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