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To all thom, it may conce'n 
Beit known that I, DAVID ESSEX, a citizen 

of the United States of America, and a resi 
dent of Kearney, county of Hudson, and 
State of New Jersey, have invented certain 
new and useful improvements in Scarfs or 
Neckties, of which the following is a specifi 
cation. 
This invention has reference to improve 

iments in neck Wear, such as scarfs and may 
also be applied to cloth covered buckles of 
ladies' belts, necklace-pendants, and the like. 
The present invention pertains to scarfs 

which are put together in a permanent shape 
and are usually fastened with a hook around 
the collar button. These scarfs are generally 
worn so as to cover part of the boson of the 
shirt. When such scarf of permanent shape 
is worn its top portion adjoining the neck 
bands wears out rapidly while the rest of the 
scarf is in good order. To prevent that the 
Scarf must be thrown away, it is desirable to 
construct it so that the top part of the silk 
or other textile material may be renewed by 
the wearer. This is accomplished in the 
present invention by providing a frame or 
shell of the desired shape on the top part of 
the tie upon which a suitably cut piece of 
new cloth may be laid and pressed down by 
means of a spring press member of corre 
sponding shape. In this manner the top part 
of the tie is renewed without sewing or 
stitching or lacing or buttoning by simply 
pressing a spring member on the cut piece 
of goods as described. The new piece of 
goods may be of the same material of which 
the tie is made, or it may be of goods of a 
fancy design whereby an ornamental tie is 
obtained presenting the appearance of a new 
tie. Cloth covered buckles of ladies belts 
and certain fancy pendants of necklaces 
may likewise be recovered and renewed. The 
spring press member is preferably made of 
metal sheeting and may be ornamental and 
of precious metal. 

In order to render the invention entirely 
clear reference is had to the accompanying 
drawing in which: 

Figure 1, represents in front elevation a 
Scarf embodying in desirable form the pres 
ent improvements. Fig. 2, is a rear view on 
an enlarged scale of the upper portion of 
the tie. Fig. 3, is a partial section on line 
3-3 of Fig. 2. Fig. 4, is a similar view 
showing a modification. Fig. 5, illustrates 

another form of the top part of the tie. 
Fig. 6, is a view similar to Fig. 5 showing 
another form of a top part. 

Similar characters of reference denote like 
parts in all the figures. 

In the drawing, in Fig. 1. a, b represent 
the Soft downward flaps or pendants of the 
tie, d is the top or upper part of the same 
and d, e are the short, stiff, slightly curved 
neck bands. The top part is surrounded by 
a somewhat elastic spring member f. In 
this instance the top or upper part 6 is shown 
to be heart shaped and accordingly the 
spring member flikewise is heart shaped. 
As a securing device for the tie on the collar 
button a wire spring g is shown in Figs. 2, 
3 and 4. This device may be of any ap 
proved construction. As shown the wire 
Spring is permanently attached to the short 
neck band d, e. 
The top or upper part 6 of the tie or 

Scarf is the part that Wears out rapidly 
and is renewed. In order to render it pos 
sible to renew this part a frame or shell h of 
light material is provided of any desirable 
shape. This frame or shell shown in the 
first four figures is heart shaped to make the 
tie ornamental. As materials for this frame 
h, if solid, as shown in Figs. 2 and 3. light 
Wood, artificial compositions, hard rubber or 
even prepared cork disks may be used. The 
frame h has preferably a somewhat curved 
front portion, as shown in Fig. 3. The inner 
lower portion of the frame h may be some 
what reduced for the purpose of securing 
thereto the soft downward flaps a, b so that 
the same are flush with its inner surface. 
In the top central portion of the frame h an 
opening is provided which is adapted to re 
ceive a downward hook portion g of the 
Wire spring (7. 
Assuming that the top or upper part 6 

of the scarf has been worn out then a piece 
of material from which the tie is made or a 
piece of fancy goods is cut of approximately 
the same size and shape of the frame h so 
that it overlaps the sides Of the frame. 
This piece is placed on the frame and the 
spring member f pushed thereon whereby 
its angular portion f overlaps and Secures 
the now angular portion of the top part c. 
By this simple operation of pressing the 
spring member down upon the new top part 
6 the layer is perfectly secured in a second. 
In Fig. 4 of the drawing a hollow frame 
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or shell i of metal sheeting is shown in 
place of the solid frame h, it is somewhat 
lighter. The wire spring g, being inserted 
into the central top opening of the frame or 

5 shell is kept in permanent position by the 
portion f of the spring member f and thus 
is exchangeable together with the short neck 
bands d e to which it is permanently se 
cured. 

10. As herein mentioned the shape of the 
frame, shell and corresponding spring mem 
ber may be of any ornamental design. It 
may be angular, Square, round or of other 
ornamental shape. In order to illustrate 

15 this the top portion of a tie is shown for 
instance in Fig. 5 which has an angular top 
part i and corresponding Spring member k. 
with corresponding frame below. These 
parts are gradually decreasing in width in 

20 a downward direction in this modification. 
In Fig. 6 of the drawing the top part l of 
the tie is partly straight and partly slant 
ing as shown and the spring member m, and 
frame below is of corresponding shape. 
All the various applications of the pres 

ent invention comprise a frame or shell upon 
which a piece of cloth is laid and a spring 
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member of corresponding shape and the re 
newal of the piece of cloth is effected by 
placing on the frame a new piece of cloth 
and pressing down the spring member upon 
the frame which simple operation is effected 
in a moment. 

I claim as my invention: 
In a scarf or neck tie a flat frame of orna 

mental shape having a central top opening, 
a reduced inner portion and a slightly 
curved outer surface, a similarly shaped or 
namental piece of textile fabric thereon, 
curved neck-band strips, a wire spring Se 
cured thereto forming an inner downward 
hook adapted to be inserted in the opening 
of the flat frame, and an ornamental spring 
member with a continuous side flange con 
forming to the shape of the edge of the 
flat frame and adapted to be gently pressed 
thereon for securing the fabric. 
Signed at New York, N. Y., this 25th day 

of September, 1914. - 
DAVID ESSEX. 

Witnesses: - - 

JoHN AMMANN, 
CHARLOTTE. E. KIRCHNIER. 

Copies of this patent may be obtained for five cents each, by addressing the “Commissioner of Patents, 
Washington, D.C.' 

  


