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To a 22 whom, it Tay coneer to: 
Beit known that I, ANTON C. EGGERS, of 

the city, county, and State of New York, a 
citizen of the United States, have invented 
certain new and useful Improvements in 
Nipples for Nursing-Bottles, of which the 
following is a specification. 
This invention relates to an improved vent 

nipple for nursing-bottles, by which atmos 
phelic air is admitted to the interior of the 
bottle while the same is used by infants for 
drinking, so that the vacuum in the same is 
destroyed; and the invention consists of a 
nipple for nursing-bottles which is provided 
with a stopper within the nipple-cap, said 
stopper fitting into the mouth of the bottle 
and having an exterior guard-shield and a 
vent-passage passing through the stopper or 
shield, said passage having a valve at the in 
ner end made integral with the nipple, as will 
be fully described hereinafter, and finally be 
pointed out in the claim. - 
In the accompanying drawings, Figure I 

represents a side elevation of my improved 
nipple for nursing-bottles. Fig. 2 is a verti 
cal central section of the same, shown as ap 
plied to a bottle and provided with a vent 
passage in the interior stopper of the nipple. 
Fig. 3 is a vertical central section of a modi 
fied form of nipple, having a vent-passage in 
the guard-shield; and Fig. 4 is a horizontal 
section on line aca, Fig. 1. 

Similar letters of reference indicate corre 
sponding parts. 
A in the drawings represents a nipple of 

soft rubber, which is provided at the interior 
of the cap A', by which it is applied to the 
bottle-mouth, with a tubular stopper B thatfits 
on the mouth of the nursing-bottle, so as to 
tightly close the same. Above the cap A' of 
the nipple is arranged a guard-shield C, as is 
well known in nipples of this kind. A vent 
passage cit extends through the interior stop 

per B, and is provided at its inner end with 
a flap-valve or tongue b, that closes the vent 
passage a when no pressure is exerted on the 
same, while it opens the vent-passage. When 
ever, by the partial vacuum formed in the 
bottle, the pressure of the atmosphere opens 
the same. The vent-passage C is open at the 
outer end, so as to communicate with the at 
mosphere, and is molded into the nipple 
while the same is in the course of manufac 
ture. The guard-shield C protects the outer 
opening of the vent-passage against being 
closed by the lips, and secures the proper 
working of the vent. The vent, which is thus 
given to the interior of the bottle destroys 
the vacuum formed in the same by the grad 
ual withdrawing of the liquid by the infant, 
and facilitates thereby the act of drinking 
from the nursing-bottle. 
In place of arranging the vent-passage C. in 

the stopper A, it may be arranged radially 
in the guard-shield, as shown in Fig. 4, in 
which case the flap-valve or tongue b is ar 
ranged at the inner end of the passage C. and 
made integral with the nipple. 
Having thus described my invention, ?claim 

as new and desire to secure by Letters Pat 
ent A nipple for nursing-bottles, provided with 
an exterior elastic cap, an interior tubular 
stopper, and a vent-passage passing through 
said stopper and provided with a valve at 
the inner end of the vent-passage, said Valve 
being made integral with the nipple, sub 
stantially as set forth. 

In testimony that I claim the foregoing as 
my invention I have signed my name in pres 
ence of two subscribing witnesses. 

ANTON C, EGGERS. 

Witnesses: 
PAUL GOEPEL, 
CARL KARP, 

45 

65 

75 

So 

  


