Abstract: A dual barrier plug system (100) includes a frac spool (110), having a dual barrier plug (130) disposed within the interior of the frac spool; a valve selector member (180) disposed within the interior of the dual barrier plug; and the plurality of seals (45, 46) are used to seal fluid flow from below the frac spool, and the seals provide two barriers to each fluid flow.
Published:
— with international search report (Art. 21(3))
— before the expiration of the time limit for amending the claims and to be republished in the event of receipt of amendments (Rule 48.2(h))
DUAL BARRIER PLUG SYSTEM FOR A WELLHEAD

BACKGROUND

1. Related Application

[0001] This application claims the benefit, and priority benefit, of U.S. Patent Application Serial No. 61/233,382, filed August 12, 2009, entitled "DUAL BARRIER PLUG SYSTEM FOR A WELLHEAD".

2. Field of the Disclosure

[0002] This disclosure relates to a dual barrier plug system for use with a wellhead during well fracturing operations.

3. Background of the Invention

[0003] In high pressure natural gas fields, well operators may use well fracturing, or "frac", operations or techniques to break up shale rock in the formation to release the natural gas to be produced from the well. The frac fluid, or fracturing fluid, is typically a mixture of water and a proppant, which is pumped down the wellbore through a "frac tree", or a series of large bore valves mounted on top of the wellhead for the well. Typically, the frac tree will include a lower master valve ("LMV") at the bottom of the frac tree.

BRIEF SUMMARY

[0004] In accordance with the illustrative embodiments hereinafter described, the present dual barrier plug system, for use with a wellhead having a first tubular member having a first interior bore, may include: a second tubular member having a second interior bore; a dual barrier plug, having a third interior bore, the dual barrier plug being received within the second interior bore of the second tubular member; a valve selector member being received,
and selectively movable within the third interior bore of the dual barrier plug; a lower seal associated with the lower end of the dual barrier plug adapted to provide a seal between the outer wall surface of the dual barrier plug and the first interior bore of the first tubular member; and an upper seal associated with the upper end of the dual barrier plug, disposed between the outer wall surface of the dual barrier plug and the second interior bore of the second tubular member, and disposed between the outer wall surface of the valve selector member and the third interior bore of the dual barrier plug, whereby upward fluid flow from below the lower end of the dual barrier plug may be prevented by the upper and lower seals.

**BRIEF DESCRIPTION OF THE DRAWING**

[0005] The present dual barrier plug system may be understood by reference to the following description taken in conjunction with the accompanying drawing, in which:

[0006] FIG. 1 is a perspective, cut-away view of an illustrative embodiment of a dual barrier plug system;

[0007] FIG. 2 is a partial cross-sectional view of the dual barrier plug system of FIG. 1, including a dual barrier plug running tool, taken along line 2-2 of FIG. 1, wherein a valve disposed in the dual barrier plug is disposed in its open, fluid-transmitting relationship;

[0008] FIGS. 3-4 are partial cross-sectional views of the dual barrier plug system of FIG. 1, including a dual barrier plug running tool, taken along line 2-2 of FIG. 1, wherein a valve disposed in the dual barrier plug is disposed in its closed configuration; and

[0009] FIG. 5 is a partial cross-sectional view of the dual barrier plug system of FIG. 1 taken along line 2-2, and illustrates the two seal barriers provided by the present dual barrier plug system.

[0010] While certain embodiments of the present dual barrier plug system will be described in connection with the preferred illustrative embodiments shown herein, it will be understood that it is not intended to limit the invention to those embodiments. On the contrary, it is intended to cover all alternatives, modifications, and equivalents, as may be included within the spirit and scope of the invention as defined by the appended claims. In the drawing figures, which are not to scale, the same reference numerals are used throughout the description and in the drawing figures for components and elements having the same
DETAILED DESCRIPTION OF THE SPECIFIC EMBODIMENTS

[00011] With reference to FIGS. 1-4, an illustrative embodiment of a dual barrier plug system 100 is illustrated, which is intended for use with a fracturing tree, or "frac tree", having a lower main valve 101 (FIG. 2) disposed adjacent the lower end of the frac tree (not shown). Dual barrier plug system 100 generally includes: a dual barrier tree adapter, or frac spool, 110; a dual barrier plug, or plug member, 130; and a valve selector member, or port selector valve member, 180 (FIGS. 2-4). As shown in FIG. 2, the lower master valve 101 (schematically shown in FIG. 2) is associated with the lower end of the conventional frac tree (not shown), and lower master valve 101 is associated with a tubular member, or the dual barrier tree adapter, or frac spool, 110 in a conventional manner. Below frac spool 110 is disposed a tubular member, or a conventional tubing spool, or tubing head, 160, of a wellhead (not shown). Preferably, the internal diameters of the frac spool 110 and the tubing spool 160 are substantially the same.

[00012] The upper flange 161 of tubing spool 160 may be bolted in a conventional manner to the lower flange member 111 of frac spool 110, as by a plurality of nuts and bolts 162, 163. Frac spool 110 preferably includes a plurality of lockdown screws, or locking bolts, 112 disposed within the lower flange 111 in communication with the interior bore 113, having an interior wall surface, of frac spool 110. The lockdown screws 112 are adapted for engagement, in a conventional manner, with dual barrier plug 130, as will be hereinafter described. Similarly, tubing spool 160 is also provided with a plurality of lockdown screws, or locking bolts, 164 disposed in the upper flange 161 of tubing spool 160 which pass into the interior, or internal, bore, or tubing head bowl, 165 of tubing spool 160. Interior bore 165 also has an interior wall surface. Lockdown screws 164 are also adapted to engage dual barrier plug 130 in a conventional manner, whereby lockdown screws 112 and 164 releasably secure dual barrier plug 130 within the dual barrier plug system 100. The lockdown screws are located to engage suitable grooves, or chamfered grooves, 131 formed on the outer surface of dual barrier plug 130.
Still with reference to FIGS. 1-4, the dual barrier plug system preferably includes a plurality of conventional test ports, such as test ports 120-123 disposed within the lower flange 111 of frac spool 110, and the test ports 120-123 are in fluid communication with the interior bore 113, having an interior wall surface, of frac spool 110 as will be hereinafter described.

With reference to FIGS. 2-4, the port selector valve member 180 is disposed within an internal, or interior, bore 132, having an internal wall surface, of dual barrier plug 130, and valve member 180 is adapted for relative movement upwardly, or downwardly, within the internal bore 132 of dual barrier plug 130. The dual barrier plug running tool, or running tool, 102 may be utilized to provide the desired relative movement of port selector valve member 180 with respect to dual barrier plug 130, as well as provide for the initial disposition of dual barrier plug 130 within dual barrier system 100, as will be hereinafter described. Running member 102 may releasably engage with the upper end of the port selector valve member 180 of dual barrier plug 130 in any conventional manner, whereby running tool 102 may be engaged within, and disengaged from, dual barrier plug 130. As seen in FIG. 5, the running tool 102 has been disengaged from the upper end of dual barrier plug 130.

With reference to FIGS. 1-4, the dual barrier plug 130 is illustrated to include a poppet valve 135 disposed within an annular bore 136 in the lower end of dual barrier plug 130. In FIG. 2, poppet valve 135 is disposed in its open configuration, which is caused by the downward movement of port selector valve member 180 being moved downwardly by running tool 102 moving downwardly to move port selector valve 180 into engagement with the top of poppet valve 135, whereby fluid, as shown by arrows 137, may be transmitted, or pass through, various fluid passageways 138 disposed within port selector valve member 180 and fluid passageways 139 formed within dual barrier plug 130. Preferably a valve actuator member, or stinger member, or protrusion, 140 disposed upon the lower end of port selector valve member 180, engages, or abuts, the upper end of poppet valve 135 to actuate, or move downwardly, poppet valve 135 to open it. Thus, upon running tool 102 moving downwardly and causing downward movement of port selector valve 180 to engage poppet valve 135, via stinger member 140, internal pressure within the wellhead below dual barrier plug system 100 may be relieved and passed upwardly through dual barrier system 100, if desired. As seen in FIG. 2, when poppet valve 135 is in its open position, caused by the downward
movement of port selector valve member 180, the fluid passageways 138 and 139, and their related ports, are in a mating, fluid transmitting relationship.

[00016] With reference to FIGS. 3-5, poppet valve 135 is closed, as stinger member, or protrusion, 140 disposed upon the lower end of port selector valve member 180 does not engage with, or abut and move, the upper end of poppet valve 135. Poppet valve 135 is thus in a sealed abutting, non-fluid transmitting relationship with respect to bore 136. Running tool 102, by having moved upwardly causes the port selector valve member 180 to be in the configuration illustrated in FIGS. 3-5, whereby the fluid passageways 138 and 139 are not in a mating, fluid transmitting relationship. Although a poppet valve 135 is illustrated, other types of valves could be utilized in plug member 130.

[00017] With reference to FIGS. 1-4, dual barrier plug 130 has a lower packing set, or primary body seal, 145 disposed on its outer wall surface, or outer circumference. Seal 145 is adapted to be in a sealed relationship between the outer wall surface of the lower end of dual barrier plug 130 and the interior wall surface, or interior bore, 165 of tubing spool, or tubing head bowl, 160. Lower packing set 145 may be a plurality of individual seals or packings, or may be a single seal member. Dual barrier plug 130 is also preferably provided with an upper seal, or upper packing set, 146 which includes a plurality of seals 147-150 disposed about the outer wall surface of dual barrier plug 130 to provide additional sealing between the outer wall surface of dual barrier plug 130 with respect to the interior bore 113 of frac spool 110.

[00018] Upper packing set 146 also preferably includes a plurality of seals 151-155 disposed between the outer wall surface of port selector valve member 180 and the interior bore 132 of dual barrier plug 130. While upper packing set 146 is shown to include four exterior seals 147-150 and five interior seals 151-155, any desired number of individual seals could be utilized, and such seals may be of any suitable construction and material, provided they have the requisite strength and sealing characteristics to afford the desired sealing in the dual barrier plug system 100 for use with a wellhead and frac tree (both not shown).

[00019] As seen in FIG. 2, test port 122 may be opened and connected to a conventional pressure gauge (not shown), as by attaching tubing 129 in fluid communication with the pressure gauge (not shown) to test the sealing integrity of the seal of the lower packing set 145, in a conventional manner. As test port 122 is in fluid communication with the annular
space between dual barrier plug 130 and tubing spool 160, above primary seal 145, should
seal 145 not afford a proper seal to isolate wellbore pressure from the wellhead below tubing
spool 160, such a leak could be determined from the pressure gauge (not shown) connected to
test port 122.

[00020] With reference to FIG. 3, test port 121 may be utilized to monitor the integrity of
the seal of poppet valve 135 with respect to bore 136, as test port 121 is in fluid
communication with the annular space between port selector valve member 180 and the
internal bore 132 of dual barrier plug 130 disposed below seal 155, whereby if poppet valve
135 is leaking, such leak will be detected in a conventional manner.

[00021] With reference to FIG. 4, test port 123 may be utilized to test the integrity of
seals 148, 149, and seals 153, 154. Test port 120 may be utilized to monitor for leakage
between seals 147 and 148. Test port 121 may be utilized to monitor for leakage between
seals 149, 150. Test port 120 may also be utilized to test the integrity of seals 147 and 148
and seals 151, 152, in a conventional manner.

[0Q022] With reference to FIG. 5, wherein poppet valve 135 is disposed in its closed
relationship, the dual seal barriers 200, 201 of dual barrier plug system 100 are illustrated.
The first seal barrier 200 is provided by the lower packing set, or primary body seal, 145 as
previously discussed. The second seal barrier 201 is provided by at least some of the seals,
and preferably air of the seals, of the upper packing set 146, or seals 147-155 (FIGS, 2-4) by
upper packing set 146 sealing on the outer wall surface of dual barrier plug 130 and its
sealing between port selector valve member 180 and the internal bore 132 of dual barrier plug
130.

[00023] If a sealing failure occurs in the frac tree (not shown), as for example caused by a
leaking lower master valve 101 (FIG. 2), the wellbore pressure present in the well below
tubing spool 160 may be isolated from the frac tree to permit removal of the frac tree under
pressure if such removal is needed. Upon determining that the frac tree must be removed,
such as to be able to remove a leaking master valve 101, dual barrier plug 130 and its
associated port selector valve member 180 would be run through the frac tree by use of
running tool 102 within a conventional lubricator (not shown) until dual barrier plug 130 is
disposed within the frac spool 110 and tubing spool 160 as illustrated in FIGS. 3-4.
Lockdown screws 112 and 164 would be engaged with dual barrier plug 130, as previously
described. Thereafter, running tool 102 and its associated lubricator (not shown) would be removed, thus leaving the wellbore pressure isolated below the frac tree by the dual barrier plug 130 as shown in FIG. 5. The frac tree may then be removed whereby, for example, a leaking master valve 101 could be safely removed and replaced.

[00024] The dual barrier tree adapter, or frac spool, 110 when not used with the dual barrier plug 130, as previously described, may be utilized in normal frac operations, to releasably secure a frac sleeve (not shown) within bores 113 and 165, to protect the tubing spool, or tubing head bowl 160 from erosion and wear damage from the frac fluid.

[00025] Specific embodiments of the present dual barrier plug system have been described and illustrated. It will be understood to those skilled in the art that changes and modifications may be made without departing from the spirit and scope of the inventions defined by the following claims.
We Claim:

1. A dual barrier plug system, for use with a wellhead having a first tubular member having a first interior bore, comprising:
   - a second tubular member, having an upper and a lower end, associated with the first tubular member, the second tubular member having a second interior bore;
   - a dual barrier plug, having an upper and a lower end, an outer wall surface, a third interior bore, and a valve associated with the lower end of the dual barrier plug, the valve, upon actuation, providing selective fluid flow to the third interior bore of the dual barrier plug, and the dual barrier plug being received within the second interior bore of the second tubular member;
   - a valve selector member having an upper end and a lower end, and an outer wall surface, the valve selector member being received, and selectively moveable within the third interior bore of the dual barrier plug, the valve selector member including a valve actuator member to actuate the valve associated with the dual barrier plug;
   - a lower seal associated with the lower end of the dual barrier plug adapted to provide a seal between the outer wall surface of the dual barrier plug and the first interior bore of the first tubular member; and
   - an upper seal associated with the upper end of the dual barrier plug, disposed between the outer wall surface of the dual barrier plug and the second interior bore of the second tubular member, and disposed between the outer wall surface of the valve selector member and the third interior bore of the dual barrier plug, whereby upward fluid flow from below the lower end of the dual barrier plug may be prevented by the upper and lower seals.

2. The dual barrier plug system of claim 1, wherein the first tubular member is a tubing spool associated with the wellhead
3. The dual barrier plug system of claim 1, wherein the second tubular member is a frac spool.

4. The dual barrier plug system of claim 1, wherein the first tubular member has a first diameter and the second tubular member has a second diameter and the first and second diameters are substantially equal to each other.

5. The dual barrier plug system of claim 1, wherein the second tubular member includes at least one test port in fluid communication with the second interior bore of the second tubular member.

6. The dual barrier plug system of claim 1, wherein the second tubular member includes at least one test port in fluid communication with the third interior bore of the dual barrier plug.

7. The dual barrier plug system of claim 1, including a running tool which moves the dual barrier plug and the valve selector member into the second tubular member, and which moves the valve selector member within the dual barrier plug to open the valve associated with the dual barrier plug.

8. The dual barrier plug system of claim 1, including a plurality of lock-down screws associated with the second tubular member to releasably secure the dual barrier plug within the second tubular member.

9. The dual barrier plug system of claim 1, wherein the upper seal includes a plurality of individual seals.

10. The dual barrier plug system of claim 1, wherein the valve is a poppet valve disposed in the lower end of the dual barrier plug.

11. The dual barrier plug system of claim 1, wherein the dual barrier plug includes at least one fluid passageway in fluid communication between the second interior bore of the second tubular member and the third interior bore of dual barrier plug; and the valve selector member has at least one fluid passageway in selective fluid communication with the at least one fluid passageway of the dual barrier plug, upon relative movement between the dual barrier plug and the valve selector member.
12. A method for providing two barriers to prevent upward fluid flow from a wellhead through a frac tree having a lower master valve and a tubing spool, disposed beneath the lower master valve, the tubing spool having a first interior bore, comprising:

   providing a tubular member, having an upper and a lower end and a second interior bore, between the lower master valve and the tubing spool;

   disposing a dual barrier plug within the second interior bore of the tubular member;

   disposing a valve selector member within the third interior bore of the dual barrier plug, the valve selector member having an upper end and a lower end, and an outer wall surface;

   associating a lower seal with the lower end of the dual barrier plug to provide a seal between the outer wall surface of the dual barrier plug and the first interior bore of the tubing spool;

   associating an upper seal with the upper end of the dual barrier plug, between the outer wall surface of the dual barrier plug and the second interior bore of the tubular member, and between the outer wall surface of the valve selector member and the third interior bore of the dual barrier plug;

   and preventing upward fluid flow from below the lower end of the dual barrier plug by the sealing of the upper end lower seals about the outer wall surface of the dual barrier plug and about the outer wall surface of the valve selector member.

13. The method of claim 12, including utilizing as the tubular member a frac spool.

14. The method of claim 12, including providing the tubular member with at least one test port in fluid communication with the second interior bore of the tubular member, and testing the sealing integrity of the upper seal.

15. The method of claim 12, including providing the tubular member with at least one test port in fluid communication with the third interior bore of the dual barrier plug, and testing the sealing integrity of the upper seal.
16. The method of claim 12, including utilizing a running tool to move the dual barrier plug and the valve selector member into the tubular member.

17. The method of claim 12, including utilizing a plurality of lock-down screws associated with the tubular member to releasably secure the dual barrier plug within the tubular member.

18. The method of claim 12, including utilizing as the upper seal a plurality of individual seals.

19. The method of claim 12, including providing the dual barrier plug with a valve associated with the lower end of the dual barrier plug; and selectively actuating the valve, to provide selective fluid flow to the third interior bore of the dual barrier plug, by moving the valve selector member to actuate the valve.

20. The method of claim 12, including providing the dual barrier plug with at least one fluid passageway in fluid communication between the second interior bore of the tubular member and the third interior bore of dual barrier plug; providing the valve selector member with at least one fluid passageway, and selectively putting the at least one fluid passageways in fluid communication with each other by providing relative movement between the dual barrier plug and the valve selector member.
A. CLASSIFICATION OF SUBJECT MATTER
INV. E21B33/03 E21B33/12 E21B34/02

ADD.

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)
E21B

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practical, search terms used)
EPO-Internal

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>US 4 825 945 A (SMITH JERRY D [US]) 2 May 1989 (1989-05-02) figures 1, 3, 4</td>
<td>1-10</td>
</tr>
<tr>
<td>A</td>
<td>GB 643 186 A (BATAAFSCHÉ PETROLEUM) 15 September 1950 (1950-09-15) figures 1-2</td>
<td>1-20</td>
</tr>
</tbody>
</table>

X Further documents are listed in the continuation of Box C

See patent family annex

"A" document defining the general state of the art which is not considered to be of particular relevance
"E" earlier document but published on or after the international filing date
"L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
"O" document referring to an oral disclosure, use, exhibition or other means
"P" document published prior to the international filing date but later than the priority date claimed

"T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
"X" document of particular relevance, the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
"Y" document of particular relevance, the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art
"A" document member of the same patent family

Date of the actual completion of the international search

6 December 2010

Date of mailing of the international search report

27/12/2010

Name and mailing address of the ISA/

European Patent Office, P B 5818 Patentlaan 2
NL-2280 HV Rijswijk
Tel (+31-70) 340-2040
Fax (+31-70) 340-9016

Authorized officer

Georgescu, Mihnea
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>US 4 058 162 A (SMITH JERRY D) 15 November 1977 (1977-11-15) figures 1-3</td>
<td>1-20</td>
</tr>
<tr>
<td>Patent document cited in search report</td>
<td>Publication date</td>
<td>Patent family member(s)</td>
</tr>
<tr>
<td>----------------------------------------</td>
<td>-----------------</td>
<td>------------------------</td>
</tr>
<tr>
<td>US 4825945</td>
<td>02-05-1989</td>
<td>AU 3022389 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 1318243 C</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 3870442 D1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 0333955 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 1239289 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2653865 B2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>NO 891110 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>SG 72992 G</td>
</tr>
<tr>
<td>WO 2009085780 A2</td>
<td>09-07-2009</td>
<td>GB 2469216 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2010243268 A1</td>
</tr>
<tr>
<td>GB 643186 A</td>
<td>15-09-1950</td>
<td>NONE</td>
</tr>
<tr>
<td>WO 2009067298 A1</td>
<td>28-05-2009</td>
<td>GB 2468228 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2010258319 A1</td>
</tr>
<tr>
<td>US 2006185841 A1</td>
<td>24-08-2006</td>
<td>CA 2534307 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>RU 2352756 C1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2008190601 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2009178798 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2008011469 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2006091302 A2</td>
</tr>
<tr>
<td>US 4058162 A</td>
<td>15-11-1977</td>
<td>NONE</td>
</tr>
</tbody>
</table>