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To all chon it may concern: 
Be it known that I, WILLIAM E. SNEDI 

KER, of the city of Trenton, in the county of 
Mercer and State of New Jersey, have in 
vented an Improvement in Wire-Band Cut 
ters; and I do hereby declare that the follow 
ing is a full, clear, and exact description of 
the same, reference being had to the accom 
panying drawing, which forms a part of this 
specification, and to the letters of reference 
marked thereon. 
My invention is an improvement upon the 

Letters Patent granted to Charles H. Chad 
bourn for a wire-band cutter, bearing date 
May 8, A.D. 1877, and numbered 190,467. 
In the invention of the said Chadbourn the 

cutter-blade is unprovided with any holder 
to hold the wire which is cut off from the ar 
ticle to be bound, and by reason of the want 
of such a holder the wire falls into the straw, 
Stalks, or material, and greatly lessens it in 
Value, particularly in feed, by making it dan 
gerous for animals that may be fed therewith, 
or for other purposes, where binding with 
Wire is practiced. - 
The object of my improvement is to provide 

a means whereby the danger aforesaid may 
be avoided, and both time and labor saved 
in the binding up of the material aforesaid. 
My invention consists of a projection on the 

outside of the blade or cutter, which is pro 
vided with a grooved slot, and above, on the 
other arm, shear, or handle, a yielding press 
ure-Spring is placed, which fits into the afore 
said slot, and is for the purpose of holding 
the wire when cut by the blades or cutters, so 
that the person using the cutter or shears 
With my improvement attached can carry or 
throw the wire so cut into some receptacle 
provided for the purpose of holding the same, 
thus doing away with what is now a most ob 
jectionable feature in Chadbourn's patent wire 
band cutter-viz., the mixing of the wire, 
after being cut, with the straw, stalks, or other 
material to be bound. 

Figure 1 is a front view of the wire-band 
cutter, showing my improvement, consisting 

of the projection containing or provided with 
the circular grooved slot, also theyielding press 
ure-spring, and the square bolt going through 
the lever which Works the said spring. Fig. 
2 is a top view of the cutter, showing the yield 
ing pressure-spring and the bolt by which it 
is operated. Fig. 3 is a bisectional view of 
the blade of the cutter, showing the projec 
tion containing the circular grooved slot with 
a piece of wire resting thereon, but not seized 
or held by the yielding pressure-spring. Fig. 
4 is also a bisectional view of the blade of the 
cutter, showing the wire held firmly in the 
grooved slot by the yielding pressure-spring, 
the act of cutting and holding the wire being 
completed. Fig. 5 is a view of the yielding. 
pressure-spring, showing the hole through 
which the bolt passes. 
A represents the projection. On the blade or 

shear F, which is provided with the grooved 
slot B. G G is the wire about to be cut, and 
for that purpose is placed between the pair 
of shears E and F, and rests over and upon 
the grooved slot B. The yielding pressure 
spring C, worked by the lever or handle E, 
which is operated by the bolt D, closes on the 
wire G and presses it into the grooved slot B. 
The wire is cut by the action of the shears E 
and F, and is held in the slot B by the yield ing pressure-spring C. 

Similar letters, where they occur, denote like parts in the drawings. 
I claim 
The improvement consisting of the projec 

tion A on the outside of the blade or shear F, 
provided with the circular grooved slot B, the 
yielding pressure-spring C attached to the bolt 
D, operated by the motion of the lever E, ar 
ranged substantially as and for the purposes 
herein set forth. 
In testimony whereofI have signed my name 

to this specification in the presence of two sub 
scribing witnesses. 

W. E. SNEDIKER, 
Witnesses: 

JAMES R. MILLS, 
FRANKLIN S. MILLS. 

  


