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VARABLE OUTPUT HEATING CONTROL 
SYSTEM 

RELATED APPLICATION 

0001. This application is a Continuation application and 
claims priority benefit, with regard to all common Subject 
matter, of earlier-filed U.S. nonprovisional patent application 
titled VARIABLE OUTPUT HEATING CONTROL SYS 
TEM, Ser. No. 12/167,723, filed Jul. 3, 2008. U.S. patent 
application Ser. No. 12/167,723, being of common ownership 
herewith, is incorporated herein by reference in its entirety 
into the present application to provide continuity of disclo 
SUC. 

BACKGROUND OF THE INVENTION 

0002 1. Field of the Invention 
0003 Embodiments of the present invention relate to sys 
tems and methods for controlling combustible fuel heating 
systems. More particularly, embodiments of the present 
invention relate to systems and methods for controlling gas 
flow to individual or multiple burners in a combustible fuel 
heating system. 
0004 2. Description of the Related Art 
0005 Residential and commercial gas furnace systems 
typically employ multiple burners to provide sufficient heat 
ing capacity. Generally, a combination control valve controls 
the supply of fuel from a fuel source to the burners in an on/off 
fashion, such that all the burners are either fully on or fully 
off. The furnace cannot turn on individual burners nor can it 
vary the flow of gas to the burners. This type of on/off control 
system often incurs temperature overshoot, wherein the out 
put temperature (or the ambient temperature of the house or 
building) rises above the temperature setting as a result of all 
burners turning on at maximum capacity in an attempt to raise 
the temperature by a small amount. Thus, fine resolution 
control of the output temperature is difficult. Alternatively, if 
the control system is adjusted to reduce temperature over 
shoot, then there is often a large steady-state error of the 
output temperature as compared with the set temperature, 
typically on the cold side, as the control system waits until the 
output temperature drops low enough below the set tempera 
ture to turn on all the burners at maximum capacity. There 
fore, the on/off heating control system is inefficient by using 
excessive energy to maintain the set temperature or is inef 
fective by leaving the burners off for too long resulting in a 
cold and uncomfortable environment. 

SUMMARY OF THE INVENTION 

0006 Embodiments of the present invention solve the 
above-mentioned problems and provide a distinct advance in 
the art of controlling the flow of gas in a gas furnace. More 
particularly, embodiments of the invention provide a system 
and method for varying or shutting off the flow of gas to 
individual burners in a multiple-burner combustible fuel heat 
ing System. 
0007 Invarious embodiments, the system may comprise a 
user interface, an operating parameter sensor, a controller, a 
plurality of burners, a combination control valve, and a plu 
rality of variable flow valves. The user interface may allow a 
user to enter data, Such as a set temperature, into the control 
ler, and to read out information from the controller about the 
status of the system, among other things. The operating 
parameter sensor may measure the ambient temperature of 
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the space to be heated or the temperature of a particular 
portion of the system. The controller may receive the set 
temperature from the user interface and the measured tem 
perature from the operating parameter sensor. Based upon the 
set temperature and the measured temperature, the controller 
may generate a plurality of commands to vary the flow of gas 
in the system. The combination control valve may control the 
flow of gas from an outside gas source to the plurality of 
variable flow valves. Generally, the combination control 
valve is open to allow gas flow or is closed to prevent gas flow, 
based upon a command from the controller. The variable flow 
valves vary the amount of gas flowing from the combination 
control valve that is supplied to the burners. The varying of 
the gas flow rate is controlled by a command from the con 
troller. The burners provide combustion of the gas from the 
variable flow valves, which in turn provides heat. 
0008. In other embodiments, the system may comprise a 
user interface, an operating parameter sensor, a controller, a 
plurality ofburners, a modulating combination control valve, 
and a plurality of shutoff valves. The user interface may allow 
a user to enter data, Such as a set temperature, into the con 
troller, and to read out information from the controller about 
the status of the system, among other things. The operating 
parameter sensor may measure the ambient temperature or 
the temperature of a particular portion of the system. The 
controller may receive the set temperature from the user inter 
face and the measured temperature from the operating param 
eter sensor. Based upon the set temperature and the measured 
temperature, the controller may generate a plurality of com 
mands to vary the flow of gas in the system. The modulating 
combination control valve may vary the flow of gas from an 
outside gas source to the plurality of shutoff valves. The 
amount by which the flow of gas varies is controlled by a 
command from the controller. The shutoff valves control the 
amount of gas flowing from the modulating combination 
control valve that is supplied to the burners. Generally, the 
shutoff valve is open to allow gas flow or is closed to prevent 
gas flow. The burners provide combustion of the gas from the 
shutoff valves, which in turn provides heat. 
0009. This summary is provided to introduce a selection of 
concepts in a simplified form that are further described below 
in the detailed description. This summary is not intended to 
identify key features or essential features of the claimed sub 
ject matter, nor is it intended to be used to limit the scope of 
the claimed Subject matter. 
0010. Other aspects and advantages of the present inven 
tion will be apparent from the following detailed description 
of the embodiments and the accompanying drawing figures. 

BRIEF DESCRIPTION OF THE DRAWING 
FIGURES 

0011 Embodiments of the present invention are described 
in detail below with reference to the attached drawing figures, 
wherein: 

0012 FIG. 1 is a schematic diagram of a variable output 
heating control system constructed in accordance with a first 
embodiment of the present invention; 
0013 FIG. 2 is a schematic diagram of a second embodi 
ment of the variable output heating control system; 
0014 FIG.3 is a schematic diagram of a third embodiment 
of the variable output heating control system; 
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0015 FIG. 4 is a schematic diagram of a fourth embodi 
ment of the variable output heating control system; and 
0016 FIG. 5 is a schematic diagram of a fifth embodiment 
of the variable output heating control system. 
0017. The drawing figures do not limit the present inven 
tion to the specific embodiments disclosed and described 
herein. The drawings are not necessarily to Scale, emphasis 
instead being placed upon clearly illustrating the principles of 
the invention. 

DETAILED DESCRIPTION OF THE 
EMBODIMENTS 

0018. The following detailed description of the invention 
references the accompanying drawings that illustrate specific 
embodiments in which the invention can be practiced. The 
embodiments are intended to describe aspects of the inven 
tion in sufficient detail to enable those skilled in the art to 
practice the invention. Other embodiments can be utilized and 
changes can be made without departing from the scope of the 
present invention. The following detailed description is, 
therefore, not to be taken in a limiting sense. The Scope of the 
present invention is defined only by the appended claims, 
along with the full scope of equivalents to which Such claims 
are entitled. 

0019. A variable output heating control system 10 con 
structed in accordance with an exemplary embodiment of the 
present invention is shown in FIG. 1. The system 10 may 
comprise a user interface 12, an operating parameter sensor 
14, a controller 16, a heat generating unit 18 that includes a 
plurality of burners 20, a combination control valve 22, and a 
plurality of variable flow valves 24. 
0020. The user interface 12 generally allows a user to 
interact with the system 10, whereby the user may input 
parameters, commands, and/or data as well as obtain infor 
mation from the system 10, and in particular, the controller 
16. The user may utilize the user interface 12 to input data 
Such as a desired temperature setting or a range of tempera 
ture settings. The user may also use the user interface 12 to 
programa sequence oftemperatures based on time of day, day 
of week, or other criteria. For example, the user may program 
a certain temperature or temperatures for the daytime hours 
and a different set of temperatures for the nighttime hours. 
The user may also program a particular sequence oftempera 
tures for the week days and a different sequence for the 
weekends. The user may enter other parameters as well. Such 
as a gas pressure or a gas flow rate. In addition, the user may 
enter commands via the user interface 12. The user may 
power the system 10 on or off or may control auxiliary 
devices, such as a fan or blower. Furthermore, the user may 
utilize the user interface 12 to view data or commands as they 
are being entered, as well as review the status or settings of the 
system 10 and programmed temperature sequences. 
0021. The user interface 12 may include data entry devices 
Such as touchscreens, keyboards, keypads, mice or other 
pointing devices, pushbuttons, Switches, rotary knobs, and 
the like. The user interface 12 may also include data readout 
devices such as monitors (e.g., cathode ray tube (CRT), 
plasma, liquid crystal display (LCD)), dot-matrix displays, 
seven-segment LED displays, one or more individual LEDs 
or lights, and the like. The user interface 12 may include other 
electrical or electronic components formed from analog and 
digital circuitry, such as analog-to-digital converters (ADCs) 
or digital-to-analog converters (DACs), and the like. 
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0022. The data entry and data readout portions of the user 
interface 12 may be integrated in a single unit or may be 
housed in separate units. The user interface 12 may be located 
in close proximity to the rest of the system 10 and in some 
embodiments the user interface 12 may be integrated with the 
controller 16. In other embodiments, the user interface 12 
may be remote from the controller 16 and the heat generating 
unit 18, such as in another room or another building. The user 
interface 12 may communicate with the controller 16 either 
via wires or wirelessly. The wires may include commonly 
known metallic conductors such as individual wires or multi 
conductor cables, optical fibers, or other physical communi 
cation media. Wireless communication may include radio 
frequency (RF) transmission that utilizes standard analog or 
digital protocols, such as Institute of Electrical and Electron 
ics Engineers (IEEE) wireless standards 802.11, 802.15 
(which includes BluetoothTM), 802.16, and the like. Wireless 
communication may also include optical line of sight trans 
mission, or similar wireless communication methods. 
0023 The operating parameter sensor 14 generally senses 
or measures a plurality of operating parameters and reports 
them to the controller 16. The controller 16 may adjust the 
settings of the combination control valve 22 and the variable 
flow valves 24 based on data from the operating parameter 
sensor 14. Parameters that the operating parameter sensor 14 
is capable of measuring may include thermal energy, or ambi 
ent temperature, gas pressure, or gas flow rate. Typically, the 
operating parameter sensor 14 is located in a room or area of 
primary importance, perhaps where people spend most of 
their time. Often, the operating parameter sensor 14 is located 
in a central portion of the home or building, which may also 
be the location of the controller 16 and in some embodiments, 
the operating parameter sensor 14 may be integrated with the 
controller 16. The system 10 may also include more than one 
operating parameter sensor 14 to sense parameters in various 
locations, such as different rooms or different levels of a 
house or building. The controller 16 may average the readings 
from the different operating parameter sensors 14 or may 
apply a different criteria or algorithm when determining how 
to set the valves based on temperature, pressure, or flow 
readings. In various embodiments, there may also be one or 
more operating parameter sensors 14 positioned near the 
burners 20 and in or around the combination control valve 22 
and the variable flow valves 24 to detect the performance of 
the heat generating unit 18. These operating parameter sen 
sors 14 may monitor the temperature, pressure, or flow rate 
among components such as a heat exchanger, duct inlets, and 
duct outlets. 

0024. The operating parameter sensor 14 may include 
devices to measure thermal energy, Such as thermometers, 
infrared sensors, thermal transducers, gas pressure sensors or 
transducers, gas flow meters, and the like. The operating 
parameter sensor 14 may also include other electrical or elec 
tronic components formed from analog and digital circuitry, 
such as ADCs or DACs, and the like. 
0025. As with the user interface 12, the operating param 
eter sensor 14 may communicate with the controller 16 either 
via wires or wirelessly. The wires may include commonly 
known metallic conductors such as individual wires or multi 
conductor cables, optical fibers, or other physical communi 
cation media. Wireless communication may include RF 
transmission that utilizes standard analog or digital protocols, 
such as IEEE 802.11, 802.15, 802.16, and the like. Wireless 



US 2016/O 195285 A1 

communication may also include optical line of sight trans 
mission, or similar wireless communication methods. 
0026. The controller 16 generally receives input from the 
user interface 12 and the operating parameter sensor 14 and 
transmits output to the user interface 12, the combination 
control valve 22, and the variable flow valves 24. The con 
troller 16 may receive input from the user interface 12, such as 
a desired temperature setting (set temperature), and from the 
operating parameter sensor 14, Such as a measured tempera 
ture, both as described above. Based on the set temperature, 
the measured temperature, and the temperature difference 
(being the set temperature minus the measured temperature), 
the controller 16 may send signals to the combination control 
valve 22 and the variable flow valves 24 to either increase or 
decrease the flow of gas to the burners 20. Generally, the flow 
of gas is proportional to the temperature difference. The 
greater the temperature difference, the greater the flow of gas. 
The smaller the temperature difference, the smaller the flow 
of gas. 
0027. The system 10 generally matches the architecture of 
a feedback control system 10 with an input to the system 10 
being the set temperature from the user interface 12, the 
controlled quantity being heat (as produced by combustion of 
flowing gas), and feedback of the controlled quantity being 
the measured temperature Supplied by the operating param 
eter sensor 14. As such, the controller 16 may include one or 
more generally known control structures, such as a propor 
tional-integral-derivative (PID) controller, or variations 
thereof. The controller 16 may also be designed for optimi 
Zation, Such as minimizing temperature overshoot, response 
time, settling time, steady-state error, or other criteria. 
0028. The controller 16 may be implemented inhardware, 
software, firmware, or combinations thereof. The controller 
16 may include a processing element coupled with a memory 
element that in combination are able to execute software code 
segments which implement the control function. The control 
ler 16 may also include microcomputers, microprocessors, 
microcontrollers, programmable intelligent computers 
(PICS), field-programmable gate arrays (FPGAs), program 
mable logic devices (PLDS), programmable logic controllers 
(PLCs), and the like. The controller 16 may also include a 
requisite memory component Such as hard-disk drives, opti 
cal disks, floppy disks, random-access memory (RAM), read 
only memory (ROM), cache memory, programmable ROM 
(PROM), erasable PROM (EPROM), and the like. Further 
more, the controller 16 may include actuating components 
that are capable of receiving a temperature variable signal, 
wherein the components may be pneumatic, hydraulic, bime 
tallic, or the like. 
0029. The controller 16 may be located in the proximity of 
the heat generating unit 18, or may be remote from the heat 
generating unit 18, and further may be integrated with the 
user interface 12, the operating parameter sensor 14, or both. 
Similar to the components described above, the controller 16 
may communicate with the combination control valve 22 and 
the variable flow valves 24 either via wires or wirelessly. The 
wires may include commonly-known metallic conductors 
Such as individual wires or multi-conductor cables, optical 
fibers, or other physical communication media. Wireless 
communication may include RF transmission that utilizes 
standard analog or digital protocols, such as IEEE 802.11. 
Wireless communication may also include optical line of 
sight transmission, or similar wireless communication meth 
ods. 
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0030 The combination control valve 22 generally reduces 
the pressure of the gas coming from an external Supply that is 
delivered through a gas inlet 26. The reduced pressure gas 
may be in turn supplied to the variable flow valves 24, which 
control the flow of gas to the burners 20. The combination 
control valve 22 may also shut off the supply of gas to the 
variable flow valves 24. The operation of the combination 
control valve 22 may be determined by the controller 16, such 
that the controller 16 may send a signal to the combination 
control valve 22 to close and shut off the supply of gas to the 
variable flow valves 24. 

0031. The combination control valve 22 may include com 
ponents for the control of gas flow Such as a gas pressure 
regulator, a pilot valve, an ignition Source, a flame sensor, and 
a safety shutoff valve. The gas pressure regulator may regu 
late the pressure of the gas delivered to the variable flow 
valves 24 at a constant value in order to maintain consistency 
of the heating rate of the system 10. 
0032. The combination control valve 22 and the variable 
flow valve 24 may be generally in close proximity to each 
other. The combination control valve 22 may be connected to 
the variable flow valves 24 through a manifold 28. Other 
connection schemes include piping, tubing, ducting, or the 
like, in addition to fittings, connectors, and couplers. 
0033. The variable flow valve 24 generally modulates the 
flow of gas to the burner 20 to which it is coupled. An example 
of the variable flow valve 24 is disclosed in “VARIABLE 
ORIFICE GAS FLOW MODULATING VALVE, applica 
tion Ser. No. 1 1/751,854, filed May 22, 2007, which, being of 
common ownership, is hereby incorporated by reference, in 
its entirety. The variable orifice modulating valve of applica 
tion Ser. No. 1 1/751,854 controls the flow of gas by the 
movement of a metering pin at the output orifice. However, 
other valves that can vary the flow of gas through an output 
may be used for the variable flow valve. 
0034 Generally, the variable flow valve 24 may be able to 
modulate the flow of gas in incremental steps of 1% or less. 
Thus, the variable flow valve 24 may allow the rate of gas 
flowing to the burner 20 to vary from 100% down to less than 
1%. The variable flow rate of the variable flow valve 24 may 
be controlled by a signal from the controller 16. The variable 
flow valve 24 may receive gas from the combination control 
valve 22 through the manifold 28 and may supply regulated 
flow gas to the burner 20 through an output orifice 30 at one 
end of the variable flow valve 24. 
0035. The burner 20 may include an inlet port32, a mixing 
chamber 34, and a plurality of outlet ports 36. The burner 20 
may be somewhat elongated, though other shapes are pos 
sible. At one end may be the inlet port 32, through which the 
burner 20 receives gas from the output orifice 30 of the vari 
able flow valve. There may also be a gap between the output 
orifice 30 of the variable flow valve 24 and the inlet port 32 
through which ambient airflows. The flow of gas into the inlet 
port 32 generally pulls in ambient air into the mixing chamber 
34, where gas and ambient air combine. The amount of air in 
the mixing chamber 34 may be related to the velocity of the 
flow of gas from the output orifice 30. The greater the velocity 
of gas flow, the more air that is in the chamber, wherein a 
sufficient amount of air is desirable to provide more thorough 
combustion of the gas. Thorough combustion of the gas gen 
erally increases the efficiency of the system 10 and reduces 
the emission of uncombusted gas into the atmosphere. The 
output orifice 30 of the variable orifice modulating valve 
described above generally provides gas flow at a higher Veloc 
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ity, which in turn helps pull in a sufficient amount of air to the 
mixing chamber 34. The outlet ports 36 may be uniformly 
distributed along the length of the burner 20 and may provide 
flames 38 as a result of the combustion of the gas and air 
mixture. The level of the flames 38 may also be directly 
related to the amount of heat given off by the burner, such that 
higher flames 38 may relate to greater heat being produced. 

0036. The burner 20 may also include one or more of the 
following components: atmospheric burners, induced draft 
burners, power burners, or inshot burners. Power burners and 
induced draft burners may utilize an electric powered blower 
to Supply primary air to the burner 20 for mixing with the gas 
flow, to create the desired gas and air ratio for complete 
combustion. Alternatively, atmospheric type burners rely on 
the flow velocity of the gas exiting the orifice to create enough 
draft in the mixing chamber 34 area of the burner 20 to draw 
in sufficient primary air for complete combustion. Further 
more, the burner 20 may include a turndown ratio, which 
establishes the lower limit of the gas flow rate that the burner 
20 is capable of supporting. For example, a burner 20 with a 
4:1 turndown ratio may support a gas flow rate of 25%, or 
greater, of maximum flow rate. In this example, a gas flow rate 
of below 25% may result in decreased energy efficiency and 
increased emissions of uncombusted gas. 
0037. The variable output heating control system 10 may 
operate as follows. The system 10 may include one or more 
burners 20 and variable flow valves 24. An exemplary 
embodiment of the system 10, as seen in FIG. 1, includes five 
burners 20 receiving gas from five variable flow valves 24. A 
user enters a temperature, the set temperature, to the control 
ler 16 by using the user interface 12. The user may also enter 
a “start” or other initiating command to alert the controller 16 
that data entry has ceased. The controller 16 compares the set 
temperature with the measured temperature, Supplied by the 
operating parameter sensor 14. If the measured temperature is 
above the set temperature, the controller 16 may close the 
combination control valve 22, thereby shutting off the flow of 
gas to the variable flow valves 24, and in turn the burners 20. 
The controller 16 may also send a signal to one or more of the 
variable flow valves 24 to reduce the flow of gas to the burners 
20 to its minimum or close to its minimum, thereby reducing 
the level of the flames 38 and the heat produced. 
0038 If the measured temperature is below the set tem 
perature, the controller 16 may send a signal to the combina 
tion control valve 22 to open and may send a signal to one or 
more of the variable flow valves 24 to open at least partially to 
allow some gas to flow to the burners 20, where it may be 
combusted and produce heat. If the measured temperature is 
well below the set temperature, the controller 16 may leave 
the combination control valve 22 open and send a signal to 
one or more of the variable flow valves 24 to allow 100% gas 
flow to the burners 20, increasing the level of the flames 38 
and the heat produced. As the measured temperature 
approaches the set temperature, the controller 16 may send a 
signal to one or more of the variable flow valves 24 to reduce 
the gas flow rate. For example, the controller 16 may send a 
signal to all the variable flow valves 24 to reduce the flow of 
gas to 50%, thereby reducing the heat output by approxi 
mately 50%. However, specifically how each variable flow 
valve 24 is controlled (i.e., the value of each flow rate) may 
depend on a plurality of factors such as the rate at which the 
measured temperature is approaching the set temperature as 
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well as the controller architecture type and factors that 
include optimization, Such as reduced temperature overshoot, 
decreased settling time, etc. 
0039. As the measured temperature gets very close to the 
set temperature, the controller 16 may continue to reduce the 
flow rate of one or more of the variable flow valves 24. If the 
measured temperature equals the set temperature, the control 
ler 16 may reduce the flow rate of one or more of the variable 
flow valves 24 to its minimum or near the minimum. The 
controller 16 may maintain this setting, or may adjust the 
setting slightly, as long as the two temperatures are equal. If 
the measured temperature increases or decreases, the control 
ler 16 may adjust the flow rates of the variable flow valves 24 
or open or close the combination control valve 22 accord 
ingly, as described above. 
0040 Another exemplary embodiment of the variable out 
put heating control system 10 is shown in FIG. 2. The system 
10 comprises a user interface 12, an operating parameter 
sensor 14, a controller 16, and a heat generating unit 18 that 
includes a plurality of burners 20, a modulating combination 
control valve 40, and a plurality of shutoff valves 42. 
0041. The user interface 12, the operating parameter sen 
sor 14, the controller 16, and the burners 20 are substantially 
similar to the same-named components described above. 
Additionally, the controller 16 may communicate with the 
modulating combination control valve 40 in the same manner 
as the controller 16 may communicate with the combination 
control valve 22 described above. Furthermore, the controller 
16 may communicate with the shutoff valves 42 in the same 
manner as the controller 16 may communicate with the vari 
able flow valves 24 described above. 
0042. The modulating combination control valve 40 gen 
erally controls the flow of gas from an external fuel supply 
through the gas inlet 26 to the shutoff valves 42. Typically, the 
gas coming through the gas inlet 26 is at a relatively high 
pressure. The modulating combination control valve 40 may 
reduce the pressure of the incoming gas, thereby reducing the 
flow of gas to the shutoff valves 42. Typically, the modulating 
combination control valve 40 includes all the components of 
the combination control valve with additional components or 
structure that may vary, meter, or modulate the pressure of the 
gas, and in turn the flow of gas, that is Supplied to the shutoff 
valves 42. Furthermore, the modulating combination control 
valve 40 may cut off the flow of gas to the shutoff valves 42. 
0043. The controller 16 may send a signal to the modulat 
ing combination control valve 40 to set the pressure of the gas 
supplied to the shutoff valves 42, wherein the pressure may 
vary from a level that is below the external supply line pres 
sure downto a minimum flow rate that is based on the burner 
20 turndown ratio as described above. The controller 16 may 
also send a signal to the modulating combination control 
valve 40 to close and shut off the flow of gas. 
0044) The modulating combination control valve 40 and 
the shutoff valves 42 may be generally in close proximity to 
each other. The modulating combination control valve 40 
may be connected to the shutoff valves 42 through a manifold 
28. Other connection schemes include piping, tubing, duct 
ing, or the like, in addition to fittings, connectors, and cou 
plers. 
0045. The shutoff valve 42 generally acts as a gate for the 
flow of gas from the modulating combination control valve 40 
to the burner 20 to which the shutoff valve 42 is coupled. The 
shutoff valve 42 may be open to allow gas to flow to the burner 
20 with little loss of pressure or the shutoff valve 42 may be 
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closed to prevent the flow of gas into the burner 20. The 
shutoff valve 42 may receive a signal from the controller 16 to 
open and allow gas flow to the burner 20 or to close and 
prevent gas flow to the burner 20. The shutoff valve 42 may 
include any component or combination of components that is 
operable to shut off the flow of gas between an input and an 
output. 
0046. The shutoff valve 42 may include an output orifice 
30 that is similar to the output orifice 30 of the variable flow 
valve 24 and may couple to the burner 20 in the same manner 
as the variable flow valve 24, described above. 
0047. The operation of the second embodiment of the 
variable output heating control system 10 may be as follows. 
The second embodiment of the system 10 may include five 
burners 20 receiving gas flow from five shutoff valves 42, as 
seen in FIG. 2. In a similar fashion to the first embodiment, 
discussed above, a user enters the set temperature to the 
controller 16 by using the user interface 12. The controller 16 
compares the set temperature with the measured temperature. 
If the measured temperature is above the set temperature, the 
controller 16 may send a signal to the modulating combina 
tion control valve 40 to partially close to reduce the flow of 
gas to near a minimum flow rate dependent on complete 
combustion of the burners 20 to which it is coupled. Or, the 
controller 16 may close the modulating combination control 
valve 40, thereby shutting off the flow of gas to the shutoff 
valves 42. The controller 16 may also send a signal to one or 
more of the shutoff valves 42 to stop the flow of gas to each 
individual burner 20. 
0048 If the measured temperature is below the set tem 
perature, the controller 16 may send a signal to open at least 
one of the shutoff valves 42 and to at least partially open the 
modulating combination control valve 40. If the measured 
temperature is well below the set temperature, the controller 
16 may leave the shutoff valves 42 open and send a signal to 
the modulating combination control valve 40 to allow 100% 
gas flow to the shutoff valves 42, increasing the level of the 
flames 38 and the heat produced. As the measured tempera 
ture approaches the set temperature, the controller 16 may 
send a signal to the modulating combination control valve 40 
to reduce the gas flow rate. For example, the controller 16 may 
send a signal to the modulating combination control valve 40 
to reduce the flow of gas to 50%, thereby reducing the heat 
output by approximately 50%. 
0049. Alternatively, the controller 16 may send a signal to 
one or more of the shutoff valves 42 to close, without reducing 
the flow of gas from the modulating combination control 
valve 40. For example, the controller 16 may close two of the 
five shutoff valves 42, thereby decreasing heat output to 
approximately 60% of full capacity. Furthermore, the con 
troller 16 may send a signal to one or more of the shutoff 
valves 42 to close, in addition to sending a signal to the 
modulating combination control valve 40 to reduce the flow 
of gas. For example, the controller 16 may close two of the 
five shutoff valves 42 and reduce the gas flow rate to 50%, 
thus leaving three burners 20 on, each receiving 50% gas flow 
rate, thereby reducing heat output to approximately 30% of 
full value. As with the first embodiment discussed above, how 
many shutoff valves 42 are closed and how the flow rate is 
reduced may depend on a plurality of factors such as the rate 
at which the measured temperature is approaching the set 
temperature as well as the controller architecture type and 
factors that include optimization, Such as reduced tempera 
ture overshoot, decreased settling time, etc. 
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0050. As the measured temperature gets very close to the 
set temperature, the controller 16 may continue to reduce the 
flow rate of the modulating combination control valve 40, in 
addition to closing shutoff valves 42 as necessary. If the 
measured temperature equals the set temperature, the control 
ler 16 may reduce the flow rate of the modulating combina 
tion control valve 40 to its minimum or near the minimum, in 
addition to closing shutoff valves 42. Although, as long as the 
modulating combination control valve 40 is allowing gas to 
flow, even at a minimum rate, at least one shutoff valve 42 is 
open to allow the gas to flow to at least one burner 20. With the 
combination of reducing gas flow and shutting offburners 20, 
the controller 16 can adjust the heat output of the system 10 
with fine resolution. The controller 16 may maintain this 
setting, or may adjust the setting slightly, as long as the two 
temperatures are equal. If the measured temperature 
increases or decreases, the controller 16 may adjust the flow 
rate of the modulating combination control valve 40 or open 
or close the shutoff valves 42 accordingly, as described above. 
0051. Another exemplary embodiment of the variable out 
put heating control system 10 is shown in FIG. 3. The third 
embodiment may comprise a user interface 12, an operating 
parameter sensor 14, a controller 16, a plurality of burners 20, 
a combination control valve 22, and a plurality of variable 
flow valves 24. The third embodiment of the system 10 is 
substantially similar to the system 10 of the first embodiment 
except each variable flow valve 24 may be coupled to one or 
more burners 20, as depicted. The output orifice 30 of each 
variable flow valve 24 may be coupled to tubing which con 
nects to the inlet port 32 of one or more burners 20. This 
embodiment allows for good control of the heat output while 
offering reduced cost of manufacture by reducing the number 
of variable flow valves 24 needed for a given number of 
burners 20. 

0.052 Another exemplary embodiment of the variable out 
put heating control system 10 is shown in FIG. 4. The system 
10 of the fourth embodiment may comprise a user interface 
12, an operating parameter sensor 14, a controller 16, a plu 
rality of burners 20, a modulating combination control valve 
40, and a plurality of shutoff valves 42. The fourth embodi 
ment of the system 10 is substantially similar to the system 10 
of the second embodiment except each shutoff valve 42 may 
be coupled to one or more burners 20, as depicted. The output 
orifice 30 of each shutoff valve 42 may be coupled to tubing 
which connects to the inlet port 32 of one or more burners 20. 
This embodiment allows for good control of the heat output 
while offering reduced cost of manufacture by reducing the 
number of shutoff valves 42 needed for a given number of 
burners 20. 

0053 Another exemplary embodiment of the variable out 
put heating control system 10 is shown in FIG. 5. The system 
10 of the fifth embodiment may comprise a user interface 12, 
an operating parameter sensor 14, a controller 16, a plurality 
of burners 20, a combination control valve 22, and a shutoff 
valve 42. These components operate in a Substantially similar 
fashion as described above. The combination control valve 22 
controls the flow of gas to a plurality of burners 20 through a 
standard orifice 44. Thus, the combination control valve 22 
may shut off the flow of gas to the burners 20. The shutoff 
valve 42 may be coupled to at least one of the burners 20, as 
depicted in FIG. 5, allowing the ability to shut off the flow of 
gas to only those burners 20 coupled to a shutoff valve 42. 
This embodiment of the system 10 can provide temperature 
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control by shutting off one or more selected burners without 
adding modulation controls, which may be more expensive. 
0054) The variable output heating control system 10 of the 
fifth embodiment may operate as follows. The system 10 may 
include one or more burners 20, the combination control 
valve 22, and at least one shutoff valve 42. An exemplary 
embodiment of the system 10, as seen in FIG. 5, includes four 
burners 20 receiving gas directly from the combination con 
trol valve 22 and one burner 20 receiving gas through the 
shutoff valve 42. A user enters a temperature, the set tempera 
ture, to the controller 16 by using the user interface 12. The 
controller 16 compares the set temperature with the measured 
temperature, supplied by the operating parameter sensor 14. 
If the measured temperature is above the set temperature, the 
controller 16 may close the combination control valve 22, 
thereby shutting off the flow of gas to the shutoff valve 42, and 
the burners 20. 
0055. If the measured temperature is below the set tem 
perature, the controller 16 may send a signal to the combina 
tion control valve 22 to open to allow some gas to flow to the 
burners 20, where it may be combusted and produce heat. If 
the measured temperature is well below the set temperature, 
the controller 16 may leave the combination control valve 22 
open and send a signal to the shutoff valve 42 to open and 
allow gas flow to its connected burner 20. As the measured 
temperature approaches the set temperature, the controller 16 
may send a signal to the shutoff valve 42 to close again. 
0056. If the measured temperature equals the set tempera 
ture, the controller 16 may send a signal to the combination 
control valve 22 to open periodically. The controller 16 may 
maintain this setting, or may adjust the setting slightly, as long 
as the two temperatures are equal. If the measured tempera 
ture increases or decreases, the controller 16 may open or 
close the combination control valve 22 and the shutoff valve 
42 accordingly, as described above. 
0057 The variable output heating control system 10 is 
disclosed primarily for use with a residential or commercial 
gas furnace. However, the principles of the invention dis 
closed herein may also be used with a water heater, a boiler, a 
hot water tank, an oil furnace, a gas fireplace, a residential gas 
oven, a commercial gas oven, a gas grill, a gas clothes dryer, 
a gas agricultural grain dryer, a materials processor, a mate 
rials dryer, a process dryer, a thermal processor, a fluids 
processor, a chemicals processor, or other systems or devices 
requiring a controlled, variable output heat source. 
0058 Although the invention has been described with ref 
erence to the embodiments illustrated in the attached drawing 
figures, it is noted that equivalents may be employed and 
substitutions made herein without departing from the scope 
of the invention as recited in the claims. 

1. A heating control system, the system comprising: 
a controller operable to receive a set temperature and a 

measured temperature and to generate a plurality of gas 
flow control commands, including an off command, an 
on command and an additional plurality of gas flow 
control commands in the on position; 

a modulating combination control valve operable to vary 
the flow of gas from an external gas source based on a 
gas flow control command from the controller; 

a plurality of shutoff valves operable to shut off the flow of 
gas received from the modulating combination control 
Valve based on a gas flow control command from the 
controller, wherein each shutoff valve may be shut off 
separately; and 
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a plurality of burners operable to provide heat correspond 
ing to the combustion of gas received from the modulat 
ing combination control valve and the plurality of shut 
off valves. 

2. The system of claim 1, further including a user interface 
coupled with the controller for a user to enter operating 
parameters, including the set temperature. 

3. The system of claim 1, further including at least one 
operating parameter sensor coupled with the controller oper 
able to provide the measured temperature and other operating 
parameters. 

4. The system of claim 1, wherein the controller generates 
a command to increase the flow of gas if the measured tem 
perature is less than the set temperature. 

5. The system of claim 1, wherein the controller generates 
a command to decrease the flow of gas if the measured tem 
perature is greater than the set temperature. 

6. The system of claim 1, wherein the controller generates 
a command to shut off at least one shutoff valve if the mea 
Sured temperature is greater than the set temperature. 

7. The system of claim 1, wherein the controller generates 
a command to open at least one shutoff valve if the measured 
temperature is less than the set temperature. 

8. The system of claim 1, wherein the plurality of shutoff 
valves and the plurality of burners are operably coupled in a 
one to one ratio. 

9. The system of claim 1, wherein at least a portion of the 
burners receives gas from one shutoff valve. 

10. A heating control system, the system comprising: 
a controller operable to receive a set temperature and a 

measured temperature and to generate a plurality of gas 
flow control commands, including an off command, an 
on command and an additional plurality of gas flow 
control commands in the on position; 

a combination control valve operable to control flow of gas 
from an external gas source based on a gas flow control 
command from the controller; 

at least one shutoff valve operable to shutoff the flow ofgas 
received from the combination control valve based on a 
gas flow control command from the controller, wherein 
each shutoff valve may be shut off separately; and 

a plurality of burners operable to provide heat correspond 
ing to the combustion of gas received from the combi 
nation control valve and the at least one shutoff valve. 

11. The system of claim 10, further including a user inter 
face coupled with the controller for a user to enter the set 
temperature. 

12. The system of claim 10, further including at least one 
operating parameter sensor coupled with the controller oper 
able to provide the measured temperature. 

13. The system of claim 10, further including a plurality of 
shutoff valves. 

14. A method for controlling the heat output of a combus 
tible fuel heating system, the method comprising the steps of 
a controller: 

a) receiving a set temperature from a user; 
b) receiving a measured temperature from at least one 

operating parameter sensor, 
c) comparing the measured temperature and the set tem 

perature; 
d) for the measured temperature above the set temperature: 
e) issuing a command to a modulating combination control 

Valve to decrease the flow of gas through a plurality of 
shutoff valves coupled to a plurality of burners; 
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f) issuing a command to close one or more of the plurality 
of shutoff valves; 

g) for the measured temperature below the set temperature; 
h) issuing a command to a modulating combination control 

valve to increase the flow of gas through a plurality of 
shutoff valves coupled to a plurality of burners; 

i) issuing a command to open one or more of the plurality 
of shutoff valves; and 

j) for a measured temperature that is equal to the set tem 
perature issuing a command to the modulating combi 
nation control valve to maintain the rate of flow of gas. 

k k k k k 
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