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Description

[0001] The present invention is concerned with the
problems encountered in assembling tents and the like.
More specifically, it is concerned with mounting tent
poles, ropes etc. in position.

[0002] When assembling a tent, the tent poles or
ropes must be mounted to the tent fabric and in some
cases, the tent poles or ropes are also mounted to some
external structure, for example, the side wall of a cara-
van.

[0003] Previously, methods of mounting a tent pole
have included using an elongate mounting which is riv-
eted to the tent fabric or wall etc., typically using two
rivets. The mounting has an aperture through which the
tent pole can be passed. Different types of mounting are
available which allow the pole to be oriented, for exam-
ple, either perpendicular to or parallel to the elongate
direction of the mounting.

[0004] The above type of mounting has the disadvan-
tage that it is awkward to position the last few poles
when assembling a tent, as the relative orientations of
the pole and the piece of tent fabric to which the mount-
ing is attached are fixed. Also, different types of mount-
ings have to be manufactured depending on the re-
quired orientation of the pole with respect to the elon-
gate direction of the mounting.

[0005] Forexample the document US-A-3986519 dis-
closes a mounting for a tent having two bases that are
clampingly engaged against the outer and inner surface
of amembrane, a stem that extends from the outer base
and a third member, an annular ring, which is pivotally
mounted on that stem.

[0006] The present invention addresses the above
problems and, in afirst aspect provides a mounting com-
prising a first member which is attachable to a surface,
and a second member rotatably mounted on said first
member, wherein the second member has an aperture
therein for receiving a tent pole, rope or the like.
[0007] Itis preferable if the second member is rotata-
ble in the plane parallel to the surface to which the first
member is attached.

[0008] The mounting may be used to attach tent fab-
rics to a pole. However, the first member may be at-
tached either fully or partially to the side wall of a cara-
van or similar structure to receive a pole of an awning
or the like.

[0009] The first member can be riveted to the fabric
or wall, etc.
[0010] As the second member can be oriented in a

number of different directions with respect to the first
member, the tent pole can pull the first member in a
number of different directions. A particularly convenient
configuration for taking the load in different directions is
provided if the first member is substantially triangular in
shape.

[0011] More preferably, the triangular first member is
provided with three mounting holes at the points of the
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triangle.

[0012] It is often not desirable to have the second
member capable of rotating fully through 360°. There-
fore, it is preferable if a stop is provided to prevent the
second member from rotating through an angle greater
than a predefined angle. Preferably, this angle is about
90°. This stop can also define two potential pole orien-
tations which are, for example, 90° apart.

[0013] If the first member is to attached to a solid
structure such as a wall of a caravan, it may be prefer-
able if the first member also has engaging means for
engaging piping which is provided on an edge of the tent
fabric.

[0014] More preferably, the engaging means compris-
es a channel capable of receiving the piping. The walls
of the cavity may be flexible such that the piping can be
inserted into the channel and gripped thereby.

[0015] In a second aspect, the present invention pro-
vides a mounting for attaching a tent pole to tent fabric,
the mounting comprising a first member which is attach-
able to the tent fabric and a second member which is
rotatably mounted on the first member and includes
means for holding the tent pole.

[0016] The tent pole can be held in the second mem-
ber in a number of ways, e.g by using bracket or clamp
of some type. Ideally, the mounting should be moveable
relative to the longitudinal direction of the pole to aid as-
sembly of the tent.

[0017] The presentinvention will now be described by
way of example with reference to the accompanying
drawings, in which :

Figures 1A and 1B show a conventional mounting
for attaching a tent pole to the tent fabric;

Figure 2 is a plan view of the first member of a
mounting in accordance with an embodiment of the
present invention;

Figure 3 is a perspective view of the second mem-
ber of the mounting of Figure 2;

Figure 4 is a cross section of the mounting along
the line 1lI-11l of Figure 2; and

Figure 5 is a diagram of the embodiment used to fit
a tent pole to the tent fabric and the side of a cara-
van.

[0018] Figures 1A and 1B show conventional mount-
ings. The first mounting 1 has an elongate body 3 with
a mounting portion 5. The elongate body 3 is attached
to the tent fabric via rivets 7, 9. The mounting portion 5
has an aperture 11 extending through it. The aperture
11 extends in a direction parallel to the direction of elon-
gation of the mounting 1. A tent pole 13 can be slid
through aperture 11.

[0019] In Figure 1b, the mounting 15 again has an
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elongate body 17 which is attached to the tent fabric via
rivets 19, 21. The mounting 15 also has a mounting por-
tion 23 which has an aperture 25 extending through it,
transverse to the elongate body 7. A tent pole 27 can
be slid into the aperture 25.

[0020] Figures 2, 3 and 4 show a mounting forming
an embodiment of the invention. The mounting has a
first member 31 which is planar and is designed to be
attached flat against the fabric of the tent. The first mem-
ber 31 has a triangular shape and has three rivet holes
33, 35 and 37 at the points of the triangle. In use, the
first member will be riveted to the fabric using three riv-
ets through holes 33, 35 and 37.

[0021] A circular aperture 39 is provided in the centre
of the first member 31. This aperture 39 is designed to
receive the second rotatable member which will be de-
scribed with reference to Figure 3. A stop member 41 is
provided around the circumference of aperture 39. This
stop member 41 is in the form of a lip 42 which extends
approximately 3/4 of the way around the circumference
of aperture 39 and prevents second member from rotat-
ing through more than 90° as will be described fully
hereinafter.

[0022] A clip section 43 shown at the top of the mem-
ber will be described in detail with reference to Figure 4.
[0023] Figure 3 shows the second member 45. The
second member has a plate 49 which is integral with a
base section 51.

[0024] An aperture 47 extends through the plate 49.
The aperture 47 can receive a tent pole, such that the
tent pole (not shown) can slide through the second
member..

[0025] The base section 51 is a circular cylindrical
stub. The cylinder diameter narrows at its middle to form
a neck 52. The neck 52 separates the wider upper 54
and lower 56 cylinder portions. A lug 58 is formed on the
circumferential surface of the upper cylinder portion 54.
[0026] Figure 4 shows a cross section along line IlI-111
of Figure 2 with the second member 45 located in the
circular aperture 39 of the first member 31. The aperture
39 of the first member extends through the member and
narrows at collar 55.

The second member 45 is located in the first member
31 by snap-fitting, the lower portion 56 of the second
member being chamfered and forced through the aper-
ture 39. The collar portion 55, which defines the narrow-
est part of aperture 39, of the first member 31 is received
in the narrow neck portion 52 of the second member 45,
such that the second member 45 can rotate relative to
the first member 31.

[0027] As mentioned above, the lip 42 extends around
approximately 3/4 of the circumference at the top of the
aperture 39, leaving a gap 40 which receives the lug 58.
Thus the second member 45 can rotate freely for a quar-
ter turn. The lip 42 extends slightly less than 3/4 of the
way around the circumference of the aperture 39 as the
actual angle through which the second member can be
rotated is defined by the lip 42 and the width of the lip
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58. Therefore, to allow the second member to rotate fully
through 90°, the lip must extended through slightly less
than 270° to compensate for the width of the lug 58.
[0028] The clip section 43 has a cylindrical cavity 57.
The cavity 57 receives piping 59 which is located on the
edge of tent fabric 61. The clip section 43 is particularly
used when the first member is mounted to a solid sur-
face such as a caravan wall to attach an awning or the
like.

[0029] Such an arrangement is shown in Figure 5. A
tent extension or awning 71 is shown connected at point
73 to the caravan 75. The tent has two layers of material
provided at its edges, both layers are provided with pip-
ing 81 and 85.

[0030] The caravan wall 77 is provided with a cavity
79 for receiving piping 81 at the edge of the first layer
of tent fabric 83. The piping 85 provided on the second
layer of tent fabric is located in the channel 87 of the first
member 31.

[0031] In this arrangement, the first member 31 is at-
tached directly to the caravan wall. The second member
45 is mounted on the first member 31 as shown in Figure
3. The tent fabric is attached to the caravan wall 77 via
cavity 79 and piping 81, and the first member 31 via cav-
ity 43 and piping 85.

Claims

1. A mounting for attaching a tent pole to a surface,
the mounting comprising a first member (31) which
is adapted to be attached to said surface and a sec-
ond member (45) which is rotatably mounted on
said first member, and said second member (45) in-
cludes a plate (49) comprising means for holding a
tent pole,
said first member (31) includes an aperture (39) in
which a lower portion (51) of said second member
is located; characterised in that:

and cooperating stops (41, 58) are provided on
the first and second members to limit the angle
through which said second member (45) is ro-
tatable relative to said first member (31) to a
pre-determined angle.

2. A mounting according to claim 1, characterised in
that the stops comprise a lip (41) on the first mem-
ber (31), which partially extends around the circum-
ference of said aperture (39), and a lug (58) on an
outer edge of said lower portion (51) of said second
member (45), the lug being positioned in a gap (40)
between ends of said lip (41) on the circumference
of said aperture (39), and abutting the ends at the
lip to limit the rotation of the second member (45)
relative to the first member (31).

3. A mounting according to any preceding claim char-
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acterised in that said pre-determined angle of ro-
tation of said second member (45) relative to said
first member (31) is about 90°.

A mounting according to any preceding claim char-
acterised in that said surface to which said mount-
ing is adapted to be attached to is the fabric of a tent.

A mounting according to any preceding claim char-
acterised in that said surface to which said mount-
ing is adapted to be attached to is a caravan wall
(77).

A mounting according to any preceding claim char-
acterised in that said plate (49) of said second
member (45) includes an aperture (47) for receiving
said tent pole.

A mounting according to any preceding claim, char-
acterised in that said first member (31) is substan-
tially triangular in shape and includes mounting
holes (33, 35, 37) provided at the points of said tri-
angle.

A mounting according to any preceding claim, char-
acterised in that engaging means (43) is provided
for engaging piping (59) on an edge of said tent fab-
ric (61).

A tent including a mounting according to any pre-
ceding claim.

Patentanspriiche

1.

Halterung zum Befestigen einer Zeltstange an einer
Flache, wobei die Halterung ein erstes Bauelement
(31) aufweist, welches so gebildet ist, dal3 es an der
Flache angebracht werden kann, sowie ein zweites
Bauelement (45), welches drehbar an dem ersten
Bauelement montiert ist und wobei das zweite Bau-
element (45) eine Platte (49) enthalt, welche mit
Vorrichtungen zum Halten einer Zeltstange verse-
hen ist,

wobei das erste Bauelement (31) eine Off-
nung (39) enthalt, in der sich ein unterer Abschnitt
(51) des zweiten Bauelements befindet, dadurch
gekennzeichnet, daB

das erste und das zweite Bauelement mit zu-
sammenwirkenden Anschlagen versehen sind, um
den Winkel auf einen vorbestimmten Winkel zu be-
grenzen, um welchen das zweite Bauelement (45)
bezlglich des ersten Bauelements (31) drehbar ist.

Halterung nach Anspruch 1, dadurch gekenn-
zeichnet, daB die Anschlage des ersten Bauele-
ments (31) eine Lippe (41), welche sich teilweise
um den Offnungsrand (39) erstreckt, sowie eine Na-
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se (58) an einem auferen Rand des unteren Ab-
schnitts (51) des zweiten Bauelements (45) aufwei-
sen, wobei die Nase in einem Zwischenraum (40)
zwischen den Enden der Lippe (41) auf dem Off-
nungsrand (39) angeordnet ist und gegen die En-
den der Lippe stolt, um die Drehbarkeit des zwei-
ten Bauelements (45) beziiglich des ersten Bauele-
ments (31) zu begrenzen.

3. Halterung nach einem der vorangehenden Anspri-
che, dadurch gekennzeichnet, daB der vorbe-
stimmte Drehwinkel des zweiten Bauelements (45)
beziiglich des ersten Bauelements (31) ca. 90° be-
tragt.

4. Halterung nach einem der vorangehenden Anspri-
che, dadurch gekennzeichnet, daB die Flache, an
die die Halterung hinsichtlich der Anbringung ange-
parkt ist, angebracht ist, eine Zeltplane ist.

5. Halterung nach einem der vorangehenden Anspri-
che, dadurch gekennzeichnet, daB die Flache, an
die die Halterung hinsichtlich der Anbringung ange-
parkt ist, die Wand eines Wohnwagens ist.

6. Halterung nach einem der vorangehenden Anspru-
che, dadurch gekennzeichnet, daB die Platte (49)
des ersten Bauelements (45) eine Offnung (47) zum
Aufnehmen der Zeltstange aufweist.

7. Halterung nach einem der vorangehenden Anspru-
che, dadurch gekennzeichnet, daB das erste
Bauelement (31) im wesentlichen dreieckig ist und
Uber Befestigungslécher (33, 35, 37) an den Spit-
zen des Dreiecks verfiigt.

8. Halterung nach einem der vorangehenden Anspru-
che, dadurch gekennzeichnet, daR an den jewei-
ligen Ecken der Zeltplane (61) Eingriffsvorrichtun-
gen (43) zum Eingreifen von Rohren (59) vorgese-
hen sind.

9. Zelt mit einer Halterung nach einem der vorange-
henden Anspriiche.

Revendications

1. Fixation pour attacher un mat de tente a une surfa-
ce, la fixation comprenant un premier élément (31)
qui est adapté pour étre attaché a ladite surface et
un deuxiéme élément (45) qui est monté a rotation
sur ledit premier élément, et ledit deuxiéme élément
(45) comporte une plaque (49) comprenant un
moyen pour tenir un mat de tente, ledit premier élé-
ment (13) comporte une ouverture (39) dans laquel-
le est située une partie inférieure (51) dudit deuxie-
me élément ;
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caractérisé en ce que des butées coopéran-
tes (41, 58) sont prévues sur les premier et deuxie-
me éléments pour limiter l'angle sur lequel ledit
deuxiéme élément (45) peut tourner par rapport
audit premier élément (31) jusqu'a un angle prédé- 5
terminé.

Fixation selon la revendication 1, caractérisée en
ce que les butées comprennent une lévre (41) sur
le premier élément (31), qui s'étend partiellement 70
autour de la circonférence de ladite ouverture (39),
et une oreille (58) sur un bord extérieur de ladite
partie inférieure (51) dudit deuxiéme élément (45),
l'oreille étant positionnée dans un interstice (40) en-
tre les extrémités de ladite lévre (41) sur la circon- 15
férence de ladite ouverture (39), et étant en appui
sur les extrémités a la levre pour limiter la rotation
du deuxieme élément (45) par rapport au premier
élément (31).

20
Fixation selon I'une quelconque des revendications
précédentes, caractérisée en ce que ledit angle
de rotation prédéterminé dudit deuxiéme élément
(45) par rapport audit premier élément (31) estd'en-
viron 90°. 25

Fixation selon I'une quelconque des revendications
précédentes, caractérisée en ce que ladite surfa-
ce a laquelle ladite fixation doit étre attachée est la
toile d'une tente. 30

Fixation selon I'une quelconque des revendications
précédentes, caractérisée en ce que ladite surfa-
ce a laquelle ladite fixation doit étre attachée est
une paroi de caravane (77). 35

Fixation selon I'une quelconque des revendications
précédentes, caractérisée en ce que ladite plaque

(49) dudit deuxieme élément (45) comporte une
ouverture (47) destinée a recevoir ledit mat de ten- 40
te.

Fixation selon I'une quelconque des revendications
précédentes, caractérisée en ce que ledit premier
élément (31) est de forme sensiblement triangulaire 45
et comporte des trous de montage (33, 35, 37) pla-

cés aux sommets dudit triangle.

Fixation selon I'une quelconque des revendications
précédentes, caractérisée en ce qu'un moyen 50
d'accrochage (43) est prévu pour accrocher un pas-
sepoil (59) d'un bord de ladite toile (61) de tente.

Tente comportant une fixation conforme a I'une
quelconque des revendications précédentes. 55
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