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Description
TECHNICAL FIELD

[0001] This invention relates to automated banking
machines. Specifically this invention relates to automat-
ed banking machines that have the capability of receiving
financial instrument sheets such as notes, checks and
other documents from users. This invention also relates
to automated banking machines that dispense financial
instrument sheets to users of the machines.

BACKGROUND ART

[0002] The common type of automated banking ma-
chine used by consumers is an automated teller machine
("ATM"). ATMs enable customers to carry out banking
transactions. Banking transactions carried out using
ATMs may include the dispensing of cash, the making
of deposits, the transfer of funds between account and
account balance inquiries. The types of banking trans-
actions a customer can carry out are determined by the
capabilities of the particular banking machine and the
programming of the institution operating the machine.
[0003] Other types of automated banking machines
may be operated by merchants to carry out commercial
transactions. These transactions may include, for exam-
ple, the acceptance of deposit bags, the receipt of checks
or other financial instruments, the dispensing of rolled
coin or other transactions required by merchants. Still
other types of automated banking machines may be used
by service providers in a transaction environment such
as at a bank to carry out financial transactions. Such
transactions may include for example, the counting and
storage of currency notes or other financial instrument
sheets, the dispensing of notes or other sheets, the im-
aging of checks or other financial instruments, and other
types of service provider transactions. For purposes of
this disclosure an automated banking machine shall be
deemedto include any machine that may be used to carry
out transactions involving transfers of value.

[0004] Many types of automated banking machines
are required to handle financial instrument sheets. Such
sheets may include for example, notes, checks or other
documents that are representative of value. In some cas-
es the financial instrument sheets may have varying
properties from sheet to sheet. For example some sheets
may be new and crisp while others that are equally valid
may be used and worn. Alternatively, financial instrument
sheets may be of different types which have different
properties. These may include for example combinations
of documents such as notes and checks which may be
comprised of different types of paper or plastic materials.
Mechanisms which may separate each individual sheet
from a stack rapidly and reliably, particularly in situations
where the sheets have diverse properties, present chal-
lenges.

[0005] Automated banking machines are often posi-
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tioned in locations that are sometimes unattended by
bank officials or representatives of other entities owning
the machines. In such cases security features are desir-
able to make it more difficult for criminals to attack the
machine and attain access to the valuable financial in-
strument sheets that may be housed therein.

[0006] Some automated banking machines are oper-
ated under conditions where they are exposed to the el-
ements. In such situations rain or snow may enter open-
ings in the machine and cause problems. This may be
particularly true of sensitive mechanisms within the ma-
chine that handle financial instrument sheets.

[0007] Automated banking machines are useful be-
cause they perform banking functions in a generally rapid
and reliable manner. However there are situations where
machines must go out of service for preventive mainte-
nance or remedial service. In such cases it is desirable
to enable an unauthorized servicer to complete the main-
tenance activity as expeditiously as possible. This is de-
sirably done by enabling ready access to the interior of
the machine authorized servicers while minimizing the
risk of unauthorized access by criminals.

[0008] US-A-5 313 050 describes an automatic teller
machine. The automatic teller machine includes a hous-
ing, a bank note receiving/dispensing opening, and a
storage chamber. When a door of the bank note receiv-
ing/dispensing opening is closed a floor of the automatic
teller machine is vertically vibrated to align bank notes
placed in the storage chamber by a customer.

[0009] Thus there exists a need for automated banking
machines with improved properties related to handling
financial instrument sheets, weather resistance, security
and service capabilities.

DISCLOSURE OF INVENTION

[0010] Aspects of the invention are defined in the ac-
companying claims.

[0011] According to an embodiment of the invention,
there can be provided an automated banking machine.
[0012] According to an embodiment of the invention,
there can be provided an automated banking machine
that has improved capabilities for handling financial in-
strument sheets.

[0013] According to an embodiment of the invention,
there can be provided an automated banking machine
which provides enhanced security.

[0014] According to an embodiment of the invention,
there can be provided an automated banking machine
that facilitates user operation.

[0015] According to an aspect of the invention, there
can be provided an automated banking machine that has
improved weather resistance.

[0016] According to an embodiment of the invention,
there can be provided an automated banking machine
that provides improved service access.

[0017] According to an embodiment of the invention,
there can be provided an automated banking machine
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which is an automated teller machine ("ATM").

The ATM can include a user interface which can include
input devices for receiving identifying inputs that identify
user accounts, as well as inputs from users that cause
the machine to carry out transaction functions. The user
interface can further include one or more output devices
that can output indicia such as instructions for a user in
operating the machine.

[0018] An embodiment of the invention can include a
cash acceptor mechanism that is capable of receiving a
stack of documents from a user. The stack of documents
may include a stack of notes of various denominations
or a stack comprising mixed types of financial instrument
sheets such as notes and checks. In order to identify and
process these financial instrument sheets, a mechanism
can be provided which can operate to separate each
sheet individually from the stack. This can be accom-
plished though movement of a picking member which
can include a plurality of sheet engaging portions which
engage a first sheet bounding the stack and urge the
sheet to move in a first direction. The sheet engaging
portions can be separated by recesses which extend
along thefirstdirection. Toreduce the risk that any sheets
other than the first sheet are separated from the stack,
a first stripper portion can be generally aligned with at
least one recess. The first stripper portion can engage
the first sheet on a face thereof opposed from the face
of the sheet engaged by the sheet engaging portions.
This first stripper portion may generally not be in a con-
tacting stripping engagement with the picking member,
and can remain disposed therefrom a sufficient distance
to enable the first sheet to enable the first sheet to pass
in intermediate relation between the picking member and
the first stripping portion.

[0019] A second stripper portion can be provided and
can be engaged by the first sheet as it moves in the first
direction after the sheet has been engaged by the first
stripper portion. The second stripper portion can be gen-
erally engaged in contacting stripping engagement with
the picking member. The second stripper portion can be
biased toward the picking member with such force that
sheets other than the first sheet moving in the first direc-
tion are prevented from moving past the second stripper
portion while the first sheet is enabled to pass between
the picking member and the second stripper portion. The
relative movement of the picking member in stripping en-
gagement with the second stripper portion can be oper-
ative in most cases to separate additional sheets from
the first sheet that have not been separated by the first
stripper portion. For example, financial instrument sheets
may have different frictional and rigidity properties from
sheet to sheet. For this reason the sheets that are not
separated by the action of the picking member and the
first stripper portion, will often be separated by the action
of the picking member and the second stripper portion.
[0020] The picking member can comprise a generally
cylindrical member with arcuate high friction segments
thereon for engaging the sheet. The high friction seg-
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ments can be separated by annular recesses. The first
stripper portion can include a surface of a plurality of roll-
ers that can be positioned in generally opposed but non-
contacting engagement with the annular recesses.

The first stripper rollers can each be in operative connec-
tion with a one-way clutch which resists movement of the
rollers in a rotational direction in which the rollers are
urged to move as the first sheet is being separated by
the stack. The one-way clutches, however, can enable
ready movement of the sheet in the opposite direction
so as to return a sheet to the stack. This may be done in
some embodiments when it is detected that a double
sheet has been picked and it is desired to reverse the
sheet in an attempt to strip all but a single sheet. The
second stripper portion can include a surface of at least
one contacting stripper roll that can be biased into strip-
ping engagement with a sheet engaging portion of the
picking member. The contacting stripper roll can similarly
be in operative connection with a one-way clutch so as
to resist movement of the sheet being removed from the
stack to provide stripping while enabling movement of
the sheet to return to the stack. It should be understood,
however, that this arrangement is an example,

and in other embodiments other approaches may be
used.

[0021] The ATM further includes a housing.

The housing can include a fascia which can include ele-
ments of the user interface and which can extend through
an exterior wall of a structure. The ATM housing within
the structure can include a secure chest portionin a lower
part of the housing. The chest can be a generally L-
shaped chest in cross section. The L-shaped chest can
have a sheet accepting mechanism such as a cash ac-
ceptor device positioned in supporting connection with
the chest. The cash accepting mechanism can be oper-
ative to analyze sheets that have been separated from
the stack by operation of the picking member and stripper
portions, and to direct sheets that are to be stored in the
machine into the chest portion through an opening in an
upper surface of the chest. The cash accepting mecha-
nism can be movably mounted in supporting connection
with the chest so that when a service door of the housing
is opened, the cash acceptor mechanism may be moved
rearward for purposes of servicing.

[0022] Because the cash accepting mechanism can
be positioned outside the secure chest and may be
moved to expose the opening, provisions are made for
minimizing the risk that criminals may access the finan-
cial instrument sheets in the chest through the cash ac-
cepting opening. This can be accomplished by providing
a transport which moves financial instrument sheets
transported into the chest from the cash acceptor, in a
direction transverse to the cash accepting opening in the
chest. After moving transversely relative to the cash ac-
cepting opening, the sheets can then be transported to
anote storage mechanism that may be comprised of stor-
age compartments or other mechanisms for handling the
sheets
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A security plate can be provided in intermediate relation
between the transport which can move the sheets trans-
versely from the opening of the chest, and the note stor-
age mechanism.

The security plate can reduce the ability of a criminal to
access stored sheets through the cash accepting open-
ing. Further, the driving force for the transport can be
provided by engagement of a driving member of the cash
acceptor mechanism with a driven member through the
cash accepting opening. The presence of these mem-
bers within the opening can further obstruct the opening
and can reduce the risk that a criminal will be able to
access stored financial instrument sheets.

[0023] The cash accepting mechanism can be provid-
ed with a chute for receiving stacks of documents from
the user. In the operative position of the cash acceptor
mechanism the opening to the chute can be controlled
by a gate. However, as can be appreciated, it is neces-
sary for the machine to open the gate to enable a user
to place or remove sheets from the chute. In some cir-
cumstances rain, snow and moisture may enter the chute
when the gate is open. The presence of rain, snow or
moisture in the chute may interfere with the proper op-
eration of the machine. To minimize this risk , a water
capturing opening can be provided in a lower surface of
the interior of the chute. The water capturing opening can
be operative to capture moisture that may enter the chute
and the collected moisture can be routed to a drain to
that is in fluid communication with the outside of the ma-
chine housing.

The drain can be provided through a lower surface of the
fascia. Also, because the cash acceptor mechanism can
be movable, a resilient gasket can be provided in gener-
ally surrounding relation with the chute and interiorly of
the fascia. In the operative position of the cash acceptor
mechanism the resilient gasket can provide a generally
fluid type seal such that water, snow or other elements
are not enabled to migrate into the interior of the housing
through the opening in the fascia through which the chute
extends in its operative position.

[0024] The cash acceptor mechanism can be opera-
tive to store unacceptable sheets such as suspected
counterfeit notes in a suspect note storage area outside
the secure chest.

Authorized servicers who have access to the area of the
housing outside the secure chest can be enabled to re-
move these unacceptable sheets. A readily accessible
closure device can be provided to facilitate the removal
of these suspect sheets by authorized persons. Further,
in some embodiments locking mechanisms may be pro-
vided not only for the housing area outside the secure
chest, but also a separate locking mechanism for the
particular compartmentin which the unacceptable sheets
are stored. This can assure that the unacceptable sheets
are only accessed by authorized persons while still as-
suring that other authorized persons can access appro-
priate machine components without accessing the stored
unacceptable sheets.
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[0025] The cash acceptor mechanism can further in-
clude closure panels which generally surround the com-
ponents within the mechanism. These closure panels
when in the operative position can reduce the risk of mi-
gration of dirt or other contaminants into the mechanism
they also reduce the risk of inadvertent damage to the
mechanism when other components are being serviced.
These closure panels can be

made readily openable through hinged or sliding arrange-
ments that enable the panels to be opened when the
mechanism is in a servicing position.

An approach can be used for mounting closure panels
tofacilitate gaining access to the components of the cash
accepting module, while assuring that the panels will be
replaced upon completion of any repair activity. This can
assure that the benefits provided by the closure panels
are not inadvertently lost due to the failure to reinstall
such panels after the completion of the servicing activity.
[0026] Currency sheets accepted by the cash acceptor
mechanism can be stored in selected compartments.
This can enable storing of each type of sheet in a partic-
ular compartment. In some aspects of the invention
mechanisms can be provided for re-dispensing such
sheets from the compartment so as to enable recycling
of valid sheets. In alternative embodiment sheets that
have been validated by the cash accepting mechanism
can be stored in one or more storage containers. In an
embodiment of the invention, the storage containers can
include

an interior area which is bounded at the lower end by a
moveable shaker member. The shaker member can sup-
port deposited sheets in the interior area. An actuator is
in operative connection with the shaker member so as
to impart shaking action to the deposited items within the
interior of the container. This can facilitate the dispersal
and settling of the items so as to facilitate storing the
maximum number of items in the container.

The container is removable from the machine.

The container can include rollable supports and a retract-
able handle so as to facilitate moving the container out
of and away from the machine when it has been filled
with deposit items.

Although some embodiments are described with regard
to storing sheets, the principles may be applied to the
storage of other items such as tickets and deposit enve-
lopes.

[0027] The user interface can include

multicolor light emitting devices so as to facilitate a user’s
operation of the machine. The light emitting devices can
be selectively controllable by at least one controller in
the machine to emit light of a selected color responsive
to conditions of associated transaction function devices.
For example, the controller may operate to guide a user
to a location on the user interface where the user is re-
quired to perform some activity related to a transaction.
The light emitting devices can

selectively emit green, yellow and red and may be oper-
ated toindicate a status or condition of a particular device.
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Alternatively, light emitting devices may flash the same
or different colors at varying rates so as to convey infor-
mation or facilitate use of the machine.

[0028] The user interface of the machine can be pro-
vided with horizontally disposed convex mirrors posi-
tioned vertically above the user interface. Such mirrors
can be positioned so as to facilitate the ability of a user
of the machine to view an area behind and otherwise
near the user. This can reduce the risk of persons in
proximity to the user not being observed by the user car-
rying out transactions at the machine. The horizontally
disposed convex mirrors can be further positioned out-
ward relative to alight which illuminates the user interface
to facilitate the user’s operation.

This can reduce the risk of glare and facilitate the user’s
ability to view the area observable in the mirrors.
[0029] Further novel aspects of the invention will be
made apparent in the following detailed description. It
should be understood that the features described are ex-
amples and in other embodiments other approaches may
be used which nonetheless employ the inventions as
claimed herein.

BRIEF DESCRIPTION OF DRAWINGS
[0030]

Figure 1 is a front plan view of an ATM fascia of an
automated banking machine of an exemplary em-
bodiment of the present invention.

Figure 2 is a schematic side view of components
within a housing of the ATM shown in Figure 1.
Figure 3 is a further schematic side view of compo-
nents within the housing of the ATM shown in Figure
1.

Figure 4 is a view of a sheet stacking mechanism
which may be employed in an exemplary embodi-
ment of the ATM.

Figure 5 is a further view of the exemplary sheet
stacking mechanism which may be used to hold mul-
tiple types of sheets.

Figure 6 is a rear view of the housing of the ATM of
the exemplary embodiment.

Figure 7 is a schematic view of an exemplary em-
bodiment of a mechanism for separating sheets from
a stack of financial instrument sheets placed within
the ATM.

Figure 8 is a front plan view of an exemplary picking
member in combination with a plurality of non-con-
tacting stripper rolls and a contacting stripper roll
used for separating individual sheets from the stack.
Figure 9 is a schematic view showing separation of
a first sheet from a sheet stack through operation of
the mechanism shown in Figure 7.

Figure 10 is a view showing a cross-sectional wave
configuration imparted to a sheet through action of
the picking member and the non-contacting stripper
rolls.
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Figure 11 is a schematic view showing a cash ac-
ceptor mechanism moved to a servicing position and
exposing the cash accepting opening in an upper
portion of the chest of the ATM.

Figure 12 is a schematic view of the cash acceptor
mechanism withdrawn for servicing similar to Figure
11 and with a first embodiment of an access door in
an open position for purposes of accessing unac-
ceptable sheets which have been identified through
operation of the cash acceptor mechanism.

Figure 13 is a view of the ATM similar to Figure 12
but with an alternative access mechanism for ac-
cessing unacceptable sheets.

Figure 14 is yet another view of the ATM similar to
Figure 12 showing a further alternative mechanism
for accessing unacceptable sheets.

Figure 15 is a schematic view of the cash acceptor
mechanism with a first form of service panel shown
in an open position for purposes of servicing.
Figure 16 is a view of the cash acceptor mechanism
similar to Figure 15 but with an alternative form of
service panels shown in an accessible position.
Figure 17 is a schematic cross-sectional view of a
chute to and from which stacks of sheets are re-
ceived and removed through the fascia of the ma-
chine, and including devices for capturing and drain-
ing water which may enter the chute.

Figure 18 is an external isometric view of the cash
acceptor mechanism represented in Figure 17 and
including a schematic representation of the drain
used for passing water collected in the chute to the
outside of the machine.

Figure 19 is a schematic view representative of a
sealing system used in an exemplary embodiment
to minimize the risk of contaminants entering the ma-
chine through the opening in the machine fascia
through which the chute extends in an operative po-
sition of the cash acceptor mechanism.

Figure 20 is a transparent side view of an alternative
form of a mechanism for accepting and storing finan-
cial instrument sheets that have been processed by
the cash acceptor mechanism.

Figure 21 is an isometric view of the financial instru-
ment holding container shown in Figure 20, moved
outside the machine.

Figure 22 is a schematic view of a light emitting de-
vice which is operated to facilitate use of the machine
by users.

Figure 23 is an enlarged view of the light emitting
device shown in Figure 22.

Figure 24 is a schematic view of the light emitting
diodes included in the light emitting device.

Figure 25 is a cross-sectional view of the flexible web
which includes the diodes in the light emitting device.
Figure 26 is an isometric view of the fascia shown in
Figure 1 and particularly the mirrors thereon which
facilitate a user viewing the area adjacent to them
when operating the machine.
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Figure 27 is a schematic top view indicating the area
viewable by a user operating the machine.

BEST MODES FOR CARRYING OUT INVENTION

[0031] Referring now to the drawings and particularly
to Figure 1, there is shown therein a front plan view of
an automated banking machine which in the exemplary
embodiment is an automated teller machine ("ATM") 10.
ATM 10 is a through-the-wall type machine which in-
cludes a fascia 12. Fascia 12 is accessible to users of
the machine who are positioned externally of the wall 14.
In some embodiments wall 14 may be an exterior building
wall and ATM 10 may be used in a walk-up or drive-up
environment. In other embodiments the ATM may be
used in an indoor environment. Of course this configu-
ration is exemplary and in other embodiments, other
types of ATM configurations may be used.

[0032] The exemplary ATM includes a user interface
generally indicated 15. The user interface of the exem-
plary embodiment includes input devices for receiving
inputs from users. These input devices include a card
reader 16, a keypad 18, function keys 20 and an imaging
device 22. In the exemplary embodiment the input de-
vices may be used for providing identifying inputs such
as indicia read from cards, numerical data or biometric
data which may be used to identify a particular user of
the machine and/or their accounts. In addition the exem-
plary input devices are also operative to receive trans-
action inputs which cause the ATM to carry out selected
transaction functions. It should be understood that these
input devices are exemplary and in other embodiments
other types of input devices may be used. The exemplary
user interface 15 further includes output devices. The
output devices of the exemplary embodiment include a
display 24, a speaker 26 and a headphone jack 28. The
output devices of the exemplary embodiment are oper-
ative to output indicia either visual, audible or both, which
are usable to operate the ATM. Of course the output de-
vices shown in user interface 15 are exemplary and in
other embodiments other or additional output devices
may be used.

[0033] The exemplary ATM 10 further includes other
transaction function devices. These transaction function
devices include a receipt printer 30 which is operative to
provide receipts to users of the machine. As shown in
more detail in the interior view of the machine shown in
Figure 2, the receipt printer includes a paper supply 32
which supplies paper on which receipts are printed by a
printer mechanism 34. Printed receipts are then trans-
ported to the receipt opening in the fascia 12 by a trans-
port 36. In exemplary embodiments the receipt printer
used may be of the type shown in U.S. Patent No.
5,850,075.

[0034] Of course in other embodiments other types of
receipt printers may be used.

[0035] The exemplary ATM 10 includes on the fascia
as shown in Figure 1, a cash dispensing opening 38 and
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a cash accepting opening 40. Each of these openings is
in operative connection with corresponding transaction
function devices as later discussed, and each has an
associated gate mechanism which operates to block ac-
cess through the opening except at appropriate times
during transactions by authorized users. Inthe exemplary
embodiment the cash dispensing opening is shown con-
trolled by a gate 42 and the cash accepting opening is
controlled by a gate 44. It should be understood that the
fascia and devices associated with ATM 10 are exem-
plary and in other embodiments other or different fascia
configurations and devices may be used.

[0036] Inthe exemplary embodimentthe userinterface
of the machine includes a plurality of multicolor light emit-
ting devices 17, 31, 41, 43 and 45.

Each of the light emitting devices is positioned at a loca-
tion adjacent to the location on the user interface which
is associated with a particular transaction function de-
vice. For example, light emitting device 17 is positioned
adjacent to the opening to card reader 16. Likewise, light
emitting device 31 is positioned adjacent to the slot for
delivery of receipts. Likewise, light emitting device 41 is
associated with cash-accepting opening 40, and light
emitting device 43 is associated with cash-dispensing
opening 38. As later explained, in this exemplary embod-
iment the multicolor light emitting devices are selectively
operated to output light of a particular color responsive
to conditions of the associated transaction function de-
vice. Such features may be used to guide a user in op-
eration of the machine, provide indications concerning
the status of devices, alert a user to particular conditions,
or provide improved aesthetics for the machine.

[0037] AsshowninFigures2,3and6,ATM10includes
a housing 46 which extends generally on an interior side
of wall 14. Housing 46 includes a chest portion 48. In the
exemplary embodiment chest portion 48 is a generally
secure chest which has a safe-like access door 50. Ac-
cess to the interior of the chest portion is limited to au-
thorized personnel through a suitable locking mechanism
schematically indicated 52 (see Figure 3). In the exem-
plary embodiment the chest is generally L-shaped in
cross section.

[0038] Housing 46 further includes an upper portion
54. Upper housing portion 54 which is in connection with
the fascia, is in supporting connection with the chest por-
tion 48. In the exemplary embodiment upper housing por-
tion 54 has in association therewith, access doors 56 and
58. Access to the upper housing portion is controlled by
one or more locking mechanisms in operative connection
with access doors 56 and 58 as represented by key locks
60 and 62. In the exemplary embodiment the secure
chest portion 48 is used to house financial instrument
sheets such as currency notes, checks and other valua-
ble sheets. The upper housing portion 54 is generally
used to house components of the machine that do not
hold on an extended basis notes or other financial instru-
ment documents which can be redeemed for value. Of
course it should be understood that the construction of
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ATM 10 is exemplary and in other embodimnents other
approaches may be used.

[0039] As schematically shown in Figure 2, ATM 10
includes at least one controller schematically indicated
64. In the exemplary embodiment controller 64 includes
atleast one processor and is in operative connection with
at least one data store schematically indicated 66. In the
exemplary embodiment the data store is operative to hold
data representative of instructions such as computer pro-
grams, configuration parameters, data about transac-
tions conducted and other information that may be usable
in the operation of the ATM 10.

[0040] Controller 64 isin operative connection with nu-
merous transaction function devices within the ATM, and
is operative to control the operation thereof in accordance
with its programming. Controller 64 is shown schemati-
cally in operative connection with devices 68, 70 and 72.
It should be understood that this representation is sche-
matic only and is intended merely to represent numerous
components within the machine which are in operative
connection with the controller. For example the transac-
tion function devices may include moving devices such
as motors, solenoids and other devices that are operative
to impart motion to components. Likewise transaction
function devices may include sensors such as radiation
sensors, proximity sensors, switches and other types of
sensors that are operative to sense items, conditions,
properties, characteristics or components withinthe ATM
and to enable a controller to perform functions in accord-
ance with its programming. Transaction function devices
include output devices such as sound emitters and light
emitting devices. For example and without limitation,
transaction function devices may include the card reader,
display, keyboard, function keys, printer, cash dispenser,
cash acceptor, storage mechanisms and other devices
previously discussed as well as other devices within the
machine which are operative in response to the control-
ler.

[0041] In the exemplary embodiment the controller is
also in operative connection with a communications de-
vice schematically indicated 74. The communications de-
vice is operative to communicate messages electronical-
ly between the ATM 10 and other computers in financial
transaction processing systems. These may include for
example communications with systems operated by
banks, credit card networks, automated clearinghouses
and other entities. In Figure 2 the communications device
74 in the ATM 10 is schematically shown as providing
communication with a financial institution 76 through a
network 78. It should be understood that this communi-
cation configuration is exemplary and in other embodi-
ments other communication arrangements may be used.
[0042] As represented in Figures 2 and 6, in the oper-
ative position of ATM 10 the housing 46 houses a sheet
acceptor mechanism 80 which is also referred to herein
as a cash acceptor mechanism. In the exemplary em-
bodimentthe mechanism 80 is operative to accept sheets
from a machine user through the opening 40, to analyze
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each sheet for at least one property or characteristic, and
toroute the sheets selectively for storage within the hous-
ing of the machine based on the characteristics analyzed.
It should be understood that in various embodiments
these sheets may include currency notes, checks or other
financial instrument sheets. It should further be under-
stood that in exemplary embodiments the financial in-
strument sheets may be sheets comprised of different
types of material such as paper, plastic or combinations
thereof. It should further be understood that references
herein to a cash acceptor mechanism shall be deemed
to encompass mechanisms which handle not only cur-
rency notes, but also other financial instrument sheets
such as checks, money orders, gift certificates, vouchers,
etc.

[0043] As represented in Figure 2, cash acceptor
mechanism 80 includes a chute 82 which extends
through opening 40 in fascia 15 in its operative condition.
As previously discussed the user accessible opening to
chute 82 is controlled by a movable gate 44. Gate 44
moves responsive to the controller 64 and enables au-
thorized users to access the chute at appropriate times
during transaction sequences.

[0044] In operation of the machine users are enabled
to insert a stack of financial instrument sheets schemat-
ically indicated 84, into the chute. The stack 84 may com-
prise currency notes, checks or other forms of financial
instrument sheets.

[0045] In operation of the cash acceptor mechanism
sheets are individually separated from the stack by a pick-
er mechanism 86, an exemplary embodiment of which
is later discussed in detail. Each picked sheet is trans-
ported individually from the picker mechanism past the
validator device schematically indicated 88. The validator
device 88 of the exemplary embodiment is operative to
determine at least one characteristic of each sheet.
This may include for example a determination as to
whether the sheet is a note or check and if a note, the
denomination and whether it is valid. If the document is
a check, a determination may be made as to whether the
check is genuine as well as the indicia associated with
the maker of the check and the amount thereof. For ex-
ample in some exemplary embodiments the validating
device may be of the type shown in U.S. Patent No.
5,923,415.

[0046] Alternatively or additionally a validating device
having features disclosed in U.S. Patent No. 6,554,185.
may be used. Of course in other embodiments other
types of validating devices such as imagers, readers,
sensors and combinations thereof may be used. For ex-
ample, in some embodiments the sheet accepting device
may be operative to image instruments such as checks
and provide data which can be stored and transmitted
as an electronic reproduction of that check. In such cir-
cumstances an electronic reproduction of the check may
be transmitted to remote locations so as to facilitate re-
view and validation of the check. Alternatively or in ad-
dition, the electronic representation of the check may
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serve as a substitute for the physical paper check which
thereafter enables the paper check to be cancelled and
subsequently destroyed.

[0047] In the exemplary embodiment of the cash ac-
ceptor mechanism 80, sheets which have been analyzed
through operation of the validator device 88 are moved
through a transport 90 to a routing device 92. The routing
device s operative responsive to the controller 64 to route
sheets selectively to either an escrow device 94 or to a
transport 96. Escrow device 94 generally operates to hold
sheets in storage on a temporary basis. Such an escrow
device may be of the type shown in U.S. Patent No.
6,371,368.

[0048] Escrow device 94 may be operative to accept
sheets and store them. Thereafter responsive to opera-
tion of the controller 64 the escrow device may deliver
those sheets to the routing device 92 which directs them
along sheet paths in the machine to carry out transac-
tions. Of course it should be understood that the escrow
device shown is exemplary and in other embodiments
other types of escrow devices may be used.

[0049] In the exemplary embodiment transport 96 is
used to receive unacceptable sheets which have char-
acteristics that do not satisfy certain parameters set by
the machine. These may include for example, notes
which have one or more characteristics which suggest
that they are counterfeit. In other embodiments such
sheets may include checks which have properties which
suggest that they are reproductions or forged or other-
wise unacceptable. Of course in other embodiments oth-
er sheets may be deemed unacceptable. As schemati-
cally represented in Figure 2, sheet acceptor mechanism
80 is operated to cause transport 96 to deposit suspect
sheets schematically indicated 98 in a storage area 100.
In the exemplary embodiment the suspect sheets are
stored within the cash acceptor mechanism and outside
of the secure chest so that they may be recovered by
servicing personnel in a manner that is later discussed.
Of course this approach is exemplary and in other em-
bodiments other approaches may be used.

[0050] In the exemplary embodiment the cash accep-
tor mechanism 80 is operative responsive to signals from
the controller 64 to cause financial instrument sheets that
are determined to be valid or otherwise acceptable, to
be directed through a cash accepting opening 102 that
extends in an upper surface 104 of the chest. In the op-
erative position of the cash acceptor mechanism shown
in Figure 2, the transport in the cash acceptor mechanism
is aligned with the cash accepting opening and a trans-
port 108 that extends into the secure chest. As schemat-
ically represented in Figure 2, in the operative position
of the cash acceptor mechanism 80 at least one driving
member 110 of the transport 106 is in operative connec-
tion with a driven member 112 of the transport 108. In
the exemplary embodiment this enables the cash accep-
tor mechanism to transmit movement to sheet handling
mechanisms within the secure chest and to assure co-
ordinated movement of processed sheets therein. Fur-
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ther in the exemplary embodiment the driving and driven
members extend in the cash accepting opening so as to
block access therethrough by unauthorized persons as
later discussed.

[0051] In the exemplary embodiment when the cash
acceptor mechanism is moved from the operative posi-
tion shown in Figure 2 to a servicing position such as
shown in Figures 12, 13 and 14, the driving member 110
and the driven member 112 disengage. In some exem-
plary embodiments the movement of the cash acceptor
mechanism from the operative position to a servicing po-
sition may include movably mounting the cash acceptor
mechanism such that the mechanism moves both up-
ward away from the secure chest so as to disengage the
driving and driven members as well as outward for pur-
poses of servicing. Of course to return the cash acceptor
mechanism to the operative position, movement thereof
is made both inward and downward so as to reengage
the driving and driven members. This may be accom-
plished by acombination of slides, rollers or other suitable
mechanisms. Of course the approach described of pro-
viding for engagement between the cash acceptor mech-
anism and a mechanism for handling sheets within a
chest portion is exemplary and in other embodiments oth-
er approaches may be used, or the transport within the
chest portion may have a separate motor or other moving
device. As shown in Figure 2, transport 108 which moves
sheets generally in a vertical direction through the cash
accepting opening is in operative connection with a hor-
izontal transport schematically indicated 114. The hori-
zontal transport is operative to engage sheets moved
into the chest portion and to move them transversely
away from the cash accepting opening. The horizontally
extending transport 114 is in operative connection with
a vertically extending transport 116 which is transversely
disposed from the cash accepting opening in the secure
chest.

[0052] Vertical transport 116 is operative to move
sheets selectively into engagement with sheet handling
mechanisms 118, 120, 122 and 124. In some exemplary
embodiments sheet handling mechanisms 118, 120, 122
and 124 may be sheet stacking mechanisms such as
those shown schematically in Figures 5 and 6. Alterna-
tively or in addition in other embodiments one or more of
the sheet handling mechanisms may include sheet re-
ceiving and dispensing mechanisms which are operative
to selectively accept sheets for storage as well as to dis-
pense sheets therefrom. Examples of sheet accepting
and stacking mechanisms as well as sheet accepting,
stacking and dispensing mechanisms which may be used
in some exemplary embodiments are described in detail
in U.S. Patent Nos. 6,302,393 and 6,290,070.

[0053] As shown schematically in Figure 4, the exem-
plary sheet accepting and stacking mechanism 118 is
selectively operative to accept a sheet 126 moving in the
vertical transport 116. Sheet 126 is guided to engage the
sheet handling mechanism 118 through movement of a
gate member 128. The gate member moves responsive
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to the controller 64 to direct the leading edge of the sheet
into a recess 130 of a rotatable member 132. As the lead-
ing edge of the sheet 126 enters the recess 130 the ro-
tatable member 132 rotates in the direction of Arrow R.
This causes the gripper portion bounding the recess 130
to move inwardly capturing the sheet 126 therein. The
rotatable member 132 rotates until the leading edge of
the sheet 126 engages a stop surface 136 at which time
the gripper portion 134 has moved radially outward such
that the sheet disengages from the rotatable member
132 and is integrated into a sheet stack 138. Stack 138
may be for example a stack of currency notes all of which
are of the same denomination. Of course in other em-
bodiments the stack 138 may be a collection of other
types of sheets.

[0054] Inthe exemplary embodimentthe stackis main-
tained in abutting relation with the rotatable member by
a biasing plate 140 which acts against the back of the
stack. The biasing plate 140 is movable responsive to a
biasing mechanism 142 which is operative to enable the
stack to increase or decrease while maintaining the
sheets in an appropriately aligned position. Further de-
tails related to an exemplary embodiment of the sheet
handling mechanism are described in U.S. Patent No.
6,302,393.

[0055] Figure 5 further shows the exemplary operation
of exemplary sheet handling mechanisms 118 and 120.
In this case a sheet 142 moving in transport 116 is ena-
bled to pass the rotatable member 132 when the gate
member 128 remains retracted as the sheet passes. This
enables the sheet to move to other sheet handling mech-
anisms such as sheet handling mechanism 120. This ar-
rangement enables sheets having particular character-
istics to be stored together, for example, valid currency
notes of different denominations to be collected in
stacked relation in selected sheet storage areas. Alter-
natively in other embodiments sheets of similar types
such as checks may be segregated from other financial
instrument sheets such as notes or travelers checks. In
still other embodiments sheets which are to be recycled
such as suitable fit currency notes can be segregated
from valid yet worn or soiled currency notes which are
not suitable for providing to customers. It should be un-
derstood that these approaches are exemplary and in
other embodiments other approaches may be used.
[0056] In the exemplary embodiment shown in Figure
2, a security plate 144 extends within the secure chest
in intermediate relation between the horizontal transport
114 and the note storage mechanism such as the storage
area 146 associated with sheet handling mechanism
118. The security plate 144 in the exemplary embodiment
is secured within the interior of the secure chest and is
adapted to prevent unauthorized access through the
cash accepting opening 102 in the chest. This may be
accomplished by securing the security plate 144 to the
walls bounding the interior of the secure chest or other
suitable structures. As can be appreciated because in
the exemplary embodiment the upper housing portion 54
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houses the sheet acceptor mechanism 80, it is generally
easier to access the area housing the sheet acceptor
mechanism than the secure chest. In cases where crim-
inals may attack ATM 10 and attempt to remove the sheet
accepting mechanism, ready access through the cash
accepting opening is first blocked by the driving and driv-
en members and other components of the transports 106
and 108. However, in the event that criminals attempt to
clear away the transport mechanism components, ac-
cess tothe stored sheets in the note storage mechanisms
is still blocked by the security plate. Figure 11 shows
greater detail of the cash acceptor mechanism 80 retract-
ed to a servicing position so as to expose the cash ac-
cepting opening. In the exemplary embodiment the cash
acceptor mechanism is movably mounted in supporting
connection with the chest portion on suitable slides or
other members. As can be appreciated in this exemplary
embodiment the security plate 144 operates to separate
the cash accepting opening 102 from the notes or other
valuable financial instrument sheets which are stored be-
low the security plate within the secure chest. Of course
the security plate is exemplary and other forms of security
plates or other structures may be used.

[0057] Inan alternative embodiment the ATM includes
a bulk storage container 260 shown in Figure 20 for hold-
ing currency bills, notes, checks or other items that have
been deposited into the machine. The container 260 in-
cludes a top wall 262 with an opening 264 which corre-
sponds to opening 102 in the chest when the container
260 is in the operative position. Container 260 includes
a transport 266 which transports items that pass through
the opening 264 into an interior area 268 of the container.
A horizontal transport 270 is operative to move deposited
items transversely away from the opening 264. A security
plate 272 is positioned to reduce the risk of unauthorized
access to the interior area 268. A further transport 274
is operative to move deposititems such as currency sheet
276 to a suitable location for being dispatched into the
interior area 268 below the security plate. Deposited
items schematically represented 278 are held within the
interior area of the container 260.

[0058] Inthe exemplary embodimentthe container 260
includes a bottom wall 280. The interior area 268 is
bounded by a shaker member 282 that is disposed ver-
tically above the bottom wall. In the exemplary embodi-
ment the shaker member comprises a resilient flexible
membrane 284. A rigid plate 286 extends in underlying
relation of a central portion of the membrane. Flexible
supports 288 support the rigid plate 286 above the bottom
wall 280. The flexible supports further enable movement
of the rigid plate and membrane relative to the bottom
wall. In exemplary embodiments the rigid supports 288
may include springs or other members which enable rel-
ative vertical and/or horizontal movement of the bottom
wall and the rigid plate.

[0059] In the exemplary embodiment an actuator 290
extends in intermediate relation between the bottom wall
and the rigid plate. In exemplary embodiment the actu-
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ator is an electrical vibrating device which is operative to
shake the rigid plate and overlying membrane. The shak-
ing action of the actuator 290 is operative to impart shak-
ing motion to the deposited items 278 that are in support-
ing connection with the membrane. This facilitates the
dispersal and settling of deposited items and enables a
relatively larger quantity of such items to be collected
within the interior area 268 before such items need to be
removed. In exemplary embodiment the actuator 290 is
electrically connected to the circuitry within the machine
through a releasable connector 292. This facilitates re-
moval of the exemplary container as hereafter discussed.
In addition, in some embodiments the moving devices
for transports within the container may be supplied with
signals and/or electrical power through the releasable
connector.

[0060] In operation of the machine, the interior area
268 of the container 260 is in operative connection with
the opening 38 in the housing of the machine through
which deposited items are accepted. The deposited
items are passed through the cash accepting mechanism
or other mechanism for processing such items. Items ap-
propriate for deposit in the container are passed through
the opening 102 in the top of the chest. Such items are
transported by the transports 266, 270 and 274 to the
area below the secure plate 272 and accumulate within
the interior area 268. Periodically responsive to the con-
troller, the actuator 290 operates to impart shaking mo-
tion to the deposited items 278 within the interior area.
This facilitates settling of the items so as to densely pack
the items therein. Sensors 294 may be included within
the interior area so as to sense the deposited items. The
controller may be operative to cause the actuator to
shake deposited items responsive to the sensing the lev-
el of such items by the sensors. Alternatively the control-
ler may be operative to shake deposited items based on
elapsed time, number of items deposited, or other pro-
grammable bases. In the exemplary embodiment the
sensors 294 may be in operative connection with the con-
troller through the releasable connector 292.

[0061] The exemplary container 260 is removably
mounted within the secure chest. The exemplary con-
tainer is supported on rollable supports 296. The rollable
supports 296 may be castors, wheels, ball rollers or other
type items that enable more ready movement of the con-
tainer in a loaded condition. In the exemplary embodi-
ment upon opening of the secure chest the container 260
is enabled to moved outward from the chest. This is fa-
cilitated by a servicer grasping a handle 298 which is
attached to the container. The releasable connector 292
is enabled to be disconnected so that the container 260
can be pulled outward from the secure chest. As shown
in greater detail in Figure 21, in the exemplary embodi-
ment the handle 298 is a telescoping handle that is en-
abled to be moved upward once the handle has cleared
the secure chest. This facilitates moving the container
outside of the ATM. Thereafter the container may be
moved to a suitable location by the handle away from the
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ATM for purposes of removing the contents. This may
be, for example, an area within a vault or other secure
room in which the items within the container may be proc-
essed.

[0062] As represented in Figure 21, the container 260
in the exemplary embodiment includes a door 300. Ac-
cess to door 300 is controlled by one or more locks rep-
resented 302. In the exemplary embodiment door 300 is
shown hinged at a side toward the chest door so as to
reduce the risk of persons obtaining unauthorized access
to the interior of the container when the container is within
the machine. Once the container has been moved to a
suitable location, the lock 302 may be unlocked, the door
opened, and deposited items removed. After the items
have been removed, the door 300 may be returned to
the closed position. Thereafter the container may be re-
installed in the machine with the handle 298 being re-
tracted so as to enable the container to again be aligned
with opening 102. Further, the releasable connector 292
may be reconnected so as to again enable operation of
the container within the machine.

[0063] Ascanbeappreciated, the exemplary container
260 is enabled to hold a substantial quantity of deposited
items. Further, the construction including the rollable sup-
ports and telescoping handle facilitates movement of the
loaded container out of the ATM and the container into
the ATM. It should be understood that the container is
exemplary and in other embodiments other approaches
may be used. These may include, for example and with-
out limitation, containers which include multiple interior
areas in which deposited items are supported on shaking
members. Such embodiments may achieve, forexample,
a separation of deposited notes, checks and/or enve-
lopes by denomination or deposit type, and achieve more
densely packed storage within a particular interior com-
partment within the container. In addition or in the alter-
native, in other embodiments shaking members may be
provided on side walls or on top walls bounding the con-
tainer so as to facilitate the shaking of deposited items
and the packing and storage thereof. In addition or in the
alternative, containers may be used in some embodi-
ments in conjunction with sheet handling mechanisms
such that certain sheets are stored precisely positioned
in containers for purposes of stacking and/or recycling
while other sheets are stored in bulk within a container
or compartment within a container. These alternatives
are encompassed within the teachings of the present in-
vention.

[0064] Figures 7 through 10 schematically describe an
exemplary embodiment of the picker mechanism 86 used
in the cash accepting mechanism 80. In this exemplary
embodiment the stack of sheets 84 is positioned in the
chute 82 and is in supporting connection with a generally
angled lower surface 148. Moving members 150 and 152
are operative to engage the stack and selectively rotate
responsive to a motor or other mechanism in the direction
of Arrow P so as to move the stack into generally abutting
relation with an engaging surface 154. Positioned adja-
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cent to the engaging surface 154 in proximity to the lower
surface 158 is an idler roll 156 which is a generally free
wheeling roll. The engagement of the stack 84 of the
engaging surface 154 and the face of the roll 156 is op-
erative to splay the sheets as shown.

[0065] The picker mechanism 86 further includes a
generally cylindrical picking member 158. Picking mem-
ber 158 is rotatable selectively by a motor or other driving
member responsive to the controller 64. The picking
member during picking operation rotates in the direction
of Arrow P as shown. Picking member 158 further in-
cludes high friction arcuate segments 160 which in the
exemplary embodiment serve as sheet engaging por-
tions and which extend about a portion of the circumfer-
ence of the picking member.

[0066] Picker mechanism 86 of the exemplary embod-
iment further includes a plurality of rolls 162 that serve
as non-contact stripper rolls in a manner later discussed.
The picking mechanism further includes a contact strip-
per roll 164 which biasingly engages the high friction seg-
ments 160 of the picking member.

[0067] Asrepresentedin Figure 8, the picking member
is a generally cylindrical member that includes a plurality
of annular recesses 166. The outer surface of the non-
contact stripper rolls 162 extend into a corresponding
annular recess 166, but are generally not in stripping en-
gagement therewith. As represented in the exemplary
embodiment of Figure 8, the outer surface of the non-
contact stripper rolls 162 are disposed slightly away from
the base of the annular recess. As a consequence the
outer surface of the non-contact stripper rolls which serve
as a first stripper portion are not positioned to be in direct
contact stripping engagement with the picking member.
However, because the surface of such rolls is disposed
in close proximity thereto and generally enables only a
single sheet to pass between the picking member and
the non-contact stripper rolls, the separation of a single
sheet from other sheets is generally achieved. It should
be understood however that while in the exemplary em-
bodiment the non-contact stripper rolls are disposed
slightly from the picking member, in other embodiments
such rolls or other stripper members may operate to ac-
tually contact the picking member but may be of such
resilient consistency or other properties that the rolls are
not in a biased contact stripping engagement as is the
case with the contact stripper roll 164.

[0068] As shown in Figure 8 the contact stripper roll is
biased to engage a central sheet engaging portion 168
of the picking member. This central sheet engaging por-
tion is generally centered with regard to sheets that are
moved by the picker mechanism 86. This reduces the
tendency of sheets to twist or skew as they are being
moved in the picker mechanism. Of course it should be
understood that this arrangement is exemplary and in
other embodiments other approaches may be used.
[0069] The operation of the exemplary picker mecha-
nism 86 is represented in Figures 9 and 10. The picker
mechanism is operative to separate sheets individually
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from the stack 84. This is done by sequentially picking a
first sheet 170 which bounds the lower end of the stack
while moving the first sheet in a first direction generally
indicated by Arrow F so as to move the sheet away from
the stack. To accomplish this the controller 64 operates
motors or other moving mechanisms to cause the moving
members 150 and 152 to rotate as the picking member
158 similarly rotates in a counterclockwise direction as
shown. The rotation of the picking member causes the
high friction arcuate segments 160 which serve as sheet
engaging portions to engage a lower face of the first sheet
and pull the sheet in intermediate relation between the
picking member and the non-contact stripper rolls 162.
As the first sheet is moved the idler roll 156 rotates to
facilitate the movement of the first sheet between the
picking member and the non-contact stripper rolls.
[0070] The non-contact stripper rolls 162 are in oper-
ative connection with a one-way clutch 172 such that the
first stripper rolls remain stationary when the first sheet
is engaged therewith and moving in the direction of Arrow
F. Because the resistance force provided by the non-
contact stripper rolls against the face of the sheet en-
gaged therewith is less than the moving force imparted
to the opposed face of the sheet, the first sheet 170 is
moved into intermediate relation between the picking
member and the non-contact stripper rolls. This causes
the sheet to assume the cross-sectional wave configu-
ration shown in Figure 10. This is caused by the sheet
being deformed by the non-contact stripper rolls into the
annular recesses 166 of the picker member. This cross-
sectional wave configuration is generally operative in
combination with the opposing force applied by the non-
contact stripperrolls, to separate the first sheet from other
sheets that may be moving therewith from the stack.
[0071] As the first sheet 170 moves further in the di-
rection of Arrow F as shown in Figure 9, the leading edge
of the sheet then engages the contact stripper roll 164
which is biased to engage the sheet engaging portions
of the picking member. The contact stripper roll is also
in operative connection with a one-way clutch 174 such
that in the exemplary embodiment the contact stripper
roll remains stationary as the first sheet moves in the
direction of Arrow F. The engagement of the contact strip-
perroll and the first sheet operates to displace the contact
stripper roll so as to enable the sheet 170 to move in
intermediate relation between the contact stripper roll
and the central sheet engaging portion 168. The resist-
ance force of the non-contact stripper roll is generally
operative to separate any sheets other than the first sheet
170 from moving in the direction of Arrow F.

[0072] As shown in Figure 9 the sensor 176 is posi-
tioned adjacent to the contact stripper roll in the exem-
plary embodiment. Sensor 176 is operative to sense the
presence of double sheets which may have been able to
pass the non-contact and contact stripper rolls. Suitable
sensors in some embodiments may be those shown in
U.S. Patent Nos. 6,241,244 and 6,242,733.

[0073] Upon sensing a double sheet the controller of
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the machine is enabled to make additional attempts to
strip the sheet as later discussed. However, in the event
that only a single sheet is sensed the picker member 158
continues moving in the counterclockwise direction until
the leading edge of the sheet reaches takeaway rolls
178. In the exemplary embodiment takeaway rolls are
operative to engage the sheet and to move the sheet in
the cash accepting mechanism toward the validator de-
vice 88. In the exemplary embodiment one rotation of the
picking member is operative to separate one sheet from
the stack.

[0074] In the event that the sensor 176 senses that a
double sheet or other multiple sheet has been able to
pass the contact and non-contact stripper rolls, the con-
troller of this exemplary embodiment is operative to stop
the movement of the picker member 158 in the counter-
clockwise direction as shown prior to the first sheet 170
being disengaged therefrom. Thereafter the controller is
operative to reverse the direction of the picker member
158 and the moving members 150 and 152 so as to move
the first sheet back toward the stack. Through the oper-
ation of one-way clutches 172 and 174 the contact strip-
per roll 164 and the non-contact stripper rolls 162 are
enabled to rotate in a counterclockwise direction as
shown so as to facilitate the return of the sheets to the
stack. Thereafter the controller may operate the picker
mechanism 86 to again pick a single bill. Repeated at-
tempts may be made until a single sheet is separated
from the stack so that it may be processed by the cash
acceptor mechanism.

[0075] It has been found that the exemplary embodi-
ment of the picker mechanism 86 is well adapted for sep-
arating various types of financial instrument sheets hav-
ing different properties. In general, sheets such as cur-
rency notes that are new or other types of sheets which
have generally consistent properties of rigidity and fric-
tion from sheet to sheet are separated through the oper-
ation of the picker mechanism and the non-contact strip-
per rolls. However, in situations where rigidity and fric-
tional properties vary substantially from sheet to sheet,
the contacting stripper roll which subsequently engages
the sheets after they have engaged the non-contact strip-
per rolls is effective in separating sheets that would not
otherwise be separated. This may be particularly helpful
for example in processing sheets that may include plastic
and paper currency notes, checks or other documents
that have significantly variable properties and which are
mixed together in a stack from which the sheets must be
individually picked.

[0076] It should be understood that while picking rolls
and cylindrical members are used in the exemplary em-
bodiment, in other embodiments other picking and strip-
ping structures such as belts, pads, fingers and other
members may be used.

[0077] The exemplary embodiment of ATM 10 com-
prises a through-the-wall type machine in which the fas-
cia is exposed to the elements. As a result, rain and snow
may impact on the fascia and in the absence of suitable
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measures may enter the machine. As can be appreciated
the cash accepting opening 40 in the fascia must be suf-
ficiently large to accept the chute 82 which holds a stack
of documents 84 as previously discussed. During trans-
actions when an authorized user indicates that they wish
to insert the stack of sheets into the chute, the gate 44
must be opened which results in exposure of the chute
to the elements.

[0078] To minimize the risk posed by rain and snow to
the currency acceptor mechanism 80, the exemplary em-
bodiment includes the capability to capture and direct
from the machine moisture which may enter the chute.
The approach used in the exemplary embodiment is rep-
resented in Figures 17 through 19. As shown in Figure
17, the lower surface of the chute 148 includes at least
one water accepting opening 180 therein. In the exem-
plary embodiment the water accepting opening compris-
es one or more troughs which extend transversely across
the lower surface of the sheet. Of course in other em-
bodiments other approaches may be used. The fluid ac-
cepting openings are in fluid connection with a conduit
schematically represented 182 which is in fluid connec-
tion with a drain 184 which delivers the water outside the
ATM. As represented in Figures 18 and 19 the trough
180is in operative connection with a fluid fitting 184 which
connects to a generally flexible fluid conduit 182 such as
a tube. The conduit 182 connects to the drain 184 which
in the exemplary embodiment includes a cavity at a lower
side of the fascia and which includes openings through
which the water may drain to the outside of the machine
housing.

[0079] In the exemplary embodiment a tube support
186 is positioned to control the direction of the tube and
assure drainage when the cash acceptor mechanism is
in the operative position as well as when the cash accep-
tor mechanism is in a service position such as is shown
in Figure 12. In the exemplary embodiment the tube sup-
port minimizes the risk of the fluid conduit being crimped
or otherwise assuming a position which prevents the
drainage of water from the interior of the chute to the
outside of the machine. It should be understood, howev-
er, that the approach shown is exemplary and in other
embodiments other approaches may be used.

[0080] In the exemplary embodiment, provision is
made to minimize the risk of moisture entering the ATM
in the area of the cash accepting opening through which
the chute 82 extends in the operative position of the cash
acceptor mechanism 80. As shown in Figures 18 and 19,
in the exemplary embodiment a resilient gasket 188 ex-
tends in surrounding relation of the chute 82 in the area
adjacent to the fascia. The resilient gasket is supported
on a front face of the cash acceptor mechanism. As
shown in Figure 19, when the cash acceptor mechanism
80 is positioned such that the chute extends through the
cash acceptor opening 40 in the fascia, the resilient gas-
ket is positioned in sandwiched fluid tight relation be-
tween the front face of the cash acceptor mechanism and
the interior face of the fascia. As the seal provided by the
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gasket extends in surrounding relation of the chute, the
risk of moisture or other contaminants entering the ATM
through the cash acceptor opening is minimized. Of
course it should be understood that this approach is ex-
emplary and in other embodiments other approaches
may be used.

[0081] As discussed in connection with Figure 2, the
cash acceptor mechanism 80 in response to operation
of the validator device 88 and the controller 64 deter-
mines at least one characteristic indicative of whether
financial instrument sheets are acceptable to the ma-
chine. In the exemplary embodiment unacceptable
sheets may be suspect sheets such as potentially coun-
terfeit notes, invalid checks or other unacceptable doc-
uments. When such documents are detected, they are
directed to a storage area 100 which in the exemplary
embodiment is within the cash acceptor mechanism and
outside the chest portion. Periodically these unaccepta-
ble sheets must be recovered by servicing personnel for
purposes of either verifying the invalidity of the sheets or
for purposes of tracing the sheets to the user who placed
them in the machine. In the exemplary embodiment such
sheets are recoverable by authorized persons who have
access to the upper housing portion 54 but who may be
prevented from having access to the chest 48 where doc-
uments determined to be valid are stored.

[0082] In the exemplary embodiment access to the
storage area 100 is controlled by a suitable access de-
vice. In one form of such an access device shown in
Figure 12, an opening 190 is provided to the storage area
100. Access to the opening is controlled by a flip-down
access door 192. In some embodiments, the flip-down
access door 192 may be opened only when the cash
acceptor mechanism 80 has been moved rearward to
extend outside of the housing subsequent to opening ac-
cess door 58. In some embodiments the flip-down access
door may be provided with alocking mechanism 194 such
as a key lock or other suitable locking mechanism. As a
result in this exemplary embodiment in order to access
the sheets in the storage area 100, the user could be
required to have the necessary capabilities through keys,
combinations or otherwise to unlock both lock 62 on ac-
cess door 58 as well as lock 194 and flip-down door 192
in order to access the sheets. It should be understood,
however, that although in the embodiment shown the
cash acceptor mechanism 180 is shown retracted out of
the machine to facilitate opening the flip-down door and
extracting the sheets, in other embodiments the flip-down
door may be sized, segmented or otherwise adapted
such that the cash acceptor mechanism may not need
to be retracted from its operative position in order to ac-
cess sheets in the storage area 100.

[0083] Figure 13 shows yet a further alternative for ac-
cessing sheets in the storage area 100. In this exemplary
embodimentan opening 196 is provided through the stor-
age area so as to enable access to the sheets therein.
Access through opening 196 is provided to a sliding door
198. Door 198 is operative to slide along the direction of
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Arrow S in opposed tracks, slots or other suitable mech-
anisms for holding and guiding the door in supporting
connection with the cash acceptor mechanism. In some
embodiments door 198 may include a locking mecha-
nism 200. Locking mechanism 200 may be a suitable
key, combination or other locking mechanism for assur-
ing that only authorized personnel are enabled to access
the documentsin the storage area. As can be appreciated
from Figure 13, door 198 may be both unlocked and
opened without having to retract the cash accepting
mechanism rearward. In some embodiments this may
serve to speed servicing and the removal of invalid sheets
from the machine.

[0084] Figure 14 shows yet another exemplary embod-
iment for accessing sheets in the storage area 100. In
this embodiment an opening 202 is provided in a rear
face of the cash accepting mechanism 80. Access to
opening 202 is controlled by a door 204. In the exemplary
embodiment door 204 is a sliding door adapted to be
selectively moved in tracks, slots or similar devices. In
some embodiments a suitable locking mechanism sche-
matically indicated 206 is used to assure that only au-
thorized personnel have access to the door. In the em-
bodiment shown in Figure 14, a transport 208 is provided
for moving the sheets in the storage area 100 to the serv-
ice personnel through the opening 202. A transport 208
may be operative in response to provided to input devices
by the servicing personnel or may be automatic respon-
sive to the opening of the door 204. Of course it should
be understood that all of the approaches shown are ex-
emplary and in other embodiments other approaches
may be used.

[0085] In some exemplary embodiments suspect
notes or other documents are correlated with particular
transactions conducted at the machine and/or with par-
ticular users of the machine. This may be accomplished
through operation of the validator and the controller. In
some exemplary embodiments the suspect documents
in storage may be arranged in a particular order and the
controller is operative to provide one or more outputs
such as through a screen or a printer indicating the trans-
actions and/or users which correspond to the suspect
sheets. Alternatively or in addition, provisions may be
made for the cash acceptor mechanism to be in operative
connection with a printer which prints transaction and/or
user identifying information on each of the suspect
sheets. This may include for example, visible or non-vis-
ible indicia. In some embodiments the indicia may be
removable such as removable labels or indicia that can
be washed off or otherwise removed or neutralized. In
other embodiment the characteristics determined by the
validator may be such that the data is sufficiently detailed
and of types that create a unique electronic profile of
each suspect sheet. This data can be stored at the ma-
chine in a data store through operation of the controller
or elsewhere in a connected data store. This sheet iden-
tifying data may then later be used by a servicer or other
persons recovering or analyzing the suspect sheets to
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correlate each sheet with the transaction and/or user that
provided the sheet to the machine. This may be done in
some embodiments by putting the machine controller in
amode for such analysis and feeding each suspect sheet
through the cash acceptor mechanism. The controller
may then operate to correlate the stored data related to
the transaction and/or user with the stored data that
uniquely identifies the sheet. Such information is then
provided to a user of the machine recovering the sheets.
Alternatively, such analysis may be conducted by trans-
ferring data away from the machine along with the sus-
pect sheets, and conducting the analysis at another val-
idator. Of course these approaches are exemplary of ap-
proaches that may be used to uniquely identify a suspect
sheet and associate it with a user and/or a transaction.

[0086] In the exemplary embodiment of the cash ac-
ceptor mechanism 80, it is desirable to maintain the in-
terior components of the cash acceptor mechanism iso-
lated and in sealed relation except when access is re-
quired for servicing. As can be appreciated, while the
exemplary embodiment positions the cash acceptor
mechanism in intermediate relation between a vertically
extending wall of the generally L-shaped chest and the
wall of the housing to provide enhanced security, it also
presents challenges for servicing. While the ability of the
exemplary embodiment to move the cash acceptor
mechanism rearward through a service opening of the
ATM facilitates servicing, problems are still potentially
presented by the need to have to remove cover panels
and the like. Further, there is always a risk that cover
panels, once removed, will not be replaced resulting in
infiltration of contaminants to the cash acceptor mecha-
nism and causing malfunctions or failures.

[0087] To reduce the risk of service persons not re-
placing service panels, the exemplary embodiments of
the invention are made to minimize the risk that service
panels will be removed and not replaced. As shown in
Figure 15, in one exemplary embodiment a side service
panel 210 is mounted in hinged relation in supporting
connection with the cash acceptor mechanism. This en-
ables the service panel 210 to be opened once the cash
acceptor mechanism has been moved rearward from the
machine. This enables ready access to the components
within the machine. In addition in this exemplary embod-
iment, the front service panel 212 is mounted in hinged
relation adjacent the front of the cash acceptor mecha-
nism. This front service panel enables access to compo-
nents accessible through a front opening of the cash ac-
cepting mechanism.

[0088] As can be appreciated because of the hinged
character of service panels 210 and 212, the panels may
be readily opened. However, the hinged mounting makes
it difficult for a technician to entirely remove the panels
from the machine. Further the cash acceptor mechanism
cannot be returned to service without closing the service
panels. Of course as can be appreciated, suitable latch-
ing mechanisms or other holding devices may be used
so as to assure that once the service panels are returned
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to their closed position, they remain therein until such
time as the service panels need to be opened again for
servicing.

[0089] Figure 16 shows yet a further schematic view
of an alternative approach to providing service panels on
the cash acceptor mechanism 80 that provide protection
for internal components and yet can be readily removed
for servicing. In the embodiment shown in Figure 16,
service panels 214 and 216 are provided such that they
can move in the direction indicated by the adjacent ar-
rows. Service panels 214 and 216 in the exemplary em-
bodiment are mounted in channels, slots or other suitable
devices on the cash acceptor mechanism for guiding and
holding the panels in position. The useful aspect of the
service panels shown in Figure 16 is that the cash ac-
ceptor mechanism 80 need not be removed from the op-
erative position in order to open the interior of the mech-
anism by moving the service panel. Indeed in the exem-
plary embodiment, service panel 214 may be entirely re-
moved exposing the components of the cash acceptor
mechanism without moving the cash acceptor mecha-
nism from the operative position. Service panel 216
which may include the front face supporting the resilient
gasket, may be made more readily removable by moving
the gasket relative to the chute. The ability to remove
service panels may be particularly useful in situations
where a service person needs to observe the cash ac-
ceptor mechanism in operation in order to diagnose and
remedy certain problems.

[0090] In some embodiments it may be desirable to
include devices to assure that the service panels 214 and
216 arereinstalled on the cash acceptor mechanism after
servicing procedures are completed. This may be ac-
complished by including contact switches such as the
contact switch schematically represented as 218 to
sense when the service panels have been placed back
in position. Such contact switches may limit the operation
of the cash acceptor mechanism until such panels are
replaced. Alternatively the circuitry within the ATM may
cause an alarm or other indication to be given or may
disable operation of the currency acceptor mechanism if
the access doors to the upper housing are closed and
the service panels have not been returned to their oper-
ative position. Of course other approaches may be used.
[0091] As can be appreciated, the arrangements of
service panels shown in Figures 15 and 16 for the cash
acceptor mechanism are exemplary and in other embod-
iments other approaches may be used.

[0092] Inthe exemplary ATM 10 there is also included
a mechanism for dispensing cash through the cash dis-
pensing opening 38 in the fascia. This cash dispensing
mechanism generally indicated 220 is schematically rep-
resented in Figure 3. In the exemplary embodiment the
cash dispensing mechanism is positioned in the higher
side of the generally L-shaped chest and includes a plu-
rality of note storage areas 222, 224, 226, 228, 230 and
232. In some exemplary embodiments the note storage
areas may be housed within removable currency cas-
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settes which are suitable for holding notes and which
may be readily removed from the machine.

[0093] Inthe exemplary embodiment each of the note
storage areas is in operative connection with a picker
mechanism 234, 236, 238, 240, 242 and 244. Each of
these picker mechanisms are selectively operative re-
sponsive to controller 64 to selectively dispense notes or
other sheets from the corresponding storage area re-
sponsive to appropriate inputs to input devices of the
user interface. In some exemplary embodiments the pick-
er mechanisms used may be similar to the picker mech-
anism 86 used to separate sheets from a stack in the
cash acceptor mechanism 80.

[0094] In the exemplary embodiment a vertically ex-
tending transport 246 is in operative connection with the
picker mechanisms and a presenter mechanism 248. In
operation of the machine the presenter mechanism is
operative to receive sheets dispensed by the picker
mechanisms and to move the sheets upward through the
transport 246 to accumulate the sheets into a stack sche-
matically indicated 250. After the desired sheets have
been accumulated, the presenter mechanism is opera-
tive to move the stack toward the cash dispensing open-
ing 38 while the controller is operative to open the cash
dispensing gate 42. This enables the stack of sheets to
be dispensed to a user of the machine.

[0095] It should be understood that while in the exem-
plary embodiment the cash dispensing mechanism 220
has been described as dispensing various denomina-
tions of currency notes, in other embodiments the cash
dispensing mechanism may dispense other types of
sheets. These may include, for example, travelers
checks, stamps, vouchers, scrip, gift certificates, or other
documents. Further, in some embodiments the ATM
maybe operative to dispense combinations of both notes
and other documents as may be requested by the user.
Of course the mechanisms shown are exemplary and in
other embodiments other approaches may be used.
[0096] In operation of the exemplary ATM 10, a user
operating the machine provides inputs sufficient to iden-
tify the user’s account through the input devices of the
machine. This may include, for example, providing a card
and/or alpha-numeric data through the input devices
which can be correlated through operation of the control-
ler in the machine and/or by interaction with a remote
computer to determine a financial account of the user.
The controller thereafter operates the output devices of
the machine so as to prompt the user to provide inputs
and to select a particular type of transaction or provide
other inputs. In situations where the user wishes to con-
duct a cash accepting transaction, the ATM operates re-
sponsive to the controller 64 to open the gate 44 to the
chute 82 which enables the user to provide a stack of
notes or other documents into the machine.

[0097] In response to the user providing the stack of
documents 84 and/or in response to inputs from the user,
the cash acceptor mechanism 80 operates to unstack
the documents through operation of the picker mecha-
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nism 86 and to determine at least one of the character-
istics of each document through operation of the validator
device 88. The determined characteristics of the docu-
ments may cause valid or acceptable documents to be
routed through operation of the routing device 92 into the
escrow device 94 where they may be temporarily stored.
Also, the controller may operate the routing device 92 to
direct suspect documents such as invalid documents or
probable counterfeit notes to the transport 86 and the
storage area 100.

[0098] In the exemplary embodiment once the docu-
ments have been moved past the validator, the controller
may operate to advise the user of the machine’s deter-
mination with regard to the documents through outputs
through one or more output devices. In some exemplary
embodiments the user may be offered the option to re-
cover the valid or invalid documents or both. This may
be accomplished by the escrow device delivering the
documents to the same or different transports such that
the documents may be returned to the chute or other
area of the machine that is accessible to the user. Like-
wise if the option is offered, invalid documents may like-
wise be routed back to the user. Of course various ap-
proaches may be used depending on the particular ma-
chine configuration and the programming associated
with the controller.

[0099] Inthe exemplary transaction, if the documents
determined to be valid are to be stored within the ma-
chine, the controller operates responsive to inputs from
the user and/or its programming to cause the escrow
device 94 to deliver the documents. The documents are
directed by the routing device 92 through the cash ac-
cepting opening 102 in the chest in which they are trans-
ported and stored in the appropriate sheet handling
mechanisms or in an appropriate bulk storage container.
In the exemplary embodiment the user’s account is cred-
ited for valid sheets deposited. Information is collected
concerning any invalid sheets provided by the user so
that if the sheets are later determined to be valid, the
user may be credited or alternatively the user may be
contacted to determine the source of the invalid sheets.
Of course as can be appreciated, this transaction is ex-
emplary and in other embodiments other approaches
may be used.

[0100] Using the exemplary ATM 10 a user may also
conduct cash dispensing transactions. This may be done
either during the same session as a cash accepting trans-
action or as part of a separate session. In such a trans-
action the user of the ATM provides inputs to the input
devices that are sufficient to identify one or more ac-
counts of the user and/or other identifying inputs. Re-
sponsive to prompts through the output devices, the user
provides inputs indicating that they wish to conduct a
transaction involving the dispense of notes or other types
of sheets, and the amount, nature or character of the
sheets that the user has requested.

[0101] Responsive to the inputs from the user the con-
troller 64 is operative to cause the cash dispenser mech-
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anism 220 and the picker mechanisms located therein
to deliver the requested sheets to the presenter mecha-
nism 248, which is operative to accumulate the requested
sheets into a stack 250. Once the sheets are accumulat-
ed, the sheets are moved outward to the user as the gate
mechanism is opened. Hereafter the controller operates
to cause the value of the dispensed cash or other sheets
to be charged to the user’s account.

[0102] It should be understood that the transactions
described are exemplary and additional types of trans-
actions may be carried out through operation of various
embodiments. In addition as previously discussed,
mechanisms that are operative to both accept and dis-
pense cash such as those described in the incorporated
disclosures may be utilized as substitutes for, or in addi-
tion to, the mechanisms described herein so as to carry
out transactions. Other types of transaction function de-
vices may be included in some embodiments. For exam-
ple as previously discussed, embodiments of the inven-
tion may be operative to image and validate checks. In
such cases it may be desirable for the machine to have
the capability to cancel the check or destroy the check
so there is no risk that the check may be later be stolen
and used fraudulently. In some embodiments suitable
mechanisms may be provided for carrying out such func-
tions. In addition it may be desirable in some embodi-
ments to have the machine produce bank checks, trave-
lers checks, tickets or other documents and suitable
mechanisms may be provided for producing such docu-
ments in the selected amounts. Further, in alternative
embodiments features used by merchants such as de-
vices for accepting deposit bags, dispensing rolled coin
and other devices may be incorporated into an ATM or
other automated banking machine having features de-
scribed herein. As can also be appreciated, features of
the exemplary ATM may also be used in numerous other
types of automated banking machines.

[0103] Exemplary embodiments of the invention in-
clude light emitting devices 17, 31, 41, 43 and 45. In the
exemplary embodiment the light emitting devices are po-
sitioned in areas on the user interface at locations asso-
ciated with particular transaction function devices. For
example, light emitting device 31 is associated with the
receipt printer 30 and light emitting device 17 is associ-
ated with the card reader 16. In the exemplary embodi-
ment the light emitting devices are in operative connec-
tion with the one or more controllers in the machine. In
addition, such devices are capable of emitting light of
selected colors at particular times during the transaction
responsive to the operative condition of the transaction
function device of the ATM with which the light emitting
device is associated.

[0104] Inthe exemplary embodiment the light emitting
devices include an array of LEDs of different colors em-
bedded on a flexible circuit. For example, Figure 22 rep-
resents light emitting device 31. However, it should be
understood that in the exemplary embodiment all the light
emitting devices are generally similar. Light emitting de-
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vice 31 includes an array of LEDs 304 connected through
a circuit on a flexible substrate such as a polymide film,
for example, DuPont Kapton® material, and includes a
flexible connector portion 306. The flexible connector ter-
minates in an electrical connector 308. Electrical connec-
tor 308 is releasably connectible to a driving circuit or
other electrical circuit in the machine which operably con-
nects to one or more controllers for purposes of control-
ling the illumination of the light emitting device.

[0105] As shown in Figure 23, in the exemplary em-
bodiment the light emitting device includes three different
colorLEDs. These LEDs arered, green and yellow, which
are represented by "R," "G," and "Y" in the figures as
shown. As represented in Figure 23, in the exemplary
embodiment the LEDs are in an array such that LEDs of
only one color are vertically aligned along a single line
of the light emitting device. For example, as shown in
Figure 23, aline 310 comprises a line of vertically aligned
red LEDs. As shown in Figure 23, a line 312 is a line of
only green LEDs, and a line 314 of only yellow LEDs. As
shown in Figure 23, in the exemplary embodiment the
lines repeat so that there are five vertical lines of each
color LED. It should be understood that while in the ex-
emplary embodiment the LEDs of each color are ar-
ranged in vertically aligned relation, in other embodi-
ments other arrangements such as horizontal alignment
or other matrices of LEDs may be used. It should also
be appreciated that although the LEDs are connected
electrically in series as shown in Figure 24, the electrical
connections on the flexible circuit provide for spaced ver-
tically aligned pairs of LEDs of only one color.

[0106] As shown in Figure 25, in the exemplary em-
bodiment the light emitting devices are supported in a
flexible web. The web is thin in the preferred embodiment,
having a thickness of approximately 1.20 millimeters.
This facilitates the positioning of the light emitting devices
on the user interface. In the exemplary embodiment,
LEDs which are represented 316 and 318 are mounted
on a base layer 320 including the circuit on a flexible
substrate. An outer layer 322 which in the exemplary em-
bodiment comprises a polyester layer overlies the LEDs.
A spacer 324 extends between the base layer and the
outer layer. As best shown in Figure 23 multiple spacers
may be used. In the exemplary embodiment the spacers
are positioned outboard of the LEDs and include open-
ings 326 to facilitate positioning the light emitting devices
on the machine. This may include, for example, extend-
ing pins, studs, or fastening devices through the openings
so as to secure the light emitting devices in the proper
position. Further, in the exemplary embodiment the re-
lease layer includes an underlying adhesive layer 328.
The adhesive layer enables attaching of a light emitting
device to a selected area within the machine. The adhe-
sive layer is initially exposed for purposes of attaching
the light emitting device by removal of an adhesive re-
lease layer 330 as shown in Figure 25.

[0107] In an exemplary embodiment the light emitting
devices are attached to components of the machine with
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which they are associated. This may be done, for exam-
ple, by using modular construction for the transaction
function devices within the machine and attaching the
particular light emitting device to the associated module.
For example, Figure 18 shows the cash accepting device
80 which is arranged as a modular device for purposes
of processing sheets that may be received in the ma-
chine. In the exemplary embodiment the associated light
emitting device 41 is mounted in supporting connection
with the module. The adjacent fascia area of the machine
provides an opening through which the light emitting de-
vice may be viewed when it is in the operative position.
In some embodiments the fascia of the machine may
include a transparent or translucent material separating
the light emitting device from the exterior of the machine.
However in other embodiments the light emitting devices
may be exposed on the exterior of the machine. The at-
tachment of the light emitting devices directly to the mod-
ular components of the machine may facilitate assembly
and service of the machine. Placing the light emitting
device directly on the module of the transaction function
device with whichitis associated, may reduce the amount
of wiring and connectors needed for purposes of assem-
bly and service.

[0108] In the exemplary embodiment the multicolor
light emitting devices are operated under the control of
one or more controllers in the machine. Each light emit-
ting device is operated to emit light of a selected color
and/or in a selected manner responsive to the operative
condition of an associated transaction function device.
For example, exemplary machines may be selectively
programmable to emit a particular color light responsive
toagiven operative condition. Forexample, the light emit-
ting device adjacent to the card reader may emit green
light when it is ready to receive the card of a user, and
then change to a yellow light after the card has been
received therein. Alternatively or in addition, lights of a
different color may flash or alternate to reflect conditions
of a particular device. Further, for example, in the event
of an improper action such as a user attempting to insert
a card into the card reader incorrectly, the controller may
be programmed to have the associated light emitting de-
vice emit red light or otherwise flash a color of light so as
to indicate to the user that they have done something
improper. Similarly, if a particular transaction function de-
vice is malfunctioning or not available, red light may be
output.

[0109] Insome exemplary embodiments the controller
may be programmed so as to illuminate the light emitting
devices to guide a user in operation of the machine. This
may include, for example, illuminating or flashing a par-
ticular colored light to indicate a required user activity at
a particular location on the machine. For example, at a
particular time in the transaction the controller may cause
to be output on the display an indication to the customer
that they are to take their receipt. When the machine has
delivered the receipt, the controller may operate to cause
the light emitting device 31 associated with the receipt
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delivery to illuminate, flash or otherwise indicate to the
user that activity is required by the user in the area of the
receipt delivery slot.

[0110] Insome exemplary embodiments the controller
may be programmed to cause the light emitting devices
to selectively illuminate intermittently and for a different
duration depending on the operative condition of an as-
sociated device. For example, if a user provides inputs
so0 as to request a cash-dispensing transaction, the light
emitting device 43 adjacent to the cash dispensing open-
ing may illuminate in a yellow condition as the machine
operates internally to move bills toward the cash dispens-
ing opening. Thereafter as the bills are pushed through
the opening and presented to the user, the controller may
cause the color of the light emitting device to change to
green. In addition, the controller may cause the green
light to flash so as to draw the user’s attention to the fact
that the money is ready to be taken.

Further, in an exemplary embodiment, if the user has not
taken their cash after a certain time and the machine is
programmed to retract it, the controller may cause the
light emitting device to flash or may operate so as to flash
different colors in an alternating fashion so as to capture
the attention of the user prior to the money being retract-
ed.

[0111] Inother embodiments, the colors emitted by the
light emitting devices may be selectively programmed
based on aesthetic reasons. For example, if the entity
which operates the machine has particular trade dress
involving certain colors the controller may be pro-
grammed to have the light emitting devices correspond
with that trade dress. Thus, for example, if the particular
entity’s trade dress color is green, the machine may be
programmed to utilize the green LEDs as lead-through
indicators in prompting the user in how to operate the
machine. Likewise if a different operating entity with a
similar machine utilizes yellow as part of their trade dress
scheme, the controller may be programmed to illuminate
the yellow LEDs in the light emitting devices as the lead-
through indicators.

[0112] It should further be understood that although
the use of three color of light emitting devices is shown,
this is exemplary and in other embodiments additional
types of light emitting devices may be provided. In addi-
tion it should be understood that although light emitting
devices in the exemplary embodiment are arranged so
that only one color may be output from a given light emit-
ting device at a given time, in other embodiments provi-
sion may be made to illuminate multiple color LEDs si-
multaneously. In such arrangements, LEDs in primary
colors may be included so as to achieve ranges of hue
through color combinations. This may be done by illumi-
nating multiple light emitting sources simultaneously
and/or varying the intensity of such sources through op-
eration of a controller so as to achieve various colors.
This may include, for example, providing for a gradual
change in the hue of the light emitting device in accord-
ance with the status of the associated transaction func-
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tion device. This may include, for example, providing an
indication to the user of the status of the completion of a
particular task. It should also be understood that although
LEDs are used as the light source in the exemplary em-
bodiment, in other embodiments of the invention other
approaches may be used. It should be understood that
the structures and operations described are exemplary
and numerous other structures and methods may be en-
compassed within the scope of the present invention.
[0113] In the exemplary embodiment of ATM 10, pro-
vision is made to facilitate a user’s operation of the ma-
chine and to minimize the risk of persons improperly ob-
serving a user or their activities. Such undesirable activ-
ities may include, for example, unauthorized persons ob-
serving the user’s input of their PIN number or other data.
As shown in Figure 26, fascia 12 of the exemplary em-
bodiment includes a recessed area 332 in which the dis-
play, function keys, card reader and receipt outlet are
positioned. This recessed area 332 is illuminated by a
light source 334. Light source 334 provides illumination
generally in the downward direction so as to enable the
user to more readily view the locations of the input and
output devices on the fascia of the machine.

[0114] In the exemplary embodiment the fascia 12 in-
cludes a top panel portion 336 which is positioned gen-
erally above the light source 334 and the user interface
ofthe machine. As representedin Figure 26, the top panel
portion includes a pair of convex mirrors 338, 340. The
convex mirrors 338, 340 are generally horizontally dis-
posed and are positioned at opposed sides of the user
interface.

[0115] As represented in Figure 27, a user 342 oper-
ating the ATM 10 will generally have their body aligned
with the user interface 15 of the machine. As aresult, the
user is generally enabled to view in the convex mirrors
an area behind the user generally indicated 343. The
user is enabled to do this by looking in the mirrors 338
and 340 to the user’s left and right, respectively. By look-
ing in these mirrors, the user is enabled to generally see
what is going on behind them as well as in a transverse
direction from the area directly behind the user. This may
enable the user to determine if one or more persons are
in their proximity as well as whether such persons may
be attempting to observe the user or their inputs to the
ATM. In some embodiments where the ATM is operated
in an external environment, lighting sources may be pro-
vided in the area 343 to facilitate the user’s observation
of persons who may be present therein.

[0116] It should be understood that the arrangement
shown is exemplary and in other embodiments other mir-
ror or observation arrangements may be used. In addi-
tion, in some embodiments provision may be made to
maintain the cleanliness of the mirrors so as to reduce
the risk that the user’s ability to observe surrounding ac-
tivities is impaired. These provisions may include, for ex-
ample, automated devices which wipe the surface of the
mirrors periodically. These may be external wiping de-
vices or in some embodiments internal wiping devices.
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This may be accomplished, for example, by having the
convex mirrors be part of a rotatable member that may
be periodically rotated within the fascia so as to expose
a new external surface. Cleaning devices on the interior
of the fascia may operate to wipe contaminants from the
surface of the mirror as it passes internally such that fur-
ther rotation exposes a clean mirror surface to the user.
Of course these approaches are exemplary and in other
embodiments other approaches may be used. Further,
the principles discussed may be used with other types
of automated banking machines and in other circum-
stances other than those described in connection with
the exemplary embodiment.

[0117] Thus the automated banking machine and sys-
tem of the exemplary embodiments may achieve one or
more of the above stated objectives, eliminate difficulties
encountered in the use of prior devices and systems,
solve problems and attain the desirable results described
herein.

[0118] In the foregoing description certain terms have
been used forbrevity, clarity and understanding, however
no unnecessary limitations are to be implied therefrom
because such terms are for descriptive purposes and are
intended to be broadly construed. Moreover, the descrip-
tions and illustrations herein are by way of examples and
the invention is not limited to the details shown and de-
scribed.

[0119] Inthe following claims any feature described as
a means for performing a function shall be construed as
encompassing any means capable of performing the re-
cited function, and shall not be deemed limited to the
particular means shown in the foregoing description or
mere equivalents thereof.

[0120] Having described the features, discoveries and
principles of the invention, the manner in which it is con-
structed and operated, and the advantages and useful
results attained; the new and useful structures, devices,
elements, arrangements, parts, combinations, systems,
equipment, operations, methods, processes and rela-
tionships are set forth in the appended claims.

Claims

1. Anautomated banking machine apparatus (10) com-
prising:

A housing (46);

an opening (40) in the housing, wherein deposit
items are accepted into the housing through the
opening;

a container (260) removably mounted within the
housing, wherein the container has an interior
area (268), and wherein in an operative position
of the container the interior area is in operative
connection with the opening such that deposit
items passed into the housing through the open-
ing are moveable into the interior area;
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the container comprising:

a moveable shaker member (282) bounding the
interior area of the container, wherein the move-
able shaker member comprises aresilient mem-
ber, wherein deposit items (278) in the interior
area are in supporting connection with the move-
able shaker member; and

an actuator (290) in operative connection with
the shaker member, wherein the actuator is
adapted to move the shaker member with a
shaking motion to cause shaking of deposit
items in supporting connection therewith,
wherein the shaking motion facilitates dispersal
and settling of deposited items in the interior ar-
ea of the container.

The apparatus according to claim 1 wherein the
moveable shaker member comprises a resilient
membrane (284) extending across a lower portion
of the container.

The apparatus according to claim 1 or claim 2 where-
in the container further comprises at least one rolla-
ble support (296).

The apparatus according to claim 3 wherein the con-
tainer further comprises a telescoping handle,
wherein the telescoping handle is extendable when
the container is moved outside of the housing and
is adapted to move the container away from the
housing with the container supported on the rollable
support.

The apparatus according to claim 2 or any claim de-
pendent thereon and further comprising a rigid plate
(286) extending in underlying relation of the mem-
brane, wherein the actuator operates to move the
rigid plate.

The apparatus according to claim 5 wherein the con-
tainer further comprises a bottom wall (280) in un-
derlying the membrane, and wherein the actuator
extends in intermediate relation of the membrane
and the bottom wall.

The apparatus according to claim 6 and further com-
prising at least one flexible (288) support extending
between the bottom wall and the plate.

The apparatus according to claim 2 or any claim de-
pendent thereon wherein the container comprises
an upper wall (262) generally opposed of the bottom
wall, the upper wall including an upper wall opening
(264), wherein deposit items entering the interior ar-
ea pass through the upper wall opening.

The apparatus according to claim 8 and further com-
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prising a security plate (272) extending in interme-
diate relation between the upper wall opening and
the membrane.

The apparatus according to claim 9 and further com-
prising a horizontal transport (270) adapted to move
deposit items horizontally from the upper wall open-
ing and above the security plate.

The apparatus according to claim 10 wherein the
machine further includes a cash acceptor mecha-
nism and a chest portion, wherein the container is
removably mounted in the chest portion, and wherein
the chest portion includes a cash accepting opening,
and wherein the upper wall opening corresponds to
the cash accepting opening in an operative position
of the container, and wherein the cash acceptor
mechanism is mounted in the machine outside and
in supporting connection with the chest portion, and
wherein the cash acceptor mechanism is adapted to
receive notes through the opening in the housing, to
determine genuine notes and to pass genuine notes
to the interior area of the container through the cash
accepting opening.

The apparatus according to claim 11 wherein the
cash acceptor mechanism includes a driving mem-
ber, and the horizontal transport is in operative con-
nection with a driven member, and wherein in an
operative position the driving member of the cash
acceptor mechanism is operative to drive the hori-
zontal transport.

The apparatus according to claim 12 wherein the
driving member engages the driven member through
the cash accepting opening in the chest portion.

The apparatus according to any of claims 11 to 13
wherein the cash acceptor mechanism is adapted to
identify suspect notes, and wherein the machine in-
cludes a suspect note storage area outside the chest
portion, and wherein the cash acceptor mechanism
is operative to cause suspect notes to be deposited
in the suspect note storage area.

The apparatus according to any of claims 11 to 14
wherein the chest portion is generally L-shaped in
cross section, and wherein the chest portion houses
at least one cash dispenser mechanism, and where-
in the cash acceptor mechanism and the cash dis-
penser mechanism are mounted in generally side-
by-side relation.

The apparatus according to claim 15 wherein the
chest portion includes a vertically extending wall in-
termediate of the cash acceptor mechanism and the
cash dispenser mechanism, and wherein the cash
acceptor mechanism is movably mounted in sup-
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porting connection with the chest portion in a direc-
tion parallel to the vertically extending wall.

The apparatus according to claim 16 and further
comprising a user interface including at least one
input device, and wherein the machine is operative
to dispense cash through operation of the cash dis-
penser mechanism responsive to at least one input
to the at least one input device.

The apparatus according to claim 17 wherein the
container includes at least one rollable support and
at least one telescoping handle.

The apparatus according to any of claims 1 to 10
wherein the machine comprises a chest portion, and
wherein the container is removably positionable
within the chest portion.

Patentanspriiche

1.

2,

Bankautomatenvorrichtung (10), die aufweist:

ein Gehause (46),

eine Offnung (40) in dem Geh&use, wobei Hin-
terlegungsgegenstande durch die Offnung hin-
durchin das Gehause hinein angenommen wer-
den,

einen entnehmbar innerhalb des Gehauses
montierten Behalter (260), wobei der Behalter
einen inneren Bereich (268) hat und in einer Be-
triebsposition des Behalters der innere Bereich
in funktionsfahiger Verbindung mit der Offnung
ist, so dass Hinterlegungsgegenstande, die
durch die Offnung in das Gehause eingefiihrt
wurden, in den inneren Bereich bewegbar sind,

wobei der Behalter aufweist:

ein bewegbares Ruttelelement (282), welches
an den inneren Bereich des Behélters angrenzt,
wobei das bewegbare Rittelelement ein federn-
des Element aufweist und Hinterlegungsgegen-
stédnde (278) in dem inneren Bereich in haltem-
der Verbindung mit dem bewegbaren Rittelele-
ment stehen, und

einen Betatiger (290) in funktionsfahiger Verbin-
dung mit dem Ruttelelement, wobei der Betati-
ger so ausgelegt ist, dass er das Ruttelelement
mit einer Rattelbewegung bewegt, um ein Rut-
teln von Hinterlegungsgegensténden, die in hal-
temder Verbindung damit stehen, zu bewirken,
wobei die Ruttelbewegung das Verteilen und
Ablegen von Hinterlegungsgegenstanden im in-
neren Bereich des Behalters vereinfacht.

Vorrichtung nach Anspruch 1, wobei das bewegbare
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Ruttelelement eine federnde Membran (284) auf-
weist, die sich Uber einen unteren Abschnitt des Be-
halters hinweg erstreckt.

Vorrichtung nach Anspruch 1 oder Anspruch 2, wo-
bei der Behalter weiterhin wenigstens eine rollbare
Halterung (296) aufweist.

Vorrichtung nach Anspruch 3, wobei der Behalter
weiterhin einen teleskopierbaren Griff aufweist, wo-
bei der teleskopierbare Griff ausfahrbar ist, wenn der
Behalter aus dem Gehause hinaus bewegt wird, und
so ausgelegt ist, dass er den Behélter von dem Ge-
héuse weg bewegt, wobei der Behalter auf der roll-
baren Halterung gehaltert ist.

Vorrichtung nach Anspruch 2 oder einem davon ab-
hangigen Anspruch, welche weiterhin eine starre
Platte (286) aufweist, die sich in darunterliegender
Beziehung zu der Membran befindet, wobei der Be-
tatiger so funktioniert, dass er die starre Platte be-
wegt.

Vorrichtung nach Anspruch 5, wobei der Behalter
weiterhin eine Bodenwand (280) aufweist, die unter-
halb der Membran liegt, und wobei der Betétiger sich
in dazwischenliegender Beziehung zu der Membran
und der Bodenwand erstreckt.

Vorrichtung nach Anspruch 6, welche weiterhin we-
nigstens eine flexible (288) Halterung aufweist, die
sich zwischen der Bodenwand und der Platte er-
streckt.

Vorrichtung nach Anspruch 2 oder einem davon ab-
héangigen Anspruch, wobei der Behalter eine obere
Wand (262) aufweist, die der Bodenwand im We-
sentlichen gegeniberliegt, wobei die obere Wand
eine Offnung (264) in der oberen Wand aufweist,
wobei in den inneren Bereich eintretende Hinterle-
gungsgegenstande durch die Offnung in der oberen
Wand hindurch passieren.

Vorrichtung nach Anspruch 8, welche weiterhin eine
Sicherheitsplatte (272) aufweist, die sich in dazwi-
schenliegender Beziehung zwischen der Offnung in
der oberen Wand und der Membran erstreckt.

Vorrichtung nach Anspruch 9, welche weiterhin eine
horizontale Transporteinrichtung (270) aufweist, die
daflir ausgelegt ist, Hinterlegungsgegensténde in
horizontaler Richtung von der Offnung in der oberen
Wand und Uber die Sicherheitsplatte hinweg zu be-
wegen.

Vorrichtung nach Anspruch 10, wobei der Automat
weiterhin einen Bargeld-Annahmemechanismus
und einen Kastenabschnitt aufweist, wobei der Be-
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hélter entnehmbar in dem Kastenabschnitt montiert
ist und wobei der Kastenabschnitt eine Bargeld-An-
nahmedffnung aufweist und die Offnung in der obe-
ren Wand in einer Betriebsposition des Behalters der
Bargeld-Annahmeoffnung entspricht und wobei der
Bargeld-Annahmemechanismus in dem Automaten
auBerhalb und in haltemder Verbindung mit dem Ka-
stenabschnitt montiert ist und wobei der Bargeld-An-
nahmemechanismus so ausgelegtist, dass er Bank-
noten durch die Offnung in dem Gehause aufnimmt,
um echte Banknoten festzustellen, und durch die
Bargeld-Annahmed6ffnung hindurch echte Bankno-
tenindeninneren Bereich des Behalters weiterleitet.

Vorrichtung nach Anspruch 11, wobei der Bargeld-
Annahmemechanismus ein Antriebselement auf-
weist und die horizontale Transporteinrichtung in
funktionsféhiger Verbindung mit einem angetriebe-
nen Element steht und wobei in einer Betriebsposi-
tion das Antriebselement des Bargeld-Annahmeme-
chanismusses so funktioniert, dass es die horizon-
tale Transporteinrichtung antreibt.

Vorrichtung nach Anspruch 12, wobei das Antriebs-
element mit dem angetriebenen Element durch die
Bargeld-Annahmeo6ffnung in dem Kastenabschnitt
in Eingriff tritt.

Vorrichtung nach einem der Anspriiche 11 bis 13,
wobei der Bargeld-Annahmemechanismus so aus-
gelegt ist, dass er verdachtige Banknoten identifi-
ziert, und wobei der Automat einen Lagerbereich fiir
verdachtige Banknoten auflerhalb des Kastenab-
schnitts aufweist und wobei der Bargeld-Annahme-
mechanismus so funktioniert, dass er veranlasst,
dass verdachtige Banknoten in dem Lagerbereich
fir verdachtige Banknoten abgelegt werden.

Vorrichtung nach einem der Anspriiche 11 bis 14,
wobei der Kastenabschnitt im Querschnitt im We-
sentlichen L-férmig ist und wobei in dem Kastenab-
schnitt wenigstens ein Bargeld-Ausgabemechanis-
mus aufgenommen ist und wobei der Bargeld-An-
nahmemechanismus und der Bargeld-Ausgabeme-
chanismus in im Wesentlichen zueinander benach-
barter Beziehung montiert sind.

Vorrichtung nach Anspruch 15, wobei der Kasten-
abschnitt eine sich in vertikaler Richtung erstrecken-
de Wand zwischen dem Bargeld-Annahmemecha-
nismus und dem Bargeld-Ausgabemchanismus auf-
weist und wobei der Bargeld-Annahmemechanis-
mus bewegbar in halternder Verbindung mit dem Ka-
stenabschnitt in einer Richtung parallel zu der sich
in vertikaler Richtung erstreckenden Wand montiert
ist.

Vorrichtung nach Anspruch 16, welche weiterhin ei-
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ne Benutzerschnittstelle aufweist, die wenigstens ei-
ne Eingabevorrichtung aufweist, und wobei der Au-
tomat so funktioniert, dass er durch Betatigung des
Bargeld-Ausgabemechanismusses in Reaktion auf
wenigstens eine Eingabe in die wenigstens eine Ein-
gabevorrichtung Bargeld ausgibt.

Vorrichtung nach Anspruch 17, wobei der Behalter
wenigstens eine rollbare Halterung und wenigstens
einen teleskopierbaren Griff aufweist.

Vorrichtung nach einem der Anspriche 1 bis 10, wo-
bei der Automat einen Kastenabschnitt aufweist und
wobei der Behalter entnehmbar innerhalb des Ka-
stenabschnitts anordenbar ist.

Revendications

1.

Guichet bancaire automatisé (10) comprenant :

un logement (46) ;

une ouverture (40) dans le logement, ou des ar-
ticles de dépdt sont acceptés dans le logement
a travers l'ouverture ;

un boitier (260) monté de maniére amovible
dans le logement, dans lequel le boitier dispose
d’'une zone intérieure (268) et dans lequel, dans
une position opérationnelle du boitier, la zone
intérieure est en connexion opérationnelle avec
'ouverture, de sorte que les articles de dépot
passés dans le logement a travers I'ouverture
soient mobiles dans la zone intérieure ;

le boitier comprenant :

un élément agitateur mobile (282) liant la zone
intérieure du boitier, dans lequel I'élément agi-
tateur mobile comprend un élément résilient,
dans lequel les articles de dépét (278) dans la
zone intérieure sont en connexion de support
avec I'élément agitateur mobile, et

un actionneur (290) en connexion opérationnel-
le avec I'élément agitateur, dans lequel I'action-
neur est adapté pour déplacer I'élément agita-
teur par un mouvement d’agitation, afin de pro-
voquer I'agitation des articles de dép6t en con-
nexion de support avec lui, dans lequel le mou-
vement d’agitation facilite la dispersion et la mi-
se en place des articles déposés dans la zone
intérieure du boitier.

Appareil selon la revendication 1, dans lequel I'élé-
ment agitateur mobile comprend une membrane ré-
siliente (284) s’étendant a travers une partie infé-
rieure du boitier.

Appareil selon la revendication 1 ou 2, dans lequel
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le boitier comprend en outre au moins un support
pouvant étre roulé (296).

Appareil selon la revendication 3, dans lequel le boi-
tier comprend en outre une poignée télescopique,
ou la poignée télescopique peut s’étendre quand le
boitier est déplacé hors du logement et est adaptée
pour déplacer le boitier loin du logement, le boitier
étant supporté sur le support pouvant étre roulé.

Appareil selon la revendication 2 ou I'une quelcon-
que des revendications dépendantes, et compre-
nant en outre une plaque rigide (286) s’étendant en
relation sous-jacente a la membrane, dans lequel
I'actionneur est actionné pour déplacer la plaque ri-
gide.

Appareil selon la revendication 5, dans lequel le boi-
tier comprend en outre une paroi inférieure (280)
sous-jacente a lamembrane, et dans lequel I'action-
neur s’étend en relation intermédiaire entre la mem-
brane et la paroi inférieure.

Appareil selon la revendication 6, comprenant en
outre au moins un support flexible (288) s’étendant
entre la paroi inférieure et la plaque.

Appareil selon la revendication 2 ou I'une quelcon-
que des revendications dépendantes, dans lequel le
boitier comprend une paroi supérieure (262) géné-
ralement opposée a la paroi inférieure, la paroi su-
périeure comprenant une ouverture de paroi supé-
rieure (264), dans laquelle des articles de dépét en-
trant dans la zone intérieure passent a travers
I'ouverture de paroi supérieure.

Appareil selon la revendication 8, et comprenant en
outre une plaque de sécurité (272) s’étendant en re-
lation intermédiaire entre I'ouverture de paroi supé-
rieure et la membrane.

Appareil selon la revendication 9 et comprenant en
outre un transport horizontal (270), adapté pour dé-
placer les articles de dépét horizontalement depuis
I'ouverture de paroi supérieure et au dessus de la
plaque de sécurité.

Appareil selon la revendication 10, dans lequel la
machine comprend en outre un mécanisme d’accep-
tation d’argent et une partie de coffre, dans lequel le
boitier est monté de maniére amovible dans la partie
de coffre, etdans lequel la partie de coffre comprend
une ouverture d’acceptation d’argent, et dans lequel
I'ouverture de paroi supérieure correspond a l'ouver-
ture d’acceptation d’argent, dans une position opé-
rationnelle du boitier, et dans lequel le mécanisme
d’acceptation d’argent est monté dans la machine a
I'extérieur et en connexion de support avec la partie
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de coffre, et dans lequel le mécanisme d’acceptation
d’argentest adapté pourrecevoirdes billets atravers
'ouverture dans le logement, pour déterminer les
billets authentiques et pour passer les billets authen-
tiques dans la zone intérieure du boitier a travers
I'ouverture d’acceptation de billets.

Appareil selon la revendication 11, dans lequel le
mécanisme d’acceptation d’argent comprend un élé-
ment de commande, et le transport horizontal est en
connexion opérationnelle avec un élément entrainég,
et dans lequel, dans une position opérationnelle,
I’élément de commande du mécanisme d’accepta-
tion d’argent est opérationnel pour commander le
transport horizontal.

Appareil selon la revendication 12, dans lequel I'élé-
ment de commande met en prise I'élément mené a
travers I'ouverture d’acceptation d’argent dans la
partie de coffre.

Appareil selon I'une quelconque des revendications
11 a 13, dans lequel le mécanisme d’acceptation
d’argent est adapté pour identifier les billets sus-
pects, et dans lequel la machine comprend une zone
de stockage des billets suspects en dehors de la
partie de coffre, et dans lequel le mécanisme d’ac-
ceptation d’argent est opérationnel pour provoquer
le dépbt des billets suspects dans la zone de stoc-
kage des billets suspects.

Appareil selon I'une quelconque des revendications
11 a 14, dans lequel la partie de coffre est généra-
lement en forme de L en coupe transversale, et dans
lequel la partie de coffre abrite au moins un méca-
nisme de distribution d’argent, et dans lequel le mé-
canisme d’acceptation d’argent et le mécanisme de
distribution d’argent sont montés généralement en
relation cote a cote.

Appareil selon la revendication 15, dans lequel la
partie de coffre comprend une paroi s’étendant ver-
ticalement, de fagon intermédiaire par rapport au
mécanisme d’acceptation d’argent et le mécanisme
de distribution d’argent, et dans lequel le mécanisme
d’acceptation d’argent est monté de maniere mobile
en connexion de supportaveclapartie de coffre dans
une direction paralléle a la paroi s’étendant vertica-
lement.

Appareil selon la revendication 16 et comprenant en
outre une interface utilisateur comprenant au moins
un dispositif d’entrée, et dans lequel la machine est
opérationnelle pour distribuer de I'argent par le fonc-
tionnement du mécanisme de distribution d’argent,
sensible a au moins une entrée audit au moins un
dispositif d’entrée.
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18. Appareil selon la revendication 17, dans lequel le
boitier comprend au moins un support pouvant étre
roulé et au moins une poignée télescopique.

19. Appareil selon I'une quelconque des revendications &
1210, dans lequel la machine comprend une partie
de coffre, et dans lequel le boitier est positionnable
de maniére amovible dans la partie de coffre.
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