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57 ABSTRACT 

An interleaved data cache array which is divided into two 
subarrays is provided for utilization within a data processing 
system. Each subarray includes a plurality of cache lines 
wherein each cache line includes a selected block of data, a 
parity field, a content addressable field containing a portion 
of an effective address for the selected block of data, a 
second content addressable field contains a portion of the 
real address for the selected block of data and a data status 
field. A separate effective address port and real address port 
permit parallel access to the cache without conflict in 
separate subarrays and a subarray arbitration logic circuit is 
provided for attempted simultaneous access of a single 
subarray by both the effective address port and the real 
address port. Each access port provides reference lines into 
either the first content addressable field or the second 
content addressable field, and a match line associated with 
each content addressable field is then precharged and dis 
charged in response to a failure of the content of an 
associated content addressable field to match the desired 
data. A normal word line is provided and activated by either 
the effective address match line or the real address match 
line through the subarray arbitration circuit so that only one 
match line is allowed to drive the normal word line concur 
rently. In the event of a SNOOP access, the real address 
match line may also be utilized to activate a separate 
SNOOP word line. The separate SNOOP word line and the 
normal wordline are both coupled to dual ported bits within 
the data status field, permitting concurrent access of those 
bits during normal load/cache operations which utilize the 
effective address match line. 

16 Claims, 9 Drawing Sheets 

  

  

  

    

  

  



U.S. Patent Jun. 17, 1997 Sheet 1 of 9 5,640,534 

7767574.737.271707 
766656.4636261606 
756555453.5251505 

777367635753474337331272,317 
7672s66256524.6423632262216 
757 1656 1555145413531252 115 
747O646.0545.04440343024.2014 

12 10 10 

Fig. 1b 
(Prior Art) 

  

  



U.S. Patent 

77 
76 
75 

72 

O 

Jun. 17, 1997 Sheet 2 of 9 

14 h 

14 g 
14 f 

1 4 e 
1 4 d 
4 C 

14 b 
1 4 a 

Fig. 1e 

775.737.17 
7656366 
755.53515 
745.43414 
7353.3313 
7252.3212 
7 151311 
7.0503010 
674727.07 
66462606 
65452.505 
64442404 
63432303 
6242.2202 
6 412 to 

5,640,534 

(Prior Art) 

  



U.S. Patent Jun. 17, 1997 Sheet 3 of 9 5,640,534 

300 
- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - 5 

PROCESS OR 
3 14 302 

L CACHE 
CONTROLLER 1 CACHE 

3 18 

31 6 

-------------------------------- J 

2 CACHE 
2 CACHE 

CONTROLLER 3 12 

MEMORY 

326 

-------------------------------- 

1 CACHE 
CONTROLLER 1 CACHE 

324 
322 

30 

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - 

  





U.S. Patent Jun. 17, 1997 Sheet 5 of 9 5,640,534 

g 
506 

504 

508 
W D D V D D 

Word Line 

5 12 
510 

  



U.S. Patent Jun. 17, 1997 Sheet 6 of 9 5,640,534 

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - 
(Sub array #0) 1) 

61 6 

Reference Lines 802 

Match Line Word in e 

814 

CONTROL 
CEL 

F. 9. 8 

    

  
  

      

  

    

  



U.S. Patent Jun. 17, 1997 Sheet 7 of 9 5,640,534 

Read 
Control 

& 

Add output buffer 
Ref 2:1 mux 

sense amp T. 
4: mux 

E. 

704 

714.2/ Y 7 7 16 S-72 '' 
708 

Write 
controll buffering Control control buffering 
refill buffer refit buffer 

732 730 734 

3 1 

  

    

    

    

    

  

  

  

  

  

    

  

  

  

  

  





5,640,534 U.S. Patent 

  



5,640,534 
1 

METHOD AND SYSTEM FOR 
CONCURRENT ACCESS IN ADATA CACHE 
ARRAY UTILIZING MULTIPLE MATCH 

LINE SELECTION PATHS 

CROSS-REFERENCE TO RELATED 
APPLICATION 

The present invention is related to the subject matter of 
U.S. patent application Ser. No. 08/173,448, filed Dec.22, 
1993, now abandoned in favor of U.S. patent application 
Ser. No. 08/658.912, and assigned to the assignee herein 
named. The content of the aforementioned U.S. patent 
application is hereby incorporated herein by reference 
thereto. 

BACKGROUND OF THE INVENTION 

1. Technical Field 
The present invention is directed to an improved data 

processing system and in particular to an improved data 
cache array for utilization in a data processing system. Still 
more particularly the present invention relates to an 
improved method and system for concurrent access in a data 
cache array utilizing multiple match line selection paths. 

2. Description of the Related Art 
Many systems for processing information include both a 

system memory and a cache memory. A cache memory is a 
relatively small, high-speed memory that stores a copy of 
information from one or more portions of the system 
memory. Frequently, the cache memory is physically distinct 
from the system memory. Such a cache memory can be 
integral with the processor device of the system or non 
integral with the processor. 

Information may be copied from a portion of the system 
memory into the cache memory. The information in the 
cache memory may then be modified. Further, modified 
information from the cache memory can then be copied back 
to a portion of the system memory. Accordingly, it is 
important to map information in the cache memory relative 
to its location within system memory. 
Assuming selection of an appropriately sized cache 

memory and the efficient storage of data therein the limiting 
factor in cache performance is the speed of the cache 
memory and the ability of the system to rapidly write data 
into or read data from the cache memory. This access speed 
will necessarily be limited by the width of the access bus and 
the speed of the memory. 

Division of the cache into multiple Subarrays may provide 
some increase in access speed by increasing the effective 
bandwidth of the access path; however, this approach 
requires increased addressing complexity and the overhead 
of maintaining multiple separate Subarrays. 

In view of the above, it should be apparent that a method 
and system for increasing the speed of access to a data cache 
array would be highly desirable. 

SUMMARY OF THE INVENTION 

It is therefore one object of the present invention to 
provide an improved data process system. 

It is another object of the present invention to provide an 
improved data cache array for utilization with a data pro 
cessing system. 

It is yet another object of the present invention to provide 
an improved method and system for concurrent access in a 
data cache array utilizing multiple match line selection 
paths. 
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2 
The foregoing objects are achieved as is now described. 

An interleaved data cache array which is divided into two 
Subarrays is provided for utilization within a data processing 
System. Each subarray includes a plurality of cache lines 
wherein each cache line includes a selected block of data, a 
parity field, a content addressable field containing a portion 
of an effective address for the selected block of data, a 
second content addressable field contains a portion of the 
real address for the selected block of data and a data status 
field. A separate effective address port and real address port 
permit parallel access to the cache without conflict in 
Separate Subarrays and a subarray arbitration logic circuit is 
provided for attempted simultaneous access of a single 
Subarray by both the effective address port and the real 
address port. Each access port provides reference lines into 
either the first content addressable field or the second 
content addressable field, and a match line associated with 
each content addressable field is then precharged and dis 
charged in response to a failure of the content of an 
associated content addressable field to match the desired 
data. Anormal word line is provided and activated by either 
the effective address match line or the real address match 
line through the subarray arbitration circuit so that only one 
match line is allowed to drive the normal word line concur 
rently. In the event of a SNOOP access, the real address 
match line may also be utilized to activate a separate 
SNOOP word line. The separate SNOOP word line and the 
normal word line are both coupled to dual ported bits within 
the data status field, permitting concurrent access of those 
bits during normal load/cache operations which utilize the 
effective address match line. 
The above as well as additional objects, features, and 

advantages of the present invention will become apparent in 
the following detailed written description. dr 

BRIEF DESCRIPTION OF THE DRAWENGS 
The novel features believed characteristic of the invention 

are set forth in the appended claims. The invention itself 
however, as well as a preferred mode of use, further objects 
and advantages thereof, will best be understood by reference 
to the following detailed description of an illustrative 
embodiment when read in conjunction with the accompa 
nying drawings, wherein: 

FIGS. 1a-1c are conceptual illustrations of exemplary 
mapping techniques for caching information according to 
the prior art; 

FIG. 2 is a conceptual illustration of a semi-associative 
mapping technique for caching information, in accordance 
with the preferred embodiment of the present invention; 

FIG. 3 is a block diagram of an exemplary system 
including first and second processing systems and a level 2 
("L2”) cache memory; 

FIG. 4 is a graphic illustration of an addressing scheme 
utilized within the system of the present invention; 

FIG. 5 is a schematic electrical circuit diagram of an 
exemplary CMOS CAM cell; 

FIG. 6 is a high level block diagram of a multiple subarray 
cache provided in accordance with the present invention; 

FIG. 7 is a more detailed block diagram of a single 
Subarray of the cache of FIG. 6, illustrating one camlet in 
greater detail; 

FIG. 8 is a high level block diagram illustrating a system 
for allocation control within a cache provided in accordance 
with the present invention; 

FIG. 9 is an illustrative logic circuit for implementing 
allocation control within a cache provided in accordance 
with the present invention; and 
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FIG. 10 is a schematic representation of a dual port 
concurrent access system for utilization within a cache 
provided in accordance with the present invention. 

DETALED DESCRIPTION OF PREFERRED 
EMBODIMENT 

With reference now to the figures and in particular with 
reference to FIGS. 1a-1c, there are depicted conceptual 
illustrations of exemplary mapping techniques for caching 
information according to the prior art. A cache directory 10 
has p=2=8 entries, each associated with a respective block 
of information within a cache memory. A matrix 12 has 
q=2"-64 octal addresses, each representing a respective 
block of information within a secondary memory. FIGS. 
1a-1c show each block of matrix 12 together with the 
block's respectively associated address. Each of the q octal 
addresses of matrix 12 has m+k=6 address bits. 

FIG. Ia illustrates a direct mapping technique. In FIG.1a, 
matrix 12 and directory 10 are logically arranged into p=2 
=8 congruence classes. A congruence class is specified by an 
address's low-order k address bits. Accordingly, each con 
gruence class includes multiple addresses, all of which can 
share the same low-order k address bits. For FIG. 1a, k=3 
and m=3. 

For example, in FIG. 1a, one congruence class includes 
all addresses whose low-order 3 address bits are octal 7. This 
congruence class includes the octal address 07, 17, 27, 37, 
47, 57, 67 and 77. Likewise, another congruence class 
includes the octal addresses 02, 12,22,32,42, 52, 62 and 72. 

In FIG. 1a, each congruence class has one respective 
preassigned associated entry within cache directory 10. 
Accordingly, at any single moment, the cache memory 
stores information for only a single address of a congruence 
class; this single address is specified in the congruence 
class's associated entry of cache directory 10. For example, 
in the congruence class's associated entry, cache directory 
10 can store a tag including the single address's high-order 
m address bits. For FIG. 1am, m=3. 
As an example, in FIG. 1a, from among the 8 addresses 

whose low-order three address bits are octal 5, cache direc 
tory 10 indicates that the cache memory stores information 
for only octal address 45 whose tag value is octal 4. 
Similarly, from among the eight addresses whose low-order 
address bits are octal 1, cache directory 10 indicates that the 
cache memory stores information for only octal address 31. 

Accordingly, the low-order k address bits of an address 
ADDR specify the congruence class of ADDR. Moreover, 
the low-orderkaddress bits operate as an Index to access the 
congruence class's associated entry within cache directory 
10 and its associated block of information within the cache 
memory by binary decoding. The indexed entry of cache 
directory 10 is read and compared with ADDR. If ADDR 
matches the index entry, then the index block of the cache 
memory stores information for ADDR. 
A disadvantage of the directory mapping technique Is that 

storage in the cache memory of one address's Information 
excludes the storage of information for all other addresses of 
the same congruence class. This disadvantage is augmented 
by the fact that the number (2) of congruence classes is 
limited to the number (2) of entries In cache directory 10, 
so that a large number of addresses are forced to share a 
single entry in a cache directory 10. Likewise, all addresses 
of a single congruence class are forced to share a single entry 
In the cache memory. 

FIG. 1b illustrates an n-way set-associative mapping 
technique, where n=2. In FIG.1b,matrix 12 and directory 10 
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4 
are logically arranged into pln-4 congruence classes. A 
congruence class is specified by an address's low-order y 
address bits, where p/n=2’. Accordingly, each congruence 
class includes multiple addresses, all of which share the 
same low-order y address bits. For FIG. 1b, k=3 and y=2. 

For example, in FIG. 1b, one congruence class includes 
all addresses whose low-order two address bits have a 
value=3. This congruence class includes the octal addresses 
03,07, 13, 17, 23, 27, 33.37, 43, 47,53,57, 63, 67, 73 and 
77. Likewise, another congruence class includes the octal 
addresses 01, 05, 11, 15, 21, 25, 31, 35, 41, 45, 51, 55, 61, 
65, 71 and 75. 

In FIG. 1b cache directory 10 is logically arranged into 
two columns having four blocks each. Thus, each congru 
ence class has a respective preassigned associated set of first 
and second entries within cache directory 10. Accordingly, 
at any single moment, the cache memory stores information 
for first and second addresses of a congruence class; the first 
and second addresses are specified in the congruence class's 
associated set of first and second entries within cache 
directory 10. For example, in the first associated entry, cache 
directory 10 can store a first tag including the first address's 
high-order m=1 address bits; in the second associated entry, 
cache directory 10 can store a second tag including the 
second address's high-order m=1 address bits. For FIG. 1b, 
m=3. 
As an example, in FIG. 1b, from among the 16 addresses 

whose low-order two address bits have a value=1, cache 
directory 10 indicates that the cache memory stores infor 
mation for only octal address 05 and octal address 11. 
Similarly, from among the 16 address whose low-order two 
address bits have a value=3, cache directory 10 indicates that 
the cache memory stores information for only octal address 
43 and octal address 14. 

Accordingly, the low-order y address bits of address 
ADDR specify the congruence class of ADDR. Moreover, 
the low-order y address bits operate as an index to the 
congruence class's associated set of two entries within cache 
directory 10 and its associated set of two blocks within the 
cache memory. The two index entries of cache directory 10 
are read and compared with ADDR. If ADDR matches one 
of the indexed entries, then the matching entry's associated 
block of the cache memory stores information for ADDR. A 
disadvantage of the set-associative technique is delayed 
selection of information output from a cache memory, 
resulting from selection between the two indexed entries of 
cache directory 10. This disadvantage is overcome by the 
method and system of the present invention. 

Finally, FIG. 1c illustrates a fully associative mapping 
technique. In FIG. 1c, matrix 12 and directory 10 are not 
logically arranged into congruence classes. Accordingly, at 
any single moment, the cache memory can store information 
for any group of eight addresses; these eight addresses are 
specified in the eight entries of cache directory 10. For 
example, cache directory 10 can store eight tags, each 
including all bits of an address. 

In FIG. 1c, cache directory 10 is structures as a content 
addressable memory (CAM) array of p=8 CAM entries by 
m+k=6 address bits. As a CAM array, cache directory 10 
inputs address ADDR and compares it simultaneously with 
all address in the eight CAM entries. If ADDR matches any 
CAM entry's address, then a respective one of match lines 
14a-h is asserted to directly select the cache memory block 
storing information for ADDR. Thus, cache directory 10 
operates as a decoder and accessing mechanism for the 
cache memory. 
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A disadvantage of the fully associative technique is the 
expense, complexity and diminished speed of a CAM array 
having milk address bit lines by p match lines. This is 
especially true as the number (m+k) of address bits increases 
in conjunction with the number of (q=2") of secondary 
memory blocks. 

Referring now to FIG. 2 there Is depicted a conceptual 
illustration of a semi-associative mapping technique for 
caching Information in accordance with the present inven 
tion. As illustrated, a cache directory 30 has p=2=8 entries 
(or “locations"), each associated with a respective block (or 
location) of information within a cache memory provided in 
accordance with the present invention. Matrix 32 is 
depicted, which includes q=2"-64 octal addresses, each 
representing a respective block (or "location”) of informa 
tion within a secondary memory, depicted within FIG. 3. 
Each of the q octal addresses of matrix 32 has m+k=6 
address bits. 

As illustrated in FIG. 2, matrix 32 and directory 30 are 
logically arranged into 2' congruence classes, where 2 is 
a number of primary congruence classes and 2 is a number 
of secondary congruence classes ('congruence subclasses'). 
For FIG. 2, p2=2=16, so that k=3 andj=1. A primary/ 
secondary congruence class is specified by an addresses's 
index (kij) address bits. Accordingly, each congruence class 
includes multiple addresses, all of which share the same 
index (kij) address bits. 

For example, in FIG. 2, one congruence class includes all 
addresses whose index (kij) address bits are 0001. This 
congruence class includes the octal addresses 01, 21, 41 and 
61. Likewise, another congruence class (whose index (kij) 
address bits are 1001) includes the octal addresses 11.31,51 
and 71. 

In a significant aspect of the preferred embodiment, 
congruence classes are not preassigned to entries within 
cache directory 30. Instead, congruence classes are dynami 
cally associated with (or "allocated to') entries within cache 
directory 30. Accordingly, each cache directory 30 entry is 
able to relate a cache memory block to any of the multiple 
Secondary memory blocks in more than one congruence 
class. 

Thus, at any single moment, up to 2 of the 2'' congru 
ence classes have respective associated entries within cache 
directory 30 in any grouping and in any order. Accordingly, 
at any single moment, the cache memory stores information 
for up to 2 of the 2'' congruence classes in any grouping 
and in any order. The value of a congruence class is stored 
in the k-j CAM cells of the congruence classes's dynami 
cally associated entry within cache directory 30. In a con 
gruence classes's associated entry within cache directory 30, 
one of multiple addresses of the congruence class is speci 
fied. For example, in the congruence classes's associated 
entry, cache directory 30 can store a tag including the 
addresses's high-order (m-J) address bits. For FIG. 2, m-3. 
As an example, in FIG. 2, from among the four addresses 

whose index (k+J) address bits are 1101 (octal addresses 15, 
35. 55 and 75), cache directory 30 indicates that the cache 
memory stores information for octal address 55. In such a 
situation, the k-jindex bits 1101 are stored in the CAM bits 
portion of the congruence classess cache directory 30 entry, 
and a m-j tag bits are stored in the tag portion of the 
congruence classes's cache directory 30 entry. By 
comparison, cache directory 30 indicates that the cache 
memory stores information for none of the four addresses 
(octal addresses 03, 23, 43 and 63) whose index (kij) 
address bits are 0011. 
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6 
In an exemplary embodiment, a particular congruence 

class is allowed only one associated entry within cache 
directory 30, such that the cache directory is able to store 
information for only one address of the particular congru 
ence class at a single moment. By comparison, in the 
preferred embodiment, a particular congruence class is 
allowed multiple associated entries within cache directory 
30, in any grouping and in any order, such that the cache 
memory is able to store information for multiple addresses 
of the particular congruence class at any single moment in 
any grouping and in any order. 
With reference now to FIG. 3, there is depicted a block 

diagram of an exemplary system, indicated generally as 300, 
including first and second processing systems 302 and 304, 
and a level 2 ("L2”) cache controller 306, connected to one 
another through a system bus 308. L2 cache controller 306 
controls an L2 cache memory 312, according to a real 4-way 
set-associative mapping technique. L2 cache memory 312 is 
accessed in response to real addresses. 

Processing system 302 preferably includes a processor 
314, an L1 cache controller 316, and an L1 cache memory 
318. L1 cache controller 316is connected to system bus 308, 
to processor 314 and to L1 cache memory 318. L1 cache 
controller 316 controls L1 cache memory 318 according to 
the semi-associative mapping technique disclosed herein. 

Likewise, a processing system 304 includes a processor 
320, an L1 cache controller 322, and an L1 cache memory 
324. L1 cache controller 322 is connected to system bus 308, 
to processor 320 and to L1 cache memory 324. L1 cache 
controller 322 controls L1 cache memory 324 according to 
the semi-associative mapping techniques set forth herein. 

Processing system 302 is a representative one of process 
ing systems 302 and 304. Notably, the set of blocks in L1 
cache memory 318 is a subset of the blocks in L2 cache 
memory 312. Any block of information stored in L2 cache 
memory 312 likewise can be stored in L1 cache memory 
318. 

Accordingly, L2 cache memory 312 is preferably orga 
nized as a real-cache having a block size at least as large as 
the block size of L1 cache memory 318. If the number of 
blocks in L1 cache memory 318 is p, then any p blocks (out 
of the total number of blocks stored in L2 cache memory 
312) may be stored in L1 cache memory 318. For multi 
processor and I/O cache consistency, a directory of L2 cache 
memory 312 stores areal address for each blockstored in L1 
cache memory 318. 

Aliasing in a system of the type set forth herein is 
supported on a page granularity, such that a real block of 
information may have different effective addresses. In an 
exemplary embodiment, the different effective addresses 
(corresponding to the same real block of information) may 
differ by an integral multiple of 4 kilobytes, which is the 
page size. As an example, if the size of L1 cache memory 
318 is 32 kilobytes with a block size of 64 bytes, then L1 
cache memory 318 has 512 blocks. In addition to the 64 
bytes of information, each block has directory information 
including a real address and various status bits. 

Thus, each of the 512 blocks of information in L1 cache 
memory 318 is associated with an effective address. A 
portion of the effective address is formed by bits 2' through 
2 of each blocks associated effective address. In the 
exemplary embodiment, c=19, and the effective address is 
either 32 bits or 64 bits in length. By searching L1 cache 
memory 318 in response to an effective address (EA) (see 
FIG. 4), one-cycle loads are achievable. 

Referring now to FIG. 4, there is depicted a graphic 
illustration of an addressing system which may be utilized 
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within the system of the present invention. As illustrated, an 
effective or virtual address 400 is graphically depicted 
within FIG. 4. Effective address 400 preferably includes 64 
bits; however, bits 0 through bit 43 are not utilized within the 
data cache array of the present invention. As depicted, bits 
58 through 63, as illustrated at 410, represent the line offset 
of the effective address. Bit 57, as depicted at 408, is utilized 
to select one of two subarrays within the data cache array of 
the present invention. Next, bits 52 through 56, as depicted 
at 406, are utilized to select one of 32 camlets within each 
subarray of the data cache array of the present invention. In 
the depicted embodiment of the present invention each 
"camlet” comprises eightlines of the data cache array, which 
are laid out in a manner which will be explained in greater 
detail herein. Finally, eight bits of the effective address, bits 
44 through 51, as depicted at 404, form a content address 
able memory field referred to herein as the "ECAM” tag 
present within each line of the data cache array provided in 
accordance with the present invention. 

Next, as depicted at block 412, an exemplary real address 
which may be utilized with the system of the present 
invention is depicted. As above, six bits, bits 34–39, as 
illustrated at 420, are the line offset for the real address. Bit 
33, as depicted at block 418, is utilized to select one of the 
two subarrays within the data cache array of the present 
invention and, five bits, bits 28-32, as illustrated at 416, are 
utilized to select a particular one of the 32 camlets within 
each subarray. Finally, as depicted at 414, 28 bits of the real 
address for an associated block of information are stored 
within a second content addressable field, referred to herein 
as "RCAM”. Although not described herein in detail, those 
skilled in the art will appreciate that during any comparison 
between a desired address and the potions of the address 
stored within the ECAM field and the RCAM field, the bits 
identifying the camlet must also be compared. 

Thus, those skilled in the art will appreciate that in 
accordance with the addressing system depicted within FIG. 
4, each block of information within a system which incor 
porates the data cache array of the present invention will 
include two separate and distinct content addressable fields 
which may be utilized in conjunction with either a portion of 
the effective address or a portion of the real address to select 
a block of information within the cache array. 
With reference now to FIG. 5, there is depicted a sche 

matic electrical circuit diagram of an exemplary CMOS 
CAM cell provided in accordance with the present inven 
tion. As illustrated generally at 500, the CAM cell depicted 
includes a six transistor SRAM memory cell, generally 
indicated at 502, with additional logic for comparison, and 
XOR function, generally indicated at 516. The SRAM 
memory cellis preferably connected to a pair of bitlines 504 
and 506 by activation of the word line 512. The two inputs 
of the XOR logic are preferably connected to a reference line 
pair 508 and output to a match lines 14. In accordance with 
the system of the present invention utilizing both a bit line 
pair 504 and 506 and a reference line pair 508 and 510 
within selected CAM cells make it possible to compare and 
read/write during the same clock cycle. 

In operation, reference line pair 508 and 510 are forced 
low and match line 514 is precharged high. Next, one of the 
reference lines (508 and 510) is activated and the compari 
son begins. If the data on the reference line does not match 
the data stored within the memory cell, the match line 514 
will be discharged. However, if the data on the reference line 
does match the data stored within the memory cell, match 
line 514 will remain in the precharged condition. The 
condition of match line 514 is preferably latched and the 
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8 
reading or writing of data may thereafter continue while the 
match line is in the precharged condition. 

Referring now to FIG. 6, there is illustrated a high level 
block diagram of a multiple subarray cache 600 which is 
provided in accordance with the present invention. As 
illustrated, multiple subarray cache 600 preferably includes 
two subarrays 602 and 604; however, as those skilled in the 
art will appreciate upon reference to the present 
specification, a larger number of subarrays may be provided. 
As illustrated, data cache array unit 600 preferably contains 
32K bytes of cache data and is physically subdivided into 
subarrays 602 and 604. Each subarray preferably includes 
256 cache lines, wherein each cache line includes a 512 bit 
data field, which is broken into two segments, as depicted at 
618 and 628 within subarray 602. Each cache line also 
preferably includes a 64-bit parity field (not shown) a 28 bit 
RCAM field 626, a 9 bit ECAM field 620 and a 3 bit MESI 
field 624. 
As those skilled in the art will appreciate the so-called 

"MESI" status bits are commonly utilized within data 
caches. The term "MESI" is an acronym which stands for 
“Modified.” “Exclusive,"Shared,” and "Invalid.” Thus, the 
status of data within aparticular line within a data cache may 
be rapidly and efficiently determined by determining the 
status of these three bits. Similarly, the status of data within 
a cache may be altered by writing different bits into the 
MES field, 

Additionally, as depicted within FIG. 6, each subarray 
includes an associated allocate buffer 606 and 608 and an 
associated write driver 610 and 612 which are utilized to 
drive data into a cache line within the array. Similarly, sense 
amplifiers 650 and 652 are provided for amplifying the 
output signal from a particular cache line. 
As illustrated within FIG. 6, by providing two separate 

and distinct content addressable fields within each line 
within the data cache array the data within that line may be 
accessed in a number of novel and efficient sequences. 

With reference now to FIG. 7, there is Illustrated a more 
detailed block diagram of a single subarray of a cache 
provided in accordance with the present invention, illustrat 
ing one camlet in greater detail. As illustrated, a single 
subarray 700 is depicted. As described above, each line 
within subarray 700 includes 512 bits of data which is 
divided into data fields 702 and 704. A twenty-eight bit 
content addressable field containing a portion of a multibit 
real address (RCAM) is illustrated at 706 and an eight bit 
effective address content addressable field (ECAM) is dip 
icted at block 708. An additional most recently utilized 
(MRU) bit 710 is depicted and this bit is utilized, in 
conjunction with eight bit ECAM content addressable field 
708 to resolve offset situations in which two or more 
effective addresses map to a single real address. 
The MESIbits are illustrated in greater detail at reference 

numeral 712 and, in accordance with an important feature of 
the present invention, a pseudo least recently utilized 
"PLRU” logic circuit is present within subarray 700 and is 
depicted at block 714. Each camlet, which comprises eight 
lines of data cache array 700, includes a separate PLRU 
logic circuit which may be utilized, in a manner which will 
be explained in greater detail herein, to allocate a particular 
line within that camlet for removal and replacement in the 
event of a cache miss and the requirement to load a new line 
of data. 
A PLRU multiplexor is also illustrated at block 716 and 

is utilized, in a manner which will be explained in greater 
detail herein, to permit aparticular line within a camlet to be 
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allocated in response to a lack of validity of the data therein 
or in response to a utilization data which is determined 
utilizing PLRU logic circuit 714. 

Output buffers and sense amplifiers 718 and 720 are 
utilized in a conventional manner to read data from a cache 
line. In accordance with a novel feature of the present 
invention two input ports are provided within each Subarray. 
An effective address (EA) input port and areal address (RA) 
input port are provided such that up to two concurrent 
accesses may be supported. Thus, one effective address (EA) 
port and one real address (RA) port may be utilized to 
simultaneously access the array during the same cycle. A 
read control and arbitration logic circuit 722 is provided to 
ensure that in the event simultaneous access of the same 
subarray is attempted utilizing the effective address (EA) 
port and real address (RA) port the lower priority cycle will 
be blocked and the higher priority cycle will be permitted to 
access the subarray. An exception to this technique is the 
so-called "SNOOP” cycle which, in a manner which will be 
explained in greater detail herein, is provided by implement 
ing a second word line for access of the MESIbits, such that 
a SNOOP access may be run concurrently with any of the 
effective address (EA) cycles. 

Finally, write control 730 is utilized in conjunction with 
write drivers and the associated multiplexes, as indicated at 
732 and 734 to permit data within the data cache array to be 
written. Still referring to FIG. 7 it should be noted that since 
only a portion of the effective addresses utilized to try to 
obtain a match within an ECAM field on an initial cache 
look-up, it is possible to encounter a situation in which the 
portion of the effective address which is utilized indicates a 
"hit,” but the data associated with that ECAM field is not the 
appropriate data. This situation is known as an address 
“offset” condition. This situation occurs wherein an entry 
within the cache includes the desired partial effective 
address; however, the real address of the data desired is not 
associated therewith. 

Additionally, it is possible that although the portion of the 
effective address contained within the ECAM fields within 
the cache do not match the desired effective address upon 
initial look-up, the desired data may still be present within 
the cache. This is due to the fact that it is possible for two 
different effective addresses to map to the same real address. 
This situation is known as virtual address "aliasing.” 
These two situations may be efficiently handled within the 

data cache array of the present invention if the data cache 
array is constrained such that no two RCAM fields contain 
the same content within a selected camlet. This will ensure 
that only one line per camlet can match, for a given address. 
As illustrated at reference numeral 710 a most recently 
utilized (MRU) bit may be stored as part of the ECAM field 
and utilized to permit two different ECAM fields to have the 
same stored address but only one of the ECAM fields to 
match. In other words, if there are multiple copies of the 
same ECAM address field stored within a camlet only the 
particular ECAM field having a validated MRU bit will be 
considered a match. 

First, the so-called virtual “aliasing” miss will be 
described. In this scenario a partial effective address is 
utilized to access the content addressable field referred to as 
the ECAM, at reference numeral 708 and no stored ECAM 
field within the desired subarray and camlet matches the 
desired partial effective address. Thus, a second cycle real 
address look-up is required to determine if virtual aliasing 
has occurred. 

During the period of time while the partial effective 
address is being utilized to determine if an ECAM field 
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10 
within the desired camlet is a match, the desired effective 
address is preferably being translated within the system into 
a real address by a memory management unit. Numerous 
schemes for translating effective addresses into real 
addresses are known in the prior art and further discussion 
of this technique is not contained herein. On the second 
cycle, the appropriate portion of the desired real address is 
utilized to attempt to locate a match within the content 
addressable fields (RCAM) which contain the real address 
portion and a "hit” may occur, indicating an aliased address 
condition. 

This result means that the requested data is contained 
within the selected camlet; however, the data was allocated 
into the cache utilizing a different effective address field than 
the effective address field which was utilized during the first 
cycle look-up. In this situation during the second cycle hit 
data and MESI status bits are returned to the load unit. In 
addition, while the line is selected the ECAM field associ 
ated with the desired data is updated with the portion of the 
effective address utilized during the initial look-up up and 
the MRU bit for thatline is setto “1”, effectively turning this 
data cache line into a single cycle hit case for subsequent 
look-ups. 
An offset hit scenario may also result. In such a situation 

the portion of the effective address utilized to access the 
ECAM field indicates a hit within the desired camlet; 
however, the real address portion stored within that line 
within the data cache array does not match the real page 
number which is output from the memory management unit 
after translation. At this point, it is determined that the data 
of interest is not stored within the line having the matching 
ECAM address; however, it is not yet known whether or not 
that data resides within any of the other camlet locations 
having different ECAM address fields. As above, the ROAM 
content addressable fields within the camlet are then 
accessed utilizing a portion of the translated real address and 
a failure of the ROAM content addressable fields to hit 
indicates that the requested data does not reside within the 
selected camlet. 

In this situation the MRU bit of the first ECAM field line 
must be reset, so that the ECAM field may be updated 
without creating a condition where two ECAMs have the 
same content within a camlet. In a third cycle the latched 
effective address is utilized to compare into the first line and 
that line's MRU bit is reset to zero. In the fourth cycle, an 
allocate cycle is performed which, in a manner which will be 
explained in greater detail herein, either utilizes the PLRU 
logic to select a line for replacement or determines an 
allocation candidate based on validity status, as determined 
utilizing the MESIbits. The desired data and its associated 
ECAM and ROAM fields is then written into the cache and 
the MRU bit for that line is setto “1” Thereafter, the desired 
data may be read from that line within the cache array. 

Finally, an aliased hit may occur in an offset situation. In 
this scenario the portion of the effective address utilized to 
access the ECAM context addressable fields within a camlet 
indicates a hit but the real address portion stored therein does 
not match the real page number output from the memory 
management unit after translation. Again, at this point it is 
known that the data of interest is not stored within this 
particularine; however, again we do not know if the desired 
data resides within any other camlet location having a 
different ECAM address. In the second cycle, as described 
above with respect to the aliasing situation, the RCAM 
content addressable fields are examined for a match with the 
desired real address and a hit may occur, indicating that the 
requested data is present within the camlet but that the data 
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has been allocated with a different effective address. In this 
situation the MRU bit of the first line is reset, and the ECAM 
field within the second line will be updated, this process 
occurs without creating a condition where two ECAMs have 
the same content with a camlet. The MRU bit is set to "1" 
and the desired data has then been returned from the cache. 
Upon reference to the foregoing those skilled in the art 

will appreciate that by writing two separate and distinct 
content addressable fields within each cache line which may 
be utilized to access data within a cache line utilizing either 
the effective or real address, the data cache array of the 
present invention may be rendered substantially more effi 
cient than fully associative cache designs while maintaining 
the high hit ratio of set associative cache designs known in 
the prior art. 

Referring now to FIG. 8, there is depicted a high level 
block diagram illustrating a system for allocation control 
within a cache provided in accordance with the present 
invention. As depicted, a pseudo least recently utilized 
(PLRM) logic circuit 802 is provided for each camlet within 
the data cache array. Pseudo least recently utilized (PLRU) 
logic 802 is utilized to provide a series of signals to allocate 
control 814, which is utilized to control the conduction of a 
transistor which is coupled to a match line 812. As 
illustrated, apseudo least recently utilized (PLRU) logic 802 
is utilized to provide these control signals to eachine within 
a camlet and thus, eight control outputs are provided. 
As described above, match line 812 is preferably pre 

charged and then discharged in response to a failure of the 
data stored within the cam cells (806, 808) to match a 
desired set of reference data. 
As will be explained in greater detail herein, pseudo least 

recently utilized (PLRU) logic 802 may be utilized to select 
a particular line within a camlet for allocation based upon 
utilization data of those lines or, alternatively, based upon 
the validity status of a particular line within that camlet. In 
this manner, by providing allocation selection logic circuitry 
within the data cache array the selection of lines within the 
data cache array for replacementis greatly enhanced and bus 
loading is reduced, as well as reducing the number of cycles 
which are required to complete a miss sequence. This is 
accomplished, as will be described in greater detail herein, 
by providing an additional modified cell, an allocation 
control cell, within each ECAM field for each line within the 
data cache array. During the allocation cycle, pseudo least 
recently utilized (PLRU) logic 802 controls this additional 
cell while all ECAM reference line pairs are forced low, 
disabling their effect on the ECAM match line. This allows 
pseudo least recently utilized (PLRU) logic 802 to directly 
select a line for allocation end any other related miss 
sequence cycles. 

For an instruction cache this approach may be utilized to 
merge both the allocation, line selection and refill cycles into 
a single cycle. For a data cache which may require copy 
backs of the replacement line, this approach can merge the 
allocation cycle, status/tag read cycle and the first copy back 
read cycle into a single cycle. The ECAM word line driver 
circuit previously necessary to update the ECAM field is 
also eliminated as the ECAM word line may be selected 
utilizing the same logic which selects the tag, status bit and 
data word lines. A single word line may thus be utilized to 
select every memory element (RCAM/ECAM/tag/status/ 
data) within a cache line. 
When a line within the data cache array needs to be 

replaced pseudo least recently utilized (PLRU) logic 802 
first determines whether or not there is a non-valid line 
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12 
within the camlet which can be replaced. As those having 
ordinary skill in this art will appreciate, this is accomplished 
by checking the MESI bits for each line within the camlet. 
If all of the lines within the camlet are valid, pseudo least 
recently utilized (PLRU) logic 802 then utilizes a common 
PLRU mechanism to determine which line should be 
replaced. Seven binary bits within pseudo least recently 
utilized (PLRU) logic 802 are defined for each of the eight 
lines In the camlet. These bits are referred to as the PLRU 
bits and they are update for each hit within the data cache. 

Thus, if the most recent access to the set was to line LO 
line L1, line L2 or line L3, binary bit B0 is set equal to 1. 
If the most recent access to the set was to lines LA, L5. L6, 
or L7, the binary bit B0 is set equal to "0." Additionally, if 
the most recent access to lines L0-L3 was to L0, or L1, 
binary bit B1 is set equal to 1, otherwise binary bit B1 is set 
equal to 0. If the most recent access to lines LA-L7 was to 
LA or L5, binary bit B2 is set equal to 1, otherwise binary bit 
B2 is set equal to 0. If the most recent access to lines L0-L1 
was to L0, binary bit B3 is set equal to 1, otherwise binary 
bit B3 is set equal to 0. If the most recent access to lines 
L2-L3 was to L2, binary bit B4 is set equal to 1, otherwise 
binary bit B4 is set equal to 0. Similarly, if the most recent 
access to lines LA-L5 was to line LA, binary bit B5 is set 
equal to 1, otherwise binary B5 is set equal to 0. Finally, if 
the most recent access to lines L6-L7 was to line L6, binary 
bit B6 is set equal to 1, otherwise binary bit B6 is set equal 
to 0. 

In this manner, pseudo least recently utilized (PLRU) 
logic 802 may be utilized to select aparticular line during an 
allocation in a cycle when all eight lines within a camlet are 
valid by following the following logic equations: 

With reference now to FIG. 9, there is depicted an 
illustrative logic circuit for implementing allocation control 
within a data cache array provided in accordance with the 
present invention. As illustrated, a signal indicating that a 
particular line within a camlet is invalid may be coupled to 
logic gate 902 and utilized to enable the selection of the 
invalid line for an allocation cycle. Alternately, a particular 
line selected by pseudo least recently utilized (PLRU) logic 
802 may also be utilized to select a particular line within a 
camlet for allocation. These signals are combined logically 
and coupled to allocation control cells 904 and 906, for 
illustrative purposes, and these circuits are then utilized, in 
the manner described above, to control allocation control 
transistors 908 and 910, which may be utilized to effect the 
selection of a particular line for allocation. 

Finally, referring to FIG. 10, there is depicted a schematic 
representation of a dual port concurrent access within a data 
cache array provided in accordance with the present inven 
tion. As schematically depicted, ECAM cells 1002 and 
RCAM cells 1004 each drive an associated match line 1006 
and 1008. Each match line is coupled to match line arbitra 
tion circuits 1010 and 1012. Thus, an attempted simulta 
neous access utilizing the EA port and RA port within the 
same Subarray will result in an arbitration such that only a 
single word line 1014 is asserted. This ensures that concur 
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rent access by both the EA port and RAport within the same 
subarray do not occur. 

However, if the RA access port is being utilized to permit 
a "SNOOP” access a second word line may be activated. 
Thus, SNOOP word line 1018 may be activated directly 
from RA match line 1008 without regard to arbitration, 
permitting the RA input port to be utilized for a SNOOP 
access, while the EAinput port is being utilized for normal 
loads or cache control operations. SNOOP word line 1018 
may then be utilized to determine the state of data within a 
particular line by examining the MESIbits, two of which are 
illustrated at 1020 and 1022. The CAM cells which provide 
these bits are dual ported in nature, utilizing two word lines 
to allow each bit to be read simultaneously on two sets of bit 
lines. 

The “normal” word line, as illustrated at 1014 may be 
activated by allowing the EA match line to be passed to the 
word line through an arbitrated pass device. This of course 
requires that RA match line 1008 is not being utilized to 
select the normal word line, as only one match line is 
permitted throughout the final word line buffer logic. In this 
manner, by providing a word line driver consisting of an EA 
input port/RA input port arbitrated match line selection path 
and a non-arbitrated RAinput port matchline selection path, 
concurrent access for SNOOP purposes may be provided. 
While the invention has been particularly shown and 

described with reference to a preferred embodiment, it will 
be understood by those skilled in the art that various changes 
in form and detail may be made therein without departing 
from the spirit and scope of the invention. 
We claim: 
1. A data cache array comprising: 
a plurality of cache lines, each of said plurality of cache 

lines including: 
a selected block of information; 
a first content addressable field, said first content 

addressable field containing at least a portion of a 
multibit effective address for said selected block of 
information; 

an effective address match line associated with each 
first content addressable field for indicating a match 
between a portion of a desired multibit effective 
address and said portion of said multibit effective 
address stored therein; 

a second content addressable field, said second content 
addressable field containing at least a portion of a 
multibit real address for said selected block of infor 
mation; 

a real address match line associated with each second 
content addressable field for indicating a match 
between a portion of a desired multibit real address 
and said portion of a multibit real address stored 
therein; 

a normal word line for selecting a first particular cache 
line for access among said plurality of cache lines in 
response to activation by either said effective address 
match line or said real address match line; and 

a SNOOP word line for selecting a second particular 
cache line for access among said plurality of cache 
lines in response to activation by said real address 
match line while said first particular cacheline is being 
accessed. 

2. The data cache array according to claim 1, further 
including an arbitration logic circuit coupled to said effec 
tive address match line and said real address match line for 
activating said normal word line in response to only one of 
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said effective address match line and said real address match 
line during a single clock cycle. 

3. The data cache array according to claim 2, further 
including means for coupling said real address match line to 
said SNOOP word line without arbitration. 

4. The data cache array according to claim 1, wherein 
each of said plurality of cache lines includes a data status 
field having a plurality of status bit cells therein. 

5. The data cache array according to claim 4, wherein 
each of said plurality of status bit cells is dual ported. 

6. The data cache array according to claim.5, wherein said 
normal word line is coupled to a first port of each of said 
dual ported status bit cells. 

7. The data cache array according to claim 6, wherein said 
SNOOP word line is coupled to a second port of each of said 
dual ported Status bit cells. 

8. A method for permitting concurrent access in a data 
cache array having a plurality of cachelines, each cache line 
including a selected block of information, a first content 
addressable field, said first content addressable field con 
taining at least a portion of a multibit effective address for 
said selected block of information and a second content 
addressable field, said second content addressable field 
containing at least a portion of a multibit real address for 
said selected block of information, said method comprising 
the steps of: 

providing an effective address match line associated with 
each first content addressable field for indicating a 
match between a portion of a desired multibit effective 
address and said portion of said multibit effective 
address stored therein; 

providing a real address match line associated with each 
second content addressable field for indicating a match 
between a portion of a desired multibit real address and 
said portion of a multibit real address stored therein; 

activating a normal word line for selecting a first particu 
lar cache line for access among said plurality of cache 
lines in response to either said effective address match 
line or said real address match line; and 

activating a SNOOP word line for selecting a second 
particular cache line for access among said plurality of 
cache lines in response to said real address match line 
while said first particular cache line is being accessed. 

9. The method for permitting concurrent access in a data 
cache array according to claim 8, further including the step 
of arbitrating said effective address match line and said real 
address match line such that said normal word line is 
activated by only one of said effective address match line 
and said real address match line during a single clock cycle. 

10. A data processing system, said data processing system 
comprising: 

a processor; 
a main memory store; 
a data cache array for temporarily storing blocks of 

information from within said main memory store, said 
data cache array comprising a plurality of cache lines, 
each cache line including: 
a selected block of information; 
a first content addressable field, said first content 

addressable field containing at least a portion of a 
multibit effective address for said selected block of 
information; 

an effective address match line associated with each 
first content addressable field for indicating a match 
between a portion of a desired multibit effective 
address and said portion of said multibit effective 
address stored therein; 
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a second content addressable field, said second content 
addressable field containing at least a portion of a 
multibit real address for said selected block of infor 
mation; 

a real address match line associated with each second 
content addressable field for indicating a match 
between a portion of a desired multibit real address 
and said portion of a multibit real address stored 
therein; 

a normal word line for selecting a first particular cache 
line for access among said plurality of cache lines in 
response to activation by either said effective address 
match line or said real address match line; and 

a SNOOP word line for selecting a second particular 
cache line for access among said plurality of cache 
lines in response to activation by said real address 
match line while said first particular cache line is being 
accessed. 

11. The data processing system according to claim 10, 
further including an arbitration logic circuit coupled to said 
effective address match line and said real address match line 
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for activating said normal word line in response to only one 
of said effective address match line and said real address 
match line during a single clock cycle. 

12. The data processing system according to claim 11, 
further including means for coupling said real address match 
line to said SNOOP word line without arbitration. 

13. The data processing system according to claim 10, 
wherein each of said plurality of cache lines includes a data 
status field having a plurality of status bit cells therein. 

14. The data processing system according to claim 13, 
wherein each of said plurality of status bit cells is dual 
ported. 

15. The data processing system according to claim 14, 
wherein said normal word line is coupled to a first port of 
each of said dual ported status bit cells. 

16. The data processing system according to claim 15, 
wherein said SNOOP word line is coupled to a second port 
of each of said dual ported status bit cells. 
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