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(57) ABSTRACT 

A combination type thin film magnetic head including an 
inductive type thin film writing magnetic head and a mag 
netoresistive type thin film reading magnetic head Succes 
Sively Stacked on a Substrate is manufactured in the follow 
ing manner. A recessed portion is formed in a Surface of the 
Substrate 21, a first insulating layer 26, a first magnetic layer 
27 and a thin film coil 29 isolated by a second insulating 
layer 28. A pole portion 32 is formed such that it is opposed 
to a pole portion of the first magnetic layer 27, and a Second 
magnetic layer 34 is formed Such that the third magnetic 
layer is brought into contact with the pole portion and is 
coupled with the first magnetic layer 27 at a position remote 
from in air bearing Surface. Then, a MR reproducing element 
40 embedded within a shield gap layer 35 is formed, and a 
third magnetic layer 37 is formed on the shield gap layer 35. 
By controlling a thickness of the first insulating layer, the 
throat height of the inductive type thin film magnetic head 
can be adjusted independently from the MR height of the 
magnetoresistive type thin film magnetic head. Therefore, 
the throat height, apex angle and MR height can be formed 
accurately, while the throat height can be controlled without 
destroying a good balanced condition between the throat 
height and the MR height. 
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THIN FILM MAGNETIC HEAD RECESSED 
PARTIALLY INTO SUBSTRATE AND INCLUDING 

PLANTARIZATION LAYERS 

BACKGROUND OF THE INVENTION 

0001) 1. Field of the Invention 
0002 The present invention relates to a thin film mag 
netic head and a method of manufacturing, the Same, and 
more particularly to a combination type thin film magnetic 
head constructed by Stacking an inductive type writing thin 
film magnetic head and a magnetoresistive type reading thin 
film magnetic head. 
0003 2. Description of the Related Art 
0004 Recently a surface recording density of a hard disc 
device has been improved, and it has been required to 
develop a thin film magnetic head having an improved 
performance accordingly. A combination type thin film 
magnetic head is constructed by Stacking an inductive type 
thin film magnetic head intended for writing and a magne 
toresistive type thin film magnetic head intended for reading 
on a Substrate, and has been practically used. In general, as 
a reading magnetoresistive element, an element utilizing 
anisotropic magnetoresistive (AMR) effect has been used So 
far, but there has been further developed a GMR reproducing 
element utilizing a giant magnetoresistive (GMR) effect 
having a resistance change ratio higher than that of the 
normal anisotropic magnetoresistive effect by Several times. 
0005. In the present specification, elements exhibiting a 
magnetoresistive effect such as AMR and GMR reproducing 
elements are termed as a magnetoresistive reproducing 
element or MR reproducing element. 
0006 By using the AMR reproducing element, a very 
high Surface recording density of several gigabits/inch has 
been realized, and a Surface recording density can be further 
increased by using the GMR element. By increasing a 
Surface recording density in this manner, it is possible to 
realize a hard disc device which has a very large Storage 
capacity of more than 10 gigabytes. 
0007) A height (MR Height: MRH) of a magnetoresistive 
reproducing element is one of factors which determine a 
performance of a reproducing head including a magnetore 
sistive reproducing element. The MR height MRH is a 
distance measured from an air bearing Surface on which one 
edge of the magnetoresistive reproducing element is 
exposed to the other edge of the element remote from the air 
bearing, Surface. During a manufacturing process of the 
magnetic head, a desired MR height MRH can be obtained 
by controlling an amount of polishing the air bearing Sur 
face. 

0008. At the same time, the performance of the recording 
magnetic head is also required to be improved in accordance 
with the improvement of the performance of the reproducing 
magnetic head. In order to increase a Surface recording 
density, it is necessary to make a track density on a magnetic 
record medium as high as possible. For this purpose, a width 
of a write gap at the air bearing Surface has to be reduced to 
a value within at range from Several micron meters to Several 
Sub-micron meters. In order to Satisfy Such a requirement, 
the Semiconductor manufacturing process has been adopted 
for manufacturing the thin film magnetic head. 
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0009. One of factors determining the performance of the 
inductive type thin film writing magnetic head is a throat 
height TH. This throat height TH is a distance of a pole 
portion measured from the air bearing Surface to an edge of 
an insulating layer which Serves to Separate a thin film coil 
from the air bearing Surface. It has been required to shorten 
this distance as Small as possible. The reduction of this throat 
height is also decided by an amount of polishing the air 
bearing Surface. 
0010. Therefore, in order to improve the performance of 
the combination type thin film magnetic head having the 
Writing inductive type thin film magnetic head and reading 
magnetoresistive type thin film magnetic head Stacked one 
on the other, it is important that the recording inductive type 
thin film magnetic head and reproducing magnetoresistive 
type thin film magnetic head are formed with a good 
balance. 

0011 FIGS. 1-3 show successive steps for manufacturing 
a conventional Standard thin film magnetic head, in these 
drawings. A depicts a cross-sectional view of a Substantial 
portion of the head and B represent a croSS Sectional view of 
a pole portion. Moreover, FIGS. 10-12 are a cross sectional 
view of a substantial portion of the completed thin film 
magnetic head, a croSS Sectional view of the pole portion, 
and a plan view of the substantial portion of the thin film 
magnetic head, respectively. It should be noted that the thin 
film magnetic head is of a combination type in which the 
inductive type thin film magnetic head for writing, is Stacked 
on the reproducing MR element. 
0012 First of all, as shown in FIG. 1, an insulating layer 
2 consisting of, for example alumina (AlO) is deposited on 
a Substance I made of a non-magnetic and electrically 
insulating material Such as AITiC and having a thickness of 
about 5-10 um. 
0013 Next, as shown in FIG. 2, a bottom shield mag 
netic layer 3 which protects the MR reproduction element of 
the reproducing head from the influence of an external 
magnetic field, is formed with a thickness of 3 um. 
0014. Afterwards, as shown in FIG. 3, after depositing an 
insulating layer 4 of thickness 100-150 nm serving as a 
Shield gap layer by Sputtering alumina, a magnetoresistive 
layer 5 made of a material having the magnetoresistive effect 
and constituting the MR reproduction element is formed on 
the Shield gap layer with a thickness of Several tens nano 
meters and is then shaped into a given pattern by the highly 
precise mask alignment. 

0015 Then as shown in the FIG. 4, an insulating layer 6 
is formed such that the magnetoresistive layer 5 is embedded 
within the insulating layerS 4 and 6. 
0016. Next, as shown in the FIG. 5, a magnetic layer 7 
made of at permalloy is formed with a film thickness of 3 
tim. This magnetic layer 7 has not only the function of the 
upper shield layer which magnetically shields the MR 
reproduction element together with the above described 
bottom shield layer 3, but also has the function of one of 
poles of the writing thin film magnetic head. Here, the 
magnetic layer 7 is called a first magnetic layer by taking 
into account the latter function. 

0017. Then, after forming a write gap layer 8 made of a 
nonmagnctic material Such as alumina and having a thick 
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ness of about 200 nm on the first magnetic layer 7, a second 
magnetic layer 9 made of a material having a high Saturation 
magnetic flux density such as permalloy (Ni:50 wt %, Fe:50 
wt %) and nitride iron (FeN) is formed with a desired shape 
by the highly precise mask alignment. The Second magnetic 
layer 9 having formed into a given pattern is called a pole 
chip, and a track width is determined by a width W of the 
pole chip. Therefore, in order to realize a high Surface 
recording density, it is necessary to decrease the width W. 
0.018. In this case, a dummy pattern 9" for coupling the 
bottom pole (first magnetic layer) with the top pole (third 
magnetic layer) is formed simultaneously. Then, a through 
hole can be easily formed by polishing or chemical mechani 
cal polishing (CMP). 
0019. In order to prevent an effective width of writing 
track from being widened, that is, in order to prevent a 
magnetic flux from being Spread at the bottom pole upon the 
data writing, portions of the gap layer 8 and bottom pole 
(first magnetic layer) 7 are etched by an ion beam etching 
Such as ion milling. The Structure after this proceSS is shown 
in FIG. 5. This structure is called a trim structure and this 
portion Serves as a pole portion of the first magnetic layer. 
0020 Next, an shown in FIG. 6, after forming an insu 
lating layer, for example alumina film 10 with a thickness of 
about 3 um, the whole Surface is flattened by, for instance 
CMP. 

0021. Subsequently after forming an electrically insulat 
ing photoresist layer 11 into at given pattern by the mask 
alignment of high precision, a first layer thin film coil 12 
made of, for instance a copper is formed on the photoresist 
layer 11. 
0022 Continuously, as shown in FIG. 7, after forming an 
electrically insulating photoresist layer 13 on the thin film 
coil 12 by the highly precise mask alignment, the photoresist 
layer is sintered at a temperature of for example 250-300 C. 
0023. In addition, as shown in FIG. 8, a second layer thin 
film coil 14 is formed on the flattened Surface of the 
photoresist layer 13. Next, after forming a photoresist layer 
15 on the second layer thin film coil 14 with the highly 
precise mask alignment, the photoresist layer is flattened by 
performing the Sintering process at a temperature of, for 
example 250° C. 
0024. As described above, the reason why the photoresist 
layers 1, 13 and 15 are formed by the highly precise mask 
alignment process, is that the throat height TH and MR 
height MRH are defined on the basis of a position of the 
edges of the photoresist layerS on a side of the pole portion. 
0025) Next, as shown in FIG.9, a third magnetic layer 16 
made of, for example a permalloy and having a thickness of 
3 um is Selectively formed on the Second magnetic layer 
(pole chip) 9 and photoresist layers 11, 13 and 15 in 
accordance with a desired pattern. This third magnetic layer 
16 is coupled with the first magnetic layer 7 at a rear position 
remote from the pole portion through the dummy pattern 9', 
and the thin film coil 12, 14 passes through a closed 
magnetic circuit composed of the first magnetic layer and 
the Second and third magnetic layers. 

0.026 Furthermore, an overcoat layer 17 made of alumina 
is deposited on the exposed Surface of the third magnetic 
layer 16. Finally, a side surface of assembly at which the 
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magnetoresistive layer 5 and gap layer 8 are formed is 
polished to form an air bearing surface (ABS) 18 which is 
to be opposed to the magnetic record medium. During the 
formation of the air bearing Surface 18, the magnetoresistive 
layer 5 is also polished to obtain a MR reproducing element 
19. In this way, the above descried throat height TH and the 
MR height MRH are determined. This condition is shown in 
FIG. 10. In an actual thin film magnetic head, electric 
conductors and contact pads for performing the electrical 
connection to the thin film coils 12, 14 and MR reproduction 
element 19 arc formed, but they are not shown in the 
drawings. 

0027 As shown in FIG. 10, an angle 0 (apex angle) 
between a line S connecting Side corners of the photoresist 
layers 11, 13, 15 for isolating the thin film coils 12.14 and 
the upper Surface of the third magnetic layers 16 is an 
important factor for determining the performance of the thin 
film magnetic head together with the above described throat 
height TH and MR height. 

0028 Moreover, as shown in the plan view of FIG. 12, 
the width W of the second magnetic layer 9 and a pole 
portion 20 of the third magnetic layer 16 is small. Since the 
width of the track recorded on the magnetic record medium 
is defined by this width W, it is necessary to narrow this 
width as Small as possible in order to achieve a high Surface 
recording density. It should be noted that in this figure, for 
the sake of convenience, the thin film coils 12, 14 are shown 
concentrically. 

0029. In the method of manufacturing, the conventional 
thin film magnetic head, there is a problem that after forming 
the thin film coil, the top pole could not he formed precisely 
on the protruded coil Section covered with the insulating 
photoresist especially along the inclined Surface (apex). That 
is to Say, in the known method, the third magnetic layer is 
formed by first plating a magnetic material Such is permalloy 
on the mountain shaped coil with a height of about 7-10 um, 
by applying the photoresist with a thickness of 3-4 um, and 
by Shaping the magnetic layer into a given pattern by means 
of the photolithography technology. 

0030 Now it is assumed that the photoresist formed on 
the protruded coil portion into a given pattern should have 
a thickness of 3 um or more, a thickness of the photoresist 
at a bottom or root of the inclined portion would amount to 
about 8-10 um. 
0031. On the one hand, the top pole formed on the 
protruded coil portion having a height of about 10 Lim as 
well as on the write gap layer formed on the flat Surface 
should have a narrow portion in the vicinity of the edges of 
the insulating photoresist layers (for instance layers 11 and 
13 in FIG. 7) in order to realize a narrow track width. 
Therefore, it is necessary to form the pattern having a width 
of 1 um by using the photoresist film having a large 
thickness of 8-10 um. 
0032. However, it is extremely difficult to form the pho 
toresist film having a thickness of 8-10 um into a pattern 
having a width of about 1 tim, because upon the light 
exposure in the photolithography, a pattern deformation 
might occur due to reflection of light and resolution is 
reduced due to the thick photoresist layer. In this manner, it 
is extremely difficult to form a top pole defining precisely a 
narrow track width by patterning. 
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0033. Then, as is shown in the above explained conven 
tional thin film magnetic head, in order to write data by 
means of the pole chip capable of forming the narrow track 
width, after forming the pole chip, the top pole chip formed 
to he connected to the pole chip. In other words, in order to 
solve the above problem a divided structure is adopted, that 
is, the pole chip for determining the track width and the third 
magnetic layer for introducing the magnetic flux. 
0034. However, the known thin film magnetic head, 
particularly the recording head formed as in the above 
manner Still has the following problems. 
0035 (1) The throat height TH and MR height MRH are 
determined by taking a position of the edge of the insulating 
layer isolating the thin film coil on a Side of the pole portion 
as a reference position, but the insulating layer is usually 
made of an electrically insulating organic photoresist layer 
and is liable to be deformed by heat. During the formation 
of the thin film coil, the insulating layer might be deformed 
by the heating treatment at about 250 C., and a pattern size 
of the insulating layer changes, and the throat height TH and 
MR height MRH might be deviated from desired design 
values. AS explained above, the photoresist layer has a very 
large thickness at this portion, and thus the influence due to 
the deviation of pattern is also large. 
0036 (2) In the above mentioned combination type thin 
film magnetic head, it is important to attain a good balance 
between the writing thin film magnetic head and the reading 
MR element. However, in the conventional combination 
type thin film magnetic head, for instance when the air 
bearing surface 18 is polished Such that the throat height TH 
can be formed to a desired design value, the MR height 
MRH of the MR reproducing element might be also 
changed, and when the air bearing Surface is polished to 
obtain the MR height MRH having a desired design value, 
the throat height TH might be deviated from a desired value 
in this manner, it is difficult to provide a combination type 
thin film magnetic head having desired characteristics. 
0037 (3) In the known method of manufacturing the 
combination type thin film magnetic head since the throat 
height TH of the writing thin film magnetic head and the MR 
height MRH of the reading MR element have a fixed 
relationship there is another problem that it could not 
respond quickly to various needs of users. That is to Say, if 
it is required to provide a combination type thin film 
magnetic head, in which a MR height MRH is identical with 
that of the so far manufactured heads, but a throat height TH 
is Smaller than that of the So far manufactured heads, or if 
it is required to provide a combination type thin film 
magnetic head, in which a MR height MRH is smaller than 
that of the So far manufactured heads although a throat 
height TH is equal to that of the So far manufactured heads, 
Such requirements could I not be fulfilled only by adjusting 
a polishing amount of the air bearing Surface. Therefore, the 
manufacturing proceSS has to be reviewed from the begin 
ning, and thus Such a request could be responded quickly. 
0038 (4) Since the pole chip and top pole are contacted 
with each other via a Small contact area, and they are brought 
into contact with each other at right angles, the magnetic flux 
is liable to be Saturated at the contact portion, and therefore 
a Satisfactorily high writing characteristic could not be 
obtained. 

0039 (5) Since a positional relation between the pole 
chip and the top pole is determined bit the alignment of the 
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photoresist layer, a center line of the pole chip viewed from 
the air bearing Surface might deviate largely from a center 
line of the top pole. Then, the data writing might be carried 
out by means of the magnetic flux leaked from the top pole, 
and the effective tract width might be increased and data 
might be erroneously recorded on an adjacent track. 

SUMMARY OF THE INVENTION 

0040. It is an object of the present invention to provide a 
thin film magnetic head, in which the above mentioned 
various problems can be Solved advantageously, a pattern 
Size of an insulating layer constituting a reference positional 
with respect to an air bearing Surface is not deviated by a 
heating treatment during the formation of a thin film coil, 
and therefore a throat height TH having a desired design 
value can be attained Stably. 
0041. It is another object of the invention to provide a 
thin film magnetic head, in which a contact area between a 
pole chip and a top pole can be effectively increased to 
completely or Substantially completely avoid a Saturation of 
a magnetic flux at a pole portion. 

0042. It is another object of the invention to provide a 
thin film magnetic head, in which an increase in an effective 
track width and a decrease in a manufacturing yield can be 
avoided. 

0043. It is another object of the invention to provide a 
method of manufacturing Such thin film magnetic heads 
having excellent characteristics in an efficient and accurate 

C. 

0044) It is another object of the invention to provide a 
method of manufacturing a combination type thin film 
magnetic head, in which a pattern of an insulating layer 
defining a positional reference with respect to an air bearing 
Surface is not deviated by a heating treatment during the 
formation of a thin film coil to obtain the throat height TH, 
apex angle 0 and MR height MRH having desired design 
values, and the throat height TH and MR height MRH can 
be controlled independently from each other, while a good 
balanced condition between the throat height and the MR 
height is not destroyed So that users requests for these 
heights can be Satisfied promptly. 

0045 According to a first aspect of the invention, a thin 
film magnetic head comprises: 

0046) 
0047 a second magnetic layer having a pole portion 
which is to be opposed to a magnetic record medium and 
defines a width of record tracks, and an end Surface which 
constitutes an air bearing Surface together with an end 
Surface of Said pole portion of Said first magnetic layer; 

0048 a third magnetic layer which is brought into contact 
with Said Second magnetic layer on a side opposite to Said 
first magnetic layer and is magnetically coupled with Said 
first magnetic layer at a portion remote from Said air bearing 
Surface; 

0049 a gap layer made of a non-magnetic material and 
being interposed between the pole portion of the first mag 
netic layer and the pole portion of the Second magnetic layer 
at least at the air bearing Surface; 

a first magnetic layer having a pole portion; 
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0050 a thin film coil having a portion which is arranged 
between Said first magnetic layer and Said Second and third 
magnetic layers with interposing an insulating layer ther 
ebetween to generate a writing magnetic flux for the mag 
netic record medium; and 
0051 a substrate which supports said first, second and 
third magnetic layers, gap layer, insulating layer and thin 
film coil; 
0.052 wherein said second magnetic layer is extended up 
to a rear region beyond Said pole portion to form an extended 
rear portion which is brought into contact with the third 
magnetic layer, and a part of Said first magnetic layer except 
for at least Said pole portion and the thin film coil isolated 
by Said insulating layer are embedded within a recessed 
portion formed in the Substrate. 
0053. In a preferable embodiment of the thin film mag 
netic head according to the first aspect of the invention, a 
width of the rear portion of Said Second magnetic layer is 
larger than that of the pole portion of the Second magnetic 
layer constituting the pole chip. In this case, a width of the 
rear portion may be gradually increased. This expanded 
angle of the rear portion of the Second magnetic layer is 
preferably set to 30-180°. 
0.054 Moreover, in a preferable embodiment of the thin 
film magnetic head according to the first aspect of the 
invention, Said Second magnetic layer is made of a material 
having a high Saturation magnetic flux density Such as a 
permalloy. 

0055. Furthermore, a portion of the first magnetic layer 
which is opposed to the pole portion of the Second magnetic 
layer via the gap layer may preferably be protruded toward 
the Second magnetic layer, and a width of the protruded 
portion is Substantially equal to a width of the pole portion 
of the Second magnetic layer. The protruded Structure of the 
first magnetic layer may be preferably formed by etching, 
while the pole portion of the Second magnetic layer is used 
as a mask. 

0056. In another preferable embodiment of the thin film 
magnetic head according to the first aspect of the present 
invention, the thin film magnetic head is constructed as a 
combination type thin film magnetic head by arranging a 
magnetoresistive type reproducing element for reading on is 
Surface of the third magnetic layer opposite to the Surface 
which is brought into contact with Said Second magnetic 
layer Such that an end Surface of the reproducing element is 
exposed on the air bearing Surface. 
0057 According to a second aspect of the invention, a 
method of manufacturing a thin film magnetic comprises: 

0058 the step of forming a recessed portion in a 
Surface of a Substrate; 

0059 the step of forming a first insulating layer on 
the Surface of the SubStrate including a Surface of the 
recessed portion; 

0060 the step of forming a first magnetic layer 
having a pole portion on at least a part of the Surface 
of the Substrate on which said first insulating layer is 
formed; 

0061 the step of forming a thin film coil within the 
recessed portion Such that the thin film coil is iso 
lated by a Second insulating layer; 
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0062 the step of forming a gap layer on at least Said 
pole portion of the first magnetic layer as well as on 
a Surface of Said Second insulating layer after making 
Said first magnetic layer and Second insulating layer 
to have a coplanar Surface; 

0063 the step of forming a second magnetic layer 
on Said gap layer Such that the Second magnetic layer 
extends over the pole portion of the first magnetic 
layer as well as over a rear region beyond the pole 
portion; 

0064 the step of forming a third magnetic layer such 
that the third magnetic layer is brought into contact 
with the Second magnetic layer and is brought into 
contact with Said first magnetic layer at a rear portion 
remote from an air bearing Surface; and 

0065 the step of forming the air bearing surface to 
be opposed to a magnetic record medium by polish 
ing Said Substrate, pole portions of Said first and 
Second magnetic layers and gap layer Sandwiched by 
these pole portions while an edge of the recessed 
portion formed in the Substrate is used as a positional 
reference. 

0066. In a preferable embodiment of the method of 
manufacturing the thin film magnetic head according to this 
Second aspect of the invention, upon forming, Said Second 
magnetic layer, a width of the rear portion thereof beyond 
the pole portion is gradually increased. In this case, this 
expanded angle may be preferably set to 30-180. 

0067. In another preferable embodiment of the method of 
manufacturing the thin film magnetic head according to the 
Second aspect of the invention, after forming Said Second 
magnetic layer, the pole portion of Said first magnetic layer 
is etched while the pole portion of the Second magnetic layer 
is used as a mask. This etching may be carried out Such that 
a part of a thickness of the first magnetic layer is removed 
or may be conducted to remove the first magnetic layer over 
its whole thickness. 

0068 Moreover, in another preferable embodiment of the 
method of manufacturing a thin film magnetic head accord 
ing to the Second aspect of the Substrate comprises: 

0069 the step of forming a photoresist layer selec 
tively on a part of the Surface of the Substrate at 
which the recessed portion is to be formed; 

0070 the step of forming a metal or metal com 
pound layer constituting a mask by a plating while 
Said photoresist layer is used as a mask, 

0071 the step of forming a mask by removing said 
photoresist layer, Said mask having an opening, 
corresponding to the recessed portion to be formed; 
and 

0072 the step of forming the recessed portion in the 
Surface of the Substrate by a reactive ion etching 
through the opening. 

0073. In this case, the reactive ion etching may be con 
ducted by using, as a reactive gas, a fluorine Series gas Such 
as CF and SF or a chlorine Series gas Such as BC1 and Cl 
or one of these gas diluted with an oxygen or an inert gas. 
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0.074 Before forming the mask made of metal or metal 
compound, an insulating layer may be formed on the Sub 
Strate. Then, after forming the recessed portion by the 
etching, Said mask made of metal or metal compound may 
be removed by etching while Said insulating layer is used as 
an etching Stopper. It is a matter of course that Said mask 
made of metal or metal compound may be remained. 
0075. The reactive ion etching can form the deep 
recessed portion having a depth not leSS than 5 um in an 
accurate manner. In this case, an inclination angle of a side 
wall of the recessed portion may be preferably set to 45-75, 
particularly 55-65. It should be noted that the thus formed 
recessed portion has a highly Smooth inner wall. 
0.076. In another preferable embodiment of the method of 
manufacturing the thin film magnetic head according to the 
Second aspect of the present invention, a magnetoresistive 
type reproducing element for reading is formed on Said third 
magnetic layer Such that the reproducing element is electri 
cally isolated and magnetically shielded to construct the thin 
film magnetic head as a combination type thin film magnetic 
head. 

0.077 Upon manufacturing, such a combination type thin 
film magnetic head, before forming the first magnetic layer, 
a first shield layer for effecting a magnetic Shield on the 
Substrate, a magnetoresistive material layer is formed Such 
that this layer is embedded within an insulating layer, then 
Said first magnetic layer which also serves as a Second Shield 
is formed, and during the polishing proceSS for forming the 
air bearing Surface, said first shield layer as well as said 
magnetoresistive material layer are polished to form the 
magnetoresistive type reproducing element whose end Sur 
face is exposed on the air bearing Surface. 
0078. Furthermore, according to a third aspect of the 
invention, a method of manufacturing, a combination type 
thin film magnetic head having an inductive type writing 
thin film magnetic head and a magnetoresistive type reading 
thin film magnetic head for reading Successively Stacked on 
a Substrate comprises: 

0079 the step of forming, a recessed portion in a 
Surface of a Substrate; 

0080 the step of forming a first insulating layer on 
an inner Surface of the recessed portion as well as on 
a part of the Surface of the Substrate; 

0081 the step of forming a first magnetic layer on a 
Surface of Said first insulating layer; 

0082 the step of forming a thin film coil within the 
recessed portion Such that the thin film coil is iso 
lated by a Second insulating layer; 

0083 the step of forming a gap layer made of Li 
non-magnetic material on Surfaces of Said first mag 
netic layer and Second insulating layer; 

0084 the step of forming a second magnetic layer 
on a Surface of Said gap layer Such that the Second 
magnetic layer is opposed to a pole portion of the 
first magnetic layer and is brought into contact with 
Said first magnetic layer at a portion remote from an 
air bearing Surface; 

0085 the step of forming reading magnetoresistive 
layer on a Surface of Said Second magnetic layer Such 
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that the magnetoresistive layer is embedded within a 
Shield gap layer in an electrically isolated and mag 
netically Shielded manner; 

0086 the step of forming a third magnetic layer on 
Said shield gap layer, and 

0087 the step of forming the air bearing surface to 
be opposed to a magnetic record medium by polish 
ing Said Substrate, pole portions of Said first and 
Second magnetic layers, gap layer Sandwiched by 
these pole portions, Shield gap layer, magnetoresis 
tive layer and third magnetic layer, while an edge of 
the recessed portion formed in the Substrate is used 
as a positional reference; 

0088 wherein a throat height of the inductive type thin 
film writing magnetic head is adjusted independently from a 
MR height of the magnetoresistive type reading thin film 
magnetic head by controlling a thickness of Said first insu 
lating layer. 
0089. According to a fourth aspect of the present inven 
tion, a method of manufacturing a combination type thin 
film magnetic head having, an inductive type writing thin 
film magnetic head and a magnetoresistive type reading thin 
film magnetic head for reading Stacked on a Substrate 
comprises: 

0090 the step of forming at recessed portion in a 
Surface of a Substrate; 

0091 the step of forming a first insulating layer on 
an inner Surface of the recessed portion as well as on 
a part of the Surface of the Substrate; 

0092 the step of forming a first magnetic layer on 
Said first insulating layer; 

0093 the step of forming a thin film coil within the 
recessed portion Such that the thin film coil is isolated by a 
Second insulating layer; 

0094 the step of forming a gap layer made of a 
non-magnetic material on Said first magnetic layer 
and Second insulating layer; 

0095 the step of forming a second magnetic layer 
on Said gap layer, Said Second magnetic layer having 
a pole portion which is opposed to a pole portion of 
the first magnetic layer and a rear portion which 
extends beyond the pole portion; 

0096 the step of forming a third magnetic layer 
which is brought into contact with Said Second 
magnetic layer as well as with Said first magnetic 
layer at a portion remote from an air bearing Surface; 

0097 the step of forming in magnetoresistive layer 
on Said Second magnetic layer Such that the magne 
toresistive layer is embedded within a shield gap 
layer in an electrically isolated and magnetically 
Shielded manner; 

0098 the step of forming a fourth magnetic layer on 
Said shield gap layer, and 

0099 the step of forming the air bearing surface to 
be opposed to a magnetic record medium by polish 
ing Said Substrate, first, Second and Second magnetic 
layers, gap layer, Shield gap layer, magnetoresistive 
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layer and fourth magnetic layer, while an edge of the 
recessed portion formed in the Substrate is used as a 
positional reference; 

0100 wherein a throat height of the inductive type 
thin film writing magnetic head is adjusted indepen 
dently from a MR height of the magnetoresistive 
type reading thin film magnetic head by controlling 
a thickness of Said first insulating layer. 

0101 Further, according to a fifth aspect of the invention, 
a method of manufacturing a combination type thin film 
magnetic head having an inductive type writing thin film 
magnetic head and a magnetoresistive type reading thin film 
magnetic head for reading Stacked on a Substrate comprises: 

0102 the step of forming a first magnetic layer on a 
Surface of a Substrate in accordance with a given 
pattern, 

0.103 the step of forming a recessed portion in the 
Surface of the Substrate, while Said first magnetic 
layer is used as a mask, 

0104 the step of forming a first insulating layer on 
an inner Surface of the recessed portion; 

0105 the step of forming a reading magnetoresistive 
layer on Said first magnetic layer Such that the 
magnetoresistive layer is embedded within a Shield 
gap layer; 

0106 the step of forming a second magnetic layer 
on Said first insulating layer within said recessed 
portion as well as on Said shield gap layer; 

0107 the step of forming a thin film coil on said 
Second magnetic layer within the recessed portion 
such that the thin film coil is isolated by a second 
insulating layer; 

0.108 the step of forming a gap layer made of a 
non-magnetic material on Said Second magnetic 
layer and Second insulating layer; 

0109 the step of forming a third magnetic layer 
which is opposed to Said Second magnetic layer via 
Said gap layer and is brought into contact with Said 
Second magnetic layer at a portion remote from an 
air bearing Surface, and 

0110 the step of forming the air bearing surface to 
be opposed to a magnetic record medium by polish 
ing, said Substrate, first magnetic layer, Shield gap 
layer, Second magnetic layer, gap layer and third 
magnetic layer, while an edge of the recessed portion 
formed in the Substrate is used as a positional refer 
CICC 

0111 wherein a throat height of the inductive type 
thin film writing magnetic head is adjusted indepen 
dently from a MR height of the magnetoresistive 
type reading thin film magnetic head by controlling 
a thickness of Said first insulating layer. 

0112) In the methods according to the above mentioned 
third to fifth aspects of the present invention, the throat 
height can be controlled independently from the MR height 
by adjusting a thickness of the first insulating layer formed 
within the recessed portion. For instance, even when the air 
bearing surface is polished such that the MR height becomes 
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constant, the throat height can be adjusted by controlling a 
thickness of the first insulating layer. In this manner, the 
throat height can be formed to have a desired design value 
without loosing a good balanced condition between the 
throat height and the MR height. Moreover, since a thickness 
of the first insulating layer can be controlled very Simply, 
various needs of users can be Satisfied in a prompt manner. 
By controlling a thickness of the first insulating layer within 
a range of 0.2-0.8 um, it is possible to adjust the throat height 
within a Substantially Same range. 
0113 Furthermore, the apex angle is defined by an incli 
nation angle of the Side wall of the recessed portion, and this 
angle is not varied by the high temperature process for 
photoresist layers. Therefore, it is possible to obtain the apex 
angle having a desired design value. 
0114. In case of forming the recessed portion in the 
Substrate, it is preferable to conduct the reactive ion etching 
through the metal or metal compound mask. By using the 
reactive ion etching, the deep recessed portion having a 
depth not less than 5 tim, an inclination angle of a Side wall 
of the recessed portion of 45-75, particularly 55-65, and a 
highly Smoothed inner Surface can be formed in an accurate 
and efficient manner. 

0115 The reactive ion etching for forming the recessed 
portion may be conducted by using, as a reactive gas, a 
fluorine Series gas Such as CF and SF or a chlorine Series 
gas Such as BCT and Cl- or one of these gases diluted with 
an OXygen or inert gas. 
0116 Furthermore, before forming the mask made of 
metal or metal compound, an insulating layer may be formed 
on the Substrate. Then, after forming the recessed portion by 
the etching, Said mask made of metal or metal compound 
may be removed by etching while Said insulating layer is 
used as an etching Stopper. It should be noted that Said mask 
made of metal or metal compound may be remained as in the 
methods according to the fourth and fifth aspects of the 
present invention. 
0117 Moreover, in the method according to the above 
mentioned fourth aspect of the present invention, upon 
forming Said Second magnetic layer, a width of the rear 
portion beyond the pole portion may be widened than the 
pole portion. In this case, it is preferable that the rear portion 
of the Second magnetic layer is gradually increased with an 
expansion angle of 30-180. 
0118. Also in the methods according to the third to fifth 
aspects of the invention, after forming the Second magnetic 
layer, the pole portion of the first magnetic layer may be 
etched to constitute the trim Structure while the pole portion 
of Said Second magnetic layer is used as a mask. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0119 FIGS. 1A, 1B-9A, 9B are cross sectional views 
showing Successive Steps of a known method of manufac 
turing a conventional typical combination type thin film 
magnetic head; 
0120 FIG. 10 is a cross sectional view depicting the 
completed conventional combination type thin film mag 
netic head; 
0121 FIG. 11 is a cross sectional view showing a pole 
portion of the conventional combination type thin film 
magnetic head; 
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0.122 FIG. 12 is a plan view of the convention combi 
nation type thin film magnetic head; 
0123 FIGS. 13A, 13B-26A, 26B are cross sectional 
ViewS illustrating Successive Steps of a first embodiment of 
the method of manufacturing the thin film magnetic head 
according to this invention; 
0124 FIGS. 12A and 27B are cross sectional view 
depicting the completed thin film magnetic head; 
0.125 FIG. 28 is a plan view showing the configuration 
of the Second magnetic layer in the first embodiment; 
0.126 FIG. 29 is a plan view illustrating a configuration 
of the Second magnetic layer, of another embodiment of the 
thin film magnetic head according to this invention; 
0127 FIGS. 30A ad 30B form cross-sectional views 
showing the trim Structure of the first magnetic layer of 
another embodiment of the thin film magnetic head accord 
ing to the invention; 
0128 FIG. 31 is a cross sectional view depicting a 
condition in which an element Separating insulating layer 
having a thickness of t is formed in the method of manu 
facturing the thin film magnetic head according to the 
invention; 
0129 FIG. 32 is a cross sectional view showing the 
completed thin film magnetic head; 
0130 FIG. 33 is a cross sectional view depicting, a 
condition in which an element Separating insulating layer 
having a thickness of t is formed in the method of manu 
facturing the thin film magnetic head according to the 
invention; 
0131 FIG. 34 is a cross sectional view showing the 
completed thin film magnetic head; 
0132 FIG.35A, 35B-38A,38B are cross sectional views 
showing Successive Steps oft a Second embodiment of the 
method of manufacturing, the thin film magnetic head 
according to the invention; 
0.133 FIG. 39 is a plan view illustrating the combination 
type thin film magnetic head in the step of FIG. 38; 
0134 FIGS. 40A, 40B-47A, 47B are cross sectional 
ViewS showing Succeeding Steps of the Second embodiment; 
0135 FIG. 48 is a plan view illustrating the composite 
type thin film magnetic head in the step of FIG. 47; 
0136 FIGS. 49A and 49B are cross sectional views 
depicting a step next to the step of FIG. 47; 
0137 FIGS. 50A and 50B are cross sectional views 
showing the combination type thin film magnetic head in 
which the insulating layer has a large thickness, and 
0138 FIGS. 51A, 51B-51A, 59B are cross sectional 
ViewS illustrating Successive, Steps of a third embodiment of 
the method of manufacturing the combination type thin film 
magnetic head according to the present invention. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

0139 FIGS. 13-27 show successive steps of a first 
embodiment of the method of manufacturing the thin film 
magnetic head according to the invention, and FIGS. 21 and 
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29 are plan ViewS illustrating the thin film magnetic head 
during the manufacturing process. In FIGS. 13-27, A 
denotes a croSS Sectional view cut along a line perpendicular 
to the air bearing Surface and B denotes a croSS Sectional 
View of a pole portion cut along a line parallel with the air 
bearing Surface. The thin film magnetic head of the present 
embodiment a reversed combination type tin film magnetic 
head, in which an inductive type writing thin film magnetic 
head is provided on a Substrate and a magnetoresistive type 
reading thin film magnetic head is arranged on the inductive 
type thin film magnetic head. 
0140. At first as shown in FIG. 13, an insulating layer 22 
made of alumina (AlO) and having a thickness of about 
0.3-0.5um is formed Sputtering on one Surface of a Substrate 
main body 21 made of AITiC. It should be noted that a 
Silicon oxide layer may be used instead of the alumina layer, 
and the deposition may be carried out by CVD (Chemical 
Vapor Deposition) instead of Sputtering. In this specification, 
an insulating layer means a film having at least an electri 
cally insulation property and may have or may not have a 
non-magnetic property. In general, a material Such as alu 
mina having both the electrically insulating property and 
non-magnetic property is used, and therefore the insulating 
layer and the non-magnetic layer are Sometimes used to have 
the same meaning. 
0141 Next as shown in FIG. 14, a photoresist layer 23 is 
Selectively formed on the alumina insulating, layer 22 and 
then as depicted in FIG. 15, a metal layer 24 made of a 
permalloy is formed by plating with a thickness of about 5 
Alm, said metal layer Serving as a mask which defines an 
etching profile for at recessed portion to be formed later by 
performing the etching for the Substrate 21. This metal layer 
24 may be made of other metal or metal compound Such as 
copper, nickel, nickel boron instead of permalloy. Since the 
metal layer 24 is used as a mask for the formation of the 
recessed portion in the Substrate, the permalloy may have 
any desired composition. 
0.142 Next, as illustrated in FIG. 16, the etching is 
carried out using the metal layer 24 as a mask to form a 
recessed portion 25 having a given profile in a Surface of the 
Substrate 21. In the present embodiment, this etching is of a 
reactive ion etching which is one of dry etchings, but ion 
beam milling Such as ion milling, wet etching and So on may 
be used. According to the invention, parameters of the thin 
film magnetic head Such as throat height MR height and 
apex angle 0 are determined by a profile of the recessed 
portion 25, and therefore the dry etching is preferably used 
owing to a fact that a depth and a configuration of a side wall 
can be controlled precisely with an order of 0.1 um and the 
recessed portion can be formed at a higher speed. As a gas 
used in the dry etching, a fluorine Series gas Such as CF and 
SF, a chlorine series gas Such as BC1 and Cl- or one of 
these gases diluted with O or inert gas Such as N., Ar and 
He. 

0143. In the present embodiment, since the apex angle 0 
is determined by an inclination angle of the Side wall of Said 
recessed portion 25, it is preferable to form the recessed 
portion Such that the Side wall of the recessed portion has the 
inclination angle of 45-70, particularly 55-65 in accor 
dance with the desired apex angle. 
0144) When the recessed portion 25 is formed by the dry 
etching as Stated above, although the Smoothness of the 
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inner wall of the recessed portion is Superior to that formed 
by other processes, there are formed Sharp protrusions and 
depressions of about 0.1-0.5 lum. If such protrusions and 
depressions might cause undesired degradation in the insu 
lating property of first magnetic layer and thin film coil of 
the thin film magnetic head to be formed within the recessed 
portion 25, the protrusions and depressions may be removed 
by the argon Sputtering. After forming the recessed portion 
in this manner, the metal layer 24 Serving as the mask is 
removed as illustrated in FIG. 17. It should be noted that 
according, to the invention, Such Sputtering is not always 
required and it is not necessary to remove the metal layer 24. 

0145 Next, as shown in FIG. 18, an alumina insulating 
layer 26 having a thickness of 0.3-5.0 um is formed by 
Sputtering, Said insulating layer Serving to Separate the thin 
film magnetic head element from the substrate 21. It should 
be noted that in the present embodiment, the alumina 
insulating layer 22 Serving as a buffer layer is remained, but 
it may be removed together with the plated material layer. In 
this case, the alumina insulating layer 22 becomes integral 
with the alumina insulating layer 26, and therefore in FIG. 
18, the alumina insulating layer 22 is not shown. Further 
more, a thick alumina insulating layer 22 may be remiained 
and may be utilized as a part of a member for defining the 
recessed portion 25. 

0146) Next, in order to form one of poles, a mask made 
of a photoresist is formed on the Surface of the first magnetic 
layer 24 in accordance with a predetermined pattern as 
shown in FIG. 15, and the first magnetic layer 24 is 
Selectively etched. During this etching process, the first 
magnetic layer 24 formed on the island-like insulating layer 
22 is removed. 

0147 Although in this embodiment, the one of shields is 
formed by etching the first magnetic layer 24 used as the 
mask for forming the recessed portion 25 into a desired 
pattern, the mask for forming the recessed portion may be 
made of a metal or metal compound and the first magnetic 
layer may be formed in accordance with a predetermined 
pattern after removing the mask. 
0148 Subsequently as shown in FIG. 16, an insulating 
layer 26 made of alumina is formed, with a thickness of 
0.3-0.5 tim, on the inner surface of the recessed portion 25 
and on the first magnetic layer 24, then a Second magnetic 
layer 7 constituting a part of one of poles and having, a 
thickness of about 4 um is formed in accordance with a 
given pattern on the insulating layer 26, and thereafter an 
insulating layer 28 made of alumina is formed with a 
thickness of 0.5-1 um on Said Second magnetic layer. 
014.9 FIG. 17 is a plane view showing the second 
magnetic layer 27 formed in accordance with the predeter 
mined pattern as mentioned above. In FIG. 17, the insulat 
ing layer 28 formed on the Second magnetic layer 27 is 
omitted and a thin film coil and a pair of poles for an 
inductive type thin film magnetic head to be formed later are 
denoted by imaginary lines. 

0150 AS explained above, the recessed portion 25 is 
formed in the surface of the Substrate 21 Such that the apex 
angle is defined by the Side wall of the recessed portion, and 
therefore the apex angle is not changed by the heating 
treatment of 250 C. during the formation of the thin film 
coil. The inclination angle of the Side wall of the recessed 
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portion 25 can be formed at will by suitably selecting the 
usually used etching conditions, materials of the mask and 
buffer layer, but according to the invention, the inclination 
angle may he preferably set to 45-75, particularly 55-65. 
In the present embodiment, Said inclination angle is Set to 
60°. 

0151 Moreover, a photoresist layer or SOG (Spin On 
Glass) layer may be formed on the above mentioned element 
Separating alumina insulating layer 26 to obtain a recessed 
portion 25 having a Smooth Surface by embedding the Sharp 
protrusions and depressions within the photoresist layer or 
SOG layer. 
0152 Then, as depicted in FIG. 19, a first magnetic layer 
27 constituting one of poles of the thin film magnetic head 
is formed with a thickness of 3-4 tum. In the present 
embodiment, this first magnetic layer 27 is made of a 
permalloy (Ni:80 wt %, Fe:20 wt %), but it may be made of 
a magnetic material having a high cohesive force Such as 
iron nitride or amorphous magnetic material Such as 
Fe-Co-Zr. Furthermore, in the present embodiment, the 
first magnetic layer having a given pattern is formed by the 
plating which uses a pattern layer obtained by the photore 
sist technique, but according to the invention, after forming 
a permalloy layer by the Sputtering, the first magnetic layer 
may be formed by the dry etching Such as the ion milling 
using a photoresist pattern and an alumina mask. 

0153. Further, as shown in FIG. 20, a thin film coil 29 is 
formed within the recessed portion 25 such that the thin film 
coil is electrically insulated by an insulating layer 28. In the 
present embodiment, this insulating layer 29 is made of a 
photoresist, but may be made of SOG layer which has been 
generally used in the flattening process in the Semiconductor 
device manufacturing method or a Silicon oxide or Silicon 
nitride formed by the plasma CVD. In any case, in order to 
flatten the Surface of the insulating layer 28, the heating 
treatment at about 250 C. is conducted, but in the present 
embodiment, a configuration of the recessed portion 25 is 
not changed by Such a heating treatment. 

0154) Next as shown in FIG. 21, an alumina insulating 
layer 30 is formed on an exposed surface of the first 
magnetic layer 27 as well as on a Surface of the insulating 
layer 28 with a thickness of 4-5 um. The insulating layer 30 
may be made of Silicon oxide or Silicon nitride instead of 
alumina. Next, the alumina insulating layer 30 is flattened by 
the chemical mechanical polishing (CMP) as depicted in 
FIG. 22. This polishing treatment is carried out until the 
Surface of the first magnetic layer 27 is exposed. 

O155 Then, as illustrated in FIG. 23, on a gap layer 31, 
a second magnetic layer 32 (referred to pole chip) is selec 
tively formed in accordance with a given pattern with a 
thickness of about 1-4 um, Said Second magnetic layer 
defining a width W of record tracks. The Second magnetic 
layer 32 is made of a permalloy (Ni:50 wt %, Fe:50 wt %). 
After that, a portion of the gap layer 31 near the pole chip 
32 is selectively removed by performing the reactive ion 
etching or ion beam etching, while the pole chip is used as 
a mask. Then, the exposed first magnetic layer 27 is etching 
over a depth of 100-200 nm by, for instance the ion milling 
to form a trim structure as shown in FIG. 24. 

0156. It should be noted that in the specification, the pole 
portion means a region extending from the edge of the 
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recessed portion 25 to the end surface of the stacked body, 
over which the first magnetic layer 27, gap layer 31 and 
Second magnetic layer (pole chip) 32 are contacted with 
each other. Therefore, in a final process, when the end 
Surface is polished to form the air bearing Surfaces the pole 
portion is constructed by a region extending from the edge 
of the recessed portion 25 to the air bearing, Surface, and this 
distance corresponds to the throat height TH. 
O157. In the present embodiment, it is important that the 
Second magnetic layer 32 is formed not only over the pole 
portion, but also over a rear region beyond the pole portion. 
In the known thin film magnetic head, the pole chip and top 
pole are contacted with each other over a Small area and they 
are brought into contact with each other at right angles, and 
therefore the magnetic flux is liable to be Saturated at this 
contact area and a Sufficiently Satisfactory writing perfor 
mance can not be attained. However, in the present embodi 
ment, the pole chip and top pole are brought into contact 
with each other not only at the pole portion, but also at the 
rear portion beyond the pole portion, and therefore the above 
mentioned Saturation of the magnetic flux can be effectively 
avoided. As a result of this, a Sufficiently Satisfactory writing 
performance (an be obtained. It should be noted that if there 
can be obtained a Sufficiently large contact area, the pole 
chip and top pole may be contacted with each other only at 
the rear portion beyond the pole portion. 
0158 According to the invention, there is no limitation in 
a shape of the rear portion of the pole chip 32 beyond the 
pole portion, and may be shaped to extend Straightly as 
illustrated in FIG. 28 or may be shaped to widen toward the 
rear as depicted in FIG.29 as long as the pole chip and third 
magnetic layer are brought into contact with each other at 
the rear region beyond the pole portion. Furthermore, in 
FIG. 29, the rear portion of the pole chip beyond the pole 
portion is widened at an expansion angle of about 90, but 
the expansion angle is not limited to this value but may be 
set any value within a range of 30-180. A preferable angle 
range is 45-120°. It should be noted that in FIGS. 28 and 29, 
a third magnetic layer 34 to be formed later is denoted by an 
imaginary line. 
0159. After forming the second magnetic layer 32 in the 
manner explained above, an alumina insulating layer 33 
having a thickness of 3-4 um is formed, and then the Second 
magnetic layer 32 is exposed by CMP and a third magnetic 
layer 34 made of a permalloy like as the first magnetic layer 
27 is formed with a thickness of 3-4 um as shown in FIGS. 
25. As explained above with reference to FIGS. 27 and 28, 
the third magnetic layer 34 has a plan configuration which 
is Substantially equal to a regular pentagon with a pole 
portion. In this manner, the third magnetic layer 34 is formed 
Such that it expands toward the backward and covers the 
Second magnetic layer32. Therefore, although an alignment 
of the third magnetic layer with respect to the pole chip 
deviates Slightly, the contact area as a whole is not changed, 
and the Saturation of the magnetic flux can be avoided. 
0160 It should be noted that the third magnetic layer 34 
is brought into contact with the first magnetic layer 27 via 
the Second magnetic layer 32 at a rear portion remote from 
the pole portion, and therefore the thin film coil 29 passes 
through a closed magnetic path formed by the first, Second 
and third magnetic layers. 
0161 Next, as illustrated in FIG. 26, a MR layer 36 for 
constituting the MR element is formed on the third magnetic 
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layer 34 such that the MR layer is embedded within a 
non-magnetic and electrically insulating shield gap layer 35, 
and then a magnetic shield layer 37 for the MR element is 
formed with a thickness of 3-4 um and an overcoat layer 38 
made of alumina is formed for protecting the MR element. 
0162 Finally, as shown in FIG. 28, the side surface at 
which the gap layer 31 and MR layer 36 are formed is 
polished to form the air bearing surface 39 which is to be 
opposed to a magnetic record medium and an MR element 
40 having a desired MR height. In the present embodiment, 
the edge of the recessed portion 25 formed in the substrate 
21 is used as the positional reference for the air bearing 
Surface 39. Since a position of this edge is not varied during 
the manufacturing process, it is possible to define the throat 
height TH, MR height MRH and apex angle 0 which are 
accurately correspond to desired design values. 

0163 The above mentioned second magnetic layer 32, 
i.e. pole chip may be made of a material halving a high 
Saturation magnetic flux density Such as iron nitride (FeN), 
Fe-Cr-Zr series amorphous alloy and Fe-C series amor 
phous alloy in addition to the above stated permalloy (Ni:50 
wt %, Fe:50 wt %). Moreover, more than one of these 
materials may be used by Stacking. 

0.164 Moreover, the first and second magnetic layers 27 
and 34 may be made of any kinds of known materials having 
a high Saturation flux density in addition to the above 
mentioned permalloy (Ni:80 wt %, Fe:20 wt %). 
0165. Further, the gap layer 31 may be made of an oxide 
such as Al-O and SiO, a nitride such as AIN, BN and SiN 
or an electrically conductive non-magnetic material Such as 
Au, Cu and NiP. 

0166 FIGS. 30A and 30B show another embodiment of 
the combination type thin film magnetic head manufactured 
by the method according to the invention. In the above 
explained embodiment, as shown in FIG. 24, upon forming 
the trim Structure by etching the gap layer 31 and first 
magnetic layer 27 while the pole chip 32 of the pole portion 
is used as a mask. In the present embodiment, the first 
magnetic layer 27 is etched over its whole thickness while 
the pole chip 32 is used as a mask. In case of etching the first 
magnetic layer 27 over a part of its thickness in the previous 
embodiment, the magnetic flux might leak at the edge at 
which the first magnetic layer does not overlap with the pole 
chip 32, and thus a track width might be widened due to the 
Writing by the leaked magnetic flux. However, in the present 
embodiment, Since the etching is performed over a whole 
thickness of the first magnetic layer 27, there is not formed 
Such an edge at which the first magnetic layer does not 
overlap with the pole chip 32, and the above undesired 
widening of the effective track width cain be avoided. 

0167 FIGS. 31 and 32 show an embodiment in which 
the element Separating, insulating layer 26 is formed to have 
a thickness t, and FIGS. 33 and 34 illustrate another 
embodiment in which the element isolating insulating layer 
26 has a thickness of t which is larger than the thickness t. 
When the element isolating insulating layer 26 have differ 
ent thicknesses, a distance d from the edge of the recessed 
portion 25 formed in the substrate 21 to an edge of the MR 
reproducing element 40 opposite to an edge which exposes 
on the air bearing surface 39 is identical in both embodi 
ments, but a distance from the edge of the recessed portion 
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to the rear edge of the pole portion of the first magnetic layer 
27 becomes d in the embodiment shown in FIGS. 31 and 
32 and becomes d in the embodiment depicted in FIGS. 33 
and 34, d. being longer thand. In this manner, the distance 
da, d from the edge of the recessed portion 25 to the rear 
edge of the first magnetic layer 27 can be controlled, while 
the distance d from the edge of the recessed portion to the 
rear edge of the MR reproducing element 40 is remained 
unchanged. 
0.168. In this manner, according to the invention, the 
balance between the throat height TH and the MR height 
MRH can be adjusted by controlling a thickness of the 
element isolating insulating layer 26, and therefore a manu 
facturing, yield of the combination type thin film magnetic 
head can be improved. Furthermore, during the manufac 
turing process, it is very easy to control a thickness of the 
element isolating insulating layer 26, and thus various 
requests of users can be responded easily and promptly. 
0169 FIGS. 35-49 show successive steps of a second 
embodiment of the method of manufacturing the combina 
tion type thin film magnetic head according to the invention. 
Also in these drawings, A denotes a croSS Sectional view cut 
along a line perpendicular to the air bearing Surface, and B 
represents a croSS Sectional view of the pole portion cut 
along a line parallel with the air bearing Surface. 
0170 At first, as shown in FIG. 35, an insulating layer 
122 made of alumina and having a thickness of about 10 um 
is formed on one surface of a substrate main body 121 made 
of AITC. In the present Specification, a combination of these 
substrate main body 121 and insulating layer 122 is called a 
Substrate or wager 123. Further, in this specification, an 
insulating layer means at film having at least an electrically 
insulation property and may have or may not have a non 
magnetic property. In general, a material Such as alumina 
having both the electrically insulating property and non 
magnetic property is used, and therefore the insulating layer 
and the non-magnetic layer are Sometimes used to have the 
Same meaning. 
0171 Next, as shown in FIG. 36, a first magnetic layer 
124 is formed on the insulating layer 122 of the substrate 
123 Such that the first magnetic layer includes an opening at 
a portion at which a recessed portion is to be formed later, 
Said first magnetic layer constituting one of the Shields for 
the magnetoresistive type thin film magnetic head. Then, the 
reactive icon etching is performed using the first magnetic 
layer 124 as a mask to form a recessed portion 125 in the 
surface of the insulating layer 122 as shown in FIG. 36. In 
this figure, a periphery of the opening of the first magnetic 
layer 124 defining the recessed portion 125 is denoted as a 
reference numeral 124a. As illustrated in FIG. 36, at a 
central portion of the recessed portion 125 there is remained 
a part of the insulating layer 122 like as an island and the in 
magnetic layer is formed on its top Surface. This structure is 
required for coupling the other pole to be formed later with 
the one pole. 
0172 In the present embodiment the first magnetic layer 
124 is made of a permalloy and is formed by the plating. The 
reactive ion etching can be conducted using the gas Such as 
BC1, Cl, CF, SF. By Such a reactive ion etching, it is 
possible to form the recessed portion 125 having a large 
depth of not less than 5 um in an accurate manner. In the 
present embodiment, the recessed portion 125 has a depth of 
7-8 um. 

Jun. 6, 2002 

0.173) In the present embodiment, the apex angle 0 is 
determined by an inclination angle of the Side wall of Said 
recessed portion 25, and the Side wall of the recessed portion 
has the inclination angle of 45-70, particularly 55-65. In 
the present embodiment, the inclination angle is set to about 
60°. 

0.174. In order to form one of the poles, a mask made of 
a photoresist is formed on the first magnetic layer 124 in 
accordance with a given pattern, and then the first magnetic 
layer is selectively etched as depicted in FIG. 37. During 
this etching process, the first magnetic layer 124 formed on 
the island-shaped insulating layer 122 is removed. 
0.175. In the present embodiment, one of the shields is 
formed by etching the first magnetic layer 124 which has 
been used as the mask for forming the recessed portion 125 
after the formation of the recessed portion 15. According to 
the invention, a task for forming the recessed portion may be 
made of metal or metal compound, and the first magnetic 
layer may be formed in accordance with a given pattern after 
removing the mask. 
0176) Next, as shown in FIG. 38, an alumina insulating 
layer 126 having a thickness of 0.2-0.8 um is formed on the 
inner surface of the recessed portion 125 as well as on the 
first magnetic layer 124 in accordance with a given pattern, 
a Second magnetic layer 127 constituting the other pole is 
formed thereon with a thickness of about 4 um in accordance 
with a given pattern and then an alumina insulating layer 128 
having a thickness of 0.5-1 um is formed thereon. AS 
explained above, according to the present invention, by 
controlling a thickness of the insulating layer 128 within a 
range of 0.2-0.8 um, the throat height can be controlled 
without changing the MR height. 
0177 FIG. 37 is a plan view showing the condition after 
the Second magnetic layer 127 is formed in accordance with 
a given pattern. In FIG. 39, the insulating layer 128 formed 
on the Second magnetic layer 127 is dispensed with and the 
thin film coil and poles of the inductive type thin film 
magnetic head to be formed later are denoted by imaginary 
lines. 

0.178 In the actual manufacturing process, after forming 
a number of combination type thin film magnetic heads in a 
matrix on the wafer, the wafer is divided into bars, a side 
edge of respective bars is polished to form the air bearing 
surfaces, and finally the bar is divided into a plurality of the 
combination type thin film magnetic heads. However, in the 
drawings, only a single thin film magnetic head is shown. 
0179 Subsequently as shown in FIG. 40, a two layer thin 
film coil 130 is formed within the recessed portion 25 Such 
that the thin film coil is electrically insulated by an insulating 
layer 129, within said recessed portion having been formed 
the insulating layer 126 having a controlled thickness, 
Second magnetic layer 127 and insulating layer 128. During 
the formation of this thin film coil 130, the annealing process 
is carried out at a temperature of 200-250 C. to flatten the 
Surface. 

0180 Next, is shown in FIG. 41, an alumina insulating 
layer 131 is formed on a whole surface with a thickness of 
3-4 tum. This insulating layer 130 may be made of silicon 
oxide instead of alumina. 

0181. Then, the alumina insulating layer 131 is flattened 
by the chemical mechanical polishing (CMP) Such that the 
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Surface of the first magnetic layer 124 is exposed, and the 
Surface of the first insulating layer 124 is brought into 
co-planer with the Surface of the first magnetic layer as 
depicted in FIG. 42. By performing Such a process, a 
thickness of the first magnetic layer 124 which are about 4 
tim in an original condition is reduced to about 3 um. 
Furthermore, in this condition, the edge of the Second 
magnetic layer 127 is exposed. 
0182. In the present embodiment, the assembly shown in 
FIG. 42 is called a common unit for thin film magnetic head 
which can be commonly used for manufacturing combina 
tion type thin film magnetic heads having various properties. 
A number of common units for thin film magnetic heads are 
previously manufactured and Stocked, and a combination 
type thin film magnetic head having a property required by 
a user can be manufactured while the common unit is 
utilized as a Starting material. In this manner, according to 
the invention, various requests of users can be Suitably and 
promptly satisfied by the above feature together with the 
above mentioned feature that the throat height can be 
controlled easily without loosing a balance between the 
throat height and the MR height. 
0183) Next, as illustrated in FIG. 43, a shield gap layer 
133 having a MR layer 132 embedded therein is formed on 
the first magnetic layer 124. This can be performed be 
performed in the following manner. After forming an alu 
mina layer having thickness of about 0.1 um, the MR layer 
132 constituting the AMR element or GMR element in 
accordance with a given pattern, a lead pattern (not shown) 
for the MR layer is formed, and finally an alumina layer is 
formed with a thickness of 0.1 lum. For the sake of clarity, 
in FIG. 43, these alumina layers ire shown as a single united 
shield gap layer 133. Furthermore, the MR layer 132 is 
trimmed on the first magnetic layer 124 only at a region at 
which the pole portion will be formed later, but the shield 
gap layer 133 is formed on a whole Surface. 
0184 Next parts of the shield gap layer 127 formed on 
the edge and the island-like portion of the Second magnetic 
layer 127 are selectively removed. This process may be 
conducted by the lift-off process, but in the present embodi 
ment, the process is carried out by Selectively removing the 
alumina of the shield gap layer 133 by means of the reactive 
ion etching with BCI Series gas, while the photolithography 
is utilized. 

0185. Then, as shown in FIG. 44, a third magnetic layer 
134 is formed such that the third magnetic layer is coupled 
with the Second magnetic layer 127 at the edge of the 
recessed portion 125. In the present embodiment, the third 
magnetic layer 134 is formed by depositing a permalloy by 
the plating with a thickness of about 3.5 lim. Then, an 
alumina insulating layer 135 is formed on a whole surface 
with a thickness of several microns, and is flattened by CMP 
to expose the third magnetic layer 134 as depicted in FIG. 
45. Also in this process, the over-etching is conducted Such 
that a part of the third magnetic layer 134 is exposed, and 
therefore a thickness of the third magnetic layer is reduced 
to about 3 um and the third magnetic layer formed on the 
island-like portion is also exposed. 
0186. After that, a write gap layer 136 made of alumina 
is formed on a whole Surface with ithickness of 150-200 nm, 
a part of the write gap layer situating on the island-like 
portion is Selectively removed, and then a fourth magnetic 
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layer 137 constituting the other pole is formed in accordance 
with a given pattern with a thickness of about 3 um as 
illustrated in FIG. 46. This fourth magnetic layer 137 has a 
narrow pole portion. Further, the fourth magnetic layer 137 
is brought into contact with the third magnetic layer 134 
formed on the above mentioned island-like portion, and Said 
third magnetic layer is coupled with the Second magnetic 
layer. In this manner, there is formed a closed magnetic 
circuit which surrounds a part of the thin film coil 130. 
0187 Next, the reactive ion etching is performed using 
the pole portion of the fourth magnetic layer 137 as a mask, 
and a portion of the write gap layer 136 in a vicinity of the 
pole portion is selectively removed as depicted in FIGS. 47 
and 48. By removing the write gap layer 136 by the reactive 
ion etching, the etching can be done within a short time 
period, and thus a reduction in a thickness of the fourth 
magnetic layer 137 is small. For the sake of simplicity, in 
FIG. 48, the thin film coil 130 and third magnetic layer 134 
underneath the write gap layer 136 are denoted by solid 
lines. 

0188 Next, the surface of the third magnetic layer 134 is 
partially removed by the ion beam etching, in the present 
embodiment by the ion milling while the pole portion of the 
write gap layer 136 is used as a mask to form the trim 
structure as shown in FIG. 49. By forming the trim structure 
in the Surface of the third magnetic layer 134 using the pole 
portion of the fourth magnetic layer 137 and write Yap layer 
136, the trim Structure can be always aligned with respect to 
the other pole constituted by the fourth magnetic layer, and 
thus the leakage of the magnetic flux can be effectively 
Suppressed. 
0189 Moreover, when the ion beam etching is used for 
etching the third magnetic layer 134 and the etching angle is 
Suitably Selected, a Side configuration of the trim Structure 
can be improved. 
0190. Furthermore, a protecting overcoat layer 139 made 
of alumina is formed on a whole Surface with a thickness of 
3-5 um, and then the etching is carried out to expose contact 
pads connected to the thin film coil 130 of the inductive type 
thin film magnetic head and contacts pads connected to) the 
MR layer 132 of the magnetoresistive type thin film mag 
netic head. In the present embodiment, Since the fourth 
magnetic layer 137 has a flat Surface and the overcoat layer 
139 can be thin, the above etching such as ion milling and 
reactive ion etching for exposing the contact pads can be 
easily performed within a short time period. In the conven 
tional combination type thin film magnetic head, it is nec 
essary to provide the thick overcoat layer, the etching for 
exposing the contact pads requires a long time period. 
Therefore, the throughput is decreased. 
0191 After the respective components of the combina 
tion type thin film magnetic head have been formed on the 
wafer 123, the wager is divided into a plurality of bars, in 
each of which a number of combination type thin film 
magnetic heads are aligned. Then a side edge of a bar is 
polished to form the air bearing Surface, and finally the bar 
is divided into respective combination type thin film mag 
netic heads. During the polishing process for the air bearing 
Surface, the position of the edge of the recessed portion 125 
is used as a positional reference and Since this position is not 
deviated during the manufacturing process, it is possible to 
obtain the MR reproducing element having a desired MR 
height corresponding to a design value. 



US 2002/OO67570 A1 

0192 As shown in FIGS. 49 and 50, also in the present 
embodiment, by changing a thickness of the element isolat 
ing insulating layer 126, the throat height can be controlled 
without changing the MR height. It should be noted that in 
the embodiment shown in FIG. 50, a thickness of the 
element isolating insulating layer 126 is larger than that of 
the embodiment illustrated in FIG. 49, and thus the throat 
height in FIG. 50 is longer than that in FIG. 49. However, 
the MR height is identical in both embodiments. It should be 
noted that FIGS. 49 and 50 depict the condition prior to the 
polishing for the air bearing Surface, and thus actual throat 
height and MR height become smaller, but the above 
explained relation is not changed at all. 

0193 In FIG. 49, a thickness of the element isolating 
insulating layer 126 is denoted by t and a thickness of this 
layer is represented by t which is larger than t. By changing 
a thickness of the element isolating, insulating layer 126 in 
this manner, although, a distance d from the edge of the 
recessed portion 125 formed in the Substrate 123 to the edge 
of the MR layer 132 opposite to the air bearing surface, a 
distance from the edge of the recessed portion to the rear 
edge of the pole portion of the Second magnetic layer 127 
becomes d, in FIG. 49 and becomes d which is longer than 
d, in FIG. 50. That is to say, also in this embodiment, a 
distance d, d from the edge of the recessed portion 125 to 
the rear edge of the Second magnetic layer 127 can be 
controlled, while a distance d from the edge of the recessed 
portion to the rear edge of the MR reproducing element 132 
is remained constant. 

0194 In the present invention, since the balance between 
the throat height TH and the MR height can be adjusted by 
controlling a thickness of the element isolating, insulating 
layer 126, the yield of manufacturing, the combination type 
thin film magnetic head can be improved. Further, during the 
manufacturing process, a thickness of the element isolating 
insulating layer 126 can be controlled Simply, various 
requirements of users can be Satisfied in an easy and prompt 

C. 

0.195. In the present embodiment, during the polishing for 
obtaining the air bearing Surface the edge of the recessed 
portion 125 is used as a positional reference, and Since this 
position is not changed during the manufacturing process the 
throat height TH and MR height MRH can be formed to 
have desired design values. Moreover, the apex angle 0 is 
determined by the inclination angle of the side wall of the 
recessed portion 125 and this inclination angle can be 
accurately Set to a desired angle and is not changed during 
the manufacturing process. Therefore, it is possible to obtain 
the combination type thin film magnetic head having a 
desired apex angle 0. In this manner, in the combination type 
thin film magnetic head according to the invention, a Suffi 
cient miniaturization can be attained without degrading the 
performance. 

0196. Furthermore, although the combination type thin 
film magnetic head is of the normal type in which the 
inductive type thin film writing magnetic head is Stacked on 
the MR reproducing element, since the MR element 132 is 
formed after the heating treatment at about 250 C. for 
forming the thin film coil 130, the MR layer is not affected 
by the heating treatment and a MR layer having a higher 
sensitivity but being liable to be influenced by heat may be 
advantageously used. 

Jun. 6, 2002 

0197 FIGS. 51-58 show a third embodiment of the 
method of manufacturing the combination type thin film 
magnetic head according to the invention. Also in these 
drawings, A denotes a croSS Sectional view cut along a line 
perpendicular to the air bearing Surface and B shows a croSS 
Sectional view of the pole portion cut along a line parallel 
with the air bearing Surface. In the present embodiment, the 
combination type thin film magnetic head having the normal 
configuration, in which the MR reproducing element is 
formed on the Substrate and the inductive type thin film 
Writing magnetic head is Stickled on the MR element. 
0198 At first, as shown in FIG. 51, a substrate 223 is 
prepared by forming an alumina insulating layer 222 on a 
substrate main body 221 made of AITiC, and then a first 
magnetic layer 224 is formed thereon in accordance with a 
given pattern. Next, as illustrated in FIG. 52, the reactive ion 
etching, is performed using the first magnetic layer as a 
mask to form a recessed portion 225. An island-like portion 
is remained at a center of the recessed portion 225. 
0199 Next, as depicted in FIG. 53, after selectively 
removing the first magnetic layer 224 on the island-like 
portion within the recessed portion 225, a first insulating 
layer 226 having a controlled thickness is formed on an inner 
surface of the recessed portion 225. Further, as shown in 
FIG. 54, a MR layer 228 is formed on the first insulating 
layer 224 in accordance with a given pattern Such that the 
MR layer is embedded within a shield gap layer 227. 
0200 Next, as shown in FIG. 55, a second magnetic 
layer 229 is formed on the first insulating layer 226 within 
the recessed portion 225 as well as on the Shield gap layer 
227. Then, as shown in FIG. 56, a thin film coil 30 is formed 
within the recessed portion 225 such that the thin film coil 
is Supported by a Second insulating layer 231 in an electri 
cally isolated manner. Next, as depicted in FIG. 57, after 
forming a third insulating layer 232 on the Second magnetic 
layer 229 and second insulating layer 231 the etch-back is 
carried out to expose the Surface of the Second magnetic 
layer 229 and to form a flat surface. 
0201 Next, as shown in FIG. 58, a gap layer 233 is 
formed. An opening 234 is formed in a rear portion of this 
gap layer 233 through the Second and third insulating layers 
231 and 232 to exposed the Surface of the Second magnetic 
layer 229. 
0202) Then, as depicted in FIG. 59, a third magnetic 
layer 235 is formed on the gap layer 233. This third magnetic 
layer 235 is coupled with said second magnetic layer 229 
through Said opening 234. 
0203 Following steps are identical with those of the 
above explained embodiment, and their detailed explanation 
is dispensed with. Also in the present embodiment, by 
controlling a thickness of the first insulating layer 226 
formed on the inner wall of the recessed portion 225, the 
reference position of throat height Zero can be changed, and 
therefore the throat height can be controlled. However, the 
MR height MRH is not changed even if a thickness of the 
first insulating layer 226 is changed. In this manner, the 
throat height TH can be controlled in a simple and accurate 
manner without breaking, a balance between the throat 
height TH and the MR height MRh. 
0204. The present invention is not limited to the above 
embodiments and many alternations and modifications may 
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be conceived within the Scope of the invention. For example, 
in the above embodiments, the MR reproducing element is 
constructed by the AMR element, but according to the 
invention, the MR reproducing element may be formed by 
the GMR element using spin bulb layer, Super-lattice GMR 
layer and granular GMR layer. These GMR elements have a 
drawback that the reproduced output is deceased to a large 
extent by the high temperature annealing at about 250 C. 
for forming the thin film coil of the thin film magnetic head. 
For instance, in the spin bulb film having Ni-Fe magnetic 
and Cu non-magnetic layers, a multi-layer Structure of the 
Spin bulb film might be destroyed by heating at a tempera 
ture not lower than 250 C. due to a mixing of Ni and Cu. 
In the above mentioned first and second embodiments 
according to the invention, the formation of the thin film coil 
within the recessed portion has been completed before 
forming the GMR film, and thus the GMR film is not 
affected any more. 
0205 Moreover, in the above mentioned first embodi 
ment, the trim Structure is formed in the first magnetic layer 
27 by conducting the etching process using the pole chip 32 
formed by the Second magnetic layer as a mask, but Such a 
trim Structure is not always necessary. 
0206 Moreover in the above embodiments, the thin film 
magnetic head is constructed as the combination type thin 
film magnetic head in which the recording thin film mag 
netic head and MR reproducing element are Stacked but 
according to the invention it is not always necessary are 
Stacked, but according to the invention it is not always type 
thin film magnetic head may be formed. 
0207 AS explained above, according to the thin film 
magnetic head, the first insulating layer and thin film coil are 
formed within the recessed portion formed in the surface of 
the Substrate, the Second magnetic layer constituting the pole 
chip is formed via the gap layer, and the third magnetic layer 
is formed to be contacted with the Second magnetic layer. 
Therefore, the throat height TH and apex angle 0 can be 
formed accurately to have desired design values and the 
performance of the thin film magnetic head can be 
improved. Furthermore, in the combination type thin film 
magnetic head having the reproducing head constructed by 
the magnetoresistive element, the formation of the thin film 
coil has been finished prior to the formation of the magne 
toresistive element, and thus the magnetoresistive element is 
not affected by the heating treatment for forming the thin 
film coil and the GMR element having a high sensitivity can 
be utilized, said GMR element being affected by the heating 
treatment. 

0208 According to the invention, when the trim structure 
is formed by etching the first magnetic layer using the pole 
chip constructed by the Second magnetic layer as a mask, the 
magnetic flux is not expanded during the writing and thus 
the effective track width is not expanded. Therefore the track 
width of Sub-microns can be realized and the Surface record 
ing density can be materially improved. Further, the trim 
Structure is formed by using the pole chip as a mask, the trim 
Structure can be formed accurately by the Self-alignment. 
0209 Furthermore, the second magnetic layer is 
extended inwardly beyond the pole portion, and thus a 
Sufficiently large contact area can be attained between the 
Second magnetic layer and the third magnetic layer, and the 
Writing magnetic flux is not Saturated at a point before the 
pole portion. 
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0210. In the method of manufacturing the combination 
type thin film magnetic head according to the invention, by 
controlling a thickness of the insulating layer formed on the 
inner Surface of the recessed portion formed in the Substrate, 
the throat height Zero reference position for the throat height 
of the inductive type thin film writing magnetic head can be 
controlled. In this case, the MR height of the MR reproduc 
ing element is not influenced at all, and therefore the throat 
height can be formed to have a desired design value without 
destroying the balanced condition between the throat height 
and the MR height. 
0211 Moreover, the control of a thickness of the insu 
lating layer can be performed very easily without changing 
largely the manufacturing process and therefore various 
requirements of users can be Satisfied in in easy and prompt 

C. 

0212. Furthermore, the apex angle of the inductive type 
thin film writing magnetic head is determined by the incli 
nation angle of the Side wall of the recessed portion and this 
inclination angle is not changed during the manufacturing 
process. Therefore, it is possible to manufacture the com 
bination type thin film magnetic head having the apex angle 
corresponding to the desired design value. 

1. A thin film magnetic head comprising: 
a first magnetic layer having a pole portion; 
a Second magnetic layer having a pole portion which is to 

be opposed to a magnetic record medium and defines a 
width of record tracks, and end Surface of Said pole 
portion constituting an air bearing Surface together with 
an end Surface of Said pole portion of Said first magnetic 
layer; 

a third magnetic layer which is brought into contact with 
Said Second magnetic layer on a Side opposite to Said 
first magnetic layer and is magnetically coupled with 
Said first magnetic layer at a portion remote from Said 
air bearing Surface; 

a gap later made of a non-magnetic material and being 
interposed between the pole portion of the first mag 
netic layer and the pole portion of the Second magnetic 
layer at least at the air bearing Surface; 

a thin film coil having a portion which is arranged 
between Said first magnetic layer and Said Second and 
third magnetic layers by means of an insulating layer to 
generate a writing magnetic flux for the magnetic 
record medium; and 

a Substrate which Supports Said first, Second and third 
magnetic layers, gap layer, insulating layer and thin 
film coil; 

wherein Said Second magnetic layer is extended up to a 
rear region beyond Said pole portion and an extended 
portion of the Second magnetic layer is brought into 
contact with the third magnetic layer, and a part of Said 
first magnetic layer except for at least Said pole portion 
and the thin film coil isolated by Said insulating layer 
are embedded within a recessed portion formed in the 
Substrate. 

2. A thin film magnetic head as claimed in claim 1, 
wherein the Surface of Said insulating layer electrically 
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isolating Said thin film coil and an interface between said 
Second and third magnetic layers are formed to be coplanar. 

3. A thin film magnetic head as claimed in claim 1, 
wherein Said recessed portion formed in the Substrate has a 
side wall which is inclined by 45°-75°. 

4. A thin film magnetic head as claimed in claim 3, 
wherein said side wall of the recessed portion formed in the 
substrate is inclined by 55°-65. 

5. A thin film magnetic head as claimed in claim 1, 
wherein Said recessed portion has a depth not less than 5 um. 

6. A thin film magnetic head as claimed in claim 1, 
wherein Said Second magnetic layer is made of a material 
having a high Saturation magnetic flux density. 

7. A thin film magnetic head as claimed in claim 1, 
wherein a portion of Said pole portion of the first magnetic 
layer opposed to the pole portion of the Second magnetic 
layer via Said gap layer has a trim Structure having a height 
which is equal to a whole or a part of a thickness of the first 
magnetic layer, and has a width which is Substantially equal 
to a width of the pole portion of Said Second magnetic layer. 

8. A thin film magnetic head as claimed in claim 7, 
wherein Said trim Structure is formed by etching using the a 
side wall which is inclined by 45°-75°. 

9. A thin film magnetic head as claimed in claim 1, 
wherein a width of the rear portion of the Second magnetic 
layer beyond the pole portion is widened than a width of the 
pole portion. 

10. A thin film magnetic head as claimed in claim 9, 
wherein a width of the rear portion of the Second magnetic 
layer beyond the pole portion is gradually increased. 

11. A thin film magnetic head as claimed in claim 10, 
wherein the rear portion of the Second magnetic layer 
beyond the pole portion is widened by an angle of 30-180. 

12. A thin film magnetic head as claimed in any one of 
claims 1-11, wherein the thin film magnetic head is con 
Structed as a combination type thin film magnetic head by 
arranging a magnetoresistive type reproducing element for 
reading on a Surface of the third magnetic layer opposite to 
the Surface which is brought into contact with Said Second 
magnetic layer Such that an end Surface of the reproducing 
element is exposed on the air bearing Surface. 

13. A method of manufacturing a thin film magnetic 
comprising: 

the Step of forming a recessed portion in a Surface of a 
Substrate; 

the Step of forming a first insulating layer on the Surface 
of the Substrate including a Surface of the recessed 
portion; 

the Step of forming a first magnetic layer on a Surface of 
Said first insulating layer; 

the Step of forming a thin film coil within the recessed 
portion such that the thin film coil is isolated by a 
Second insulating layer; 

the Step of forming a gap layer on at least Said pole portion 
of the first magnetic layer as well as on a Surface of Said 
Second insulating layer after making Said first magnetic 
layer and Second insulating layer to have a coplanar 
Surface; 

the Step of forming a Second magnetic layer on Said gap 
layer Such that the Second magnetic layer includes a 
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pole portion which extends along Said pole portion of 
the first magnetic layer and a rear portion which extents 
beyond the pole portion; 

the Step of forming a third magnetic layer Such that the 
Second magnetic layer is brought into contact with the 
Second magnetic layer and is brought into contact with 
Said first magnetic layer at a rear portion remote from 
the air bearing Surface; and 

the Step of forming the air bearing Surface to be opposed 
to a magnetic record medium by polishing Said Sub 
Strate, pole portions of Said first and Second magnetic 
layerS and gap layer Sandwiched by these pole portions 
while an edge of the recessed portion formed in the 
Substrate is used as a positional reference. 

14. A methodic of manufacturing a thin film magnetic 
head as claimed in claim 13, wherein upon forming Said 
Second magnetic layer, a width of Said rear portion thereof 
beyond the pole portion is wider than a width of the pole 
portion. 

15. A method of manufacturing a thin film magnetic head 
as claimed in claim 14, wherein a width of Said rear portion 
of the Second magnetic ayer is gradually increased. 

16. A method of manufacturing a thin film magnetic head 
as claimed in claim 15, wherein Said rear portion of the 
Second magnetic layer is widened at an angle of 30-180. 

17. A method of manufacturing a thin film magnetic head 
as claimed in claim 13, wherein after forming Said Second 
magnetic layer, the pole portion of Said first magnetic layer 
is etched while the pole portion of the Second magnetic layer 
is used as a mask to form a trim Structure. 

18. A method of manufacturing a thin film magnetic head 
as claimed in claim 17, wherein Said etching of the first 
magnetic layer using the pole portion of the Second magnetic 
layer as the mask is carried out Such that a part of a thickneSS 
of the first magnetic layer is removed. 

19. A method of manufacturing a thin film magnetic head 
as claimed in claim 17, wherein Said etching of the first 
magnetic layer using the pole portion of the Second magnetic 
layer as the mask is carried out Such that the first magnetic 
layer is removed over its whole thickness. 

20. A method of manufacturing a thin film magnetic head 
as claimed in claim 13, wherein Said step of forming the 
recessed portion in the Surface of the Substrate comprises: 

the Step of forming a photoresist layer Selectively on a part 
of the Surface of the Substrate at which the recessed 
portion is to be formed later, 

the Step of forming a metal or metal compound layer 
constituting a mask by a plating, while Said photoresist 
layer is used as a mask, 

the Step of forming a mask by removing Said photoresist 
layer, Said mask having an opening corresponding to 
the recessed portion to be formed; and 

the Step of forming the recessed portion in the Substrate by 
a reactive ion etching through the opening. 

21. A method of manufacturing a thin film magnetic head 
as claimed in claim 20, wherein Said reactive ion etching for 
forming the recessed portion is conducted by using, as a 
reactive gas, a fluorine Series gas Such as CF and SF or a 
chlorine Series gas Such as BC1 and Cl- or these gases 
diluted with an oxygen or inert gas. 
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22. A method of manufacturing a thin film magnetic head 
as claimed in claim 20, wherein before forming the mask 
made of metal or metal compound, an insulating layer is 
formed on the Substrate, and then after forming the recessed 
portion by the etching, said mask made of metal or metal 
compound is removed by etching while Said insulating layer 
is used as an etching Stopper. 

23. A method of manufacturing a thin film magnetic head 
as claimed in claim 20, wherein Said recessed portion is 
formed to have a depth not less than 5 um. 

24. A method of manufacturing a thin film magnetic head 
as claimed in claim 20, wherein Said recessed portion is 
formed to have a side wall which is inclined by an inclina 
tion angle of 45°-75°. 

25. A method of manufacturing a thin film magnetic head 
as claimed in any one of claims 13-24, wherein a magne 
toresistive type reproducing element for reading is formed 
on Said third magnetic layer Such that the reproducing 
element is electrically isolated and magnetically shielded to 
construct the thin film magnetic head as a combination type 
thin film magnetic head. 

26. A method of manufacturing a thin film magnetic head 
as claimed in claim 25, wherein after a first shield layer for 
effecting a magnetic shield is formed on the Substrate and a 
magnetoresistive material layer is formed Such that this layer 
is embedded within an insulating layer, Said first magnetic 
layer which also serves as a Second Shield is formed and 
during the polishing process for forming the air bearing 
Surface, Said first shield layer as well as Said magnetoresis 
tive material layer are polished to form the magnetoresistive 
type reproducing element whose end Surface is exposed on 
the air bearing Surface. 

27. A method of manufacturing a combination type thin 
film magnetic head having an inductive type writing thin 
film magnetic head and a magnetoresistive type reading thin 
film magnetic head for reading Successively stached on a 
Substrate comprising: 

the Step of forming a recessed portion in a Surface of a 
Substrate; 

the Step of forming a first insulating layer on an inner 
Surface of the recessed portion as well as on a part of 
the Surface of the Substrate; 

the Step of forming, a first magnetic layer on a Surface of 
Said first insulating layer; 

the Step of forming a thin film coil within the recessed 
portion such that the thin film coil is isolated by a 
Second insulating layer; 

the Step of forming a gap layer made of a non-magnetic 
material on Surfaces of Said first magnetic layer and 
Second insulating layer; 

the Step of forming a Second magnetic layer on Said gap 
layer Such that the Second magnetic layer is opposed to 
a pole portion of the first magnetic layer and is brought 
into contact with Said first magnetic layer at a portion 
remote from an air bearing Surface; 

the Step of forming a reading magnetoresistive layer on a 
Surface of Said Second magnetic layer Such that the 
magnetoresistive layer is embedded within a Shield gap 
layer and is electrically isolated and magnetically 
shielded; 
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the Step of forming a third magnetic layer on Said shield 
gap layer, and 

the Step of forming the air bearing Surface to be opposed 
to a magnetic record medium by polishing Said Sub 
Strate, pole portions of Said first and Second magnetic 
layers, gap layer Sandwiched by these pole portions, 
shield gap layer, magnetoresistive layer and third mag 
netic layer, while an edge of the recessed portion 
formed in the Substrate is used as a positional reference; 

wherein a throat height of the inductive type thin film 
Writing magnetic head is adjusted independently from 
a MR height of the magnetoresistive type reading thin 
film magnetic head by controlling a thickness of Said 
first insulating layer. 

28. A method of manufacturing a combination type thin 
film magnetic head as claimed in claim 27, wherein the 
throat height of Said inductive type writing thin film mag 
netic head is adjusted while the MR height of Said magne 
toresistive type reading thin film magnetic head is remained 
COnStant. 

29. A method of manufacturing a combination type thin 
film magnetic head as claimed in claim 7, wherein a thick 
neSS of Said first insulating layer is controlled at will within 
a range of 0.2-0.8 um. 

30. A method of manufacturing a thin film magnetic head 
as claimed in claim 27, wherein Said step of forming the 
recessed portion in the Surface of the Substrate comprises: 

the Step of forming a photoresist layer Selectively on a part 
of the Surface at the Substrate at which the recessed 
portion is to be formed later, 

the Step of forming a metal or metal compound layer 
constituting a mask by a plating, while Said photoresist 
layer is used as a mask, 

the Step of forming a mask by removing Said photoresist 
layer, Said mask having an opening corresponding to 
the recessed portion to be formed; and 

the Step of forming the recessed portion in the Substrate by 
a reactive ion etching through the opening. 

31. A method of manufacturing a thin film magnetic head 
as claimed in claim 30, wherein Said reactive ion etching for 
forming the recessed portion is conducted by using, as a 
reactive gas, a fluorine Series gas Such as Cl and SF or a 
chlorine Series gas Such as BC1 and Cl- or these gases 
diluted with tin oxygen or inert gas. 

32. A method of manufacturing a thin film magnetic head 
as claimed in claim 30, wherein before forming the mask 
made of metal or metal compound, an insulating layer is 
formed on the Substrate, and then after forming the recessed 
portion by the etching, said mask made of metal or metal 
compound is removed by etching while Said insulating layer 
is used as an etching Stopper. 

33. A method of manufacturing a thin film magnetic head 
as claimed in claim 30, wherein Said recessed portion is 
formed in the surface of the substrate to have a depth not less 
than 5 um. 

34. A method of manufacturing a thin film magnetic head 
as claimed in claim 30, wherein Said recessed portion is 
formed to have a side wall which is inclined by an inclina 
tion angle of 45°-75°. 

35. A method of manufacturing a combination type thin 
film magnetic head having an inductive type writing thin 
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film magnetic head and magnetoresistive type reading thin 
film magnetic head for reading Successively Stacked on a 
Substrate comprising: 

the Step of forming a recessed portion in a Surface of a 
Substrate; 

the Step of forming a first insulating layer on an inner 
Surface of the recessed portion and a part of the Surface 
of the Substrate; 

the Step of forming a first magnetic layer on a Surface of 
Said first insulating layer; 

the Step of forming a thin film coil within the recessed 
portion such that the thin film coil is isolated by a 
Second insulating layer; 

the Step of forming a gap layer made of a non-magnetic 
material on Surfaces of Said first magnetic layer and 
Second insulating layer; 

the Step of forming a Second magnetic layer on Said gap 
layer Such that Said Second magnetic layer includes a 
pole portion which is opposed to a pole portion of the 
first magnetic layer and a rear portion which extends 
beyond the pole portion; 

the Step of forming a third magnetic layer which is 
brought into contact with Said Second magnetic layer as 
well as with Said first magnetic layer at a portion remote 
from an air bearing Surface; 

the step of forming a reading magnetoresistive layer on 
Said Second magnetic layer Such that the magnetore 
Sistive layer is embedded within a Shield gap layer and 
is electrically isolated and magnetically Shielded; 

the Step of forming a fourth magnetic layer on Said shield 
gap layer, and 

the Step of forming the air bearing Surface to be opposed 
to a magnetic record medium by polishing Said Sub 
Strate, first, Second and Second magnetic layers, gap 
layer, Shield gap layer, magnetoresistive layer and 
fourth magnetic layer, while an edge of the recessed 
portion formed in the Substrate is used as a positional 
reference; 

wherein a throat height of the inductive type thin film 
Writing magnetic head is adjusted independently from 
a MR height of the magnetoresistive type reading, thin 
film magnetic head by controlling a thickness of Said 
first insulating layer. 

36. A method of manufacturing a combination type thin 
film magnetic head as claimed in claim 35, wherein the 
throat height of Said inductive type writing thin film mag 
netic head is adjusted while the MR height of Said magne 
toresistive type reading thin film magnetic head is remained 
COnStant. 

37. A method of manufacturing a combination type thin 
film magnetic head as claimed in claim 35, wherein a 
thickness of Said first insulating layer is controlled at will 
within a range of 0.2-0.8 um. 

38. A method of manufacturing, a combination type thin 
film magnetic head as claimed in claim 35, wherein upon 
forming Said Second magnetic layer, a width of the rear 
portion beyond the pole portion is wider than a width of the 
pole portion. 
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39. A method of manufacturing a combination type thin 
film magnetic head as claimed in claim 38, wherein width of 
the rear portion of the Second magnetic layer is gradually 
increased. 

40. A method of manufacturing a combination type thin 
film magnetic head as claimed in claim 39, wherein Said rear 
portion of the Second magnetic layer is widened by an 
expansion angle of 30-180. 

41. A method of manufacturing a combination type thin 
film magnetic head as claimed in claim 35, wherein after 
forming Said Second magnetic layer, the pole portion of Said 
first magnetic layer is etched to form a trim Structure, while 
the pole portion of the Second magnetic layer is used as a 
mask. 

42. A method of manufacturing a thin film magnetic head 
as claimed in claim 35, wherein Said step of forming the 
recessed portion in the Surface of the Substrate comprises: 

the Step of forming a photoresist layer Selectively on a part 
of the Surface of the Substrate at which the recessed 
portion is to be formed later, 

the Step of forming a metal or metal compound layer 
constituting a mask by a plating, while Said photoresist 
layer is used as a mask, 

the Step of forming a mask by removing Said photoresist 
layer, Said mask having an opening, corresponding to 
the recessed portion to be formed; and 

the Step of forming the recessed portion in the Substrate by 
a reactive ion etching through the opening. 

43. A method of manufacturing a thin film magnetic head 
as claimed in claim 42, wherein Said reactive ion etching for 
forming the recessed portion is conducted by using, as a 
reactive gas, a fluorine Series gas Such as CF and SF or a 
chlorine Series (as Such as BC1 and Cl- or these gases 
diluted with an oxygen or inert gas. 

44. A method of manufacturing, a thin film magnetic head 
as claimed in claim 42 wherein before forming the mask 
made of metal or metal compound, an insulating layer is 
formed on the Substrate, and then after forming the recessed 
portion by the etching, said mask made of metal or metal 
compound is removed by etching while Said insulating layer 
is used is an etching Stopper. 

45. A method of manufacturing a thin film magnetic head 
as claimed in claim 42, wherein Said recessed portion is 
formed in the surface of the substrate to have a depth not less 
than 5 um. 

46. A method of manufacturing a thin film magnetic head 
as claimed in claim 42, wherein Said recessed portion is 
formed to have a side wall which is inclined by an inclina 
tion angle of 45-75. 

47. A method of manufacturing a combination type thin 
film magnetic head having an inductive type writing thin 
film magnetic head and a magnetoresistive type reading thin 
film magnetic head for readings Successively Stacked on a 
Substrate comprising: 

the Step of forming a first magnetic layer on a Surface of 
a Substrate in accordance with a given pattern; 

the Step of forming a recessed portion in the Surface of the 
Substrate, while Said first magnetic layer is used as a 
mask, 
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the Step of forming a first insulating layer and a Second 
magnetic layer Successively on an inner Surface of the 
recessed portion; 

the Step of forming a magnetoresistive layer for reading 
on Said first magnetic layer Such that the magnetore 
Sistive layer is embedded within a Shield gap layer; 

the Step of forming a Second magnetic layer on Said first 
insulating layer within Said recessed portion as well as 
on Said shield gap layer; 

the Step of forming a thin film coil on Said Second 
magnetic layer within the recessed portion Such that the 
thin film coil is isolated by a Second insulating layer; 

the Step of forming a gap layer made of a non-magnetic 
material on Said Second magnetic layer and Second 
insulating layer; 

the Step of forming a third magnetic layer which is 
opposed to Said Second magnetic layer vial Said gap 
layer and is magnetically coupled with Said Second 
magnetic layer at a portion remote from an air bearing 
Surface; and 

the Step of forming, an air bearing Surface to be opposed 
to a magnetic record medium by polishing Said Sub 
Strate, first magnetic layer, Shield gap layer, magnetore 
Sistive layer, Second magnetic layer, gap layer and third 
magnetic layer, while an edge of the recessed portion 
formed in the Substrate is used as a positional reference; 

wherein a throat height of the inductive type thin film 
Writing magnetic head is adjusted independently from 
a MR height of the magnetoresistive type reading thin 
film magnetic head by controlling a thickness of Said 
first insulating layer. 

48. A method of manufacturing a combination type thin 
film magnetic head as claimed in claim 47, wherein the 
throat height of Said inductive type writing thin film mag 
netic head is adjusted while the MR height of Said magne 
toresistive type reading thin film magnetic head is remained 
COnStant. 

49. A method of manufacturing a combination type thin 
film magnetic head as claimed in claim 47, wherein a 
thickness of Said first insulating layer is controlled at will 
within a range of 0.2-0.8 um. 

50. A method of manufacturing a thin film magnetic head 
as claimed in claim 47, wherein Said recessed portion is 
formed by conducting a reactive ion etching, while Said first 
magnetic layer is used as a mask. 

51. A method of manufacturing a thin film magnetic head 
as claimed in claim 50, wherein Said reactive ion etching for 
forming the recessed portion is conducted by using, as a 
reactive gas, a fluorine Series gas Such as CF and SF or a 
chlorine Series gas Such as BC1 and Cl- or these gases 
diluted with an oxygen or inert gas. 

52. A method of manufacturing a thin film magnetic head 
as claimed in claim 51, wherein Said recessed portion is 
formed in the surface of the substrate to have a depth not less 
than 5 um. 

53. A method of manufacturing a thin film magnetic head 
as claimed in claim 51, wherein Said recessed portion is 
formed to have a side wall which is inclined by an inclina 
tion angle of 45°-75°. 

54. A method of manufacturing a combination type thin 
film magnetic head having an inductive type writing thin 
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film magnetic head and a magnetoresistive type reading thin 
film magnetic head for reading Successively Stacked on a 
Substrate comprising: 

the Step of forming a first magnetic layer on a Surface of 
a Substrate in accordance with a given pattern; 

the Step of forming a recessed portion in the Surface of the 
Substrate, while Said first magnetic layer is used as a 
mask, 

the Step of forming a first insulating layer on an inner 
Surface of the recessed portion; 

the Step of forming a magnetoresistive layer for reading 
on Said first magnetic layer Such that the magnetore 
Sistive layer is embedded within a shield gap layer; 

the Step of forming a Second magnetic layer on Said first 
insulating layer within Said recessed portion as well as 
on Said shield gap layer; 

the Step of forming, a thin film coil on Said Second 
magnetic layer within the recessed portion Such that the 
thin film coil is isolated by a Second insulating layer; 

the Step of forming a gap layer made of a non-magnetic 
material on Said Second magnetic layer and Second 
insulating layer; 

the Step of forming a third magnetic layer which is 
opposed to Said Second magnetic layer via Said gap 
layer and is magnetically coupled with said second 
magnetic layer at a portion remote from an air bearing 
Surface; and 

the Step of forming an air bearing Surface to be opposed 
to a magnetic record medium by polishing Said Sub 
Strate, first magnetic layer, Shield gap layer, magnetore 
Sistive layer, Second magnetic layer, gap layer and third 
magnetic layer, while an edge of the recessed portion 
formed in the Substrate is used as a positional reference; 

wherein a throat height of the inductive type thin film 
Writing magnetic head is adjusted independently from 
a MR height of the magnetoresistive type reading thin 
film magnetic head by controlling a thickness of Said 
first insulating layer. 

55. A method of manufacturing a combination type thin 
film magnetic head as claimed in claim 54, wherein the 
throat height of Said inductive type writing thin film mag 
netic head is adjusted while the MR height of Said magne 
toresistive type reading thin film magnetic head is remained 
COnStant. 

56. A method of manufacturing a combination type thin 
film magnetic head as claimed in claim 54, wherein a 
thickness of Said first insulating layer is controlled at will 
within a range of 0.2-0.8 um. 

57. A method of manufacturing a thin film magnetic head 
as claimed in claim 54, wherein Said recessed portion is 
formed by conducting a reactive ion etching, while Said first 
magnetic layer is used as a mask. 

58. A method of manufacturing a thin film magnetic head 
as claimed in claim 57, wherein Said reactive ion etching for 
forming the recessed portion is conducted by using, as 
areactive gas, a fluorine Series gas Such as CF and SF or a 
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chlorine Series gas Such as BC1 and Cl- or these gases 60. A method of manufacturing a thin film magnetic head 
diluted with an oxygen or inert gas. as claimed in claim 57, wherein Said recessed portion is 

59. A method of manufacturing a thin film magnetic head formed to have a side wall which is inclined by an inclina 
as claimed in claim 57, wherein Said recessed portion is tion angle of 45°-75°. 
formed in the surface of the substrate to have a depth not less 
than 5 lam. k . . . . 


